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Preface 



The Austrian Center for Parallel Computation (ACPC) is a cooperative research 
organization founded in 1989 to promote research and education in the field of 
Software for Parallel Computer Systems. 

The areas in which the ACPC is active include algorithms, languages, com- 
pilers, programming environments, and applications for parallel and high-perfor- 
mance computing systems. The partners of ACPC run research projects in these 
fields, use a common pool of hardware equipment, and offer a joint curriculum 
in Parallel Computation for graduate and postgraduate students. Moreover, sev- 
eral national and international workshops and conferences have been organized 
within the framework of the ACPC. 

These proceedings concern the Fourth International Conference of the ACPC 
(ACPC’99), held on February 16-18 in Salzburg, Austria. This conference is 
a merge of two established international conference/workshop series devoted 
to parallel processing: the ACPC conferences which were held previously in 
Salzburg, Gmunden, and Klagenfurt (all Austria) and the Parallel Numerics 
(ParNum) workshops which were organized in Smolenice (Slovakia), Sorrento 
(Italy), Gozd Martuljek (Slovenia), and Zakopane (Poland). 

We invited 20 researchers to participate on the program committee. The 
conference attracted authors from 22 countries around the world who submitted 
75 papers, out of which 50 were selected for presentation at the conference. 
Additionally, a poster session was organized featuring work in progress. Four 
distinguished researchers presented invited papers with topics related to the two 
special tracks on Parallel Numerics and Parallel Computing in Image Processing, 
Video Processing, and Multimedia. 

The conference was a result of the dedicated work of a large number of indi- 
viduals, not all of whom can be mentioned here. In particular, we must acknowl- 
edge the reviewers, who formed an international panel and did a competent job 
in a timely manner. We have to thank also the members of the local organizing 
committee for their effort in enabling the conference to run smoothly. Finally, 
we gratefully acknowledge the support of all organizations and institutions spon- 
soring the conference. 



Salzburg, December 1998 Peter Zinterhof 

Marian Vajtersic 
Andreas Uhl 
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Teraflops Computing: 

A Challenge to Parallel Numerics? 



Friedel Hossfeld 

John von Neumann Institute for Computing, 
Central Institute for Applied Mathematics, 
Research Centre Jiilich 
f .hossfeld@fz-juelich.de 



Abstract. Following in the wake of the Accelerated Strategic Comput- 
ing Initiative (ASCI) of the US Department of Energy, in the forthcom- 
ing years powerful new supercomputers will be brought into the market 
by the manufacturers participating in the high-performance computing 
race. Hence, the large-scale computing facilities in the key research cen- 
ters and industrial plants world-wide will surpass the teraflops perfor- 
mance barrier, too. The parallel architectures will be further extended to 
hierarchically clustered parallel computers mainly based on commodity- 
chip processors and SMP nodes tying together possibly tens of thou- 
sands of processing elements. In addition, heterogeneous computing and 
metacomputing will determine future large-scale computing by intercon- 
necting supercomputers of diverse architectures as giant supercomputer 
complexes. These developments will challenge not only system reliability, 
availability and serviceability to novel levels, but also interactivity of con- 
current algorithms and, in particular, adaptivity, accuracy and stability 
of parallel numerical methods. 



1 Computational Science &: Engineering and the ASCI 
and PACI Impact 

Crash simulations are the most intensive supercomputer applications in the au- 
tomobile industry. In pharmaceutical research and industry, molecular modeling 
has exploited, and will continue to require, considerable computational capa- 
bilities. Aerodynamical flow optimization in car and airplane design is still be- 
longing to the “Grand Challenges” In recent years, computer simulation 
has reached even the highest political level, since, in 1996, the United Nations 
voted to adopt the Comprehensive Test-Ban Treaty banning all nuclear testing 
for peaceful or military purposes. Banning physical nuclear testing created a 
need for full-physical modeling and high-confldence computer simulation and, 
hence, unprecedented steps in supercomputer power, since the Advanced Strate- 
gic Computing Initiative (ASCI) of the US Department of Energy (DoE) aims 
to replace physical nuclear-weapons testing with computer simulations by fur- 
thering the simulation technology on a nation-wide basis including the National 
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Laboratories in Livermore and Los Alamos and the Sandia Labs, the indus- 
try and the universities m- ASCI is accompanied by the NSF Partnership 
for Advanced Computational Infrastructure (PACI) centered around NCSA in 
Urbana-Champaign, Illinois, and SDSC, San Diego, in order to renew the US 
computing infrastructure by creating a National Technology Grid |4I5II . These 
initiatives focus much attention and gives terrific technological and scientific im- 
pact to an R&D field which developed in parallel with the tremendous increase 
and ubiquitous distribution of computer capacity over the past five decades: Al- 
though born in the 1940s, it has been named “Computational Science” only in 
the mid-1980s by the Nobel Prize Winner Kenneth Wilson and has been termed 
recently “Computational Science & Engineering” 

Computer simulation has grown and established itself as the third category 
of scientific methodology. This ever-innovating discipline fundamentally supple- 
ments and complements theory and experiment, as the two traditional categories 
of scientific investigation, in a qualitative and quantitative manner while inte- 
grating these into the methodological tripod of science and engineering. Being 
comparable rather with an experimental discipline. Computational Science and 
Engineering wastly extends the analytical techniques provided by theory and 
mathematics; today, in a sense, it is synonymous with investigating complex 
systems. Its main instrument is the supercomputer; its primary technique is com- 
puter simulation. Unsolved complex problems in the areas of climate research and 
weather forecast, chemical reactions and combustion, biochemistry, biology, en- 
vironment and ecological as well as sociological systems, order-disorder phenom- 
ena in condensed-matter physics, astrophysics and cosmology, quantum chro- 
modynamics, and, in particular, hydrodynamics have been identified as “Grand 
Challenges” . 

The various strategic position papers in the 1980s |YI?SI!tj and the govern- 
ment technology programs in the U.S., in Europe, and in Japan in the early 
1990s claimed that the timely provision of supercomputers to science and engi- 
neering and the ambitious development of innovative supercomputing hardware 
and software architectures as well as new algorithms and effective programming 
tools are an urgent research-strategic response to the grand challenges arising 
from these huge scientific and technological barriers m- Scanning the history 
since the very birthday of Computational Science and Engineering, which may be 
dated backs to 1946 when John von Neumann formulated the strategic program 
in his famous report on the necessity and future of digital computing together 
with H. H. Goldstine m. at that time complex systems were primarily involved 
with flow dynamics. He expected that really efficient high-speed digital com- 
puters will “break the stalemate created by the failure of the purely analytical 
approach to nonlinear problems” and suggested fluid mechanics as a source of 
problems through which a mathematical penetration into the area of nonlinear 
partial differential equations could be initiated. John von Neumann envisioned 
computer output as providing scientists with those heuristic hints needed in all 
parts of mathematics for genuine progress and to break the deadlock - “the 
present stalemate” - in fluid mechanics by giving clues to decisive mathematical 
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ideas. In a sense, his arguments sound very young and familiar. As far as fluid 
mechanics is concerned, in his John von Neumann Lecture at the SIAM National 
Meeting in 1981 yet Garett Birkhoff came to the conclusion on the development 
of analytical fluid dynamics that it be unlikely that numerical fluid dynamics 
would become a truly mathematical science in the near future, although com- 
puters might soon rival windtunnels in their capabilities; both, however, would 
be ever essential for research umii. 

The tripod of science and engineering, thus, has proved to provide scientific 
research and technology with the stable methodological basis and the instru- 
mental laboratory to effectively approach the solutions of the complex problems 
which are crucial to the future of science, technology, and society. It will be a 
crucial factor for the industry in order to meet the requirements of international 
economic competition especially in the area of high-tech products. Academia 
in the U.S. was pushing Computational Science and Engineering via a series of 
important strategic reports and initiatives. Despite the remarkable investments 
in research centers and universities in building up supercomputing power and 
skills and also some sporadic efforts in the industry concerning supercomputing 
in Europe, it took until the 1990s that the U.S. and European as well as na- 
tional governments started non-military strategic support programs like HPCC, 
HPCN, and HPSC !15IUil17|. Their goals were also to enhance supercomputing 
by stimulating the technology transfer from universities and research institu- 
tions into industry and by increasing the fraction of the technical community 
which gets the opportunity to develop the skills required to efficiently access 
the high-performance computing resources. The ASCI and PACI initiatives will 
definitely establish computer simulation as a fundamental methodology in sci- 
ence and engineering; and the dedication of the Nobel Prize for Chemistry 1998 
to Computational Chemistry will further support its position in the scientific 
community as well as in industry and politics. 



2 Responses from Computer Technology 

For the first time in computing history, we are able today to build a bal- 
anced pyramid of computing power in scientific and technical computation HS|. 
Whereas local area and wide area network systems with medium speed and band- 
width have been built up almost everywhere in research institutions and univer- 
sities, and high-speed communication with broadband functionality is promoted 
in the U.S. on a large scale for scientific as well as commercial applications and 
also in some european countries strong efforts are made to provide the scientific 
community with broadband communication services, other european countries 
are still quite far from having access to broadband communications. There is 
consensus that the backlash in high-speed communications is a severe barrier 
to establishing a highly efficient nation-wide infrastructure which is capable to 
provide supercomputer capacity and functionality to the scientific community 
on a modern scale with transfer opportunities into the industry ng. 



4 



Friedel Hossfeld 



The lack of high-speed communications is certainly an important reason for 
the retardation of the high-performance computing technology in these coun- 
tries. In Germany, although still very expensive compared to the US, due to the 
beneficial activities of the German Research Net (DFN) the Broadband Science 
Network, B-WiN, is providing communication bandwidths up to 155 megabits 
per second. For the year 2000, the B-WiN is projected to migrate to gigabit per 
second bandwidth; the DFN Gigabit Testbeds South and West are pilot projects 
towards the future G-WiN backbone. 

Strategically, for John von Neumann flow-dynamical phenomena have been 
the primary held where future efforts should have been invested to develop and 
establish the digital computer - as the “digital windtunnel” - and, thus, by utiliz- 
ing numerical methods, activate the mathematical penetration of the whole area 
of partial differential equations. Since then and up to now partial differential 
equations have been dominating in the advancement of high-speed computers 
and in the exploitation of their potential. The general solution methodology for 
such equations leads via discretization of space and time and via linearization 
into linear algebra and its numerical concepts and algorithms. The response 
of computer architecture to these early challenges of PDFs have been the vec- 
torcomputers optimizing vector-pipeline processing and creating the effective 
instruments of vectorization m- 

The exploration of the computing potential of the pipelining principle includ- 
ing programming and compiler techniques, tools, operating system functionality, 
and shared-memory organization and optimization resulted in the efficient ar- 
senal of knowledge and experience about the strengths and the weaknesses of 
vectorcomputing. The highest class of vectorcomputers, e.g. the Gray, Fujitsu, 
and NEG systems, are still dominating many of the supercomputing production 
environments and the practice of Gomputational Science and Engineering IZH. 
Gertainly, vectorcomputers will further develop in functionality and performance 
towards hundreds of gigaflops by exploiting the architectural and technological 
potential and expanding the “weak” parallelism well beyond hundred processors. 

Although today the sustained performance of these systems, e.g. the NEG 
SX-4, Fujitsu VPP-700 and even GRAY T90, turns out to be competitive with 
mid-sized massively parallel systems for a wast majority of essential algorithms 
as well as large applications, the technological progress is tending to replace vec- 
torcomputers as the very workhorses of Gomputational Science and Engineering 
by massively parallel computers. But workstations, however powerful they are 
or will become, cannot replace the potential of parallel computers which are 
basically built upon this technology of powerful microprocessor chips by tying 
them together via sophisticated broadbanded interconnection networks in or- 
der to support massive parallelism. Massively parallel computers are therefore 
undoubtedly considered as the - only - remedy to the needs of the demanding 
applications in the Grand Ghallenge category and maybe yet unrecognized appli- 
cations which might soon emerge, for instance, from the expanding multimedia 
held. 
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Unfortunately, in the early 1990s the manufacturers of massively parallel 
systems promised that they would be capable to develop and deliver parallel su- 
percomputers in 1995 which be able to reach the magical “3 T’s” (i.e. 1 Teraflops 
in execution rate, 1 Terabyte in main memory, and 1 Terabyte/s interconnection 
bandwidth), thus indicating a revolutionary, rather than evolutionary, step of 
almost three orders of magnitude beyond the then state-of-the-art supercom- 
puter performance. During recent years, nearly thirty companies were offering 
massively parallel systems and others were planning to enter the market with 
new products, although many experts predicted that the market will not be able 
to sustain this many vendors 1221 . In the meanwhile, the expected shake-out in 
the computer industry takes place questioning the health and the future poten- 
tial of this industry in total. Some went out of the parallel computer business 
- for quite different reasons - , others became just mergers. The dramatic sur- 
vival battle in the supercomputer industry is also giving severe damage to the 
users in the supercomputing arena. Their investments into massively parallel 
computing may be definitely lost from time to time and the establishment of 
a new hardware and software platform will require new investments concerning 
finances and manpower as well as psychological recovery from the frustration 
caused by unfulfilled soap-bubble promises. 

The critical situation of parallel computing has rigorously been analyzed |23| 
with respect to the possible negative impacts on the future perspectives and 
the progress of this scientific discipline but also on the support which will be 
expected and requested from the politicians. The report states that “the history 
of computing is littered with failed long-term predictions” ; it is right in claiming 
honest answers from the supercomputing arena to some burning questions on the 
seriosity of predictions concerning the reachability of the goals set in particular 
in the context of those national research initiatives. 

A key issue in massively parallel computing is scalability. Parallelizing “dusty” 
decks from industry is certainly an important task to do in order to increase the 
acceptance of parallel computing in commercial environments. However, one can- 
not expect terrific performance gains in many of these programs from porting 
such originary sequential, in many cases also organically grown, codes to parallel 
systems. Therefore, scalability often breaks down when the number of parallel 
nodes is increased beyond sixty-four, sixteen or even eight. Even the benchmark 
results on naked algorithmic kernels stress the limiting factor of scalability. There 
is a big discrepancy between the peak rates of massively parallel systems and 
the sustained performance which can be reached with algorithmic kernels and, 
even more significantly, with real application programs and software packages 
m- With kernels, the state of the art of massively parallel computers may still 
deliver, together with a pretty large variance in performance, not more than 10% 
of the peak rate as sustained performance. This is disappointing. Since, so far, 
the microprocessor chips have been developed with a different market goal in 
mind, it is extremely difficult to exploit the performance hidden in the hardware 
design of these processors via high-level programming languages and compiler 
techniques very often this leads to a loss by a factor of five to ten referred to 
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peak performance of the node rmrm . But it cannot be accepted as a reasonable 
software-technological approach to switch back to the very old times of assembler 
programming to reach reasonable performance levels. Convergence of hardware 
and compiler design together with the development of valuable programming 
tools must become the future development strategy. 

Another important issue is programming models |2S|- While Message Pass- 
ing - with MPI - is widely and effectively used on distributed memory systems 
as the only efficiently implemented programming paradigm at present, one can 
hardly imagine that this programming model will carry all future efforts to in- 
troduce massively parallel computing as the overwhelming technology; especially 
large non-scientific applications will certainly suffer from this obstacle of explicit 
programming the data communication in message-passing style. Up to now, pro- 
gramming and software technology not only relied on sequential machines, but 
also on the shared- memory organizational concept. The dominant language in 
scientific programming has been Fortran with all its strengths and weaknesses. 
On this language basis, the High Performance Fortran (HPF) seems to be an at 
least temporary platform to implement parallel applications. Urgent extensions 
towards more functionality are scheduled for HPF-2. There also seems to arise 
some renaissance of Cray’s Multitasking by the OpenMP programming model 

m- 

Despite the failure of the first commercially available massively parallel com- 
puter system which supported the programming paradigm of the Shared Virtual 
Memory (SVM), the efforts to explore this programming model should be trans- 
ferred into the product strategies of manufacturers. From a user’s point of view 
this SVM paradigm m seems to carry enough potential to overcome fundamen- 
tal deficiencies which can be experienced with the Message-Passing paradigm, 
because SVM hides the physical local memories from the programmer and pro- 
vides a virtual address space organized in pages which demand-driven move 
across the parallel processors. The advantage of this paradigm may be especially 
comfortable for the programmer if dealing with irregular data which are inherent 
in many scientific and engineering applications like, for instance, in the finite- 
element methods to treat partial differential equations nq. Since in many cases 
data access and communication patterns are unknown prior to the parallel exe- 
cution, data with efficient domain decomposition or applications with remeshing 
necessities cannot be realized in advance as is required by the Message-Passing 
model. However, this needs powerful tools to monitor the progress in the par- 
allelization process and strong support on the hardware level which cannot be 
seen to be available in the near future due to the present lack of interest in 
this SVM paradigm on the manufacturers’ side. In any case, together with gen- 
uinely parallel algorithms, powerful and user-friendly programming tools as well 
as performance-monitoring capabilities are key issues, too m 
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3 System Aspects of Beyond- Teraflops Computing 

The experiences with the strengths and weaknesses of the different architec- 
tures available for supercomputer applications in Computational Science and 
Engineering - the technological obstacles for major performance steps in vector- 
computing, the large variance in performance for algorithms on different parallel 
machines, and the very low average sustained performance in massively parallel 
processing relative to the peak rate, the present or even fundamental limitations 
to the scalability of systems and applications to reach and exploit massive par- 
allelism - quite naturally lead to the concept of heterogeneous computing which 
requires the coexistence and cooperation of the different computer architectures. 
In heterogeneous computing EHESES], the computational work of - parallel - 
programs can be split across different computers in order to achieve in total the 
fastest possible execution, where the individual portions of the work are sent to 
those computer systems in the heterogeneous ensemble which have been proved 
to be best for the specific characteristics of the work. This approach could gen- 
erate results much faster than would be possible on any single system. It also 
might simplify the programming effort, since program components can be de- 
veloped using diverse software environments which usually are not available on 
all machines. Heterogeneous computing is an attractive concept because it takes 
into account that the individual parallel machines, and vectorcomputers as well, 
spend much of their time on tasks for which they are unsuited. These effects 
lead to reduced performance, and also to scalability problems. 

On the other hand, it is well known that a user generally invests tremendous 
efforts in order to extract even small improvements of performance out of an 
innovative computer system for his specific application, well knowing that the 
application principally implies a spectrum of heterogeneous requirements which 
cannot be efficiently satisfied by the single target system he is focussing on just 
because it is available to him in his specific computing environment. Since the 
performance of the known supercomputer architectures is a function of the in- 
herent structures of the computations and the data communications involved, it 
is necessary to discriminate among types of code, algorithms, data, and commu- 
nications in order to optimize the mapping of tasks onto computer structures. 

Researchers in the field of innovative computing believe that there will be 
no single all-encompassing architecture which will be capable to satisfy het- 
erogeneous requirements with equally optimal performance. Hence, the goal of 
heterogeneous computing is the efficiency of computation and thereby the effec- 
tiveness and cost-effectiveness of both computers and programmers. The price to 
pay are again grand challenges to respond by hardware and software as well as 
network designers. Certainly, cumbersome administrative and accounting prob- 
lems involved in this cross-regional and inter-institutional computing concept will 
retard the potentiality of getting heterogeneous computing into efficient use. It 
becomes clear that high-speed networking is the fundamental technical require- 
ment of heterogeneous computing on the way to metacomputing, which brings us 
back to broadband data communications as the very basis of the “technological 
pyramid of scientific computing”, as discussed earlier. 



Friedel Hossfeld 



Despite of taking metacomputing between the supersystems of the National 
Labs Los Alamos, Livermore, and Sandia into account according to the ASCI- 
Pathforward plans, the requirements of the ASCI program reach far beyond 
the available technology and architectures |2E1- Also, foreseeable trends in de- 
veloping and implementing supercomputers fall well below the ASCI require- 
ments. Therefore, the supercomputing centers all over the world wait for the 
ASCI machines to get transformed into market so that they can benefit from 
the technology jumps in high-end computing achieved within the framework of 
the ASCI program to harness compute-based modeling, simulation, and virtual 
prototyping. The ASCI goal is to create the leading-edge computational capabil- 
ities. Thus, ASCI requests for near-time performance in the lO-to-30 Teraflops 
range in the late 1999 to 2001 timeframe, and for future supercomputer develop- 
ments enabling 100 Teraflops platforms in the 2004 timeframe. The Initiative’s 
applications require a threshold shift of 100 to 1000 times increase in comput- 
ing capability in order to meet the mission target. The aggregation of new - 
mainly commodity-based - building blocks for massively parallel supercomput- 
ers will challenge significant endeavours of integration and scaling technologies 
which are not currently driven by commercial markets. Therefore, ASCI is un- 
dergoing partnerships with various US manufacturers in order to accelerate the 
development of the supercomputers required. 

As is outlined in the ASCI program, achieving balanced systems at the 10 to 
100 Teraflops scale will place stringent requirements on the processor power, the 
node architecture, the internode interconnect, the I/O systems, and the storage 
subsystems. Balanced ASCI systems are estimated to scale according to the 
following approximate ratios: 



1 Teraflops 
1 Terabyte 
50 Terabyte 
16 Terabyte/s 
3 Terabyte/s 
0.1 Terabyte/s 
10 Gigabyte/s 
1 Gigabyte/s 
10 Petabyte 



peak performance/ 
memory size/ 
disk storage/ 
cache bandwidth/ 
memory bandwidth/ 

I/O bandwidth/ 
disk bandwidth/ 
archival storage bandwidth/ 
archival storage. 



The concept includes the following key attributes: multiple high-performance 
commodity priced compute nodes, which represent regular commercial product 
lines and not special-purpose designs; hierarchical memory systems, including 
cache-only memory architectures and distributed shared memory systems with 
low-latency high-performance memory access; very high performance storage 
and parallel I/O systems, scalable programming environments and operating 
systems; a universal programming paradigm; and much more. 
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4 Meet the Needs of CS&E: Requirements Revisited 

It is not obvious that, except for the vendors’ hardware, the diversity of re- 
sults of these ASCI developments will be easily and timely available worldwide 
to the non- AS Cl scientific community. Therefore, whenever supercomputer cen- 
ters outside the ASCI community expect to benefit from these forecast perfor- 
mance steps, significantly enhanced software for distributed operating systems 
as well as programming environments, tools, and libraries have to be developed 
and provided in order to enable the users to participate in these technological 
achievements. Thus, national software initiatives outside ASCI will be urgent to 
get started now if the emerging technological gap in simulation capabilities and 
capacities between the ASCI community and the rest of the world shall be kept 
as narrow as possible. Unfortunately, so far no signs of preparing a response to 
the ASCI program can be recognized, for instance, in the european countries. 
There is no doubt that the new level of supercomputing then will put significant 
pressure also on the numerical methods. 

Besides heterogeneous computing and metacomputing, the complex appli- 
cations in the ASCI program, but also in the other innovative scientific and 
industrial environments which rely strongly on Computational Science & Engi- 
neering and, thus, on supercomputing, require significant upscaling of massively 
parallel architectures m- The development of hierarchical parallel computers 
with clustered processing elements, e. g. SMP nodes, is on its way. To meet the 
ASCI performance requirements, the lO-to-30 Teraflops machines in the late 1999 
to 2001 timeframe will need the interconnection of more than 10,000 processing 
elements, or equivalently of the order of 50 to 1000 compute nodes consisting of 
256 to, respectively, 8 parallel processing elements. 

With this upscaling, the user will have to face severe problems of drastically 
reduced system stability and reliability m If it is assumed, referring only to 
hardware failures, that today the mean time between interrupt (MTBI) of such 
a (SMP) cluster of 128 processing elements, for instance, is around 500 hours 
and the total system consists of 100 clusters, the overall MTBI will be 500/100 
= 5 hours. If a processor-memory module yields a mean time between failure 
(MTBF) of three years, the MTBF of the whole ensemble of 10,000 modules will 
end up with 3/10,000 years which corresponds to 2.6 hours. Thus, the effective 
capability of a teraflops (10^^ operations per second) computer is limited to 
an uninterrupted run of these few, say in the average three, hours; hence, a 
corresponding simulation will involve only about 10^® operations which is not 
much measured at the ASCI criteria of 3D real-physics applications. 

The situation is getting worse when programming and other software bugs are 
taken into account, as has been awfully experienced in many large computational 
projects. Therefore, in order to exploit the performance of such a system, the 
software - and this means also the numerical as well as non-numerical methods 
- will have to provide very sophisticated check-point and restart mechanisms. 
Intelligent hot-swap facilities will be crucial in order to cope with those interrupts 
and failures from the system side to avoid big capacity losses; new redundancy 
concepts will have to take care of these technological deficiencies. 
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Dealing with Computational Science & Engineering problems of ASCI or 
other Grand Challenge scales, one has to face the fundamental responsibility to 
verify the results of numerical computer simulations, since these will be used as 
replacements of experimental explorations as in the ASCI context, but also in 
other areas like biochemistry, combustion, or crash tests. It can be rigorously 
shown how easy a numerically illiterate user can be trapped by the error pitfalls 
of brute force numerical simulations E7EH1- One can also experience the low 
level of knowledge about numerical analysis and of numerical technical skills of 
computer scientists who nevertheless enter the field of Computational Science 
& Engineering. This refers to the issue of education; therefore also university 
curricula are challenged. 

5 Support to CS&E Competence “Grids” 

But, finally, the new parallel computers seem to become a grand challenge for 
numerical mathematics itself. As has been already mentioned, governmental sup- 
port programs are lacking today in order to face the grand challenges of method- 
ological research and development in parallel software and parallel numerical 
methods and non-numerical algorithms as well; there is an urgent need to start 
an offensive development program. Its goal will not only be to explore funda- 
mental structures in algorithms and numerical methods, which is undoubtedly 
necessary, too, if we consider the relatively poor results of just porting sequen- 
tial methods and programs onto parallel computers. But the support program 
should also create the capabilities to transfer the results without delay into real 
and operating implementations on the parallel computer platforms emerging at 
the horizon. 

In order to succeed in these efforts, the vitalization of interdisciplinary com- 
petence networks is a prerequisite. In this sense, the Grid as established by the 
US National Science Foundation within the framework of its PACI program can 
be a guiding model also for other countries, or even regions like Europe. The in- 
terconnection and tight cooperation of Supercomputer Centers would certainly 
enhance such efforts because these centers are acting as active crystallization 
kernels and attractors within the national or regional competence structures 
P3|. Thus, their interconnection and cooperation pattern is well suited to pro- 
vide a stable skeleton for the growth of an interacting competence network for 
Computational Science & Engineering. 
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Abstract. A number of techniques are described for solving sparse lin- 
ear systems on parallel platforms. The general approach used is a domain- 
decomposition type method in which a processor is assigned a certain 
number of rows of the linear system to be solved. Strategies that are 
discussed include non-standard graph partitioners, and a forced load- 
balance technique for the local iterations. A common practice when par- 
titioning a graph is to seek to minimize the number of cut-edges and 
to have an equal number of equations per processor. It is shown that 
partitioners that take into account the values of the matrix entries may 
be more effective. 



1 Introduction 

Recent years have seen a maturation of parallel processing to a point where the 
methodology is now beginning to enter many engineering and scientific appli- 
cations. The innermost part of these applications often requires the solution of 
large sparse linear systems of equations. The most common architecture used 
is that of a distributed memory computer, using MPI for message passing. The 
most natural process for solving Partial Differential Equations and sparse lin- 
ear systems on distributed memory computers is to employ strategies based on 
domain decomposition. A typical finite element simulation for example, requires 
the following steps: (1) The physical mesh is generated, typically on one pro- 
cessor; (2) The mesh is partitioned using a number of publically available tools; 
(3) The element matrices and right-hand sides are generated in each processor 
independently; (4) Finally, a solution process, typically based on iterative meth- 
ods, for the resulting distributed system is undertaken. This course of action 
seems natural and straightforward. It comes, however, with a few challenging 
questions. 
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The first of them is related to partitioning. What partitioning approaches 
will lead to the best overall performance of the solver? Most current partitioners 
will simply divide up the graph aiming at obtaining about the same number of 
points in each processor and at reducing the number of edge cuts. A number 
of heuristics have been developed with this strategy in mind, see e.g., EH □ 
IS]. However, it is easy to imagine that this is far from perfect. First, if load 
balancing is the main criterion (ignoring communication for a moment) then 
clearly, the number of points assigned to each processor is not a good measure. 
One can imagine, for example, a technique based on attempting to equalize the 
time spent on matrix- vector products in which case, an algorithm that would 
distribute edges rather than vertices equally would be more appropriate. These 
two strategies may lead to a similar distribution in many cases, but not always. 
Another rather complex issue is that the partitioning can affect the quality of the 
preconditioning in a way that is hard to predict. We may obtain a partitioning 
that has perfect load balance and a minimal number of cut-edges but which may 
lead to an unacceptable increase in the number of iterations. This happens almost 
systematically when the matrix arises from highly discontinuous problems. 

This paper illustrates these issues by devising a number of alternative strate- 
gies that can be used for partitioning a graph and reducing idle time during an 
iteration. The intent is not to develop a new general method but rather to show 
that a few alternative approaches can lead to effective solution methods. 

2 Graph Partitioning Concepts 

The very first task that a programmer faces when solving a problem on a dis- 
tributed memory parallel computer, be it a dense or a sparse linear system is 
to decide how to map the data into the processors. We call a map of V, any set 
Vfi, V 2 , . . . , V"s, of subsets of the vertex set V, whose union is equal to V : 

V^cv , \J v, = v. 

i—l,s 

When all the subsets Vi are not pairwise disjoint, the term partition conflicts 
with common usage, but we will use the term overlapping partition in this case. 
The most general way of describing a node-to-processor mapping is to set up a 
list, containing all the nodes that are mapped to each processor. Thus, in the 
example shown in FigureO] the list {1, 2, 5, 6} is assigned to Processor 1, the list 
{3, 4} is assigned to Processor 2, the list {7, 8, 11, 12} is assigned to Processor 3, 
and the list {9, 10} is assigned to Processor 4. Another representation which is 
sometimes useful is to set-up an array which lists for each node the processor to 
which it belongs. This is important when setting up the local data structure in 
the preprocessing phase of domain decomposition type algorithms m- 

There has been a flurry of activity in finding good partitionings of graphs. 
Among the most popular techniques are the spectral bisection method 1 1 and 
Metis [ini- These methods attempt to provide a partition that will have good 
load balancing and a small number of edge cuts. A few algorithms to accomplish 
this have been described in E El El El S Q ^ • 
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Fig. 1. Mapping of a simple 4x3 mesh to 4 processors. 



2.1 A Few Graph-Based Partitioners 

The Breadth-First-Search (BFS) algorithm is at the basis of many partitioning 
techniques, including those to be described in this paper. BFS is essentially a 
level-by-level traversal of a graph. It starts with a given vertex vg which will 
constitute the level 0. Then all nodes adjacent to vg will be visited - and these 
constitute level 1. In the third step, all non-visited vertices that are adjacent to 
vertices belonging to level 1, will be visited and they will constitute Level 2, etc. 

We note that BFS does need not start with a single node. We can, for exam- 
ple, start with a known level, i.e., a set of nodes forming a string of connected 
nodes. The one-way partitioning algorithm simply traverse the nodes in the 
Breadth-First-Search order and assigns nodes to partitions until a given number 
of assigned nodes is reached. 

Algorithm 21 One-way-partitioning using level-sets 

1. Input: nlev, levels, ip (number of nodes per partition) 

2. Output: ndom, node-to-processor list. 

3. Start: ndom = 1; siz = 0; 

4. Loop: For lev =1, nlev Do 

5. For each j in levels(lev) Do 

6. add j to dom(ndom); siz = siz+1; 

7. If (siz .ge. ip) then 

8. ndom = ndom-hl; siz = 0; 

9. Endlf 

10. EndDo 



In an actual implementation, some care must be exercised to obtain equal 
sized domains, and to avoid having a last subdomain consisting of the points 
that are left-over in the very last step. For example, if n = 101 and ip = 10, 
we will have 10 subdomains of size 10 each and one of size one. This can be 
prevented by adjusting the ip parameter as we proceed. Two-way partitioning 
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consists of two applications of one-way partitionings. In a first pass we determine 
a one-way partition. Then each of the subdomains created is again partitioned 
using the one-way partitioning algorithm. This strategy will be referred to as the 
“double-striping” algorithm. It uses 2 parameters: p\ the number of partitions 
in the first one-way partitioning, and p 2 the number of sub-partitions in each of 
the Pi partitions resulting from the first pass. 

A critical ingredient in the efficiency of the procedure is the starting node. 
A well-known procedure for this is a heuristic for finding a so-called pseudo- 
peripheral node [n]. This procedure starts with an arbitrary node x and performs 
a BPS from this node. It then records the node y that is farthest away from x 
and the corresponding distance dist(x,y). We then assign x := y and perform a 
new traversal from x. We repeat the process and stop when dist{x, y) does not 
vary between two successive traversals. 



2.2 Level-Set Expansion Algorithms 

As was noted earlier, the Breadth First Search traversal can start from several 
independent vertices at once instead of one node only. Level-set expansion al- 
gorithms consist of building the subdomains by a using a BPS traversal from 
a number of centers. Thus, these algorithms consist of two phases. The first 
phase finds ‘center’ nodes for each partition from which to expand each subdo- 
main. Ideally, these centers are vertices that are far apart from one another, in 
a graph theory sense. In the second phase these points are used to generate the 
subdomains using a BPS expansion from them. 

Next, we present a version of the algorithm that is sequential with respect 
to the domains but it is clear that the process is inherently parallel. 

Algorithm 22 Level-set-expansion 

1. Start: 

2. Find an initial set of ‘coarse mesh ’ vertices 3. , . . . , Vndom 

4. For z = 1, 2, . . . , ndom Do label{vi) := i. 

5. Define levset := {z;i, . . . , Vndom} 3,nd nodes = ndom 

6. 2. Loop: While (nodes <n) Do 

7. NextJevset = cf) 

8. For each Vj in levset Do 

9. for each neighbor Vk of vj s.t. label{vk) = 0 Do 

10. NextJevset := NextJevset \J{vk} 

11. label{vk) '.= label{vj) 

12. nodes = nodes 1 

13. EndDo 

14. EndDo 

15. levset := NextJevset 

16. EndWhile 
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The algorithm starts with one node in each processor then expands by adding 
level sets until all points are labeled. The indicator that is assigned on each node 
to indicate whether or not the note has already been visited is now a label 
and the vertices will inherit the labels of their parents in the traversal process. 
At the end, all nodes having the same label will constitute a subdomain. We 
must assume here that the initial graph is connected or that there is at least 
one starting node in each connected component. The parallel version of this 
algorithm consists of assigning each starting node to a different processor, then 
expanding the level sets independently. At some point there will be conflicts, 
i.e., two processors will attempt to ‘acquire’ the same node which belongs to 
two level sets originating from two different starting nodes. In such cases, the 
host program must arbitrate. Our current implementation uses a first-come first 
served rule, but there are several possible improvements which are not considered 
here. 

The next question is how to find the center points. There are at least three 
possible options. First, if a coarse mesh is already available from the discretiza- 
tion then the nodes of this mesh can be taken as the centers. If a coarse mesh is 
not available we can alternatively use points provided from a two-way partition- 
ing algorithm. Second, if the coordinates of the nodes are available then one can 
easily select the centers from simple geometrical considerations. For example, 
for a rectangular 2-D mesh, we can choose points that are uniformly distributed 
in each direction. Other alternatives are required for the cases where only the 
graph is known and coordinate information is not available. 

In general, the two-way partitioning algorithm does not provide as good 
a splitting of the graph as some of the well-known alternatives such as the 
Recursive Spectral Bisection technique m It is, however, rather inexpensive 
to obtain. As a result, we can use this partitioning only to get the centers for 
the Level-Set Expansion. For example, we can simply take the middle node in 
the subdomain as a center. The resulting partitioning will be far better than the 
original two-way partitioning in general. An illustration of the process is given 
in Figure |21 

2.3 Partitioning Strategies Using Shortest Path Methods 

Partitioning is a form of reordering and as such it may have an important effect 
on the quality of partitioning. The purpose of this section is only to illustrate this 
point and propose, not a solution, but some general guidelines toward developing 
effective partitioners for iterative solvers. 

The key point is to take into account the matrix values when partitioning the 
problem. This can be done using weights on edges. The weight values are based 
on the absolute magnitudes of the matrix entries associated with the edges. In 
particular, if aj is the edge connecting vertices i and j, then the weight w{eij) 
of this edge is 1/(1 -I- |ay| -I- \aji\), where both matrix entries a^- and aji are 
associated with edge e^- under the assumption that the matrix is structurally 
symmetric. The hypothesis used here is that keeping together those nodes which 
are strongly coupled would lead to a better preconditioning. Weights have been 
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Fig. 2. Two-way partitioning (left) and level-set expansion using centers at the 
“middle node” of resulting subdomains (right). 
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used in partitioning methods, such as those developed in public domain codes. A 
drawback of such partitionings, however, is that the decision with respect to the 
weights is made only locally, that is, the weights are considered only to choose 
among the possible edge-cut candidates. 

To achieve a better quality preconditioning, we would like to “propagate” 
the weight-related information and group together several matrix entries whose 
added weights are small. The shortest path algorithm may be employed for this 
purpose. This algorithm finds the path with the smallest weight from a given 
node to all the nodes in a graph. Note that this shortest path algorithm starts 
with a single node. Finding the shortest path results in recording one by one 
the nodes constituting this path in a proper order, which we will call a shortest- 
path ordering. Then the nodes are gathered in the subdomains based on this 
shortest-path ordering rather than on a level-set ordering. At the same time, we 
would like to keep the edge cut small, i.e., we do not let any shortest path have 
a large number of (cheap) links. In other words, we would like to preserve the 
quality of partitions produced by a level-set expansion from the chosen center 
points. Thus, we introduce a weight coefficient indicating the relative location of 
a node in the level-set structure produced by BFS starting from a center point. 
For each edge e^, this coefficient may be computed, for example, as the sum of 
the levels at which the incident with this edge nodes are located. In general, the 
partitioning algorithm consists of the following major steps: 

1. Find domain centers. 

2. Do level-set expansion from these centers. 

3. Record the level for each node. 

4. Compute the weight coefficients. 

5. Multiply weights by the coefficients. 

6. Do shortest path ordering of the nodes. 

7. Collect nodes into subdomains. 

The full shortest-path algorithm is quite expensive: A standard implementation 
costs 0((|C| -I- I if I ) log |R|). Thus, some heuristic approximations were used in- 
stead of the complete shortest path algorithm. A test has been performed on 
the RAEFSKY3 matrix | 2 ]. This matrix is of size 21,200 and has 1,488,768 
of nonzeros. The Schur-LU preconditioner HH has been applied to solve the 
corresponding linear system using FGMRES(20) on 16 processors. A brief 
description of the Schur-LU preconditioner is given in SectionO Table Eshows a 
comparison between using a standard level-set expansion versus a method using 
a full shortest-path ordering in the expansion. The times are in seconds on the 
Paragon parallel computer. Note that these timings measure the solution phase 
only. The major time gains occur in the preconditioning phase — 142.04 vs. 
97.84 seconds — which is not surprising since the preconditioning application, 
being expensive, benefits the most from improving the quality of the local ma- 
trices. The importance of using the knowledge of matrix values in partitioning 
can be demonstrated in another example discussed next. 
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Time 


Iterations 


Standard 
Short est-Path 


175.27 

122.95 


161 

106 



Table 1. Impact of two different partitioning strategies on the performance of 
the Schur-LU preconditioner. 



2.4 Partitioning for Problems with Discontinuities 

Consider an elliptic partial differential equation of the form 



d / du\ d f 
dx \ dx) dy\dy) 



( 1 ) 



on rectangular regions with general mixed-type boundary conditions. In the test 
problems, the regions are the square 17 = (0,1)^, or the cube 17 = (0,1)^; the 
Dirichlet condition m = 0 is always used on the boundary. Only the discretized 
matrix is of importance, since the right-hand side will be created artificially. 
Therefore, the right-hand side h is not relevant here. The mesh is 96x96 grid 
points per processor, meaning that the problem size is scaled with the number of 
processors: the more processor used, the larger the problem solved. For example, 
on 4 processors, the problem size is 96 x 96 x 4 = 36, 864; on 16 processors, the 
problem size is 96 x 96 x 16 = 147,456. 

In the region 0.25 < x,y < 0.75, the coefficient a = 100 (FigureEI) and a = 1 
elsewhere, while the function b is constant and equal to 1. We can partition the 



a{x,y) = b{x,y) = 1 





a{x,y) = 10'^ 
b(x,y) = l 







1 3 

4 4 



Fig. 3. A test problem with discontinuous coefficient. 



resulting mesh without consideration given to the coefficients or we can partition 
it by trying to ensure that the discontinuity lines will not cross subdomains. 
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Having coefficients a = 100 and 6 = 1 in the region creates the discontinuity in 
only one direction, which already shows the advantages of treating this region 
separately and allows a greater freedom in partitioning it separately. We use 
a two-way level-set partitioning (“double-stripe”) as described in Section o 
This consists of taking a pseudo-peripheral node 0, then doing a breadth-first 
traversal from the peripheral node and keeping as many levels in the traversal 
as needed to have about n/pi nodes in each processor. The process is repeated 
to partition each of the resulting subgraphs into p 2 subpartitions. The result is 
a partition into p = pi x p 2 subgraphs, where p must be multiple of 4 in our 
example. 







p/4 PEs 




p/4 PEs 






p/8 PEs 


p/4 PEs 


p/8 PEs 










p/4 PEs 



Fig. 4. A macro-partitioning of the problem in Figure 0 



TableOshows the solution times using this algorithm (DoubleStripe) and its 
modification (DoubleStripejn) in which the partitioning is done in two phases. 
First, the double-stripe algorithm is applied to the area outside the region (“low 
coefficient a” area) only to partition it into 3p/4 processors (Figure 0 — left). 
Second, the rest of the processors (p/4) is assigned to the “high coefficient a” 
area inside the region using the same algorithm. 

One might argue that using a general purpose partitioning for this problem 
is not adequate since we can do the partitioning “By hand”, i.e., provide a 
rectangular partitioning for this regular mesh. In Table 0 ByHand represents 
such a partitioning. To consider separately the “low coefficient a” region, we 
proceed in the same way as with double-stripe partitioning and assign the region 
to the p/4 processors as shown in Figure Efright). The results for the two-phase 
partitioning “By hand” are labeled ByHandjn in Tabled 
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Time 


Iterations 


PEs 


16 


24 


48 


16 


24 


48 


DoubleStripe 


9.66 


14.34 


51.29 


81 


132 


341 


DoubleStripejn 


5.58 


6.33 


6.17 


50 


61 


58 


ByHand 


6.39 


12.73 


9.98 


52 


120 


87 


ByHandjn 


6.3 


7.34 


7.25 


53 


62 


59 



Table 2. Solution times (Paragon seconds), numbers of outer iterations for the 
Schur-LU preconditioner with four different partitioning strategies. 



3 Solution of Distributed Sparse Systems 

A distributed sparse linear system is a collection of sets of equations that are 
assigned to different processors. Each equation of the global linear system must 
be assigned to at least one processor. When equation number i is assigned to 
processor p, it is always assumed that the corresponding variable i is also as- 
signed to processor p. A pair consisting of an equation and the corresponding 
unknown is sometimes referred to as a node. Overlapping refers to situations in 
which a given node is assigned to more that one processor. The parallel solution 
of a sparse linear system begins with partitioning the adjacency graph of the 
coefficient matrix. The linear system is then distributed by assigning the equa- 
tions to processors according to the partitioning. When this is done, three types 
of unknowns can be distinguished: (1) Interior unknowns that are coupled only 
with local equations; (2) Local interface unknowns that are coupled with both 
non-local (external) and local equations; and (3) External interface unknowns 
that belong to other subdomains and are coupled with local equations. This set- 
ting which is illustrated in Figure 0 is common to most packages for parallel 
iterative solution methods nmniEiiiiiiiEiiiiEi 

The matrix assigned to a certain processor is split into two parts: the local 
matrix A^, which acts on the local variables and an interface matrix Xi, which 
acts on the external variables. Accordingly, the local equations can be written 
as follows: 

-t- — l^i' (2) 

where Xi represents the vector of local unknowns, pi^ext are the external interface 
variables, and bi is the local part of the right-hand side vector. It is common 
to reorder the local equations in such a way that the interface points are listed 
last after the interior points. This ordering leads to an improved interprocessor 
communication and to reduced local indirect addressing during matrix-vector 
multiplication. Thus, the local variables form a local vector of unknowns Xi 
which is split into two parts: the subvector Ui of internal vector components 
followed by the subvector pi of local interface vector components. The right- 
hand side bi is conformally split into the subvectors fi and pi. When the block 
is partitioned according to this splitting, the local equations 021) can be written 
as follows: 
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Fig. 5. A local view of a distributed sparse matrix. 



/ Bi Fi\ / u^\ 
\E, Cj\yj 



0 

EijUj 




( 3 ) 



Here, Ni is the set of indices for subdomains that are neighbors to the sub- 
domain i. The term Eijtjj is a part of the product which reflects the 

contribution to the local equation from the neighboring subdomain j . The result 
of the multiplication by Xi affects only the local interface unknowns, which is 
indicated by a zero in the top part of the second term of the left-hand side of 



3.1 Distributed Krylov Subspace Solvers 

Implementation issues when developing Preconditioned Krylov subspace algo- 
rithms for solving distributed sparse systems have been discussed elsewhere, see 
e g., [111311101113 Once the data structure associated with the local data 
has been built in each processor, then the operations required for implement- 
ing a Krylov subspace method are (1) vector operations such as SAXPY and 
dot products, (2) matrix vector products, and (3) preconditioning operations. 
The SAXPY operations are entirely local, since vectors are all partitioned con- 
formally. The dot products require a global sum of partial inner products. This 
reduction operation requires communication but if the domains are large enough, 
the related overhead is usually small. 

To multiply a given vector x by the global matrix, we only need to multiply 
the local matrix by the local part of x to obtain a vector z then get the external 
interface variables, multiply them by the X matrix and add the result to z. Thus, 
there are three costs to be added: the cost of the local matvec, then the cost of 
the exchange of interface data and finally the cost of the second matvec. 
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The most important operation when solving distributed sparse linear systems 
is undoubtedly the preconditioning operation. A discussion of preconditioners is 
beyond the scope of this paper. Here we only discuss two such methods for the 
sake of completeness. 

The simplest domain-decomposition preconditioner is the additive Schwarz 
procedure, which is a form of the block Jacobi iteration, where the blocks refer 
to matrices associated with entire subdomains. 

Algorithm 31 Additive Schwarz 

1. Obtain external data yi^ext 

2. Compute (update) local residual ri = (b — Ax)i = bi — AiXi — Xiyi^ext 

3. Solve Ai5i = 

4. Update solution Xi = Xi + Si 



The systems which arise in line 3, are solved by either a standard (sequential) 
ILUT preconditioner HS| combined with GMRES or the application of one ILU 
preconditioning operation. Of particular interest in this context are the overlap- 
ping additive Schwarz methods. In the domain decomposition literature [IB| it 
is known that overlapping is a good strategy to reduce the number of steps. 

Another preconditioning method described in is the Schur-LU precon- 
ditioner. The main step in this technique is to solve approximately the Schur 
complement system, i.e., the (global) system which involves the interface vari- 
ables y. This system is obtained by eliminating the variable Ui from equation ®, 
using the first equation. This global system in y can be solved approximately by 
a form of block Jacobi preconditioner. An ILUT factorization for the matrix Ai 
yields as a by-product an ILUT factorization for the local Schur complement. 
This is used to precondition the global Schur system. Once the approximation 
to the y variable is obtained, the u variables are extracted. The step of obtaining 
the approximate Ui, yi pair in this manner from a right-hand side constitutes one 
step of the Schur-LU preconditioner. For further details, see [HI- 

3.2 Reducing Idle Time in Preconditioning Operations 

For the local preconditioning strategies, such as Additive Schwarz, the amount of 
work each processor accomplishes in the preconditioning application is different 
and depends on the properties of the local submatrices. Since the properties of 
the local submatrices may vary greatly, the times of the preconditioning phase 
may also differ substantially leading to a load imbalance among processors. Thus 
when the processor synchronizations take place (in the orthogonalization phase 
of FGMRES and during the matrix- vector product computation), the processors 
with a small preconditioning workload must wait for the rest of the processors. 
One way to avoid this idling is to force all the processors to spend the same 
time in the preconditioning application in each outer iteration. The rationale is 
that it is better to spend the time that would otherwise be wasted, to perform 
more iterations in the “faster” processors. A better accuracy may be achieved 
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in these processors which would eventually propagate to others, resulting in 
a reduction of the number of iterations. The time may be fixed, for example, 
based on the time required by the processor with the largest workload to apply 
a preconditioning step. 

There are several approaches to control the “fixed-time” condition for an Ad- 
ditive Schwarz application which uses an iterative process (say, preconditioned 
GMRES) . One of these approaches is to change the number of inner iterations at 
a certain iteration of FGMRES for each processor based on some criterion com- 
paring the time of the previous preconditioning step. Thus the processors with 
small workloads will proceed for more iterations and compute a more accurate 
preconditioning vector. As a result, the number of the outer iterations may be 
reduced. 

In testing this approach, the following iteration adjustment has been deter- 
mined experimentally and applied after each preconditioning step in processor 
b (* = 

if > n}_i/3) n]=n]_^ + A], 

where n® is the number of the inner iterations in the jth iteration of FGMRES; 

is the number of iterations that processor i can fit into the time to be wasted 
in idling otherwise at the (next) jth outer iteration of FGMRES. Specifically, 






(Tmax - T^)N^ 
'Y'i 



where Tmax is the maximum time among all the processors and T® the time for 
processor i to perform preconditioning operations during j — 1 previous outer 
iterations, is the total number of preconditioning operations performed by 
processor i so far. The number of inner iterations n* can be updated provided 
that the limit nn^ on the number of inner iterations is not reached. Figure 0 
compares the time and iteration results for the standard (Jacobi in Figure EJ 
and the “fixed-time” (Jacobijft in FigureEJ Additive Schwatz preconditionings 
accelerated with FGMRES(20). The experiments have been performed on the 
IBM SP with the problem AF23560 from the Harwell-Boeing collection |2] . This 
problem has 23,560 unknowns and 484,256 nonzeros in the matrix. The precon- 
ditioning phase consists of ILUT-preconditioned GMRES(20) with the following 
parameters: If il=25, tiq = 5, num = 20, and the relative accuracy of 10“^. Note 
that this accuracy is increased to the accuracy of FGMRES (10“®) whenever n® 
is increased for the “fixed-time” algorithm. Figure 0 indicates that Jacobi Jt 
exhibits a better overall performance on a wide range of processor numbers, thus 
showing an advantage of forced load balancing. Earlier testings of this approach 
with a slightly different criterion, reported in m for small processor numbers, 
are in agreement with our numerical experiments. 



4 Conclusion 

A few strategies have been described for enhancing the performance of precon- 
ditioned Krylov subspace methods for solving distributed sparse linear systems. 
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AF23560 - Wall-Clock Time AF23560 - Iterations 





Fig. 6. Solution times and iterations for the standard and “fixed-time” Additive 
Schwatz preconditionings. 



The techniques described show that much can be gained from using partitioners 
that take into account the values of the matrix entries. In addition, the standard 
stopping criteria used when iterating locally in a processor may lead to wasted 
idle time, either because of load imbalance or because some subdomain systems 
are much easier to solve than others. We found that some improvements can be 
made by simply forcing all processors to iterate about the same amount of time. 
Such non-standard heuristics may be necessary because the impact of a given 
partitioning on the overall preconditioner is difficult to predict or analyze. 
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Abstract. We consider the problem of designing optimal and efficient 
algorithms for solving tridiagonal linear systems on a mesh intercon- 
nection network. We derive precise upper and lower bounds for these 
solvers using odd-even cyclic reduction. We present various important 
lower bounds on execution time for solving these systems including gen- 
eral lower bounds which are independent of initial data assignment, lower 
bounds based on classifications of initial data assignments which classify 
assignments via the proportion of initial data assigned amongst proces- 
sors, and lower bounds for commonly-used data layouts for tridiagonal 
solvers. Finally, algorithms are provided which have running times not 
only within a small constant factor of the lower bounds provided but 
which are within a small constant additive term of the lower bounds. 



1 Introduction 

In this paper, we consider the problem of designing algorithms for solving tridi- 
agonal linear systems. Such algorithms are referred to as tridiagonal solvers. A 
method for solving these systems in which there is particular interest by design- 
ers is the well-known odd-even cyclic reduction method which is a direct method. 
Due to this interest, we chose to focus our attention to odd-even cyclic reduc- 
tion. Thus, our results will be applicable to tridiagonal solvers designed on a 
mesh utilizing cyclic reduction. Clearly, much research has been spent exploring 
this problem, most deal with designing and analyzing algorithms that solve these 
systems on specific types of interconnection networks UOZIS] such as hypercube 
or butterfly. However, very little has been done on determining lower bounds for 
solving tridiagonal linear systems m on any type of interconnection network 
or on specific general parallel models m- 

The main objective of this paper is to present precise upper and lower bounds 
on the running time for solving tridiagonal systems which utilize odd-even cyclic 
reduction on meshes. Our decision to work with the mesh topology is based on 
the simple fact that meshes are a very common and frequently used interconnec- 
tion network. The results obtained in this paper will provide not only a means 
for measuring efficiency of existing algorithms but also provide a means of de- 
termining what kinds of data layouts and communication patterns are needed 
to achieve optimal or near-optimal running times. 
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Some of the interesting results we shall show include the following: The skew- 
ness in the proportion of data will significantly effect running time. Using com- 
mon data layouts and straightforward communication patterns do not result in 
significantly higher complexities than assuming that all processors have access to 
all data items regardless of communication pattern. In fact, in most cases, com- 
mon data layouts and straightforward communication patterns can be used to 
obtain optimal running times. The threshold for processor utilization is f2(N3). 

The paper is divided as follows. Section^ contains a description of the mesh 
topology. In Sectional we discuss the odd-even cyclic reduction method for solv- 
ing tridiagonal systems. We then derive various important lower bounds on ex- 
ecution. First, we derive general lower bounds for solving tridiagonal systems, 
i.e. the bounds hold regardless of data assignment. We follow this by deriving 
lower bounds which rely on categorizing data layouts via the proportion of data 
assigned amongst processors. Furthermore, we describe commonly-used data lay- 
outs designers utilize for this problem. We follow by deriving lower bounds uti- 
lizing these specific layouts. Lastly, running times for algorithms which are not 
only within a small constant factor of the lower bounds derived but are within a 
constant additive term (dependent on P) are provided. For brevity, proofs and 
algorithms are not provided in this paper. Many of the proofs and algorithms 
can be found in j0|. Section E] gives the conclusion and summary of results. 

2 2-Dimensional Mesh Interconnection Network 

A mesh network is a parallel model on P processors in which processors are 
grouped as two types: border processors and interior processors. Each interior 
processor is linked with exactly four neighbors. Each but for four border pro- 
cessors have three neighbors. And the remaining four border processors have 
exactly two neighbors. More precisely: 

— Denote processors by some pij where 1 <i,j < '/P 

• For 1 < i, j < '/P the four neighbors of pij are Pi+i,j ■, ? Pi,j+i > 

Pi,j-1 

• For i = 1 and 1 < j < '/P the three neighbors of pij are Pi+ij, Pij+i-, 
and p^,j-l 

• For i = '/P and 1 < j < VP the three neighbors of pij are Pi-ij, 
Pi^j + l-: ^^ud Pi j — 1 

• For j = 1 and 1 < i < Vp the three neighbors of pij are Pi+ij-, Pi-i,j, 
and Pij+i 

• For j = '/P and 1 < I < '/P the three neighbors of pij are Pi+ij, Pi-i,j, 
and Pij-i 

• For i = 1 and j = 1 the two neighbors of pij are Pi+ij, and Pij+i 

• For i = 1 and j = \/P the two neighbors of pij are Pi+ij, and Pij-i 

• For i = '/P and j = 1 the two neighbors of pij are Pi-ij, and Pij+i 

• For i = 's/p and j = ^fP the two neighbors of pi^j are pi-ij, and Pij-i 
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Communication between neighbor processors require exactly 1 time step. By 
this, we mean that if a processor transmits a message to its neighbor proces- 
sor at the beginning of time x, it’s neighbor processor will receive the message 
at the beginning of time x -I- 1. Moreover, we assume that processors can be 
receiving[transmitting] a message while computing a local operation. 

3 Odd-Even Cyclic Reduction Method 

The Problem: Given Mx = b solve for x, where 

— M is a tridiagonal NxN matrix, 

— b = (bj) is a vector of size N, and 

— X = (xj) a vector of size N. 

We assume for the discussion that 1 < P = 2^^ < N. An algorithm is simply 
a set of arithmetic operations such that each processor is assigned a sequential 
list of these operations. An initial assignment of data to the processors is called 
a data layout. A list of message transmissions and receptions between processors 
is called a communication pattern. These three components (algorithm, data 
layout, communication pattern) are needed in order to determine running time. 

Odd-even cyclic reduction is a recursive method for solving tridiagonal 

systems of size N = 2" — 1. This method is divided into two parts: reduction 
and back substitution. 

The first step of reduction is to remove each odd-indexed Xi and create a 
tridiagonal system of size 2"“^ — 1. We then do the same to this new system and 
continue on in the same manner until we are left with a system of size 1. This 
requires n phases. We refer to the tridiagonal matrix of phase j as and the 
vector as W . The original M and b are denoted and b° . The three non-zero 
items of each row i in are denoted (left, middle, right). Below are 

the list of operations needed to determine the items of row i in matrix . 







^ i- 



i 1-I-2J-1 ’ 




+ / 




Clearly each system is dependent on the previous systems. Figure d shows 
the dependency between all the M^’s. The nodes in level j of the figure represent 
the rows of . A directed path from node a in level k to node b in level j implies 



Optimal Tridiagonal Solvers on Mesh Interconnection Networks 



31 




Fig. 1. Row dependency for odd-even cyclic reduction for IV = 15 



that row a in is needed in order to determine the entries for row b in . In 
this paper, we assume that if an algorithm employs odd-even cyclic reduction, 
we assume that a processor computed items of whole rows of a matrix (i.e. the 
three non-zero data items) and the appropriate item in the vector. 

The back substitution phase is initiated after the system of one equation 
has been determined. We recursively determine the values of the Xi’s. The first 
operation is 



in-l 



to ” 



X2'^ — 1 — 
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For the remaining variables Xi , let j denote the last phase in the reduction step 
before Xi is removed then 



bl -Ij Xi_2J-i - rf x,+2j-^ 

Xi — ,_1 

mi 

The serial complexity of this method is S{N) = 17 N — 121og(A^ + 1) + 11. 

In Section rm we derive several important lower bounds on running time for 
odd-even cyclic reduction algorithms on mesh networks. Specifically, we derive 
general lower bounds independent of data layout, lower bounds which are based 
on categorization of data layouts, and lower bounds on running time for com- 
mon data layouts for this problem. In Section l,3.2l we present optimal algorithm 
running times on mesh topologies. 



3.1 Lower Bounds for Odd-Even Cyclic Reduction 

We begin by listing some definitions necessary for the discussion of lower bounds. 

Definition 1. The class of all communication patterns is denoted by C. The 
class of all data layouts is denoted by T>. A data layout D is said to be a single- 
item layout if each non-zero matrix-item is initially assigned to a unique proces- 
sor. 



Definition 2. Let A be an odd-even cyclic reduction algorithm. For i = 1, 2, • • • n 
and j = 1,2, ■ ■ ■ 2"“®+^ — 1, define TA,D,c{iij) to be the minimum time at which 
the items of row j of level i are computed using algorithm A and communication 
pattern C and assuming data layout D, and define 

TA.D.cii) = ™ni<j<2n-i+i_iTA,D,c(b j)- 

In other words, TA,D,c(f) is the minimum time at which the items of any 
row in matrix is computed using odd-even cyclic reduction algorithm A 

and communication pattern C and assuming data layout D. 

It follows that for all odd-even cyclic algorithms A, data layout D, commu- 
nication pattern C, and any i < n, 

TA.D,c{i + 1 ) > TA,D,c{i)- 



Definition 3. Let A be an odd-even cyclic reduction algorithm and let O denote 
the class consisting of all odd-even cyclic reduction algorithms. For all i < n, 

TA.oii) = mincGcTA,D,c{i), 

Ta{i) = minD^vTA,D{i)and 

To{i) = minAeoTA{i)- 
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In other words: 

- TA.oii) is the minimum time needed to compute the items of any row in ma- 
trix using algorithm A and data layout D regardless of communication 

pattern, 

- Ta{i) is the minimum time needed to compute the items of any row in 

matrix using algorithm A regardless of data layout and communication 

pattern, and 

- To(i) is the minimum time needed to compute the items of any row in 

matrix by any algorithm in the class O regardless of data layout and 

communication pattern. 

In the following sections we shall provide lower bounds on TA,D{n) for al- 
gorithms A G O and certain types of data layouts D. The lower bounds hold 
regardless of the choice of communication pattern. 

3.1.1 A General Lower Bound for Odd-Even Cyclic Reduction 

In this subsection we assume the data layout is the one in which each pro- 
cessor has a copy of every non-zero entry of and b°. We denote this layout 
by D. Since D is the most favorable data layout, 

To{i) = minAeoTA^Di'^)- 



Theorem 1. Let A be an odd-even cyclic reduction algorithm. The following is 
a lower bound for A regardless of data layout and communication pattern: 

{ max{^,Un- 16, Vp) ifP<[S{N)i] 

= I7(f + logfV+ V p) 
max{[S {N)] 3 ,17n — 16) otherwise 
= f2{N^ log N) 

In Section l,3.2l we will provide optimal algorithms, i.e. the running times are 
within a small constant additive term (dependent on P) of the lower bounds. 
Therefore, we note that our results show that when P is sufficiently large, i.e. 
P = L2{N 3 ), using more than 0{N3 ) processors will not lead to any substantial 
improvements in running time if utilizing data layout D. 

3.1.2 Lower Bounds for O on p-Data Layouts 

Many algorithms designed for solving tridiagonal linear systems assume that 
the data layout is single-item and that each processor is assigned roughly p of 
the rows of where P is the number of processors available. However, in order 
to determine whether skewness of proportion of data has an effect on running 
time and if so, exactly how much, we therefore classify data layouts by initial 
assignment proportions to each processor. In other words, in this section, we 
consider single-item data layouts in which each processor is assigned at most a 
fraction ^ of the rows of M where 1 < c < P{ ^~^~^ ). 
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Definition 4. Consider c where 1 < c < P{ ^ ^ ^ ). A data layout D on P 
processors is said to he a -p -data layout if 

- D is single-item, 

- no processor is assigned more than a fraction -p of the rows of , 

- at least one processor is assigned exactly a fraction p of the rows of M^, 
and 

- each processor is assigned at least one row of . 

Denote the class of p data layouts hy V(p). 



Theorem 2. If D G D(-p), then for any A € O, 

TA.D(n) > 17n - 16, Vp, 

= 1?(— + logiV+ V p). 

Analyzing the result given in the above theorem, we see that p-data, layouts 
will result in the best lower bounds for this class of data layouts. I.e. : 

Corollary 1. If D G D(^), then for any A G O, 

TA.oin) > max{ ^^p ^ , 17n — 16, '/P) 

N r- 

= 1?(— -hlogiV-h VP). 

Comparing results against the general lower bound, we see that for sufficiently 
large N (i.e. fl » P, or more precisely P < [5'(A^)]3), the lower bound for p- 
data layouts is precisely equal to the general lower bound. The complexity of any 
algorithm A G O using a -p-data layout is l7(logiV -I- ^ -I- VP). In Section rOI 
we present algorithms that are within an additive term of the bounds. 

3.1.3 Lower Bounds for O on Common Data Layouts 

We now derive lower bounds on the running time for odd-even cyclic reduc- 
tion algorithms using specific data layouts commonly used by algorithm design- 
ers, namely blocked data layouts. Definition is given below. 

Definition 5. A single-item data layout on (1 <)P(< N) processors pi,-- -pp 
is blocked if for all i < P, Pi is assigned the nonzero items in rows (i — 1)^ -I- 1 
to ip of and b°. We denote this layout by Dp- 

The following definitions are needed for the discussion of lower bounds in 
this section. 

Definition 6. A row j of level i is said to be an original row of some processor 
p if the items of rows j — 2*“^ -|- 1 to j -\- 2®“^ — I of level 0 are originally assigned 
to p. If a row is not an original of p it is said to be a non-original row of p. 
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Definition 7. Two rows j and j + 1 of level i are referred to as neighbors. 

Theorem 3. Let A be an algorithm in O, i.e. A is an odd-even cyclic reduction 
algorithm. The following is a lower bound assuming the blocked data layout: 

max{ ^ ^ , 17n — 16, 2^fP) 

= log iV+/P) 

In Section ro we provide an algorithm using blocked data layout whose 
running time is not only asymptotically equal, i.e. 0(log iV + ^ + ^fP) but is 
also within a small additive term of the lower bound. 

Comparing the complexity of blocked layout with the lower bounds for -h- 
data layouts, we see that the complexity of blocked layout is almost exactly 
equal to that of the lower bounds for -p-data layouts. Furthermore, comparing 
the complexity of blocked layout with the general lower bound (which we show 
is achievable up to a small additive constant term in Section E2I), we see that 
for sufficiently large N (i.e. P < [^(fV)]^) the complexity of blocked layout is 
not only within a constant factor of the general lower bound but, again, actually 
almost equal to the bound. Therefore we can use the much more realistic blocked 
data layout rather than D and still achieve the lower bounds (up to an constant 
additive term). 

3.2 Algorithms and Communication Patterns 

We have designed algorithms and communication patterns where when used with 
the appropriate data layouts have running times matching the lower bounds 
presented, i.e. the running times differ from the lower bounds by at most a small 
constant factor. Below is a table of running times. 

We must map the mesh processors to the processors in the definition of the 
data layouts defined. Consider processor , this processor would be equivalent 
to 

- P(,_i)Vp+j if * is odd 

- P(,_i)Vp+Vp-j+i if * IS even 

For brevity, algorithms and communication schedules have been omitted. Full 
algorithm and communication schedules can be found in jSj. 

Running Time: Data Layout 

max{ , 17n — 16) + A\/P Blocked Layout 
= 0(f + logiV + /P) 

max{^[S{N)]i , 17n — 16) D - Best Layout 
= 0([f]5 +logA) when P > [S(N)]i 

S{N) = 0{N) Serial Algorithm 

We note the following: 

O 

max{ — [S{N)]3, Yin — 16) < max{[S{N)]3 , Yin — 16) + \fP . 
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4 Conclusion 

In this paper we tackled the problem of designing optimal tridiagonal solvers on 
mesh interconnection networks using odd-even cyclic reduction. We were able 
to derive precise lower bounds on the execution time. Moreover we were able to 
provide algorithms whose running times differ by only a constant additive term 
(dependent on P) of these lower bounds. 

Specifically, we proved that the complexity for solving tridiagonal linear sys- 
tems regardless of data layout is 

, 17(logfV -I- 1) — 16) -I- 0{Vp) 

for P = 0{Ni) and 

max(S'(fV)i,17(logfV-h 1) - 16) -k 0([S'(fV)] ^ 

= max{S{N)i , 17(logfV -k 1) — 16) -k 0{V P) 

for P = n{Ni). This shows that utilizing more than n{Ni) processors will 
not result in any substantial run-time improvements. In fact, utilizing more 
processors may result in much slower run-times. When we added the realistic 
assumption that the data layouts are single-item and the number of data items 
assigned to a processor is bounded, we derived lower bounds for classes of data 
layouts. We showed that for these classes, the best types of layouts in general are 
those in which each processor is assigned an equal number of rows of . There- 
fore, in other words, the skewness of proportion of data will significantly affect 
performance. Thus, the proportion of data must be equally assigned amongst 
processors if optimal or near-optimal run-time is to be achieved at all. Compar- 
ing the lower bounds for the ^-layouts with the general lower bounds with this 
class of layouts, we see that restricting the proportion of data items assigned to a 
processor to ^ does not result in a significantly higher complexity than assuming 
all processors have all the data items for sufficiently large N (i.e. P < [S'(fV)]t). 

Lastly, we show that there are algorithms, data layouts, and communication 
patterns whose running times are within a constant factor of the lower bounds 
provided. This provides us with the 0-bounds stated above. To achieve the 
general lower bound, i.e. the complexity for these methods regardless of data 
layout, we used D the best data layout, i.e. the data layout in which every 
processor is assigned all the data items for P < [S'(fV)]3. For the -p-data layout 
lower bound, we used blocked data layout. Clearly blocked data layout is more 
realistic than D and is easy to assign across processors. Also, since for sufficiently 
large N this lower bound is not only asymptotic to the general lower bound but 
within a small constant additive term of the bound, this makes the algorithm and 
communication pattern provided for blocked data layout practical and efficient. 

Since all of the optimal algorithms discussed were variants of standard algo- 
rithms using straightforward communication patterns, this shows that it is futile 
to search for sophisticated techniques, and complicated communication patterns 
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to significantly improve the running times of algorithms on mesh interconnection 
networks using odd-even cyclic reduction. 
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Abstract. Solving large nonsymmetric sparse linear systems on dis- 
tributed memory multiprocessors is an active research area. We present 
a loop-level parallelized generic LU algorithm which comprises analyse- 
factorize and solve stages. To further exploit matrix sparsity and par- 
allelism, the analyse step looks for a set of compatible pivots. Sparse 
techniques are applied until the reduced submatrix reaches a thresh- 
old density. At this point, a switch to dense routines takes place in both 
analyse- factorize and solve stages. The SPMD code follows a sparse cyclic 
distribution to map the system matrix onto a, P x Q processor mesh. 
Experimental results show a good behavior of our sequential algorithm 
compared with a standard generic solver: the MA48 routine. Addition- 
ally, a parallel version on the Cray T3E exhibits high performance in 
terms of speed-up and efficiency. 



1 Introduction 

The kernel of many computer-assisted scientific applications is to solve large 
sparse linear systems. Furthermore, this problem presents a good case study 
and is a representative computational code for many other irregular problems. 

We say that a matrix is sparse if it is advantageous to exploit its null elements 
with the development of a sparse version of an algorithm, instead of a dense 
one. However, if the matrix suffers from fill-in it will be worthwhile to combine 
sparse and dense approaches. That way, our parallel nonsymmetric sparse system 
solver algorithm follows sparse processing techniques until the reduced submatrix 
reaches a certain threshold density. At this point, we switch to a parallel dense 
LU factorization code which uses BLAS as much as possible. 

For the sake of brevity, a sparse LU factorization problem survey and a 
more detailed description of our algorithm are presented in 12). In this paper 
we briefly comment the proposed algorithm, but the main section focus on the 
experimental results, validation of the sequential code, and presentation of the 
parallel performance. Finally, the related work and conclusions section close the 
paper. 

* The work described in this paper was supported by the Ministry of Education and Science (CI- 
CYT) of Spain under project TIC96-1125-C03, by the European Union under contract BRITE- 
EURAM III BE95-1564, by the Human Capital and Mobility programme of the European Union 
under project ERB4050P1921660, and by the Training and Research on Advanced Computing 
Systems (TRACS) at the Edinburgh Parallel Computing Centre (EPCC) 
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2 Algorithm Outline and Input Parameters 

Summarizing, the main characteristics of the proposed code, called SpLU, are: 

— The algorithm is right-looking. The code, written in C, is SPMD and is de- 
signed for a distributed memory multiprocessor. There is a portable version 
thanks to the MPI message passing interface, and a more optimized one for 
the Cray T3D or T3E using the SHMEM library. 

— Data distribution follows the two dimensional sparse cyclic scheme (scatter), 
mapping the system matrix A (n x n) onto a, P x Q processor mesh. 

— The data structure used to store local matrices is a semi-ordered two-dimen- 
sional doubly linked list. Entries are linked in an ordered way by rows and 
by columns in any order. 

— We exploit both inherent parallelism in the updating loops and the paral- 
lelism we achieve by selecting m compatible pivots. Analyse and factorize 
stages are joined into a single analyse-factorize one. 

— We use a threshold-based heuristic to ensure numerical stability, and the 
Markowitz criterion (min row in min column) to preserve sparsity. The num- 
ber of columns in which we search for compatible pivots change according 
to matrix density in an adaptive way. Explicit full pivoting reduces the un- 
balancing problems |21 El • 

— When matrix density reaches certain threshold, we switch to a parallel dense 
LU factorization code. 

— The solve stage is also a parallel phase, with sparse and dense sub-stages for 
the forward and backward substitution. 

In the parallel sparse factorization, the sequential outermost loop, k, nests 
three parallel stages: look for a set of m compatible pivots, called PivotSet; 
parallel rows and columns permutations; and reduced submatrix update. For 
each iteration, k=k+m. 

Apart from the data structure for matrix A, we will need two nonzero count 
vectors, R and C to implement the Markowitz strategy. The value i?) (Cj ') 
represents the number of entries in row i (column j ) of active matrix at iteration 

(k) 

k. For a selected pivot A)^ , the maximum number of new entries that can be 

created may be = (i?^^ — l)(cj^^ ~ l)i where is the Markowitz count 
at iteration k for the mentioned pivot. 

Therefore, to preserve sparsity, selected pivots should have a minimum Mar- 
kowitz count and a maximum absolute value to ensure stability. On the other 
hand this search is prohibitive, since one needs to visit the whole active matrix. 
To keep the search for compatible pivots effective and simple, we will only search 

(k) 

in the ncol columns with the least C) ' in each column of the processor mesh. In 

(fe) 

these columns we will select candidates to be pivots to those with minimum R\ 
(min row in min column technique) and complying with the following equation 
to ensure numerical stability: > u ■ max/ |Ay^|. This input parameter u, 

0 < u < 1, will prioritize stability when u — > 1, or sparsity when u — > 0. 
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To control sparsity, an additional input parameter a will be used to reject 
pivots with an unacceptable Markowitz count. In particular, candidates with 
Mij > a ■ Migjg will be rejected, where is the minimum Markowitz count 

of the candidates. 

Vectors or R{k) 

are also used to decide the switch iteration to a dense 
factorization code. Active submatrix density, dens, is calculated at each k iter- 
ation as dens= — k). When dens>maxdens, where maxdens is 

an input parameter, and n— k is big enough to compensate the data structure 
change, the switch to a dense code takes place. In addition, when active matrix 
density increases, looking for parallel pivots tends to be unproductive. For this 
reason, initially, ncol contains the number of columns per processor in which 
the search for candidates is performed, but this ncol parameter will change 
dynamically during factorization, automatically adapting to the density. 



3 Experimental Results 

This section aims to analyse the sequential and parallel behavior of our SpLU 
algorithm, when changing the input matrix characteristics and some of the input 
parameters. Experimental results will be conducted on a Cray T3E with 16 
DEC 21164 (Alpha EV-5) processors at 300 MHz with a peak performance of 
600 Mflops per processor. We have selected some heterogeneous unsymmetric 
sparse matrices from Harwell-Boeing j^j and the University of Florida jO] matrix 
collection. As a message-passing interface, SHMEM routines have been used since 
they are supported by the CRAY T3E supercomputer. The sequential version of 
the program is obtained by simplifying the parallel code, removing all redundant 
or never executed sentences when P = 1 and Q = 1. 



3.1 Fill-In and Stability 

Two input parameters can be tuned to control stability and fill-in: u and a. A 
study of u parameter incidence is presented in table D We can see the variation 
of the average size of diagonal blocks m, the number of sparse LU iterations, 
fill-in and factorization errors, for different u values. For the sake of brevity, we 
present these results for the LNS3937 matrix. Other matrices show the same 
behavior, but the LNS3937 is the worst conditioned and the u effect can be 
better appreciated. In the experiment we fixed a= 4 and ncol= 16. 



Values for u 


0.9 0.5 0.1 0.05 0.01 0.001 


m 

Sparse iterations 

Fill-in 

Error 


5.84 6.17 6.85 6.90 7.28 8.48 

493 475 429 420 410 349 

283772 250748 241163 222655 216017 216196 

2.32E-2 1.05E-2 9.56E-3 2.27E-2 2.57E-2 4.02E-1 



Table 1. The influence of the u parameter on LNS3937 
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In table ^ we can see that the smaller u is, the bigger is the average size 
of PivotSet, allowing us to exploit more parallelism. The same effect can be 
appreciated in the next row: increasing m makes the number of outermost loop 
iterations decrease, thus reducing both sequential and parallel execution time. 
Additionally, fill-in is reduced when u is diminished, since there are more can- 
didates to choose from with a smaller Markowitz count. On the other hand, the 
factorization error increases when reducing u, which leads to the necessity of 
choosing a trade-off value. Furthermore, we have observed that the more density 
is achieved on factors L and U , the bigger is the factorization error, as the num- 
ber of floating point operations increases. For this reason, for u= 0.1 we get the 
minimum error. These experiments corroborate that the trade-off u« 0.1 HEl 
leads to good results in many situations. In any case, the best selection of u is 
problem dependent, so we may need to test some u values to find the best one. 

The algorithm behavior as a function of the a input parameter is shown in 
table Elfor the same matrix LNS3937, with u= 0.1 and ncol= 16. 



Values for a 



10 8 6 4 2 1 



Sparse Iterations 
Fill-in 



8.38 7.91 7.69 6.85 4.27 1.84 

361 377 384 429 687 1611 

254176 251622 245374 241163 238923 220624 



Table 2. The influence of the a parameter on LNS3937 



The greater a is, the bigger will be the average size of the compatible pivots 
set, and the less the number of sparse iterations. At the same time, if we do not 
limit the Markowitz count, we can select pivots which will bring about more fill- 
in. To keep a high m without provoking an excessive fill-in, the trade-off value 
for a will be around 4 (also selected by other authors gmsi). 

As ncol value is dynamically adjusted during program execution, the initial 
value is not specially significant. In any case, we found an appropriate initial 
value ncol=16. 

Searching for a parallel pivots set is worthwhile even in the sequential code, 
as we can see in figure E (S'), where we study the execution time versus the 
value of maxncol. In this experiment we have fixed ncol=maxncol, cancelling 
the adaptive function to update ncol. For the more sparse matrix in our set 
(SHERMANS) and the second most dense one (SHERMAN2), we present in 
this figure the execution time normalized by the time when maxncol=l. 

When factorizing sparse matrices, we see that it is interesting to search for 
big sets of compatible pivots. Regarding SHERMANS, the sequential time when 
fixing ncol=16 is over 4S% less than the one we get when ncol=l. The variable 
TO reaches the value 26.7 with ncol=36, although execution time is worse due to 
wastage of time looking for compatible pivots. However, when factorizing more 
dense matrices, such as SHERMAN2, setting ncol to a large value is unproduc- 
tive. For example, when ncol=48, we search for a large set of candidates which 
later turned out to be incompatible due to high matrix density. 
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maxncol maxdens (%) 

(a) (b) 

Fig. 1. Fixed ncol (a) and maxdens (b) influence on execution time 



Finally, we have also studied execution time dependence with the threshold 
maxdens which decides the switch to a dense code. In figure [D (b) we show the 
relation between maxdens and execution time for some matrices. Execution times 
are normalized by the worst case (when there is no switch to a dense factorization 
code, identified in the figure by maxdens=110). We see that the switch leads to a 
significant execution time saving. Minimum execution times are obtained when 
maxdens«15%. 



3.2 Comparison with the MA48 Routine 

Before studying the parallel algorithm performance, it is important to check that 
the sequential version is good enough. The MA48 routine m is one of the generic 
sparse system solver more widely used. The good performance of this routine is 
mainly due to its left-looking organization which leads to low data traffic with 
memory and a subsequent good exploitation of the cache. However, this left- 
looking organization leads to low efficiencies in a loop level parallelized version 
of the MA48. On the other hand, SpLU exhibits more loop level parallelism due 
to the right-looking and parallel pivots organization, but should be comparable to 
MA48 performances and execution time if we want to get a competitive generic 
code. 

In table 0we present a comparison for the more significant characteristics of 
both algorithms: execution time, factorization error and fill-in. Common param- 
eters are set equally: u=0.1 and maxdens=15%. 

We can see how the execution time ratio (MA48 time divided by SpLU time) 
is greater than one, for five matrices (ratios in boldface). In these cases SpLU is 
faster than MA48, reaching a 4.26 factor for the EXIOHS matrix. However, for 
the remaining 12 matrices MA48 is faster than SpLU, although the ratio do not 
decrease below 0.5, except for WANGl, WANG2, and LHR04C matrices. For 
the latter, LHR04C, factorization time in SpLU is clearly the worst, but this is 
in exchange for a numerical error around 20 times better. 

For 12 of the 17 matrices the factorization error in SpLU is better than in 
the MA48 routine. For the remaining 5 matrices, there is never more than an 
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Time 


Error 


Fill-in 


Matrix 


SpLU-MA48 


ratio 


SpLU-MA48 


SpLU MA48 


STEAM2 


1.10-.61 


(0.55) 


.29E-13-.13E-11 


79552-110466 


JPWH991 


1.05-.88 


(0.84) 


.18E-14-.82E-13 


89810-101892 


SHERMANl 


.37-. 19 


(0.51) 


.22E-12-.16E-12 


43320-43171 


SHERMAN2 


6.87-16.7 


(2.43) 


.69E-6-.15E-5 


325706-656307 


EXIO 


7.49-24.51 


(3.27) 


.23E-6-.31E-6 


283378-296270 


ORANI678 


9.23-6.48 


(0.70) 


.15E-12-.74E-13 


406568-439280 


EXIOHS 


10.24-43.71 


(4.26) 


.72E-7-.20E-6 


321031-336832 


CAVITYIO 


51.78-25.94 


(0.50) 


.16E-9-.36E-9 


1139121-1087769 


WANGl 


46.99-21.18 


(0.45) 


.26E-12-.97E-13 


1124807-808989 


WANG2 


49.82-21.02 


(0.42) 


.47E-13-.52E-13 


1178085-808989 


UTM3060 


42.30-26.13 


(0.62) 


.16E-8-.58E-8 


1066896-1073933 


GARONl 


69.73-35.07 


(0.50) 


.17E-8-.21E-8 


1431657-1257874 


EX14 


131.75-206.63 


(1.56) 


.19E-I-1-.93E-I-1 


2293851-2658661 


SHERMAN5 


8.69-11.02 


(1.26) 


.17E-12-.59E-12 


363186-519855 


LNS3937 


34.1-25.8 


(0.75) 


.95E-2-.13E-2 


1078221-1002494 


LHR04C 


101.43-14.05 


(0.13) 


.89E-5-.16E-3 


1988258-870784 


GAVITY16 


193.46-109.86 


(0.56) 


.85E-9-.49E-9 


2683852-2581086 



Table 3. SpLU and MA48 comparison 



order of magnitude of difference. With regard to fill-in, L and U matrices are 
sparser on 9 occasions if they are computed by SpLU code. 

In spite of the high optimization of the MA48 code, we believe that it can 
be improved by the SpLU in some cases due to the analyse stage. Even when 
the MA48 analyse stage is also based on Markowitz and threshold strategies, the 
fact that this analyse stage takes place before factorizing has its own drawbacks: 
permutation vectors are selected in advance, but during the factorize stage, the 
numerical partial pivoting is also allowed and this may undo the analyse decisions 
to some extent. 

SpLU shows a joined analyse-factorize stage where for each iteration a proper 
set of compatible pivots are selected over the candidates in the active matrix. 
In many cases this enables a better pivot selection during factorization, yielding 
better numerical precision. In exchange, the analyse fragment of code is more 
expensive than the corresponding one in the MA48, due to it searching for a 
single pivot instead of many which are mutually compatible. 



3.3 Parallel Performance 

In this section we will compare the parallel algorithm execution time over a 
P X Q processor mesh with the sequential version, executed over a single Alpha 
processor. To make times comparable for both versions, input parameters will 
be equally fixed. As we saw in subsection t3. II it seems appropriate to set u=0.1 
and a=4. As for the initial local ncol, it will be set to 16/Q, to make the initial 
maximum number of compatible pivots independent of the mesh size. 
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Parallel version exhibits the same fill-in and factorization error as sequential 
version, as u, a, and maxdens, do not affect the parallel version in a different 
way to the sequential one. 

Table 0 presents the speed-up we get when factorizing the 14 biggest matrices 
in our set. The last three columns in this table show dimension, n, initial density, 
POi and the final one, pn- Figure 0shows speed-up and efficiency when factorizing 
the 9 computationally more expensive matrices for four mesh sizes. 



Speed-up Density 



Matriz 


2 


4 


8 


16 


n 


Po 


pn 


SHERMAN2 


1.85 


3.62 


5.98 


9.82 


1080 


1.98% 


27.92% 


EXIO 


1.74 


2.99 


4.25 


4.96 


2410 


0.94% 


4.87% 


ORANI678 


1.77 


3.02 


4.96 


6.67 


2529 


1.41% 


6.35% 


EXIOHS 


1.74 


3.65 


5.39 


5.63 


2548 


0.88% 


4.94% 


CAVITYIO 


1.94 


3.72 


5.59 


8.77 


2597 


1.13% 


16.88% 


WANGl 


2.16 


3.76 


7.01 


10.44 


2903 


0.22% 


13.94% 


WANG2 


2.06 


4.15 


6.60 


12.45 


2903 


0.22% 


13.97% 


UTM3060 


1.88 


3.41 


5.87 


10.07 


3060 


0.45% 


11.39% 


GARONl 


2.32 


3.76 


7.18 


12.02 


3175 


0.88% 


14.20% 


EX14 


2.18 


4.04 


7.22 


13.17 


3251 


0.63% 


21.70% 


SHERMAN5 


1.63 


3.00 


4.28 


5.66 


3312 


0.19% 


3.31% 


LNS3937 


1.93 


3.69 


6.33 


11.01 


3937 


0.16% 


6.95% 


LHR04C 


2.02 


3.93 


7.04 


11.79 


4101 


0.49% 


11.82% 


GAVITY16 


1.99 


3.85 


7.48 


14.11 


4562 


0.66% 


12.89% 



Table 4. Speed-up for different mesh sizes 



We see that speed-up monotonically increases with the number of proces- 
sors. When changing from 8 to 16 processors, EXIO and EXIOHS exhibit a less 
notable increment of speed-up due to the low computational load presented by 
these matrices. In these cases, communications dominate local computations and 
messages comprise a small number of data, so latency prevails over communica- 
tion bandwidth. We should take into account the high ratio between the power 
of Alpha 21164-300Mhz and the 500Mbytes/s peak bandwidth and 0.5 to 2 ps 
latency for the shmem-put communication routine. 

It is noteworthy that, contrary to dense LU factorization, the computational 
load depends not only on the matrix dimension but also on the initial or (even 
more) final density. This way, EXIO, EXIOHS, and SHERMAN5 are the only 
matrices with <5% and with lowest speed-up on 16 processors. 

Therefore, better speed-ups on 16 processors are reached for matrices with 
high n and high The best speed-up is presented for CAVITY16. For some of 
the bigger matrices, such as WANGl, WANG2, and EX14, parallel factorization 
exhibits super-lineal speed-up even for four processors. 

Regarding the solve stage, we did not reach speed-up when using more than 4 
processors. The reason is the low computational load presented by these matrices 
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SPEED-UP EEEICIENCY 

SpLU (Cray T3E, SHMEM) SpLU (Cray T3E, SHMEM) 





Fig. 2. SpLU speed-up and efficiency 

for this step. The time expended on the solve stage never exceeded 0.3 seconds for 
any of the 17 matrices (the more expensive is CAVITY16 expending 0.25 seconds 
on this stage). Additionally, our solve stage comprises a sparse and a dense 
part, and the last one can only exploit unidimensional parallelism. Therefore, 
redistribution for the dense submatrix implies some overhead. In any case, the 
parallel solve stage is worthwhile as it permits us to solve matrices which do not 
fit on an single processor. Moreover, the parallel solve stage avoids collecting 
the whole matrix in one processor. As future work we will try to reduce this 
communication overhead by using a block cyclic distribution. 



4 Related Work 

In this section we summarize recent works, organizing them according to the 
level of parallelism. Regarding task level parallelism, Gallivan, Marsolf, and Wi- 
jshoff (1996) ^ carry out a matrix reordering to a bordered block triangular 
form. In the same direction, Zlatev et al. (1995) ^5] have developed the tool 
PARASPAR, to solve the linear system on shared memory multiprocessors. By 
using a better reordering stage, LORA-P® code, the Y12M3 program achieves 
speed-ups between 3.0 and 4.7 on 8 processors of the Alliant FX/80 PSj. 

Apart from reordering, another source of task parallelism is multifrontal or 
supernode methods. As these methods were traditionally applied to symmetric 
matrices, parallel cholesky multifrontal codes were quickly developed. Gupta, 
Karypis, and Kumar (1995) 1 1 4j were the authors who reported probably the 
best performance for the sparse cholesky. 

A significant more difficult problem appears when matrices are not sym- 
metric. Here, the supernode tree is the tool to exploit task level parallelism. A 
parallel version of the SuperLU is presented by Li et al. achieving on 8 
processors shared memory machines, and for 21 unsymmetric sparse matrices, 
an average speed-up of less than 4. Better results can be achieved on distributed 
memory machines as recently shown by Fu, Jiao, and Yang (1998) However, 
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they have parallelized the factorize stage only, which can be executed in parallel 
thanks to fill-in overestimation carried out on the analyse stage. 

Regarding the loop level parallelism and parallel pivots approach, there are 
some algorithms for shared memory machines: Alaghband (1995) Q, Davis and 
Yew (1990) 0, and Zlatev et al. (1995) The experimental results of these 
previous works lead us to conclude that actual system solver implementations 
for shared memory multiprocessors hardly exceed 50% efficiency in 8 processors. 

Better results are reached for distributed memory machines as presented by 
Stappen, Bisseling, and van der Vorst (1993) ^7] for a square Transputer mesh, 
and by Koster and Bisseling (1994) also for a transputer mesh. In these 
codes, they do not present a switch to a dense code stage nor parallel solve 
stage. 

5 Conclusions 

This work presents a complete tool, SpLU, to solve large nonsymmetric lin- 
ear systems on shared memory multiprocessors. SpLU code comprises analyse- 
factorize and solve stages. Both of them were split into sparse and dense steps 
to avoid applying sparse techniques when fill-in turns the problem into a dense 
one. The algorithm follows a generic approach exploiting loop-level parallelism 
and takes advantage of matrix sparsity due to parallel pivoting selection. We 
have compared sequential SpLU with another generic sequential nonsymmetric 
sparse solver: the high optimized MA48 routine. Our SpLU code leads in many 
cases to fewer numerical errors and fill-in than MA48 does. On the other hand, 
MA48 is usually slightly faster than the sequential SpLU, but to the best of 
our knowledge MA48 can not be parallelized efficiently. Therefore, since SpLU 
exhibits a high degree of parallelism, speed-up computed as MA48 sequential 
time divided by parallel SpLU execution time is still competitive. 

As far as we know, there is no published work for the whole parallel nonsym- 
metric sparse system solver on current distributed memory machines, including 
sparse analyse-factorize stage, switch to dense LU factorization stage, and for- 
ward and backward substitution. 

On the other hand, SpLU could be improved mainly in two areas. The first 
is further reducing communication overhead by using a block cyclic distribution 
instead of a cyclic one. The second one is directed at reducing data movements 
and to make entries insertion easier using an unordered linked list both by rows 
and columns. This two points joined with better care of cache exploiting would 
result in higher performances. 
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Abstract. A paper reports on testing parallel SVD algorithms for ma- 
trices arising from selected scientific and industrial applications. The 
codes for the SVD are based respectively on the one-sided and the two- 
sided Jacobi approach. The matrices come from solving problems of the 
diffraction process in the crystallography, the diffusion equation in the 
reactor physics and from the aircraft industry. A parallelization of each of 
these approaches is described. Results from computational experiments 
performed on the Paragon machine with 56 processors are presented and 
discussed. 



1 Introduction 

This paper brings results of parallel computational experiments for a compu- 
tation of SVD (Singular Value Decomposition) of dense matrices. Let A be 
a rectangular complex matrix of order m x n, the problem of SVD is to get 
A = USV^ , where U and V are unitary matrices of orders m and n respec- 
tively and if is an m x n diagonal matrix. The diagonal elements of S are the 
singular values of A and the columns of U and V are the left and right singular 
vectors, respectively. {H denotes the Hermitian transpose.) There are two par- 
allel algorithms considered. Their mathematical background is respectively the 
one-sided n> m and two-sided Jacobi method Q, PI 

The matrices selected come from real application problems. The Tolosa ma- 
trices arise by solving problems in the aircraft industry and is belonging to the 
Harwell-Boeing collection. By solving the diffraction process in the crystallog- 
raphy, thin and large matrices arise whose SVD decompositions are required in 
a huge amount repeatedly. The boundary problem for the two-group diffusion 
equation delivers square matrices with a rather regular occupancy of non-zero 
elements with a Toeplitz-like structure. 

The paper is organized as follows. Section 2 is devoted to a presentation of 
the background information of the test matrices. The kernel of the work brings 
Section 3 where besides the parallelization approaches also results of parallel 
computational experiments are presented. Comparison and some conclusions are 
in the final Section 4. 

* The research described in this paper has been supported by the EC project STABLE 
CP96-0237. 
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2 Test Matrices 



2.1 Aircraft Industry Matrices 

A technical discipline which these matrices arise from, is aeroelasticity. Their 
working acronym is Tolosa due to the city of Toulouse, where the Aerospa- 
tiale Aircraft Division and CERFACS are located. They were provided by the 
Aerospatiale Aircraft Division, as an industrial problem p. The Tolosa matrices 
are involved in the Harwell-Boeing collection. 

The goal was to compute some eigenvalues of large Tolosa matrices. These 
eigenvalues are directly related to the flutter frequencies: the damping is repre- 
sented by the ratio (real part) /(imaginary part) and the frequency is expressed 
in a form of the ratio (imaginary part)/ (2 tt). 

These matrices have an order n greater than or equal to 90 (n is always a 
multiple of 5). The Tolosa matrices have a 5 x 5 block-structure 



A = 



/ 0 / 0 0 0 \ 

Ti T2 Fa E4 n 

0 I hi 0 0 

0 / 0 hi 0 

\0 I 0 0 hi J 



where each block has the size m x m (to = n/5). 0 (/) represents the null (iden- 
tity) matrix of order to. Yi, 12 , Ts, Ft and I 5 are five dense blocks of dimensions 
TO X TO. h,h and h are three given scalars. The blocks Ti, I 2 , Is, ^4 and ¥5 have 
the structure 





(Xi 


] 




(X 2 




= 




Xi 


, d^2 = 




Vi 




[ 


^m — 18 j 




\ 


ym—18 



where Xi = —uf and yt = —2aiUJi, Ui and Wi are given scalars (1 < j < to 
T he blocks Xi and X 2 are the same as the blocks Yi and I 2 for n = 90. 
For k = 3,4,5: 







Yk = 



18). 



V 



^m—lS 






where Zi = 0 {1 < i < m — 18). The blocks Xk are the same as the blocks Yfe for 
n = 90. 



2.2 Diffraction Process Matrices 

Four matrices (va-wl.asc, va-vsqr.asc, va-wvar.asc, va-wyo.asc) have been cho- 
sen for testing from this application. They arise in investigation of the difraction 
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process in the crystallography by a newly developed approach at the Institute 
of Anorganic Chemistry of the Slovak Academy of Sciences in Bratislava. 

In this method, an application of different weights is performed to structures 
obtained by X-ray produced data. Mathematical method behind is based on 
weighted m-linear least squares. In order to get quantities which characterize 
the diffraction, SVD of a large amount of matrices has to be computed |S|. To 
process one of them on a Pentium-equipped PC takes about 1.5 min. By serial 
processing, the computational demand of hours is needed for analysis of the 
behaviour of the process for a reasonable set of weighting parameters. 

The matrices are dense and no particular regularities in their structure can 
be observed. Their shape is thin and large (13 x 3327) and could be seen as 
extreme in the context of some parallelization strategies. From the nature of the 
process, their singular values are steeply ordered in the magnitude, whereby the 
first of them is possessing more than 90% of the total spectrum. 



2.3 Neutron Diffusion Matrices 

These matrices are related to solving the steady-state two-group neutron diffu- 
sion equation for the WWER-440 type nuclear power reactors jS]. The reactor 
core is divided into horizontal layers the top one with thickness of 10 cm and 
the rest with equal thicknesses. Thus each fuel assembly is divided into regular 
hexagonal prisms, called meshes or nodes. The region of solution includes only 
the meshes occupied by fuel. Since the control assemblies are movable up and 
down and consist of an absorber part and fuel follower, some of the meshes in 
the core may be occupied by absorber and they are excluded from the region 
of solution. A mesh can be either fully occupied by fuel or fully occupied by 
absorber. 

The matrices coming out from the discretization of the equation are square 
with a relatively large amount of zeros, but when their order is not too large they 
can be considered as dense and hence, suitable for our tests. They are possessing 
a Toeplitz-like structure and their working notation is BGa, BGb and BGc 
respectively. 



3 Parallel Implementation and Test Results 

3.1 One Sided Jacobi Method 

Parallelization. An implementation of this algorithm in Fortran has been done 
on the Paragon machine of IRISA. The communication library used is NX. The 
implementation consists in using a linear network of p processors. Each processor 
receives or couples of column vectors. They orthogonalization proceeds 
according to the Brent and Luk scheme which is depicted on Fig.H To overlap 
communications and calculations, the computations begin by the column vectors 
which need to be communicated to a neighbour. 
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(A1,A2)(A3,A4)(A5,A6) 




( A7, A8)(A9,A 1 0)( A 1 1 ,A 12) 


(A13,A14)(A15,A16) 


(A17,A18)(A19,A20) 










(A1,A4)(A2,A6)(A3,A8) 




(A5,A10)(A7,A12)(A9,A14) 


(A11,A16)(A13,A18) 


(A15,A20)(A17,A19) 



Fig. 1. The communications between two steps of a sweep for a matrix of order 
20 distributed on a linear network of 4 processors 



Tests with the Aircraft— Industry Matrices. The tests with the Tolosa 
matrices were performed in the context of spectral portrait which needs the 
computation of the smallest singular values of A — zl for all z of a grid from the 
complex plane. For this problem, a new approach! has been developed. 

The aim was to integrate data parallelism coming from the independence 
between the computation of smallest singular values for two different z. Because 
of this independence, the grid chosen can be shared to blocks of processors. These 
blocks compute in parallel the singular values of A — z I for their z. By this way 
the use of this method of Jacobi can be reasonable only when the matrix is of 
small order to allow us to distribute it to only one processor. 

The timing results Time (in sec.) obtained on 50 processors are given in 
Table nfor the Tolosa matrix of the size 100, 200 and 500 respectively. The grid 
of z considered is of the size 50 x 50. 



Table 1. The timing results for the computation of the spectral portrait of the 
Tolosa matrix 



p 


50 


50 


50 


n 


100 


200 


500 


Time 


545 


1972 


21104 



TableElshows also timings (in sec.) for the computation of a singular value for 
different number of processors from 1 to 20. In particular, it shows that the gain 
of a parallelization of a one-sided Jacobi algorithm is not enough to win when we 
choose to distribute the computations of the orthogonalizations on more than a 
processor when the matrix is of order less than 500. 



Tests with the Diffraction— Process Matrices. The computations were per- 
formed for four matrices of order 3327 x 13. Since the number of column vectors 
is odd and the Brent and Luk ordering is formulated for even orders, a null 
vector column has been added to each matrix. Since the parallelism is applied 
across the columns the maximum of processors employed is 7. (This corresponds 
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Table 2. The timing results for the computation of one singular value of the 
Tolosa matrix 



p 


1 


1 


1 


5 


5 


5 


10 


10 


10 


20 


20 


20 


n 


too 


200 


500 


too 


200 


500 


100 


200 


500 


100 


200 


500 


Time 


9.4 


38.0 


424.0 


3.3 


11.0 


102.0 


2.1 


7.8 


60.0 


1.9 


5.8 


36.0 



to the distribution of two matrix columns to one processor, as prescribed by the 
Brent and Luk ordering.) 

The timings Time (in sec.), the performance V (in Mflops) and the error e 
are shown in Table 0 where MAT is the name of the matrix issued by the crys- 
tallography application. The error e is the relative value related to the smallest 
singular value (tmm (computed by the Lapack function) and our estimation a min '■ 

e=| 1 1- (1) 

^min 

The value chosen to stop the iteration is 



Table 3. The timing results, the performance and the error for the diffraction- 
process matrices 



MAT 


va-wl.asc 


va-wsqr.asc 


va-wvar.asc 


va-wyo.asc 


P 


7 


7 


7 


7 


Time 


0.9 


1.0 


0.9 


1.1 


V 


61 


63 


61 


64 


e 




i(fT3 


10""^ 


10""^ 



Tests with the Neutron— Diffusion Matrices. The tests have been per- 
formed with matrices BGa and BGc (abbreviated as A and G respectively) 
which are square of order 634. We were interested at the smallest singular val- 
ues. In this case, these values are very close for both matrices. As observed from 
the timing results Time (in sec.) and the performance V (in Mflops) obtained 
on the different number of processors p, these are also very close (Table E|. The 
criterion to stop the iterative process is the same as above. The error, according 
to the criterion o is of the order 10 

3.2 Two Sided Jacobi Method 

Parallelization. For parallel execution of the algorithm it is reasonable to 
distribute A column-wise (row-wise) among the processors in such a way, that 
two block columns (rows) of A belong to one processor. We use the column- wise 
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Table 4. The timing results and the performance for the neutron-diffusion ma- 
trices. 



MAT 


A or C 


A or C 


A or C 


A or C 


A or C 


A or C 


P 


5 


10 


20 


30 


40 


56 


Time 


410 


213 


114 


83 


64 


51 


V 


82 


158 


295 


410 


525 


660 



method. Let p be the number of processors. Then the slicing with a parameter 
I = 2*p produces the submatrices Ay of the size (m/l + wl) x {n/l + w2), where 



J 1 i < m mod I 
\ 0 otherwise 



and 



w2 — 



1 i < n mod I 
0 otherwise. 



A crucial problem of the parallelization represents the ordering scheme for SVD 
computations on submatrices 



Q I Ay \ 

One outer iteration (sweep) of the algorithm consists of solving SVD for every 
pair (i,j) {i < j, i, j = 0,1, ■ ■ ■ J ~ 1) until 



F(A) 



i 



E ii^bf 



< e, 



for a given accuracy e {F{A) denotes the Frobenius norm of A and || .|j is a proper 
matrix norm). A subproblem is solved when the condition 



n5y) = \/||Ayf + ||A,,f >5 
is satisfied for a given i5 > 0. 

The subproblems are solved in an order that can be characterized by the 
ordering {io,jo), ■ ■ ■ , t = I * (I — l)/2 — 1. Let us arrange the sequence of 

all pairs i, j = 0,1, . . . ,l — 1, in a, {I — 1) x p table. This table implies 

an initial distribution (the first row) and interchanges of block columns between 
processors. The tables suitable for our purposes should satisfy the following 
conditions : 



— in any row it holds : ((a, b) ^ (c,d)) ^ {a ^ c k b ^ d) 

— in any column every two consecutive couples differ only in one element. 

A number of orderings, that satisfy this restriction is proposed in 0, Fig. 2 
shows one example of them. Moreover, they are suitable for such architectures as 
rings and hypercubes because the interchanges take place between neighbouring 
processors. We have chosen (70(0) ordering 0. 
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P(0) P(l) P(2) P(3) 



(0,1) (2,3) (4,5) (6,7) 
(0,2) (4,3) (6,5) (1,7) 
(0,7) (4,2) (6,3) (1,5) 
(0,4) (6,2) (1,3) (7,5) 
(0,5) (6,4) (1,2) (7,3) 
(0,6) (1,4) (7,2) (5,3) 
(0,3) (1,6) (7,4) (5,2) 
(0,1) (7,6) (5,4) (3,2) 



Fig. 2. The CO{0) ordering for p=4 



For m = n, the complexity of the parallel algorithm is 0 

TIMEpar = 2pniter (ci (n/p)^ + 2 C2 n^/p^ + startup logp + 3/2 C3 ri^/p) 



Here, ci is a constant for the embedded SVD computation on subproblems, C2 
is a constant for the matrix multiplication and niter is the number of global 
iterations which is a function of H, m, n^p. 

In our model of communication, the time to send a message of datasize units is 
expressed by the formula 



where startup represents the latency - the amount of time every message requires 
as overhead, and C3 represents the amount of time to send one unit. 

When comparing (Pj) with the serial complexity 



the parallel behaviour of the algorithm is quite nice. For the computational 
part we obtain an optimal speed-up p, but there is an additional time for the 
communication (3/2 C3 + startup ■ p\ogp). When the size of n is doubled then 
the increase in the computational part of the algorithm is 8-fold and the amount 
of transmited data is 4- fold (see (0). On the contrary, when the size of p is 
doubled, the time spent by the SVD computation and the matrix multiplications 
decreases respectively 4- and 2 times, but the increase in the number of startups 
is slightly more than 2-fold (see Q). 




(2) 

■") ■ ( 3 ) 



startup + C3 datasize 



TIMEseq = 2p^ niter (ci (n/p)^ -I- 2 C2 n^ /p^) 
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Implementation of the Two-Sided Algorithm. The above parallel algo- 
rithm was implemented on the Paragon machine p] at IRISA Rennes. For pro- 
gramming of the communication steps, the MPI (Message Passing Interface) 
has been used. For the matrix multiplication occurring in our algorithm, the 
procedure zgemm of BLAS has been applied. 

We have performed experiments with two procedures for the computation 
of SVD in the inner loop of the algorithm where the subproblem solving is 
realized. These are the one-sided Jacobi method and zgesvd function from LA- 
PACK. After the tests we have decided to use the LAPACK routine for further 
computations. 

For the termination of the global iterative process we have set either 

> e AND iter < threshold (5) 

(threshold denotes a prescribed maximum number of sweeps and iter is the 
actual iteration number) or from experiments there follows a better choice of 
the criterion which is expressed (for a properly chosen accuracy precisioni) by 

F(A)>eAND ||cr)^^(; - > precisioni. (6) 

Tests with the Aircraft Industry Matrices. Table 0 contains the correct 
reference values for Tolosa matrices. The results of computational experiments 
with these matrices is summarized in Table 0 (niter denotes the number of 
sweeps) . The convergence criterion is given as a conjunction of (0) and l|^ . 



Table 5. Reference values of a min for the Tolosa matrix 



n 


(^min 


100 


0.99862149106250 


200 


0.99862149106281 


500 


0.99862149106237 



Tests with the Neutron— Diffusion Matrices. We have performed tests for 
the neutron-diffusion matrices BGa and BGb which are of the order 634 and 
1226 respectively. The results are collected in Table 0 and Table 0 

The relative error e given in Table 0 is computed at the same manner as 
given in 0 . The reference value dmin is equal to 0.98814467236727. 

4 Conclusions 

Two fast parallel Jacobi algorithms have been tested by computing the SVD for 
special matrices of three properly chosen scientific and industrial applications. 



56 



Martin Becka, Sophie Robert, and Marian Vajtersic 



Table 6. Timing results for the Tolosa matrix with precision =10 treshold 
10 and precisionl = 10“® 



n 


P 


(^min 


Time 


niter 


100 


5 


0.9986248872035146 


7.71 


8 


100 


10 


0.9985115620289451 


7.15 


7 


100 


20 


0.9985427240975232 


10.94 


8 


100 


30 


0.9986185494253728 


16.95 


8 


100 


40 


0.9986217795919820 


21.85 


7 


100 


50 


0.9986213362495867 


25.91 


7 


200 


5 


0.9986216328458206 


9.37 


4 


200 


10 


0.9981468664059168 


12.83 


7 


200 


20 


0.9983950119547799 


12.59 


6 


200 


30 


0.9982546792048150 


15.87 


6 


200 


40 


0.9946569039266127 


21.70 


6 


200 


50 


0.9974083279045680 


28.51 


6 


500 


5 


0.9986215498497516 


67.61 


3 


500 


10 


0.9986216330843882 


26.46 


3 


500 


20 


0.9841441847838350 


43.52 


6 


500 


30 


0.9984056526099007 


42.06 


8 


500 


40 


0.9861434709368520 


36.59 


7 


500 


50 


0.9982855574596819 


27.23 


5 



Table 7. Timing results for the BGa matrix with precision = 10 treshold 
10 and precisionl = 10“® 



n 


P 


(^min 


Time 


niter 


e 


634 


10 


0.9881446742207031 


323.39 


6 


10^“ 


634 


20 


0.9881446728032011 


122.86 


6 


10”“ 


634 


30 


0.9881446859165189 


80.71 


5 


10”' 


634 


40 


0.9881446725499764 


77.31 


6 


10”"' 


634 


50 


0.9881446729495019 


65.87 


5 


-[q=I5- 



Table 8. Timing results for the BGb matrix with precision = 10 treshold 
10 and precisionl = 10“® 



71 


P 


^ min 


Time 


niter 


1226 


10 


1.000086456879128 


2300.69 


7 


1226 


20 


1.000086500491703 


682.77 


6 


1226 


30 


1.000086496939367 


463.98 


6 


1226 


40 


1.000086457148098 


460.19 


6 


1226 


50 


1.000086457871167 


373.87 


6 
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The codes are written in Fortran and have been run on the distributed-memory 
parallel system Intel Paragon of IRIS A in Rennes. 

From the timing comparisons of the one- and two-sided Jacobi-based codes 
it follows that a preference concerning the time consumption for the solution 
has to be given to the one-sided approach. (See e.g. the timings in Table|3and 
Table 0 and those in Table ini and Table Q respectively.) 

From the tests performed with the one-sided Jacobi algorithm it is appar- 
ent that this is well adapted to rectangular matrices where m « n because it 
encompasses block-column operations (for m » n the transpose can be con- 
sidered). However, for the matrices from the diffraction-process application the 
maximum number of processors is restricted to only 7 because of their extremely 
thin shape. A possible improvement could be the insertion of the parallelism onto 
the level of the column orthogonalizations and to use a rectangular grid of pro- 
cessors instead of the linear network of processors as it was the case in our 
implementation. The accuracy constraints have seem not to cause any problems 
when running this code with the test matrices. 

The higher timings for the two-sided approach are not surprising because 
this requires significantly more operations than its one-sided counterpart. The 
two-sided Jacobi code was not reasonably applicable to the thin diffraction- 
process matrices because there arises a multiplication by square matrices of 
the order which is equal to the larger block-matrix size. This multiplication is 
to be done in each iteration which makes the whole process unproportionally 
expensive. By this method also some convergence problems have been observed. 
Since from a certain point the increase of the number of iterations did not lead 
to an improvement of the accurracy to a prescribed value a problem-dependent 
criterion with a fixed number of iterations was used to stop the iterations. 
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Abstract. Given the matrix A € and scalars Ai, X 2 , ■ ■ ■ , Xm € 

C, our task is to design a systolic implementation of the matrix por- 
trait computation - i.e., the singular value decomposition of matrices 
A — Xkl, k = 1,2, ... ,m. We propose the triangular-rectangular and 
hexagonal systolic subarrays for the recursive QR updating of matrices 
A — Xkl, and another triangular subarray for the singular value decom- 
position of the R-factor. Let m, n and r be the number of various As, the 
matrix order and the number of repeated loops in the SVD algorithm, 
respectively. Due to the large amount of overlap between subarrays, the 
time complexity of our solution is 0(3mn) whereas the straightforward 
systolic implementation requires 0([|mn] -|-4rm) times steps. The num- 
ber of PEs and delays is 0{\cn^~\), where c = ^ for our solution and 
c = I for the straightforward solution. 



1 Problem Formulation 

Let A G be a complex matrix of order n and Ai, A 2 , . . . , A™ G C a given 

set of complex numbers. Our task is to design a systolic algorithm for the com- 
putation of singular value decomposition (SVD) of the sequence of matrices 
Bk = A — Xkl, k = 1,2, ... ,m where / G is the identity matrix. The set 

of minimal singular values k = 1, 2 , . . . , to defines the portrait of matrix 

A. The matrix portrait is needed, for example, in the analysis of the stability of 
dynamic systems. 

We restrict ourselves to the real problem A G Ai, X 2 , . ■ . , Xm G TZ. 

The case of complex numbers Ai has no impact on the structure of designed 
systolic subarrays, only the complex arithmetic should be used instead of real 
one. 

The numerically stable method for computing the SVD of matrix Bk consists 
of its QR decomposition Bk = QkRk and of the reduction of Rk to the diagonal 
form. Because Qk is orthogonal, the matrices Bk and Rk have the same singular 
values and they appear on the diagonal after reduction of Rk. 

Both basic steps - QR decomposition and reduction of R-factor to the diag- 
onal form - have well-known systolic algorithms. QR decomposition of square 
matrix of order n can be computed on the triangular array of 0{v?) process- 
ing elements (PEs) in time 0{n) by means of one-sided Givens rotations |2|. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 58-|^3 1999. 
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The reduction of R-factor to its diagonal form requires another triangular array 
of 0{n^) PEs that implements one-sided or two-sided Givens rotations (Kog- 
betliantz’s method) Givens rotations are organized in sweeps during 

which the “norm” of the off-diagonal elements of R-factor is successively re- 
duced. Because the computation of SVD is inherently an iterative procedure, 
the number of sweeps depends on the matrix under consideration. But experi- 
ence shows that - for given n - a constant number of sweeps is required for the 
sufficient convergence of R-factor to its diagonal form. Hence, the time needed 
for the SVD triangular array is 0(n). 

We begin with the description of QR decomposition by means of one-sided 
Givens rotations. Our main result is the algorithmical design of recursive QR 
decomposition of matrices for various Afc . “Recursive” means that we utilize 
the maximum amount of information when proceeding from kth to k + 1th 
recursion step - i.e., we use the triangular factor Rk in the computation of 
Rk+i- Once obtained, the R-factor is then reduced to the diagonal form using 
two-sided Givens rotations with permutations 0, (HI- 

The combination of algorithms is mirrored in the combination of systolic 
subarrays, which implement the matrix portrait computation. We show that 
the recursive QR decomposition can be realized on two subarrays: triangular- 
rectangular one that computes the QR decomposition, and hexagonal one that 
serves for the addition of certain matrices. Both arrays co-operate closely and 
their work can be overlapped. This is true also for the third array of triangu- 
lar shape that implements the reduction of R-factor to the diagonal form. The 
smallest element on the main diagonal is then used for the construction of matrix 
portrait. 



2 Basic Algorithms 

2.1 Recursive QR Update 

Let Bi = A — Xil be the first matrix for which the portrait has to be com- 
puted. As mentioned in the first section, we compute its QR decomposition 
Bi = Q\Qi{A — Xil) = QiRi where Ri = Q\{A — X\I) is upper triangular and 
the orthogonal matrix Q\ incorporates the product of elementary Givens rota- 
tions that are needed to nullify the lower triangular part of Hi. The numerically 
stable algorithm for the computation of Givens rotation can be found in 

Suppose that the QR decomposition of i?i = A — X\I was computed and we 
are interested in the QR decomposition oi B 2 = A — X 2 I ■ Then 

B 2 = A — X 2 I = {A — Xil) (Ai — A2)/ 

= QiRi + (Ai — X 2 )QiQ\ 

= Qi[Ri + (Ai — A 2 )Qi] 

= Q1Q2 Q2[Ri + (Al — X2)Q\] ■ 

Q2 R2 
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The last row in the above array of equations displays yet another product of 
elementary Givens rotations - the othogonal matrix Q 2 , so that B 2 = Q 2 R 2 , 
where Q 2 = Q 1 Q 2 is again orthogonal (the product of two orthogonal matrices) 
and i ?2 = Q 2 [Ri + (Ai — A 2 )Qi] is upper triangular. 

It is now clear how to proceed with computations when passing from to 
Bk+i, i.e., from Afe to Afc+i. The computations are summarized in the algorithm 
Al. 

• Algorithm Al — recursive QR updating 

1. Input: A e 7^”^", Xi £ TZ, i = 1,2, . . . ,m. 

2. Initialization: 



Bi = A-XiI, ( 1 ) 

Ri^QiBu (2) 

Q\ = Qil- (3) 

3. Recursive computations: 
for k = 1,2, . . . ,m — 1: 

Ck = Rk + (Afe — Xk+i)Qk, (4) 

Rk+l — Qk+\Ck, ( 5 ) 

Qk+1 ~ Qk+iQk- ( 6 ) 



end 

• End of algorithm Al 

The upper triangular matrix Rk+i is the triangular factor in the QR decom- 
position of matrix Bk+i = A — Xk+\I and has to be reduced to the diagonal 
form if we wish to compute the SVD of Bk+i (this reduction is not part of the 
algorithm Al). 

Note that in the step fc -|- 1 the matrices Rk (the triangular factor) and 
Ql, {not Qk) from step k are needed. Both computations of i?fc+i and Qk_^_i 
require the same transformation matrix Qk+i applied on the rows of Ck and Ql,, 
respectively. 

2.2 Reduction of R-Factor to Diagonal Form 

After obtaining the upper triangular factor Rk in the fcth recursion step we 
need to reduce it to the diagonal form. The basic idea of an inherently iterative 
algorithm consists of the nullifying of non-diagonal elements of the matrix Rk 
while preserving its upper triangular form. 

Formally, the SVD steps can be defined as the series of transformations de- 
scribed by the algorithm A2 (cf. |2isj ~l: 
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• Algorithm A2 — SVD steps 

for k = 1,2, ... ,m: 

1. Input: upper triangular matrix Rk. 

2. Computation: 

for i = 1, 2, . . . , n — 1: 

Rk G(i, i +1, (j)\Y Rk G{i, i + 1, tpl)- (7) 

end 

end 

• End of algorithm A2 

The matrices G{i, i + l,(j)\) and G{i, i + l,tj}l) represent plane rotations (the ith 
rotation in the kth recursion) through angles (j)]. and 'ipk ™ (*>* + l)-plane. 

The rotation angles should be chosen so that the {i, f+1) element in Rk is zeroed, 
while Rk remains upper triangular. Each iteration therefore solves a 2 x 2 SVD 
subproblem on the main diagonal of matrix Rk . 

The inner loop in the algorithm A2 represents zeroing of only certain non- 
diagonal matrix elements (i,i + 1), i = l,2,...,n — 1, i.e., of those lying on 
the first upper diagonal of Rk. However, to ensure the convergence of the Jacobi 
method we need to nullify all non-diagonal elements of Rk by solving a 2 x 2 SVD 
subproblem on the main diagonal. This can be achieved by the pipelining of n 
sequences of two-sided Givens rotations in GD including the permutation 
which swaps the fth and i + 1th row (column) of the matrix Rk (cf. I2EI) and 
moves “fresh” elements on the first upper diagonal where they can be nullified. 
Then equation GD becomes 

Rk ^ Pi\i+l G(i, i+1, 4>kY Rk G{i, i -|- 1, Yk) Pi\i+l- (8) 

Note that the row (column) permutation can be incorporated into the appropri- 
ate elementary Givens rotation so that the permutation does not represent any 
computational overhead as compared with an ordinary Givens rotation. 

It can be shown that n repeated sequences of the inner loop in the algorithm 
A2 together with permutations in 0 are equivalent to a so called pipelined double 
sweep for a row-by-row cyclic ordering of elements of the matrix Rk |3| . Based on 
the experience and the quadratic convergence of the Jacobi-like SVD algorithm 
(cf. 120 ) we can restrict the number of sequences to r, 1 < r < n. 

For the parallel implementation of the algorithm A2 on a systolic array it is 
important to note that the 2x2 SVD subproblems on the main diagonal may 
not overlap. Hence, in the first turn, we can compute in parallel the subproblems 
with odd pivot indeces (i.e., i = 1, 3, 5, . . . , n— 1 - we assume n even) which nullify 
the elements (1,2), (3,4), . . . , (n — l,n), and then in parallel the subproblems 
with even pivot indeces, which nullify the elements (2, 3), (4, 5), . . . , (n— 2, n— 1). 
These alternative sub-loops of algorithm A2 are repeated r-times, 1 < r < n. 
The splitting of pivot indeces in two groups (so called odd-even ordering, cf. jSj) 
is equivalent (in the sence of convergence to the diagonal matrix) to the cyclic 
row- by-row ordering (cf . |S| ) . 
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Triangular-rectangular subarray for QR Hexagonal subarray for 

decomposition and orthogonal update matrix-matrix addition 






Triangular subarray for 
SVD decomposition 



Fig. 1. Systolic subarrays for the matrix portrait computation. 



3 Systolic Implementation 

3.1 Systolic Subarrays for Recursive QR Decomposition 

In this subsection we design the systolic implementation of the algorithm Al. 
At the beginning, the matrix Bi in (fQ) is computed by the host computer and 
augmented by the identity matrix / into the form {Bi\I) G This rectan- 

gular composed matrix is sent by host into the composed triangular-rectangular 
systolic subarray with + n{n — l)/2 PEs (Fig. 1). The composed matrix en- 
ters the systolic subarray row-oriented and in the skewed manner - the adjacent 
elements in the row are read by PEs one time step apart. The triangular part of 
the subarray serves for the computations in (0 of the triangular factor Ri . The 
elementary Givens rotations are produced by diagonal PEs and are pipelined 
to the right where they are used for the modification of stationary and moving 
rows of matrix B\. When pipelined through the “border” between the triangular 
and rectangular parts, the Givens rotations begin to modify the original identity 
matrix I. Hence, the rectangular part serves for the computations in 021) and its 
PEs store the elements of Q\. 

Next, we need to form the matrix C\ according to 0. Instead of forming it by 
the host, we propose another systolic subarray of hexagonal shape (Fig. 2). The 
subarray contains 2n^—n PEs and n?—n delay elements (see below the discussion 
of the timing function) . The input of the hexagonal subarray consists of the row- 
oriented matrices Ri, Q\ that come from the triangular-rectangular subarray, 
and of the scalar Ai — A 2 that is stored in the special memory cell and is read 
by the central line of PEs that perform the addition of two matrices according 
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to 0) (see Fig. 3). The output of the subarray is formed by the computed 
matrix Ci and the original, not changed matrix Q\. This output is organized 
into the composed matrix {C\\Q\) G 7 ^«x 2 n enters again the triangular- 

rectangular subarray. The matrix C\ is reduced by Givens rotations according to 
to the triangular matrix i ?2 and the same Givens rotations are used to form 
Q 2 by updating Q\ according to © in the rectangular part of the subarray. 

It is clear from the above description that the algorithm A1 can be imple- 
mented on the systolic array that consists of two subarrays: the hexagonal one 
for the computation of matrix Ck, and the triangular-rectangular one for the 
QR decomposition of matrix Ck and the orthogonal update of the (orthogonal) 
matrix Q\. 

3.2 Systolic Subarray for Diagonalization of R-Factor 

In the kt\i recursion step, the output of the previous recursive QR decomposition 
is the upper triangular factor Rk that needs to be diagonalized by a systolic im- 
plementation of the algorithm A2 with the modifications defined in the equation 
(0 . This can be achieved by triangular systolic subarray with {n? + 2n) /8 PEs 

(cf. jSI). 

Diagonal PEs compute the pairs (cxi , s^i ) and (c^i , s^i ) and apply both 

^k ^k' 

Givens rotations (modified by permutation) in (0 that nullify the elements 
{i,i + 1) and preserve the upper triangular form of Rk- The modified Givens 
rotation (c^i , s^i ) is then pipelined to the right and subsequently modifies all 
2x2 data submatrices stored in PEs on the horizontal line. These submatrices 
consist of appropriate elements of the ith. and i -I- 1th row of Rk ■ Similarly, the 
modified Givens rotation (c^» , s,^i ) is pipelined upwards and modifies all 2 x 2 
data submatrices of the ith and i -I- 1th columns, stored in PEs on the vertical 
line. 

To achieve the maximum throughput and parallelism in this SVD subarray, 
we can adopt the splitting of indices as mentioned at the end of subsection O 
Then one inner loop in the algorithm A2 (i.e., n — 1 modified Givens rotations) is 
split in two phases. In the first phase, n/2 rotations start simultaneously in n/2 
diagonal PEs with odd pivot indices, and they are pipelined upwards and to the 
right as described above. In the second phase, the remaining n/2 — 1 rotations 
start simultaneously in n/2 — 1 diagonal PEs with even pivot indices, and they 
are again pipelined upwards and to the right. Hence, the systolic implementation 
of algorithm A2 resembles two computational waves that are moving through the 
triangular SVD subarray from south-east to north-west. 

4 Timing and Overlap between Systolic Subarrays 

The algorithm A1 starts in time t = 1 with the input of matrix element bn of the 
composed matrix (Bi\I) into the PE pn of the triangular-rectangular systolic 
subarray. In time step t = n, the last element 6„i from the first column of (i?i |/) 
is read by PE pn, the last Givens rotation is generated and performed in pn and 
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the element rn is computed. Other elements of the first row of R\ are computed 
in PEs pij in subsequent time steps t = n + j, j = 1, 2, . . . , n — 1. 

In time step t = 3n — 1, the last rotation of the first row of composed matrix 
{Bi\I) is computed and the first row of (i?i|Qi) is ready for the computation 
of the first row of Ci in the hexagonal subarray according to However, to 
achieve the maximum throughput, we should not wait until the whole first row 
is ready; instead, we utilize the elements i?i and Q\ immediately after their 
computation. 

Note, that the appropriate elements of the first row of R\ and Q\ that are 
needed for the computation of C\ in the hexagonal subarray, are computed in 
the triangular-rectangular subarray exactly n time steps apart. Hence, we need 
to slow down the elements of i?i on the input of hexagonal subarray. The number 
of delay elements depends on the column- number of matrix (i?i \Q\)'. to schedule 
the computation of fth row of C\ in the hexagonal subarray correctly, we need 
n — i + 1 delay elements for the input of ith column of matrix i?i (see Fig. 2). 
On the other side, to achieve the subsequent output of elements of matrix Q\ we 
need n — i + l delay elements on the output line for the ith column of matrix Q\ . 
This modification enables the row- wise skewed output of the matrix [Ci\Q\) 
that matches perfectly the needed row-wise skewed input into the triangular- 
rectangular subarray for the next recursion step. 

The elements of R\ and Q\ enter the hexagonal subarray in the skewed 
row-wise manner - exactly as they are produced in the triangular-rectangular 
subarray. Because of maximum degree of pipelining, the following timings can 
be easily verified: 

— t = n: the element rn of i?i is ready in the triangular-rectangular subarray. 

— t = n + 1: input of rn into the hexagonal subarray that begins the compu- 
tation of Cl . 

— t = 3n — 1: the last element in the first row of triangular-rectangular 
subarray is computed. First row of PEs is ready to start the new QR decom- 
position. 

— t = 3n -|- 1: input of the new element Cn into the triangular-rectangular 
subarray, and the start of QR decomposition of the new matrix Ci together 
with the update of Q\ . 

— t = 4n — 2: the last rotation in the triangular-rectangular subarray is per- 
formed and the element is computed. 

— t = 6n — 2: output of the last element from the hexagonal subarray. 

Hence, it takes 4n — 2 time steps for the triangular-rectangular array to complete 
the QR decomposition and orthogonal update of the composed matrix 
and bn — 2 time steps for the hexagonal array to compute the sum C\ = Ri + 

{Xi-X2)Q\- 

It is clear that the same analysis with the same relative timings is valid for the 
transition from {Ck\Ql.) (hexagonal subarray) to the (i?fc-i-i IQ^+i) (triangular- 
rectangular subarray), i.e., from A:th to {k -I- l)th recursion step. The important 
consequence of this analysis is the threefold overlap of both subarrays: 
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— Overlap in the operation of triangular-rectangular and hexagonal subarrays 
in the same recursion for 3n — 2 time steps. 

— Overlap in two consecutive recursions in the triangular-rectangular array for 
n — 2 time steps. 

— Overlap in two consecutive recursions in the hexagonal array for 2n — 2 time 
steps. 

The situation is a bit different when analysing the possible overlap between the 
recursive QR decomposition and the operation of SVD subarray. As mentioned 
in the subsection E3 the SVD subarray alternatively produces two computa- 
tional waves from “odd” and “even” diagonal PEs, where all PEs in one group 
start their operation simultaneously. This means that the triangular SVD sub- 
array can start its operation when the whole matrix Rk is known and stored in 
the SVD subarray. Therefore, we have to measure the performance of the SVD 
subarray relatively to the triangular-rectangular subarray and our analysis can 
be restricted to the time steps when only matrix Rk alone is computed (the 
matrix Q^, is not needed in the SVD subarray). 

It is straightforward to show that the triangular systolic subarray with n(n + 
l)/2 PEs computes R- factor in 3n — 2 time steps. Therefore, Ri is computed in 
= 3n — 2 and first SVD steps can start in + l = 3n — 1 . Due to the over- 

lap between triangular-rectangular and hexagonal subarrays, the computation 
of Rk starts in = 3(fc — l)n -|- 1, ends in = 3(fc — l)n -I- 1 -I- 3n — 3 = 3kn — 2, 
so that the SVD steps in A:th recursion can start in time = 3kn — 1. 

How many time steps do we need for the SVD subarray in each recursion? 
This depends on the number r of repeated inner loops in the algorithm A2 as 
already discussed in subsection 12.21 One loop (r = 1) consists of two computa- 
tional waves (“odd” and “even” ones). Each wave travels n/2 time steps through 
the SVD subarray and the gap between them is one time step. Hence, one inner 
loop takes n/2 -I- 2 time steps. But r loops can be pipelined and the end of SVD 
steps is defined by the last “even” computational wave that ends its movement 
through the subarray 4r -|- n/2 — 2 time steps from the beginning of SVD in each 
recursion. Then the (approximate) SVD of Rk in the fcth recursion will be ready 
in = 3kn — 1 -|- 4r -|- n/2 — 2 = 3kn + n/2 -|- 4r — 3, so that our systolic imple- 
mentation of matrix portrait computation finishes with the last value A = Am 
in time = 3mn -|- n/2 -|- 4r — 3. 

It is interesting to note that the whole triangular-rectangular subarray ends 
the computation of (Rk\Qk) including the orthogonal update) in time step 
3kn + n — 2. Hence, for r < 1 -I- n/8, the SVD subarray finishes its operation in 
each recursion before the orthogonal update of Qk is ready, so that there is a total 
overlap between the SVD and triangular-hexagonal subarrays. When r increases, 
the amount of overlap decreases. It should be stressed, however, that the length 
of one synchronized time step for the computation in all systolic subarrays is 
defined by the length of the most complex operation - i.e., by the computation 
and application of two-sided modified Givens rotations in the diagonal PEs of 
the triangular SVD subarray. 
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5 Conclusion 

We have designed systolic subarrays for the matrix portrait computation. Our 
main result is the algorithmical as well as systolic design of the recursive QR 
decomposition of matrices Bk = A — X^I, k = 1,2, ... ,m. The recursive QR 
decomposition can be realized on triangular-rectangular and hexagonal systolic 
subarrays. For the (approximate) SVD decomposition of the upper triangular 
matrices we have used the triangular SVD subarray. Our solution needs O(n^) 
PEs and delays, and the whole computation takes 3mn-|- -|-4r — 3 time steps 

(valid also for n odd) where n is the matrix order, m is the number of various 
As and r is the number of repeated loops in the (iterative) SVD algorithm A2. 
The subarrays exhibit a large amount of overlap in their operation. 

Our approach can be compared with the straightforward method, when the 
matrix portrait computation is implemented on two triangular systolic subarrays 
without any overlap of their operation. The first subarray computes the QR 
decomposition of matrix Bk (where each Bk is formed by the host), and the 
second one computes the SVD steps. The time complexity of the straightforward 
approach is then m{3n — 2 + \^~\ -I- 4r — 3), which is significantly worse than 
the time complexity of our solution. The number of PEs and delays is 0(|"cn^]), 
where c = ^ for our solution and c = | for the straightforward solution. 
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Abstract. In this paper we study a class of explicit pseudo two-step 
Runge-Kutta (EPTRK) methods for first-order ODEs for parallel com- 
puters. We investigate linear stability and derive methods with enlarged 
stability regions. In numerical experiments on a shared memory com- 
puter we compare a parallel variable step size EPTRK implementation 
with the efficient sequential Runge-Kutta method dopriS. 
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1 Introduction 

For the numerical solution of systems of first-order ordinary differential equations 
(ODEs) 



y' = y{to) = yo, 2 /,/gk”, (i) 

Fei P], Cong P and Cong et al. j2] have recently investigated a class of explicit 
pseudo two-step Runge-Kutta methods (EPTRK methods). EPTRK methods 
compute an approximation u„i ~ y{tm) by the s-stage scheme 

Um+l = 11 0 hfri (A<^ hjn-ic^Um)i (2a) 

{b'^ (^I)F{tm^+hmC,Um+l), (2b) 

with s (external) stage approximations Um+i € parameters A = (aij) G 

, c, 6 S IR® , 1 := (1, . . . , 1)^ and step size hm- F denotes the straightforward 
extension of / to IR"^®. Here, O denotes the Kronecker tensor product, e.g. 
see p. 

The EPTRK methods are well suited for parallelization with s processors, es- 
pecially in a shared memory environment. They do not have a sequential bottle- 
neck and need only one effective function evaluation per step. Notice that the 
parallelism is already in the method. Consequently, using an EPTRK method 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 68-^3 1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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does not require any additional effort to split the ODE system. The ODE system 
can be solved by a black-box (library) call yielding coarse grain parallelism. 

Numerical tests of a special class of EPTRK methods of high order have 
shown the efficiency for problems, where the step size is determined by accuracy 
only m However, this class suffers from very small stability regions. Therefore, 
in this paper we construct EPTRK methods of order 3 and 4 with enlarged 
stability regions. 

2 Order Conditions and Convergence 

In this section we consider order conditions for EPTRK methods. Assume exact 
values Um = 2/(tm-iIl + h„i-ic) and Um = y{tm)- We perform one EPTRK step 
with step size hm and compare the numerical solutions Um+i and Um+i with 
the exact values + hmc) and y{tm+i)- Let a := hm/hm-i be the step size 

ratio. Comparing the Taylor expansions of numerical and analytical solutions 
yields, analogously to implicit Runge-Kutta Methods, the simplifying conditions 



C(g) : -ly = a'^ z=l,...,s, v=l,...,q (3a) 

i=i ^ 

= j = l,...,p (3b) 

i=i ^ 

for stage order q and step order p. From C{p — 1) and B{p) follows consistency 
order p, i.e. ||Mm-i-i — y{im+i)\\ = and convergence order p, as stated 

in the following theorem. 

Theorem 1 (Convergence for EPTRK methods). An EPTRK method 
with order p and stage order q, i.e. with B(p) and C{q), converges with or- 
der p* := min{p, 9 -I- 1) if the local errors of starting values U\ and ui for the 
first EPTRK step are of order p* . 

Proof. The theorem can be proved by standard techniques. We use C{q) and 
B{p) to get a recursion for the global error. Using this recursion we can bound 
the global error. For details see [[]. □ 

3 Stability of EPTRK Methods 

We investigate the stability of the EPTRK methods by means of the linear test 
equation 

y' = Xy, ReA < 0 (4) 

and constant step size h. The EPTRK solution of 0 fulfills the recursion 



{Bm-i-l : — At (z) (Utti , 'U^ yj) 



z = hX , 



( 5 ) 
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with the amplification matrix 

We define the stability region S* of an EPTRK method by 



:= {z : g{M{z)) < 1} 



and have g{M{z)) < 1 if z is an inner point of S* and hence {Um,Um) 0 for 
m oo. We compute g{M{z)) by computing the zeros of the stability polyno- 
mial g{x,z) := det(a;/ — M{z)). From (jOI), it can be seen that EPTRK methods 
are always zero-stable. In z = 0 the matrix M{z) has the single eigenvalue x = 1 
and the s-fold eigenvalue zero. Furthermore, by calculating the derivative by the 
implicit function theorem, we can see that the absolute value of the maximal 
eigenvalue x is less than 1 in a whole region locally left to the origin and hence 
an EPTRK method is stable there. To construct methods with large stability 
regions we calculate the coefficients of the stability polynomial in the following 
theorem. 



Theorem 2. A consistent s stage EPTRK method has the stability polynomial 



g(x,z) = 






k-1 



{pk - y^^Pk-t-ib^A^'Tjx -Pk 



i=0 



with parameters pk defined by 



det(A/ - T) = *, po = 1 ■ 

i=0 



( 7 ) 



( 8 ) 



Proof. Starting with the definition 



g{x, z) = det(a;J — M{z)) = det 



fxl — zA 
\-z%^A 




we get 



1 
X 



0 



1 



det(a;/ — zA)~^ 

= [x — 1 — z — z^b^A{xI — zA)“^fl] det(a:/ — zA) . 

Using (0 and a Neumann series for the inverse matrix yields 



g(x,z) = 



oo ^ V i+1 

(x-l-z)-z^b'^Aj2^" (-) 

i=0 '^^7 






. 2=0 



( 9 ) 



The polynomial g(x, z) has degree s in z and degree s -I- 1 in a; and therefore 
almost all terms in o vanish. This proves the theorem. □ 
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Since for many applications with (nearly) real eigenvalues only stability is 
crucial along the real axis we optimize the boundary r„iax of the real stability 
interval defined as rmax = sup {a; : (— x, 0) C S*}. We determine analytically 
optimal values r^ax for one-stage EPTRK methods and for two-stage EPTRK 
methods of order p = 2 in Theorem 0 For EPTRK methods with more than 2 
stages we have found stability polynomials with large values rmax by a numerical 
search. 

Theorem 3. The optimal value for r^ax of a consistent s-stage EPTRK method 
of order p is given by 

(i) Tmax = A, if s = p = I , and 
(ii) Tmax = 2, if s = p=2 . 

Proof. We prove only (ii). The result (i) can be obtained similarly. According to 
Theorem 0 we have 

g{x, z) = + {—1 + piz — z)x^ + {—piz + p 2 Z^ — piz^ — b^Alz'^)x — P 2 Z^ . 



Order p = 2 implies 6^A11 = 6’^c = 1/2. Assume Xmax > 2. Then all zeros u>i, W 2 
and W 3 of 



g{x, -2) = -I- (-2pi -I- l)x^ -I- (4p2 - 2 - 2pi)x - 4p2 (10) 

lie in the unit circle. Define 

g = Wi + W2 + W3 + WiW2 + W1W3 + W2W3 — W1W2W3 

= -I- (1 -I- Wi)[w 2 + W3] + (1 — W\)W 2 W 3 

By Vieta’s Theorem and dm we have g = —3. Let w\ be a real zero. Assume 
|wi| < 1. Then we get 

g > wi + {I + wi){-2) -I- (1 - wi)(-l) = -3 , 

in contradiction to g = —3. Therefore, Iwil = 1. A simple calculation shows now 
that g(x, —2) has the zeros —1, —1 and 1. A study of the unique polynomial with 
these zeros shows r^ax = 2. □ 

By using Theorem 0we can determine stability polynomials of EPTRK meth- 
ods with more than 2 stages and large stability regions. In Sect. 4 we will con- 
struct appropriate methods corresponding to these polynomials. The properties 
for these EPTRK methods are given in Tab. Dl Here, Pemb denotes the order of 
an embedded method used for step size selection and #procs the number of pro- 
cessors for parallelization. Note, that the parameters 6^A*I1, i = 0, . . . ,p — 1 are 
already determined by C{p— 1) and R(p), but we can choose pk, fc = 1, . . . , s and 
6^A*I1, i = p . . . , s arbitrarily to optimize the stability regions. Figure 0 shows 
these stability regions. For comparison we have also drawn the stability region 
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of the 5-stage 5-order collocation EPTRK method congS |2| and the stability 
region of the well known explicit Runge-Kutta method dopriB and 

the smaller scaled stability region := {-z/6 : z G S'^opri) which takes into 

account the six effective sequential functions evaluations per step. Numerical 
experiments |2| show that congB performs well for non-stiff problems. But for 
mildly stiff problems dopriB is superior due to better stability properties. The 
new methods p33 , p43 and p44 of this paper have a larger stability region than 
dopriB (scaled). Therefore we can expect that these methods are more efficient 
than dopriB if stability is important and the function evaluations are not too 
cheap. 



Table 1. EPTRK methods 



name 


stages 


conditions 


order p* 


emb. order Pemb 


#proc 


p33 


3 


C{2), B(3) 


3 


2 


3 


p43 


4 


C(3), B(3) 


3 


4 


4 


p44 


4 


C7(4), B(4) 


4 


3 


4 


cong5 


5 


C(5), C{5) 


5 


3 


5 



4 Constructing the Methods from the Polynomials 

The 5-stage 5-order method congB |2] fulfills C(5). Here, for constructing the 
s-stage EPTRK methods p33, p43 and p44 with better stability properties, we 
require C(s — 1) only. First consider fixed step sizes. We start by choosing the 
vector c of distinct nodes and a stability polynomial calculated in Sect. 3. We 
have C(s — 1) and the polynomial, i.e. 

AV = P, Vij = (c,-iy-\ P^y=ci{i, (11a) 

S 

det(A/-4) po = 1 (11b) 

i^O 

hold. We calculate A from CH): the solution of (I I I a,D has s free parameters 
which can be determined by substituting this solution into ITTBIl . Now, A is 
known and we get the weights b directly from the polynomial coefficients 6^4*11, 
i = 0, . . . , s — 1. 

For variable step sizes, C{s — 1) becomes 

A{a)V = PD{a), with Z1 (q;) = diag(l, a, ..., a®“^), (12) 

and with (I I I a.^ we have 

{A{a) - A)V = P{D{a) - I) . (13) 

We calculate a row minimal 2-norm solution A(a) — A oi this underdetermined 
system (HSI in order to preserve the stability properties for 4(1) = A. 
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Fig. 1. Stability regions for the EPTRK methods drawn with solid lines and 
for dopriS with dashed lines. Regions from biggest to smallest: dopriS, p43, 
p33, p44, dopri5®“*, cong5 



5 Numerical Experiments 



Implementation 

We have implemented the EPTRK methods in FORTRAN 77. The code for the 
collocation method cong5 is available at: 

http://www.mathematik.uni-halle.de/institute/numerik/software. 

The numerical tests below were performed on a shared memory HP/Convex- 
Exemplar X-Class computer. Parallelism is expressed by means of the compiler- 
directives for loop-parallelization. For step size selection we computed an ap- 
proximation of the local error 



1 / Um+l,i 

^ V^TOL + RTOL|u^+i,,|; ’ 



and the new step size 

f hm for a e [0.9, 1.1] 

nm+l = 



with 



^ ahm else 

a = min |3, max 1 0.3, 0.8 • err“^/^| | , p := min(p*,pemb) + 1 
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We compare the computing time in seconds with the error ERR in the endpoint 
of the integration interval, 



ERR = 






1 / 

1 f Ui — Wref,z 

n ^ \1 + lUref.jl 



2 



The reference solutions Ure! were obtained by dop853 with ATOL=RTOL=10 
The version of dopriB was 03/14/93. 



Test Problems 



As a first test example we take the seven body problem Plei in two spatial 
dimensions from Hairer et al. ^ . This problem models the gravity forces between 
seven stars leading to a second order ODE system of dimension 14, respectively 
a first order system y' = f{y) with 28 equations. To illustrate how the speedup 
depends on the dimension of the problem we enlarge this system by a factor d 
and we get 

Y' = F{Y), y(0) = To, with (14) 

r=(110y), F(y) = (110/(y)), yo = 10yo, and llGK'^ . (15) 



We discuss the speedup for different values d = 1, . . . , 1000. 

A well known test problem is the Brusselator, see 0 and |S|, a two-dimen- 
sional diffusion-reaction equation 



2 / 1 1 \ f d‘^u\ 

+ uv-{A+l)u + ai^-^ + -^j , 



ut =B 
Vt =A — v^v + a 



( d'^v d'^v 
dy'^ 



with A = 3, B = 1 and initial values 

m(0, X, y) = 0.5 -I- y, u(0, x,y) = 1 + 5x 
and Neumann boundary conditions 



du 

dn 



= 0 



dv 

dn 



= 0 auf df2, 17= [0,1] X [0,1], f G [0, 1] 



Semidiscretization by the method of lines with second order central differences 
in X and y on a 100 x 100 uniform grid leads to a first order system of 20000 
ordinary differential equations. For small values a this system is non-stiff. We 
consider a = 2 • 10“^ and a = 5 • 10“^. 

The second test problem is the two dimensional diffusion-convection equation 
Difkon from 



Ut = aAu + (d{—yux + xuy) + g{t, x, y), with 
a = 10-^ /3=1, l7=[0,l]^ tG[0,l], 
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with function g and initial values and Dirichlet boundary conditions chosen ac- 
cording to the exact solution u{t, x, y) = sin(7ra;) sin(7r?/) (l -|- 4xy exp(— 2o;7r^t)) . 
We use second order differencing on a 69 x 69 grid to get a semidiscrete system 
of ODEs. Due to the convection term the Jacobian of this system is nonsymmet- 
ric and has non-real eigenvalues. We obtain a modification of this problem with 
even larger imaginary parts if we set (3 = 10. 



Results and Discussion 

Figure 0 shows the speedups for the s-stage EPTRK methods on s processors 
over the same method on one processor. Although the function evaluations are 
not very expensive we get speedups between 3 and 4 with five processors (congS). 
Of course, increasing the dimension of an ODE systems yields better speedups 
as demonstrated with example Plei. Figure 0 depends strongly on the parallel 
computer. 




10 100 1000 10000 100000 
dimension n 




Fig. 2. The speedup for cong5 for different dimensions of the ODE system Plei 
(left figure) and for EPTRK methods with s = #procs (right figure: Plei with 
n = 7000) 



For the celestial mechanic example Plei (see Fig.0 we get a speedup of about 
4 of congB over dopriS with 5 processors. For low tolerances the parallel p44 
is also competitive with dopriS. For the non-stiff Brusselator (see Fig. 0, left), 
for crude tolerances p33 and for more stringent tolerances cong5 are most effi- 
cient. For the mildly stiff Brusselator with increased a (right figure) the stability 
enlarged EPTRK methods p33 and p43 become the most efficient ones, except 
for very high accuracy. Consider problem Difkon (see Fig. 0 with (3=1 (left). 
The best method for low tolerances is p33 and for high tolerances dopriS. If we 
set /3 = 10 (right figure) the imaginary parts of the eigenvalues of the Jacobian 
become larger and the stability of the method near the imaginary axis becomes 
crucial. Accordingly p44 and p33 perform well. 



log(Err) log(Err) 
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Fig. 3. Test problem Plei with dimension n = 7000 






Fig. 5. Test problem Difkon, left /3 = 1, right /3 = 10 
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6 Conclusions 

The class of explicit two-step Runge-Kutta (EPTRK) methods is an interesting 
subject for solving ODE systems of large dimension and/or with expensive /- 
evaluations in a parallel environment. For problems where accuracy is more 
important than stability the high order collocation method cong5 performs 
better than the sequential Runge-Kutta method dopriS. On the other hand, 
for mildly stiff problems and not too stringent tolerances, where stability is 
important, EPTRK methods p33, p43 and p43 with large stability regions are 
a good choice. 
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Abstract. We present a parallel algorithm for the solution of partial 
differential equations representing a 3-D diffusion process of the under- 
ground water by a finite difference method. The algorithm belongs to a 
class of the incomplete LU factorization methods, where corresponding 
system of linear algebraic equations is solved by a quasi LU decompo- 
sition in every time step. A code realizing the algorithm was written in 
Fortran 90 programming language using the MPI message passing inter- 
face system and was tested on a SGI Origin 2000 parallel computer. 



1 Introduction 

Modeling of the water diffusion process is an important problem in hydrology. 
For the solution of corresponding multidimensional differential equations finite 
difference methods are often used. The corresponding system of linear algebraic 
equations in this case is represented by a symmetric, positive definite matrix 
of the order 10® — 10®. The coefficients of the matrix are time dependent, and 
thus the corresponding system must be solved separately for each time step. 
This is very time consuming so that parallel methods are of great importance. 
For the solution of large linear algebraic systems the mostly used methods are: 
relaxation methods (P), ADI methods (Alternating Direction Iteration) and 
SIP (Strongly Implicit Procedure) methods and during the last decade the pre- 
conditioned conjugate gradient methods ( 0 , 0 , 0 , 0 ). The effectiveness of 
the methods mentioned above is different. The serious problematic aspect of the 
parallel computation is the triangular solver used in the ADI (0, 0) and SIP 
( 0 , 0 ) methods. Compared to the above-mentioned methods the advantages of 
SIP methods are in fewer number of iterations for required accuracy and lower 
computational cost for each time step. In this paper a parallel method for one- 
time step solution of a differential equation related to the 3-D diffusion process 
of the underground water in hydrology is described. 

The paper is organized as follows: In Section 2 the theoretical background of the 
method proposed is given. In Section 3 a parallel algorithm for one-time step 
solution of a SIP method is described, and in Section 4 numerical results on 
parallel Cray Origin 2000 computer are presented. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 78-|^^ 1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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2 Formulation of the Problem 



Consider the following partial differential equation 

d dH d dH d dH dH 



which describes the ground water ffow in an anisotropic and heterogeneous 
aquifer with ffow off, or an infiltration process, where K^, Ky, are coeffi- 
cients related to hydraulic conductivity in x, y, z - directions , H := H{x,y, z,t) 
is the piezometric level to be found, f{x,y,z,t) is the function characterizing 
water infiltration in a given point, and S := S{x,y,z) denotes the piezometric 
level of an elastic reservoir. The boundary conditions of equation O are given 
by the initial values of H(x,y, z,t) at time t = to in a, given point. 

The numerical solution of this equation will be performed by a finite differ- 
ence method using space and time discretization. Consider a rectangular 3-D 
space and a grid created by J, J, K grid points in the corresponding x, y and 
z-directions of the coordinate rectangular system. To solve m, let us consider 
a finite difference method using 3-point difference formulas in the x, y and z- 
directions, respectively, so that we obtain the following system of linear algebraic 
equations 



FjXj—jj -l- DjXj—j BjXj—i AjXj CjXj^i~\- 
~i~HjXj-\-j Z jXj-\-ij — C[j^ 



for j := 1,2, UK, where UK := I x J x K, and Fj, Dj, Bj,Aj,Cj, Hj, Zj 
and qj are scalars. 

This system of equations can be expressed in the matrix form 

Mx = q, (2) 

where M is a symmetric, sparse, regularly structured matrix containing at most 
seven non-zero coefficients in each row. The structure of the sparse matrix M is 
evident, but it is worth to remark that each diagonal except the main one has 
several elements equal to zero, which are regularly distanced from each other. 
They allow to split the matrix and calculate it in parallel. 

The main idea of the SIP method (nm) is : Find a matrix N, such that 
M + N can be decomposed into two matrices L and U, where M + N, L and U 
meet the following conditions: 

— M -I- is ’’close” to M, 

— L is lower triangular form while U is upper triangular form and all entries 
along the main diagonal U are equal to unity, and 

— both L and U have just four non-zero diagonals. 

The corresponding system of linear algebraic equations has the form 



(M -I- N)x = {M + N)x — {Mx — q) 



(3) 
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and a suitable iterative algorithm for solving Q is 



(M + = {M + + {q- Mx''^), (4) 

{M + N){x^^+^'> -x‘'^) = q-Mx‘'^, (5) 

LC//ib+i) = (6) 

where := and := q — Mx^’’'^ is the residual. The last 

equation can be solved as follows 

Lyb+i) = rW, Uh^^+^'> = (7) 



Below we present a suitable choice for the non-zero coefficients of L and U, 
respectively, that enables an efficient parallel implementation on a distributed 
memory parallel computer system. 

3 A Parallel Implementation of the Algorithm 

Let fj, dj, bj, aj be four non-zero coefficients of L and 1, Cj, hj, Zj be four non-zero 
coefficients of U related to each row, in the positions of the non-zero entries of the 
original matrix M . It can be easily verified that LU has elements on six non-zero 
diagonals which are not present in M . The influence of these coefficients can be 
eliminated by using an interpolation procedure to obtain a system (M+N)x = q, 
where LU = M + N. For details see HD!. 

Let the non-zero coefficients be chosen as follows : 

f.,= El 

^ {^ + Cj-ij -hj^uY 

El 

^ (1 + Cj-/ + ^i-/) 

5 -:= El 

^ Y + hj-i + Zj-i)' 

aj := Aj — fjZj-ij — djhj-i — bjCj-i 

-\-hjhj—i + djZj—j + bjZj—ij 

Cj . — , 

aj 

u . (^3 ~ f 3^3-1 J ~ 

. . {Zj - djZj-i - bjZj-i) 

for j := 1,2,..., UK. 

We will now address the problem of distributing the work to evaluate till 
in parallel on P processors denoted by p := 0, 1, ..., P— 1. Let W := K/P, where 



( 8 ) 

(9) 

( 10 ) 

( 11 ) 

( 12 ) 

(13) 

(14) 

(15) 

(16) 
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W is an integer and K is the number of the grid points in the z-direction. Fur- 
thermore, assume that all nonzero elements of the matrix M are represented by 
into seven vectors A := (Aj),B := {Bj),C := {Cj),D := {Dj),H := (Hj),F := 
{Fj),Z := (Zj), for j := 1,2, UK. Consider the same for the non-zero coef- 
ficients of L and U, respectively, a := {aj),b := {bj),c := {cj),d := {dj),h := 
(hj),f := {fj),z := (zj) , for j := 1,2,..., UK. Assume block-cyclic distribution 
of all vectors onto P processors, that to each processor has an associated block 
of elements, 

je ([Px {k - 1) + p] X U + 1,[P X {k - 1) + p + 1] xU), (17) 
for p := 0, 1, ..., P-l,k:=l, 2, ..., W. 

Suppose that ST is an integer, which is a multiplier of / and a divisor of U, 
where I and J are the number of grid points in the x, y - directions, respectively. 
The structure of the matrix M and the positions of the non-zero elements on 
subdiagonals allows the following parallel calculation of the equations ® - (iinj 
that comprise the evaluation of the coefficients of L, U, respectively: 

do k := 1,W 

do parallel for p:=0,P—l 
do ij := 1, U, ST 
kij := [k — 1) X P X U 

do j := ij -I- kij, ij + kij + ST — 1 

calculate (0 - dI9) 

if ((p (P — 1)) or ((p = (P — 1)) and (k < W))) 
send ST elements of c, h, z to {p + l)modP 

end if 

if ((p 7 ^ 0) or ((p = 0) and {k = 1))) 
receive ST elements of c, h, z 

end if 
end do j 
end do ij 
end do p 
end do k 



Having calculated the coefficients of L and U, the final solution is obtained 
by solving O- 

4 Experimental Results 

The numerical experiments were conducted on a Cray Origin 2000 parallel com- 
puter with ’’distributed shared memory” and 128 processors at Parallab, Uni- 
versity of Bergen HH. Beside being used in a shared-memory mode the system 
can be also used as a traditional message passing computer. For our purposes we 
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have used it as a message passing computer. The algorithm was written in For- 
tran 90 language using the MPI system, which allows a high degree of portability 
across different machines. The experiments have confirmed that by increasing the 
number of processors the time complexity was decreased. There are two basic 
features of the machine which complicate the performance evaluation: The first 
is that the computer is a ” shared-everything-system” , i.e. the operating system 
tries to share CPUs, memory, intercommunication and I/O among all running 
processes. So a running job depends heavily on other jobs running at the same 
time. The greatest difference between Origin 2000 and other distributed mem- 
ory machines like the Paragon, SP2, T3E, Meiko CS2, etc. is that if on these 
systems a job gets a node, then it gets all its resources and the CPU time can 
be measured easily. This is not possible on the Origin 2000 computer, because 
the system distinguish only processes and data. The system assigns CPU’s and 
memory for processes and data dynamically, what can influence the runtime. 





NUMBER OF PROCESSORS 


ST 


2 


4 


8 


16 


50 


38.93 


18.45 


9.67 


5.14 


100 


29.06 


14.68 


6.99 


3.05 


250 


24.10 


12.06 


6.02 


3.37 


400 


22.94 


11.13 


5.31 


2.76 


1000 


21.46 


10.58 


4.93 


2.69 


2000 


24.26 


12.17 


5.69 


3.03 


4000 


21.54 


10.46 


5.84 


3.92 



Table l:Time in seconds for I = 200, J= 100, K = 16 



The results of the numerical experiments shown in Tab.l correspond to UK 
= 320000, and the computation was performed in double precision. The code was 
tested for different values of ST. The best results were achieved for ST = 1000. 
The length of messages depends on the value of ST and on the length of the 
MPI representation of the data. The delay between the first and the (p -I- l)-st 
processor when calculating the elements of the matrices L and U is equal to 
Tst X P, where Tst = ST x Tfpo -I- (a -I- 3 x ST x P). Here a is the startup 
time, P is the time required for sending one 8-byte word, and the Tfpo is the 
time of calculating all elements in one row. This value is influenced also by the 
placement of the elements in the memory during the computation. 

Finally, a sequential code written in Fortran 90 ran on the same computer ap- 
proximately 49.90 seconds. 
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5 Conclusion 

We have presented a parallel algorithm for the solution of partial differential 
equations representing a 3-D diffusion process of the underground water by a 
finite difference method. The used method is based on a quasi-LC factorization 
applied in every time step. We have written a code implementing the algorithm 
on a SGI Origin 2000 parallel computer and the time measurement results are 
enclosed. The experimental results published in US! demonstrate the suitability 
of the SIP method for some well structured matrices. 

Our future work will concern the application of the existing decomposition of 
the matrix as an incomplete Cholesky preconditioning for a modified variant of 
the preconditioned conjugate-gradient method. 
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Abstract. Most current multicomputers employ k-diry n-cube networks for low- 
latency and high-bandwidth inter-processor communication. This paper 
introduces a parallel algorithm for computing an N=lt point Lagrange 
interpolation on these networks. The algorithm consists of three phases: 
initialisation, main and final. While there is no computation in the initialisation 

phase, the main phase is composed of k“/2 steps, each consisting of four 
multiplications and four subtractions, and an additional step including one 

division and one multiplication. The final phase is carried out in n kH steps, 
each using one addition. 



1 Introduction 



Lagrange interpolation for a given set of points and value x 

is carried out via the formula 

N 1 

/(X)- L,(x)y, (1) 

!=0 

where the term Lj (x) is called a Lagrange polynomial, and is given hy: 



(x Xq)(x Xi)---(X X,. i)(x X,.^^)■^•(X Xjv ^) 

(x,- Xo)(x,- Xi)---(x,- X,. i)(x,. X;+i)---(x,- X^ i) 



(2) 



When the number of points, N, is very large, long computation time and large storage 
capacity may be required to carry out the above computation. To overcome this, 
several authors have recently proposed parallel implementations for Lagrange 
interpolation. For instance, Goertzel [11] has introduced a parallel algorithm suitable 
for a tree topology with N processors, augmented with ring connections. The 
algorithm requires y-f G(log N) steps, each composed of two subtractions and four 

multiplications. Capello, et al. [7] have described another algorithm using 2N-\ steps 
on N!2 processors where each step, after implementation, requires two subtractions, 
two multiplications and one division. More recently, a parallel algorithm-architecture 
P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC99, LNCS 1557, pp. 85-95, 1999. 

Springer- Verlag Berlin Heidelberg 1999 
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has been discussed in [14] which uses a y-y node mesh with toroidal wrap- 
around connections, consisting of steps, each with 12 multiplications 

and subtractions. 

K-ary n-cubes have been the most popular multicomputer networks due to their 
desirable properties, such as ease of implementation, recursive structures, and ability 
to exploit communication locality to reduce message latency. The hypercube and 
torus are the most common instances of A:-ary n-cubes. The former has been used in 
early multicomputers like the Cosmic Cube [16] and iPSC/2 [12] while the latter has 
become popular in recent systems, such as the J-machine [8], iWarp [5] and CRAY 
T3D [13]. The topological and performance properties of the ^-ary n-cubes have been 
widely studied in the literature ( see [1],[2],[4],[6],[9] and [10] for typical studies). 

The A:-ary n-cube, where k is referred to as radix and n as dimension, has N=k" 
nodes, arranged in n dimensions, with k nodes per dimension. Each node, P, can be 
identified by an n-digit radix k address {a,,a^ or a,,a^ The t digit of the 

address, a., represents the node’s psition in the /'‘dimension. Nodes 

^re connected if and only if there exists i, (1 i n) , such that a. =(b. ±1) 
mod k and a = b for 1 / n ; / / . Thus, each node has 2n bi-directional links 

connected to 2n neighbours (2 neighbours in each dimension). 

Fig.l shows various examples of fc-ary «-cubes topologies. The k-ary 1-cube is 
the well-known ring, while the A:-ary 2-cube is best known as the torus; a variation of 
the mesh with added wrap-around connection. Note when k=2, the network collapses 
to the hypercube topology. 

This paper proposes a parallel algorithm for computing an N=k" point Lagrange 
interpolation on a A:-ary n-cube. Since ^-ary n-cubes are the underlying topology of a 
number of practical parallel machines, it is possible to implement our algorithm on 
these available systems, eliminating the need of building any special-purpose 
hardware. This algorithm relies at some stages during computation, as we shall see 
below, on broadcast communication. The algorithm needs a Hamiltonian ring 
topology which should be embedded in the host A:-ary n-cube network to ensure 
efficient broadcast operations. The rest of the paper is organised as follows. Section 2 
introduces the parallel algorithm, and discusses its main structure. Section 3 draws 
some conclusions from this study. 



2 The Parallel Algorithm 

The proposed algorithm consists of three phases: initialisation, main and final phase. 
Firstly, the set of points to be interpolated are allocated to the nodes, one point for 
each node. Then, the Lagrange polynomials, L, (x) (0 i < N), are computed. 

Finally the sum of the terms L, (x) y,- (0 i < N), is calculated to obtain the final 

result, y=fix), according to equation (1). 

Before describing these phases in more details, this section introduces some of 
the notations which will be used in the development of the algorithm. To compute y= 
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f(x) on a ^-ary n-cube given the points (xo,yo), ixi,yi), , ( XM-i,yN-i) and value x, 
where N=k", let each processing node have four registers, Rj, R2, R3 and R4. Registers 
Rj and R2, are used to compute terms required for evaluating Lagrange polynomial 
L; (x) and registers R3 and R4 are two buffers to implement an efficient all-to-all 

broadcast between nodes. Let Pai,a2,...,a^ indicate the node located at the position 

in the i’’' dimension and (Pm) denote the content of register RJjn=\, 2 , 3 ,A) 

of that node. Furthermore, let ^ (Pm ) indicate the content of register R^ of 

Pa^,a2,...,a^ after step t, where a step may involve a set of communication and 

computational operations. Symbol denotes a communication operation between 
two adjacent nodes. 



2.1 The Initialisation Phase 

In this phase, the values X, x. . , . ,2 ■ ,(» n and y. ... ,2 . n are first 

X ’ /j+ij k+i2 k +...+i„ k'- ’ ^+'3 k' ' 

given to the processor , for i„, = 0 ,l, ,k-\\ m=l, 2 , , n. The registers 

Rr R4 of each processor are then set to their initial values by the following instruction 
sequence: 



p(0) 



p(0) 



(Pi) 

(P2) 



1 ; 

1 ; 




Fig. 1. Three examples of fe-ary n-cube networks, (a) An 18-ary 1-cube or 18-node ring, fb) An 
8-ary 2-cube or an 8x8 torus, and (c) a 4-ary 3-cube. 
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. (R.) X. ,2 . 1,; 

(-^ 4 ) k+i^ jt^+...+L it<” ’ 

The initialisation phase can be implemented in a pipeline fashion, requiring only 
communication steps and no computation. 

2.2 The Main Phase 

Examining the communication pattern inherent in the interpolation algorithm reveals 
that a given node needs at some point to broadcast its x-value x. j,(» i> 

to all the other nodes in the network. This broadcast operation is best performed 
according to the ring topology. To support efficient communication, the algorithm 
needs, in the main phase, a Hamiltonian ring topology that is embedded in the host k- 
ary n-cube; a Hamiltonian ring (or cycle) is a ring embedded in the host network 
including all its nodes [2]. To achieve this, we shall use the functions Next and 

Previous applied to processor to denote, respectively, the next and previous 

nodes of in the embedded ring. Fig. 2 shows these two functions. 

Fig. 3 shows a 3-ary 4-cube in which a Hamiltonian ring is embedded so that for 
every node of the embedded ring, the next and previous nodes in the ring can be 
determined using functions Next and Previous (the formal proof of the Hamiltonian 
ring embedding method used here appears in [15]). 

During this phase terms L^{x) and partial products L^{x) for m=0,l, , 
A^-1; are computed. To do this, firstly, all the processors perform the following 
instruction sequence simultaneously, for t= 0, 1, , [M2]-l: 



p(*+l) 

ii./j,...,; 




Next . 


(R3)-, 










p(^+i) 


AR 4 ) 


Vr evious P^‘^. . (P4); 

if, ? 2 , •••,<„ ^ 










p(*+l) 

il./j,...,! 


ARi) 


p^f) 

/‘l ,/2 , 




(x 


AR 3 )) 


(x 


p(t+i) 

hN-in 




p(*+l) 


ARi) 






(x. . , . 

^ l^+l 2 K +/3 




kin 1 ) 


p(t+t) 
< 1, *2 >■■■>< 


JR 3 )) 










(x. . , . 

^ l^+l2 k+H. 


j k +...+/^ 


. '> 


p(i+d 

h,h,- 




if (N is even)and(t = 


[f] 2) 




(^ 3 ) 

n 


1; 







where the last statement ( if s tatement) has been included to prevent ; {R [ ) 

and Pj^ I (R 2 ) from multiplying by t he same factor twice when N is an even 
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number. The data path used in these NI2 steps is the embedded Hamiltonian ring on 
which the values ...,x„, rotate using an all to all broadcasting method described 
in [3]. These values rotate through the embedded Hamiltonian cycle enabling each 
node to obtain a copy. Each step consists of one data communication (note that the 
first two communication instructions can be realised in parallel because of bi- 
directional links between nodes), four subtractions and four multiplications. The two 
subtractions, in the third instruction, could be removed by adding two extra registers 



Function Next ; 

{ If ( i^+i^+ . . . + 2 ^ +1 ) mod k=0 then 
If ( i^+ . . . + 2 ^ +1 ) mod k=0 then 



If (i^ j+ 2 ^ +1) mod k=0 then Return modk 

Else Return i+l modyt,;„ ^ 



Else Return 



Else Return Pi 

‘'I 



+1 mod^j‘7, ’ 



}; 



Function Previous ; 

{ If {i^+i^+ . . . +ij mod. k=0 then 
If ( 2 ^+ . . . + 2 ^) mod k=0 then 



If (i^_j+ 2 ^)mod k=0 then Return imodl 

Else Return imodk,0 



Else Return Pi^^^ imodk,i^,...,0 
Else Return Pi^ i mod ^ 



}; 



Fig. 2. Functions Next and Previous 
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to communicate terms x x 



because the terms x x. 



through the ring as well as 
are computed 



X .... ,2 . , (n 11 uccausc llic LCllllS X X ..... 2 ■ 11 

ij+ij k+i^ k +...+!„ k'- ’ ij+ij k+ij k +...+i„ k'- ’ 

over and over again by all processors during this phase. It adds just one subtraction in 
the initialisation phase. Using temporary registers in each node, it is also possible to 
overlap the communication time in the first two instructions and the execution time of 
the next three instructions. Fig. 2 shows the data paths used in this phase for an 81- 
point interpolation, established with applying either Next or Previous function. At this 
point, we have 



(X Xq) (x Xj) (x 



and 



/j+i2 



1) 



k+i^ k^+...+i„ k''" 



(x 



1) 






it+ij U+...+i„ It<" -^o) ^^+,2 -t+ij U+...+i„ It‘" 



k+i-i k'^+...+i„ k^' 






k^+...+i^ ^4l ^ 



(x 



l)- 



As the last step in this phase, all the processors execute the following instruction 

(^1) 



,([4]+l) 









‘i4. 






p: ' . (R.) 



it+Zj k^+...+i„ P" ’ 



Therefore, at the end of this phase, Pj^ (Ri ) contains 

'^ii+*2 't+b 't^+-+L 't*" •^ij+/2 it-Hj it^+...+/„ it<" ^ ^ 

the main phase, each processor performs N/2 data communications(because of bi- 
directional links), 2 Ah- 1 multiplications, 2N subtractions and one division. 



2.3 The Final Phase 

In this phase, the contents of register in all the nodes are added together to obtain 
the final result. This phase consists of n sub-phases, each including k!2 additions. 
We start from the dimension, adding the content of all registers in the k nodes in 
that dimension. Dividing the dimension into two pieces, one includes the processors 0 
to k!2 and another the nodes |- + 1 to k-1, and doing the addition process in these two 
parts in parallel , the sum of the registers R^ of the nodes in dimension n will be in the 
register R^ of node 0 of that dimension after k!2 steps, each consisting of one data 
communication and one addition. After each sub-phase, the dimension of problem is 
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reduced by one until it reaches to the first dimension and after that sub-phase (n"' sub- 
phase), the final result will be in register of node ^o,0,...,0- Therefore this phase can 

be realised in n k!2 steps. The following parallel code must be executed in this 
phase: 

Sub-phase 1 : 

In parallel 

{ 

for = idi , m -1, ,1 
for ('^ ,=0,1, 1 in parallel 

for i\^=0,l, , A:- 1 in parallel 

6 " 
o 
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6 

for i';=0,l, , A:- 1 in parallel 



P; 

I ],! n 



l(^l) 



P., 

I I, I n 






for = k/2 +1, k/2 +2, , k-2 
for j =0,1, ,fe-l in parallel 
for =0,1, ,A:- 1 in parallel 

O 

O 

o 

for i,=0,l, 1 in parallel 






+1 



(Pi) 









il,i2,.. 



(Pi); 



for (^ ,=0,1, ,A:- 1 in parallel 

for 1^2 =0,1, ,A:- 1 in parallel 

o" 

6 

o 

for i,=0,l, 1 in parallel 

P • ,n(Pi) P 



1,0 



(Pl) + P,. 



1,/t 



i(Pi); 



Sub-phase 2: 

In parallel 

{ 



for = k!2 , k!2 -1, ,1 

for i'^ 2 =0,1, ,A:- 1 in parallel 

for i'^^=0,l, 1 in parallel 

O " 

6 

6 

for (',=0,1, 1 in parallel 

P, ., ., ,„(P,) P, ., . 



1,0 



(Pi) + P,,, 



[,0 



(Pi); 



for = yt/2 +1, k!2 +2, , k-2 
for 1 ^ 2 =0,1, ,A:- 1 in parallel 

for i^^=0,l, 1 in parallel 

o" 

6 
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o 

for 1 in parallel 



1 + 1,0 



(^l) 



1+1,0 






■in 1>0 



(^i); 



for t^ 2 = 0 ,l, , A:- 1 in parallel 

for t^^=0,l, ,fe- 1 in parallel 

6" 

6 

o 

for t'i=0,l, , A:- 1 in parallel 

P ■ innW) P 

6 

o 

o 



1,0,0 






U 1,0 ^^0’ 



Sub-phase n-1: 

In parallel 

{ 



for = m , m -1, ,1 

for (',=0,1, 1 in parallel 



P., ., 

‘ 1>* 2 



1,0,. ..,0 



p. 



i\i’2 1,0,.. .,0 



(Pl)+P.,, 



,0,...,0^^l)’ 



for = k/2 +1, k/2 +2, , k-2 
for t'i=0,l, , A:- 1 in parallel 



ii ,(' 2 + 1 , 0,. ..,0 



(^1) n 



('i ,(' 2 + 1 , 0,. ..,0 



(^ i )+ n ,(' 2 , o ,..., o (^ i ); 



for L=0,1, , A:- 1 in parallel 



P. 



( i ,0,...,0 



(^ 1 ) n,o,...,o(^i) + n 



(' i,jt 1 , 0,. ..,0 



(^ 1 ); 



Sub-phase n: 

In parallel 

{ 



for i\ = k!2 , k!2 -1, ,1 

1,0,...,0^^1^ ^i\ l,0,...,0^^O“'''^'’i,0,...,o(^l^’ 



for = kl2 +1, kl2 +2, , k-2 
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'^',+1.0 ^ i ,.0 












Fig.4 shows the data paths used in this phase for an 81 -point interpolation. As can be 
seen in this figure, since the employed network is an 3-ary 4-cube, the final phase is 
carried out in 4 sub-phases. 




Fig. 4. The data paths used in the final phase for an 81 -point interpolation 
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3. Conclusion 

^T-ary w-cubes have been widely used in practice due to their desirable properties, 
such as ease of implementation and ability to exploit communication locality. This 
paper has proposed a parallel algorithm for Lagrange interpolation on fe-ary n-cubes. 
The algorithm computes an A^(=^")-point interpolation, requiring 2N+\ 
multiplications, N subtractions ( if two extra registers are used in each node; 
otherwise 2N subtractions will be required), nx k!2 additions and one division, 
without taking in to account any parallelisation in the internal architecture of the 
processors. 
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Abstract. Currently, the most effective constructions of low-discrepancy 
point sets and sequences are based on the theory of {t, m, s)-nets and 
(t, s)-sequences. In this work we discuss parallelization techniques for 
quasi-Monte Carlo integration using {t, s)-sequences. We show that leap- 
frog parallelization may be very dangerous whereas block-based paral- 
lelization turns out to be robust. 



1 Introduction 

Currently, the most effective constructions of low-discrepancy point sets and 
sequences, which are of great importance for quasi-Monte Carlo methods in 
multidimensional numerical integration, are based on the concept of (t, m, s)- 
nets and (t, s)-sequences. A detailed theory was developed in Niederreiter f!]]. 

High dimensional numerical integration problems may require a significant 
amount of computations. Therefore, substantial effort has been invested into 
finding techniques for performing these computations on all kinds of parallel 
architectures (see 0 for an exhaustive overview) . In order to keep the communi- 
cation amount within a parallel system to a minimum, each processing element 
(PE) requires its own source of integration nodes. Therefore, our aim is to inves- 
tigate techniques for using separately initialized and disjoint portions of a given 
point set on single PEs. 

In practice, it is usually not possible to determine a priori the number of inte- 
gration nodes N necessary to meet a given error requirement. Therefore, it is of 
great importance that N may be increased without loosing previously calculated 
function values. Additionally, unbalanced load within a parallel system makes 
it extremely difficult to predict the amount of integration nodes required on a 
single PE. For these reasons we restrict the discussion to infinite (t, s)-sequences. 

We may choose between two possible approaches of generating separately 
initialized and disjoint substreams of a (t, s)-sequence: 

— Blocking: disjoint contiguous blocks of the original sequence are used on 
the PEs. This is achieved by simply using a different start point on each PE 
(e.g. employing p PEs, PE^ generates the points x^jX^+i, Xi+ 2 , . . . where i is 
the first index of the block specific for each PE) . 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 96- iiUhi 1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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— Leaping: interleaved substreams of the original sequence are used on the 
PEs. Each PE skips those points handled by other PEs {leap-frogging) (e.g. 
employing p PEs, PE^ generates the points x^, Xi+ 2 p, . . . with i = 

These techniques have their corresponding counterparts in the field of pseudo 
random number generation where it is also desirable to obtain separately ini- 
tialized and disjoint portions of the output stream of a pseudo random number 
generator for parallel applications. In this context, both techniques may lead to 
dangerous side-effects (see e.g. 0 for blocking and |S| for leaping). 

Only a little amount of work has been done using (t, s)-sequences for parallel 
numerical integration. Bromley 0 describes a leap-frog parallelization technique 
to break up the so-called Sobol’ sequence into interleaved subsets. In this work 
we extend Bromley’s technique to all types of binary digital (t, s)-sequences, 
and we will investigate the effects which occur when using blocking and leaping 
parallelization, respectively. Most important, we will demonstrate that leaping 
parallelization may lead to dramatic defects in the results whereas blocking be- 
haves very stable. 



2 Numerical Integration by Means of Digital 
(t, s)-Sequences 



We consider quasi-Monte Carlo methods for multidimensional numerical inte- 
gration, with the half-open s-dimensional unit cube J® = [0, 1)® for s > 2 as a 
normalized integration domain. These methods are based on the integration rule 



J F{u)du 



1 

N 



N-1 



n—O 



with deterministic nodes xq, xi,... , xjv-i which are customarily taken from 
J®. 



One basic error estimate for the integration error is given by the Koksma- 
Hlawka inequality, where for the rather general class of functions F of bounded 
variation V {F) in the sense of Hardy and Krause we have for any Xq, . . . , x^v-i G 



J® : 



J F{u)du 



1 

N 



N-1 



E 

n=0 



<U(E)D)v(xo,-.. ,xw_i) . 



We recall that for a point set P consisting of xq, xi, . . . , XAr_i G /®, its star 
discrepancy D^{P) is defined by 



D*n{P) = sup 
J 



A{J-, P) 

N 



Vol(J) , 



where the supremum is extended over all intervals J of the form J = [0, Ui) 

with 0 < Mi < 1 for 1 < J < s. Here, for an arbitrary subinterval J of J®, 
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A{J\ P) is the number ofO<n<iV — 1 with x„ G J and Vol( J) denotes the 
s-dimensional volume of J. 

So to guarantee small integration errors, the nodes should form a low-discre- 
pancy point set, i.e., a point set with small star discrepancy (see Niederreiter 
d for a survey of quasi-Monte Carlo methods) . 

The concepts of (t, m, s)-nets and of (t, s)-sequences in a base b provide low- 
discrepancy point sets of 5"* points, respectively infinite sequences, in J®, s > 1, 
which are extremely well distributed if the quality parameters t G No are “small” . 
We follow Niederreiter d in our basic notation and terminology. 

Definition 1 Let b > 2, s > 1, and 0 < t < m be integers. Then a point set 
eonsisting of b^ points of P forms a (t,m, s)-net in base b if every subinterval 
J = 01=1 {ai + of P with integers di > 0 and 0 < Oi < b^' for 

1 < i < s and of volume 5*“™ eontains exaetly 6* points of the point set. 

Until now all construction methods which are relevant for applications in 
quasi-Monte Carlo methods are digital methods over finite fields , in most 
cases over F 2 . 

Definition 2 Let q be a prime-power and s >1 he an integer. Let . . . , 
he {00 X 00 ) -matrices over F^. For 0 < n let n = q-adic 

representation of n in base q. Consider the digits ao,ai,... as elements of¥q. 
Let 



iVi'’ (n),... , i/W („))^ := • (oo, . . . , Ooo)^ 



for i = I, . . . , s . 



The sequence 



x„ 



2-^ f,k 



E 






Vk\n) \ 

q'^ j 



G P 



/or n = 0, 1, . . . 



is called a digital {t, s)-sequence constructed over Fg if for all integers k > 0 
and m > t, the point set consisting of the x„ with kq^ < n < {k -\- l)q'^ is a 
(t, m, s)-net in base q. 



For a more general definition of digital (t, s)-sequences and digital (t, m, s)- 
nets (over arbitrary finite commutative rings) see for example Niederreiter jl 2) 
or Larcher, Niederreiter, and Schmid [Sj. 

Remark: The construction of the points of digital nets and sequences 

and therefore the quality of their distribution only depend on the matrices 
. . . ,C^®^. So, the crucial point for a concrete implementation is the con- 
struction of the matrices. Examples for the construction of “good” matrices 
(and also properties providing a good distribution) can be found for example in 
Niederreiter H2]. 
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3 Generating Substreams of Digital (t, s)-Sequences 

In the following we only consider digital sequences over the binary field F2 . In 
this case we may use the following notation for the definition of the sequence 
(see Definition 0 : := (y^*^(n), . . . ,y^{n))'^ = 0 © ■ • ■ , 

(i) 

where © denotes a binary exclusive-or operation and c^- ^ the j-th column vector 
of the matrix j > 0. 

(i) 

Since there is a bijection between the vector y„ and the z-th coordinate of 
(i) 

the n-th point of the sequence, we frequently will use the vector notation 
without further mention. 

Due to a suggestion of Antonov and Saleev P one can rewrite the sequence 
and calculate from yl*^ = © ■ • • = © yi*li, where 

go,gi,. ■ ■ are the binary digits of the Gray-code representation of n and l(n) 
is the position of the least-significant-zero bit in the binary representation of 
n. (For details see for example □ 21 ; for fc = 1, 2, . . . the use of the Gray-code 
representation only shuffles each segment of length 2^, but does not affect the 
property of being a digital (t, s)-sequence.) 

Remark: The shuffled sequence is provided by matrices := • Z for 

z = 1 , . . . , s, where .Z is a regular (ooxoo)-matrix over F2 with 1 as elements of 
the main diagonal and the diagonal below, and 0 elsewhere. 

In our experiments we will confine ourselves to the so-called Niederreiter se- 
quences (defined in Niederreiter for arbitrary base b; see also Bratley, Fox, 
and Niederreiter |2]). These sequences are widely used in many applications of 
quasi-Monte Garlo methods, such as physics, technical sciences, financial math- 
ematics, and many more. 



3.1 Blocking of (t, s)-Sequences 



The starting point x„ is calculated by the usual Gray-code notation (yi*^ = 
Co*^ffo©Ci*^(7i©- ■ • ), the further points are given by the recursion relation (y^*^ = 

cJLi) ®yi-i)- 

Note that if the number of points is of the form 2"*, m € N, and the index of 
the starting point is a multiple of the number of points, say zz2"*, then the chosen 
point set x„2™ , x„2™-i-i5 • ■ • , X(„_|_i)2"*-i forms a (t, m, s)-net by definition. 

Starting points with rather small indices different from 0 already were con- 
sidered for example by Fox [B|, Bratley et al. |2|, or Radovic et al. P!- 

For a parallel execution, different blocks (i.e. different starting points) are 
assigned to different PEs. In order to guarantee non-overlapping blocks, the 
starting points should be sufficiently far apart. Note that even if it happens by 
chance that an identical point set is used in parallel and sequential execution 
the values of the integration error will be different for almost all samplesizes 
< N (except for = N) since the ordering of the integration nodes is extremely 
shuffled. In general, the point sets used in parallel and sequential execution are 
different. 
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3.2 Leaping of {t, s)-Sequence 

Bromley 0 describes a leap-frog parallelization technique to break up the Sobol’ 
sequence into interleaved subsets. In our experiments we only use leaps which 
are an integral power of 2, say 2^. Then, in the terminology of Bromley, we have 
the new recursion relation for leaped substreams 



(i) (hi) 

yk2^+o ~ 



0y 



(i) 

{k-l)2^+o ’ 



0 = 0,1,... ,2^-1; fc = l,2,... 



where 



= c 



(i) 

Z(2--l) 



0 C 



(i) 

l{2^-2) 



(i) 

C;(2r_2i) I 



r > L 



are the column vectors of the new (oo x oo)-matrices i = 1, . . . , s, such 

that each point of the new sequence is obtained by skipping 2^ — 1 points of 
the original sequence (for r < L we can set = 0 since these vectors are 

never touched in the recursion relation). There are 2^ different streams (the 
same number as the leap factor) which are uniquely defined by their offset o. 
The first point of each stream is calculated by the usual Gray-code notation: 
yo ^ = c‘'g'^go 0 c^i^gi 0 ■ • • , o = 0, . . . , 2^ - 1. 

For the details of this technique we refer to Bromley |2]. Kocis and Whiten 
0 already have mentioned a leaped Sobol’ sequence, but without any numerical 
experiments. 

For a parallel execution, we assign each of the 2^ different streams (assuming 
leap factor 2^) to a different PE. Note that in this case we use identical point 
sets in parallel and sequential execution, even the ordering of the points may be 
completely preserved. A different strategy is to use a leap factor larger than the 
number of PEs which results in the use of different point sets used in parallel 
and sequential execution (a reason for doing this might be the identification of a 
specific leap factor leading to high quality streams as suggested for Halton and 
Sobol sequences |7|). 



4 Parallel Numerical Integration Experiments 

4.1 Experimental Settings 

The selection of the test function E is a very crucial point in any attempt of 
rating low-discrepancy point sets with quasi-Monte Carlo integration. Among 
others, we consider the following test functions: 



Fl(a;i,a;2, ... ,Xs) 
F2{xi,X2, ... ,Xs) 

F3{xi,X2, ... ,Xs) 



\\{-2AVi{x, - 0.5) + sVl{x, - 0.5)3) ^ 
2=1 
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/ N /45 /v^ 2 s 

F4:[xi,X2,... = Y ^ - 3 

\j=i 

For all these functions, F(x)dx — 0 which permits numerically stable cal- 
culation of the value ^(^i) up to sample sizes N and dimensions 

s « 300. All these functions have been used before in the context of rating point 
sets for quasi-Monte Carlo or Monte Carlo integration (FI and F4 in [3 j F2 in 
and a variant of F3 in |5I). 

The error of an integral at a particular value of JV varies in an apparently ran- 
dom manner within the accuracy range as iV changes 0. Therefore, we use the 
maximal error in the range (JVj-i, JVj] as our error-criterion (JVj are the expo- 
nentially increasing measurement positions depicted in the plots) . The maximal 
samplesize is set to N = 2^^, all figures show results employing Niederreiter 
sequences. We restrict the splitting parameters to powers of two (e.g. leap 3 
denotes a leap factor 2^, whereas start 3 denotes a block with start point 2^). 

In parallel (quasi)-Monte Carlo integration there is a trade-off between com- 
munication minimization and integration efficiency. The partial results calcu- 
lated on the single PEs need to be combined at certain stages in order to perform 
an error estimation to determine whether the entire computation may terminate 
or has to continue (to achieve higher accuracy). For example, in quasi-Monte 
Carlo integration this error estimation may be done using randomized rules (see 
e.g. |E!, lElp. 166, 174]). Such a procedure requires communication or access to 
shared variables. Therefore, it should be kept to a minimum on the one hand. 
On the other hand, performing the calculations independently for too long may 
result in wasted computational effort since the desired accuracy could have been 
reached employing fewer integration nodes. We denote the number of integration 
nodes evaluated independently on a single PE before computing the overall 
integration error as syncstep and fix its value to 500 (which is too small for 
practical applications but is already sufficient for demonstrating severe defects). 
We denote the set of integration nodes {xj.syncstep^ ■ ■ ,y^(j+i)-svncstep-i} 
produced on PE^ as i/'f , j = 0, 1 , 2, . . . and i = 0, 1 , . . . , #PEs — 1. 

All computations have been carried out on a SGI POWERChallenge GR 
using a data parallel programming model employing the language PowerC. 




4.2 Experimental Results 

The possible effects of sequential leaping are displayed in Figure C] We notice 
severe worsening of the integration results for all leaps yf 0 for test function F4 
(Figure^b), significant quality decrease concerning F2 is observed only for leaps 
> 3 (Figure n^)- The results for F3 are similar to those of F4, whereas FI does 
not exhibit any sensitivity against leaped sequences for leaps < 4. 

FigureE]reports on results for F4 employing parallel leaping on 2 PEs (there- 
fore, leap 1 should result in the same error as compared to sequential execution). 

Synchronized execution means that the partial results of the single PEs are 
combined only it \ j — k\ < 1 (with j, k belonging to the most recently generated 
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(a) F2 



(b) F4 



Fig. 1. Comparing integration results using differently leaped Niederreiter se- 
quences. 





(a) F4, leap 1 (b) F4, different leap values 



Fig. 2. Parallel integration with leaping on 2 PEs. 



set of integration nodes V'o '0f). Note that \j — fc| = 0 is required to obtain 
the sequential result (this situation may be typical in a synchronized execution 
on a SIMD machine, but even that needs to be assured explicitly). Not synchro- 
nized execution does not put any restriction onto \j — k\ which means that PEs 
are allowed to “overtake” each other (which obviously happens and is due to 
scheduling mechanisms). In the following plots execution is synchronized if not 
stated differently. 

We observe that using leap 1 even with synchronized execution (which al- 
ready decreases computational efficiency) the integration precision already de- 
creases slightly. A severe decrease takes place with not synchronized execution 
for samplesize N > 10® (see Figure Ela). Parallel leaping with leap 2 decreases 
the precision slightly whereas we again observe catastrophic results for leap 3 
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(see Figure|3b). Similar results are obtained for F3, whereas for FI and F2 no 
problems arise. 

The effects employing parallel leaping are even more severe when using a 
higher number of PEs. Figure 0 reports on results for F2 and F4 employing 
parallel leaping on 16 PEs (which means that leap 4 should result in the same 
error as compared to sequential execution). Synchronized execution means in 
that case that the absolute difference between any two exponents of ipl needs to 
be < 1. 





(a) F2, leap 4 (b) F4, leap 4, unbalanced load 



Fig. 3. Parallel integration with leaping on 16 PEs. 



Even in synchronized execution mode we now notice a severe degradation 
of the results for F2, even more pronounced for samplesize N > 10® in not 
synchronized mode (see Figure 0a). Very bad results are as well obtained using 
leaps 5 and 6, the results for F3 and F4 are almost identical in all cases. Figure 
0b reports on results using leap 4 for F4 if certain PEs show load level 2 instead 
of 1 (such an effect may be due to other users or system processes and causes 
these PEs to produce less integration nodes (i.e. half of the amount the others 
do)). The effects of this scenario are already dramatic in the case of one PE 
showing load 2 and even worse for the other cases considered (see Figure 0b). 

Now we switch to the case of blocking. Figure 0a shows only hardly notice- 
able decrease in integration precision for F2 using different start points whereas 
Figure 0b even displays significant precision gain for F3. For F4 we obtain a 
slight gain as well whereas FI again does not show any sensitivity against dif- 
ferent start points. 

As one might expect, the properties of sequential blocking are propagated to 
parallel blocking (as it is the case for leaping). Employing 2 PEs, start 23 denotes 
the use of the blocks starting at start point 0 • 2^® and 1 • 2^® on the PEs, which 
results in the sequential integration node set for N = 2^^ in shuffled ordering. 
We observe a slight precision gain for F3 in synchronized and not synchronized 
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(a) F2 



(b) F3 



Fig. 4. Comparing integration results using blocks with different start points. 



parallel execution mode (see Figure |Sla). Blocking for FI, F2, and F4 does not 
lead to any significant effects on the integration precision with 2 PEs. 





(a) F3, start 23 



(b) F2, unbalanced load, start 20 



Fig. 5. Parallel integration with blocking on 2 and 16 PEs. 



The worst result obtained when employing parallel blocking is shown in Fig- 
ure Elb. The unbalanced load scenario as described for leaping leads to a mod- 
erate reduction of integration accuracy for F2. Similar results are obtained for 
F4, whereas F3 again shows moderate improvement and the results concerning 
FI are not affected at all. 
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5 Conclusion 

In this work we investigate possible effects of blocking and leaping (t, s)-sequences 
for parallel quasi-Monte Carlo integration. The properties of blocked and leaped 
substreams of these sequences are propagated to their use in parallel environ- 
ments. Therefore, leaping may lead to dramatic degradation of the integration 
results whereas blocking turns out to be very robust. However, leaping offers 
the only possibility of obtaining an identical result as compared to sequential 
execution. To achieve this, a significant amount of caution has to be invested 
into proper synchronization of the parallel execution. 
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Abstract. We use an empirical study based on simple Monte Carlo 
integrations to exhibit the well known long-range correlations between 
linear congruential random numbers. In contrast to former studies, our 
long-range correlation test is carried out to assess more than only two 
parallel streams. In addition we perform our test also with explicit in- 
versive generators which from the theoretical point of view have to be 
stable against long-range correlations. 



1 Introduction 

The well known concept of long-range correlations between consecutive blocks 
of random numbers is due to a series of papers written by DeMatteis, Pagnutti, 
Eichenauer-Herrman and Grothe, e.g. see 

Consecutive blocks of random numbers provide an easy method to get par- 
allel streams of random numbers for parallel and distributed simulation mm 
and such blocks are supported by various simulation languages EH Eg. Ad- 
ditional papers which already suggest an assessment of correlations between 
parallel streams obtained from consecutive blocks are jTTlEni, see also E3 for a 
recent article related to the latter concepts. 

Consider a full-period sequence of a common random number generator 
X = (xn)^o- Using different seeds of such generators one can easily assign 
consecutive blocks 



'• — k ^ 0. 



( 1 ) 



of proper length I to the k-th. processor. 

DeMatteis et al. studied pairs of random numbers of the form ai := (xi, Xi+i), 
i > 0, hence correlations between pairs of processors, mainly for linear congru- 
ential generators (“LCGs”). The latter authors observed that for large block 
lengths I the numbers between such blocks exhibit strong correlations (“long- 
range correlations”) i.e. the pairs (Ji show “strong” linear structures. They de- 
rived critical distances for several examples of well known generators. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 107-^^| 1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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In this paper we use an empirical test based on Monte Carlo integration to 
analyze correlations between a larger number s > 2 of consecutive blocks, i.e. 
we assess vectors of the form 

CTi . — ■ ■ ■ 5 ^z+(s — I}-/); ^ ^ 0 , S ^ 2 . ( 2 ) 

For our linear congruential generators we use a previous calculated spectral 
test which analyzes the lattice structure behind the vectors With the latter 
test we easily predict strong correlations down to very small block lengths 1. 
With the empirical test we verify the presence of these correlations, which in 
an impressive way demonstrates the danger of using consecutive blocks of linear 
generators in parallel settings, and, secondly, shows the power of theoretical 
predictions by the spectral test. 

In addition we performed our empirical study also for explicit inversive gen- 
erators H3 which should be uncorrelated from the theoretical point of view 
whenever consecutive blocks are used in parallel settings, see |2ni P- 15]. 

The definitions and basic properties of linear congruential and explicit in- 
versive congruential random number generators are given in US [13 EHl EHI 
We will denote the linear congruential generator with underlying recurrence 
yn+i = ayn + b (mod m) with seed yo by LCG{m, a,b,yo), a, b, yo G Z^, and 
the explicit inversive congruential generator with prime modulus p, parameters 
a and b and seed no by EICG{p, a,b,no). Explicit inversive random numbers 
are generated by pn = a(n + no) + b, n > 0, where z = (mod p), z G Zp. 
Note that z is the multiplicative inverse of z in Zp if z 0. Implementations of 
these generators can be found at I2D1. 

2 Long-Range Correlation and the Spectral Test 

The spectral test (geometric version) measures the coarseness of s-dimensional 
lattices L := ^ G Z, 1 < i < s}, with lattice basis bi, . . . ,bg G 

R®. Overlapping tuples := (a;,, Xi+i, . . . ,Xi+s-i), generated from linear con- 

gruential random numbers Xi, i > 1, and also from other linear generators, form 
grid structures which can be described as the intersection of certain lattices L 
with the s-dimensional unit cube [0,1[®, see fl4l fT7l EH EH| . The spectral test 
thus measures the quality of the linear congruential generator by determining 
the maximum distance dg between adjacent hyper-planes, taken over all families 
of parallel hyper-planes which contain all points x^. Hence dg gives the maximal 
size of empty slices (containing no points x^) within [0, 1[®, the smaller dg the 
more uniform is the sample space of points. 

Widely used is also a normalized spectral test Sg := d*g/dg, 2 < s < 8, for 
which 0 < S's < 1- The latter figure of merit should be viewed as a correlation 
measure (values near 1 imply a “good” lattice structure, whereas values near 0 
exhibit strong correlations within the generated sequence) . The constants d* are 
absolute lower bounds on dg, see jZa p. 105] and HU Sect. 7.7]. 

The calculation of the spectral test is realized using the dual lattice of L, 
since the maximal distance of adjacent hyper-planes dg is equal to one over the 
length of the shortest vector of the dual lattice m- 
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Historically this test is due to Coveyou and MacPherson ^ who used mul- 
tivariate Fourier analysis to study the quality of LCGs. An efficient implemen- 
tation of the spectral test for arbitrary multiple recursive generators is given 
in m- Derived from the original form ^ of the spectral test, Hellekalek m 
proposed the general notion of weighted spectral test, which is not limited to 
random number generators with lattice structures. 

For our purposes we use the spectral test to study correlations between con- 
secutive blocks from linear congruential random numbers, i.e. we assess the lat- 
tices which contain vectors 0 produced by such generators, see PI for details. 

We consider for exampl^ the well-known Cray-system generator Ranf = 
LCG(248, 44485709377909, 0, 1) PHI3EllllilIII[I7| and the generator 
behind the ANSI C drand48() function, BSD version, drand48 = LCG(2^^, 
25214903917, 11, 0). Table P shows normalized spectral test analyses of con- 
secutive blocks obtained from Ranf and drand48. The table contains results of 
Ss for block lengths ? = 2-^, 9 < j < 17 and dimensions 2 < s < 5. From the 
spectral test results we observe that for both generators, and similarly for other 
power-of-two LCGs consecutive blocks with lengths I where gcd(l, 2^®) equals a 
power-of-two should not be used in parallel. 



RcUif 


s 




10 


11 


12 


13 


14 


15 


16 


17 


2 


0.51 


0.76 


0.58 


0.72 


0.98 


0.24 


0.48 


0.94 


0.55 


3 


0.79 


0.83 


0.46 


0.69 


0.55 


0.83 


0.22 


0.054 


0.014 


4 


0.55 


0.85 


0.17 


0.021 


0.0026 


0.0013 


0.0013 


0.0013 


0.0013 


5 


0.046 


0.012 


0.012 


0.012 


0.0044 


0.0044 


0.0044 


0.0044 


0.0044 


drand48 


s 


j = 9 


10 


11 


12 


13 


14 


15 


16 


17 


2 


0.4 


0.62 


0.57 


0.35 


0.52 


0.65 


0.87 


0.65 


0.67 


3 


0.77 


0.58 


0.44 


0.45 


0.53 


0.62 


0.55 


0.14 


0.034 


4 


0.62 


0.81 


0.47 


0.059 


0.0073 


0.00092 


0.00092 


0.000 92 


0.00092 


5 


0.14 


0.0088 


0.0088 


0.0088 


0.0088 


0.0033 


0.0033 


0.0033 


0.0033 



Table 1. Correlation analysis of consecutive blocks obtained from Ranf and 
drand48. 



In the sections below we will analyze the impact of these bad spectral test 
results with an empirical study. The latter is carried out in order to confirm that 
generators rejected by the spectral test fail also in simple practical applications. 
Note that the spectral test assesses the lattice structure of point sets consisting 
of the entire period of the linear congruential generators whereas the set of 



^ Further empirical results from a Monte Carlo simulation using Ranf and drcuid48 
are contained in [2|. 
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vectors m used in our empirical test is of significantly smaller magnitude since 
the sample size has to be smaller than the block size. 



3 Empirical Testing by Monte Carlo Integration 



3.1 Experimental Settings 



Theoretical analysis of a random number generators has always to be comple- 
mented by empirical testing. Here, the generator is treated as a black box. A 
sample of PRNs from the generator is used to compute a realization of a test 
statistic whose distribution is known under a null- hypothesis Hq, which states 
that the PRNs are independent random variables distributed uniformly on [0, 1[. 
Monte Carlo Integration is a particular worth-while example of an empirical test 
since it is at the core of many simulation techniques and is easy to implement 
and to verify. By varying the test function it is possible to imitate properties of 
several real-world models. 

To be more specific, we shall consider the problem of numerical integration 
in dimension s > 1 (see e.g. EHI). Denote by a sample size and choose a test 
function / : ^ R, where I = [0, 1[ is the half open unit interval. Put 






1 

N 



N-l „ 

“ / 

i=0 



nm 



the difference between sum and integral, arising from Monte Carlo Integration 
with the sequence ip = {tpi), i = 0,1, . . . , N — 1, tpi G of integration nodes. 
Under the assumption that pj is a, sequence of independent random variables 
distributed uniformly on 7® and that f G L^, i.e. the integral exists and is finite, 
the strong law of numbers guarantees almost sure convergence of the error to 
zero as n increases to infinity. Here we shall use the error e as criterion for a 
comparison of different sequences ip (our test setup is similar to jTT)l ITHl fTT^ l. 

For the purpose of illustrating the impact of long-range correlations on the 
quality of several random number generators, we have chosen the following 
polynomial as test function /. For any integer r > 1 put g’’ : [0, 1] ^ R, 
g^{x) := — l/(r-|- 1), and let f{xi,X 2 ,--- ,Xs) = rii=i5’'(^*)- func- 

tion, /(C)'^C = 0- The calculations are numerically stable in all considered 
dimensions. 

In order to relate the absolute error e to the sample size and to the properties 
of the test function, we first calculate 32 independent samples (sample errors) 
Cfc, 1 < fc < 32, where each sample depends on N integration nodes (V'l^), 
0 < i < N. We compute the mean error e = -^ SfeLi the sample variance 

(7^ = ^ SfeLi i^k — e)^ • An estimator for a 99% confidence interval for the 
true integral /(C)d^ is given by C = (e — 0.485(7, e -I- 0.485(7), where 0.485 is 
1/v^ times the 0.005 quantile of the Student-T-distribution with 31 degrees of 
freedom. 
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In order to investigate long-range correlations using block length I among s 
processors, we use Monte Carlo integration in dimension s. 

The following procedure for the construction of the integration nodes 
assures that no PRN will be used twice during the simulation. We assume that 
the blocklength I divides the sample size N. This condition will be fulfilled in 
all our examples. First, generate s • N PRNs Xn & [0, 1[, 0 < n < s • N. For 
i = p ■ I + j with 0<i<N,0<j<l, put 

'0i “ {^{ps)-l+j T X(^ps+l)-l+j , ■ ■ ■ T X(^ps+s-l)-l+j) ■ 

Integration with these nodes ip^ yields the first sample ei. Subsequently, we 
generate the next s ■ N PRNs, construct according nodes and calculate C 2 . 
This is repeated 32 times to get the 32 independent samples ei, . . . , 632 - 

Note that in this way we construct an integration node V'f (a s-tuple for 
integration in dimension s) by using the corresponding PRNs out of s disjoint 
blocks (corresponding to streams on s different processors) separated by the 
block length 1. By doing this, we may measure the impact of the correlation 
among the s different streams on the integration error. 

If (xi) is a sequence of independent random variables distributed uniformly on 
[0, 1[, then the integration nodes {tjjf) are independent and distributed uniformly 
on /®. We thus can reject a node set (i.e. a specific way of using PRNs) at the 
99% level of significance if the true value (zero) of the integral is not contained 
in the confidence interval C. 



3.2 Experimental Results 

In this section we report some experimental results obtained in the above Monte 
Carlo integration and relate the spectacular failings of certain random number 
generators using specific values for dimension s (number of processors or streams) 
and block length I to their corresponding scores in the spectral test. 

In the graphics, the ticks on the x axis denote the dual logarithm of the 
sample size N . The dotted line reports the value of e, whereas the shaded area 
corresponds to the estimated 99% confidence interval C. The horizontal line 
labeled with 0 represents the true value of the integral. Each figure shows di- 
mensions (i.e. processors or streams) s G {2,..., 5}. The upper two graphics 
show (left to right) dimensions 2 and 3, the lower graphics show dimensions 4 
and 5. The parameter r is indicated in the figure captions. From the numer- 
ous results with r varying in {3, . . . ,20} we give some representative examples 
where r G {3,7}. A more detailed analysis of the impact of the parameter r on 
integration results can be found in m- 

We investigate the following random number generators: 

— Ranf = LCG(2^®, 44485709377909, 0, 1) a CRAY system generator with pe- 
riod length p = 2^® PH1|S1EI|HIEI O IH| • 

- drand48 = LCG{2^^, 25214903917, 11, 0) the ANSI C generator (p = 
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— primeLCG = LCG{2‘^^ — 59,49235258628958,0, 1) from the recent tables of 
L’Ecuyer (p = 2^8 - 60) EHl- 

- EICG = EICG{2‘^^ - 59, 3141592653, 0, 0) (p = 2^8 - 59). 







(a) block length 2® (b) block length 2 ^^ 







(c) block length 2^® 







(d) block length 2^’’ 



Fig. 1. Effects of critical distances using different block lengths with Ranf . Test 
parameter r = 3. 
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In approximate accordance to the predictions by the spectral test (compare 
Table ^ we observe a failing of Ranf in our test in dimension 5 (correlations 
among 5 processors) for block lengths I > (see Figure nib). Additionally, 
correlations among 4 processors are detected for block lengths I > 2^^ (see 
Figure nic). Note the surprising fact that empirical evidence is exhibited at the 
next block length considered as compared to the failings in the spectral test 
which we consider to be due to the fact that the lattice structure does not show 
up for the (relatively small) sample sizes used in our computations. 











(a) block length 2^^ (b) block length 2^® 




Fig. 2. Effects of critical distances using different block lengths with drand48. 
Test parameter r = 7. 
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Similar behavior as for Ranf is exhibited for drcind48 (see Figure|2) Again we 
notice a correspondence to the spectral test given in Table Q Due to the larger 
period (2'^®) our tests start to fail for block length I > 2^^. 

For primeLCG and for EICG we could not detect any systematic correlations 
among power-of-two blocks (see e.g. Figure O for the largest block length con- 
sidered). Concerning EICG this result is to be expected since the latter type of 
generator has been theoretically proven to be stable with respect to splitting 

m- 









(a) primeLCG (b) EICG 

Fig. 3. Effects of critical distances using block length 2^^ with different genera- 
tors. Test parameter r = 3. 





For primeLCG the (relatively) robust behavior is due to the special form of 
the block lengths considered (powers of two). We conjecture that critical block 
lengths depending upon the prime factors of the period of the LCGs with prime 
moduli will lead to failings (similar to power-of-two LCGs) in our test setup as 
well. This issue is subject to further investigations. 



4 Conclusion 

In this paper we studied long-range correlations among multiple parallel streams 
from linear congruential random number generators with the spectral test and 
verified the results obtained by the latter test using an empirical study based 
on Monte Carlo integration. In addition we performed our empirical study also 
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with explicit inversive congruential generators which from the theoretical point 
of view have to be stable against long-range correlations. 

Our results demonstrate (i) the close coherence of the assessment of linear 
congruential random numbers by means of the spectral test and their behavior 
in applications, (ii) the danger of using consecutive blocks of linear congruential 
generators in parallel settings and (iii) empirical stability of explicit inversive 
congruential generators in parallel settings. 

The well-known defect m of low-order bits obtained from power-of-two LCGs 
also shows up in empirical behaviour of parallel streams with power-of-two lags 
in our tests, so that we do not recommend the use of these popular but dangerous 
generators (see also 
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Abstract. One can construct the representation of solutions to various 
problems for parabolic differential equation with boundary conditions 
in the framework of classical stochastic analysis. This fact yields Monte 
Carlo methods for solving PDE’s numerically. Instead of solving a PDE 
by common numeric techniques, one can simulate a stochastic system 
which allows for a simple parallelism with linear speed up. 

A number of numerical schemes exists for solving stochastic differential 
equations, i.e. the Euler scheme. If reflection is concerned, most methods 
have some shortcomings. In this article an efficient algorithm for simu- 
lating a reflected stochastic differential equation is developed. Results of 
numerical experiments are referenced revealing significant reduction in 
computational time gained by parallelization. 



1 General Setting 

Probabilistic methods are an old approach, recently recovered, for solving par- 
tial differential equations (PDEs). The underlying idea for solving differential 
equations is to search for stochastic systems, for example diffusion processes 
or particle systems, which can be described by stochastic differential equations 
(SDEs). When the number of trajectories or particles tends to infinity, the be- 
havior of the system is determined by the strong law of large numbers. The 
stochastic part vanishes or, more exactly, can be neglected and the limit is de- 
termined by a certain partial differential equation. Thus, such a PDE can be 
solved by simulating the corresponding stochastic system until a fixed time T 
has elapsed and sampling a certain functional for computing the expectation of 
the functional. 

Now, what is the advantage of stochastic methods over other methods, par- 
ticularly with regard to the finite element method, a method which works rather 
well? Initially the probabilistic methods may not seem useful when a finite dif- 
ference method, a finite element method, or finite volume method is numerical 
stable. In contrast to finite elements, where the solution of one element depends 
on prior solutions, the trajectories or particles can be computed almost indepen- 
dently. Therefore, on a single machine, common methods are better. However, 
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for parallel architectures, probabilistic methods are much more efficient. These 
methods are suitable for SIMD architectures, especially for loosely coupled sys- 
tems. Communication time can mostly be neglected such that the speedup is 
proportional to the number of processes. A further advantage is that the prob- 
lem can be divided into smaller parts, which allows for load balancing. Thus 
SDEs, resp. stochastic analysis becomes an increasingly important issue in the 
numerics of PDE’s. A large amount of literature was published in the recent 
years on this topic (See, e.g., P 0 0 El)- 

For PDE’s without boundary conditions, i.e. diffusion without boundary, the 
problem is well investigated. The simplest method is the Euler scheme, where 
we can rely on many results (See e.g. EOiiig). For solving parabolic PDE’s 
with mixed boundary conditions we need a quantity which measures the time 
the process remains at the infinitesimal neighborhood of the boundary. This 
measure turns out to be the local time of the boundary. Further, the existence 
of a solution turns out to be related to the Skorohod problem, or the question 
of existence of reflected diffusion. But there exists a few algorithms which are 
difficult to implement (See e.g. HH we suggested a new approach 

which is easy to implement and includes local time. 

In this article we report on the numerical experiments and on the implemen- 
tation of the algorithm on a workstation cluster. First we give a sketch of the 
theoretical background and motivate the algorithm. The third chapter describes 
the implementation and parallelization carried out on a FDDI connected work- 
station cluster of six DEC AXP 3000/400 using the hots-node model. Lastly 
we present the numerical results and indicate some problems which arise using 
Monte-Carlo methods on parallel architectures. 



2 A Sketch of the Theoretical Background 

The PDE considered in this article is the following: 

Lf = ^/ on D (1) 

A/ = ^(a;) on dD, (2) 

where D is a smooth domain in IR'^, L a strictly elliptic differential operator and 
/ : X IC'" — > IR, is twice continuously differentiable. Let be a 

filtered probability space where the standard d-dimensional Brownian motion Bt 
is defined. The probabilistic approach to the problem is to identify the operator 
L by an infinitesimal generator of a Markov-process and to rewrite the equation 
du as a SDE of Skorohod type, i.e. Xt is solution of the stochastic system 

dXt = a{Xt)dBt + b{Xt)dt + n'j{x)Lt, (3) 

where x G D for all t > 0, a.s. and Lt is a bounded variation process with 

Lt= ^x^edodLs- 
Jo 
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Lt is called local time, a : ^ R*^ x R'^, b : R'^ ^ R'^ are supposed to be 

Lipschitz continuous, S C°“(R‘^) and satisfy the linear growth condition. The 
solution of system o coincides with the function f{x) — where the 

semimartingal Xt solves system @. For more details we refer for examples to 

mini EH]. 

Splitting into excursion: The idea of approximating the local time is to ap- 
proximate the underlying Poisson point process, where the local time corresponds 
to the parameter and the real time or the time the process Xt passes through 
corresponds to the sum over the time intervals, where Xt is removed from the 
boundary (See e.g. 

Lt grows exactly at those t for which Xt is in dD, i.e. supp{dLt) = {t\Xt ^ 
dD}. Thus, we can split a path Xt{uj) into pieces by cutting at the time points 
{Xt{uj) G dD}. Each piece is a process starting somewhere at the boundary 
and being killed upon reaching the boundary again. Such a piece is called an 
excursion, r = inft>o{X( G dD} is the lifetime of such an excursion (See figure 
0for illustration). 

The idea is to now use local time to parametrize the excursion. To take into 
account the case in which Xt spends a positive real time at the boundary, we 
create a set of empty paths 0, isomorphic to dD. Thus, to every strong Markov 
process corresponds an excursion process, i.e., a set U U 0 and a point process 
of Markov type e = (e(s), s > 0) defined by 



e : [0, oo) U 0 

CtySj — 1 w ^ 

I 5t with d = limr^s,r<s otherwise. 

It follows that s 1 -^ e(s) ^ 0 for only countable many s. Let r(e) = inft>o{et G 

dD} ii e GU and t(c) = 0 if e G 0. The parameter s turns out to be the local 
time of the boundary. If we sum up the lengths of the excursion, i.e., 

U<S 

the result is the time the process passed through: = Tg or Lt^ = s. It follows 

that Tg is a subordinator of s with associated Levy measure r]‘^{T > s). 
Sticking together the excursion: Now, we can reverse this construction by 
starting with a set of excursions equipped with an excursion law and the cor- 
responding point process and linking together the excursions to get a Markov 
process. By doing this, our time parameter passes through the local time. The 
real time of the process is given by the subordinator Tg. Let = lim„^s_„<s Tg 
be the left limit point of Tg. Let t > 0 and s = Lt. We define Xt by: 

X^ = I < Tg 

\ lim,r^s_r<s eT(r) otherwise., 



Approximation of the underlying Poisson process. For smooth D the 
Levy measure has infinite mass at zero. This means that the number of points 
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in a finite time interval [0, s] where Xt goes on an excursion with lifetime larger 
than e, tends to infinity as e tends to zero, i.e. 

1 ^ oo as e \ 0. 

'r(e(r))>e 

0<r<s 

But, in the case of Brownian motion, for example, it holds almost surely. 

T{e{r)) s as e \ 0. 

T(e(r))<e 
0<r< s 

The time interval between two excursions with lifetime r > e are exponentially 
distributed with holding parameter tending to infinity as e \ 0. Therefore, 
to give an explicit construction, we fix e > 0 and approximate Xt by only 
considering excursions with lifetime r > e. Let e be an excursion with lifetime 
larger than e, i.e. r(e) > e. Since we have cancelled the excursion with lifetime 
smaller than e, we know that r(e) is at least e and therefore, to preserve the 
Markov property of the limit process for e ^ 0, we have to start the excursion 
in the algorithm at point e^. This has the effect of jumping into D and leads to 
an entrance law which coincides with the excursion law, a cr-finite measure 
which is strong Markov for the transition semigroup of Xt defined by Xt = Xt if 
t < T and = 5 otherwise. After jumping in, et behaves like Xt until the lifetime 





Fig. 1. Set of excursions 




r(e) where it is killed (for illustration see figure 0 ). The approximated time T' 
of Ts satisfies 



T:= E We(r)) + e)+E 

T-(e(r))>e 

r<s 



yf r(e(r)) 

T(r))<e 



Approximation of the entrance law. Since the entrance law of an arbitrary 
diffusion is not explicitly given, we approximate it by a Brownian motion frozen 
at time r. The entrance law of a d-dimensional Brownian motion can be found 
in Burzdy P] . The time change formula leads to the entrance law of a Brownian 
motion with a constant diffusion coefficient cr. The drift term can be included 
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as an application of the Cameron-Martin-Girsanov formula and the optional 
sampling theorem. Thus, if Xt is a Brownian motion with constant diffusion cr 
and drift b, a short argument shows that the entrance law satisfies 
(cr"i(a; - e6),cr"in) 






Ve 



(x) = 



( 4 ) 



with mass II 77f^ 
imated by 

<1 



\J which we approx- 



idet(fT-i) (l + Civ^+C2e + C3v^'^ + ---), 



( 5 ) 



where hi = —(a ^b)i, 1 < i < r and Ci are the coefficients: Ci = 
C 2 = h,hj, C 3 = Y^Uj^k hihjhk - Yi=i hh--- ■ 



Illustration of the algorithm. Roughly spoken, the algorithm simply simu- 
lates the point process at which the excursions with lifetime smaller than e are 
cancelled. The excursions are approximated by the Euler scheme and the en- 
trance law by the entrance law of a frozen Brownian motion as described above. 
The Monte-Carlo error, or the error of weak convergence, can be estimated by 

E"[/(Xt)] -E"[/(X^’”)] < C{T) |^e+ +G(r)max(i e) 

E“[Lt] -E“[L^"] < C(T)ei 
For illustration we present the sequence of figures 01^ 



3 Implementation and Parallelization Results 

This section deals with our computer experiments and their parallelization. First, 
we describe some parallelization aspects, especially the problems arising by ran- 
dom number generation. Second, we determine the complexity of the operator. 
The third point concerns the implementation, and afterwards we solve a reflected 
Brownian motion where the distribution of the local time is known. Finally, we 
compare the numerical solution with the exact one to arrive at the degree of 
approximation . 



3.1 Parallelization Aspects 

For parallelization we choose the host-node model, implemented in C~^~^ using 
the PVM library. The PVM system handles message routing, data conversion 
for incompatible architectures and other tasks that are necessary for operation 
in a heterogeneous network environment. User programs written in, e.g. 
access PVM by passing calls to PVM library functions such as process initiation 
or message passing. For more details see jS]. Since the algorithm allows small 
partitioning, load balancing is applied. 
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Fig. 3. We start with an ar- Fig. 4. The increment of Fig. 5. For preserving the 
bitrary point x £ D and ap- the local time is simulated Markov property, Jfe to 
proximate the excursion by by an exponential random jump into D. The density of 
the Euler scheme until it hits variable with holding pa- the random variable is given 
the boundary. rameter |j?7e||. by the entrance law r]e. 




Fig. 6. After jumping in we Fig. 7. Thus, we get a re- Fig. 8. Each time A” hits 
approximated the excursion fleeted diffusion. the boundary the local time 

by the Euler scheme. is simulated by an exponen- 

tially distributed random 
variable. 



Random Number Generation on Parallel Architectures: For our parallel 
streams of random numbers we used lagged subsequences with prime-step-size. 
The random number generator is a C'“'"“'"-system generator. This approach should 
be safe against correlations between parallel streams. For problems concerning 
parallel random number generation we refer to urn 



3.2 Complexity 

Table E lists the complexity for one step of the Euler scheme and starting one 
excursion. Column (a) represents the operation of one step of the Euler scheme, 
while column (b) represents the operation of starting an excursion. 



Operation 


(a) 


(b) 


Operation 


(a) 


(b) 


Addition (-I-) 


2d 


(2r)d 


exponential function exp{-) 


1 


0 


Subtraction (-) 


2d+l 


3d 


logarithm log(-) 


0 


2 


Comparison (j) 


1 


2 


Square root 


0 


1 


Multiplication (*) 


d(r+3) 


(r+2)dH-2 


generating of uniform r.v. 


1 


2 


Division {-£) 


1 


1 


generating of a gaussian r.v. 


1 


0 


evaluating a, b 


4 


2 


evaluating cr(-) 


1 


0 



Table 1. Complexity of the algorithm 
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^^^ + 1 is an upper bound of the number of steps in the Euler scheme. Because 
of the random nature of Monte-Carlo simulations, we cannot determine the exact 
number of excursions, and we can only consider its expectation. Therefore the 
expectation of the complexity is proportional to 
[Tn] _ . ,1 



comp(Euler step) 






comp(starting one excursion) 



3.3 Random Number Generation 

We must generate three types of random variables: 

1. Gaussian random variables 

2. random variables distributed according to the entrance law 

3. exponentially distributed random variables. 

The Gaussian random variables are generated by summing and renormalizing 
seven uniform random numbers. The Box Muller method (See e.g. |13L p. 13]) 
leads to distortions. The random variables distributed according to the entrance 
law are generated in analogy to its construction of the entrance. First, we 
must generate a random variable xi according to the entrance law of a one- 
dimensional Brownian motion. Since we have z/eexp(z^/2e) = d/dz exp(z^/2e), 
the inverse transform method (See e.g. ^31 p. 12]) can be applied. Next we 
must generate a (d-l)-dimensional Gaussian random variable {x2,X3, . . . ,Xd)- 
Assuming ni,n 2 , ■ ■ ■ ,rid is a orthonormal base in where rii = n and T the 
corresponding matrix, the arising vector x € IR^^ must be transformed by a; 

Tx aTx+eb where cr = cr(d) and b = 6(d). In order to generate an exponential 
random variable we use the inverse transform method. 



4 Numerical Results 

Since the distribution of the local time is only known in a few cases we use the 
reflected Brownain motion to test the algorithm. This corresponds to 

1 d 

-Z\/ = — / on D 

2 ■' dV 

^ = 1 on dD, 
an 

where D = [xi > 0} C 

To compute the local time we must wait until hits the boundary, and 
then we apply the Skorohod embedding theorem: 




hitting the boundary E°[I,T-t] 
at time t 

As an exact value we have 1E^[L5] = 0.9986. 
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4.1 Local Time Computed by the Algorithm 

The accuracy of the algorithm depends on the sample size, the discretization 
step ^ = h and the parameter e. The influence of the sample size is given by the 
weak law of large numbers, but our main interest is the ratio between e and n. 
We used a sample size of 50. 

Figureinishows the local time as a function of the step size h, where the range 
of h is 3“b j = 2, ... 14. e is varying from 0.1 to 0.0005 (See table E|). The line 
denotes the theoretical value. Figure E3 shows the corresponding variance of the 
sample, figure El shows the corresponding point 



e = 


0.1 


0.05 


0.01 


0.005 


0.001 


0.0005 


0.0001 


0.00005 


sign 


• 


O 


+ 


- 


* 


% 


# 


‘ 



Table 2. Symbols used in figures 0 - El 




Fig. 9. Convergence behavior of the local time 




Fig. 10. Corresponding variance of the sample 
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Fig. 11. Convergence behavior of X" 



If e ^ ft., the Euler scheme is too clumsy with regard to the entrance law, i.e. 
the error induced by the difference t" — t is too large. For example if hits 
the boundary at each step of the simulation, the expectation of the local time is 
only 0.00225. Therefore, the local time in this case is too small. 



5 Conclusion 

First experiments lead to good results, but the work is in the initial stage. This 
approach can be easily extended to schemes of higher order, i.e. the Milshtein 
scheme. One difficulty with Monte-Carlo methods is reproducing the numerical 
experiments. The random nature of the Monte Carlo method and the dynamic 
load balancing of the processors, i.e. the slight differences between processor 
speed, makes the reproduction of results difficult (for further reading, see e.g. 
PI|). However, this problem can be solved by statistical tests. 
Acknowledgment: I would like to thank Peter Zinterhof, the head of the 
RIST-1--I-, for enabling me to do this research. 
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Abstract. When developing high performance algorithms blocking is 
a standard procedure to increase the locality of reference. Conflicting 
factors which influence the choice of blocking parameters axe described 
in this paper. These factors include cache size, load balancing, memory 
overhead, algorithmic issues, and others. Optimal block sizes can be de- 
termined with respect to each of these factors. The resulting block sizes 
are independent of each other and can be implemented in several levels 
of blocking within a program. A tridiagonalization algorithm serves as 
an example to illustrate various blocking techniques. 



1 Introduction 

In modern computer systems the gap between raw computing power and memory 
throughput is increasing tremendously. This leads to the effect that for many 
algorithms the processors are not running at full speed since they have to wait 
for data from memory. 

One solution to this problem is to insert one or several levels of fast cache 
memory between main memory and the processor. These caches hold a subset 
of the data stored in main memory. If the processor accesses a data item from 
memory and this data item is resident in cache the memory access time is much 
shorter. The locality of reference is high if a high fraction of the memory accesses 
can be served from the high levels of the memory hierarchy, which consist (in top 
down order) of registers, one to three levels of caches, local memory, distributed 
memory, and secondary storage. 

Many algorithms can be restructured to reuse data by rearranging the order 
of the operations performed. To exploit the higher speed of cache memory linear 
algebra algorithms are recast as block algorithms which operate on submatrices 
(blocks) of the original matrix. Partitioning a matrix into disjoint submatrices 
is referred to as blocking (see Section EJ . 
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Sectional summarizes conflicting aspects which sometimes favor large blocks 
and under other circumstances favor small blocks. Section 0 describes a tridi- 
agonalization algorithm, which serves as an example for the various blocking 
techniques discussed in this paper. Subsequent sections go into detail with these 
blocking methods. 

2 Blocked Memory Access 

The key to high-performance computing is to reuse data which have been trans- 
ferred to a faster level of the memory hierarchy as often as possible before they 
are replaced by new data and restored at a slower level (see Lam et al. 
Schreiber, Dongarra Laderman et al. m, Pan Carr, Lehoucq jS|). 

In order to transform a matrix algorithm in such a way that the highest 
levels of the memory hierarchy are exploited to a high degree, the algorithm 
is reformulated as a block algorithm which operates on submatrices (blocks) of 
the original matrix. (The concept of blocking as well as hierarchical blocking of 
matrix operations is explained in detail in Ueberhuber m-) 

On the one hand, the submatrices have to be chosen small enough such that 
for each operation of the block algorithm, all blocks needed as arguments can 
be stored in the respective level of the memory hierarchy. On the other hand, 
the blocks should be large enough so that the number of operations executed on 
elements of those blocks is as large as possible. 

Other factors that influence the optimal block sizes are cache line sizes and 
page sizes. If a cache line is already transferred to a high level of the memory 
hierarchy, it should be used completely before fetching the next cache line. As 
a result of the complexity of all these factors, the optimal blocking strategy 
can often only be determined by way of experiment (see, for example, Anderson 
etal. P). 

3 Block Size 

At first sight the size of submatrices to be worked on should be chosen so that 
they fit into a certain level of the memory hierarchy. To exploit more than one 
memory level, several blocking levels, i.e., hierarchical blocking, can be applied 
(see Ueberhuber Haunschmid, Kvasnicka m)- However, as will be shown 
in this paper, blocking techniques are also influenced by aspects which were not 
mentioned in Section 0 



Large Block Sizes. The main reasons for choosing large block sizes are (i) the 
exploitation of all cache levels (Section EJ, (ii) the reduction of the number of 
messages in data parallel implementations (Section inj), and (iii) the reduction 
of algorithmic complexity (obtained, for instance, using the Strassen algorithm 
or particular complex matrix multiplication algorithms; Sections 0 and |2|) . 
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Small Block Sizes. Reasons for choosing small block sizes are (i) the reduc- 
tion of the number of Level 2 (matrix-vector) operations in relation to Level 3 
(matrix-matrix) operations (Section EJj (h) load balancing purposes in data 
parallel implementations ISection II Oil , (iii) algorithmic requirements, which can 
sometimes produce significant overhead when using large block sizes (Section E|) , 
(iv) storage requirements fSectionlTTll. and (v) memory throughput for complex 
floating-point numbers (Section 0. 

All these aspects are investigated in more detail in the sections indicated 
above. 

4 Basic Linear Algebra Subprograms 

To account for the great variety of architectures available and in order to com- 
bine efficiency with portability, a set of matrix routines has been defined: the 
Basic Linear Algebra Subprograms (Blas; see Lawson etal. ^H], Dongarra 
et al. dllDI), which are optimized for each new computer system by hardware 
or compiler vendors. The determination of the optimal parameters may also be 
done automatically (see Bilmes et al. Whaley, Dongarra m, Kagstrom 

et al. 1251). These hardware-optimized Blas routines usually run at the highest 
level of floating-point performance achieveable on a certain computer. 

Table E illustrates the reason for the advantage of Level 3 (matrix-matrix) 
Blas by a comparison of the ratios of floating-point operations to data movement 
for three closely related operations from the Level 1, 2, and 3 Blas (see Dongarra 
etal. [T2jL 



Table 1. Ratio of floating-point operations to data movement. 



Blas 


Routine 


Memory 

Accesses 


Flops 


Flops per 
Memory Access 


Level 1 


daxpy 


3n 


2n 


2/3 


Level 2 


dgemv 


V? 


2n^ 


2 


Level 3 


dgemm 


4n^ 


2n® 


n/2 



Numerical algorithms should exploit Level 3 Blas as much as possible in 
order to achieve satisfactory floating-point performance on a wide variety of 
computers. This is precisely what can be achieved with block algorithms, where 
Level 3 Blas routines are applied to submatrices. These routines yield higher 
performance for larger matrices (see Ueberhuber M)- 

5 Tridiagonalization 

One particular algorithm whose performance is strongly determined by an ap- 
propriate way of blocking is the tridiagonalization algorithm. This algorithm 
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is used in eigensolvers to transform a symmetric input matrix into a similar 
tridiagonal matrix (see Golub, Van Loan HH] and Anderson etal. P). 

Unblocked transformation of a symmetric n x n matrix A into a tridiagonal 
matrix T — Q^AQ requires the product Q = iL„_ 2 -ffn -3 ■ ■ ■ Hi of Householder 
reflectors Hi = I — rutuf . The vector ut is chosen to eliminate the ith column 
of A except for the diagonal and subdiagonal elements. 

The matrix Q is not explicitly accumulated, but each Householder reflector 
is applied to the matrix A as soon as it becomes available: = Hf Hi, 

with = A and = T. The computation of T can be achieved by a 

series of rank- two updates to the matrix A (see Gansterer et al. imi. 

6 Blocked Tridiagonalization in One Sweep 

Lapack provides a blocked one-sweep tridiagonalization algorithm (see Ander- 
son et al. P and Dongarra et al. innn). Like in most linear algebra routines, 
this blocked tridiagonalization routine computes a matrix panel from a block 
of columns and then applies this panel to the rest of the matrix in a rank-2/c 
update. The computation of this panel cannot be implemented using efficient 
Level 3 (matrix-matrix) operations, but has to be done vector-wise, based on 
Level 2 (matrix-vector) operations (see Dongarra etal. ( 1 31 fnT) L 



Slow-Down Ratio 




Block size 



Fig. 1. Slow-down effect of suboptimal choice of the block size in the blocked 
one-sweep tridiagonalization. The minimum (optimum) execution time is scaled 
to 1 for each matrix size (n = 300 and n = 1000). 

The optimum blocking parameter is heavily influenced by the amount of work 
which has to be done using Level 2 (matrix-vector) operations. The influence of 
the blocking parameter is illustrated in Fig.p which shows the slow-down effect 
for a suboptimal choice of the block size in the Lapack routine LAPACK/dsytrd 
on one MIPS R8000 processor of an SGI Power Ghallenge. Note, the optimum 
block size decreases with increasing matrix size n, so that the current panel fits 



Blocking Techniques in Numerical Software 131 



into the largest cache. This is, however, a minor effect: for a 300 x 300 matrix 
block sizes from 6 to 300 lead to a performance variation which is within a 10 % 
range near the optimum floating-point performance. Execution times of this 
algorithm (and of the two-sweep algorithm presented in Chapter U|) are shown 
in Fig. 0 
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Fig. 2. Comparison of normalized execution times (T/n^) of the unblocked, the 
one-sweep and the two-sweep tridiagonalization on one MIPS R8000 processor 
of an SGI Power Challenge. 



The one-sweep tridiagonalization routine LAPACK/dsytrd is able to utilize 
Level 3 Blas routines for about one half of the floating-point operations. The 
default blocking parameter for the tridiagonalization in Lapack is set to 1, which 
was the best choice for many architectures at the time Lapack was released. 
Nowadays, the blocking parameters can be adapted to any given architecture 
during the Lapack installation process. However, most installations do not take 
advantage of this feature. 

The Level 3 operations of the one-sweep algorithms occur as rank-2fc updates. 
The remaining half of the floating-point operations are performed as matrix- 
vector products, i. e.. Level 2 operations. These matrix-vector products cannot 
be avoided in a one-sweep tridiagonalization (see Haunschmid, Kvasnicka m 
and Gansterer et al. ESI). Thus, one-sweep tridiagonalization of large matrices 
on cache-based computers may spend more than 80 % of the overall execution 
time in the 50 % of floating-point operations required by these matrix- vector 
products (see Haunschmid, Kvasnicka ED- 

To enable the utilization of Level 3 Blas for all accesses to the full matrix, the 
algorithm has to be modified. A two-sweep algorithm has to be used (see Fig. El 
Gansterer, Kvasnicka PI, and Kvasnicka et al. jZZl): A first sweep reduces the 
full matrix A to a band matrix B using Level 3 Blas, and a second sweep reduces 
H to a tridiagonal matrix T. If the band width of B is chosen reasonably small. 
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most computational effort is spent in the first sweep, where fast Level 3 Blas 
routines can be applied. 




Fig. 3. Tridiagonalization in two sweeps. 



7 Blocked Tridiagonalization in Two Sweeps 

In the two-sweep tridiagonalization mentioned in Section El increasing the band 
width of B increases not only the number of operations which cannot be per- 
formed in Level 3 routines, but also increases the total number of operations. 

Thus, optimum blocking enables the efficient use of Level 3 operations while 
the total number of operations is not increased excessively. The influence of the 
choice of the blocking parameter is shown in Fig. 0 for a two-sweep tridiagonal- 
ization using the routines SBR/dsyrdb and LAPACK/dsbtrd on one processor of 
an SGI Power Challenge. 



Slow-Down Ratio 




Block size 



Fig. 4. Slow-down effect of suboptimal choice of blocking parameters in the 
blocked tridiagonalization. The minimum (optimum) execution time is scaled to 
1 for each matrix size. 

Note, the range of useful blocking parameters is narrower than for the one- 
sweep algorithm (see Fig. EJ. The optimum block size increases with increasing 





Blocking Techniques in Numerical Software 133 



n, because the overhead is of lower complexity than 0{n^). Computing times 
required by the three tridiagonalization algorithms discussed in this paper can 
be found in Fig. El 

The Sbr toolbox (see Bischof et al. gl0E]) is based on QR factorization to 
reduce a dense symmetric matrix to a band matrix. This algorithm (see Algo- 
rithm 1) reveals that, in contrast to the Lapack blocking, no access to the rest 
of the matrix A has to be made to accumulate the update matrices. There are 
two accesses to the matrix A in the matrix update. Both of them are blocked 
with block size p. 

An implementation of a two-sweep reduction is included in the Sbr toolbox 
(see Bischof et al. El 13 El). A complete algorithm for the symmetric eigenproblem 
is described in Gansterer, Kvasnicka [1 tif II 7] and Kvasnicka et al. m- 



Algorithm 1 

n is the order of the matrix A 
p is the block size 
N = [n — 2)/ p 
= A 

do k = 1,N 

s = (k — l)p + 1 
f = kp 

- QR factorization with = I — 

y(fc)) = QR(A('=-b(s : f)) 

- matrix update 

^(fc) = (7 _ vp('=)(y('=))T)3’^(fc-i)(7 _ 

end do 

B = 



8 Strassen’s Algorithm 

Using Strassen’s algorithm for the multiplication of matrices of arbitrary order 
the complexity of this Level 3 operation is less than 28 n '°®2 ^ arithmetic opera- 
tions (see Strassen 123 )■ 

It is not easy to implement the Strassen algorithm efficiently. Thus, for a 
long time the Strassen algorithm was regarded to be of theoretical interest only. 
However, Douglas et al. published efficient implementations for use on both 
single-processor and parallel computers. Some software libraries (e. g., IBM’s 
ESSL) already comprise implementations of the Strassen algorithm. 

On most computers the break-even point nminj i.e., the minimum matrix 
order for which a Strassen implementation takes less time than the corresponding 
Level 3 Blas routine, is between 32 and 256. For larger matrices a significant 
complexity and run-time reduction is achieved (see Fig. Eland Ueberhuber j33)- 

Thus, to exploit the advantages of efficient implementations of the Strassen 
algorithm in blocked tridiagonalization the block size used in matrix-matrix 
multiplications should be chosen as large as possible. 
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Normalized Complexity 




Fig. 5. Number flop of floating-point operations per element of the resulting 
matrix required by the Strassen algorithm and the Level 3 Blas implementation 
based on standard matrix-matrix multiplication. 



It has to be mentioned that the Strassen algorithm is less stable than the 
conventional method for multiplying two matrices. Similar to the modified error 
bounds for the multiplication of two complex matrices (cf. Section 0 , the best 
bound known for the rounding error in Strassen’s algorithm is a normwise and 
not an elementwise bound (Higham 1231 1 . It turned out that in most practical 
cases the computed solution is of acceptable accuracy. 

9 Multiplication of Complex Matrices 

Blocked matrix multiplication algorithms are characterized by a high fraction 
of Level 3 operations. This can be utilized to reduce the overall complexity of 
the multiplication of complex matrices (see Winograd Higham P3]). The 
multiply-add operation, o = c x d -|- e, in its complex form 

(Or + ap) = {Cr + Cji) X {dr + dil) + (Cr + efl), 

can be written using four real multiplications and four additions 

Qr = Cr X dr — Ci X di + 6r, Gi = Cr X di — Ci X dr + 6i 

and in a form using only three real multiplications and seven additions 

J'Ci — Cr X dr^ -^2 — G X di^ -^3 — {Cr g) X {dr dflj 



Or — Xi — X 2 Cr, Gi — ^^3 — X\ — X 2 -\~ Ci- 

On modern computer architectures, the latter method has the major drawback 
of a larger number of add instructions. However, for blocked matrix algorithms. 
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a new side of this method is revealed: A multiply-add operation on subblocks 
requiring only three block-multiplies instead of four enables a great complexity 
reduction. A matrix multiply requires (roughly) multiply-add instructions. A 
matrix add requires add instruction^. So reducing the effort for the complex 
matrix-matrix multiply from 4n^ to 3n^-|-0(n^) operations saves asymptotically 
25 % of the required work. 



Block Sizes. The aforementioned technique yields increasing complexity re- 
duction with growing matrix size. For blocked algorithms matrix multiplications 
are applied to submatrices. So algorithms having large block sizes are to be 
preferred. 

Nonetheless, if performance on a specific computer system is limited by mem- 
ory throughput rather than processor performance, block sizes must not be too 
large. A multiply-add operation on complex data involves four multiplications 
and four additions on real data. The data transfer for complex data is only 
twice as much as for real data. So memory bound algorithms may have twice 
the floating-point performance when operating on complex data instead of real 
data. 

If the block size is too large to store all required data in the first level cache 
the speed-up factor of two for memory bound complex algorithms is lost and only 
a speed-up factor of 4/3, resulting from complexity reduction, can be obtained. 
The block size has to be decreased in order to approach the full potential speedup 
of 2 X 4/3. 

It has to be mentioned that the multiplication technique of this section 
is numerically less stable than conventional complex matrix-matrix multiplica- 
tion (see Higham M)- Nevertheless, when normwise instead of componentwise 
rounding errors are considered the resulting bounds are comparable to that of 
conventional complex matrix-matrix multiplication. 



10 Blocking for Parallel Computing 

In parallel computing the choice of an appropriate data distribution heavily de- 
pends on the data flow features of the involved algorithms. For dense matrix 
computations, ScaLapack routines (see Blackford etal. [Z]), PLapack rou- 
tines (see van de Geijn |35j). and HPF programs (see High Performance Fortran 
Forum m achieve their best floating-point performance if a two-dimensional 
block-cyclic data layout scheme is used. 

^ Addition operations require only add instructions and no multiplies, but since the 
time required for one add is the same as the time needed for one multiply-add on 
most of the modern processors the respective numbers of instructions are directly 
comparable. A different situation occurs when the algorithm is memory bound. In 
this case the add as well as the multiply instructions are executed faster than the 
fused multiply-add instructions because they require one memory transfer less (only 
two reads and one write instead of three reads and one write). 
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The two main issues in choosing a data layout for dense matrix computa- 
tions are (i) load balancing, i. e., splitting the work reasonably well among the 
processors, and (ii) extensive use of Level 3 Blas for local computations on all 
processors, to avoid excessive movement of data to and from memory. 

Another issue is that on parallel computers with significant latency, block 
sizes must not be too small, i.e., communication patterns should not be vector 
oriented but matrix oriented. This technique is called message combining (see 
Geist et al. m, Gropp et al. 1101 ). 

In general it can be said that in parallel computing large block sizes are 
more favorable than small ones, as long as the work load is reasonably balanced 
between processors. 



11 Storage Efficiency 



Symmetric and triangular matrices (as arising in Sections El El and 0 require 
special storage techniques to avoid significant waste of memory. A tradeoff be- 
tween floating-point performance and storage efficiency influences the choice of 
the optimum blocking technique. 

Triangular and symmetric matrices can be stored using only half the memory 
requirement of Lapack routines using conventional storage and at the same time 
rely on Level 3 Blas. Efficient storage schemes are discussed in Haunschmid, 
Kvasnicka EH, Kvasnicka E3 (see Fig. EJ, and D’Azevedo, Dongarra E|. The 
storage overhead of some of these schemes is given in Fig. |71 




Fig. 6. Storage schemes for symmetric and triangular matrices: a) conventional 
(unpacked) storage, b) packed storage, c) block packed storage, d) and e) parallel 
packed storage scheme (d) b = n/5, e) b = nj25). The darker shaded areas 
indicate matrix elements whose values are stored and used; the lighter shaded 
parts indicate redundant storage. 



Since the storage schemes c), d), and e) of Fig. EJmay lead to non-contiguous 
data layouts the respective algorithms become more complicated. In the algo- 
rithms, block sizes have to be used which are not larger than the block size of 
the underlying storage scheme. 
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Relative Storage Efficiency 




Fig. 7. Storage requirement of several storage formats. The ratio of required 
storage locations (words) to the total number of matrix elements (100%) is 
plotted. 

12 Blocking Parameter Values 

All blocking parameters have to be chosen in a problem and hardware dependent 
way. Typical values are 

(32... 512) 

^ ^parallel ^ ^storage ^ 6one-sweep > (32 . . . 128) > 6 two-sweep ^ (6... 16). 

^parallel deuotes the block size for data distribution, ^storage the block size of the 
chosen storage scheme, 6o„e-aweep the block size of the rank-2fc update of the 
one-sweep tridiagonalization (see Section El , and 6two-aweep the block size of the 
two-sweep tridiagonalization (see Section Q . 

For local computations matrices only need to be blocked in one dimension. 
The other dimension can be as large as necessary, except for the complexity 
oriented blocking (see Section 01 • 

Level 3 Blas routines are often called with rectangular matrices where one 
dimension is smaller by a factor of up to 100 than the other dimension. The 
smaller dimension should not be chosen below a certain hardware dependent 
level in order to avoid performance degradation. 

Many block sizes will be chosen to be equal in practice. For instance, experi- 
ence (made with SGI, DEC, HP, IBM, and SUN workstations) shows that values 
of 

^parallel ^storage ^lapack 64 aud ^two-sweep ^ 

are a good choice for the tridiagonalization algorithms of Sections 0 and [7| 

13 Conclusion 

Choosing satisfactory blocking techniques and blocking parameters is not easy 
and straightforward. There are good reasons for choosing large blocks, for in- 
stance to better exploit the memory hierarchy. There are also good reasons for 
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choosing small blocks, for instance, to reduce the number of floating-point oper- 
ations which are not covered by Level 3 routines, or to reduce the total number 
of operations in some algorithm, or simply to save memory. 

These conflicting reasons lead to totally different optimum block sizes, so 
that a portable and efficient algorithm requires several levels of blocking using 
different block sizes. 
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Abstract. Portable and efficient ways for calling nnmerical high per- 
formance software libraries from HPF programs are investigated. The 
methods suggested utilize HPF’s EXTRINSIC mechanism and are inde- 
pendent of implementation details of HPF compilers. Two prototypical 
examples are used to illustrate these techniques. Highly optimized Blas 
routines are utilized for local computations: (i) in parallel multiplication 
of matrices, and (ii) in parallel Cholesky factorization. Both implemen- 
tations turn out to be very efficient and show signihcant improvements 
over standard HPF implementations. 



1 Introduction 

High Performance Fortran (HPF [Hj ) is one of the most interesting approaches 
for high-level parallel programming. In particular, it provides very convenient 
ways for specifying data distributions and for expressing data parallelism. De- 
velopment of parallel code using HPF is much easier and requires less effort than 
message passing programming, for example, using MPI. 

However, in numerical applications the performance achieved with HPF pro- 
grams is often disappointing compared to message passing code. This is partly 
due to the immaturity of HPF compilers, which can be explained by the difficul- 
ties to implement the advanced features of HPF efficiently. There is, however, 
another important aspect, which is often ignored. In order to achieve high per- 
formance it is crucial to integrate highly optimized library routines into HPF 
code. 

Much effort has been spent on developing highly efficient implementations of 
the Basic Linear Algebra Subroutines (Blas and on numerical libraries 

for dense linear algebra which use the Blas as building blocks. Important ex- 
amples are Lapack which is the standard sequential library for dense or 
banded linear algebra methods, and parallel libraries such as ScaLapack ^ or 
PLapack mg. Recently, code generation tools have been developed (see Bilmes 
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etal. [3, Whaley, Dongarra uni) which automatically find the best choice of 
hardware dependent parameters for an efficient implementation of the Blas. 
The integration of such software into HPF is crucial for several reasons: 

— In many scientific applications a lot of programming effort can be saved by 
using existing library routines as building blocks instead of (re-)coding them 
in HPF directly. 

— A considerable amount of expertise has been incorporated into high quality 
software packages like the ones mentioned above. It is hardly possible to 
achieve comparable floating-point performance when coding in HPF directly. 
Even if a problem is well suited for an HPF implementation, the success of 
such an attempt heavily relies on the maturity of HPF compilers, which 
cannot be taken for granted at present (see Ehold etal. PI). 

— When standard numerical operations are coded in HPF the resulting code 
often suffers from poor local performance. Thus, one of the key issues is to 
optimize local performance in order to improve overall parallel performance. 

— Highly optimized Blas implementations are available for most target sys- 
tems. Therefore, the use of Blas routines for local computations ensures 
performance portability. 

— Usually the main motivation for parallelization is performance improvement. 
It is essential to optimize the sequential code first in order to be able to 
measure the benefits of parallelization in a clean way. The sequential opti- 
mization typically involves restructuring the code, for example, by increasing 
the fraction of Level 3 (matrix-matrix) operations and by using appropriate 
Blas 3 routines (or other high performance library routines) wherever pos- 
sible. Thus, when the parallelization is done by using HPF, the necessity of 
combining the Blas (and other numerical packages and libraries) with HPF 
arises quite naturally. 

For all of these reasons the goal of this paper is to investigate ways to utilize 
high performance numerical libraries in an HPF context. 

The basic facility provided by HPF for integrating procedures from other 
programming languages or models is the EXTRINSIC mechanism (HPF Fo- 
rum El)- This paper describes various methods, at different levels of abstrac- 
tion, for calling existing library routines from HPF using this mechanism. 

The techniques described are portable in the sense that they only rely on 
features from the HPF standard Cl and, additionally, on three of the HPF 2.0 
Approved Extensions. In particular, the required HPF features are: 

— an advanced form of the ALIGN directive, namely 

ALIGN A(j,*) WITH B(j,*) (replication of A along one dimension of B); 

— the INHERIT directive; 

— EXTRINSIC(HPF_LOCAL) subroutines; 

— EXTRINSIC(F77.LOCAL) and EXTRINSIC(F77. SERIAL) subroutines. 

Unfortunately, some HPF compilers do not yet support all of these features. 

The main ideas and basic concepts presented in this paper are applicable to 
many numerical algorithms in dense linear algebra, but their implementation will 
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differ in various technical details. For the purpose of illustration two operations, 
which arise very frequently at the core of numerous scientific applications, serve 
as prototypes: Matrix-matrix multiplication and, representing more complicated 
numerical algorithms, Cholesky factorization. 

In Sectional ways for integrating sequential library routines into HPF code 
are suggested for these two operations. Section 0 gives an overview of techniques 
that have been used to interface HPF to the ScaLapack parallel library. In 
both cases experiments have been performed which demonstrate the considerable 
performance gains arising from the use of the techniques suggested. 

2 Calling Sequential Routines from HPF 

The topic of this section is the integration of extrinsic library routines into 
an HPF program for local computations only. All of the communication in the 
multiprocessor environment is organized by the HPF compiler. 

A matrix-matrix multiplication routine ISection 12. 1 II and a Cholesky factor- 
ization routine (Section 12.211 were implemented. Both utilize the Blas for local 
computations. Experiments were performed with the HPF compiler from PCI, 
pghpf , version 2.4, on a Meiko CS-2 and an IBM SP2. The CS-2 experiments 
used a standard Fortran implementation of the Blas (Libblas), compiled with 
the pgf77 Fortran 77 compiler from PCI, and Blas routines generated by the 
Atlas package (Whaley, Dongarra USD- On the SP2 the vendor optimized Blas 
routines were utilized. 

2.1 Multiplication of Matrices 

As a first example, the computation of the product C G of two matrices 

A G H G is considered where all matrices can have arbitrary distribu- 

tions. An HPF routine called par_dgemm {parallel BLAS/dgemm) was developed, 
which performs the matrix-matrix multiplication. Internally, this operation is 
split up into local operations on subblocks, each of which is performed by calling 
the general matrix multiplication routine BLAS/dgemm. 

In the general case, the multiplication of two distributed matrices involves 
non-local computations. Some of the data have to be replicated over several 
processors in order to localize all of the computations involved. 



Loop Orders. The central operation in matrix-matrix multiplication is 
C{i,j) = C{t,j) + A{i,k)B{k,j), 

where i = 1, 2, . . . , m, j = 1, 2, . . . , n, and A: = 1, 2, . . . , Z. Permuting the order of 
these three loops yields different algorithmic variants with different characteris- 
tics with respect to parallelization (and consequently, different requirements for 
expressing parallelism). The basic differences relevant to parallelization are as 
follows, where the variants are labeled by the index of the outermost loop. 
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k* variant: The two inner loops perform the outer product of a column of A 
and a row of B. Since the entire matrix C is updated in place at every step 
of the outer loop, this variant exhibits no communication requirements for 
elements of C. Computation of a local block of C requires the corresponding 
parts of the columns of A and of the rows oi B. In order to localize all of 
the computations, the columns of A have to be replicated in the direction of 
the rows of C, and the rows of B have to be replicated in the direction of 
the columns of C. 

i* variant: The two inner loops compute a row of C by multiplying the cor- 
responding row of A with the columns oi B. In this case it is usually most 
efficient to parallelize over both dimensions of the matrix B. This, however, 
requires distributed reduction operations for the elements of C. 
j* variant: The two inner loops compute a column of C by multiplying rows 
of A with the corresponding column of B. In this case it is usually most 
efficient to parallelize over both dimensions of the matrix A. This again 
requires distributed reduction operations for the elements of C. 

The k* variant requires the smallest amount of local storage without extra 
communication for the elements of C. This variant is well suited to a two- 
dimensional distribution of array C, whereas for the other two variants either a 
one-dimensional data distribution is to be preferred (columnwise for the i* vari- 
ant, rowwise for the j* variant) or extra communication needs to be performed 
for the elements of C. 

For load balancing reasons two-dimensional data distributions are normally 
used in linear algebra algorithms. In such a setup, the k* variant exhibits the 
best data locality, minimizes the amount of data to be replicated, and leads to 
the most efficient parallelization. Consequently, it was chosen for the implemen- 
tation. 



Implementation. For performance reasons, a blocked version of matrix-matrix 
multiplication (Ueberhuber [14^ 1 was implemented. Two levels of wrapper rou- 
tines are involved. The programmer calls the HPF routine par_dgemm, which 
takes the matrices H, B as input and returns the product matrix C. 

In this routine the HPF_ LOCAL routine local. dgemm is called inside a loop. 
In addition to the blocks involved local.dgemm also takes their size (the block 
size of the algorithm) as an argument and performs the local outer products of 
a block column of A and a block row of B by calling the routine BLAS/dgemm. 

In par.dgemm, work arrays for a block column of A and for a block row 
of B are aligned properly with C, and then the corresponding subarrays of A 
and B are copied there. This copying operation adjusts the distribution of the 
currently required parts of A and B to that of C . This copying is the only place 
where inter-processor communication occurs. It has the advantage of making 
the procedure fully independent of the prior distributions of A and B. All of the 
necessary communication, which is entirely contained in the copying operation, 
is restricted to the outermost loop. 
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Experiments. Fig. ^ illustrates the floating-point performance of par_dgemm 
and the vendor supplied intrinsic (parallel) function MATMUL for multiplying 
two n X n matrices on 16 processors of a Meiko CS-2. A and B were distributed 
cyclically in both dimensions, and C was distributed block-cyclically with block 
size 20 in both dimensions. 



Efficiency Floating-Point Performance MFlop/s 




Fig. 1. Matrix multiplication on 16 processors of a Meiko CS-2. “Efficiency” 
denotes the percentage of the peak-performance achieved. 



A considerable performance improvement of par_dgemm over MATMUL is 
evident for matrix orders n > 500 (roughly by a factor of 2 using the Libblas, 
respectively 5 using the Atlas-Blas). This holds for other distribution scenarios 
as well. 



Speedup 




Fig. 2. Matrix multiplication on p processors for n = 1000 on a Meiko CS-2. 
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Moreover, for large matrix orders n the efficiency of par_dgeimn improves, 
whereas the efficiency of the MATMUL routine decreases. The Atlas generated 
BLAS/dgeimn shows significant improvements in efficiency, especially for large 
matrices. It is important to keep in mind that 16 processors were used in the 
test run and that larger local blocks result in better utilization of the Blas. 

In order to evaluate parallel speedup (see Fig.|3), the runtime of the routine 
par_dgemm respectively par_dgemm using Atlas on one processor was used as a 
reference value. The parallel speedup for up to 8 processors is quite the same for 
both par_dgemm routines. On more processors the Atlas version does not scale 
so good anymore because the time for computation per processor is already so 
small that the communication becomes dominant. 

Fig. 0gives the efficiency on 1 to 16 processors of par_dgemm and MATMUL 
running on an IBM SP2. On the SP2 par_dgemm is based on the highly optimized 
ESSL/dgeimn routine. The performance of par_dgemm scales reasonably well as 
long as the workload can be balanced well. MATMUL shows a very poor per- 
formance. MATMUL running on 16 processors of an IBM SP2 achieves a lower 
floating-point performance than ESSL/dgemm running on one processor. In this 
experiment it was not possible to test MATMUL running on one processor due 
to memory limitations. 



Floating-Point Efficiency 




Fig. 3. Matrix multiplication on p processors for n = 2000 on an IBM SP2. 



2.2 Cholesky Factorization 

Even if the HPF compiler does a good job with organizing data distribution 
and communication between processors, the performance achieved can be disap- 
pointingly low due to bad node performance. Experiments have been performed 
with several HPF implementations of the same algorithm for computing the 
Cholesky factorization A — LL^ of a real symmetric positive definite matrix. 
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As shown in Table Q using the sequential BLAS-based Cholesky factorization 
LAPACK/dpotrf is up to 12 times faster than the best scaling HPF code (Version 
1) on one processor and still 1.3 times faster than this code on 16 processors. 
The HPF code which yields best sequential performance (Version 2) does not 
show any parallel speedup. 



Table 1. Cholesky factorization of a matrix of order 1000, using the vendor 
optimized routine LAPACK/dpotrf running on one processor only, and two HPF 
versions on a Meiko CS-2. 



p 


1 2 4 8 16 


LAPACK/dpotrf 
HPF Version 1 
HPF Version 2 


9 s 

113s 57s 29s 18s 12s 
36 s 43 s 45 s 45 s 46 s 



Utilizing BLAS Routines. One way of improving the nodal performance in 
HPF is to use the Blas for doing the local computation on each node. The 
blocked algorithm for computing the factor L of the Cholesky factorization ex- 
hibits better locality of reference and is therefore to be preferred over the un- 
blocked version on modern computer architectures (Anderson etal. Ueber- 
huber m). A very important operation to be performed is the multiplication of 
certain submatrices of A. 

The principle step of the blocked version of the Cholesky factorization is the 
following (see also Fig.E|): 

/All ^12 \ 0 \ {LJi ^ \ 

\^21^22/ \^21'^22/ V 0 L 22 J V^21'^ll ^21^21+^22^22/ 

This step requires the following three tasks. 

1. Factorize An = LuLji using LAPACK/dpotrf. 

2. Solve the linear system L 21+11 = ^21 foi' +21 using BLAS/dtrsm. 

3. Multiply + 21+^1 using BLAS/dgemm and continue recursively with 

4^22 ~ +21+Jl “ ^ 22 ^ 22 - 

In the HPF version the first task is done sequentially on one processor by us- 
ing the HPF extrinsic kind F77_ SERIAL, but the subsequent steps (BLAS/dtrsm 
and BLAS/dgemm) are parallelized. For simplicity it is assumed that the block size 
b divides the dimension of the matrix n evenly, where n is the size of the leading 
dimension of matrix A. The distribution chosen for the symmetric matrix A is 
(CYCLIC (6),*). The one-dimensional distribution was chosen to avoid commu- 
nication within rows. 
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Fig. 4. Update areas of blocked 



■ 


already computed 


□ 


BLAS/dpotrf 


(All) 


□ 


BLAS/dtrsm 


(A21) 


□ 


BLAS/dgemm 


(A22) 



Cholesky factorization. 



Using HPF_ LOCAL. The extrinsic kind HPF_LOCAL refers to procedures 
implemented in the HPF language, but in the local programming model. Its 
code is executed locally per processor and this gives the possibility to do local 
computations by calling the sequential Blas routines. 

In the parallel version, BLAS/dtrsm is called on each processor that owns 
local data of the block A 21 (see Fig. |5I). Hence in the example shown in Fig. 0 
(two processors PI and P2) there are two calls to BLAS/dtrsm. In this example 
processor PI owns blocks Pi and P3 and needs block An and processor P2 
owns block P 2 and also owns already block An. Since block An is needed by all 
participating processors it is broadcast to all of them. The block size on distinct 
processors can differ. For that a mechanism for determining the correct size of 
the local array is needed. Inside the HPF_LOCAL routine the intrinsic function 
SIZE gives the desired information that can be used by the Blas routine. 




Fig. 5. Local blocks in parallel blocked Cholesky factorization. 



The HPF_LOCAL version calls BLAS/dtrsm as an HPF_LOCAL routine by 
passing the appropriate array section to the subroutine. This section of the array 
needs to be passed to the HPF_ LOCAL routine without changing the distribu- 
tion of the array at the procedure boundary. In this paper two different methods 
were investigated to achieve this, using INHERIT or TEMPLATES, which are 
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both portable between all HPF compilers that support the core HPF2.0 lan- 
guage. 

1. The natural way to do this is using the INHERIT directive in the interface 
and the declaration of the HPF_ LOCAL routine. INHERIT tells the com- 
piler that an array and hence also subsections of this array have the same 
distribution in the subroutine as in the calling routine. 

2. If an HPF compiler does not yet support INHERIT then TEMPLATES can 
be used to ensure that the distribution of array sections is not changed at a 
procedure boundary. 

The drawback of this second version is that two additional arguments occur 
which are only needed for specifying the proper size and distribution of the 
template in the interface. One parameter gives the size of the first dimension of 
the array in the calling routine. This value is used to declare a TEMPLATE in 
the interface of the callee that has the same size and distribution as the starting 
array. A second parameter gives the starting point of the array section passed 
to the subroutine. With this information the dummy argument can be aligned 
to the corresponding part of the starting array via the use of the TEMPLATE. 



Using F77_ LOCAL. The extrinsic kind F77_LOCAL refers to procedures 
that are implemented in Fortran 77 and in the local programming model. This 
suggests that F77_ LOCAL is the natural choice for combining HPF with the 
Blas, which use Fortran 77 calling conventions. However, since the Fortran 90 
intrinsic function SIZE is typically not supported within a F77_ LOCAL subrou- 
tine, different techniques have to be used for determining the size of local arrays. 
Another problem with this EXTRINSIC mechanism is that it is not clearly de- 
fined in the HPF standard (HPF Forum fj), so there can be variations in the 
implementation details between different HPF compilers. For the HPF compiler 
used on the Meiko CS-2, INHERIT is not fully supported with F77_ LOCAL, so 
no performance results can be given for this version. 



Experiments. Runtimes on the Meiko CS-2 were the same for the HPF_ LOCAL 
version using TEMPLATES as for the INHERIT version. For that reason Fig. 0 
shows just one “HPF-|-Blas” curve. 

The sequential routine LAPACK/dpotrf was benchmarked on one processor. 
The efficiency values for p > 2 processors were determined by simply dividing 
the single-processor value by p. 

On one processor the superiority of the HPF-|-Blas versions over the pure 
HPF code can be seen. ATLAS-LAPACK/dpotrf yields very high efficiency on one 
processor. For an increasing number of processors a decreasing efficiency is to be 
observed. This phenomenon is due to the relatively small problem size (n = 2000) 
giving bad workload balancing for a one-dimensional processor distribution. 



HPF and Numerical Libraries 



149 




Number of processors p 



Fig. 6. Efficiency of the Cholesky factorization of a matrix of order n = 2000 on 
a Meiko CS-2. 



3 Calling Parallel Libraries from HPF 

As an alternative to the approach described in the previous section, extrinsic 
parallel library routines such as ScaLapack ^ and PLapack uni can be in- 
voked from HPF for distributed computations. In this case, the extrinsic library 
procedure itself performs communication as well as computation, and HPF is 
used as a framework for conveniently distributing data and for organizing high- 
level parallelism. Calling distributed library routines from HPF mainly involves 
the issue of passing distribution information from HPF to the library routines. 

This section gives a brief survey of techniques that have been used to interface 
HPF to the ScaLapack parallel library. 



3.1 Interfacing ScaLAPACK via EXTRINSIC Functions 

Blackford et al. ^ have developed an interface called SLHPF from HPF to the 
ScaLapack package P]. This interface uses three layers of wrapper routines: 
(i) global HPF routines, which call (ii) HPF_ LOCAL routines, which in turn call 
(iii) Fortran 77 routines, which take local assumed-size arrays as arguments. The 
first version of the SLHPF interface contains HPF wrapper routines for LU 
and Cholesky factorization, and for the level 3 Blas routines BLAS/dgemm and 
BLAS/dtrsm, among others. 

The wrapper routines do not have a significant influence on the execution 
time (see Blackford etal. |S|). Thus most of the total computation time is spent 
in ScaLapack routines. 

Unfortunately, at the time the present work was performed (August 1998), 
the SLHPF interface did not work in conjunction with the particular HPF com- 
pilers available on our Meiko CS-2 platform. Therefore, to give some indication 
of the expected HPF-ScaLapack performance. Table El shows the performance 
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of the ScaLapack Cholesky factorization routine called from Fortran 77 on the 
Meiko CS-2. In order to utilize the highly optimized Sunperf library, a different 
compiler (SUN F77) was used than in the experiments of Section |21 

Since the overhead of the SLHPF wrapper routines is small (see Blackford 
et al. |5|), we expect to achieve nearly the same performance when calling ScaLa- 
PACK from HPF via the SLHPF interface. Note that the observed efficiencies are 
comparable with those obtained using HPF with Blas routines optimized with 
Atlas (see Fig. ED . 



Table 2. Performance and efficiency of the Cholesky factorization on p = 
1, 2, . . . , 16 processors of a Meiko CS-2 using the Sunperf library and ScaLa- 
PACK. The matrix size was n = 1000. 



Processor 


Time 


Speedup 


Performance [Mflop/s] 


Efficiency 


P 


Grid 


Peak 


Observed 


1 


1x1 


11.9s 


— 


50 


28 


56% 


2 


2x1 


6.3 s 


1.9 


100 


53 


53% 


4 


2x2 


3.8 s 


3.1 


200 


88 


44% 


8 


4x2 


1.9s 


6.3 


400 


175 


44% 


16 


8x2 


1.3s 


9.2 


800 


256 


32% 



Lorenzo et al. m developed another interface from HPF to ScaLapack. In 
this interface, to call the PBlas routine Pdgemm, for example, an HPF wrapper 
routine HPF_ Pdgemm is called. This sets up the array descriptors of the Blacs 
(Basic Linear Algebra Communication Subprograms) using the HPF library 
function HPF_DISTRIBUTION, broadcasts this information to all processors, and 
then calls the PBlas routine Pdgemm as an EXTRINSIC (F77_LDCAL) routine. 

It should be noted that these interfaces from HPF to parallel libraries should 
also be useful for converting existing sequential numerical libraries to HPF. In 
many cases it should suffice to replace calls to sequential Blas or Lapack rou- 
tines in the Fortran 77 code by calls to PBlas or ScaLapack routines in the 
HPF version. 

There are, however, two possible sources of difficulty in interfacing HPF to 
parallel libraries: 

— If the HPF compiler is not based on MPI, the initialization of the message 
passing library is difficult (Blackford et al. Pj). In this case, PVM may be 
used. PVM computation nodes may also be started and initialized during 
runtime, independent of the HPF runtime system. 

— If the backend compiler is not the standard compiler of a given platform, 
incompatibilities with the optimized Blas libraries may occur. 
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3.2 ScaLAPACK Implemented in an HPF Runtime System 

The public domain HPF compilation system Adaptor (Brandes and Greco jO] ) 
contains an interface to ScaLapack. The interface is implemented directly in 
the HPF runtime system using the language C. This approach offers the following 
advantages. 

— A more flexible redistribution strategy is possible. 

— Subsections of arrays can be used without creating temporary arrays. 

— Overhead resulting from the conversion of the array descriptors from HPF 
to PBlas is reduced. 

However, portability is reduced due to the proprietary implementation. 

4 Conclusions 

It has been shown that existing numerical high performance libraries can be 
integrated into HPF code in a portable and efficient way, using HPF language 
features only. In particular, it is possible to implement parallel Blas on top of 
the sequential Blas. This guarantees high local performance in HPF programs 
and yields significant performance improvements compared to pure Fortran im- 
plementations which do not take advantage of existing software packages and 
libraries. 

Most high level linear algebra libraries are based on the Blas. By invoking 
a parallelized Blas version implemented along the lines suggested in this paper, 
these libraries can also be utilized within HPF programs. 
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Abstract. Parallel programming of sparse data structure has been rec- 
ognized to be hard to debug and to require an excessive amount of de- 
velopment time. The paradeis library (PARAllel Data Environment for 
Irregular Structure) is an object library that aims at providing a data- 
parallel approach with object oriented languages to ease the treatment 
of the sparse data structure for SPMD-like programs on Massively Par- 
allel Processors (MPPs) with distributed memory. This paper focuses on 
the core of communication layout: the conversion of global addresses to 
communications, and its relationship with partitioning strategies. 



1 Introduction 

In data-parallel languages, such as High Performance Fortran (HPF), the par- 
allel data structures are arrays. Accesses to distributed arrays still refer to a 
unique global address space which provides an easy programming model. How- 
ever, massively parallel distributed memory architectures do not always provide 
a mechanism to support a global address space. Each processor owns a local 
memory and data exchanges are performed by message passing. Thus, compiling 
data-parallel languages onto distributed memory architectures requires produc- 
ing communication code which translates global addresses to communication 
instructions and local memory addresses. The core of the compilation of com- 
munications is to compute two kinds of information from a global address M : the 
address p of the processor owning the corresponding data and its local memory 
address m in the processor. The correspondence between a global address M and 
the pair {p,m) is performed by a closed form expression. From this formula, the 
generation phase of the communication code identifies on each processor the sent 
data, the received data and the computed data. This leads to the definition of 
three sets: Send, Receive and Compute, These sets are computed accord- 

ing to rules which dictate the location of the computation. The owner computes 
rule establishes that the computation is performed by the processor which owns 
the stored values. Therefore, designing support for communication deduced from 
a global address requires the analysis of the intricate implications between dis- 
tribution, communication support and data structure. We propose a run-time 
system support based on an inspector-executor scheme to manage these commu- 
nications for sparse arrays. The proposed scheme emphasized the modularity to 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 153-^^21 1999- 
(c) Springer- Verlag Berlin Heidelberg 1999 



154 Franck Delaplace and Didier Remy 



break the relations between the partitioning structure and the communication 
scheme. The paper is organized as follows. Section |3 introduces the main fea- 
tures in compilation of communication for irregular structures. Section 0 exploits 
this analysis and describes the choices made in PARADEIS. Section 2] details the 
inspector-executor scheme. Finally, section |3 reports experiments performed for 
the PARADEIS library. 

2 Mapping, Communication, and Data Structures for 
Irregular Problems 

Addressing irregular problem implies to deal with communication induced from 
irregular data structure partitioning and access. Irregular structure distribu- 
tion can not be efficiently described with regular distribution scheme. Moreover, 
introducing a new distibution scheme implies a new array reference scheme. 
CHAOS [S| is an example of a run-time system that transforms global references 
into communications for indirect addressing and irregular partitioning. In order 
to understand the difficulties encountered when designing an inspector-executor 
scheme dealing with indirections jH| , we survey the main features of this system: 

User-Defined Partitioning The mapping that we consider is called a user-defined 
partitioning since it lets the users define their own mapping. It is defined by 
an array associated to a data structure. Given a one-dimensional array A, the 
mapping is stored in another array Map such that if A(i) is mapped to a pro- 
cessor p then Map(i)=p. The array Map having the same size as the array A is 
distributed according to a block distribution since it cannot in general be dupli- 
cated in every processor. The regular distribution is described by a function (e.g. 
where Map (i) = [i/b\ for partitioning in b blocks). In addition to the mapping 
array Map, another array is required to describe the local memory location. 

Indirect array reference A typical indirect array reference example is depicted 
in the following program. A run-time inspector-executor is needed to compute 
the communication induced from the array distribution. 

forall(i=0:n) 

X(e2(i))=Y(el(i))+l 

Inspector- Executor scheme Every array in the previous programs is distributed. 
Y and X are distributed according to the indirect mapping respectively defined 
by the arrays MapY and MapX. The indexing arrays el and e2 are distributed 
according to a regular distribution (e.g. blocks for instance), so that the location 
of a specific indexing array can be computed from a formula. Consequently the 
other processors do not know which data are used for a particular computation 
in an given processor since they do not have these indexing arrays. The following 
five communications are due to the distribution of indexing arrays and mapping 
arrays. The processor computing the result must own all the references but 
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the irregular partitioning prevents the use of the owner computes rule. The 
rule applied is almost the owner computes rule. The inspector-executor scheme 
proceeds as follows: 

1. Localize the information (processor and loeal memory) of the referenced data. 
Given an iteration i, the processor owning el(t) must determine where 
Y(el(i)) is mapped. This is done by a request to the processor owning 
MapY(eKz)), w/iereMapv(el(i)). The received message is composed of a 
pair (p,l) which indicates where the value is located and its local address. 

2. Gather values. Once the real location of a data item is found, a pair of 
communications is necessary to bring these values in the processor owning 
the index el (i) . 

3. Perform computation and update values. Since the computation follows al- 
most the owner computes rule, the processor with the stored data is not 
always the processor where the computation is performed; therefore a com- 
munication is necessary to update the value. 

PARADEIS addresses a subclass of this problem: the class of sparse linear 
algebra problems with user-defined partitioning, the most general description of 
a mapping. In sparse linear algebra problems, the indirect addressing is only due 
to the sparse storage format of the matrices. In other words, the program would 
have regular accesses if the matrices were not sparse. 



3 PARADEIS 

In PARADEIS, the choices of sparse data structure, accesses and mapping codifi- 
cation are guided by the possibility to compute the Send, Receive and Compute 
sets on each processor, which is the key to having only one communication for a 
global reference. The solution is based on two principles. First promotes the use 
of implicit sparsity for programming applications. Second defines a hierarchical 
data structure and associated algorithm for representing the sparsity pattern to 
various degrees of approximation. The size of the data may then be traded for 
the accuracy of the representation. 



3.1 Implicit Sparse Data Structure 

An implicit sparse data structure enables a programmer to write his/her pro- 
gram as if it operated on dense array formats. Implicit sparse storage eases the 
programmer’s task since s/he does not have to deal with the sparsity. This ap- 
proach has been introduced by Bik and Whishoft 0. According to them, sparse 
data structures (sparse arrays) are data structures that are logically contained in 
enveloping data structures (dense arrays). In paradeis, a parallel sparse data 
structure corresponds to an instance of a class which is accessed by several kinds 
of iterators. 
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CRS M xV 



PARADEIS M xV 



for(i = 0; LIGNE[i] < nz; i++) 
for(j=R0[i]; j<R0[i+l]; j++) 
R[i] += M[j] * VA[C0[j]] ; 



Iterator i(M) ; Iterator j (i) ; 
ford .beginO ; i.endO; i.nextO) 



for(j .beginO ; j.endO; j.nextO) 



R[i] += M[j] * V[j] 



Fig. 1. MV multiply 



Consequences for the inspector- executor scheme The use of an implicit sparse 
data structure allows programs to be written as they are conceived for dense 
arrays. Therefore, the array references in the sparse linear algebra program are 
regular (affine). Regular accesses are described by functions which provide a 
global view of the communications. In paradeis, communications are specified 
by array sections of the form [I : u : s], where I stands for the lower bound 
of the section, u stands for the upper bound of the section and s stands for 
the stride. The local access is done by iterators. The implicit sparsity offers 
the ability to efficiently determine the Compute set on each processor. Figure [D 
represents programs of a sparse matrix vector multiply. The program to the left 
is a sequential program with C.R.S format jS], the one to the right is a sequential 
program written in paradeis. The sparsity is hidden by the use of dedicated 
iterators (i,j) which give the taste of dense programming. These iterators scan 
the non-zero of the sparse matrices. 

3.2 Mapping of Sparse Data Structure 

In PARADEIS, the localization phase has been removed. In order to remove the 
communications combined with the localization phase (see Section Ej) , sufficient 
information must be kept on each processor to describe the mapping of all data. 
Since the mapping array Map (that define only the mapping of non zero values) 
cannot be duplicated because it is too large, we define an approximation of this 
mapping that requires less memory. A valid approximation is such that, given a 
non-zero value located at the coordinates (x,y), if the value at (x,y) is mapped 
onto p then the approximation also gives this mapping. However, in the case of 
sparse arrays, the approximation can also define a mapping for coordinates which 
correspond to zeros in the sparse matrix. A sparse tree descriptor describes this 
approximation . 

The mapping is described by a set of 3-tuples {[lx ■ Ux], [ly '■ Uy],p) signifying 
that the data items contained in this block are mapped to the processor p. 
Logically, the descriptor can be viewed as a tree. 

— The root is the size of the matrix. 

— The first level is the common global knowledge shared by every processor. 

It provides an approximation of the exact mapping 
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Fig. 2. Example of a descriptor codification 

— The second level corresponds to local knowledge. It is the exact description 
of the values held by a processor. This information is only stored on the 
processor where the corresponding data are mapped. 

— The leaves contain data if they are resident on the processor. 

Figure El describes an example of this codification for a 10 x 10 matrix. Filled 
cells correspond to significant values whereas empty cells correspond to zeros. 

3.3 Codification of the Partitioning by a Descriptor 

Any partitioning can be applied providing it is described by a sparse array 
descriptor. For matrices, some partitioning algorithms such as BRD decomposi- 
tion El provide a natural description of partition as a sparse tree descriptor. If 
the result cannot be directly codified by blocks, then it is decomposed into sev- 
eral independent blocks. These blocks are not necessarily contiguous but they 
still refer to a single partition. Once the mapping is defined the pieces of the 
sparse matrix are assigned to processors. The codification is performed in paral- 
lel. The part of the global view computed for one processor is broadcast to every 
processor. 

The codification algorithm balances the accuracy of the description and the 
memory occupancy. The accuracy of the descriptor affects the amount of useless 
data sent in each messages. The number of blocks affects not only the memory 
occupancy but also the overhead induced by the inspector-executor phase, since 
the complexity of the inspector depends linearly on the number of blocks. The 
experiments (Section ED have been performed with a “fine to coarse” algorithm 
which aggregates blocks to provide a larger block until a threshold is reached. 
The threshold represents a density ratio of the significant values in each block. 
Two different thresholds are defined: the first corresponds to the local level and 
the second to the global level. 
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4 Compilation of Communications 

The proposed codification calls for an inspector-executor scheme to perform the 
communication involved by an array section. An array section encompasses a 
subset of the sparse matrix. The compilation of communication is performed 
as for an HPF paradigmatic program : Ux ■ Sx) = Y(ly : Uy : Sy) where 
X and Y are considered to be implicitly sparse. lx,Ux, Sx,ly,Uy, Sy are integer 
vectors to represent a multi-dimensional section. In the paradeis library, the 
associated communication is performed by the method Y. exchange (X, lx '■ Ux ■ 
Sx, ly : Uy : Sy) . Comparod to the HPF program, the exchange only performs 
the communication required by the assignment, and not the assignment itself. 

4.1 Inspector-Executor Scheme 

The communication scheme is based on a search of the significant data enclosed 
in an array section by using a tree where levels are ordered by inclusion. The 
inspector-executor scheme consists of two phases. 

Approximation First, the search is performed according to the first level; it 
provides an approximation of the significant values owned by a processor. 
Refinement This search is performed at the second level by every processor, 
to send the non-zero values it owns. 

We call an union of multi-dimensional array sections a sparse block. A global 
sparse block is a subset of blocks described at the global level whereas a local 
sparse block is a local subset of sparse blocks. GS^ and LS^ correspond re- 
spectively to the global and local description of X located on the processor p. 
By extension, GS^ represents the union of the global sparse blocks of all the 
processors. Let A be a sparse array, and me be the processor identifier, we define 
the following functions: 

— Own{X, s) = {P, B) gives the set P of the processors owning a part of the 
sparse block s according to GS^ . H is a set of sparse blocks where each 
elements is indexed by a processor identifier such that for every p G P, its 
corresponding sparse block is Bp G B. 

— own{X, s) = P stands for the restriction of the previous function Own to 
the set of processors. 

— a{a, b, c) is a function which provides a subset of blocks c' C a corresponding 
to c C 6. This function computes the correspondence between the stored 
section and the read section. 

1. If a, 6, c are one-dimensional array sections such that: 

a = [la ■ Ua ■ Sa], b = [lb : Ub '■ Sb], c = [Ic : Uc : Sc], then the resulting 
section is: 



Ic lb j , I Uc lb I Sc 

■ Sa : la + Sa-L J : — Sa 

Sb Sb Sb 
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2. If a, b, c are multi-dimensional sections then cr corresponds to the appli- 
cation of the previous formula to each of the dimensions. 

3. If a, b, c represent sparse blocks, then the result is the union of elementary 
array sections computed from the above formula. 

The assigned part of an array may be determined for a given read sub-section us- 
ing the cr function. For the given following statement A [0 ; 21 ; 3] = B [10 : 38 : 4] , 
the corresponding stored part B [18: 34: 8] is: 

cr([0 : 21 : 3], [10 : 38 : 4], [18 : 34 : 8]) = [6 : 18 : 6] 

Thus, A [6 : 18 : 6] will be assigned by the values of B [18 : 34 : 8] . 



Inspector Phase The first step is the computation of the expected Send and 
Receive sets. They are defined from the global knowledge. 

Send Inspector The goal is to define an approximation of the blocks which are 
sent from the processor me. The inspector compares of the global knowledge 
and the array section to define the set of receiving processors and the data 
set to be sent. 

Approximation 

— GR is a global set of blocks of X which correspond to the data of Y 
owned by the processor me: 

GR = (j([[a; : ILx : \j^y ■ ^ [^y ' 

— {PS, B) is the set of the processors which receive the expected value 
of X owned by me. B is the corresponding set of global blocks: 

{PS, B) = Own{X, GR) 

Refinement 

— RBp is the local set of blocks of Y which will be sent to the processor 
identified by p: 

Vp G P , RBp — LSjy,^^ n fr([[y . Uy . Sy], \ix ■ B) 

Receive Inspector The receive inspector computes the set of processors which 

send data to me. The receive inspector only performs an approximation. 

— GW represents the set of addresses of X which need communications for 
their assignments. GW = <j{[ly : Uy : Sy], [lx ■ Ux : Sx],GS^^ n [lx : Ux : 
Sk]) 

— PR is the set of the processors which are supposed to send values: PR = 
own{Y, GW) 



Executor Phase Only significant values are transferred during a communica- 
tion. Thus, the inspector phase transmits the local descriptor and the associated 
value. Values are stored in a dedicated temporary region of Y. 



Send Executor 



Receive Executor 



for p e PS — {me} 

send(.RBp , value (.RBp) ,tag,p) 
end for 



for p e PR — {me} 

receive(B,D,tag,p) 
store (p,B,D) into 
endf or 
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4.2 Communication-Free Permutation 

The descriptor represents the mapping function as well as the data structure. It 
enables some permutations to be performed on the data without communication. 
For example, the transposition of a matrix A consists of exchanging values of 
Uij with Uji- In our case, it suffices to exchange the array sections corresponding 
to rows and columns in the descriptor in every processor and to perform a 
local transposition of the values. This feature can be used for any permutation 
which does not induce an overlap of the resulting partition. For example, any 
permutation which preserves the Euclidean distance (such as a shift) can be 
treated this way. This property does not hold for a regular distribution because 
the mapping is determined by a function that cannot be changed. 

5 Experiments 

This section reports on experiments with paradeis. These experiments are per- 
formed on matrix vector multiply R — M xV. where R and V are dense vectors 
whereas M is a sparse matrix. V and M are distributed according to the BRD 
strategy. The experiments have been performed on an SP2 (8 nodes Power PC 
66.6 Mhz, 256 MB /processor), paradeis has been developed in C-I--I- with the 
PVM message passing library. The compiler is GCC 2.7.2 with the option -O. 
Tests have been performed on a large variety of sparse matrices coming from 
the Harwell Boeing collection. Only few results are reported here because of the 
lack of space. 

Some N X N matrices are presented in Table Q Their main characteristics 
are reported: number of non zero values, size N and corresponding density. 





bcsstkl3 


cavity09 


mcfe 


bcsstml3 


bcsstkl9 


NZ 


42943 


32747 


24382 


11973 


3835 


N 


2003 


1182 


765 


2003 


817 


Density 


1.07% 


2.34% 


4.16% 


0.3% 


0.57% 



Table 1. Properties of the test matrices 



Scalability We analyse the impact of paradeis on the scalability of the pro- 
grams. The MV multiply is known to have a near linear speed-up. Figure 0 re- 
ports the results of the experiments. The efficiency is at least 75%, which shows 
that the management of the descriptor has little impact on the total execution 
time. The decrease of the speed-up is mainly due to communication. 

Object oriented language (C-| — h) overhead paradeis is implemented us- 
ing C-|— I- classes like SparseArray M in paradeis part of Figured This leads 
to an overhead compared to a simple C array. Figured describes two versions of 
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Fig. 3. Scalability and Efficiency versus Number of Processors 



a sequential MV multiply. One can see that the paradeis version is very close 
to the dense version using C’s array. To measure the impact of object layout 
(the use of a descriptor and iterators) we analyse the time spent to scan indexes. 
The criterion is the number of iterations per second. The performance ratio r 
is always in favour of CRS code written in C. Yet the ratio is small and de- 
pends on the matrix: 1.2 < r < 1.8 for the execution on a SUN SPARC 10, and 
1.9 < r < 3 for an RS6000. The overhead is mainly due to the descriptor part 
of the SparseArray structure, more precisely to an increase of the complexity 
of bound checking. 



Memory overhead Two parameters influence the memory overhead: the den- 
sity ratio and the structure of the matrix. Figure 0 reports two kinds of compar- 
isons: The first one represents the evolution of the memory occupancy (in bytes) 
when the local density ratio increases. We also compare it with an estimation 
of the memory occupancy of the solution proposed in Vienna Fortran though 
BRD descriptors and local CRS arrays [ 7 |. This first measure shows that the 
memory occupancy depends on the structure of the matrix. The second figure 
to the right are cumulative bars representing the ratio of memory occupancy for 
some All values. From bottom to top of a bar, the first ratio (darkest grey) cor- 
responds to nonzero elements, the next one represents the percentage of the zero 
element, the third one the size of the local descriptor and the last one (the top) 
the size of the global descriptor. An immediate conclusion is that the percentage 
of the global descriptor is negligible. The size of the local descriptor depends on 
the structure. The more the structure is scattered, the more the size of the local 
descriptor is important. 

We compare the descriptor and non-zero value size of CRS and paradeis 
storage. CRS stores only non-zero values (NZ) in an array (as double-precision 
value for example) . It also needs a descriptor of size equal to NZ plus the number 
of rows. In PARADEIS, the local descriptor is mainly between 10% and 50% of 
the used memory storage. It is the same amount as for CRS storage. 
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Descriptor 



£ 

Descriptor 




Zero 
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Zero 



Fig. 4. Memory overhead 



6 Conclusion 

In this paper, we define the main features of an object library for data-parallel 
sparse matrices. The experiments show that paradeis and the object program- 
ming may be an efficient solution to ease programming of sparse problems. The 
PARADEIS library can be considered as a user library as well as a compiler back- 
end library for high performance data-parallel languages. Two perspectives are 
considered: to extend the validation to more complex algorithm (like conjugate 
gradient); and to use another geometric basis as parallelograms instead of rect- 
angular blocks in order to cover some particular structure like diagonal matrices. 
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Abstract. General performance measurement tools, as provided on a 
SGI-Power Ghallenge/RlOOOO (194 MHz) running IRIX 6.2, which are 
the shell-commands perfex -a a. out and ssrun -[pcsampl, ideal, 
usertime] a.out, have been used for profiling a new SCF-program based 
on the Hartree Fock theory. The main cpu-time-consuming subroutine 
was detected and a parallel version with PVM 3.3 at a host-node model 
has been deduced. Speed-up parameters are presented and discussed. 

1 Introduction 

Electronic structure determination has always been one of the key topics in 
computational chemistry and, due to the enormous progress in the performance 
of today’s hardware architecture, this subject is becoming more and more im- 
portant even in the fields of traditional bio-sciences, such as molecular biology, 
immunology, pharmaceutics, drug design and many more. As a result of this, a 
well designed algorithm for the calculation of molecular orbitals of large systems 
is still an interesting task one can pay attention to. 

1.1 Time Independent Schrddinger Equation 

The state of the art method for gaining some information about the electrons 
within a certain molecule is iteratively solving the time independent Schrddinger 
equation Q 



cZcc^r’ri'n .c 




'(pei{ri,r2...) = E tpei{ri,r2...) (1) 
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where the square bracket term on the left hand side of equation Q] is usually 
referred to as the Hamiltonian Operator, whose first part comprises the Kinetic 
Energy^ of the electrons and whose second part describes the Potential for the 
electrons 
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consisting of Nuclear Attraction^ and Electron Repulsion. 

Furthermore, the of equation ^is called the Wavefunction of 

the Electrons^ and the Eigenvalue E on the right hand side of equation ^ stands 
for the Total Energy of the electrons and from all of these it may become clear 
that the whole Schrodinger equation represents an Eigenvalue Problem. 



1.2 Decoupling of Electron Repulsion 

The coupling of electrons as given from the last term of equation 0 leads to a 
correlated motion of electrons, that explicitly treated would result in tremendous 
computational efforts, which might be fairly released, if the following approxi- 
mation is used. 
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+ Veff{ri) 



( 3 ) 



with p(r) standing for the Electron Density around point r and Veff{ri) being 
an Effective Potential. 

With this approximation the general n-particle Schrodinger equation Q re- 
duces to its decoupled one-electron form of n El identical one-particle equations 
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where now the 4>k{r) are one-electron wavefunctions or molecular orbitals (MO 
0 ) and equation 2] once more reflects an eigenvalue problem. 

The fundamental property characterizing a molecule, the so called one-electron 
density p(r), is related to the n-particle wavefunction tpei{ri,r 2 ...rn) by 



P{ri) = 






iph{ri,r2...)ipei{ri,r2...)dr2dr^...drr, 



( 5 ) 



^ As usual, the Ai is used as an abbreviation for the Laplacian Operator. 

^ the Zk stands for nuclear charge at center Vh. 

® Note, that for this very general formulation each electron has its own spatial coor- 
dinates n. 

^ n stands for total number of electrons. 

® Molecular orbitals shall be designated 4>k and are said to form an orthonormal set. 
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and takes the special form 

electrons 

( 6 ) 

i 

for a Slater Determinant. 0 



1.3 Effective Potential 



The practical representation of Veff(r) in equation 0 gives rise to two different 
main stream directions in quantum mechanics, where the one is called Density 
Functional Theory |H| and the other is referred to as Hartree Dock Theory Q HI 
The latter has been used for the present program we are talking about. 

In Hartree Fock theory ( HF ) the 3’'^^ and term of equation 2| are replaced 
by the following closed form 




r 



p{r)df 

\r — f\ 



+ Veff{r) 



electrons 

^ E 

HF ^ 



with the J- and K-terms 0 given by 0 




(7) 



Jj = Jj{r)(j)k{r) 




.r 



Mr) 



( 8 ) 



Kj = Kj{r)Mr) 









(9) 



Thus the sum over J-terms together with equation El is precisely the Coulomb 
Potential ( 3’’^^ term of equation 0 ) and the sum over K-terms represents a 
Nonlocal Effective Exchange Potential. 

So far we always talked about the electrons only and never spent a word on 
nuclear charge distribution, that theoretically should again be subject to another 
wavefunction and treated in the same quantum way the electrons had been. The 
neglect of an explicit wavefunction for the description of the nuclear charges 
is due to the fact, that the two wavefunctions, for electrons and nuclei either, 
may be separated into two independent ones, which is commonly known as the 
Born-Oppenheimer Approximation^ 0|. 



® ’4>ei{ri,r2...) = V [4>i{ri)4>2{r2)...4>n{rn)] where V means Permutation and all is 
done in order to respect the Pauli Principle [3], that results from the antisymmetric 
character of the wavefunction. 

^ Jj in equationQis called Coulomb Operator and Kj in equationQis called Exchange 
Operator. 

® Note, that the Index k refers to (fik of equation 0 and thus shows up the exchange 
character of Kj. 

® All nuclear centres are considered fixed in space with fixed partial charges Z(rh) 
located at those very points in space. 
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1.4 SCF-Procedure 

As may be seen from equation0the decoupled one-electron Schrodinger equation 
depends on the electron density p{r), which in its turn is a function of all MOs 
involved. Therefore all other electrons have a strong influence on the solution of 
the eigenvalue problem for a particular electron. 

This leads to the paradox situation that one should already know all MOs in 
order to be able to determine one particular MO explicitly. 

To overcome this principal problem, equation 0 has to be solved via a so- 
called Self Consistent Field procedure ( SCF ), which in a sketchy way may be 
described as 

— Set up a first trial density p\{r), that naturally will be far away from the 
actual physical relevant one. 

— Solve the eigenvalue problem^ and thereby get access to a set of MOs, which 
in turn results in a better, more realistic new density p 2 {i') via equation El 

— Resolve the next eigenvalue problem using the improved density p^i^) and 
again get another even more improved set of MOs and so on... until two 
subsequent sets of MOs will be almost identical to each other and differ only 
by a predefined small threshold value. 



1.5 LCAO, Main Problem, and Method 

According to the LCAO - approac/i[^l the MOs are again expanded into a linear 
combination of atomic orbitals( A0|3 )i where the latter might also simply be 
called Basis Functions 

Mr) = '^Ck,i Pi{r) (10) 

i 

and the basis functions ipi are again expanded in a series over Primitive Gaus- 
sians Xj 

Fi{r) X]{r) > (H) 

3 

which typically are Cartesian Caussian Functions located at some place 
(Aj;,Ay,Az) in space Emm 

xAr) = N,(x - AV\y - - A,)" (12) 

Linear Combination of Atomic Orbitals. 

Atomic orbitals shall be designated (fii. 

Basis functions are those widely known Is, 2s, 2px, 2py, 2pz... orbitals for the 
description of one-electron atomic systems such as H, He'*', 

An S-type basis function will consist of primitive gaussians with 1 = m = n = 0, a 
P-type however of primitives with 1 -|- m -|- n = 1, which may be solved at 3 different 
ways, either I = 1 and m = n = 0, or m = l and Z = n = 0, or n = 1 and I — m = Q. 
D-type specification will likewise be Z-|-m-|-n = 2 and similarly F-type l-\-m + n = 3. 
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The main problem for SCF-calculations is the evaluation of the ERIs, the 
Electron Repulsion Integrals, that are 6-dimensional, 4-center integrals over the 
basis functions ip. 

ERI = j J I^i{ri)pj{ri)j;p-^^^ipk{r2)pi{r2)dr-idr2 (13) 

There are various ways to compute ERIs Euni m, but the method used 
in the present program is the recursive method Prescribed by Ohara and Saika 

m. 

1.6 Shell Concept and Model-Molecule SO 2 

Without any intention of going into further details, we just want to outline, at 
least basically, the principal scheme behind the recursive construction of ERIs 
due to Ohara and Saika EI2[. For all further report we present data for a simple 
molecule, that has been used as a certain kind of reference - SO 2 in particular. 
A schematic representation of the molecule is given in table d The applied 
basis function specification has been the standard 6-3 Ig basis-set The 

main advantage of this 6-31g basis-set is, that there exist cross-contracted shells, 
e.g. SP-contracted shells, which will utilize the same exponential factor ( a in 
equation^) for S-type basis functions as well as P-type basis functions Lj, and 
hence will offer a chance to calculate the more complicated ERIs, that contain 
P-type basis functions, in an recursive way from easily generated pure S-type 
ERIs. 

As stated above, ERIs are 4-center integrals, and therefore we will have to 
combine 4 centres together with the according contracted shells to determine how 
many ERIs may be built in one subsequent, recursive subprocess. For example 
consider the center-quartett 00 |~3l , then one possible combination of 

contracted shells would be (2)(3)(5)(97Hwith the basic S-type ERI made up 
from basis functions 2 6 14 24, and after initial calculation of this basic S-type 
ERI, a total number of 63 related ERIs may be derived recursively, such as 2 6 
14 25, 2 6 14 26, 2 6 14 27, 2 7 14 24, 2 7 14 25, 2 7 14 26 .... 5 9 14 27. 

2 Performance Analysis 

2.1 General Status 

To shed some light onto critical regions of our program, we have used perform- 
ance-measurement-tools, as provided on a SGI-Power Challenge/RlOOOO (194 
MHz) running IRIX 6.2. 

All complicated ERI-types {l + m + n > 0) may be deduced from the easier computed 
{Si,Sj\Sk,Si) type. 

For example basis functions 6, 7, 8 and 9 of contracted shell (3) at center will all 
have the same exponent a. 

There are 90 possible combinations of relevant contracted shells within this partic- 
ular center-quartett and we have only picked one out of them. 
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Table 1. Shell concept explained at the model- molecule SO 2 , that has been used 
for further analysis. 



Schematic Representation of SO 2 


Element 


1 s 


2 0 


3 0 


Cntr. Shll.Ti/p 


(l)s 


(2)sp 


(3)sp 


(4)sp 


(5)s 


(6)sp 


(7)sp 


(8)s 


(9)sp 


(lO)sp 


Basisf.Ti/p 


Is 


2s 

Spx 

4:Py 

5pz 


6s 
7 Px 

8py 

9pz 


10s 

llpr. 

12pj, 

13pz 


14s 


15s 

16pi 

17pp 

18pz 


19s 

20pa; 

21py 

22pz 


23s 


24s 

25p, 

26py 

27pz 


28s 

29pa; 

30py 

31pz 



Some insight into the basic events of the r 10000 processor for some specific 
program execution may be gained by using the shell-command perfex -a a.out. 
Then a table is given, which represents a listing of total counts of various events, 
such as 2”^^ level data cache misses, or issued loads, or graduated loads, or ... 
that happened during program execution and thus □ a relative weighting of 
critical events may be done to notice some basic bottlenecks. A listing of the top 
6 events during our SCF-process together with some relative numbers of highly 
sensitive events is given in table 0 below. 



Table 2. Relative timings of specific hardware counters on RIOOOO, SGI for one 
SCF-process completion. 



Top 6 Events and Relative Timings 


Event 


Counts 




Typical 


Absolute 


Relative 








Event-Cost 


Time [min] 


Time [%] 


Cycles 


1.407 


10^^ 


1.00 


12.088 


100.00 


Issued Loads 


7.402 


T(F“ 


1.00 


6.359 


52.61 


Graduated Loads 


6.125 


1(P“ 


1.00 


5.262 


43.53 


Issued Stores 


3.165 


1(P“ 


1.00 


2.719 


22.49 


Graduated Stores 


3.146 


T(F“ 


1.00 


2.703 


22.36 


Decoded Branches 


1.196 


1(P“ 


1.00 


1.028 


8.50 


Graduated FP Instruc. 


8.079 


~W~ 


1.00 


0.694 


5.74 


Prim. Data Cache Miss 


3.280 


10 ’' 


9.03 


0.254 


2.10 


Mispredicted Branch 


1.317 


To^ 


1.50 


0.170 


1.40 


Sec. Data Cache Miss 


2.871 


10 ’" 


192.12 


0.005 


0.04 



Interpretation At least no principal performance bottlenecks were encoun- 
tered, especially when looking at highly sensitive events, such as data cache 
misses and mispredicted branches. So we don’t think, that this application suffers 
from serious performance-problems, which could be solved at the programmer’s 
level. 



17 
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Performance Analysis and Derived Parallelization Strategy 



169 



2.2 Main Time Consuming Modules 

The other thing we were highly interested in, was to select those subroutines 
and functions, that play the main part during program execution as far as 
cpu-time is concerned. Therefore we did some performance-measurement on the 
SGI-Power Challenge/RlOOOO (194 MHz) running IRIX 6.2, namely ssrun - 
[pcsampl, ideal, usertime] a.out, which all produce ordered listings of the 
involved modules according to their fraction in the total cpu-time. 

No matter which of the three optional parameters were selected in particular, 
it always turned out that 99.9 % of the total cpu-time was spent in Subroutine 
FMAT, which is our module for ERI-computation. 



3 Parallelization 



As has become clear from the previous section 12. 'Zl our primary goal for paral- 
lelization purposes had to be subroutine FMAT — the ERI-calculation module. 

For a first approach we used PVM 3.3 El for a host-node model due to the 
MPMD scheme El, where the outermost loop El within subroutine FMAT had 
been split and partitioned over a certain range of nodes. 

To begin with we present data resulting from a simple arithmetic, averaging 
partitioning scheme ( table 0 ), where each of the involved nodes got to work on 
a certain subset of center quartettes and the number of individual items within 
this subsets was derived by simply dividing the total number of all possible 
center quartettes through the number of nodes involved. ( partitioning scheme 
also shown on left side of table 0 ) 



Table 3. Wall clock times for parallel SCF on Dec 3000 cluster for different num- 
ber of nodes and derived speed-up parameter. Arithmetic average partitioning 
scheme. 



Wall Clock Times and Speed-Up 




Number of Nodes 


Wall Clock Time [min] 


Speed Up 


Dec 3000 Cluster 


1 - sequential 


46:12 




Dec 3000 Cluster 


2 


32:03 


1.44 


Dec 3000 Cluster 


4 


21:00 


2.20 


Dec 3000 Cluster 


8 


13:34 


3.46 



Rel. 11 on the alpha-cluster made up of equal dec 3000 nodes, Rel. 10 on the SGI 
Power Challenge RIOOOO. 

Multiple ( different and executable ) Programs Multiple Data. 

Loop over quartettes of center. 
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3.1 Load Balancing 

After realizing the poor speed up factors obtained from the initial, simple arith- 
metic average partitioning scheme ( left side of table El), we went one step further 
and introduced a pre-scanning subroutine, with which we could estimate the net 
work to be done and based on this information we built load-balanced pairlists 
representing the outermost loop over center quartettes. The latter scheme gave 
rise to the following pairlists of center 0 ( right side of tableEl) and a summary of 
corresponding speed-up data for the likewise improved parallel version is given in 
tablejSlfor the Dec 3000 cluster as well as for the SGI-Power Challenge/RlOOOO 
(194 MHz). 



Table 4. Arithmetic average and load balanced partitioning scheme of the 
outermost loop over center quartettes into node-specific pairlists of center for 
SO 2 — 4 nodes considered. 



Pairlist of Center for SO2 
Arithmetic Average 




Pairlist of Center for SO2 
Load Balanced 


Node 


Left Pair 


Right Pair 




Node 


Left Pair 


Right Pair 




of Center 


of Center 






of Center 


of Center 


I 


1 


1 




I 


1 


1 




1 


2 






1 


2 




1 


3 






1 


3 




1 


4 




II 


1 


4 




1 


5 






1 


5 


II 


1 


6 






1 


6 




2 


2 






2 


2 




2 


3 




III 


2 


3 




2 


4 






2 


4 




2 


5 






2 


5 


III 


2 


6 






2 


6 




3 


3 




IV 


3 


3 




3 


4 






3 


4 




3 


5 






3 


5 




3 


6 






3 


6 


IV 


4 


4 






4 


4 




4 


5 






4 


5 




4 


6 






4 


6 




5 


5 






5 


5 




5 


6 






5 


6 




6 


6 






6 


6 



According to the specification done in table Q pair 1 will be | 1 | 1 | , 2 is | 1 | 2 | , 3 is 



1 |3|, 4 is 


2 2 


, 5 is 


2 


3 


and 6 is 


3 


3 



21 
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Table 5. Wall clock times for parallel SCF on either SGI-Power Chal- 
lenge/RlOOOO (194 MHz) or Dec 3000 cluster for different number of nodes and 
derived speed-up parameter. Load balanced partitioning scheme. 



Wall Clock Times and Speed-Up 




Number of Nodes 


Wall Clock Time [min] 


Speed Up 


Dec 3000 Cluster 


1 - sequential 


46:01 




Dec 3000 Cluster 


2 


23:21 


1.97 


Dec 3000 Cluster 


4 


14:18 


3.22 


Dec 3000 Cluster 


8 


7:06 


6.48 


SGI Pow.Chll. 


1 - sequential 


12:00 




SGI Pow.Chll. 


2 


6:03 


1.98 


SGI Pow.Chll. 


4 


3:52 


3.10 


SGI Pow.Chll. 


8 


1:57 


6.15 



3.2 Discussion 

1. According to Amdahl’ s Law 

SpeedUp < (14) 

with s standing for the serial fraction and Ncpu for the number of nodes, we 
should obtain speed up values almost equal to the number of nodes involved, 
if we assume that s is sufficiently small and that communication may be 
neglected. 

From section T272\ we may conclude that s = 0.001, which leads to theoretical 
speed up values of 1.998 for 2 nodes, 3.988 for 4 nodes and 7.944 for 8 nodes. 
Nevertheless our measured speed up values as represented in table 0 dif- 
fer quite a lot from those theoretical values, which is due to the fact, that 
despite serious efforts to enable a well balanced work distribution one can- 
not overcome the principal block structure for ERI-computation ( section 
O)- This means, that even after building load balanced pairlists all nodes 
will still have to work on slightly varying fractions of partial work, that are 
comparable to each other, but not exactly equal. E 

So after 3 nodes for example have already finished their partial work, node 
IV may still be busy completing its last center quartette, which forces all 
other 3 nodes to stay idle in the meantime and thus induces an artificial 
enlargement of the serial fraction in program execution. 

2. The small differences in speed up between the Dec 3000 Cluster and the SGI 
Pow.Chll. ( table 0) reflect the much faster processors of the SGI Pow.Chll., 
where for the latter the proportion computation : communication becomes 

Like the area of a puzzle can be divided into a number of almost equal partial areas, 
but not into exactly equal partial areas, without destroying some particular puzzle 
slice. 
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seriously smaller and hence system operations (I/O, memory-management, 
communication ) gain importance. 

3. Communication terms have been kept to an absolute mininum, so that only 
the varying density-matrices need have been sent and only the arising partial 
Fock-matrices need have been received within each of the iteration steps 
throughout the whole SCF-process ( section Oi l. 



3.3 Conclusion 

Recursive ERI-computation according to Obara and Saika may not be done 

in 100 % parallel mode, but after introduction of some load balanced pairlists, a 

considerable amount of the global work may be parallel computed on distributed 

nodes. 
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1 Introduction 

Nowadays, the competitive market demands a fast design cycle. The companies 
are forced to design products in short time. The new computational resources 
can help companies to gain competitive advantage. This paper explains the Pro- 
gressive Addition Lens (hereinafter, PAL) design process, the key product for 
the ophthalmic lens manufacturers in Europe. We will show the complexity of 
the optimization algorithms involved and how a parallel approach can improve 
the design capability. 

Industrias de Optica S.A. is the biggest Spanish lens manufacturer, its flag- 
ship product being the progressive lens. This kind of lens is used to compensate 
the presbiopya, resulting from the aging of the eye. This product is growing its 
market share and becoming the most important product for the ophthalmic lens 
manufacturers . 

A progressive lens has three different vision zones. With the first zone the 
user can see distant objects. With the second zone the user can see at intermedi- 
ate distances, due to a progressive change of optical power. The last zone is used 
for near vision. It is known that there is no analytical solution that gives the best 
possible progressive lens, so it is mandatory to use an optimization algorithm | 2 | . 

In addition to these three zones, used in phoveal vision, there is a fourth 
zone, the lateral zone. All the effort in the optimization process is devoted in 
reducing the astigmatism in this zone, improving the overall lens performance. 
In figure n the different zones can be observed. 



* Also in Industrias de Optica S.A. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 173-^^21 1999- 
(c) Springer- Verlag Berlin Heidelberg 1999 



174 



Enric Fontdecaba, Jose M. Cela, and Juan C. Diirsteler 




Fig. 1. Progressive Addition Lens vision zones 



In the Progressive Addition Lens design process, it is necessary to optimize 
the lens surface for several sets of design parameters. This is an iterative pro- 
cess, so it is very important to use the fastest possible algorithm. This is the 
motivation that led us to a parallel approach. 



2 Facing the Problem 

In this section the different issues related to the model and the problem solving 
will be presented. First, the lens mathematical model will be explained. Second, 
the cost function and the optimization process will be detailed. 



2.1 The Lens Surface 

The issue in this optimization problem is to build an appropriate surface, thus 
a surface modeling tool is needed. We use B-Splines as the basis to model the 
optical surface. With this basis, two interesting properties are achieved: 

Local control. When moving a control point of a B-Splines model, only the 
neighboring zones are modified. A control point of the surface is a degree of 
freedom in our optimization problem. The local control behavior leads to a 
quasi-regular sparse structure in the hessian matrix of the objective function. 
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class surface. The B-Splines are twice derivable. This property is needed 
in order to calculate the surface curvature. The optical power and the astig- 
matism, the lens properties measured, are related to the surface curvature. 
The computation of this curvature is the source of the non-linearity. 

The B-Splines modeling allows enough flexibility. Also, as our algorithms im- 
prove, it is possible to obtain a more accurate model increasing the number of 
control points PI . 



2.2 The Cost Function 

It is necessary to develop a quality metric for the different lens surface designed. 
In our problem, we measure the ophthalmic power and the astigmatism, both 
of them computed with the surface curvature. We are interested in the whole 
surface behavior, so we integrate this properties in all the surface. 

'y^WeightijPropertyij{x) ( 1 ) 

ij 

In equation 0the vector x represents the parameters of the optimization prob- 
lems. Hereinafter, Up will denote the number of points involved in this sumatory 
and ric the vector dimension. In the problems tested, np « 4ric- 

The nonlinearity in this problem comes out when computing the Proper- 
tyij{x) function. This property, usually the ophthalmic power or astigmatism, 
is related to a non linear combination of the surface directional derivatives. And 
this surface is, as explained in the previous section, a sumatory of piecewise 
polynomial functions. 

An important issue when choosing which optimization algorithm to use is 
the cost of the objective function. Let, 

— He , number of evaluation points needed in each partial derivative in order 
to construct the hessian matrix. 

— S , computing cost of the directional derivatives of the surface function in 
one evaluation point. 

— K , computing cost of the partial derivative of one of the terms of the 
sumatory of the cost function. 

With these definitions, and taking the assumption that Up = 4ric, it can be 
shown that the cost of computing the objective function is: 

C function — 4:Sflc (2) 

The cost of computing the objective function gradient is: 

C gradient — AlKtIq (3) 
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The cost of computing the hessian with finite differences over the gradient: 

C hessian — 471" + 77-c) (4) 

And the cost of computing the hessian taking advantage of the special function 
structure is: 

C Simpified— Hessian = 8AT(nc + ne) (5) 

Moreover, Ue has a maximal value of 144 and a typical value of 90 while Uc 
has a value of 1000 for the current designs. According to this result, computing a 
hessian with the simplified formula costs less than three times computing a gradi- 
ent. This is the main reason that make the Newton approach so interesting to us. 

It is also important to remark that, with the simplified hessian approach, the 
computational cost grows linearly with the number of control points, allowing us 
to face bigger problems. Nevertheless, the LDL* decomposition associated with 
the Newton algorithm remains with a cubic complexity. 



2.3 Optimization Algorithms 

After a complete review of the different non linear non constrained optimization 
algorithms available, the Newton algorithm was selected. The algorithms re- 
viewed were. Polytope Method [7j, Steepest Descent, Conjugate Gradient, Quasi- 
Newton and Newton 0 . 

In the numerical test it was clear the enormous possible gain we could achieve 
with an analytical derivative form of the cost function. We managed to obtain 
the derivative with exact formulas and had those analytical expressions pro- 
grammed. With this modification the computing time for a Hessian was reduced 
enough to make the Newton algorithm preferable to a Quasi-Newton approach 

In further developments we managed to compute the Hessian matrix with a 
simplified finite differences approach, taking advantage of the special cost func- 
tion structure. This modifications reduced the Hessian computing cost to the 
equivalent of computing three to four gradients with the current problem size. 

The last sequential algorithm implemented was a Newton algorithm with 
the modification proposed by Gill & Murray ^ . This modification improves the 
convergence rate, reducing the number of iterations. Gill & Murray use a LDL* 
decomposition to solve the Newton equation, but the diagonal term is modified 
in order to make the hessian positive definite. This technique is related with 
the trust region method. The reduction in the number of iterations performed 
ranges from 20 % for easy problems to 70 % for difficult problems. 
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We did not test Truncated-Newton or Limited Memory Quasi-Newton meth- 
ods The computational costs of the hessian are low enough to expect no 
improving in using this methods. 



3 Improving Performance 

In an industrial product it is very important to reduce the design time. The 
company is very interested in improving the performance of its design process, 
so we decided to take advantage of the parallel computing platforms. 

The targeted platform was a workstation cluster, so we chose PVM as the 
message passing environment for the new application HH. 

We started the parallelization effort at the same time we were developing 
the sequential algorithms, the first algorithm ported to the parallel machine was 
the Pure Newton. As we conclude that the Gill & Murray modification was very 
important for the algorithm performance, this new algorithm was also ported. 



3.1 Parallelization of Pure Newton Algorithm 

In order to start the parallelization, a profile of the sequential version was per- 
formed. As a result of this profile it was clear that the biggest part of the CPU 
time was spent on building the Hessian. Those routines where the first ones to 
be parallelized. With the first parallel program, performance measurements were 
done to study its behavior. We used the analysis tools available on the CEPBA 
(European Center for Parallel Computing of Barcelona) cni, the Dimemas and 
Paraver tools, to perform those tests. 



Objective Function Parallelization The numerical test showed that a very 
important part of the calculation time was spent in computing the objective 
function. Furthermore, the most important part is the Hessian computation. So, 
the first parallel approach faced the reduction of this time. 

The Hessian is computed by finite differences of the gradient. In order to 
improve the performance, an analytical gradient routine was implemented. It is 
worth noting that symbolical mathematical packages like Mathematica or Maple 
failed to compute this analytic derivative. 

In order to obtain a finite difference Hessian approach, it is necessary to 
calculate n -I- 1 ( u is the problem dimension) function gradients. Those calcula- 
tions are independent, so they are split among the different available processors. 
A master-slave approach is used. The other computations needed by the algo- 
rithm, the linear search and the linear equations system, are computed by the 
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master. In tabled the speed-up results of different problem sizes are shown. The 
tests were performed for 2,4,8,12 and 16 processors in order to study the algo- 
rithm scalability. 

Studying the code and profiles, it was clear that as the function evaluation 
costs diminished due to its parallelization, the linear solver costs became more 
important in the total computing time. The traces obtained in our performance 
analysis tool corroborate this conclusion. In order to improve the scalability, the 
parallelization of the linear system solver was decided upon. 



Table 1. Speed-Up with Function Parallelization 



Dimension 


2 Proc 


4 Proc 


8 Proc 


12 Proc 


16 Proc 


70 


1.69 


2.63 


3.75 


3.38 


3.95 


140 


1.85 


3.16 


5.00 


6.13 


6.96 


390 


1.92 


3.56 


6.12 


8.10 


9.18 


1390 


1.95 


3.78 


6.90 


9.08 


12.39 



Linear Solver Parallelization In order to achieve a better scalability we 
parallelized the linear solver. We used preconditioned Krylov subspace iterative 
methods as linear solvers (GMRES(m)). The selected preconditioners are a set 
of different Incomplete Factorizations. The parallelization of the linear solvers is 
based on a Domain Decomposition data distribution. The main bottleneck 
of the linear solver is the solution of the sparse triangular linear system arising 
from the preconditioner. The communication requirements of this operation de- 
pend on the block structure of the triangular factors. In order to minimize this 
bottleneck two strategies are used: 



1 . Control the fill-in at the block level with a different criteria than at the ele- 
ment level. Each new non-zero block implies a new communication between 
processors. 

2. Perform a coloring of the domains which minimizes the fill-in at the block 
level and ensures the maximum parallelism. 



Because the granularity of the Hessian assembly and the linear solver is quite 
different, we use a different number of processes in each phase. This means that 
additional communications are required to redistribute the data before and af- 
ter the linear system solution phase. We must find for each problem size the 
optimum number of processes of each part in order to obtain the minimum ex- 
ecution time. In this way we can improve the scalability of the whole application. 
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The results are shown in table |2| and table E| In the first one, only two of the 
available processors are used for the linear solver. In the other table, four pro- 
cessors are used. The results with the smaller data sets are not shown because 
due to their size they did not achieve any reasonable speed-up. 



Table 2. Speed-Up with 2 processors for the Linear Solver 



Dimension 


2 Proc 


4 Proc 


8 Proc 


12 Proc 


16 Proc 


390 


1.84 


2.91 


4.08 


4.63 


4.20 


1390 


1.97 


3.58 


6.06 


7.88 


9.27 



Table 3. Speed-Up with 4 processors for the Linear Solver 



Dimension 


2 Proc 


4 Proc 


8 Proc 


12 Proc 


16 Proc 


390 


1.73 


2.58 


3.45 


4.02 


3.34 


1390 


No convergence 



In comparison with the results shown in table 0 this new parallelization in- 
troduces a slow-down in the total solving time. All the parallel performance is 
obtained by the first approach. 

We found no way to avoid this behavior. In one hand, the condition num- 
ber of the Hessian matrix is very high (even without any reordering) and this 
number rapidly increases with the problem size. In order to obtain convergence 
with any iterative method with this kind of matrix it is necessary to use a good 
preconditioner. A better preconditioner increases the filling on the Incomplete 
Factorization used. A more dense matrix implies more communication cost and 
longer execution time. 

On the other hand, using several processors implies a data distribution, it is 
important to reorder the matrix in order to minimize the communication between 
processors but the reordering affects the numerical stability of the decomposition. 

Summing up, without any reordering in the Hessian matrix the computing 
time is too big, due to the communication cost. With reordering in the matrix 
the iterative solver does not converge. 
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So, we achieve no increases in speed in parallelizing the linear solver. Ana- 
lyzing the results and the code, we find two reasons for this behavior: 

— As we use an iterative method, the number of iterations needed in order 
to solve the linear system is a key parameter. The parallelization, involv- 
ing a matrix reordering increased the number of iterations. Furthermore, in 
the bigger case (when we expected some performance improvements), the 
reordering affected the algorithm convergence in such a way that made it 
diverge. 

— With the solver parallelization, the number of communications is greatly 
increased. In the Hessian parallelization there are two communications, at 
the beginning and the end of the parallel phase. With the linear solver, there 
are communications in each linear solver iteration. 

Summarizing, the linear system involved in the optimization algorithm is too 
small and too badly conditioned to be solved with a parallel iterative method. 



3.2 Parallelization of the Gill & Murray Approach 

When it became clear that the Gill & Murray approach leaded to better per- 
formance in the sequential algorithm we decided to parallelism this algorithm 
as well. Two improvements were included in this new parallel algorithm, the 
simplified hessian and the modified LDL^ decomposition. 



Objective Function Parallelization As we mentioned before, the Hessian 
is computed with a simplified finite difference scheme. In this scheme we take 
advantage of the special form of the objective function. This approach can be 
parallelized in a similar way to the parallelization performed for the Pure Newton 
Algorithm. 



Table 4. Speed-Up of the G & M (problem dimension: 1390) 



Dimension 


2 Proc 


4 Proc 


6 Proc 


8 Proc 


Speed-Up 


1.51 


2.06 


2.37 


2.53 


Efficiency 


0.75 


0.51 


0.39 


0.32 



Decomposition Parallelization We are still working on this approach. But, 
taking into account the experience gathered with the Simple Newton paral- 
lelization, we expect no improvement in using several processors to perform the 
decomposition. Also the small size of the linear systems is a drawback for the 
parallelization of the linear solver. 
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4 Conclusion and Future Work 

Comparing the three different approaches, it is clear that the best parallel be- 
havior is obtained by the first one, the pure Newton with only the objective 
function performing in parallel. That’s Amdahl’s law. In the first approach we 
had about 95 % of the time spent in computing the hessian (Maximum ideal 
speed-up 20). This work could be performed in parallel with little overhead. In 
the last approach, the Gill & Murray modification with the simplified hessian 
computation, the hessian costs only 65 % of the total time. (Maximum ideal 
speed-up 2.8). 

Nevertheless, as the sequential execution time is greatly reduced by the al- 
gorithmic improvements, the third approach is more performing in whatever 
computing platform you choose. The Gill & Murray, with the simplified hessian 
approach working in 4 processors is faster than the Pure Newton working with 
16 processors. 

The computing time obtained is satisfactory for the industrial process. It is 
not expected to use more than 12 machines at the same time. In fact INDO is 
installing a network of 6 DEG Alpha workstation with a Fast Ethernet switch. 
Taking the previous results into account, with the targeted platform, the third 
parallel approach is the most suitable for the company. 

It is also interesting to remark the problems with the parallel linear solver. In 
our previous experience with linear systems from numerical simulations we have 
never found such a bad conditioned problem. In order to overcome this behavior 
we are thinking about new reordering methods. 

The future work includes an upgrade of the basic sequential algorithm, and 
the changes needed by this improved approach. This new approach could consist 
in a non-linear least square formulation of the problem. We expect to follow this 
work with a constrained optimization formulation. Now, as the initial problem is 
successfully solved, we are trying to improve the model in order to obtain better 
designs. This initiative is partially supported by the EG under the OPTIPAR 
subproject inside the TTN project. 
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Abstract. In the paper, parallelization of finite element modeling of 
solidification is considered. The core of this modeling is solving large 
sparse linear systems. The Aztec library is used for implementing the 
model problem on massively parallel computers. Now the complete par- 
allel code is available. The performance results of numerical experiments 
carried out on the IBM SP2 parallel computer are presented. 



1 Introduction 

In the previous work HSI, a basic formulation has been proposed for the mathe- 
matical description of solidification, based on the finite element method (FEM). 
This formulation gives the opportunity of creating effective computer software 
for the simulation of solidification. Taking into account the huge amount of com- 
putation needed by FEM in this application, such a software should be parallel 
in order to satisfy user demands with respect to the time of problem solving. 
This paper focuses on the parallel solution of large sparse linear systems occurred 
while using FEM for modeling solidification processes. 

Direct methods for solving linear systems, like standard Gaussian elimination 
lead to fill-in, and this makes these methods often expensive. For linear 
sparse systems, e.g. those arising in finite element approximations of partial 
differential equations, a promising alternative may be to use one of iterative 
methods , which work by repeatedly improving an approximate solution until 
it is accurate enough. These methods access the coefficient matrix A of the linear 
system only via a rather simple subroutine, based |,3l I pj on the matrix-vector 
product y = Ax. Hence the user needs only to supply this subroutine, which does 
not affect the matrix A in the course of computation. This advantage permits 
013 exploitation of the sparsity or other special structure of A, and simplifies 
parallel implementation of iterative solvers. 

For sparse matrices, it is a common practice to store only the nonzero ele- 
ments with information about their locations in a matrix. A variety of storage 
schemes are used 0 to store and process sparse matrices. These specialized 
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schemes not only save storage, but also yield computational savings because 
unnecessary multiplication and additions with zero can be avoided. 

In this paper, parallelization of finite element modeling of solidification is 
considered, for message passing paradigm of parallel programming. The core of 
this modeling is solving large sparse linear systems. One of possible approaches 
to this problem is to use dedicated parallel libraries. The P-SPARSLIB library 
uni from the University of Minnesota, the Aztec package |H| from the Sandia 
National Laboratories, and the PETSc library [Q from the Aragonne National 
Laboratories are typical representatives of these parallel software packages built 
on the top of the MPI communication layer |S1 . 

This paper is organized in the following way. Section 2 presents shortly the 
FEM-based approach used to numerical modeling of solidification, while in Sec- 
tion 3, some basic problems occurred in parallel implementation of the modeling 
are discussed, as well as possible alternatives to their solution. Section 4 describes 
our finite element parallel application based on the Aztec library. Section 5 gives 
conclusions. 



2 Numerical Modeling of Solidification 



Solidification is governed by a quasi-linear heat conduction equation containing 
the term of heat source q, which describes the rate of latent heat evolution 



V • (AVr) + q = cp 



dT 



( 1 ) 



where T is the temperature, t is time, A is the thermal conductivity coefficient, 
p is the density, and c is the specific heat. The heat source term is equal to 



q = Ps 



dfs 

' dt 



where L is the latent heat, and fs is the solid phase fraction. The subscript s 
refers to the solid phase. These two equations, with appropriate boundary and 
initial conditions, build together the temperature description of solidification. 
Taking into consideration the enthalpy, defined as 



H{T) = J cpdT + pM^-MT)), (2) 

'^ref 



where Tref is the reference temperature, enables an enthalpy description of the 
solidification process. Differentiating the enthalpy given by Eq.(0 with respect 
to temperature, we obtain one of the enthalpy formulations m. the so-called 
apparent heat capacity formulation 



V-(AVT) = c*{T)—, 



(3) 
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in which c*(T) = dH/dT is called the ’’effective” heat capacity and accounts 
the latent-heat evolution. 

Eq.0 is transformed into FEM equations, for example, by the weight residue 
method. This method is based on finding an approximate solution of the differ- 
ential equation, which describes the phenomenon of solidification in the region 
17, by multiplying this equation by a certain weight function and next by inte- 
grating it over 17. The Galerkin method m is one of the most popular methods; 
it is used for further investigations. The application of the Green-Gauss theorem 
enables transformation of the above equation into an ordinary differential equa- 
tion. Such a procedure is called semi-discretization because it is applied only to 
the discretization over the space. 

The semi-discretization of Eq. (0) gives nn|: 

M(T)t-|-K(T)T = b(T) , (4) 



where M is the mass matrix, K is the conductivity matrix, T is the temperature 
vector, and b is a vector whose values are calculated on the basis of boundary 
conditions. If N denotes the finite element interpolation function, the matrices 
M and K are expressed as 

M{T) = j c*{T)N^ -Ndn , (5) 

f2‘ 

K{T) = j A(T)VN'^ • VNdl7 . (6) 

There are some possibilities to approximate the ’’effective” heat capacity. 
The biggest problem here is to avoid any oscillations in the numerical solution. 
Del Guidice et al. H31 proposed to approximate c* as 



VH ■ VT 
VT- VT ’ 



( 7 ) 



Many numerical simulations have shown the reasonable accuracy of this method. 

The ordinary differential equation received as a result of semi-discretization 
is integrated over time using one of the linear k-step methods m- 



k k 

'y ' O^j'U-n+j = h 'y '^J 3j fn+j ; n=l,2,... , 

3=0 3=0 



where u is the analysed unknown, / is the u- and t- dependent function, h 
is the integration step, a and fi are certain parameters fulfilling the general 
stability conditions. For A: = 1 we obtain a class of two-level integration schemes 
(e.g. Euler-backward), while for A: = 2 we get a class of three-level integration 
schemes (e.g. Dupont II). The use of two-step schemes allows long time iterative 
computation in every time step to be avoided. The application of these schemes 
requires the use of an one-step scheme in the first calculation step for obtaining 
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results at the time level u + 1 = 2. The initial conditions are applied at the time 
level n = 1. 

The use of the Euler-backward and Dupont II schemes to Eq.© gives res- 
pectively 

(M" -k Z\tK") T"+i = M"T" -k Z\tb"+i , (8) 

-k -k ^At (3b’"+2 -k b") . (9) 

The superscript (°) indicates that in calculation we use material properties 
evaluated for the temperature T = (3/2) — (1/2) T". 

3 Parallel Finite Element Modeling 

According to the previous section, the core of the finite element modeling of 
solidification is solving repeatedly a system of linear equations. For example, in 
case of the Euler-backward scheme we have the following system: 

A"T’"+i = b" , (10) 

which corresponds to expression (0, for n = 1,2, . . .. Before solving, the coeffi- 
cient matrix A" and the right-hand side vector b” are calculated. 

Parallel implementation of these computations is based ca on the concept 
of dividing a large and computationally time consuming finite element problem 
into smaller and more manageable sub-problems which may be solved efficiently. 
Using this approach, a finite element mesh is divided into a finite number of 
sub-domains (or sub-meshes) such that the computational load per sub-mesh is 
approximately the same, these sub-domains are then solved concurrently over 
different processors. 

The task of partitioning unstructured meshes for parallel finite element com- 
putations is not straightforward since not only the load per subdomains has 
to be kept the same. Also, interprocessor communications have to be minimized. 
These communications are results of interaction (or coupling) between boundary 
nodes of sub-meshes. 

Fig.l shows an example of such an partitioning when a finite element mesh 
containing 13 nodes and 16 triangular elements is divided into four sub-domains 
each of them is mapped into a corresponding processor. Based on Fig.l, for each 
sub-domain, we distinguish between three types of nodes: 

1. Internal nodes are those that are coupled only with nodes belonging to a 
given sub-domain. 

2. Border nodes are those nodes in a given sub-domain which are coupled with 
nodes in other sub-domains. Internal and border nodes are called local ones. 

3. External nodes are those nodes in other sub-domains which are coupled with 
local nodes. 

In case shown in Fig.l, the sub-mesh corresponding to processor 2 consists 
of two internal nodes 8 and 10, as well as three border nodes 5, 6, 11. For this 
sub-mesh, its external nodes are 0, 1, 3, 4, 7, 9, 12. 
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ASSIGNMENT OF NODES TO PROCESSORS 




PROC 0 PROC 1 



Fig. 1. Example of finite element mesh partitioning 
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For a certain step n, Eq. (nni) reduces to the linear system Ax = b where 
A is a large sparse (symmetric or nonsymmetric) matrix of order N. When 
mapping such a system into a parallel computer with distributed memory, it 
is most natural m to assign to each processor both a set of equations (rows 
of the system) and a vector x of the unknowns associated with these rows. 
The assignment of the equation-unknown pair can be determined by a mesh 
partitioning, when all the nodes of a certain sub-mesh are mapped to the same 
processor. 

An efficient class of iterative methods for solving large linear systems with 
sparse matrices is composed of the Krylov subspace methods pig. Popular and 
efficient representatives of this class are: the conjugate gradient method (CG) 
suitable only for symmetric positive definite matrices, GMRES and Bi-GG-STAB 
algorithms used in the non-symmetric case. To provide the success of a Krylov 
subspace method by its accelerating, the preconditioning technique is used. 
Examples of efficient preconditioners are m-- Jacobi, Gauss-Seidel, SOR and 
their block variants, incomplete LU- and Gholeski factorizations, polynomial 
preconditioning, etc. 

The kernel operation of the Krylov subspace methods is the sparse matrix 
vector product of the following form: 

y = Ax . (11) 

When performing this operation in parallel for finite element computations, ele- 
ments of the vectors x and y of length N and rows of the matrix A of order N 
are assigned to a particular processor according to a chosen variant of mesh par- 
titioning. Gonsequently, a certain processor will hold a set of rows of A-matrix 
corresponding to the local nodes of the sub-mesh assigned to this processor; 
the same rule is observed for elements of the vectors x and y. Moreover, the 
global operation (II l|l can be replaced by the set of local matrix- vector products 
Yi — AiXi corresponding to a set of processors. 

Following H3|, for a certain processor (see Fig. 2), its local matrix Ai is split 
into two parts: a local part Ci which acts on local components of x, and an 
interface matrix which act on external components. These external ones must 
be first received from other processors before the product can be completed in 
this processor. The local part x^ of the vector x^ is also split into two parts: 
the subvector of internal components (nodes) followed by the subvector of 
border ones; the same rule is observed for the vector y^. So, according to this 
splitting we have 




As a result, the local matrix-vector product y^ = A^x^ can be rewritten in the 
following way: 



(F, GA fuA 



Thj^NBi 




(12) 
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Fig. 2. Local matrix-vector multiplication 



Here Gy Vj is a contribution to the local matrix-vector product (Ell) from the 
neighbouring sub-mesh number j, and NBi is the set of sub-domains that are 
neighbours to sub- mesh i. After grouping all the subvectors Vj of border com- 
ponents in the neighbouring sub-meshes into one vector expression (EJ 

reduces to 

G.n . (14) 

jGNBi 

The key features of organizing data structures for implementing operation 
(im efficiently are H31: (i) to separate the border nodes from the internal ones; 
(ii) to order external nodes after local ones. This local ordering of nodes in a sub- 
mesh is completely different from the original global ordering (see Fig.l) and has 
important advantages, including more efficient interprocessor communication, re- 
ducing local indirect addressing during matrix-vector multiplication cnH], and 
broad possibilities to overlap computations and communications. Hence, it is 
profitable to introduce a pre-processing stage into the parallel solution of a lin- 
ear system, which is responsible for transforming the matrix A into its sparse 
distributed representation in accordance with the local ordering. 

4 Parallel Application Based on the Aztec Library 

The heat transfer problem corresponding to Eq.(^ without the heat source term 
q has been chosen as a model problem to verify and compare different approaches 
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Fig. 3. Heat transfer problem 



to parallelizing finite element computations. The numerical experiments have 
been carried out for a square plate illustrated in Fig. 3. The left-hand side of this 
plate is subjected to a process of cooling which is described by the boundary 
condition of the third kind expressed as —X{dT/dn) = a{T — Te), where Te 
is the temperature of the environment. 

To speedup as much as possible the way from formulation of the numeri- 
cal model to its parallel implementation, it has been decided, for the starting 
period, to concentrate the efforts on developing the finite element code based on a 
parallel library dedicated for solving sparse linear systems occurred in problems 
of such a kind. The Aztec library 0 has been favoured before other possible 
candidates like P-SPARSLIB PETSC P, for (i) possibility to use a 

wide spectrum of methods for solving sparse systems, (ii) moderate complexity, 
(iii) user-friendly documentation, (iv) relatively easy way of installing on both 
sequential and parallel machines, and (v) easy coupling with an advanced par- 
titioning utility called Chaco [Z|. The Aztec library and Chaco utility has been 
installed both on the INDY workstation in the Technical University of Czesto- 
chowa, and the IBM SP2 parallel MIMD computer. The main experiments have 
been carried out on the latter system located at the Wroclaw Supercomputing 
and Networking Center. 

4.1 Aztec Library 

Aztec is [B| an iterative library that greatly simplifies the parallelization pro- 
cess of solving the linear system of equations Ax = b on distributed-memory 
message passing computers, where A is a user supplied N x N sparse matrix, 
b is a user supplied vector of length N, and x is a vector of length N to be 
computed. The most complicated parallelization task for an Aztec user is the 



Parallel Finite Element Modeling of Solidification Processes 



191 



distributed matrix specification for a particular application. Aztec provides a 
collection of data transformation tools that allow creation of distributed sparse 
unstructured matrices for parallel solution. These tools accomplish also tran- 
sition from the representation of data in the global distributed format, which 
is relatively easy to use, to the local distributed format, which is much more 
efficient when implementing iterative methods in parallel (see Section 3). 

Aztec includes |7| a number of Krylov iterative methods such us CG, GMRES 
and Bi-GG-STAB to solve systems of equations. These methods are used in 
conjunction with various preconditioners such as polynomial ones or domain 
decomposition using LU or incomplete LU factorizations within subdomains. 
Aztec can use one of two different schemes for sparse matrix - either a point- 
entry modified sparse row format or block-entry variable block row format. 

4.2 Parallel Finite Element Code 

We started to develop the parallel finite element application on March 1998, 
beginning from the numerical model. Now a complete code written in the G 
language for the parallel solution of the model problem, as well as realization of 
some service functions, is available. 

The kernel of this application are two pieces of code: the main program 
module and a set of routines, which are invoked from the main module to provide 
together the implementation of the following tasks: 

1. describing the parallel machine (e.g. the number of processors), 

2. initializing the matrix data structures, right hand side and initial guess, 

3. choosing iterative methods, preconditioners and the convergence criteria, 

4. performing in a loop whose index corresponds to time steps n in Eq.(0 the 
following operations: 

— invoking the solver, 

— substituting the obtained solution T" into the right-hand side of Eq. OSJ 
to update it. 

Additionally, several software components have been developed to implement 
converters between different data formats used in the application. Indeed, the in- 
put information for this application is the description of a triangular mesh used 
to discretize the problem domain. This domain is meshed using the Nuscas 
package developed at the Technical University of Gzestochowa. The Nuscas out- 
put is transformed into the data structures required by both the Ghaco parti- 
tioning utility |7j, and the main module of the application. Another converter is 
used to provide an interface between the Nuscas and the AVS Express visualiza- 
tion software. The AVS package is used here to visualize the results of domain 
partitioning in order to estimate their quality for eliminating a priori useless 
variants. 

4.3 Performance Results 

The parallel program was tested on the IBM SP2 machine. Tables 1-3 show 
the runtime, speedup and efficiency for different mesh sizes on SP2 with 1,4 
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N = 20201 


N = 100801 


N = 205441 


p 


LSP 


ILU 


SymGS 


LSP 


ILU 


SymGS 


LSP 


ILU 


SymGS 


1 


112.1 


85.6 


112.5 


1136 


877 


1179 


3506 


2978 


3450 


4 


31.9 


45.7 


52.7 


228 


329 


369 


699 


878 


979 


8 


29.7 


38.3 


47.0 


163 


217 


263 


439 


541 


641 



Table 1. Runtime (in seconds) for the model problem on the SP2 machine as a 
function of number p of processors and number N of nodes in mesh, for different 
preconditioners 





N = 20201 


N = 100801 


N = 205441 


P 


LSP 


ILU 


SymGS 


LSP 
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LSP 
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1.00 


1.00 


1.00 


1.00 


1.00 


1.00 


1.00 


1.00 


1.00 
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3.51 


1.87 


2.13 


4.98 


2.67 


3.20 


5.02 


3.39 


3.52 


8 


3.77 


2.23 


2.39 


6.97 


4.04 


4.48 


7.99 


5.50 


5.38 



Table 2. Speedup for the model problem on the SP2 machine 



or 8 processors each with 64 MB RAM, for 10 time-steps of modeling. Since 
the efficiency of an iterative sparse linear solver depends significantly on a 
chosen variant of preconditioner, all experiments were carried out for different 
preconditioners, namely jHj: (i) least-squares polynomial one (or LSP shortly), 
(ii) non-overlapping domain decomposition preconditioner using the incomplete 
LU factorization (ILU), (iii) non-overlapping domain decomposition precondi- 
tioner using the symmetric Gauss-Seidel algorithm (SymGS). In all cases, the 
GG iterative method for solving linear systems was used. The numerical accu- 
racy of modeling was verified by comparison of the computed temperatures with 
those obtained by the sequential Nuscas software. 

The comparison of run times, speedups and efficiencies among different pre- 
conditioners (see Fig. 4-5) shows that while in the sequential case the ILU pre- 
conditioner is the best, the LSP one is fastest for parallel modeling. The obtained 
performance results are promising and indicate that for sufficiently large meshes 
a significant reduction in runtime is achieved. For example, for our largest mesh 
with 205441 nodes, the use of the LSP preconditioner allows us to obtain the 
maximum speedup S'p « p for p = 8 processors, and even a superlinear speedup 
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100.0 


100.0 


100.0 


100.0 


100.0 


100.0 


100.0 


100.0 


100.0 
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87.8 


46.8 


53.3 


124.6 


66.6 


79.9 
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84.8 


88.1 


8 


47.2 


27.9 


29.9 


87.1 


50.5 


56.0 


99.8 


68.8 


67.3 



Table 3. Efficiency (in %) for the model problem on the SP2 machine 
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Fig. 5. Speedup for the domain decomposition ILU preconditioner 




194 Roman Wyrzykowski et al. 



for p = 4. This anomalous phenomenon, when Sp is greater than p, is probably 
due to characteristics of hierarchical memory in SP2. However, for small meshes, 
the time of communications between sub-meshes becomes more significant and 
makes the reduction decrease. For example, in case of the mesh with 20201 nodes, 
the doubling of the number of processors, from four to eight, allows maximum 
11 % reduction in runtime (for the ILU preconditioner). 

5 Conclusions and Future Works 

In this paper, parallelization of unstructured finite element computations oc- 
curred in modeling of solidification has been considered. It has been shown that 
the core of these computations is solving large sparse linear systems. The use 
of the domain decomposition and iterative methods of solving such systems, as 
well as exploiting the features of the matrix-vector multiplication kernel, allows 
constructing parallel numerical algorithms feasible for their implementation on 
massively parallel processors as well as networks of workstations. 

To speedup as fast as possible the way from formulation of the numeri- 
cal model to its parallel implementation, the Aztec library has been used as 
a dedicated software environment for implementing the model problem on mas- 
sively parallel computers. This library has been coupled with the Chaco utility 
responsible for static partitioning of finite element meshes. The performance 
results of numerical experiments carried out on the IBM SP2 parallel machine 
have been presented. The obtained results are promising and indicate that for 
sufficiently large meshes a significant reduction in runtime should be achieved. 

Concurrently with developing the Aztec-based parallel code, an alternative 
approach using the from-scratch programming for networks of workstations run- 
ning under the PVM ^ is being investigated. This approach is based on the 
object-oriented technique applied on the application level. 
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Abstract. The recent advances in VLSI technology, high-speed processor 
designs, Intemet/Intranet implementations, broadband networks (ATM and 
ISDN) and compression standards (JPEG, MPEG, H.261, H.263 and G.273) are 
leading to the popularity of multimedia applications. Examples include, video 
over the internet, interactive TV, distance learning, telemedicine, and digital 
libraries. Multimedia refers to a combination of various media types including 
text, audio, 2D and 3D graphics, animation, images and video. Visual media 
(image, video and graphics) proliferation in multimedia applications demands 
high-powered compute engines, large storage devices, and high bandwidth 
networks for processing, storage, and transport of image/video data. Visual 
media processing poses challenges from several perspectives, specifically from 
the points of view of real-time implementation and scalability. There has been 
several approaches to obtain speedups to meet the computing demands in 
multimedia processing ranging from media processors to special purpose 
implementations. Note that a variety of parallel processing strategies are 
adopted in these implementations in order to achieve the required speedups. 
The objective of this paper to present a summary of the various architectural 
alternatives that exist for multimedia processing. 



1. Introduction 

Multimedia processing is becoming increasingly important because of the wide 
variety of applications. A variety of media processing techniques are typically used 
in multimedia processing environments to capture, store, manipulate and transmit 
multimedia objects such as text, handwritten data, audio objects, still images, 2D/3D 
graphics, animation and full-motion video. Example techniques include speech 
analysis and synthesis, character recognition, audio compression, graphics animation, 
3D rendering, image enhancement and restoration, image/video analysis and editing, 
and video transmission. Multimedia computing presents challenges from the 
perspectives of both hardware and software. Each media in a multimedia environment 
requires different processes, techniques, algorithms and hardware. Hence, it is crucial 
P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 196-210, 1999. 

Springer-Verlag Berlin Heidelberg 1999 
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to design processor architectures that meets the computing requirements of the 
various media types. 

Visual media in a multimedia system contains a significant amount of information, 
and correspondingly involves a large volume of data in contrast to the other media 
types. Uncompressed digital video requires 250 Mb/s to support studio quality 
transmission of NTSC images (480 lines x 720 pixels/line x 24 bits/pixel x 30 
frames/s). Even a simpler application such as video telephony (240 lines x 360 
pixel/line x 16 bits/pixel x 10) requires 14 Mb/s to transmit the digital video signal in 
raw format. The bandwidth and storage requirements of visual information typically 
make it difficult to manage the data in its raw form. However, there is considerable 
redundancy in video data, both from an information theoretic view point as well as 
from the perspectives of structural content and human perception. A number of 
image and video compression standards, e.g., MPEG-1, MPEG-2 [1] and H.263[2] 
have been recently proposed to compress the visual data for a variety of transmission 
and/or storage applications. There is ongoing research and standardization efforts 
targeted towards future multimedia applications including MPEG-4 [3] and MPEG-7 
[4] with the objective of integrating compression and content access functionality. 
These techniques and standards will involve execution of complex video processing 
tasks in real-time. The challenges can range from waveform coding implementations 
to scene modeling and understanding. For example, the principal objective of model- 
based image coding [5] or intelligent image coding is to understand the scene by 
modeling the objects to achieve a higher level representation. In addition, there is an 
increasing interest in 3-D image and stereoscopic video processing. 

The complexity, variety of techniques and tools, and the high computation, storage 
and I/O bandwidths associated with visual processing pose several challenges, 
particularly from the point of view of real-time implementation. This is the principal 
reason for the slant of most media processor development towards visual processing. 
Several processing solutions ranging from multimedia extensions to general purpose 
processors such as the Intel MMX, programmable DSP architectures such as the TI- 
C6x series. Media processors like the Philips Trimedia processor, and special purpose 
architectures such as the C-Cube MPEG decoder chip-sets have been proposed to 
implement a variety of multimedia (particularly visual) processing operations. 

The paper is organized as follows. The issues in multimedia hardware design is 
presented in section 2. The design trends in multimedia processor architectures are 
detailed in section 3. The conclusions are presented in section 4 followed by the 
references. 



2. Issues in Multimedia Hardware Design 

Multimedia applications require efficient VLSI implementations for various media 
processing algorithms. Emerging multimedia standards and algorithms will result in 
hardware systems of high complexity. In addition to recent advances in enabling 
VLSI technology for high density and fast circuit implementations, special 
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investigation of architectural approaches is also required. The important issues in 
multimedia hardware design are listed below: 

• Processor choices: DSP, RISC, etc. 

• Parallelization and Granularity: MIMD, SIMD, coarse grain such as multiprocessor 
architectures and fine grain like superscalar and VLIW architectures, etc. 

• Memory selection: SDRAM, VRAM, etc.. 

The issue of flexibility which corresponds to whether the architecture is dedicated or 
programmable is dealt with in section 3. 



2.1 Processor Selection 

Programmable architectures have several units in common. In general, every 
programmable architecture consists of data path, memory, input/output and control 
path. Data path is responsible for all the operations performed on data for the purpose 
of data input, manipulation, analysis, processing and output. Control path is 
generating all necessary signals to control the interaction between modules. There is 
always a contest between the complexity of these two parts in the design of a 
processor. The larger data path leaves less space for control path and vice versa. 

In this section, we present the possible op tions for the design of the processor in a 
multimedia system as shown in I Figure l| The categorization scheme is based on the 
format of instruction-set, available registers and the structure of data path. 




Figure 1 - Data path selection 

CISC (Complex Instruction Set Computing) microprocessors with more complex 
instruction sets provide better direct hardware support for the software developer than 
any other architecture. Instructions in a CISC processor are very powerful in their 
processing capability and support large numbers of registers and addressing modes. 
Control path in CISC processors is more complex in order to execute more powerful 
instructions. RISC (Reduced Instruction Set Computing) microprocessors offer faster 
execution of individual instructions by optimizing the processor for a smaller 
instruction set. DSP (Digital Signal Processing) microprocessors are optimized to 
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perform digital processing operations such as filtering. Multiply and Accumulate 
(MAC) instruction is repeated in DSP algorithms and is performed in one cycle in 
DSP processors. 



2.1.4 DSP 

DSP processors are optimized for digital processing operations which include 
multiply and accumulate (MAC) operation. MAC operations r = b + a . x, requires 
multiple clock cycles in CISC and RISC processors, while in a DSP data path it is 
executed in one clock cycle. Some characteristics of a DSP processor include: 

• Multiple data and instruction buses. 

• Parallel execution of MAC operation. 

• Limited number of instructions. 

• Efficient loop control. 



2.2 Granularity 

The granularity of a multimedia system defines the size of individual processing units 
by which tasks are executed. The granularity affects the number of processing units 
since, in any parallel architecture there is a tradeoff between the size and the number 
of processors. 

Coarse grain systems are formed by a small number of large and complex 
processing units. In fine grain parallelism, there are large number of small processors. 
The intermediate possibilities between these two extremes can be referred to as 
medium-grain parallelism. Fine and medium grain parallelism have the potential of 
being faster, but they need more powerful compilers to divide small tasks between 
processing units efficiently. Most of multimedia processors are categorized as 
fine/medium grain processors. Each task is executed in parallel at the instruction level 
among several processing units. We now present the scheme of parallelism in these 
machines. Data level parallelism is presented in section 2.2.4. 



2.2.1 Instruction Scheduling n Super Scalar 

The objective of a super scalar system is to execute more than one instruction in each 
clock cycle. The basic idea is to build a processor whose data path includes multiple 
functional units and a modified control path to divide each task among the functional 
units and keep them busy as much as possible. 
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Figure 2 - Granularity issue in multimedia architectures 



2.2.2 Instruction Scheduling n VLIW 

VLIW (Very Long Instruction Word) processors achieve instruction level parallelism 
through software control in contrast to super scalar architectures. Parallel execution is 
arranged simply by setting the instruction bits that activate several functional units at 
the same time. VLIW architectures are data path intensive and require low control 
complexity. 



2.2.3 Data Flow 

Data flow architectures achieve parallelism based on the concept of executing 
program instructions as soon as their operands are ready, instead of following the 
sequence dictated by instruction code. The architecture hence can eliminate the need 
for a processor clock and hence the processor has extremely low power consumption 
in which the architecture itself has power management functions so that it operates 
only when data is present in the computational section. 



2.2.4 Data Distribution 

We recall from Section 2.2 that in fine/medium grain systems, parallelism can be 
achieved by either task distribution (instruction level parallelism) or data distribution. 
In data distribution parallelism, the data is distributed among several processing units 
which perform operations in parallel over different data segments. Processors are 
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classified as SISD, SIMD, MISD and MIMID based on how they process the program 
instruction and data streams. It is clear that the last two classes employ data 
distribution for parallelism. 



2.3 Memory Selection 

Multimedia applications with large volumes of data require very large memory 
bandwidth and hence, high density, fast and low power storage is an essential part of 
each multimedia system. Also, the clock speed in processing units has been increased 
and fast memory is required to match the processing speed. In order to meet these 
requirements recently several approaches have emerged which increase the 
performance of DRAM memories. These techniques include extended data out (EDO) 
DRAM, synchronous DRAM (SDRAM), Rambus (RDRAM) DRAM and video 
(VRAM) DRAM. 

2.3.1 EDO RAM 

In EDO memories, output data can be maintained until the next CAS (column 
address) falling edge, resulting in fast continuos memory access. This DRAM has a 
two-stage pipeline, which lets the memory controller read data off the chip while it is 
being reset for the next operation. 



EDO DRAM 








Rambus 







Eigure 3 - Available DRAM options 



2.3.2 SDRAM 

SDRAM is another form of memory developed shortly after EDO. SDRAM 
performance is improved by introducing synchronous operation to DRAM. As a 
result of being in sync with the processor, it eliminates timing delays and makes the 
memory retrieval process much more efficient. 
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2.3.3 Rambus 

RDRAM is an interface design to provide an optimized solution for data transfer 
between memory and processor. It adopts a 9-bit data bus, and there is no dedicated 
address bus. Instead packets including both command and address are sent to the chip 
first via the Rambus channel. Following the request packets, an acknowledge packet 
and a data packet are sent from the chip back to the controller. After initial latency, 
data access is achieved at high speed. 



2.3.4 VRAM 

Graphics memory must work very quickly to update, or refresh, the screen (60-70 
times a second) in order to prevent screen flicker. At the same time, graphics memory 
must respond very quickly to the CPU or graphics controller in order to change the 
image on screen. With ordinary DRAM, the CRT and CPU must compete for a single 
data port, causing a bottleneck of data traffic. 

VRAM is a dual-ported memory that solves this problem by using two separate 
data ports. One port is called the serial access memory (SAM) dedicated to the CRT, 
for refreshing and updating the image on the screen. The second port which is the 
random-access port is dedicated for use by the CPU or graphics controller, for 
changing the image data stored in memory. 



3. Design Trends in Multimedia Architectures 

In general, there are two approaches in multimedia processor design as in any core 
processor design namely: Dedicated and Programmable. A function specific 
(dedicated) implementation is a direct mapping of the multimedia processing tasks to 
hardware modules optimized to execute the specific functions. Matching of the 
individual hardware modules to the processing requirements results in area efficient 
implementations. Multimedia programmable processors consist of operational and 
memory modules, which enable the processing of different tasks under software 
control. Combination of the two approaches offers a compromise resulting in an 
adapted architecture for multimedia processing. Hence, multimedia processing 
architectures range from dedicated and adapted modules to fully programmable 
media processors as shown in Figure 4. A brief description of each category is 
presented in the following sub- sections. 
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3.1 Dedicated Architectures 

Dedicated implementations could become the best choice based on available 
technologies, required computational bandwidth, production quantity and the target 
algorithm. For high volume consumer products, the optimization in silicon area and 
timing of the device are attractive features of dedicated architectures which result in a 
reduced production cost. In addition, designing a specific function architecture for a 
well defined and established (standard) algorithm may be the best alternative. 
Dedicated processors differ in terms of the computational potential - a compact 
module for a specific task such as a DCT chip to a complete MPEG-2 encoder as 
discussed below. 



Distributed (Chip-Set) Implementation 

In a chip-set, each major processing module is configured as a separate chip such as a 
DCT chip, Huffman coder chip, motion estimator chip, etc. Each module is designed 
using a dedicated hardware architecture. In a distributed implementation, the designer 
is responsible for the interconnection of the chips. The advantage of this approach is 
the flexibility in selecting and connecting the different modules. The disadvantage is 
the increase in area and therefore the size of the system. A typical distributed 
implementation is shown in Figure 5. LSI Logic s L64735 DCT Processor Chip and 
L64765 Color and Raster/Block Converter Chip [6] are good examples of this 
approach. 

Unified Implementation 

In this approach, the entire system is integrated on a single chip (or chip-set) which 
results in a low power dissipation and reduced silicon area. The main disadvantage of 
this approach is the lack of the flexibility. Figure 6 shows a typical unified 
implementation. An example of this approach is the C-Cube CL451 [7]. 
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Figure 5- Example of a Distributed Implementation 




MPEG-2 

Encoder 



Compressed 
Video (MPEG-2) 



Figure 6- Example of Unified Implementation. 



3.1.1 Adapted Architectures 

We recall from section 1, that designing a more flexible architecture for multimedia 
applications is necessary because of the increasing number of multimedia 
applications. Dedicated architectures fail to respond to any change in the target 
algorithm. Most dedicated architectures for multimedia processing applications 
achieve an increase in flexibility by adapting a programmable architecture to the 
algorithmic requirements. Visual media being the most computationally intensive 
media in a multimedia environment, has been the main target of architecture 
adaptation. Examples include the graphics and video processor chips as discussed 
below. 



Graphics Accelerators 

The graphics accelerator chip (or chip set) is designed to perform computationally 
intensive tasks by providing hardware acceleration forthe execution of low-level 
graphics operations. Hence, they often work as a coprocessor in workstations and 
personal computers. Recent chip set designs often include hardware assistance for 
displaying 3-D data and video streams. A typical system with a graphics accelerator is 
shown in Figure 7. An example of this category is the ViRGEWX by S3 [8]. 
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Figure 7- A typical graphics accelerator system 



Video Processors 



Video processing tasks, such as DCT, motion estimation and variable length coding, 
demand a high profile processor. Most processing units accomplish higher speeds 
with the assistance of a video coprocessor which is capable of execution of these 
tasks. Several video processors have recently appeared in the literature. Figure 8 
illustrates the utilization of a video processor in a system. An example of a video 
processor is the VCP by 8x8 [9]. 
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Figure 8- Video processor implementation 



3.2 Programmable Architectures 



In contrast to function specific approaches with limited flexibility, programmable 
architectures implement different tasks under software control. The main advantage 
of programmable architectures is the increased functionality. The design of a 
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programmable multimedia processor can range from a simple extension to a general 
purpose architecture or specifically tailored for multimedia applications. In the former 
case, multimedia capability add-ons are realized either in extending the instruction set 
or adding multimedia hardware units. In the latter approach, a processor is designed 
specifically for multimedia purposes. These alternatives are further discussed below. 



General Purpose Processor with Extended Multimedia Instruction Set 

Adapted architectures like graphics and video cards in workstations and personal 
computers have the disadvantages of increased cost to the end user. General purpose 
processors including RISC and DSP have significant computing power hut are not 
optimized for multimedia processing. Therefore, there is a strong desire among 
computer manufacturers to enhance existing architectures so that multimedia 
processing (video and graphics processing) is integrated into the next generation 
processors just as 2D graphics processing has been integrated into today s 
architectures. Extended multimedia instruction set which is introduced by Intel in 
MMX [10] processors is an example of this approach. 



General Purpose Processor with Multimedia Hardware Units 

The previous approach does not optimize the hardware for multimedia applications 
with highly intensive computations. By using the enabling VLSI technology the 
alternative solution is to add dedicated multimedia hardware units to the processor. 
The MediaGX processor [11] is an example of this approach. MediaGX not only 
executes x86 instructions using a Cyrix CPU core, it also acts as a virtual video card 
resulting in a highly integrated device with a lower cost and a better performance. 



Media Processors 

Media processors are a new category of logic devices defined as software- 
programmable processors that are dedicated to simultaneously accelerate the 
execution of several multimedia data types. Media processors meet three 
requirements: 

1. software-enabled (not a multi-function fixed-function ASIC); 

2. dedicated to multimedia (not multimedia extensions to a CPU, like MMX ; 

3. capable of accelerating several multimedia functions simultaneously (not a DSP). 
The increasing visual media based products and applications such as DVD 

(MPEG-2 video, Dolby Surround AC-3 audio), 3D graphics, home movie editing 
(MPEG encoding), and video-phone make it expensive and difficult to design a 
dedicated chip or add-on hoards for every new technology. Hence, media processors 
are the target of new multimedia hardware architects. A typical system 
implementation using a media processor is shown in Eigure 9. There are several 




Architectural Approaches for Multimedia Processing 



207 



vendors now in the process of designing media processors. TriMedia [12] by Philips 
is an example of a media processor. 




Figure 9- Typical media processor system 



3.2.1 Embedded Memory-Based Processor Arrays 

It has also been reported that the processor speed increases 60% while memory speed 
increases only 7% every year [13], and the memory capacity is quadrupled every 
three year [14]. The growing processor-memory bandwidth gap cannot be ignored as 
it results in a loss of performance. To narrow the processor-memory gap, the usual 
approach at the system level is to use large data/instruction caches. At the chip level, 
however, one approach is to embed memory modules to Application Specific 
Integrated Circuit (ASIC) processor arrays to remove the data transfer bottle neck at 
the I/O pins and the bus level. The other approach is to integrate modular logic 
circuits into the existing RAM s (Static RAM or Dynamic RAM) to take advantage of 
the inherently high memory bandwidth while exploiting parallelism across the 
memory columns. The former is sometimes referred to as logic-with-memory, while 
the later logic-in-memory. 



Logic-in-Memory MIMD Design 

An example of the MIMD design is the EXECUBE [15]. It can be operated in either 
MIMD or SIMD mode. In MIMD mode, each of the 8 processing elements (PE s) 
fetches instructions and data from its own memory. The external control device can 
send instructions into an arbitrary subset of the 8 PE s through the broadcast logic and 
interface. When running at 25MHz, each chip delivers a performance of 50 MIPS. 
The design of this chip aims at the heavy digital signal processing (DSP) applications 
and not so much at the cost-performance issues. The 8 PE s are used to address the 
small number of taps/inputs in the East Eourier Transform (EET) algorithms. 
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Logic-in-Memory SIMD Design 

In this section, the designs are classified in terms of their processing elements (PE), 
memory technologies used, and the interconnection network. The relative 
performances are also listed. 

From the PE point of view, there are two main designs: bit-serial (C*RAM s, PC- 
RAM, SRC-PIM, and HDPP) and bit-parallel (IMAP, PC-RAM, CNAPS, 
EXECUBE, and PIP-RAM). Designs based on DRAM (HDPP, and the late 
C*RAM s, except EXECUBE) tend to be very compact and area efficient compared 
to their SRAM counter parts. It is noted that compact designs usually involve a 
number (usually 4) of single-bit PE s that are pitch-matched to the sense-amplifier of 
the DRAM modules. Interconnection networks are mostly linear with left-right 
communication, 2-D mesh and 3-D hypercube exist but very rarely. 



Table 3.1: Summary of logic-in-memory SIMD designs 



Name 


N = No. 
of PEis 


1 = 

Bits/ALU 


Memory 
per PE 


R= 

Network 


Perf. 

(Clock) 


C*RAM92 

[16] 


64 


1 


128b 

SRAM 


1-D or 
linear 


— 


C*RAM93 

[17] 


64 


1 


1Kb 

SRAM 


linear 


3.2GIPS 

(25MHz) 


IMAP 

[18] 


64 


8 


32Kb 

SRAM 


linear 


3.84GIPS 

(40MHz) 


PC-RAM 

[19] 


512 


1 or 2n 


480b 

SRAM 


linear 


25.6GIPS 

(25MHz) 


SRC-PIM 

[20] 


64 


1 


2Kb 

SRAM 


linear 


0.64GIPS 

(lOMHz) 


CNAPS 

[21] 


64(16), 

16(4) 


16 


4KB 

SRAM 


linear 


3.2 GIPS 
(25MHz) 


EXECUB 

E 


8 


16 


64KB 

DRAM 


3-D 

hypercube 


50MIPS 

(25MHz) 


PIP-RAM 

[22] 


128(4) 


8 


128Kb 

SRAM 


linear 


7.68GIPS 

(30MHz) 


HDPP 

[23] 


256 


1 


128b 

DRAM 


2-D mesh 


2.56GIPS 

(lOMHz) 


C*RAM96 

[24] 


4096 


1 


4Kb 

DRAM 


linear 


— 


C*RAM97 

[25] 


1024 


1 


16Kb 

DRAM 


linear 


— 
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A general trend towards large DRAM arrays is visible, together with a focus on 
image processing as key applications. The performance of the processor arrays very 
much depend on the clock rate and the number of available PE s , which, in turn, 
depends on the available silicon area and the ALU architecture. 



4. Conclusions 

The demands for processing multimedia data in real-time using unified and scalable 
architectures is ever increasing with the proliferation of multimedia applications. 
Multimedia hardware architectures have evolved from simple extensions of digital 
signal processors and small dedicated architectures to powerful parallel architectures. 
In this paper, we have presented a summary of the various architectural approaches 
for media processing. Different techniques and approaches ranging from dedicated 
modules to full programmable media processors have been presented. Based on 
available VLSI technologies, required computational achievement, production 
quantity and the target algorithm, it is the designer who will select the best VLSI 
implementation approach. 
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Abstract. This paper proposes a short overview analysing the adequation 
between image processing requirements, parallel reconfigurable architectures 
dedicated to image processing and parallel computing. Through some examples 
of academic prototypes and commercialised computers the evolution of 
concepts useful for efficient and real time image processing is shown. 



1. Introduction 6 Image Processing: A Challenge for a Universal 
Computing 

Image Processing and Computer Vision were yesterday dedicated processings, today 
there are included in our PCs transformed in multimedia workstations. However, do 
the multimedia PCs support really and efficiently these new processings ? Besides 
technological progresses (very fast system clock, integration degree, 
superpipelinning, ), what els e contributes to fast, error-free processing ? An answer 
to that question is : the convenient data structures for a given class of applications 
implemented at the hardware. 

Indeed, from mathematical point of view, a computer is a hardware 
implementation of a set of algebras, algebras used in programming languages (such as 
Boolean ring, group of the residue classes modulo n in and its image in , 
fields of reals and rationals). Some of these algebras are « naturally » implemented in 
hardware, others have to be obtained through convenient interpretation and 
composition of resources available in computers. Effectively, only the Boolean ring 
and group of the residue classes modulo n in are naturally implemented at the 
computer hardware level. 

Image processing has not its own algebr^ implemented (not yet well defined ?) at 
the hardware level as well. The complexity of image processing data structures and 
operations is one reason for such situation. Traditionally, image processing is 
considered as a processing encompassing three levels : 



* different from image algebra, [S82] 

P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 211-225, 1999. 
Springer- Verlag Berlin Heidelberg 1999 
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• image preprocessing ; 

• image analysis ; 

• image interpretation (scene analysis). 

All these levels have their own complex data structure^] and operations which can 
be applied to them. Data structures involved in operations can be regnlar and static (of 
the same size during the whole processing) (vectors, matrices, ) and/or irregular 
and dynamic (i.e. data structures representations and sizes of which can vary during 
processing (trees, graphs, linked lists, )). 

However, the spatial representation of data structures involved in operations 
reqnire an efficient support for representation of relation concept inherent to complex 
data strnctnres. Communication networks provide such support. Since the 
introduction of the reconfignrable communication network concept ([ML91]), the 
implementation in hardware of complex data structures dedicated to image/vision 
processings seems more efficient. Indeed, the reconfignrable networks, which are 
dynamic, suit naturally to dynamic data structures. Static data structure 
implementations on parallel reconfignrable computers can be most effective, and of 
lower cost. 

Software implementations of image processing operations seem not be satisfactory 
any longer. This is especially true if the final applications require more or less hard 
real time constraints respect. Robot gnidance, virtual reality system, 

videoconferencing, are a few examples of such applications ([MVA98]). 

Consequently, in order to provide fast and efficient image processing/vision 
systems, it is necessary to design hardware systems (in fact, hybrid hardware/software 
systems) satisfying the final application requirements. Therefore, there is necessary to 
define and implement compnter structures dedicated to image preprocessing, image 
analysis and image interpretation. Such implementations should consider both image 
data strnctnre hardware representation and convenient operations ([Pis97]). 

This paper tries to show the evolution of image processing/computer vision 
concepts implemented already at the hardware level through some architectural 
examples : parallel computers (laboratory prototypes, or commercial computers), and 
dedicated operators. 

Section 2 addresses main data structures and different operations useful in image 
processing and image analysis. Section 3 gives some examples of dedicated 
architectures : systems and operators. Section 4 encompasses some concluding 
remarks. 



2. Image Processing Data Structures 

Three image processings levels mentioned above image pr eprocessing, image 
analysis, image interpretation ca n be defined throngh the complexity of data 
structnres and operations applied to them. Image interpretation being strongly 
influenced by the final application and usually involving artificial intelligence 



^ By complex data structures we design data structures which elements are linked through a 
some relation between them such as a global order (sequences, for example) or a partial order 
(graphs, for example). 




On Parallel Reconfigurable Architectures for Image Processing 



213 



techniques ([NS93]), in the subsequent sections we will consider image preprocessing 
and image analysis only. 



2.1. Mathematical Objects Useful for Image Processing 

Sequences and graphs are two main objects supporting image processing data 
structures ([Pis87]). 

Different image preprocessing operations imply the use of finite sequences s 
defined over a non empty set E such as : 

s : [0,n 1] E 

These sequences are usually referred as s = sq, , s ^-1- Each index can be coded 
with m numbers referenced as a m dimensional index leading to m dimensional 
sequences. In computer science, m dimensional sequences are named (n-ary) 
hypercubes of dimension m (with n designing the number of elements per dimension). 
If m = 1 a n-ary hypercube (of dimension I) is simply named a vector of n elements ; 
if m = 2 two dimensional arrays (meshes or matrices) are considered ; p dimensional 
arrays are used if m = p, . 

Image analysis involves mainly finite graphs and weighted graphs. 

A finite graph G defined over the set E is a function : 

G : E P{E) 

where P{E) 

notes a set of partitions of E. 

The G function is a forest if i E 

G ' (i) has one element at most 

i p 

A vertex i Eh: 

a root, if G ' (/) = 0 ; 
a leaf, if G(/)= 0. 

A forest having a unique root is a tree. 

A weighted graph can be defined as follows : 

Let : E be a non empty and finite set of states, and A a non empty finite set said 
alphabet. A partial function H : 

H:E A P{A) 

is a weighted graph. 

A graph G defined for ^ ^ : 

G:e \J, AH(e,a)} 

is said to be a frame of the weighted graph H. 



2.2. Image Processing Computer Science Data Structures 

Vectors, 2D arrays, lists (and self-organizing-lists SOL in particular), trees, 
graphs and pyramids are fundamental data structures for image processing. 
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In image preprocessings, the image is considered only as a set of ordered but not 
semantically related pixels. Consequently, vectors and arrays are the most suitable 
data structures for image representation at this level. Vectors encompass naturally 
lines/columns of images (acquired at video speed with some CCD camera, for 
example), while 2D arrays can represent whole images (total image ready for further 
real time, or not, processings, image analysis especially). 

During the image analysis, the image can be considered as a set of its partitions, 
each partition being obtained through some segmentation algorithm (edge point 
segmentation, interest point segmentation, region segmentation, ). 

Lists are mainly used for image features extraction by segmentation algorithms 
(chain encoded representation of planar curves with Freeman’s code, for example). In 
its queue or FIFO version, lists are also helpful for image displays. 

Self organizing lists (SOLs) support efficiently acquired image lines/columns with 
additional information useful for image compression for example ([MW96]). 

Trees and graphs support efficiently segmented image features (edge, region 
independent or co-operative detection), and allow for more effective and efficient, 
than the lists, analysis of information encompassed in images. However, graphs 
associated usually with images are represented with classical data structures such as 
2D matrices, linked lists, region adjacency 2D matrix, . 

There have been attempts to implement directly, at the hardware level, some new 
data structures useful for image analysis ([CLE93]), especially efficient for global 
communication in pyramid^ A C-graph (a concentration graph) is a sub graph of the 
graph of physical connections of the pyramidal network associated with a plan graph 
implemented in a pyramidal layer. A node p of a given C-graph is said to be a 
centralising node, if there is no node in a C-graph ancestor of p. The set of all 
centralising nodes pyramidally projected on a plan (a pyramidal layer for example) 
define the centralising graph. C-graphs are usually associated with image regions, 
while centralising graphs represent the connexity of connect components of a graph. 



2.3. Image Processing Operations 



2.3.1. Image Preprocessings 

Image preprocessings are frequently assimilated with signal processings. Signal 
filtering is a basic operation, which usually precedes more sophisticated processings. 
Its role is to reduce the influence of errors related to real image quantification, i.e. a 
finite representation of an infinite (pixel) value. Indeed, the whole image acquisition 
procedure adds a noise related not only to image finite representation (sampling and 
quantification, truncation, rounding), but also due to the imperfection of used 
apparatus (camera lens, transmission links, ). 

From calculation point of view, the filtering is based upon convolution operation. 
Image convolution involves two matrices (cf. Fig. 1) ; one representing the image (2D 
array of pixels), and another, a mask (frequently 3 3), quantifying the relation 

which links variations of given pixel luminosity with the luminosity of its spatial 



^ A pyramid is a complex data stmcture encompassing matrices of different sizes linked usually 
by (binary or quaternary) tree. 
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neighbours (form mathematical point of view, this is an approximation of 2D 
luminosity gradient). 



X X 




Figure 1. Image convolution calculation principle. 

Although, the image convolution operation isn’t a matrix miltiplication, this latter 
is sometimes useful in image processing. The temporal complexity of O(n^) of the 
basic sequential algorithm for matrix multiplication can be reduced to 0(n) on a 
parallel reconfigurable 2D mesh - torus (cf. 3.1.). 

Many other image preprocessings are performed iteratively, step-by-step, the 
global result being a sum of local partial results. The temporal complexity of these 
preprocessings is usually proportional to the image size (0(n)). 

Some preprocessings involve data concentration (max, OR, ), or distribution 
(thresholding, for example) operations, i.e. global operations, over the whole image. 
These operations calculate the global value through some reducing/broadcasting 
operators. The convergence of the algorithm depends on these global operation 
implementation, i.e. of the global communication performance (communication 
protocols, network topology, ) ; it is suitable that the temporal complexity of global 

operation be at max of O(logn). 

2.3.2. Image Analysis 

Image analysis encompasses various algorithms, which are irregular and heavily 
depend upon data. Some of algorithms are : the instanciation of image/region global 
characteristics (medium or max value, moments, ) res ulting in a scalar data ; 
histogram, Fourier transform, pattern search, being a result of grey level analysis ; 
image segmentation corresponding to homogenous object extraction ; projections, 
Radon, Hough transforms, leading to the object localisation ; Freeman’s code, edge 
polygonal coding, edge coding with a function, being different representations of 
edge coding ; quad-tree, multi-resolution representation, median axis transform, 
declining region coding operations ; region graph adjacency, Voronoi diagram, 
belonging to the class of neighbouring region processings. 

These examples show that the image analysis involves more complex data 
structures, tree and graph, in general. For example, non-absorbing operators (binary 




216 



Edwige Pissaloux 



addition, exclusive OR, ) require operations on trees, tree embedded on graphs, on 
meshes or, in general, on hypercuhes. 

Almost all image processing/vision systems use the connected component labelling 
algorithm. This latter can be implemented with scan and segmented scan operators 
([Ble89]). 

Scan operator (or operator with a fixed prefix) is defined over an ordered set S of 
n elements ag, a\, a2, ... ajj-l . The is an associative and commutative operator (in 
the sense of the universal algebra) having a neutral element E . Applied to S it orders 
it in the following sequence : 

(E ,ao, (ag ai), (ag a\ a 2 ), ..., (ag a\ ... a„-2)) 

Scan (and its segmented version, i.e. applied independently on S partitions), is 
very easy to implement on machines with regular topology of interconnection 
network. 

The connected component labelling algorithm applies the scan and segmented scan 
operators along both image axis (X and Y) in both directions forward and backward. 
When implemented on binary tree/pyramid these directions correspond to two data 
movements up to the root, and down to the leaves (cf. below). With such 
implementation the temporal complexity of the algorithm drops to 0(log2N). 

Image matching is another very useful operations for image analysis. Almost all 
vision guided systems (robotics, teleoperation, telesupervision, biological pattern 
recognition, ) extensively use it. Image matching algorithms differ mainly by the 
primitives used for matching (it could be : raw pixels, interest points, edges, polygons, 

) and the way in which they find the best optimized (but very seldom optimal) 
match ; dynamic programming, geometric hashing, semantic networks, simulated 
annealing, are the most popular algorithms for matching. 

Eor low level primitives (raw pixel, interest points, ) image matching can be 
considered as (1-) graph matching problem. In this case, the search for images best 
matching can be obtained using orthogonal dynamic programming applied in X and Y 
directions independently (variables x and y separability) ([LPB97], [PLB98]). 



3. Parallel Reconfigurable Computers 

Because of the huge amount of data involved in processing, parallel computers seem a 
good support for real image based applications. Indeed, even on modern workstations 
typical image processing can take several tens of seconds what could be too slow for 
processing requiring the respect of real time hard constraints (such autonomous 
vehicle, some robotics processings, data compression/decompression, 
videoconferencing, ). Therefore, dedicated reconfigurable parallel computers 
and/or dedicated reconfigurable operators bring a solution to image preprocessing and 
analysis. 

A processing unit of a parallel computer (frequently referred as elementary 
processing unit or PE, in order to underlay the simplicity of effectively realised 
operations), and especially interconnection network are their key points. 

The previous section has outlined some of the important operations in image 
processing. This section proposes an overview of existing PEs interconnection 
networks, thus the architectures. 
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Concept of reconfigurable architectures aims to bring a hardware support for image 
processing dynamic complex data structures. Indeed, the reconfigurability adapts 
easier to run time dynamic data structures. Moreover, it reduces the physical degree of 
networks, thus simplifies their design, realisation and cost. Furthermore, it allows the 
physical realisability of some theoretical topologies. 

The interprocessor communications are of two types : local and global, performed 
usually on sets of connected pixels. 

Local communications (with spatial neighbours, corresponding to a pixel most 
frequently defined neighbourhood in images, cf. Fig.l) are performed by local 
modifications of physical active network interconnections. For example, in the case of 
2D PE arrays, only one between 4 topological neighbours (South, East, North, West) 
is accessed at the same time (the 3 other connections are physically disabled). Local 
reconfigurations take usually place during one PE instruction. 

Global communications in reconfigurable architectures are mainly based on circuit 
switching. Circuit switching can be done in asynchronous or synchronous way. CLIP4 
(Duff76, United Kingdom), IBM polymorphic torus. Gated Connection Network, 
MAO (maille associative d’Orsay), PD (circuit dedicated to dynamic programming), 
are few examples of reconfigurable architectures with asynchronous switches. 
PAPIA2 (Pavia University, Italy), Symphonie (linear processor, CEA, Erance), 
Sphinx (SystLme Pyramidal HiOrarchque pour le traitement dImages NumOrques), 
PICAP-3 (Linp kin g University, Sweden), AIS-5000 (Applied Intelligent Systems), 
RVS (NEC), GAP(M.J. Irvin, Pennsylvania University, 95) are examples of 
reconfigurable architectures with synchronous switches. 

Global communications can be implemented with regular of irregular 
communication schemes. Regular communication schemes involve usually scans 

operations or use processor connections in power of 2 (2P). These latter, existing on 
some parallel processors, allow for global data exchanges with wormhole protocol. 
On a 2D mesh (MasPar MP-1, for example), these exchanges can be pipelined. 
Communications of every k-th processors require that intermediate nodes resend each 
bit of the message. Consequently, the global communication time drops from n k to 
n + k (in the case of the whole message memorisation). 

A result of the mesh embedded on a hypercube is the « natural » existence of 
additional physical links between processors interconnected in power of 2 which do 
not exist on the mesh. These additional links can be used for implementation of global 
time effective communications on mesh. 

On trees (such as CM 5, for example), connections in power of 2 exist by the 
definition of the topology. They lead to the global communication time of the order of 
0(log2N). 

Concentration graphs C-graphs are important data structure for 
communication in pyramids. C-graph operations are : a parallel application of the 
same operation to all graph nodes (broadcasting), a parallel data exchange between 
two C-graphs (embedded in the same plan graph) through frontier pixels, mesh plan 
communications, tree communication (send-down (a message), send-up (a message)), 
with possible local reduction through an associative and commutative operator. 

In the subsequent sections, few examples of existing computers (commercialised or 
prototypes) are given. 
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3.1. Reconfigurable Mesh Processors 

2D arrays are naturally implemented on 2D mesh computers or hypercubes in general 
(where frequently, 2D mesh in embedded through virtual machine concept). First 
image processing computers have been linearly or mesh connected ; SYMPATI2 
(linear), MPP, DAP, CLIP, are few example of them ([Uhr87], [PIS97]). 

Matrix A and B multiplication can be very efficiently implemented on a 2D torus 
(Fig. 2). Starting with the « natural » implementation of data, i.e. where elements ay 
and by are implemented on the processing element PEy, two shifts per iteration have 
to be executed in order to realize matrix multiplication on a torus : 
the k-th line of the matrix A to west by k steps, 
the k-th column of the matrix B to north by k steps. 

After these shifts processors PEy contain ajjj and bjg (k = (i -i- j) mod n), and both 
values contributing to the calculation of the element cy. Eigure 3 gives the new data 

rearrangement after iterations on 4 4 torus. 

The implementation of the above algorithm (of the temporal complexity reduced to 
N(n), n number of elements per matrix dimension) is possible thank to mesh local 
communications, the network autonomy (reconfigurability), and torus links. 

Almost all image processing mask-based operations (such as Sobel, Prewitt, 
Kirsch, Moravec, ) take advantage from the additional torus links ; indeed, these 
links solve easily the image border problem (although, not in the perfect way). 



pg Operative part 
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Eigure 2. IBM polymorphic torus. 
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Figure 3. New matrix element rearrangement during matrix multiplication on torus. 



3.2. Sphinx Pyramid 

SPHINX (Systlme Pyramidal Hi0rarchi0 pour fe traitement Num0rque dlmages) 
(Fig. 4) is a pyramidal computer developed by the Institute of Fundamental 
Electronics at Paris XI University, ETCA, a Defence Research Laboratory (France) 
and the Sodima Co. ([MER86], [PBME90]). The machine is organized as a set of 
stacked layers of PEs (Processing Element) of decreasing size interconnected 
according to a dual network : 

a mesh-based four-neighbour interconnection network within a layer; 
a pure binary tree between layers. 

A PE is a bit serial processor. It has general purpose one-hit registers, and some 
functionally specialized registers, dedicated to pyramidal communications (Father, 
Left son and Right Son), and others, dedicated to in-layer communications 
(Neighbour register). 

0n the i-th stage of the scan operation implementation, k-th PE will read the 
partial result from the processor 2 ^ and combine it with its local value. 

Practical implementation of scan operation on binary pyramid requires two data 
movements over all pyramidal structure : UP (to the pyramid apex), then D0WN (to 
the pyramid base). 

During the Up data movement each processing element 
ex ecutes the scan operation on its 2 sons, and send the result to the father ; 
it m emorises the left son’s value. 

During the Down data movement each processing element forwards : 
to its left son the value received from its father ; 
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to its right son the result of the scan operations applied to the data received from 
the father and the data memorised in Up movement. 





Figure 4. The max-scan operation implemented on the binary pyramid Sphinx. 



Numerical values of the left pyramid (Fig. 4) represent, initial value distribution in 
the pyramid base, and data memorised in the UP movement for other layers ; 
numerical values of the right pyramid correspond, on edges, to values sent from 
fathers to their sons except to these attached to the pyramid base, which represent the 
final result, read from left to right, 4 by 4. 

This algorithm shows the importance of inter-layer binary tree reconfigurable 
communications, and how easily the inter-PEs communications in power of 2 are 
realised on a binary pyramid. 



3.3. MAO Mesh 

The associative net architecture (or the MAO (Maille Associative d’Orsay), Fig. 5), 
[MER97]) implements a certain graph class at the hardware level. Several graph 
elementary operations are directly mapped onto a 2D mesh of P processors (Pj, 0 i 
(P-1)). Mao underlying concepts are : connect component, successor and ancestor. 

An oriented graph G = (P, E) of degree D is represented by P processors (vertices 
of G), and by its interconnection network (a sub-set of the physical interconnection 
network), which defines the set of graph’s edges E. 

G being oriented, there exist sets of ancestors and successors of Pj in G. A set of 
processors of G is an equivalence class, if it is possible to define over G an 
equivalence relation Rg such that Pj and Pj are equivalent if and only if k, 0 k (P- 
1), such that Pj and Pj belong to the k’s ancestor set. Equivalence class define 
connected components of a given graph. 
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Figure 5. MAO reconfigurable mesh computer. 



As a graph can be considered as a set of elements, it is possible to perform the 
usual set operations on elements of G (arithmetic and logic element-wise operations). 
The scan (prefixed- or association-) operation involves a graph G considered as a 
parallel variable p of pj elements (0 i (P-1)), and c, one of its sub-graphs (or c- 
graph the communication graph) which defines authorised data movements in G. 
The scan operation calculates the result aj (implemented on Pj) using the values pj of 
all successors of Pj. 

Figure 6 gives examples of implementations of elementary operations on 
associative net. 

The c-graph is an elementary parallel data structure. Its basic operations are the 
usual graph operations such as c-graph construction and deletion, c-graph topology 
redefinition, union /intersection/Cartesian product of two graphs, or insertion/deletion 
of one element. A associative net supports efficiently tree operations which has to he 
embedded on the graph on the MAO interconnection net before the execution of any 
operation. 




Figure 6. Implementation of associative operations on associative nets. 
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3.4. PD VLSI for ID Dynamic Programming 

The PD circuit (cf. Fig. 8, [PIS97], [PIS98a], [PIS98b]) is under development at the 
Laboratoire de Robotique de Paris, and the University of Rouen in conjunction with 
the CEA DAM (Comissariat lEnergie Atomique), and University Paris 11. It is a 
systolic 2D arrays of PEs dedicated to 2D aerial images matching based upon low 
level image characteristics (mainly raw data). It implements a parametrized dynamic 
programming algorithm which is used for the search of the best match (in terms of 
time) between two weighted 1 -graphs, each representing a line/column from two 
images to match. 

The orthogonal dynamic programming algorithm (cf. Fig. 7) constructs in two 
passes, starting with two oriented 1 -graphs U and V, one per line/column, a path of 
the lowest (temporal) cost which links two images (Fig. 9). The lowest cost path is 
calculated using the dynamic programming algorithm which compares luminosity 
vectors associated with line/column, by 

calculation of the luminosity distance d[i][j] between any two elements, 
U[i] and V[j] ; 

searching, between all paths s developed in parallel, the minimal cost path 
Smin associated with the cost score such as : 

score = min ( c(^)) 

paths s /, j 



(the path s = (i,j ) where is the concatenation operation, and i, j {1, ..., }). 
The C(s) is a local cost of path s construction, i.e. the cost associated with the distance 
between two consecutive elements of the path. According to the fact that two vectors 
are equal if i {1, ..., A^}, U[i] = V\l\ , the cost of local diagonal path s is less 
than of an orthogonal one ; d[i][j] is said an elastic distance between compared 
elements. 




Figure 7. Orthogonal dynamic programming principle. 
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The PD circuit mimes the parallel paths s development during two vectors 
comparison. It is a n-ary hypercube of dimension 2 (i.e. a 2D mesh with n processing 
elements per dimension). The whole PD machine, a scalable massively parallel 
computer, is a MISD (systolic) data driven asynchronous computer. Each PE is 3 
connected to its three neighbours in the grid (east, south-east, south), and has its own 
local 2-bit memory (for PE direction activation code, important for the dynamic 
programming backtracking phase). 

A parallel dynamic programming algorithm searches, in parallel, all possible paths 
s in lopt nibbles (asynchronously), where lopt is the length of the optimal path. 
On the k-th nibble, 0 k lopt, active PEs have their spatial (machine) index of the 
form ( , n) or (n, ). Figure 9 gives an example of all paths s development in parallel ; 
the compared ID signals are represented on X and Y axis. The shadowed area 
represents all parallely developed paths ; the bold path is the optimal path found 
during the backtracking stage. Results of real signals comparison are included inside 
the bold square (others are used for PD simulator purposes). 




Figure 8. PD circuit internal organization. 




Figure 9. Path parallel development with the PD circuit. 
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The PD operator interconnection network is reconfigurable one : during the 
dynamic programming algorithm calculation, each PE of the machine reconfigurates 
locally network in all 3 directions (east, south, south-east) at convenient moment in 
systolic way. During backtracking phase the same physical links are re-oriented in 
opposite directions, in order to recover the minimal cost path for compared vectors. 
Consequently, the reconfigurability is a key for fast vector matching operation. 



4. Conclusion 

The design and implementation of most suitable architectures dedicated to image 
preprocessing and image analysis have been addressed. Starting from mathematical 
concepts and computer science data structures useful for vision, some hardware 
dedicated realisations of the convenient parallel reconfigurable computers as 
prototypes Sphinx, PD and MAO or as commercialised computers (IBM 
polymorphic torus), have been briefly presented, and implementations of basic graph 
operations shown. 

Experiments (not reported here) show that dedicated computers reduce by the order 
of 1000 the calculation time of image preprocessings and analysis compared to 
sequential computers (for images 256 256). 

However, there are two key points which strongly influences dedicated parallel 
computer performance : the communication network (which has to provide the most 
efficient local and global data exchanges required by given class of algorithms), and 
the convenient calculation structures (leading to a parallel calculation model). 

The above architectural key implementations rely heavily on the computer 
execution mode, calculation techniques and technology. The biological approach for 
vision system : biological inspiration for algorithm and architecture design , 
biological components will perhaps offer better performance for the future systems. 
But when they’ll becane available . 
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Abstract. A parallel extension for the watershed segmentation is pre- 
sented in this paper. By following regional minima, i.e. the seeds around 
which regions are grown, in images of lower resolution, a region merg- 
ing criterion in the oversegmented watershed image is retrieved. Thus, 
regions which have a common ascendent at a certain resolution level 
unify, as well as neighboring regions which annihilate until that level. 
Fine until coarse segmentation results are obtained efficiently in parallel 
on a Cray T3E parallel computer. Additionally, the technique performs 
quasi-automatically and allows an easy incorporation of restrictive merg- 
ing criteria within the pyramidal merging structure. 



1 Introduction 

Watershed transformation performs similar to region growing techniques, by la- 
beling connected areas around regional minima in an image |33H|. Its simple 
algorithmic design and efficient implementation, as the absence of user sup- 
plied parameters, make the watershed segmentation an attractive technique for 
many image processing applications. However, the method has a major short- 
coming; for many natural images it produces oversegmentation. Solutions have 
been sought to reduce this effect, namely, to support the segmentation process 
by a priori information upon the meaningful objects in an image, and to fur- 
ther constrain the region growing only around these areas 0. Also known as a 
marker based watershed transformation, the algorithm does not perform auto- 
matically. Human interaction and a parameter controlled procedure are required, 
as preprocessing stages, to provide the desired image cues la- 
in this paper, a quasi-automatic technique is proposed to improve the wa- 
tershed segmentation result. The idea resides in the field of multiresolution 
image analysis, which was successfully employed in the segmentation process 
(see The multiresolution watershed segmentation algo- 

rithm that we propose is described in the next section. In Section^ details about 
its parallel implementation follow. Experimental results, performance analysis, 
and conclusions finalize the paper. 

* For our experimental results, we acknowledge the use of the Cray T3E parallel com- 
puter at the High-Performance Computing-Center Stuttgart, Germany. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 226-|2SSl 1999- 
(c) Springer- Verlag Berlin Heidelberg 1999 
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Fig. 1. Cases of matching minima a) single parent, b) splitting, c) annihilation, 
d) creation, and e) merging 



2 Description of the Sequential Algorithm 

A multiscale region merging technique is presented in this paper to improve the 
watershed segmentation. For this purpose, regional minima, i.e. the seeds around 
which the segmented objects are grown, are hierarchically organized across the 
scale space. Starting from the original input image, every image of lower resolu- 
tion is the blurred version of the image at the previous level. The decimation ratio 
of the size of successive images is 4 : 1. The smoothing function is a Gaussian 
5x5 kernel, w, which is chosen subject to four constraints m 

— separability: w(m,n) = w(m)w(n), 

— normalization: ^w(m) = 1, 

— symmetry: w(m) = w(— m), 

— equal contribution: if w = {c, b, a, b, c}, then a -I- 2c = 2b. 

The solution of the combined constraints leads to w = {i — j,a, | — f}, 
where a is a free variable. In our implementation we used a = 0.4. If Ig denotes 
the input image, the image // at level ^ > 0 is obtained by the recurrence: 
Ii{x,y) = X) Sm’"=- 2 + m,2y + n). The maximum level I is 
given by the logarithm of the image diameter. 

By progressively blurring and sampling an image, the image structure sim- 
plifies. Thus, regional minima move closer to other regional minima until they 
coalesce, or disappear The regions associated with these minima will 

consequently either merge, or annihilate. By mapping in a bottom-up manner 
regional minima from one level to the next, a hierarchy of child-parent relation- 
ships is established. More specifically, given a minimum A, at level I, all pixels 
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1 = 2 



1 = 1 



I = 0 




Fig. 2. Minima tracking in successive images of lower resolution 



in A are projected at the next level, Z + 1. Every projection pixel at level Z + 1 is 
further investigated, whether it is a minimum (local, or it pertains to a regional 
minimum), or a non-minimum. If all, or part, of the pixels in A, at level Z, maps 
onto another minimum B, at level Z-|- 1, then B is the parent of A (see Fig. [3a). 
However, if A maps onto more than one minimum, case encountered when A 
splits, then A has several parents (see Fig. Db). As a consequence, all parents 
of A unify by a simple connected component operator, and, implicitly, all their 
children at level Z become brothers of A. Conversely, if the mapping of A at level 
Z -|- 1 does not intersect any regional minimum, A does not have any parent and 
it annihilates (see Fig.^c)- A reverse phenomenon is also possible, if a regional 
minimum at level Z -|- 1 is created and it does not correspond to any regional min- 
imum at level Z (see Fig. □d). In the algorithm presented in this paper, we do 
not however explore the newly created minima at intermediate levels. Moreover, 
at level Z-l-1, only regional minima which intersect the projections of the regional 
minima at level Z are investigated. The last case, minima merging, illustrated in 
Fig. Hie, corresponds to the situation when two or more minima at level Z have 
the same parent at level Z-l-1. 

Once the hierarchy of relationships between regional minima at consecutive 
scales has been built (see Fig. 0, one can retrieve a merging criterion between 
regions at level 0, i.e. in the oversegmented watershed image. Thus, considering 
any arbitrary node at a given level Z in the hierarchy, the underneath tree rooted 
at this node is parsed top-down until its leaves are reached. Consequently, all 
regions, whose regional minima represent these leaves, coalesce. Additionally, 
neighboring regions which annihilate at a level smaller than Z are merged to- 
gether. Different segmentation results are obtained, for various values of the 
level Z. Thus, finer segmented objects are observed for low values of Z, and the 
segmentation becomes coarser as Z increases. 

Let us still underscore that, by progressively blurring the input image and 
linking the minima from level to level, we aim only to merge neighboring regions 
separated by “small” graylevel ridges. This automatically affects the watershed 
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Fig. 3. Linking and unifying labels of regional minima at neighboring resolution 
levels 



lines at the interface between the regions. We however do not intend to correct 
the remaining watershed lines, e.g. for edge dislocation, missing edge, false or 
spurious edges. Additionally, the final level I in the pyramidal structure is sub- 
jectively chosen. For low values of I, fine structures are present, while overseg- 
mentation still persists; on the other side, for high values of I, oversegmentation 
is reduced, but small structures are lost. 

A compact description of the algorithm is next presented: 

1. /o^J; 

2 . Oq ^Watershed(/o); 

3. Store Oq as the segmentation result at level 0; 

4. for every level 1 < ^ < Imax do 

(a) Ii ^ Gauss{Ii-i,w); 

(b) for each label i in 0/_i, ^ i; 

(c) for each regional minimum A in /;_i do: 

i. project each pixel p = {y, x) in A onto p' in Ip. 

A. p' = {[y/2\,[x/2\) or p' = {\jj/2\, [(a; -h 1)/2J) or p' = ([(y-h 

1)/2J, Lx/2J) or p' = a(y + 1)/2J, L(:^+ 1)/2J); 

B . explore p' : if it is a minimum then 

— if the minimum to which p' belong has not been labeled yet 
then label it with 0;_i(p); 

- else UNION(Zut/,Oi(p'),0/_i(p)); 

ii. if no pixel in A projects onto a minimum, then store level I as anni- 
hilation level for A (i.e., 0;_i(p)); 

(d) for every regional minimum A at level I — 1 which annihilates at level I 
do: 

i. for every neighboring region i? of A in Oq which annihilates do: 
UNI0N(Zutz,0,(A),0,(B)); 

(e) Solve the connected components in lutp 

(f) for every pixel p G Oq, Oq{p) ^ luti{Oo{p)); 

(g) Store Oo as the segmentation result at level I; 

In Fig. 0 minimum A3, at level I — 1, splits into two minima A3 and A2, at 
level 1. Consequently, A3 and A2 unify, as belonging to the same class. However, 
A2 and A3 fuse not only because A3 splits, but also because of A3 and A2 , which, 
at level l — l, have the same parent at level I, namely A2, and consequently merge. 
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While testing the above described algorithm we noticed that the result is 
in few cases affected by the choice of the blurring parameter a, in the Gaussian 
kernel. Indeed, only the regional minima are followed between successive blurring 
levels, such that the algorithm is less sensitive to variations of a. Therefore, we 
used a as a constant, fact which allowed us to state that the algorithm performs 
quasi-automatically. 



3 Parallel Implementation 

Although the sequential implementation of the above described algorithm is not 
difficult, its integration into a multiprocessors environment is not straightfor- 
ward. A Single Program Multiple Data (SPMD) paradigm with regular domain 
decomposition is next presented to parallelize the code for the watershed seg- 
mentation with multiresolution region merging. Thus, watershed segmentation 
of the original image is first executed in parallel as described in |qil ij . Next, 
region merging is performed by following regional minima across a multiscale 
Gaussian smoothing pyramid. 

Since the first phase of the algorithm, namely parallelization of the watershed 
transformation has been extensively presented in ECU, only the parallel imple- 
mentation of the multiscale region merging is here explained. In order to obtain 
the subimage at the next lower resolution level, each input subimage is smoothed 
with the given Gaussian kernel, as explained in Section |21 The operation is lo- 
cal, but computation of the smoothed values for the pixels within the subimage 
edges requires the graylevels within a two pixels wide border around the subim- 
age. These data are provided by each processor through a regular neighborhood 
communication pattern, imposed by the data distribution. 

After the grayscale image at the next lower resolution level, Z-l-1, has been dis- 
tributed computed, i.e. each processor holds the smoothed version of its subimage 
from the previous level I, regional minima at level I should be mapped at level 
Z -|- 1. As in the sequential algorithm, only pixels within surviving minima are 
projected onto the subimage at level Z -|- 1. Since the initial image distribution 
is maintained at every level of the multiscale pyramid (no data redistribution is 
performed), for every pixel, its projection pixel falls into the subimage owned 
by the same processor. Thus, no “vertical” communication between processors 
(to communicate data at consecutive smoothing levels) is needed. However, the 
analysis and diagnosis of a pixel as minimum or non-minimum is not entirely 
local. As already mentioned in m, plateaus of connected pixels of constant 
altitude are not easily classified, as minima or non-minima, and hence appro- 
priately labeled, when the image is distributed to several processors. Therefore, 
an a priori labeling of those plateaus shared by more than one processor as a 
regional minimum (RM) or not a regional minimum (NARM) is performed in 
parallel. The idea is that if a plateau has a lower brim, every pixel in the plateau 
should be labeled NARM; otherwise, RM. Local NARM/RM labeling is first 
performed in every processor, only in those parts of plateaus which extend to 
neighboring subdomains. In order to have a plateau uniformly classified, neigh- 
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boring processors exchange the labels in the edges of their subimages. Thus, if 
a plateau has been labeled NARM in one processor and RM in the neighboring 
processor, the label in the latter part is corrected to NARM. Communication 
and label correction is iteratively executed until stabilization, i.e. no change has 
occurred in any processor due to communication. 

After this step, pixels within each surviving regional minimum at level I are 
projected onto the subimage at level Z + 1. As in the sequential algorithm, for 
every surviving minimum pixel p, at level I, its projection pixel p\ at level I + 1, 
is investigated and diagnosed as a minimum or non-minimum. If after the local 
exploration of p' , and eventually of the plateau at which p' pertains, p' turns to 
be part of a regional minimum (all pixels on the plateau are labeled either RM, 
or INIT — the initialization label — , but there is no neighboring pixel of lower 
altitude than the plateau), the plateau is labeled with the label of p at level I, if 
it has not been already labeled; otherwise, the two labels, of p and p', are united 
by a UNION operation. 

A regional minimum survives if at least one of its pixels projects onto a min- 
imum pixel at the next level, property which has a global nature. Therefore, due 
to the image distribution, it may be possible that parts of a plateau in some 
processors extinguish, while parts of the same plateau survive in other proces- 
sors. Additionally, different parts of the same plateau at level I, but located into 
different processors, merge various other regional minima at level I + 1 (mini- 
mum splitting/merging); and conversely, onto a regional minimum at level I + 1, 
shared by several processors, different regional minima from the level I (minima 
merging) may project, leading to a non-uniform labeling of the regional min- 
imum at level Z -I- 1. Therefore, neighboring processors exchange the labels of 
pixels in the edges of the subimage, in order to unify those labels assigned to 
parts of the same plateau. Local label equivalences are further combined by a 
global connected operator (implementation details about the global connected 
component operator can be found in m) in order to provide for each la- 
bel a global representative or annihilation level. Finally, neighboring regions of 
minima which annihilate are merged together by another global connected com- 
ponents operator. Alternatively, a special label can be assigned to every regional 
minimum which extinguish, in order to avoid the overhead of another global 
connected component operator. Annihilating regions which are smaller than 25 
pixels merge any of the neighboring surviving regions. 

Since the number of remaining regional minima at level Z -|- 1 is lower than at 
level Z, a relabeling with consecutive labels, starting from 0 is performed in the 
output image of labels at level 0. Thus, the memory requirements for the lookup 
table in the connected components operator at level Z -|- 2 diminish. The resulted 
image of labels is stored as output of the multiresolution minima merging at 
level Z -I- 1. 

The afore described iteration is performed for every smoothing level. How- 
ever, due to the constraint of keeping the initial image distribution constant 
across the whole processing, the number of levels for an image N x N when 
P processors are used is bounded to log^{N‘^/P) — log4(25), i.e. the smallest 
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Table 1. Execution times of the multiscale watershed algorithm (in seconds) 



Image \P 


1 


2 


4 


8 


16 


32 


64 


Cermet (256 x 256) 


0.55844 


0.29177 


0.18419 


0.12256 


0.09649 


0.08328 


0.08011 


Peppers(512 x 512) 


1.93015 


1.10929 


0.61170 


0.37135 


0.25165 


0.19355 


0.18417 


Lenna (512 x 512) 


2.18953 


1.36508 


0.73339 


0.43497 


0.29626 


0.23379 


0.22226 


People (1024 x 1024) 


8.08802 


4.88998 


2.91150 


1.68950 


1.00565 


0.66360 


0.56577 



Relative Speedup of the Multiscale Watershed Algorithm 




Fig. 4. Relative speedup 



subimage is 5 x 5. Future work will focus on specializing the implementation to 
allow adaptive image redistribution at different resolution levels and incorporate 
load balancing reasonings. 

4 Experimental Results and Conclusions 

The algorithm has been implemented on top of Message Passing Interface (MPI) 
and tested on a Cray T3E parallel computer. Four images of different complexi- 
ties and different sizes have been used to test the algorithm. The execution time 
was measured for each image in part and tabulated in Table. H Since the maxi- 
mal height of the multiscale pyramid varies with the number of processors P (see 
above), this value has been bounded to 5. Thus, the same pyramid structure, 
with 5 levels, is built for every number of processors used 1 < P < 64. The 
running time drops significantly with increasing number of processors, but the 
gain stabilizes at 64 processors. 
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Fig. 6. Peppers Marker based segmented image with markers collected a) by 
multiscale morphology (264 regs), and b) manually (27 regs) 



The relative speedup SP{P) = T{1)/T{P) has been plotted in Fig. 0 and 
compared against the linear speedup. It can be observed that the relative speedup 
strongly increases with the number of processors used P, but the curve flattens 
at 64 processors. Moreover, better performance is obtained for a large image 
(see image People (1024 x 1024)) than for a small image (see image Cermet 
(256 X 256)). 

Finally, good segmentation results can be observed in Fig. 0 Moreover, com- 
pared against the marker based segmentation in mm (see Fig. 0, the results 
vary in a larger scale of granularity of the segmented objects, while preserv- 
ing important contours. Additionally, the algorithm presented here is extremely 
simple, regular, and hence faster than the parallel marker based watershed al- 
gorithm, it performs quasi-automatically, and permits an easy incorporation of 
additional region merging criteria like size, average grayscale, variance. 
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Abstract. It is challenging to parallelize the problems with irregular 
computation and communication. In this paper, we proposed a scalable 
and efficient algorithm for solving irregular inter-processor data depen- 
dency in image understanding tasks on distributed memory machines. 
Depending on the input data, in the scatter phase, each processor dis- 
tributes search requests to collect the remote data satisfying certain ge- 
ometric constraints. In the gather phase, the requested remote data are 
collected by using a DataZone data structure and are returned to each 
processor. For demonstrating the usefulness of our algorithm, we con- 
ducted experiments on an IBM SP2. The experimental results were con- 
sistent with the theoretical analyses, and showed the scalability and effi- 
ciency of the proposed algorithm. Our code using C and MPI is portable 
onto other High Performance Computing(HPC) platforms. 



1 Introduction 

Many problems with regular computation and communication have been par- 
allelized on distributed memory machines by using explicit message passing 
paradigm or by using parallelizing compilers 0 • However, it is challenging to par- 
allelize problems with irregular computation and communication. Such problems 
arise in intermediate and high-level image understanding tasks, for instance. In 
these problems, the nature of the irregularity depends on the input image and is 
unknown at the compile timejl Oj. To achieve high performance, the irregularity 
should be considered carefully and dynamic techniques may be required. 

A key operation in intermediate and high-level image understanding tasks 
is to search feature data satisfying certain geometric constraints. For instance, 
in perceptual grouping, feature data satisfying certain geometric constraints are 
grouped to form structural hypotheses |Ylbj . In another example, image matching, 
correspondences between feature data extracted from two different images are 
determined based on geometrical relationships [S(. 

Parallelizing such feature search is challenging since the operation is highly 
data dependent{the size and shape of the search is different for each data ele- 
ment). Thus, the inter-processor communication pattern is generally irregular, 
since the number of processors to communicate and the amount of data trans- 
ferred depend on the distribution of input data. Our motivation for this research 
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is to develop an efficient algorithm for solving irregular inter-processor data de- 
pendency on distributed-memory machines. 

The irregular data dependency can be simply solved by using all-to-all broad- 
cast operations to obtain all the feature data. By enabling each processor to re- 
ceive all the feature data, the problem caused by the inter-processor data depen- 
dency is avoided. As the number of processors increases, however, the broadcast 
time grows linearly and becomes the dominant part of the total execution time. 
Furthermore, this simple solution requires a fixed amount of per-processor mem- 
ory, and this makes it impossible to solve larger problems with a large number 
of processors. 

In this paper, we proposed a scalable and efficient algorithm for solving ir- 
regular data dependency. A DataZone array was defined first such that only the 
remote data satisfying certain geometric constraints can be collected efficiently, 
instead of checking all the remote data. Then, depending on the input data, 
the search requests for remote data are distributed in the scatter phase. In the 
gather phase, the requested remote data are collected by using the DataZone 
array and are returned to each processor. Using a realistic abstract model of dis- 
tributed memory machines, a tradeoff between computation and communication 
in solving irregular data dependency was also analyzed. 

For demonstrating the usefulness of our algorithm, experiments were con- 
ducted on an IBM SP2. The experimental results were consistent with the the- 
oretical analyses, and showed the scalability and efficiency of the proposed al- 
gorithm. Although we showed the experimental results for the feature search 
operation as an example, the idea can also be applied to many other irregular 
data dependency problems. 

The organization of the paper is as follows. An overview of the irregular data 
dependency problem is given in Section 2. Section 3 discusses our approach for 
solving the problem. Experimental results are shown in Section 4. Concluding 
remarks are made in Section 5. 



2 Irregular Data Dependency in Image Understanding 

A key operation in intermediate and high-level image understanding tasks is 
to search feature data satisfying certain geometric constraints. Compared with 
parallelizing low-level image understanding operations ) I f‘2ptij . several issues must 
be considered in parallelizing such feature search operation. 

— The computations are performed on symbolic data(point, line, and area). 

— The search is highly data dependent{the size and shape of the search is dif- 
ferent for each symbolic data). 

— The search may need non-neighbor data. 

For instance, the communication pattern, which is in terms of the proces- 
sors to communicate and the amount of data to be transferred, depends on the 
distribution of input data and can be irregular. As shown in Fig.Q the pattern 
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Fig. 1. Search windows generated by line segments have intra-processor data 
dependency(left) and inter-processor data dependency(right). The generated 
search windows are shown as small rectangles. The input line segments were 
extracted from an 1024 x 1024 Modelboard image on a 16-processor SP2. 



of inter-processor data dependency is different for each processor. Such irregu- 
lar communication patterns result in large parallelization overheads. Thus, the 
motivation for this research is to develop an efficient algorithm for solving irreg- 
ular inter-processor data dependency. Another issue in parallelizing the feature 
search operation is related to unbalanced data distribution, and its solution was 
discussed in P]. 

In the following sections, we explain how to solve the irregular data depen- 
dency in the feature search operation as an example. However, the idea can also 
be applied to solve irregular data dependency in other application domains. 



3 Algorithm and Analysis 

As we discussed in Section 1, the irregular data dependency in the feature search 
operation can be simply solved by using all-to-all broadcast operations to obtain 
all the feature data. However, this solution is not scalable and unsuitable for 
larger problems. An algorithm which does not employ the all-to-all broadcast 
operation is described first in this section. Then, the effect of using an efficient 
data structure is analyzed. 



3.1 Notation 

Let P and n x n denote the number of processors and the image size, respec- 
tively. The input to each processor is an image block of size x along 
with the line segments extracted from the image block during the pre-processing 
phase(i.e., feature extraction). The output is a set of line segments collected 
from remote processors such that each processor can perform further operations 
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without any inter-processor data dependency. Feature extraction can be paral- 
lelized by partitioning the nxn image array into P blocks of size x and 
then performing the contour detection and linear approximation operations for 
a partitioned image block in each processor. A parallel implementation of the 
feature extraction has been reported in f2ltij . 

Following the sequential algorithm for the feature search used in the percep- 
tual grouping step|7|, a search for each line segment is performed on both sides 
of it (within a 4-pixel width region) to find other line segments satisfying certain 
constraints(see Fig. 0. Following terminology is used in this paper: 



n 






Non-local Segment 

Local Segment , 



Fig. 2. An example illustrating the notations using 4 processors. 



— Token', a data structure containing information about an input line segment, 
such as end-point coordinates, length, orientation, and average contrast of 
the line segment. In the following, line segments, segments, and tokens are 
used interchangeably. For the sake of explanation, a token performing a 
search is denoted as a source token, whereas a token to be examined in the 
search window is denoted as a target token. For a source token s, the search 
window generated by it is denoted as W(s). 

— Owner(s): a processor which stores a source token s. In the example shown 
in Fig. 1^ the owner of source tokens e, /, g, h, i is processor P 2 , and the 
owner of j, k, I, m is P 3 . 

— Domain(Pi): an image block of size ^ x assigned to a processor Pi dur- 
ing the pre-processing phase. In the example shown in Fig. 0 Domain(P 2 ) is 
the lower left block of size § x We assume that each processor has informa- 
tion about the domain of the other processors as well as that for itself. For 
instance, each processor has information about Domain(Po)j Domain(Pi), 
Domain(P 2 ), and Domain(P 3 ). 
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— Remote{W{s)): the set of processors whose domain overlaps the search win- 
dow W(s), i.e., Remote(W(s))={Pi|Domain(Pi) n W(s)^0, Pi Owner(s)}. 
In the example shown in Fig.|2] Remote(W(i)) = {P 3 }. 

— Local, non-local tokens: a token s having empty (non-empty) Remote(W(s)) 
is denoted as a local (non-local) token. 



3.2 Algorithm 

The inter-processor data dependency can be managed in a scatter- and- gather 
fashion. In the scatter phase, each processor sends a source token s having non- 
empty Remote(W(s)) to Remote(W(s)) processors. Each processor generates 
search requests for each non-local source tokens. In the gather phase, each pro- 
cessor Pi sends back the target tokens located in W(s)nDomain(Pi) to Owner(s). 
Note that, each processor generates target tokens for each source token received 
in the scatter phase. A straightforward way to generate target tokens is to scan 
all the line segments to check whether it is located in W(s)nDomain(Pi). How- 
ever, this straightforward solution can degrade performance significantly because 
it scans all the line segments for every search operation. For the purpose of com- 
parison, we denote this straightforward solution as scan algorithm(see Fig. OJ. 

To reduce the search time in Step 3 of the scan algorithm, pointers repre- 
senting the token data are stored in a spatial index array, called DataZone. 
For instance, the image block assigned to P 3 (shown in Fig. |2I) and the corre- 
sponding DataZone are shown in Fig. 01 To find target tokens(i.e., 1), only the 
neighboring area(i.e., the shaded locations on the DataZone array) needs to 
be searched; instead of scanning all the line segments(i.e., j, k, I, m) to check 
whether it is located within the requested area. The size of the DataZone array 
is X where SF is a scale factor. By changing SF, we can control 

a tradeoff between the number of searched locations and the extra token data. 
For simplicity, SF is chosen as l(i.e., the size of the DataZone array is the same 
as that of an image block) in the following. The algorithm using the DataZone 
array is denoted as spatial index algorithm and is shown in Fig. 



Procedure : Scan Algorithm 

Step 1: Generate search requests for non-local line segments. 

Step 2: Scatter the search requests. 

Step 3: Scan all the line segments for each request. 

Step 4: Gather line segments located in the requested area, 
end 

Fig. 3. An outline of the scan algorithm for solving the irregular data depen- 
dency problem. 
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Fig. 4. An example illustrating the spatial indexing technique with the DataZone 
array. 



Procedure : Spatial Index Algorithm 

Step 1: Create a DataZone array to store input line segments. 

Step 2: Generate search requests for non-local line segments. 

Step 3: Scatter the search requests. 

Step 4: Perform window search on the DataZone array for each request. 

Step 5: Gather line segments located in the requested area. 

end 

Fig. 5. An outline of the spatial index algorithm for solving the irregular data 
dependency problem. 

3.3 Analysis 

Let P and m denote the number of processors and the length of the mes- 
sage(bytes), respectively. The n x n image is assumed to be partitioned into 
P blocks of size x ^ during the pre-processing step. The communication 
time of each algorithm can be analyzed using the simple communication model 
described in According to the communication model, the cost of sending a 
message between two processors can be represented by two parameters: the mes- 
sage startup time T, which is the time required to initiate the communication, 
and the transfer time per byte t, which is determined by the physical bandwidth 
of the communication channel linking the source and destination processors. 
Then, the time required to send a message of size M bytes is represented as 
T -I- Mt. The details of the communication model can be found in 

If an all-to-all broadcast operation is used to solve the inter-processor data 
dependency, then the total sizes of the messages is bounded by O(n^m). Thus, 
the communication time and per-processor memory requirement to solve the 
inter-processor data dependency are 0{PT -\- n^mr) time and O(n^m) bytes, 
respectively. 

In analyzing the scan algorithm shown in Fig.0 the distribution of the input 
line segments over the partitioned image block of size x needs to be 
considered. The number of source tokens initially stored in a processor is upper 
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2 . 

bounded by Since the number of non-local segments in a processor is bounded 
by 4 X and each non-local segment has a search window crossing over 2\/p 

processors, the time to compute Step 1 is bounded by 0(^ -f x Vp)=0(^), 
P < n. 

The communication time in Step 2 is determined by the number of messages 
and the total lengths of the messages generated in a processor. The number of 
messages and the total length of the messages are upper bounded by 0{P) and 
0(nm), respectively. Thus, Step 2 can be completed in 0(PT -|- nmr) commu- 
nication time. 

The time to perform Step 3 is determined by the number of source tokens 
received by a processor. Each processor can receive at most 4 x search 
requests, and each search request needs to check every segments initially stored 
in a processor. Since the number of segments initially stored in a processor is 
bounded by O(^), Step 3 can be completed in 0(-^^) time. 

Similar to Step 2, the communication time in Step 4 depends on the number 
of messages and the total length of the messages generated in a processor. The 
number of messages and the total length of the messages are upper bounded by 
0(P) and 0(^^), respectively. Thus, Step 4 can be completed in 0(PT-|- 
communication time. Finally, the inter-processor data dependency can be solved 
totally in 0( jJ^ ) computation time and 0{PT -|- communication time, 

P < n. 

The per-processor memory requirement is determined by the number of tar- 
get tokens received by a processor. Since the number of target tokens collected 
for each source token is upper bounded by the additional memory re- 

quirement to solve the inter-processor data dependency is bounded by 
bytes. 

The communication time of the spatial index algorithm shown in Fig. 0 is 

the same as that of the scan algorithm without it. However, the computation 

time can be reduced by using it. The time to create the DataZone in Step 1 is 
2 

upper bounded by whereas the time to collect the target tokens in Step 4 is 

reduced to O(^) by using it. Thus, the total computation time is bounded by 

O(^). Note that the additional memory requirement which is proportional to 
2 

^ does not increase the worst-case memory requirement. 

In Table 0 the computation time, the communication time, and the per- 
processor memory requirement of each algorithm are compared. 

4 Experimental Results 

For the purpose of comparison, we implemented all three algorithms described 
in the previous section on an IBM SP2. The code was written using C and MPI 
message passing library. For each source token, a search was performed within 
the region on both sides of it within a 4-pixel width to find target tokens, using 
the algorithms shown in Fig. 0 and 0 The length of messages such as source 
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Computation Time 


Communication Time 


Memory Requirement 


Broadcast 


- 


0{PT -I- n‘‘mT) 


O(n^m) 


Scan 


o(i^) 


o{pt+^7) 


O(^) 


Spatial Index 


O(^) 


o[pt+^7) 


O(^) 



Table 1. Analysis of the computation time, the communication time, and the 
per-processor memory requirement of each algorithm to solve the inter-processor 
data dependency. 



tokens and target tokens was 100 bytes. The input line segments were extracted 
from two 1024 X 1024 Modelboard images, and the number of input line segments 
was 3519 from Modelboardl and 7825 from Modelboard2, respectively. 





Broadcast 


Scan 


Spatial Index 


Comm 


Comp 


Comm 


Comp 


Comm 


Comp 


4 processors 


24 msec 


- 


4 msec 


3783 msec 


4 msec 


211 msec 


16 processors 


35 msec 


- 


5 msec 


2623 msec 


5 msec 


153 msec 


64 processors 


68 msec 


- 


8 msec 


1083 msec 


8 msec 


76 msec 



Table 2. Execution time for Modelboardl image on SP2. 





Broadcast 


Scan 


Spatial Index 


Comm 


Comp 


Comm 


Comp 


Comm 


Comp 


4 processors 


50 msec 


- 


7 msec 


32476 msec 


7 msec 


288 msec 


16 processors 


62 msec 


- 


8 msec 


20819 msec 


8 msec 


194 msec 


64 processors 


103 msec 


- 


16 msec 


9925 msec 


16 msec 


112 msec 



Table 3. Execution time for Modelboard2 image on SP2. 



In Table 121 and 0 we show the execution times of each algorithm. The execu- 
tion times of the broadcast algorithm increased with the number of processors 
used although it was very small for a 4-processor case. In contrast, the scan al- 
gorithm is scalable in that the execution times were reduced with the increased 
number of processors. This is because each processor is responsible for a smaller 
size of the image block with the increased number of processors. For the practi- 
cal number of processors, however, the overhead to collect the target tokens can 
offset the gain from the scalability. Note that, the communication time observed 
in the scan algorithm was negligible. In the broadcast algorithm, there is no 
computation time because it simply performs the all-to-all broadcast operation 
regardless of the given pattern of the data dependency. 

Compared with the scan algorithm, the effect of spatial indexing with the 
DataZone array is significant. The portion of computation times was reduced by 
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an order of magnitude for Modelboardl and two orders of magnitude for Model- 
board2, respectively. The greater improvement was obtained from Modelboard2 
image because the scan algorithm should scan the much longer list of the input 
segments for every search operation. Note that the amount of communication 
time of the spatial index algorithm was the same as that of the scan algorithm. 

To evaluate the additional per-processor memory requirement of each algo- 
rithm, we show the average of the memory requirements over the processors in 
Table 0 and 0 The average of additional per-processor memory requirement of 
the broadcast algorithm was computed as the total number of input line segments 
X lOObytes. For the scan algorithm, it was computed as ^^6 total 

number of target tokens collected to processor i x lOObytes. In addition to 
this amount of per-processor memory requirement, the spatial index algorithm 
needs the memory space of size x x lOObytes for the DataZone array to 
reduce the search time. However, the additional requirement for the DataZone 
can be reduced by increasing the scale factor SF. 





Broadcast 


Scan 


Spatial Index 


4 processors 


263.9 KBytes 


0.2 KBytes 


1048.7 KBytes 


16 processors 


329.9 KBytes 


0.1 KBytes 


262.2 KBytes 


64 processors 


346.4 KBytes 


0.1 KBytes 


65.6 KBytes 



Table 4. Average of additional per-processor memory requirements for Model- 
boardl image on SP2. 





Broadcast 


Scan 


Spatial Index 


4 processors 


586.8 KBytes 


0.3 KBytes 


1048.8 KBytes 


16 processors 


733.5 KBytes 


0.3 KBytes 


262.4 KBytes 


64 processors 


770.2 KBytes 


0.2 KBytes 


65.7 KBytes 



Table 5. Average of additional per-processor memory requirements for Model- 
board2 image on SP2. 



5 Concluding Remarks 

We have presented a scalable and efficient algorithm for solving irregular data de- 
pendency in intermediate and high-level image understanding tasks, and shown 
the results of implementation on an IBM SP2. 

A DataZone array was defined first such that only the remote data satisfying 
certain geometric constraints could be collected efficiently, instead of checking 
all the remote data. Then, depending on the input data, the search requests for 
remote data were distributed, and the requested remote data were collected by 
using the DataZone array. 
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The experimental results were very encouraging. Both the execution time 
and the additional per-processor memory requirement of the proposed algorithm 
were scalable with the number of processors used. The experimental results were 
also consistent with the theoretical analyses. The code written in C and MPI 
permits portability to various HPC platforms. We believe that our idea can also 
be applied to solve irregular data dependency in other application domains. 
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Abstract. Current multimedia and signal processing applications be- 
come more complex. This paper proposes a new parallelism manage- 
ment scheme that can explicitly deal with complex and general paral- 
lelism patterns. The parallelism description is based on a task flow graph 
representation interlaced with control commands. A graph management 
algorithm is proposed to extract eligible tasks and implement synchro- 
nization operations. We show that this management outperforms classi- 
cal parallelism extraction in case of complex applications. Moreover, the 
parallelism description can be directly inserted in sequential programs 
without deep code modifications. 

keywords: parallelism, task graph, task scheduling, multiprocessors 



1 Introduction 

Many applications have to be parallelized to be implemented on multiprocessor 
systems. The parallelization task can be split into two steps: the first step consists 
in the algorithm parallelization and the second step translates the extracted 
parallelism into the system parallel syntax. This second part is not trivial and 
often reduces the available parallelism to respect syntax constraints. 

More particularly, new multimedia or image processing applications (MPEG- 
4 codec, videophony, . . . ) are based on highly complex structures. Data are 
divided into small blocks and taking into account some block statistics, a kernel 
is selected and executed. Consequently, these applications are constituted by 
kernels linked together by a complex control structure. Therefore, the available 
parallelism moves from the kernel level where smaller data sets are used, to the 
control level allowing to simultaneously execute several kernels and statistical 
computations. Due to the close interaction between parallelism and program 
control flow, it can only be exploited with a flexible description. 

Finally, loops often are neither completely parallel nor fully sequential. Some 
loop body parts need to be executed in the loop order while other parts are 
completely independent. The corresponding task graph is close to an oriented 
meshed structure (Fig. [Q. Usually, this partial parallelism is ignored because 
classical fork/join commands cannot easily describe such parallelism patterns. In 
the best cases, loops are unrolled to partially exploit the available parallelism or 
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task A { 
task B { 
task C { 
task D { 



for ( j=i; j<nlines; j++) { 
Compute_pivot ( j ) ; 
Computel_line_and_column ( j ) ; 
Compute2_line_and_column ( j+1) ; 
Compute_remaining_blocs (j+2) ; 




Fig. 1. Partially parallel loop (example taken from the LU algorithm), left: 
pseudo-C loop, right: corresponding task graph. Ai is the instance of A. 



an explicit pipelined implementation is programmed. Both solutions require that 
the programmer significantly modifies the program code to match the parallelism 
syntax. 

These observations lead us to study a more general parallelism representa- 
tion allowing to describe various parallelism patterns and simple enough to be 
handled at a fair cost by a multiprocessor system. The proposed parallelism 
management scheme is based on the following characteristics: 

- A separation of the parallelism description and the main control structures 
from the computation code. It releases the processing units (PUs) of the 
parallelism management task. 

- An original parallelism description with a complexity adapted to the ex- 
tracted parallelism levels, able to describe general parallelism patterns. Com- 
plex parallelism patterns allow to schedule tasks sooner in the process. More- 
over, it is possible to extract parallelism from structured sequential programs 
without major code modifications to compel with strict syntax. 

- An original task management algorithm to quickly determine tasks ready to 
be executed and to perform efficient synchronization operations. 

The parallelism management has been designed to be implemented on small-scale 
systems able to execute up to 64 simultaneous tasks. The system architecture is 
not imposed, provided that a centralized parallelism management and a shared 
memory are supported. The system can be a (simultaneous) multithreaded pro- 
cessor, where tasks are used to hide remote or memory access latency, or a 
multiprocessor system with simple RISC or complex superscalar processors. 

This paper is structured as follows. The following section presents the mul- 
tiple aspects of our parallelism description. It begins with some classical theo- 
retical considerations before describing the parallelism representation. A study 
of the parallelism levels is presented in subsection 12. ,41 The proposed task man- 
agement algorithm is developed in section El For the paper clarity, we suppose 
in section O and subsection 1.4. II that the program does not contain branches or 
loops between tasks. We will show in subsection 14.21 that the generalization to 



248 



Xavier Verians et al. 



high-level branches or loops does not modify the task management algorithm 
and simply requires an additional command interpreter. Benchmarks simula- 
tions are presented in section 01 Results show that in applications with massive 
parallelism, our task management produces similar performances than those of 
current multiprocessor techniques. However, for applications with more complex 
parallelism structures, the performance increase rises up to 12%. The last section 
briefly discusses the original characteristics of the presented system compared 
with other parallelism management techniques. 

2 Parallelism Description 

2.1 Theoretical Aspects 

Program parallelism can be represented with a task graph. The program is 
divided into several tasks connected by some dependence links. A task is an 
instruction set which will be executed on a single processing unit. Tasks can 
communicate and interact together by using the shared memory. Their size and 
number of dependences is not limited. They can contain jumps, function calls 
and conditional branches, provided all jumps are referencing an address included 
in the same task. 

A task graph P is a directed graph consisting of a set of vertices (tasks) V 
and a set of arcs (dependences) on the vertices A. If the arc (ti, tj) G A, then task 
Ti must complete execution before task Tj can start execution. We say that task 
Ti is a preceding task of Tj. Arcs (ti,tj) are also called incoming arcs of Tj. The 
notation used is the following: capitals to design tasks and lower-case letters 
for arcs. The distance between two tasks d(Ti,Tj) is defined as the minimum 
number of arcs to follow to go from a task Tk G V to both fy and Tj. 

The task graph defines a task ordering. This ordering is not strict as parallel 
tasks do not need to be executed one before another. A task fy is eligible for 
execution only if all tasks Tj such that {tj,ti) G ^ have been completed. 

At run-time, the task graph is unrolled to produce a directed acyclic graph 
(DAG), called dynamic task graph\f\. Due to its limited resources, the processor 
will only see a slice of this graph, called the task window. The task window holds 
all tasks already decoded by the system, but waiting for their execution to be 
launched or completed. 

2.2 Task Program 

Most current systems insert parallelism commands in the program code PJP. 
The processing units execute tasks and, when a parallel command is encoun- 
tered, they execute it and update the eligible task queue. The time lost by the 
processing units to handle parallelism commands leads to an overhead becoming 
significant in case of complex parallelism structures. Moreover, the task creation 
order depends on the task execution, for example, when several connected tasks 
are created in different parallel threads. This can lead to complex protocols to 
identify synchronization edges between tasks^. 



A New Parallelism Management Scheme for Multiprocessor Systems 



249 




Arcs 



a 

b 

b 



a 

e 

e 



9/ f 
c, d, h 



Tasks 

A 

B 

C 

D 

E 

G 

F 

H 

I 



Fig. 2. left: Task graph example, right: Corresponding task program 



We propose another approach consisting in separating the parallelism infor- 
mation from the program code. This separate parallelism description, called the 
task program, is directly sent to the task manager, releasing the processing units 
from the parallelism decoding. The communications between the task manager 
and the processing units are reduced. Besides, the parallelism decoding can be 
performed in parallel with task execution. Finally, as the parallelism descrip- 
tion syntax is independent of the task code, the syntax complexity can easily be 
adapted to the exploited parallelism level. 

The multiple tasks defined in the program code create a static dependence 
graph containing loops and conditional parts. As the task program is also static, 
it needs to include some commands to implement loops and branches among 
tasks. At run-time, these commands are decoded to build the correct dynamic 
task graph. For the paper clarity, we will treat this point later in section It. 21 We 
will first suppose that the static task graph is already a directed acyclic graph. 
The static graph and the dynamic task graph are in this case identical. 

The dynamic task graph decoding is performed by a sequential reading of the 
task program. A first constraint on the task program is that the task order has 
to be respected, i.e. for each task Ti, all preceding tasks Tj are encoded before 
Ti in the task program. Consequently, the task program is simply an ordered 
topological description of the task graph (Fig. 0. It allows to represent all the 
parallelism patterns which can be drawn as a directed acyclic graph. The syntax 
is simple: each line describes a task T and its incoming arcs {tj,t). As t is the 
same for all the incoming arcs, it is not noted. 

2.3 Extended Parallelism Description 

The limited size of task window can prevent the processor to extract all the avail- 
able parallelism. The simple topological graph description has to be extended to 
allow an efficient parallelism extraction. An analysis of multimedia and signal 
processing applications shows three parallelism levels of increasing complexity: 

1) Low-level parallelism: Signal processing applications are often based on small 
kernels easily parallelizable (DCT, quantification, filtering, ...). These ker- 
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nels can often be described by a single task executed many times. A tag 
identifies this task in the task program, allowing the task manager to handle 
it as a simple task. When it becomes eligible, it is attached to a dedicated re- 
source, the task server^ storing some loop state bits, the number of processors 
executing the loop and detecting the loop completion. 

2) Medium-level parallelism: It is the parallelism existing between close tasks 
in the dynamic task graph, close defined with the above distance definition. 
Close tasks will be present at the same time in the task graph, allowing 
the processor to extract all the available parallelism. The topological graph 
description is sufficient for this level. 

3) High-level parallelism: It often arises that multiple processing can be per- 
formed in parallel. If each processing is described by a large number of tasks, 
a sequential decoding cannot provide a comprehensive view on the global 
parallelism structure. A simultaneous decoding of different task graph parts 
is necessary. High-level commands, such as classical fork/join commands jSl, 
are added to the task program. The key difference with other systems is 
that these commands are only used at a high level, where the command 
management overhead is negligible compared with the execution time of the 
multiple task sets. 

3 Task Management 

3.1 Parallelism Extraction Algorithm 

The main task manager job is to quickly determine the eligible tasks. It is equiv- 
alent to identify the entry tasks of the task window graph. Moreover, when a 
task is completed, it has to remove it from the task window and has to compute 
the new eligible tasks. 

We propose an algorithm based on a queue bank. The queue filling is per- 
formed in the task decoding order: if Tj needs to be executed after Ti completion, 
it will be added to a queue after Ti. The filling policy is simple: a task Ti is added 
to the queue qj only if Tk = tail{qj) is such as G A. These two rules guar- 

antee that the queues form a graph covering with each queue containing a chain 
of consecutive tasks. The task graph structure is explicitly conserved in the queue 
organization: different parallel branches are stored in different queues. It allows 
to implement intelligent task scheduling policies based on a dynamic analysis of 
the task graph. Moreover, thanks to the task ordering, eligible tasks will only be 
found in the queue heads. 

The three basic operations on the task window graph are the following: 

- add_task(T): Search a queue qt such as tail{qk) = Tj, with {tj,t) G A. If no 
queue satisfies the condition, q^ will point to an empty queue. Then all the 
incoming arcs (tj,t) are added to the queue, followed by the task identifier. If 
no empty queue is available, the decoding waits for the execution to proceed 
further until a queue is released. 
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- get_eligible_task(): If a task in a queue depends on other tasks of the task 
window graph, it is preceded by its incoming arcs. Only eligible tasks are not 
preceded by arcs nor tasks and are thus stored in the queue head. Finding 
an eligible task requires only to determine if the head of a queue contains an 
arc or a task identifier. When selected, the task is removed from the queue. 

- remove_task(T): When a task T completes, all the arcs are removed 

from the queues. It is the most expensive operation. However, the critical 
operation is the removal of an arc preventing a new task to become eligible. 
These arcs are found in the queue heads. Thus the time between a task com- 
pletion and a dependent task launching is determined by the delay needed 
to remove the arcs associated with T from the queue heads. 

Tasks selected from the task graph are sent to an eligible task queue or to a 
task server in case of a low-level loop. Currently, no task scheduling policy is 
implemented. As the eligible queue is similar to the eligible queue of classical 
multiprocessor systems, except that the synchronization is already performed, 
classical task scheduling techniques can be implemented. 

3.2 Generalization to High-Level Commands 

Up to now, we have supposed that the task program was free of loops, branches 
and high-level parallel commands. We will now introduce these control instruc- 
tions and show that they only require a small task interpreter to be handled by 
the task manager. The previous task management algorithm remains valid. 

High-level commands can be considered as particular tasks executed by the 
task manager in place of the processing units. If these commands are executed 
when they are decoded, they are simply inserted in the task program. If they 
depend on some tasks, they are added to the task graph, modifying the task 
program consequently. The task graph management is not modified. The addi- 
tional complexity is limited to the command interpreter which remains simple 
as the number of commands is limited. An example of a static task graph, and 
the derived task program is presented in figure 13 

High-level branches dynamically modify the task graph. They are considered 
as small tasks executed by the manager to modify the task decoding order. 
Branches are predicted to speculatively decode the most probable side. A branch 
tag is attached to the queues to allow a possible invalidation. When a branch 
becomes eligible, it is resolved. In case of wrong prediction, the tagged queues 
are invalidated and the decoding starts on the other branch side. The queue 
invalidation can be performed in parallel with the task decoding. The cost is 
thus hidden to the processing units. Several additional commands are defined to 
improve performance or to reduce some parallelism management operations. 

The use of backward branches allows several tasks to be executed multiple 
times. In order to distinguish between the different task instances, tasks and arcs 
are renamed at the decoding stage to guarantee that each instance has a unique 
name in the task window. As the tasks in the task program are ordered, the arcs 
where Ti has not been renamed are ignored. It guarantees the absence of 
dependence loops in the execution graph. 
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Fig. 3. left: Static task graph, right: Task program. The fork/join commands 
are not necessary as the two task graph parts are small. It is only set for example 
purpose. 



4 Simulations 

The task manager has been simulated in a simple multiprocessor architecture. 
The processing units are simple RISC processors. As the goal is to measure the 
efficiency of the parallelism extraction, the system has been supposed to have 
ideal buses and memories. The relative speedup is defined as the ratio between 
the measured execution time with the execution time on a single processor. 
The normalized speedup is defined as the ratio between the measured execution 
time with the execution time of an equivalent sequential program executed on 
a single processor. The compiler used is based on the SUIF compiler system jS|, 
extended with the Harvard’s MACHINE library 0. Several passes have been 
added to handle the task and parallelism extraction. 

Figure displays the system performance with SPLASH and SPLASH-2 
benchmarks. The overall performance is close to the ideal performance as given 
in w. except for the LU benchmark where the speedup is increased. These 
SPLASH applications mainly have simple parallelism structures and the data 
sets are large enough to hide the parallelism management overheads. 

The performance increase for the LU benchmark is achieved by exploiting 
the complex parallelism of the outermost loop. The gain is more visible when 
executing the program on smaller data sets (Fig. The parallelism extrac- 
tion has been lead further than in the SPLASH benchmark, without modifying 
the underlying algorithm. Indeed, LU iterations are partially dependent. The 
SPLASH version does not extract this parallelism. The iterations have been 
sliced to extract the partial meshed-like parallelism (Fig. [Q. The consequence 
is the ’’pipelining” of the multiple iterations across the system. Results show 
in all cases an improved performance. With a little parallelism available (>256 
blocks), results are improved of about 12%. The instruction overhead is limited 
to less than 2%. 
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Normalized speedup 




Normalized speedup 




Fig. 4. a) SPLASH benchmark performances: WATER(64 mol.), LU(256x256 
matrix), MP3D(3000 mol.), FFT(2^^ points); b) LU performances with 64x64 
matrix. SL is for classical single-level parallelism exploitation, ML is for the 
proposed multi-level parallelism exploitation. 



The LU benchmark has also been simulated on a system with 2 cache levels 
(latency: 1/3/10 cycles) and an atomic bus (latency: 1 cycle) (Fig.l^t). Despite 
higher miss rates and no data locality optimizations, our parallelism manage- 
ment still produces better performance. The main overhead is due to the memory 
latency. The implementation of a classic data locality policy would sharply re- 
duce this overhead. With more than 32 PUs, the locking overhead rises, as the 
critical parts become significant. However, the computation overhead remains 
negligible despite the deeper parallelism exploitation (idle time divided by 2.2). 
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Fig. 5. a) left histogram and speedup A: classical parallelism management, right 
histogram and speedup B: with proposed parallelism management; TM is for 
Task Manager b) Image processing benchmarks 




254 



Xavier Verians et al. 



Finally, simulations have been performed on actual image processing pro- 
grams(Fig. |3r). We used C programs written for sequential systems and par- 
allelized it by some parallel command insertions and minor code modifications. 
The first application is a MPEG-2 decoder. Results are good up to 24 processors. 
Then, the relative curve flatness shows that the parallelism is fully exploited as 
the bitstream decoding limits the maximum speedup. The second application is 
an image processing for a visual prosthesis 0. It contains a highly sequential 
segmentation algorithm based on a zone growth and a histogram equalization 
with a significant critical part. The theoretic parallelism available for a zone 
growth is about 2. Two zones are allowed to growth in parallel if they do not 
overlap. Otherwise, one zone is squashed. We achieve also good performances, 
with a higher algorithmic overhead (about 10%) due to the zone squash. On a 
classical multiprocessor system, these programs would need major rewriting to 
exploit some of the available parallelism. 



5 Related Work 

A large number of static and dynamic scheduling techniques have been proposed 
to exploit parallelism on multiprocessor systems. Static scheduling techniques 1 1 D) 
HH are essentially based on a thorough analysis of the program dependence 
graph. The compiler uses its global view on the program structure to modify the 
graph and determine when tasks could be executed and to which processor they 
will be allocated. Their advantage is the ability to use complex algorithms to 
compile near-optimal solutions. However, they are not suited to data-dependent 
applications. Dynamic scheduling techniques nin] mainly use the eligible task 
queue to compute an efficient scheduling. They compute or read several statistics 
for each task and select a task matching some criteria. The drawback of these 
methods is that they do not use the information contained in the future tasks of 
the dependence graph. Moreover, as only eligible tasks are taken into account, 
synchronization and parallelism management operations cannot be performed or 
prepared in advance, requiring complex time-consuming operations as in 

Hamidzadehp^ and Johnson P5 are using a partial representation of the task 
graph to compute a partial schedule. They use heuristics or cost functions to 
determine an efficient schedule. However, Hamidzadeh does not study the data 
structures used to efficiently implement their schedule computation. Johnson 
uses a hashing table to store the task graph. It increases the search operation 
efficiency. However, the hashing table also hashes the graph structure, prevent- 
ing to implement efficient graph management operations. On the opposite, our 
queue bank stores the graph in a structured fashion. The parallel task streams 
are clearly identified and graph-based analyses inspired from static scheduling 
techniques can be adapted to extract a partial schedule. The eligible tasks can 
be sent to a pool implementing classical load balancing techniques ^21 ■ 
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6 Conclusion 

We have presented a new parallelism management scheme to allow the exploita- 
tion of complex and general parallelism patterns in multiprocessor systems. The 
generality is achieved by representing the parallelism with a topological descrip- 
tion. The separate parallelism description allows to implement a high pattern 
complexity with a limited dynamic overhead. Indeed, the parallelism is no more 
spread throughout the program code and is decoded in parallel to task execu- 
tion. The advantages of the parallelism description are dynamically exploited by 
a co-designed task manager. It stores a structured representation of the task de- 
pendence graph allowing to implement efficiently graph management operations 
and task synchronization. Simulations validate the parallelism management on 
scientific and image processing applications. For highly parallel applications, we 
have similar performances than current multiprocessor parallelism exploitation. 
However, when the application presents more complex parallelism patterns, per- 
formances can be increased up to 12% for the LU SPLASH benchmark compared 
with classical parallelism management. Furthermore, the syntax generality does 
not require major program rewritings to be able to describe the parallelism. 

Future work will be oriented to the study of the hardware/software imple- 
mentation issue. Load balancing and data locality techniques will be added to 
enhance practical performances. A second research direction is the automation 
of the parallelization step. 

References 

[1] Johnson, T., Davis, T., Hadfield, S.: A Concurrent Dynamic Task Graph. Parallel 
Computing, Vol 22, No 2, Ferbruary 1996, 327-333 

[2] Singh, J.P., Weber W-D., Gupta, A.: SPLASH: Stanford Parallel Applications for 
Shared Memory. Computer Architecture News, 20(1), July 1994, 5-44 

[3] Chandra, R., Gupta, A., Hennessy, L.: Integrating Concurency and Data Abstrac- 
tion in the COOL Parallel Programming Language. IEEE Computer, February 1994 

[4] Rost, J., Markus, F.-J., Li Yan-Hua: ’’Agency Scheduling” A Model for Dynamic 
Task Scheduling. Proc of the Int. Conf. on Parallel Processing, Euro-Par 95, Sweden 

[5] Nikhil, R.S., Papadopoulos, G.M., Arvind: *T: A Multithreaded Massively Parallel 
Architecture. Int. Symp. on Computer Architecture, 1992, 156-167 

[6] Stanford Compiler Group: The SUIF Library. Stanford University (1994) 

[7] Smith, M.D.: The SUIF Machine Library. Harvard University (1997) 

[8] Woo, S.C., Ohara, M., Torrie, E., Singh, J.P., Gupta, A.: The SPLASH-2 Programs: 
Characterization and Methodological Considerations. Proc. of the 22"^* Ann. Symp. 
on Computer Architecture, June 1995, 24-36 

[9] Gilmont, T., Verians, X., Legal J-D., Veraart, CL: Resolution Reduction by Growth 
of Zones for Visual Prosthesis. Int. Conf. on Image Processing, 1996, 299-302 

[10] Shirazi, B., Wang, M.: Analysis and Evaluation of Heuristic Methods for Static 
Task Scheduling. J. of Parallel and Distributed Computing, vol. 10, 1990, 222-232 

[11] Park, G.-L., Shirazi, B., Marquis J., Choo, H.: Decisive Path Scheduling: A New 
List Scheduling Method. Proc. of the Int. Conf. on Parallel Processing, 1997, 472-480 




256 



Xavier Verians et al. 



[12] Dandamudi, S. P., Cheng, P. S.: A Hierarchical Task Queue Organization for 
Shared-Memory Multiprocessor Systems. IEEE Transaction on Parallel and Dis- 
tributed Systems, vol. 6, no. 1, January 1995, 1-16 

[13] Hamidzadeh, B., Lilja, D.J.: Dynamic Scheduling Strategies for Shared-Memory 
Multiprocessors. Proc. of the 16*^ Int. Conf. on Distributed Computing Systems, 
Hong Kong, 1996, 208-215 




A Flexible VLSI Parallel Processing System for Block- 
Matching Motion Estimation in Low Bit-Rate Video 
Coding Applications 



Donglai Xu and Reza Sotudeh 

Computer Architecture Research Unit, School of Science and Technology, 
University of Tee sside, Middlesbroug h, TSl 3BA, UK 
b.Xu@Tees.ac.ukl 



Abstract. In this paper, we design a flexible VLSI-based parallel processing 
system for an improved three-step search (ITSS) motion estimation algorithm 
that is superior to the existing three-step search (TSS) algorithm in all cases and 
also to the recently proposed new three-step search (NTSS) algorithm if used 
for low bit-rate video coding, as with the H.261 standard. Based on a VLSI tree 
processor and an FPGA addressing circuit, the proposed architecture can 
successfully implement the ITSS algorithm on silicon with the minimum 
number of gates. Because of the flexibility of the architecture, it can also be 
extended to implement other three-step search algorithms. 



1 Introduction 

It is well known that motion estimation algorithms play an important role in video 
sequence compression. Many fast block-matching algorithms for motion estimation 
have been proposed because of their lower computation overhead than that of full- 
search block-matching algorithm, such as the existing three-step search (TSS) 
algorithm [1] and the recently proposed new three-step search (NTSS) algorithm [2]. 
Recent studies show that the motion vector distribution of a real world image 
sequence within the search window is highly centre-biased. Based on this fact, we 
propose an improved version of the well-known TSS method, the ITSS algorithm [3], 
specifically aiming towards low bit-rate video coding applications. The ITSS has 
much better performance and faster speed than the original. Compared to the NTSS, 
its performance is better when applied to our target applications, such as videophone, 
and its speed is faster as well, without any direct or hidden costs. 

Compared with TSS, the ITSS uses the same number of checking points in each 
step, but a different search pattern. This leads to better performance of ITSS while 
maintaining the same data flow of TSS. That means the architecture for TSS can also 
be used for ITSS. Many VLSI architectures [4], [5] have been proposed for TSS. 
However, these architectures either have low throughput, or high hardware cost, or 
too little flexibility. To avoid these drawbacks and to implement the proposed ITSS 
algorithm on silicon with the minimum number of gates, a low-latency and high- 
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throughput parallel pipeline computing architecture, based on a VLSI tree processor 
and an FPGA addressing circuit, is presented. Owing to its simple and modular 
properties, the tree processor is suitable for VLSI implementation, and because of the 
use of FPGA to implement addressing and control circuits, the architecture is flexible 
enough to implement different three-step search algorithms. Furthermore, the tree 
processor can be decomposed into sub-trees to reduce hardware cost and pin count. 
Memory interleaving and pipeline interleaving are also employed to enhance memory 
bandwidth and to raise pipeline utilisation to 100%. 

In the next section, we will describe the ITSS algorithm. In section 3, we will 
present the computing architecture for ITSS. A sample design for videophone 
application will be discussed in section 4. Finally, the conclusion will be given in 
section 5. 



2 ITSS Algorithm 

The experimental results in [2] have shown that the block motion field of real world 
image sequences is usually gentle, smooth, and varies slowly. It results in a centre- 
biased global minimum motion vector distribution instead of a uniform distribution. 
This is particularly true in low bit-rate video applications, including videophone and 
video conferencing, where fast and complex movements are involved rarely. For most 
video sequences, there are nearly 80% blocks that can be regarded as stationary or 
quasi-stationary blocks and most of the motion vectors are enclosed in the central 5 5 
area. For such a distribution, we have developed an improved three-step search 
algorithm (ITSS) which uses a centre-biased checking point search pattern adapted to 
the centre-biased motion vector distribution, hence its performance is expected to be 
far better than that of TSS which uses a uniformly distributed checking point search 
pattern. Additionally, the ITSS employs a smaller number of search points than TSS 
to speed up block matching. The details of the algorithm are given in the example 
described below. 

Following earlier block-matching techniques, our example takes a block size of 
16 16 pixels and a maximum search range of 7 pixels in both horizontal and 
vertical directions. The mean absolute error (MAE) is used as an appropriate estimate 
of the block distortion measure (BDM). For a given (x,y), the MAE between 
block(m,n) of the current frame and block(m+x,n+y) of the previous (reference) frame 
is defined as: 

1 15 15 I I 

MAE (m, n)(x, y) = \fi(m + i,n + j) fk i{m + x + i,n + y + j)\, ( 1 ) 

256 i=o;=d ' 

where fk{i, j) and fk are the pixel intensities at position (i,j) of the current 

frame k and the previous frame k-1 respectively, and the block(m,n) is the block with 
its upper left corner at position (m,n) of a frame. The first step of the algorithm 
employs a centre-biased search pattern with nine checking points on a 5 5 window 
instead of the 9 9 window with TSS. The centre of the search window is then shifted 
to the point with minimum BDM. The search window size of the next two steps 
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depends on the location of the minimum. If the minimum lies at the centre of the 
search window, the search will go to the final step (step 3) with a 3 3 search window. 
Otherwise, the search window size is maintained at 5 5 for step 2. In the final step, 
the search window is reduced to 3 3 and the search stops at this small search window. 
The three search steps of ITSS can be summarised as follows: 

Stepl: The minimum BDM point is found from a nine-checking-points pattern on a 
5 5 window located at the centre of the 15 15 searching area as shown in 
Figure 1(a). If the minimum BDM point is found to coincide with the centre 
of the search window, then go to step 3 else go to step 2. 

Step 2: The search window size is maintained at 5 5 with a search pattern chosen 
after considering the two alternatives: 

a) If the previous minimum BDM point is located at one of the corners of the 
previous search window, then five additional checking points are considered. 
An example is shown in Figure 1(b) where black circles and grey circles 
represent additional and previously evaluated pixels respectively. 

b) If the previous minimum BDM point is located at the middle of any 
horizontal or vertical edge of the previous search window, then three 
additional checking points are considered. An example is shown in Figure 
1(c) where black circles and grey circles represent additional and previously 
evaluated pixels respectively. 

Step 3: The search window is reduced to 3 3 around the minimum BDM point found 
in step 2 as shown in Figure 1(d) and the direction of the overall motion 
vector is taken to be the minimum BDM point among these nine search 
points, of which eight are new. 





(c) 



(d) 



Fig. 1. Search pattern of the ITSS. (a) First step centred on centre pixel; (b) Second step centred 
on a comer pixel; (c) Second step centred on a middle pixel; (d) Third step 



Because there are some overlapping check points on the 5 5 search window in the 
second step of ITSS, the total number of checking points will vary from a minimum 
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of (9+8)= 17, when step 2 can be skipped, to (9+5+8)=22 in the worst case which is 
three block matches less than TSS, eleven block matches less than NTSS. 



3 Proposed Architecture 



The system architecture of ITSS, which consists of memory subsystem, tree 
processor, and address generation circuit, is described in Figure 2. 



Memory Tree Address 

Subsystem Processor Generation Unit 




Fig. 2. Block diagram of system architecture for ITSS algorithm 

The memory subsystem stores the current and previous video frames by which the 
tree processor is provided with input data. To enhance memory bandwidth, the 
memory system adopts multiple memory modules, such as an N N module array, to 
apply memory interleaving for simultaneous accesses. In addition, the memory 
system is divided into multi-banks and multi-ports in order that the memory cycle 
time can afford the huge partitions of pixels in a matching block to be interleaved. 

The tree processor, with the major computation overhead in this architecture, 
computes MAE and determines motion vector (MV). It can be a modular-processing 
engine because it is not directly related to the search pattern of ITSS algorithm and 
the position of search points. Therefore, we implement it in a single-chip VLSI. As 
shown in Figure 3, pixels of the two 16 16 blocks respectively in the present frame X 
and in the previous frame Y are fed to the tree processor. The processing element D 
computes differences between pixels of the present frame X and those of the previous 
frame Y in parallel. The differences are concurrently accumulated by the adders that 
comprise the binary tree architecture. Each tree level can be viewed as a parallel 
pipeline stage; not only does this reduce the computational data path length (tree 
height) but also prevents the data from skewing in the course of doing the parallel 
computations. However, extensive pipelining always leads to lost resources if 
computed results are not ready when are needed, thus resulting in hazards. In the 
pipelined computation of ITSS, during its three-step operations, the current step must 
complete its computation before the next step begins; therefore, it will lead to lost 
resources because the computed results of the current step are not ready when they are 
needed by the next step. To avoid performance degradation caused by these hazards, 
pipeline interleaving is employed. The main approach is to interleave the execution of 
adjacent block-matching tasks in a pipeline, that is the current task and the task next 
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to it. They can be jointly processed without any interference because they are 
independent of each other. In other words, when a step of the current task awaits data, 
a step of the next task can be processed in advance to fill out the empty machine 
cycles caused by delays; thus, the computing machine can work at full speed. 
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Fig. 3. Tree architecture processor for MAE and MV computing 

The address generation unit will address memory for computing MAE and motion 
vector. It controls the search pattern of the ITSS algorithm and assigns search points 
by selecting the proper block address and pixel address within the block. By changing 
the design of this component, different hierarchical search algorithms could be 
implemented in this architecture. Therefore, FPGA implementation is used, to provide 
future flexibility. 
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4 Application Design 

In VLSI implementation of the tree processor for specific applications, it is not 
always necessary to implement the whole tree architecture on a single chip because 
the area-speed product is always taken as the most important consideration. To reduce 
hardware cost, the tree architecture can be cut into sub-trees. Figure 4 illustrates the 
tree-cut technique. In this illustration, the full tree is folded to be a 1/2-cut sub-tree. 
Similarly, the other sub-tree configurations can be obtained in the same manner. With 
the employment of memory interleaving, whenever the tree is folded into a sub-tree, 
the required number of memory modules is also cut in half, and the phenomenon of 
independent pixel distribution will still occur. Therefore, the multi-bank memory 
system with memory interleaving can also be applied to the sub-tree architecture. 



Pipeline stage 



Pipeline stage 



Pipeline stage 




(c) 1/4-cut subtree 



Fig. 4. Illustration of tree-cut technique for block size 16 16 
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In the following, we consider the hardware implementation of the tree architecture 
(N=16) for a videophone application. Suppose dynamic random access memories 
(DRAM s) with 200ns access time are used to implement the memory system and the 
time to latch a pixel from a memory module is simulated to he about 50ns. If a 1/C- 
cut suh-tree architecture and a B-hank memory system are adopted, then we have the 
following constraint: 

5 50ns; and thus C B 64. (2) 

(256 memory modules)/C 



Thus the 1/C-cut sub-tree architecture must connect with a memory system of at 
least 64/C memory banks to allow simultaneous accesses. On the other hand, the 
period time for each pipeline stage is also constrained by memory cycle time and is 
200ns. For videophone application (288 352 frame size, 16 16 block size, and lOHz 
frame rate), the throughput required by the processing system is 

10 = 3.96k blocks/second, (3) 

16 16 



so that 252. 5us is allowed for each vector. With a 1/C-cut sub-tree, the number of 
time cycles required to compute a motion vector is 27 C. Thus, the sub-tree 
architecture for the application is constrained by: 

200ns (27 C time cycles for 1/C - cut sub - tree) 252. 5us; 
and thus C 46.76. 

Consequently, the 1/32-cut (C=32) sub-tree architecture with two memory bands 
(B=2) for this videophone application is optimal in speed or hardware cost for the 
realisation of ITSS algorithm. 

The real throughput rate depends on the clock rate applied to it. For the above 
application, the clock cycles required to estimate a motion vector is 27 C=864. 
Suppose a clock rate of E MHz is applied to the sub-tree processor. Then, in order to 
estimate motion vector in real time for the application, there should be the following 
constraints: 

E 10® 

3.96 lO^thenE 3.42 MHz. (5) 

864 



This means that the minimum clock rate to do real-time block matching is 
3.42MHz. The single chip 1/32-cut sub-tree is currently synthesised and simulated in 
a 0.7um CMOS standard cell technology, requiring about 5000 equivalent gates. 



5 Conclusions 

In this paper, we describe a flexible and efficient architecture for implementation of 
the improved ITSS algorithm. In this architecture, simple and modular tree structures 
facilitate VLSI implementation, the EPGA designs for addressing and control circuits 
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improve the flexibility of the system, and memory interleaving and pipeline 
interleaving enhance the overall system computing performance. Furthermore, the 
tree-cut technique is introduced to reduce the hardware cost of the tree processor; but 
still allowing real-time processing requirements to be met in the sub-tree architecture 
for specific applications. Finally, a videophone application is considered and its speed 
and hardware cost trade-offs are evaluated to find out an optimal VLSI 
implementation. 
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Abstract. Block matching motion estimation algorithms are widely 
used in video coding schemes. In this paper, we design an efficient hi- 
erarchical block matching motion estimation (HBMME) algorithm on 
a hypercube multiprocessor. Unlike systolic array designs, this solution 
is not tied down to specific values of algorithm parameters and thus of- 
fers increased flexibility. Moreover, the hypercube network can efficiently 
handle the non regular data flow of the HBMME algorithm. We also 
assume that our multiprocessor is fine grained in contrast to most pro- 
grammable architectures used in video coding where processors usually 
have a large local memory. Apart from its practicality, the constraint of 
limited local memory makes the algorithm design more challenging and 
thus more theoretically interesting. 



1 Introduction 

Block matching motion estimation algorithms are widely used in video coding 
schemes |3| . The basic idea is to divide the current frame into equally sized blocks, 
and then to find for each block the best matching block in an available previ- 
ous frame. This can be done by full (exhaustive) search within a search window 
(optimal solution), or by using an intelligent non exhaustive search (subopti- 
mal solution) in order to reduce the computation requirements. Additionally, a 
multiresolution representation of video frames can be used for achieving higher 
performance (hierarchical block matching algorithms). Next, the motion vector 
of each block in the current frame is determined by the relative displacement of 
the best matched block in the previous frame. As a measure of block similar- 
ity, the mean absolute difference between two blocks is typically used because 
it requires no multiplication and has similar performance to the mean square 
error. 

Due to its high computational demands, video coding is usually implemented 
in hardware. Hardware architectures can be split into application specific and 
programmable 0. In the first case, special purpose hardware is optimally de- 
signed. For example, a large number of architectures have been appeared for 
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block matching motion estimation algorithms especially for the full search algo- 
rithm. Due to its highly regular data flow, most realizations of this algorithm 
are based on mesh-like systolic arrays. Despite their high efficiency, these ap- 
plication specific designs lack flexibility. A change in algorithm parameters or 
improvements in the coding scheme may lead to a costly hardware redesign. On 
the other hand, programmable architectures offer higher flexibility at a cost of 
reduced efficiency. The coding algorithms are developed in software and thus any 
change can be easily handled. In the literature, many designs have been reported 
that follow either of the two approaches (for a survey see 

In this paper, following the programmable architecture approach, we study 
the software based realization of the HBMME algorithm on a fine grained hyper- 
cube based multiprocessor. We also present an efficient full search block match- 
ing motion estimation (FSBMME) algorithm which is used as a subroutine in 
the HBMME algorithm. A basic assumption in our study is that the multi- 
processor is fine grained. In contrast, most programmable architectures used in 
video coding are coarse grained multiprocessors where each processor has enough 
memory to keep all the data it will need throughout algorithm execution. Thus 
interprocessor communication is almost eliminated and processors can operate 
independently. In our fine-grained multiprocessor, the processors have limited 
memory and thus the interprocessor communication is inevitable. Clearly, in 
this kind of architecture the design of efficient algorithms is a more challenging 
task. In addition, the use of a powerful network such as the hypercube for the 
implementation of the HBMME algorithm is well justified because this algorithm 
has a non regular data flow and its inherent communication is not local. Thus 
it cannot be easily implemented on systolic arrays. Dedicated hardware designs 
for the HBMME algorithm |||3 El > require high external memory bandwidth or 
relieve these requirements by using large on chip memory. 

The rest of this paper is organized as follows. In Sect. |21 we briefly review 
the block matching motion estimation algorithms. In Sect. 0 we present the 
implementations of FSBMME and HBMME on the hypercube multiprocessor. 
Finally, in Sect. 0we summarize our work in this paper. 

2 Block Matching Algorithms 

In the FSBMME algorithm, the current frame N x N is divided into blocks of 
size M X M and each block is compared with all the blocks of size M x M in the 
search window of size (M -|- 2d) x {M + 2d) in the previous frame (Fig. [D(a)). 
Here d denotes the maximum displacement in each direction. We also refer to 
a block M X M with its top left corner at the picture element (pel) (u, 1) as 
block {u,l). For all displacements {x,y) {x,y = -d,---,d), the mean absolute 
difference (MAD) between the block (u,l) of the current frame X and the block 
{u + x,l + y) in the search window of the previous frame Y is given by: 



M-l M-l 



{x,y) = — ^ ^ \X {u + i,l + j) - Y{u+ x + i,l + y + j) \ (1) 



2=0 j —0 
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Frame Y 
Frame X 





(a) FSBMME Algorithm 




(b) HBMME Algorithm 



Fig. 1. BMME algorithms 



where X {u + i,l + j), Y {u + x + i,l + y + j) denote the intensity values of the 
corresponding pels. Now, the motion vector v {u, 1) of the block (rt, 1) is given by 

v{u,l) = arg min MAD(^u,i)ix,y) . (2) 

(x,v) 

The choice of the right block size is important for the FSBMME algorithm. 
With either too large or too small block size, the algorithm might well yield false 
motion estimates 0. The HBMME algorithm solves this kind of problems by 
using a multiresolution (hierarchical) representation of video frames in the form 
of a Laplacian pyramid | 3 |. The basic idea is to start the estimation of motion 
field from the lowest resolution level. At this level, the block size is relatively 
large in comparison with the frame size at that resolution level and the estimated 
motion vectors capture the large-scale movements existing in the scene. Then, 
these vectors are passed onto the next higher resolution level as an initial esti- 
mate. The higher resolution levels refine on the motion vector estimates and thus 
smaller block size should be used. The lower resolution frames in the pyramid 
are obtained by a series of low-pass filtering and subsampling operations. 

There are a number of variations of the basic algorithm. The first variation is 
to skip the subsampling between successive levels of the pyramid. Alternatively, 
we can use only subsampling without low pass filtering. A third possibility is the 
use of overlapping blocks at each level. In this scheme, the motion vector of each 
block at one level is initialized as a linear interpolation of the motion vectors 
of its adjacent blocks at the previous lower resolution level. Finally, we can use 
either the FSBMME algorithm or a non exhaustive search BMME algorithm for 
motion estimation at each level. 

An example of motion vector estimation by using a 3-level hierarchy is shown 
in Fig. mb). First the motion vector of the largest block is estimated (the 
lowest resolution level) . Then at the next higher resolution level the vector d 2 is 
calculated around the point which ds points to. In the third level the vector d\ 
is estimated using the smallest size block. The final motion vector is the vector 
sum d of di, d 2 , da. 
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3 The Hypercube Based Implementations 

In what follows, we will present the parallel implementation of the FSBMME and 
HBMME algorithm in a fine grained hypercube based multiprocessor with N'^ 
{N = 2”) processing elements (PEs). We assume that PEs are capable of sending 
and receiving along more than one link at the same time (n-port assumption). 
The one-port assumption is more easy to handle and the adaptation of our 
algorithms to that constraint is straightforward. Due to the n-port assumption, 
n (log N) local memory in each PE is clearly necessary. On the other hand, 
the fine grained nature of the multiprocessor limits the amount of local memory 
PEs can have. Thus we assume that PEs have only 0 (log N) local memory. This 
makes more difficult and hence interesting the design of efficient algorithms on 
the hypercube network. Finally, for convenience, we view the hypercube as a two 
dimensional N x N grid and thus when we use terms like row, column, block, we 
will actually mean the corresponding subhypercubes. Initially, the pixel values 
X (i, j) and Y (i, j) of the current and previous frame respectively are stored in 
PE that is, PYj + iN. 

Before proceeding further, we must introduce the basic communication op- 
erations used by our algorithms. For more details see PP 

— B (j) < — A {{j + i) modN) where A (j), B (j) are registers 
of PE j, j = 0 ■ ■ ■ N — 1 and N is the size of the hypercube. The complexity 
of the operation is O (log N) in general. 

— Data_Sum(A,B,A^): the sum of the values of the register A in all PEs is 
stored into the register B of PE 0. The operation complexity is O (logN). 

— Broadcast(A,B,A^): The PE 0 broadcasts the value of its register A and this 
value is stored in the register B of all PEs. The time complexity is O (log N). 

— Random Access Read RAR(A,R,A^): Each PE reads the content of the reg- 
ister A of some other PE and stores the data in its register B. The RAR 
operation involves a sorting step which determines the complexity of the op- 
eration. Considering only practical sorting algorithms, the complexity of the 
RAR is 0(log^ N) in the general case. Yet it is possible to lower the sorting 
step complexity by exploiting the special structure of the BMME algorithms. 

A common alternative for handling data movements in an image grid is to 
use techniques of embedding mesh on hypecube However, this solution is 

out of the scope of the paper as it turns the hypercube into a mesh network and 
thus techniques tailored to mesh networks should be used instead. 



3.1 The FSBMME Algorithm 

As has already been mentioned, in the FSBMME algorithm the current frame 
(frame X) is partitioned into ^ non overlapping M x M blocks (M = 2™). 
The basic operations in the algorithm are given by (P), Q. Clearly, each block 
corresponds to a subhypercube of size M x M = M^. As Fig. Cl(a) shows, in 
order to find the motion vector of the block (m, 1), the MAD should be evaluated 
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for all the (2c? + 1)^ candidate vectors (x,y). All pels of frame Y required for 
these calculations are located inside the search window of the block (u,l) and 
each PE in the block will only need (2c? + 1) of these pels. These pels are 
transferred one at a time by a series of shift operations through the hypercube. 
After each shift, the MAD for the corresponding candidate vector is estimated by 
executing a Data_Sum operation inside the block (u,l). A high level description 
of the parallel algorithm is given below: 

Best_MAD[0,0]=infinity /* In each block, initialize the best 
for r=-d to d do /* so far MAD value to infinity, 

for c=-d to d do 

shift(Y,temp,c+rN,N~2) /* temp is a temporary register 
dif f [i , j] = I X [i , j] -temp [i , j] I for all i,j=0 ... N-1 
Data_sum(dif f ,MAD ,M"2) within each block /* calculate the MAD 
In each block if MAD [0,0] < BEST_MAD [0 , 0] then 
BEST_MAD[0,0]= MAD [0,0] 
best_vector [0,0] = (r,c) 
endif 

endf or 
endf or 



All operations in a single loop iteration are executed serially, one after another, 
while the iterations themselves are overlapped by initiating each iteration with 
one time step delay from the previous one. Rather than moving the frame Y 
around the hypercube by a series of (2c? + 1)^ horizontal shifts of ± 1 and (2c? + 1) 
vertical shifts of the same distance, we maintain the initial placement of Y by 
transferring copies of this frame. If we used shifts of + 1, then a shift could not 
start before all its previous shifts had finished. Instead, in our algorithm each 
PE transfers the required pel values from their original positions by a series 
of shifts of c + rN (where r,c = — c?, • • • , c?) through a hypercube of size N'^. 
This dramatically reduces the interdependence between loop iterations. Now, an 
iteration needs the result of the previous ones only when it compares its MAD 
value with the best MAD estimated so far. But the scheduling of the operations 
is such that this information is always available on time. 

When overlapping operations in a network, collisions may arise among op- 
erations trying to send or receive over the same link. In our algorithm, most 
operations are performed without collisions. We prove the following lemma: 

Lemma 1. Collision arises only between DataSum and shift operations. At 
most 2 packets try to pass through the same link at the same time. 

Proof. We first prove that collisions between shift operations cannot arise. In a 
single invocation of the shift operation, hypercube dimensions are visited one at 
a time in descending order, starting from the most significant one. Since in our 
algorithm each shift operation is initiated with one step delay from its previous 
one, all the concurrent shifts use different hypercube dimensions at any time and 
so no collisions occur. 
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Following the same reasoning, we can prove that Data_sum operations are 
also performed without collisions among themselves. However it can be easily 
seen that there are collisions between Data_Sum and shift operations. Yet, at 
most two packets may try to pass through the same link at the same time and 
thus the time complexity order of the algorithm does not increase. □ 

Using the previous lemma, we can easily prove that the FSBMME algorithm 
can be executed on a hypercube network with O {dP + log TV + logM) delay. It 
should be noted that this complexity shows only the delay of communication 
operations which are the most costly part of each parallel algorithm. At each 
pipeline stage of the above scheme O(logM) partial sums are calculated and 
thus the total arithmetic complexity remains O {dP logM) the same as without 
pipeline. Yet, these operations are integer additions so their overhead is expected 
to be much smaller than that of communication operations. 

The maximum number of partial sums calculated by processors at each 
pipeline stage can be greatly reduced by slightly modifying the above scheme. 
The Data_sum operation in its simplest form uses a fixed spanning tree of the 
hypercube network and the final sum is obtained at node 0, the root of this 
spanning tree. It is almost straightforward to alter the Data_sum algorithm so 
as to collect the final sum at an arbitrary hypercube node. We now make use of 
this modified Data_sum operation. In the first invocation of this operation, the 
final sum is obtained at node 0. In the second invocation, the sum is collected 
at node 1. Generally, in the i®* invocation the sum arises at node z — 1 where 
z = 1 • • • {2d + 1)^. Using this scheme, the maximum number of partial sums cal- 
culated by processors at each pipeline stage is reduced to (log log log M) a nearly 
constant number in practice. Due to space limitation, the proof of this fact is 
omitted. After this series of Data_sum operations, there are {2d+ 1)^ sums dis- 
tributed to the first {2d + 1)^ processors of each M x M block. The minimum 
of this sums can be found in O (log M) by using a data reduction operation, 
an operation almost identical to Data_Sum except that at each time step the 
operation executed at each processor is the minimum in place of sum. 



3.2 The HBMME Algorithm 

In this section we will study the realization of the HBMME algorithm on the 
hypercube network. First we describe the implementation of a simplified hier- 
archical scheme (basic scheme) where there is neither subsampling nor low-pass 
filtering between successive layers. Then we will show how to adapt the basic 
scheme in order to handle the other variations of the HBMME algorithm. Due 
to space limitation, we will not consider overlapping blocks and non exhaustive 
search algorithms. However, the techniques which we develop in the following 
subsections can be easily adapted to these cases. An increase in time complex- 
ity should be expected in the case of overlapping blocks as PEs in overlapping 
regions must execute all the operations relevant to the overlapping blocks. The 
slowdown factor is proportional to the degree of block overlapping. 
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b) The general case 



Fig. 2. Efficient techniques for the basic scheme of the HBMME algorithm 



The Basic Scheme. We assume that there are k levels in the hierarchy, k 
being the lowest and 1 the highest (initial) resolution level. Due to the absence 
of subsampling, the dimensions of the video frame at each level remain the same 
and equal to N x N. We introduce some useful notation. Mi x Mi will denote the 
dimensions of the blocks at the level i where i = 1 , - ■ ■ ,k and Mi is a power of 2. 
di will denote the maximum vertical and horizontal displacement that a block 
can have at level i. We also make the realistic assumption that Mi > Mi_i. 

The values of di greatly affect the methods we adopt in implementing the 
HBMME algorithm. First, we will study the case di < {i = 1, ■ ■ ■ , k) which 
is often met in practice and then we will deal with the general case. In the first 
case, the design of an efficient algorithm requires much less effort than in the 
general case as will become clear in the next paragraphs. 

The case di < ^. The execution of the algorithm starts from the k*^ level 
and ends up at the first level. The calculations at a particular level cannot start 
before the motion estimates from the lower resolution levels are available. So, 
there is no parallelism across the levels. On the other hand, the computations 
inside each level can be easily parallelized by following a data parallel approach. 

Now, we will describe the execution of the algorithm at the lowest resolution 
level k. Exactly the same techniques are used at the other levels as well. Fig- 
ure ETa) shows a block at level k. The area enclosed by the dashed line contains 
all the pels of frame Y that could possibly be demanded by the PEs of this block 
at all levels of the hierarchy. The basic steps at level k are: 

— transfer of pels of the shaded region of frame Y inside the block x 
Mfe. Two horizontal shifts by di and two vertical shifts by the same 

displacement can perform this transfer in O (log N) time. Obviously, these 
operations are performed in parallel for all the blocks of the frame. After 
these movements each PE will hold 9 pels at most. This is due to the values 
of parameters di {di < i = 1, • • • , fc). Later, when we examine the general 
case, it will become clear that this initial concentration greatly reduces the 
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communication cost and thus it is very important for achieving an efficient 
algorithm. 

— execution of the FSBMME algorithm. After the completion of the previous 
step, each block has all the required information for the estimation of its 
motion vector and thus it needn’t communicate with its adjacent blocks. 
The algorithm in each subhypercube Mk x Mk is similar to the algorithm 
presented in Sect. ft. 1 1 The only difference now is that each PE must send 
and receive more than two elements along each of its incident links at each 
time step. However this number of elements is constant and thus the total 
complexity of this step is O (d| + log Mk) ■ 

— In each block Mk x Mk, broadcasting of the estimated motion vector to all 
the PEs of the block {0{logMk) delay). 

After the estimation of the motion field at level k, the algorithm visits the 
other levels of the hierarchy and it repeatedly executes the three steps above. 
For example, at level k — 1 the first step is the collection in each block Mk-i x 
Mk-i of all the pel values of frame Y which are within around 

the new position of the block. Clearly, the new position of the block at level 
A: — 1 is determined by the motion vector of its “parent” block Mk x Mk at 
level k. The complexity of the first step is O(logMfc) (0(logMi+i) at level 
i) and not O (log N) as at the level k. This is because the step can now be 
performed by using only subhypercubes Mk x Mk in contrast to the level k 
where the whole hypercube N x N is used. The second and third step at level 
i have complexity 0(logMi + df) and O {log Mi), respectively. Thus, for the 
case di < ^ {i = 1 ■ ■ ■ k) the total complexity of the HBMME algorithm is 
o(loglV + Eti(logM, + df)). 

The general case. In the general case the parameters di have arbitrary values, 
thereby complicating the design of an efficient algorithm. If we try to apply the 
methods of the previous subsection, we will soon find out that after the first 
step of the data collection in each block, all the PEs have neither constant nor 
bounded load. This violates our assumption that the memory of each PE is 
at most O(logA^). Thus, we have to devise different techniques to handle the 
general case. 

Let us see in more detail how difficulties arise due to the absence of the 
initial data collection step. The execution at level k is not affected, and the 
motion field can efficiently be estimated by simply using the FSBMME of the 
Sect. IS. IL The situation becomes complex after leaving level fc; the vectors of the 
motion field that have been estimated at level k might well have different values 
and directions. As a result, the search windows at level k — 1 are not at the 
same distance and in the same direction from their corresponding Mk-i x Mk-i 
blocks. This lack of regularity makes the use of shift operations problematic as 
a large number of operations are required to transfer all the pel values asked by 
PEs at that level. Even worse, this variation in the values of the motion vectors 
becomes larger and larger as the execution moves to higher resolution levels. 
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Thus we have to resort to more general communication operations such as 
RAR operations. As has been mentioned, the time complexity of a RAR op- 
eration on a hypercube of size N is O (log^ when using practical sorting 
algorithms. As each PE needs the value of {2di + 1)^ pels at level z, the same 
number of RAR operations is required and thus the total delay is O log^ . 
Unfortunately, this complexity cannot be lowered by overlapping RAR opera- 
tions. The practical sorting algorithms usually employed in RAR operations, 
when pipelined, cause a large and non constant number of packets to contend 
for each link, and thus greatly increase the local memory requirements. 

We will now present a technique for increasing the number of concurrent 
communication operations as well as decreasing the complexity of the employed 
sorting step in the RAR operations. The basic idea is to take advantage of the 
special structure of the HBMME algorithm. Although it is not possible to ini- 
tially transfer all the pel values needed by the PEs of a block inside the block, 
these values can be transferred in batches. FigureEI(b) shows the search window 
of a block Mi x Mi at the level i. With at most 9 RAR operations, the pels of the 
region A are transferred inside the block Mi x Mi. After this transfer each PE 
will have 9 pel values in its local memory. Clearly, the block Mi x Mi has now all 
the necessary information for the estimation of the MAD at {2Mi -1-1)^ possible 
displacements. As has been shown in Lemma ^ the communication operations 
required by these estimations (shift and data_sum operations) can be easily over- 
lapped and thus these calculations can be completed in time O [Mf + log Mi) . 

After this set of computations, the next batch of pel values should be trans- 
ferred inside each block Mi x Mi. In Fig.EKb), these pels are located inside the 
region B. In fact, since the regions A and B intersect at region C, only the 
pels outside this region need to be transferred. In general, following the route 
of Fig. 0b), we can calculate the MAD for all the candidate vectors inside the 
search window. 

Besides the above improvement, the time complexity can be further reduced 
by performing the sorting step of each RAR operation with delay lower than 
O (log^ N). We prove the following lemma: 

Lemma 2. The sorting step of a RAR operation at level i can be performed 
with O (log^ N — log^ Mi) delay. 

Proof. In each invocation of RAR operation, each PE {u + i,l + j) {i, j = 0 ■ ■ ■ 
Mi — I) of a block (it, 1) must read the value of the pel (u + i + x,l+j + y) 
where (a:, y) is a displacement vector. Due to this special reading pattern, the 
input of the sorting step of each RAR operation consists of ^ sorted lists of at 

most Mf elements each. These lists correspond to the blocks of the frame and 
the elements of each list are sorted by the coordinates of the pels to be read. This 
ordering is revealed, if we consider a different labeling of the hypercube nodes: 
the node (z,^) (^in—iin—2‘‘‘ imi imi—i ■ * * iojn—i ‘ ‘ ‘ jmijrrii—i ‘ ‘ ‘ J07 Afz — 2 * ) is 
labeled as z„_iz „_2 • • • imjn-i ■ ■ ■ jrruimi-i ■ ■ ■ iojmi -1 ■ --jo- The new graph is 
an isomorphism of the original network and thus is also a hypercube network. In 
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this network the sorting step can be executed with delay O (log^ N — log^ 
by recursively merging larger and larger sorted lists 0. □ 

Now it is clear that the estimation of the motion field at the level i takes 
O ^max ^1, • (log^ N — log^ Mi) + time and thus the total delay of the 

HBMME algorithm is O (max (l, • (log^ N — log^ M^) + This 

complexity can be further reduced by using an already familiar technique: parti- 
tion the N X N hypercube into ^ D x D blocks where D = and 

then transfer into each DxD block all the values of the pels located inside its ad- 
jacent DxD blocks (O (log N) delay). After this transfer, the PEs of each DxD 
block will have inside their block all the information they could possibly need 
at all the levels of the hierarchy. Now, all the communication required by the 
algorithm is confined inside these DxD blocks and thus the total complexity is 
reduced to O (log N + (max (l, • max (l, log^ D - log^ Mi) + di'^'j. 



Subsampling and Low- Pass Filtering We now consider the inclusion of sub- 
sampling and low-pass filtering in the basic scheme of the HBMME algorithm. 
We first deal with the operation of subsampling. In the most practical subsam- 
pling scheme, the frame at level i results from the frame at level z — 1 by keeping 
every second pixel along both vertical and horizontal direction, namely the pels 
^2*“^) where k,l — 0 ■ ■ ■ — 1. The PEs that store these pels clearly 

form a sybhypercube of size Thus at level i the algorithm operates 

entirely within this subhypercube and all the techniques presented in previous 
subsections can also be applied with minor modifications. 

Even if, in addition to subsampling, low-pass filtering is employed in the 
multiresolution scheme, the techniques developed for the basic scheme will still 
apply. The most commonly used low pass filter takes the form of a small template 
and the value of each pel is given by a linear function of the values of the 
pels in its neighborhood. This kind of operation can be implemented on the 
hypercube by using the Template matching algorithm in a result of low 

pass filtering, the values of some pels change across the levels of the hierarchy. 
Thus the corresponding PEs must keep more than one values in their local 
memory (at most k, the number of levels). On the other hand, due to subsampling 
the number of “active” PEs is reduced by a factor of 4 as we are moving from one 
level to the next lower resolution level. Hence it is possible to balance the load of 
PEs by distributing the extra load to “inactive” PEs. Specifically, the values of 
the pel {i,j) at various levels are stored in those PEs which are neighbors in the 
hypercube with the PE {i,j). At the beginning of the execution at one level, this 
PE can take the value of its pel for that level from one of its neighbors in the 
hypercube with only 0(1) delay. Apart from this initial step at each level, the 
rest of the algorithm uses the techniques developed for the basic scheme. The 
reader should be able to fill the technical details. It is also obvious that in the 
case of subsampling and low-pass filtering the total complexity of the HBMME 
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algorithm is greatly lowered because the subhypercubes involved in the algorithm 
execution are getting smaller and smaller at lower resolution levels. 

4 Conclusions 

We have presented efficient hypercube-based algorithms for full search and hier- 
archical block matching motion estimation. A basic feature of our design is that 
it remains valid for the whole range of the values of block matching algorithm 
parameters. This is very important in such a rapidly evolving research field as 
video coding where the optimal parameters of coding algorithms have not been 
fixed yet. Our algorithms present theoretical interest too. The non regular data 
flow of HBMME in combination with the fine grained nature of the employed 
multiprocessor make the design of an efficient algorithm a difficult task. Under 
these limitations, we devised a number of techniques for achieving high perfor- 
mance by exploiting the rich interconnection structure of the hypercube network. 
Although the constraint of O (log N) local memory at each processor may seem 
unrealistic in terms of practicality, the techniques in this paper can be easily 
adapted to the case where each processor has some but limited memory, namely 
0{k) local memory where fc is a free parameter. In a future work, we shall give 
the details of how these techniques are modified in this case. 
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Abstract. Since fractal image compression is computationally very ex- 
pensive, speedup techniques are required in addition to parallel process- 
ing in order to compress large images in reasonable time. In this paper we 
introduce a new parallelization approach for fractal image compression 
algorithms which employ block classification as speedup method suited 
for multicomputers. 



1 Introduction 

Fractal image compression 0 in ^ has generated much interest in the image 
compression community as possible competitor ^ to well established compres- 
sion techniques (e.g. DCT-JPEG) and newer technologies (e.g. wavelets) and as 
extension nm to such methods. One of the main drawbacks of conventional 
fractal image coding is the high encoding complexity (whereas decoding com- 
plexity is much lower) as compared to e.g. transform coding. On the other hand 
fractal image compression offers interesting features like resolution-independent 
and fast decoding, and good image quality at low bit-rates which makes it an in- 
teresting candidate for off-line applications (e.g. video-on-demand (VoD), photo 
or video CD-ROMs, etc.). 

However, speedup techniques are necessary in order to accelerate the encod- 
ing phase of fractal compression. Two different approaches can be distinguished: 

— Sequential techniques 

— High Performance Computing. 

In this paper we introduce a new parallelization approach for fractal image 
compression on multicomputers which employs the sequential speedup method 
“block classification” and which is especially designed for the use in memory 
critical applications (i.e. if large images are processed). In contrary to to existing 
parallel algorithms for this type of task we achieve reasonable performance and 
may even use dynamic load balancing. The concept discussed in this work is 
not restricted to fractal compression but may be applied to the general block 
matching algorithm (which is the fundamental basis of vector quantization or 
block-based motion estimation techniques). 
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2 Fractal Image Compression 

Fractal image compression exploits similarities within images. These similarities 
are described by a contractive transformation of the image whose fixed point 
is close to the image itself. In our implementation, the image transformation 
consists of block transformations which approximate smaller parts of the image 
by larger ones using contractive affine transforms. The smaller parts are called 
ranges and the larger ones domains. All ranges together (range pool) form a 
partition of the image. The domains (having twice the height and length of the 
ranges) can be selected freely within the image and may overlap. For each range 
an appropriate domain must be found. The domain blocks are transformed to 
match a given range block as closely as possible. 

To compare image blocks (i.e. range and domain) usually rms (root mean 
square error) is used. The transformation applied to the domain classically con- 
sists of the following parts: 

— Geometrical contraction (usually implemented by averaging the domain) . 

— Affine motion (modeled by using the 8 isometries of the square block) . 

— Gray value adaptation (a least square optimization is performed in order 
to determine the best values for the parameters describing contrast and 
brightness modification, respectively). 

In a non-adaptive algorithm for each range the block transformation with 
the smallest rms-error becomes part of the image transformation - no matter 
how good the range can be covered. In an adaptive algorithm the error of 
a single block transformation is compared to a predefined maximum error. If 
the calculated error is larger the specific range (which is located at the “first 
quadtree level”) is split into smaller blocks (located at the “second quadtree 
level”) which are then covered independently or coded directly in the case of 
the lowest quadtree level. So - in contrast to the non-adaptive algorithm - a 
specific image quality can be guaranteed. We denote this algorithm (which may 
allow several quadtree levels, in our concrete examples three) “adaptive quadtree 
algorithm” ISIEj. 

The search for appropriate transformations is computationally enormous ex- 
pensive and is the reason for the need for accelerating the encoding speed of 
fractal coding. 

In literature several sequential complexity reduction schemes are presented 
(for a summary of such techniques see fH!)- In this paper we focus on discrete 
feature extraction methods. The domain pool is divided into several classes ac- 
cording to specific discrete features within the domain blocks. The features of 
the range determine the class in which optimal matches should be located (i.e. 
only within this single class the search for the optimal match is performed). 

For our experiments we use a grey-value classification scheme which is intro- 
duced by Fisher P|. This scheme uses the ordering of mean and variance values 
in the four block-quadrants as classification feature and results in 72 classes. 
This is only one possibility for a discrete feature extraction method. Many other 
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techniques exist which may result in an either higher or lower number of classes 
(see e.g. E|)- 

3 Fractal Image Compression on Mnlticompnters 

A significant amount of work has been already devoted to fractal compression 
algorithms for MIMD architectures preserving sequential coding quality - we 
identify two major groups of algorithms suited for MIMD computations which 
trade off memory versus communication demand and are therefore applied ac- 
cording to the relation between memory capacity of one PE and image size |2D|: 

— Algorithms Class A (parallelization via ranges): Within this class it is 
necessary that at least the entire image can be stored in the memory of each 
PE. Out of the image-data the complete domain pool can be produced. To 
each PE a subset of the range pool is assigned - either statically or dynam- 
ically - and the PE calculates the best transformations for its range subset. 
Algorithms of this class may therefore include a dynamic load balancing. Ac- 
cording to memory capacities and communication costs further distinctions 
can be made. For more details see e.g. jSl min71 E2|- 

— Algorithms Class B (parallelization via domains): Within this class of 
algorithms the domain pool cannot be stored in the memory of one PE - 
therefore the domain pool is distributed evenly among the PEs. The most 
efficient algorithms transfer the ranges among the PEs in a pipelined man- 
ner in order to carry out the range-domain comparisons of all sub-domain 
pools. According to synchronization levels and available architectures further 
distinctions can be made. For more details see e.g. 

We have also investigated algorithms employing both parallel processing and 
sequential speedup techniques (e.g., using block based classification for class A 
algorithms 0 and geometric searching 0 on parallel architectures). 

4 Discrete Feature Extraction Speed-Up on 
Multicomputers 

Parallel algorithms of class A are very efficient and show nearly linear speedup 
in the order of the number of processors ED). They may include dynamic load 
balancing, and the number of PEs can be larger than with algorithms of class 
B before a bottleneck in the host-process occurs. Therefore, this class is a good 
basis for combining parallel algorithms and sequential speedup techniques in an 
efficient way 0. 

When processing large images on distributed memory architectures unfortu- 
nately these algorithms cannot be applied due to memory restrictions. Conse- 
quently, the domain pool has to be distributed among the PEs (algorithms of 
class B). Algorithms of this type can be distinguished whether the assignment 
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of parts of the domain pool to each PE is done prior to or after any precalcu- 
lations. In the first case the domain pool is distributed evenly among the PEs 
(fixed distribution), in the second case the distribution is performed according 
to the results of the precalculations (adaptive distribution). 

Parallel precalculations for discrete feature extraction methods with prede- 
fined classes include the following steps: 

1. Distribution of the domain pool to the nodes in a way that each node receives 
an equal sized part. 

2. On each node: Precalculations for specific sub-domain pool. 

3. Redistribution of the domain pool including results of precalculations which 
can either be organized by a host process or by the nodes themselves. 

Obviously, these procedures require a significant amount of communication 
and synchronization. Therefore, it is often more efficient to perform the pre- 
calculations in sequential since the small computational effort does not justify 
the parallelization effort (e.g., this is true for the classification applied in our 
experiments). 

4.1 Fixed Domain Pool Distribution 

The domain pool is distributed evenly among the PEs. Each PE performs nec- 
essary precalculations (i.e. classification, downsampling) for its private domain 
pool. If a range is processed by a PE it is first classified and the corresponding 
class of the private domain pool is being searched. Subsequently, the range is 
passed on to the next PE in the pipeline. 

For a specific range a specific class provides domains for an optimal match 
and only this class is being searched. The sizes of the classes in the private domain 
pools on the PEs will generally be very different. Therefore, the processing time 
for a given range might be very different on different PEs which leads to a severe 
load balancing problem. 

Consider the following bad case: On each PE exists one class which contains 
far more domains of the private pool as compared to the other classes. The PE 
which holds the large class where the range belongs to has a significantly higher 
processing time than all other PEs. This effect may occur for almost each range 
at different time instances. Since the “slowest” range determines the speed of 
the pipelined execution the speedup is limited and - in a worst case - equal to 
or even smaller than the speedup of the parallel algorithm without additional 
sequential speedup techniques. 

The requirement for optimal speedup concerning discrete feature extraction 
methods is therefore a uniform size distribution of the domain classes on each PE. 
The size distribution of the domain classes can be controlled to some extent if 
discrete feature extraction methods with image adapted classes are being used - 
if fixed or heuristic classes are used a different strategy is needed for avoiding the 
load balance problem. However, if fixed distribution is used, it is important not 
to execute the pipeline in synchronized manner - the unsynchronized pipelined 
processing mode is capable of compensating the load balancing problem to some 
extent. 
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4.2 Adaptive Domain Pool Distribution 

For this type of algorithms it is necessary to have knowledge about the class 
structure and size of the classes of both range and domain pool, respectively. 
These precalculations are done prior to any adaptive data distribution. In con- 
trary to fixed distribution we do not perform a distribution of the domain pool 
itself but we distribute the classes among the PEs - both domains and ranges 
of a given class are assigned to a given PE which calculates the optimal match. 
This means that we neither apply data parallelism via ranges (class A) nor via 
domains (class B) but via classes. 

An optimal distribution of the classes to the PEs therefore depends on: 

— Size distribution of range pool, 

— Size distribution of domain pool, 

— relation ^ (c=number of classes, p=number PEs). 

Distributing the classes evenly among the PEs would again lead to a load bal- 
ancing problem since 

a) the size of the classes (i.e. the number of domains in the classes) is generally 
very different and 

b) the amount of computation inside one class is again very different, since a 
different number of ranges belongs to each class. 

According to the precalculations we know the number of ranges and domains 
belonging to a given class (for example see Figure d). 



# Ranges 




(a) ranges 



# Domains 




Fig. 1. Number of ranges and domains for all classes of the first quadtree level 
(Lena image). 



The use image-adaptive classes showing uniform class sizes would save the 
computation of the class complexities at the cost of the costly adaptive class 
generation. However, the number of range-domain comparisons within a class 
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can be determined in any case - we denote this number as “class complexity” 
(see Figure 0 . The total of all class complexities gives the overall complexity 
of the algorithm. Obviously, we have to distribute the class complexities evenly 
among the PEs. 

These observations lead to the following optimization problem: Given the 
number of PEs and the precalculated class complexities. Distribute the class 
complexities as uniformly as possible among the PEs. This type of optimization 
can be interpreted as simple knapsack problem with several knapsacks of equal 
size. An additional constraint of this optimization may be the memory capacity 
of the PEs - in the case of very small capacity it may not be possible to dis- 
tribute the class complexities at once but a step-by-step assignment (possibly 
dynamically) might become necessary. 

An additional issue to be considered is the fact that the calculated distribu- 
tion of class complexities is valid only for the first quadtree level of the adaptive 
quadtree decomposition. The distribution of classes of the domain pool of the 
subsequent quadtree levels among the PEs is different from the distribution 
of the first level as well (for a comparison of class complexity distribution of 
three quadtree levels see Figure 0 . Therefore, a class complexity calculation 
and distribution is required at each quadtree level. These procedures involve 
a synchronization and centralization step at each quadtree level which limits 
parallelization efficiency. 







(a) first level (b) second level (c) third level 



Fig. 2. Class complexities of different quadtree levels (Lena image). 



The subsequent procedure has to be performed at each quadtree level after 
the class complexities have been calculated. Preferably, entire classes are dis- 
tributed among the PEs according to their calculated complexities. The decision 
whether a class complexity is distributed or not is controlled by a tolerance 
parameter which specifies the allowed deviation from the uniformity of the fi- 
nal complexity distribution. Theoretically a completely uniform distribution is 
achievable by setting this parameter to zero, but in this case precalculation takes 
too long and communication and memory demand rises since many small com- 
plexities (the minimal size in our case is one range and the domain pool of one 
class) have to be distributed. 
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Although sophisticated techniques may be used for distributing the class 
complexities among the PEs the following simple technique has proven to be 
sufficiently precise. The class complexities are sorted and subsequently assigned 
to the PEs starting with the largest one. If a class complexity exceeds one PE’s 
computed quota it is assigned to the PE with the next lower complexity level, and 
so on. If a class complexity exceeds all PE’s quotas it is assigned to the PE with 
the current lowest complexity level. The amount of complexity exceeding the 
PE’s quota is assigned again to the set of not yet distributed class complexities. 
This is done by assigning all domains of this class to the PE, whereas only the 
corresponding share of ranges is assigned to it. Unfortunately, this technique 
has to be paid with a slight increase of memory demand on the PEs since the 
domains of a single class may be assigned to different PEs for several times. 

This technique is applied until all class complexities have been distributed. 
Depending upon the choice of the tolerance parameter we result in a more or 
less uniform load distribution. 

Note that if for any reason dynamic load balancing is required (e.g. due to 
changing load conditions in multi-user environments or memory constraints) it is 
straightforward to create a task pool of any desired structure using the technique 
described above. Load balancing is not possible in a sensible way in the case of 
a fixed distribution. 

A final remark on memory requirement: in memory critical systems the fixed 
domain pool distribution is done by distributing the image itself evenly. On 
each PE the necessary domains are calculated from this image part, which may 
dramatically reduce memory demand in return for increase of computational 
demand if an overlapping domain partition is used. In such a case adaptive 
distribution is not successful since the technique “higher complexity for lower 
memory” is not applicable (since the domains of one class will generally be 
distributed over the entire image). Therefore adaptive distribution is restricted 
to non-overlapping or “little-overlapping” domain partitions (which is a must 
for large images anyway). 

5 Experimental Results 

For our experiments we use a FDDI interconnected NOW consisting of 8 DEC 
AXP 3000/400 workstations, a Parsytec CC-48, and a SGI POWERChallenge 
GR. PVM is employed for implementing a message passing based host /node 
configuration. 

We apply the adaptive quadtree algorithm (starting with range-size 16 x 16 
pixels we partition until size 4 x 4 is reached, subsequently the range is coded 
directly) to the following images with 256 grayvalues: the well known Lena image 
(512 X 512 pixels for the Parsytec, 1024 x 1024 pixels on the NOW) and a large 
satellite image (2048 x 2048 pixels on the SGI). The domains in the domain 
pool are chosen to be non-overlapping (as it is done in most fractal coders in 
order to keep the complexity reasonably low). The necessary precalculations (i.e. 
classification) are not performed in parallel due to reasons explained earlier. 
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Speedup 



Speedup 



2PEs 4PEs 6PEs 8PEs lOPEs I2PEs 14PEs 



2PEs 3PEs 4PEs 5 PEs 6PEs 7PEs 



(a) Parsytec, 512 x 512 pixels (b) NOW, 1024 x 1024 pixels 

Fig. 3. Performance of adaptive distribution applied to the image Lena. 



For the smallest image considered we notice a speedup saturation at 3.3 
employing 12 PEs on the Parsytec (see Figure 0a, the overall processing time 
with 12 PEs is 7 seconds), whereas we already achieve speedup 4.17 with 7 PEs 
on the NOW for the 1024 x 1024 pixels image (see Figure 0b). 



Speedup 




Complexity 




nodel node2 node3 node4 node5 node6 node? nodeS 



(a) Speedup of adaptive distribu- 
tion 



(b) Complexity distribution with- 
out (black) and with (white) dis- 
tribution of single classes 



Fig. 4. Performance of adaptive distribution on the SGI (satellite image, 2048 x 
2048 pixels). 



For the 2048 x 2048 pixels satellite image we observe increasing speedup up 
to 18 PEs (where speedup 8.4 is achieved - Figure0a). This clearly shows that 
we achieve reasonable speedup and even moderate scalability with the adaptive 
distribution technique provided the datasize is not too small. This stands in 
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complete contrast to results using fixed distribution where almost no speedup 
at all is obtained. 

Figure 2jb shows the reason why it is not sufficient to distribute entire class 
complexities among the PEs - there is one very large class complexity for the 
satellite image considered. In order to achieve a uniform load distribution obvi- 
ously this class complexity has to be distributed. 

6 Conclusion 

Summarizing, we emphasize that for reasonably efficient algorithms of the con- 
sidered type it is necessary to use an adaptive domain pool distribution. We 
suggest a distribution following the computational complexities of the different 
image-subblock classes which leads to an optimal load-distribution. In addition 
to pre-computed load-distribution the proposed technique may be used for dy- 
namic load balancing in a multi-user environment with varying load-conditions. 
Future research will be conducted on how to employ multidimensional nearest 
neighbour search techniques [T7I (which is currently the most efficient sequential 
speedup technique) within parallel algorithms. 
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Abstract. Motion estimation for image sequences has several important 
applications (vision, tracking, 3D reconstruction, indexing...). When high 
quality motion vector fields are required for large images, the computa- 
tion load is huge: parallelism gives results in acceptable time. Which 
architecture to use depends on time constraints, architecture suitabil- 
ity to the algorithm, etc. This paper reports current work on paral- 
lelizing a multi-resolution, multi-attribute method, on two different ar- 
chitectures, one a massively parallel computer, the other a network of 
workstations. Although of older a technology, the parallel computer has 
various communication possibilities and a large bandwidth. On the other 
hand, networks of workstations are a possibly emerging standard for low- 
cost super-computing. Comparison of both shows that, for this kind of 
algorithm, even with some load balancing they provide less gain if com- 
municating only via a classical network. The next stage of this work is 
to address high bandwidth networks. 



1 Introduction 

Many applications: robotics, guidance, video sequence compression, video in- 
dexing, 3D reconstruction... require to determine the motion of visible points 
within a sequence of images Ii,l 2 • ■ ■ ■ In this paper, two parallelizations are 
presented, on two different architectures of a multi-resolution, multi-attribute 
method yielding dense and high quality motion fields for large images. 

To determine motion, many methods exist, according to various hypothesis 
(homogeneous motion, points’ intensity constancy...) and requirements (accu- 
racy, real-time...). One interesting qualitative comparison is in [2j. For low accu- 
racy requirements, motion estimation may be done by hlock-matching methods 
(eg. in video compression MPEG2, 4). Differential methods aim at more accu- 
racy. They use the optical flow equation, and overcome under-determination by 
various ways (hypothesis of locally smooth displacement field, robust estima- 
tors PJ, additional weighted equations multi-grid relaxation algorithm |0|, 
etc). Many further enhancements and other sophisticated methods attempt to 
deal with occlusions and discontinuities (Markov fields [Z], etc). Multi-resolution 
methods cope with large displacements and obtain good quality results. To each 
image is associated a pyramid of images reduced at smaller scales. At the coarser 
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level, correct matches at large distances are found; from them finer matches at 
lower levels can be derived. 

Up to now the methods which provide dense, high-quality displacements 
fields, although very computation demanding (in the order of 40 Giga floating 
point operations per pair of successive images), are mostly sequential. Parallel 
computing is needed if wanting results in less than hours, but it is not that obvi- 
ous to achieve. For example a parallelization of a Markov field, multi-resolution 
method 0, using a workstation network under PVM shows dramatic gains 
in computation-time but important losses in communication-time. The method 
we chose would allow to process each pair of successive images sepa- 

rately on a dedicated processor. However, this trivial parallelization is excluded 
because preventing future improvements of the method; moreover our aim in the 
middle term is to deal with a sequence as much as possible on the fly. 

For all that, some super-computing capability seems in order. The first ar- 
chitecture we use is a massively parallel computer, a MasPar MPl. Although 
this SIMD computer was issued in 1990, it has interesting features. First it has a 
large power (1.2 G-Flops) in full configuration; its many elementary processors 
are weak (4 bits, 12.5 MHz), but they may amount to many workstations. Sec- 
ond, this power benefits of three different communication facilities. For regular 
communication schemes, the bandwidth is 23 G-bytes/s. In addition, irregular 
schemes are possible, as well as some emulation of a GREW-PRAM capabil- 
ity. Finally, the machine is well suited to image processing, and to test parallel 
algorithm prior to hardware integration; it may be equipped with parallel I/O. 

On the other hand, the ubiquitous PG/ workstation networks are potential 
challengers to supercomputers, if high bandwidth networks indeed provide com- 
munication capabilities in accordance: low latency, broadcast facility, etc. In 
order to acquire an experience on that, this work is a first stage, comparing 
a parallelization on some massive parallel computer, with a parallelization on 
a network of stations communicating through a classic Ethernet network. The 
next ongoing stage is to compare with a high bandwidth, low latency network 
under installation. 

The rest of the paper is organized as follows. The motion computation al- 
gorithm is summarized in title 2. The parallelization on the massive parallel 
computer, and on the workstation network are presented in title 3 and 4. Title 
5 reports the experimental results. Title 6 concludes by a discussion and the 
perspective. 



2 The Differential Multi-resolution Method 

The method of Weng and al. HH for dense motion estimation is a global min- 
imization of differences of attributes between matched pixels in images It and 
It+i - The attributes considered for each point u in image It are: i(u) grey level 
intensity, e(u) edgeness, p(u), n(u) positive and negative cornerness, see mi for 
details. Two points u and u -1- d(u) in It,It+i respectively may be matched in 
inverse proportion of their attribute differences. The differences are iteratively 
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minimized by progressively varying the vector field d(u). To cope with large 
displacements, this minimization is applied on a multi-resolution basis. Images 
and pixel attributes are successively averaged in increasing levels I = 0, 1... of 
coarsening: if is a IT x i? image, 2} is IT/2 x H/2, ■ . .l\ is IT/2* x H/2K The 
set of all levels for an image is termed a ” pyramid” . 

2.1 Multi-resolution Motion Estimation 

Computing displacement vectors from I = Xt to I' = Xt+i involves working on 
both their pyramids, level by level. When turning to the next image X, first a 
new pyramid is built for it: a bottom-up stage computes attributes for level 0 
and derives upper levels by averaging. Then, using both the new and the previ- 
ous pyramids, displacements are computed in a top-down stage. This computa- 
tion starts at the highest level, then projects the displacement vectors of level 
I on level ^ — 1, where they provide initial, approximate values for an iterative 
minimization0. 

2.2 Computation of Displacement Vectors at Level I 

At each level I, the displacement estimate d{u) for a point u in Xl (level I 
of image t) determines its match, i.e. the point u -1- d(u) in the next image 
X * = X(_|_i. The goal is a global minimization, for all current match-pairs, of the 
differences of all their attributes. It is achieved by iterative improvements, which 
minimizes residual differences: 

n (u, d(u)) = T (u -I- d(u)) - i(u), Te (u, d(u)) = e' (u -I- d(u)) - e(u), 

Tp (u, d(u)) = p' (u -I- d{u)) - p{u), r„ (u, d(u)) = n' (u -L d(u)) - n(u) 

Besides, two other residual differences are used, in order to smooth the dis- 
placement vector variations, in magnitude and in orientation: rd(u,<i(u)) = 
d{u) — d{u), To (u,c?(u)) = cross{d(u), c?(u)}/|jd(u)||, with cross{(a,6), (c,d)} = 
ad — be, and d(u) is the average displacement vector at u over a radius r. 

To a field (d{u)) of displacement vectors corresponds a field of residual differ- 
ence vectors r = {ri,Te, Vp, r„, To, one for each point u. The goal is to find a 
displacement field globally minimizing ||Ar|p, A = diag{l, Ae, Ap, An, Aq, A^, A^}, 
for all u, with Ae, Ap, An, Aq, A^ weighting parameters to be set dynamically. 
Starting with null initial displacement vectors, successive variations 5d(u) = 
^it-i-i(u) _ cJit(u) are computed at iteration it -\- 1, according to: 

r (u, d(u) -f i5d(u)) = r (u, d(u)) -f J{u)Sd{u) -f o (||(5d(u)||) 

with J(u) the partial derivative of r(u, d(u)) with respect to d(u). Minimizing 
the quadratic form ||yl(r(u, d(u)) -|- J(u)(5d(u))|p by zeroing its derivative with 
respect to Sd amounts to take: 

dd(u) = - (J(u)*A^J(u)) ^ J(u)*A^r(u,d(u)) (1) 

Several iterations are achieved, each in two steps: a) estimate i5(i(u) for each 
u using im), b) update the displacement for each point: d(u) = d(u) -|- <5d(u). 



^ Actually, to further improve the quality, several up and down stages are applied. 
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Fig. 1. Estimated displacements from two 512 x 512 size images from a sequence 
with large displacements (1 vector among 32 displayed). 

3 Parallelization on a Massively Parallel Computer 

SIMD massively parallel computing is suitable here: the massive amount of com- 
putation is of the data-parallel type (same operations for each pixel), with neat 
temporal dependencies between the different stages/iterations. This section de- 
scribes the global scheme, then an enhancement to best cope with the irregular- 
ities of the displacements while keeping the communication load moderate. 

3.1 Overall Parallelization Scheme 

The SIMD machine we use is a MasPar MPl with 2k=2048 Processor Elements 
(PEs) with 64 Kb memory each. The PEs are arranged in a torus grid, the 
xnet, but have several ways to communicate. Communication between neigh- 
bours (regular scheme) via the xnet allows about 3 G-Bytes/s bandwidth. Irreg- 
ular communication schemes between non neighbour PEs are possible through a 
switching device, delivering about 170 M-bytes/t0. These figures derive from the 
documentation and measurements. They are well scalable in proportion of the 
number of PE0. Because SIMD architectures in general provide equivalent types 
of communication facilities, our parallelization is not specific to the MasPar. 

Data Mapping. Since the same processing applies to each pixel, each data level 
is partitioned among the PEs, on a geometric basis because PEs periodically need 
some pieces of data from neighbour domains0. For 512 x 512 image and 2k PEs, 
the domain devoted to a PE is 8 x 16 at level I = 0, and shrinks progressively at 
upper levels. In the highest levels, although the domain size becomes 1x1, not 
all PEs may be kept active. We use a sub-grid of neighbour PEs: at the expense 
of some auxiliary moves, the many latter communication steps are more efficient. 

^ for a random communication pattern. Besides there is some synchronous CREW- 
PRAM facility, which allows to emulate broadcasts at about 20 G-bytes/s. 

^ a configuration may include Ik, 2k, ..., 16K PEs. MPl series has 4 bits PEs, realizing 
32/64 bits operations by sequencing. The MP2 series has 32 bits PEs. 

^ this has no drawback, since the load is well distributed. 
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Fig. 2. Dynamic domain {large rectangle) corresponding to the proper domain 
of a PE {small rectangle) at level 0, the figure shows the upper right corner of 
the computer in fig. 0 with 5 times zooming. Arrows figure the displacements. 



Communications. We use two types of communication. Regular communica- 
tions (via the grid) occur after each iteration within a level’s processing, for 
exchanging new values of displacements among neighbours. Also they occur af- 
ter a level I is processed, to project values on an upper /lower level I'. If I' = 1+1 
and at level I the nf active PEs had domain size 1x1, the data are gathered 
in a {nil2)‘^ sub-grid at level I'. Conversely, when I' = I — 1 there may be some 
spreading of data. These moves through the grid are possible in 0{Wi) steps, 
with Wi the dimension of the level I image, by neighbour communications 0. 

Irregular communications, via the switch, occur when a PE needs data far out 
of its domain. Estimating displacement d(u) for a pixel u in image T requires 
information in image T' at pixel u -1- d(u). Since I' is mapped like I, if the 
displacements are large, all PEs don’t dispose of all data. The adequate way 
to get these foreign data according to an irregular scheme is to use the switch. 
Because on most of SIMD architectures these communications are much costly, 
we introduce a notion of dynamic domain, in order to reduce their frequency. 



3.2 Dynamic Domains 

The dynamic domain of a processor at level I is this part of image P and 
corresponding attributes it should need for computing the displacements d\u), 
for pixels of its own domain. Displacements previously computed at level 1 + 1 are 
initial estimates of the d^(u). From the I ^(u-l-d(u)) values each PE determines 
the rectangular part of P it surely will need, see fig. 0 This estimate may prove 
too small during the following iterative improvements of the d^ (u) . So we make 
each PE in order to overestimate the size of its dynamic domain, and request the 
largest surrounding area fitting its available memory. To provide each PE with 
its dynamic domain, the level I image and all attributes are shifted on the whole 

® communications at distance greater than 1 could provide 0([log2 Wi)) steps, a mi- 
nor gain because gathering is necessary only when Wi is smaller than the grid’s 
dimension. 
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Fig. 3. Number of accesses out of the PEs’ domains with respect to the distances 
(in pixels), for example 512 x 512 images and large displacements. Left/right: 
without/with dynamic domains. 



processor grid: each PE takes the data it needs when passing. This procedure is 
achieved in 0{N) step^by communications within the grid. 

Benefits Provided by Dynamic Domains. When provided with its dy- 
namic domain, the probability a PE could nevertheless need some extra data is 
dramatically reduced, see example figure 0 The number of accesses out of the 
memories of the PEs decreases from 248 millions, without dynamic domains, to 
18 thousands, with dynamic domains. These extra accesses out of local memory 
obey an irregular pattern: they are satisfied by communication via the switch. 
Less numerous, they concern smaller pieces of data. If displacement vectors are 
medium-sized, using dynamic domains allows to avoid no such extra access out 
of local memory. 

Because regular communications via the grid offer a very large bandwidth 
(3 G-bytes/s with 2K PEs) the procedure for acquiring dynamic domains is fast. 
For 512 X 512 images (with four 1 byte attributes) and large displacements, it is 
about 5 s at level 0. For a pair of 512 x 512 images, the time for the whole process 
(6 levels, with repetitions) is about 65 s, about 10 % of the total processing time 
(7 min). Without dynamic domains, every time a PE needs foreign data a com- 
munication takes place and the total time is more than 10 hours. In other words, 
dynamic domains amount to anticipate the foreign communication requirements 
and arrange them by larger chunks, to make the irregular communications as 
efficient as possible. All details about this massively parallelization are in |3|. 

4 Parallelization on a Workstation Network with PVM 

The principle of the parallelization on a workstation network is again data par- 
titioning. The large amounts of available memory enables the use of fewer com- 
munications. The architecture is now an asynchronous one: communication will 



N is the number of processors used. 
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ensure synchronization. Because the PVM software ^ allows to use a network 
of heterogeneous processors, some load balancing may be in order. 

Network and Parallel Data Mapping. The network we use has 8 Sun Ultra 
Spares, connected via an Ethernet 10 base T network. Measurements were done 
with no other load on the station network: the available bandwidth of the network 
under PVM is about 8.6 M-byte/s. Now the partitioning scheme is implemented 
with significantly fewer processors, each with much more memory (64 M-bytes 
vs 64 K- bytes), and the communication network has no geometry at all. In order 
to reduce the communication needs, two choices were made. First each processor 
has the knowledge of the whole images. Second each processor works on a band 
instead of a rectangle. Therefore, getting data within a neighbour border now 
requires two messages instead of four. 

Communications. Iterative improvements of the displacements minimize dif- 
ferences of attributes in corresponding pixels in X^(u) and X ^(u -|- c?(u)). Mean- 
while, attribute values in are constant. Now, a processor Pk which needs 
some parts of these data outside its domain, has enough memory to get them all 
onefl Thus plenty of memory renders the caching principle of previous dynamic 
domains pointless. The only need for communication is, after each iteration im- 
proving the displacement vectors d}{u) for its points, each Pk must send some 
new values to neighbour processors. These neighbours have to compute averaged 
displacement vectors, on a width-one neighbourhood: Pk sends new values of its 
top/bottom lines. While waiting for these values a processor cannot compute 
the newly averaged displacement vectors for its border. But meanwhile, it can 
compute them for the interior of its domain: computation and communication 
may largely overlap. 

Possible Load Balancing. The load balancing strategy used is a GDGM 
one (Global Decision Global Migration), as opposed to Local Decision Local 
Migration (LDLM), see |^. This strategy works well if the processors are of 
different types, or if they have different loads during long periods. The load 
balancing process can be divided into four phases m-- 

1. Load Evaluation: Because Global Decision is used this phase is executed 
every I -|- 2 iterations (/ the current level) . Each processor broadcasts to all 
others the computation time it has spent since the previous load balancing 
stage. 

2. Profitability Determination: If the difference of elapsed times for the low- 
est and fastest processors is greater than a threshold, then a load balancing 
stage is initiated. 

3. Work Transfer Vector Calculation: Each processor derives the size and 
position of its band from the elapsed times measured. 

^ with a small bandwidth, it is even better each Pk computes the whole attribute part 
of the new pyramid, rather than each computing a part and then multi-casting. 
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Table 1. Computation times for 1 image pair (including I / O ). 



Type of sequence 


MasPar MPl Ik PEs 


Sun Ultra Sparc 1 


Gain 


512 X 512 large displacements 


7 min 14 s 


58 min 


8.0 


512 X 512 medium displacements 


5 min 51 s 


58 min 


9.9 


512 X 512 small displacements 


5 min 8 s 


58 min 


11.3 


256 X 512 small displacements 


1 min 31 s 


14 min 20 s 


9.5 


128 X 512 small displacements 


31 s 


3 min 28 s 


6.7 



4. Data Migration: Each processor gets the complete field of displacement 
vectors of the current level. 

This method is simple to implement and works very well on a heterogeneous 
network of workstations: with 6 Ultra Sparc and 2 Sparc 5 stations, elapsed 
time is 39 min without load balancing and 19 min with one load balancing stage. 
On a homogeneous network of workstations (8 Ultra Sparc) and different loads, 
results are medium. Time is 19 min without load balancing and 17 min with 2 
load balancing stages (including 16 s for phase one and 1 min for phase four). 
Those results are medium for two reasons. First, the load balancing strategy can’t 
deal with the load of the network. Second a LDLM strategy could be better for 
sporadic extra loads, but needs some iterations to achieve the balance IHimj . 
An improvement could be to refine the load balancing of a global method, by 
combination with a local one. 



5 Experimental Results 

The results for the two parallelizations will be discussed further in the conclusion. 
The measures on the network of workstations were done during an idle period, 
so no load balancing was needed. 

5.1 Results for the Massively Parallel Computer 

Table n compares the times obtained with the massively parallel machine (Mas- 
Par MPl with 2K PEs), to those with a sequential one (a Sun Ultra Sparcl). 
Those times include the whole process including computation of attributes at 
level 0, which takes 1 s on the MasPar and 7 s on the Sun. The gain ratio 
of 11.3, for small displacements and large images, decreases to 8.0 with large 
displacement^. A gain ratio of about 10 means the parallel machine amounts 
to as many Sun Ultra Spares. As the performance of the machine scales well, 
with a full configuration (16384 PEs) this figure would be about 90, and 400 
with the MP2 type (32 bits processors). This confirms that the many, weak pro- 
cessors communicate through efficient devices, mostly the grid, then the switch. 



and so it does for smaller images: on the whole less processors are active, see El- 
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Fig. 4. Left: Time (min) with respect to N, the number of stations. Right: 
Speed-up with respect to N. Solid lines: Measurements, for one 512 x 512 image 
pair. Dashed lines: Best theoretical bound (assuming null cost communication) 



These results also show that dynamic domains provide a good solution to the re- 
stricted amount of memory, by anticipated caching (without dynamic domains, 
the computation time is 10 hours). This also summarizes the challenge: to have 
communication devices providing a functional equivalent to a PRAM, without 
paying too much for delays and bottlenecks. 

5.2 Results on the Workstation Network 

Figure 0 shows that the time, obtained with the workstation network described 
in § ^ decreases with respect to the number of processors, up to a point. The cost 
of communication explains the difference between theoretical and experimental 
curves. As opposed to the massively parallel machine, the bandwidth does not 
scales with the number of stations. With more stations the communications times 
increase faster than the computation time decreases. This occurs quite soon for 
this algorithm, which requires a linearly increasing number of communications, 
of relatively small amounts, at each iteration; this kind of classical behaviour 
appears also in |^. 

6 Conclusion: Discussion and Future Work 

The configuration of the massively parallel computer we use delivers an effec- 
tive power that should be available with about ten Sun Ultra Sparcl stations. 
Although benefiting from simplifications, thanks to much more memory, the net- 
work parallelization cannot efficiently use this number of stations (it provides a 
best speed-up of only 4.5). This comes from the insufficient performance of the 
network. Moreover, because the performance of the MasPar scales well, a full 
configuration (16k PEs) of the MasPar MPl should provide a time-gain of about 
90, and four time more this figure for the MP2 series. This means that the time 
to deal with a pair of 512 x 512 images could be of about 9 s. Although still far 
from real-time, such a performance is indeed interesting in several situations. 
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Current high bandwidth networks such as ATM, should allow better perfor- 
mance. With the various requirements of different applications, the question is, 
however, to have not only high bandwidth, but also low latency, and possibilities 
such as broadcast and, if possible, multi-cast. Such networks clearly could allow 
to efficiently use more powerful stations all at the same time. In daily practice of 
course these are used by many other users; so load balancing, as reported above, 
would be mandatory. 

Another (similar) architectural trend consists in connecting powerful pro- 
cessors (PCs) by point-to-point high speed links and dedicated I/O interfaces. 
We are currently considering the logical continuation of the present work, eg. 
porting the same parallelization on a set of 450 MHz PCs, fully connected by 
links enabling an effective bandwidth of 80 M-Byte/s. A configuration with four 
PCs should enable the evaluation of scalability, thus to determine at which rate 
sequences could be computed with larger configurations. Another direction of fu- 
ture work is to parallelize other methods, including other computations related 
to sequences, for example segmentation of the motion field in view of object 
recognition or object reconstruction, or indexing. 
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Abstract. This paper describes a PC-cluster system for real-time dis- 
tributed video image processing. The PC-cluster consists of eight PCs 
connected by a very high speed network. The key issue of this sys- 
tem is synchronization of distributed video data. Frame synchronization 
module is introduced to realize three kinds of synchronization: forward 
synchronization, barrier synchronization and backward synchronization. 
Forward synchronization is to notify of timing to start processing. Bar- 
rier synchronization is to wait for all data that are processed at the same 
time. Backward synchronization is to cancel processing and transferring 
useless data. Experimental results are also shown to confirm the perfor- 
mance of the PC-cluster. 



1 Introduction 

Computer vision researches have been expanded from small-scaled, or toy world 
oriented, experimental studies to large-scaled, real world oriented, practical stud- 
ies. CDV (Cooperative Distributed Vision) project |21 0| in Japan aims to es- 
tablish scientific and technological foundations to realize real world oriented 
practical computer vision systems, and to develop practical computer vision 
applications. One of the research issues of the CDV project is observation of 
objects/environments by distributed multiple sensors. To observe objects or en- 
vironments with multiple sensors, it is almost impossible that only one computer 
handles all of stream data from multiple cameras. According to this consider- 
ation, we are developing a distributed real-time image processing system as a 
base architecture of the CDV project. 

The problems of such distributed systems for computer vision is the per- 
formance of the network and the cost of the system construction. Fortunately, 
the cost of commercially available workstations and PCs is getting cheaper and 
their performance is getting much higher. In addition, recently several very high 
speed networks, whose throughput is more than 1 Gbps and is high enough 
to transfer video images without compression in real-time, are commercially 
and economically available. Based on this background, we are researching for 
real-time distributed video image processing on a PC cluster, which consists of 
multiple off-the shelf PCs connected via Myrinet, whose throughput is about 
1.28 Gbps/full duplex. 
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Fig. 1. PC-cluster 



The advantages of this system are as follows. 

— low cost — no need to develop any special hardwares. 

— flexibility — components can be easily replaced by new ones. 

— scalability — additional PCs can be easily installed. 

— availability of peripherals — variety of peripherals are available. 

— choice of OS — many types of operating system, Windows, UNIX, or real- 
time OS, are available. 

In this research, we are focusing on software issues rather than hardware 
issues. When the system only deals with static data, or static image, the problem 
is not so difficult, i.e., we can use several standard software environments for 
distributed/parallel computers such as PVMj]] and MPI^j. However, in real- 
time image processing, the synchronization within the system is quite important. 
This is because, we aim at parallelizing not only low level, or very primitive, 
image processing algorithms, but also higher level, or rather complicated and 
non-homogeneous, image processing algorithms, which may cause imbalance of 
computation loads of PCs in the system. Because such environments as PVM 
and MPI do not provide synchronization mechanisms suitable for real-time image 
processing, we cannot use them. In this paper we will outline our system, and 
propose frame synchronize module to realize three kinds of synchronization. And 
we will also show preliminary experimental results. 

2 System Overview 

The PC-cluster consists of eight PCs(Fig.ni), whose CPUs are Pentium IIs or 
Pentium Profl All PCs are connected by Myrinet, a crossbar-switch based 
switching network, whose features are full-duplex 1.28-|-1.28Gbps throughput, 
less than 500ns latency and cut-through switching. Three of PCs have a video 
capture board, ICPCI, which can capture uncompressed video images from a 
CCD camera in real-time. Since three CCD cameras are synchronized by a sync- 
generator, video images captured by those cameras are completely synchronized. 

^ To achieve optimal performance, the choice of PC mother board, particularly, the 
choice of chip set, is quite important. 
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We have been developing the system on Linux because of device driver avail- 
ability and distributed programming environment. We have adapted a freely- 
distributed ICPCI device drivei0 for our NTSC-based RGB camera systems. 
For the low level control of Myrinet, we have used PM libraryBI developed by 
RWCP, Japan. 

PM provides message passing functions which can restart from a blocked 
state, i.e., a waiting state for a message, in response to a message arrival inter- 
rupt. As a result, no busy waits are necessary to receive data and signals from 
other PCs. 

3 Representation of Time 

In distributed real-time processing systems, it is important to handle the time 
of the system. In our system, a time quantum signal of 1/30 second cycle is 
generated from an input video signal. We call it Frame Synchronize Signal (FSS). 
FSS has a sequence number represented in integer which indicates the order of 
image frame capturing. FSS is transfered via the network, originating in an image 
capturing component, from upper components to lower components of the data 
flow, and timing control of each component is achieved referring to the FSS. 

When such mechanism is employed, synchronization of sequence numbers 
generated from multiple cameras becomes a problem. That is, although all of 
the cameras are synchronized by the common external sync signal, it is not 
guaranteed that the start time of image capture is the same on all of the PCs. 
To solve the problem, the internal clocks of all of the PCs are synchronized by 
NTPpI and all of the PCs start capturing at the same time based on the internal 
clocks. We have examined that no problem occurs by taking an image sequence 
of an LED counter driven by vertical sync signal. In this examination, when 
the counter is taken by multiple cameras, image frames in which the counter 
indicates the same value have the same time stamp, i.e., the same sequence 
number. 



4 Modules 

We consider that the following parallel processing schemes and their combina- 
tions are executed on the PC cluster. From the viewpoint of program structure, 
each PC corresponds to a component of a structured program of image process- 
ing. We call it distributed component (DCL In order to distinguish hardware 
and software, we use the word DC hereafteiy. 

Data gathering Video images captured by multi cameras are processed by 
DCs and integrated on the third processing stage. 

^ URL=http : //www. gom-online . de/devicedriver/ icpci-english.html 
^ Practically, there is no difference between PC and DC in the current implementation. 
However, in principle, it is possible to map multiple DCs on a PC. 
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Fig. 2. Modules and data flow 



Pipeline parallel processing The whole function is divided into sub- functions. 

Each sub- function corresponds to a DC. 

Data parallel processing Video image is divided into sub-images. Each sub- 
image is processed in a DC. 

Function parallel processing From the first DC video images are multicast 
to two DCs. Different Functions are executed on two paths. 

To realize the above schemes efficiently, in each DC, the following modules, 
each of which is implemented as a UNIX process, are activated(Fig. 0. 

Data Processing Module(DPM) This module is the main part of the image 
processing algorithms, and is to process its input data. It receives data from 
a DRM and sends data to a DSM via UNIX shared memory. 

Data Receiving Module(DRM) This module is to receive data from other 
DCs via PM messages, and has buffers for queuing data. When a data request 
demand arrives from its succeeding DPM, it returns pointers to data. 

Data Sending Module(DSM) This module is to send data to other PCs via 
PM messages, and has buffers for queuing data. When processed data arrives 
from its preceding DPM, it sends the data to the succeeding DCs. 

Frame Synchronization Module(FSM) This module is introduced to make 
executions of different DPM synchronize with each other. FSM sends FSSs 
to the succeeding FSM, and/or receives FSSs from the preceding FSM. An 
FSS originates in a V-SYNC signal from a video capture board. FSM also 
sends start signals to activate the DPM in the PC and cancelation signals 
to neighbor FSMs. Details about FSM are described in the next section. 

5 Synchronization Mechanism 

Distributed video image processing requires to receive, process and send image 
data in real-time continuously. To realize this, synchronization among DCs is 
necessary. In our PC-cluster system three kinds of synchronizations are provided. 
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Fig. 3. Forward synchronization: This is a time table of two connected PCs. 
Data are transfered from upper to lower. Usually one data from the preceding 
PC comes between two FSSs, and DPM can process data between two FSSs. At 
point (a) data receiving is late for FSS. At point (b) data processing is late for 
FSS. 





data processing is in time 


data processing is late 


data receiving is in time 


no error 


error type 2 


data receiving is late 


error type 1 


error type 3 



Table 1. Three error types of forward synchronization 



5.1 Forward Synchronization 

Forward synchronization is to notify a DPM of timing to start processing. To 
realize this synchronization, FSS is transfered from the FSM in the preceding 
DC. When FSM receives FSS, it sends FSS to the next FSM(s) and sends a signal 
to a DPM to start its computation. When a DPM receives the start signal, it 
requests the next data to its DRM and starts computation. If a DPM has not 
finished computation of the previous data, or the next data is not received by its 
DRM when FSS arrives, an error recovery function is invoked(Fig. P|) . Table □ 
shows error types of forward synchronization and Fig. 2]shows typical examples 
of error recoveries and their typical execution time tables. 

5.2 Barrier Synchronization 

When one DC gathers data from two or more DCs, it should wait for all data that 
are processed at the same time. Barrier synchronization realizes this function. 
In Fig. 0 the DC receives data and FSS from three preceding DCs, (a), (b) 
and (c). The timings of FSSs’ arrival are different from one another because the 
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(a) Data missing: Recovery for error type 1 is that 
DPM doesn’t work till the next FSS. Recovery for error 
type 2 and 3 is that DPM continues working and at the 
next FSS it processes the newest data. In this case only 
complete data are sent to the following DC but some 
data are lost. 
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(b) Incomplete data transfer: Recovery for error 
type 1 is that DPM waits for data. Recovery for error 
type 2 and 3 is that DPM stops processing and DSM 
sends incomplete data. In this case no data are lost but 
incomplete data are sometimes sent. 
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(c) Complete queuing: Recovery for error type 1 is 
that DPM waits for data. Recovery for error type 2 and 
3 is that DPM continues working and as soon as it fin- 
ishes processing it starts processing next data. In this 
case no data are lost and all data are complete. But it is 
possible that latency of data increases and also a certain 
size of queue is required. 



Fig. 4. Examples of error recovery by forward synchronization: Type 1, type 2 
and type 3 in figures mean that the FSS can detect the type of synchronization 



error. 
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Fig. 5. Barrier synchronization: This figure shows a time table of a DRM in a 
DC which receives data and FSS from three DCs, (a),(b) and (c). When FSS 
from (b) is received ((0),- • -,(5)), FSM sends signals to the succeeding DCs and 
the DPM. 



lengths of pipelines followed by the DC are different. FSM waits for a set of FSSs 
generated by video capture boards at the same time, and, then, it sends FSS to 
succeeding FSM and sends a start signal to the DPM. 

In a DC which gathers data, another error recovery function for error type 1 
should be considered — a DPM starts to process only the data that are already 
received at the time of the FSS arrived. 



5.3 Backward Synchronization 

In case that overtime processing makes the next data being lost such as Fig.^Ja), 
a DPM on a DC, which gathers data may process few data or, in the worst case, 
none(Fig l^a)). To avoid it we introduce backward synchronization. Backward 
synchronization is realized by a signal sent from DC which loses data to oth- 
ers(Fig.0Jb)). It cancels processing and sending useless data. 

6 Experiments 

We will show experimental results to confirm the performance of our system. The 
outline of the experiment is that the system captures video images of an human 
arm with three colored markers by two cameras, calculates the 3D positions of 
markers, and displays wire-frame images of the arm seen from any view points 
in real-time. 

In this experiment each PC works as follows (Fig. CJ. 

1. PCI and PCS capture color video images and shrink them into half-sized 
(320 X 240) images. 

2. PC2 and PC4 extract each marker by thresholding find 2D coordinates of 
each marker center on the image plane, and calculate the 3D line equation 
through each marker center and the view point of camera. 

^ To make extraction easy, the markers are colored red, green and blue respectively. 
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3. PC5 gathers two 3D line equations and finds 3D coordinates of the point of 
their intersection for each marker. 

4. PC6 generates and displays the sequence of wire-frame images of the arm. 



DCO 




(a) No backward synchronization: In this case 
(maybe a very unfortunate case), DC2 can process only 
data 0 and 6. 




(b) Backward synchronization: Backward synchro- 
nization informs lost data to other DCs to avoid useless 
processing, (a) informs overtime processing, (b) informs 
that data 1 is lost, (c) informs that it is useless to process 
data 1 and (d) cancels processing data 1. (e)(f)(g)(h) 
are similar to (a)(b)(c)(d). (i)(j) are similar to (a)(b), 
but (k)(l) inform that data 5 is lost on DCl, then no 
cancelation signal is sent. (m)(n)(o)(p) are similar to 
(a)(b)(c)(d). In this case DC2 can process data 0, 2, 4 
and 6. 



Fig. 6. Backward synchronization: DC2 gathers data from DCO and DCl. 










304 



Daisaku Arita, Yoshio Hamada, and Rin-ichiro Taniguchi 



PC1 



PC2 





Fig. 7. Experiments 




Fig. 8. Experimental results: Images in column(a) are captured by camera 0. 
Images in column(b) are captured by camera 1. Images in column(c) are wire- 
frame images from the view point whose 3D coordinates are the same as those 
of the camera 0. 
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Fig.|S|shows experimental results. The frame rate in this experiment is 30 fps, 
NTSC frame rate. And In this experiment data-missing and complete-queuing 
are used for error recovery function(Incomplete-data-transfer is not suitable for 
this experiment). We have proved that synchronization mechanism works well. 

However, in the current implementation, it is not possible that the system 
processes full-size(640 x 480) video image at 30 fps. To solve this problem, we 
are now implementing an improved system, which uses DMA to transfer video 
data between main memory and Myrinet buffer. 

7 Conclusions 

This paper describes a PC-cluster system for real-time video image processing. 
To process video images in real-time, we have employed a very high speed net- 
work connecting PCs and introduce three kinds of synchronization mechanisms. 
From our experiments, the synchronization mechanisms work effectively. 

Our future works are more detailed analysis of the synchronization mech- 
anism, development of programming library for this system, and performance 
evaluation with various applications. 
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Abstract. In this paper, we first present an Object Composition Petri 
Nets (OCPN) based model methodology for describing the dynamic be- 
haviour of the multiple video objects and user interactions during the 
entire MPEG-4 video session; then, a Group of Video Object Plane 
(GOV) based periodical scheduling algorithm is proposed to assign the 
encoder tasks to a cluster of workstations with load balancing guaran- 
tee. The scheduling scheme can allocate the tasks efficiently according 
to the timing constraints as well as user interactions. The performance 
of the encoder can scale according to the number of workstations used. 
The experiment results indicate that a real-time encoding rate can be 
achieved for the sequences with multiple video objects. 



1 Introduction 

Most current multimedia applications can be viewed as the merging of tradi- 
tional computer, communications, and broadcasting industries. In order to sup- 
port the functionalities, such as content-based interactivity, high compression 
and random access, a new international standard, MPEG-4, is currently being 
developed by MPEG (Moving Picture Experts Group) and expected to be final- 
ized towards the end of 1998 p. With a flexible toolbox approach, MPEG-4 is 
capable of supporting diverse new functionalities and satisfy various application 
requirements and hence will cover a broad range of multimedia applications |S| . 

MPEG-4, due to its content-based representation nature and flexible config- 
uration structure, is considerably more complex than previous standards such 
as MPEG-1, MPEG-2 and H.263. In addition, MPEG-4 enables user to ma- 
nipulate and process the objects with various dedicated tools. Any MPEG-4 
hardware implementation is likely to be very much application specific. There- 
fore, software-based implementation is a natural and viable option. The main 
problem with such an approach is the requirement of a huge amount of comput- 
ing power to support real-time encoding. With the developments in parallel and 
distributed systems, a higher degree of performance at an affordable cost (such 
as a network of workstations or PGs) can be achieved, provided the parallelism 
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from the application at hand is effectively extracted. While although MPEG- 
4 encoding is highly suitable for implementation using parallel and distributed 
systems, it is nevertheless a non-trivial task because of the unpredictable nature 
of MPEG-4 workload. 

In this paper, we use a Petri net based modeling technology to describe the 
temporal relationships between various video objects and user interactions. An 
efficient scheduling algorithm is proposed to improve the performance of the 
video encoder with load balancing guarantee. With the proposed approaches, 
our encoder can allocate the tasks efficiently according to the timing constraints 
as well as user interactions. The performance of the encoder can scale according 
to the number of workstations used. With 20 workstations, the encoder can 
achieve a real-time encoding rate on some multiple objects sequences. 

The rest of this paper is arranged in the following manner: Section 2 gives 
a brief overview of MPEG-4 video verification model. Section 3 describes the 
proposed implementation approach in detail, including the Object Gomposition 
Petri Net (OGPN) based modeling and a dynamic scheduling algorithm. Section 
4 provides the experimental results and the last section presents the conclusion. 



2 Overview of MPEG-4 Video Verification Model 



MPEG-4 aims at providing the standard technological elements enabling the 
integration of the production, distribution and content access paradigms of the 
multimedia environment P]. MPEG-4 video is an object-based hybrid natural 
and synthetic coding standard which specifies the technologies enabling the func- 
tionalities such as content-based interactivity, efficient compression and error re- 
silience [B|. FigH illustrates MPEG-4 video coding and composition procedure 
with user interactions. Both encoder and decoder are based on the concept of 
video object planes (VOPs). 



Video scene 




Segmentation 





Fig. 1. MPEG-4 video scene coding and composition. 

The video encoder is composed of a number of VOP encoders. Each object 
is segmented from the input video signal and goes through the same encod- 
ing scheme separately. The bitstreams of different VOPs are then multiplexed 
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and transmitted. At the decoder, the received bitstream are demultiplexed and 
decoded by each VOP decoder. The reconstructed video objects are then com- 
posited by the composition information (which is sent along with the bitstream) 
and presented to the user. The user interaction with the objects such as scaling, 
dragging and linking can be handled either in the encoder or in the decoder. 

Each VOP encoder consists of three main parts: shape coder, motion esti- 
mation/compensation, and texture coder. Shape coder is used to compress the 
alpha plane information which indicates the object region and contour within 
the scene. Motion estimation and compensation (ME/MC) are used to reduce 
temporal redundancies, and the techniques such as unrestricted ME/MC, ad- 
vanced prediction mode and bidirectional ME/MC are supported to obtain a 
significant quality improvement. The texture coder which deals with the intra 
and residual data after motion compensation of VOPs includes algorithms that 
are similar or identical to the ones used in H.263. 

MPEG-4 also supports scalable coding of video objects in both spatial and 
temporal domains, and provides error resilience across various media. In addi- 
tion to the above basic technologies used in the encoder structure, the toolbox 
approach of MPEG-4 video makes it possible to achieve more improvement for 
some special cases by dedicated tools. Further details on the coding and syntax 
of MPEG-4 video can be found in 

3 MPEG-4 Video Encoder Parallelism 

In our MPEG-4 based multimedia project, we have implemented an video en- 
coder on a cluster of dedicated workstations that collectively work as a virtual 
parallel machine. The architecture of MPEG-4 video encoder as shown Fig ID 
also happens to be very suitable for distributed computing. Each input VOP is 
encoded separately and efficient performance can be achieved by decomposing 
the whole encoder into separate tasks with individual VOP encoders and run- 
ning them simultaneously. However, the task of parallelizing the MPEG-4 video 
encoder on a cluster of workstations is a non-trivial task as it requires a careful 
scheduling of various tasks of the encoder to ensure that spatio-temporal rela- 
tionships between various VOPs are preserved. Fig0 is a playout example of a 
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Fig. 2. Playout scenario of a MPEG-4 video session in time chart. 

MPEG-4 video session in time chart. The presentation scenario begins with con- 
current playout of V Og and V Oi , then followed by a new video object V O 3 at the 
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time ti. While VO 2 can be treated as the background video object throughout 
the whole session. The distinct characteristic of each video object, such as the 
shape size, playout duration and spatial allocation, can be different from each 
other, and the temporal relationship among the objects may also be designed 
synthetically. For example, we can specify that V Oq and VOi are synchronized 
during the presentation from to to ti, and VO 2 and VO^ are synchronized from 
t\ to t 2 ', the playout frame rate of VO 2 and VO 3 is 5 frames/sec. and the frame 
rate of VOq and VOi is 10 frames/sec. According to the states of the video ob- 
jects, the entire session can be partitioned into a number of presentation intervals 
as Fig 1^ shows. 

For MPEG-4 based video presentation, the system must observe and obey 
the temporal relations among various video objects at the time of playout. The 
coordination of real-time presentation of video sequences and maintenance of 
the timing-order among video objects are known as temporal synchronization. 
There are two styles of synchronization, which can be identified as intra-object 
synchronization and inter-object synchronization. Intra-object synchronization 
refers to the maintenance of real-time constraints across a continuous video ob- 
ject sequence and is required to meet the respective playout deadlines within 
the sequence. Inter-object synchronization refers to the maintenance of real-time 
constraints across more than one video object sequences and has to be satisfied 
since the playout of video objects may be dependent to each other in the scene. 

The maintenance of temporal synchronization is the most crucial requirement 
in a distributed multimedia system. To enable a perfect playout manner at the 
client site, the entire system must be able to operate in a synchronized fashion. 
Since the encoder is the most computational intensive component of the entire 
system, we address the problem of designing efficient scheduling algorithms for 
encoding multiple video objects on the fly that guarantee real-time continuous 
presentation at the client site. Here, we assume that the network can provide a 
certain level of Quality of Service (QoS) throughput for the issues of networking 
communication is beyond this paper. 

In real-time applications, the video encoder should be fast and efficient 
enough to meet the explicit playout timing requirement. It is impossible to 
achieve such real-time performance with a single PC or workstation, and parallel 
processing seems to be a viable solution for such problem as mentioned above. 
Due to the limited number of available processors, we have to determine the 
processing schedule of the video object tasks and manage the system resources 
carefully according to the playout requirements of the tasks, so as to guarantee 
a smooth playout at the presentation clients. 



3.1 Modeling MPEG-4 Video with Object Composition Petri Nets 

To elaborate a feasible scheduling scheme, a model specifying the timing con- 
straints among different video objects is necessary. Various modeling techniques 
have been proposed and the Petri net based model has been shown to be a useful 
technique for specifying object level synchronization requirements m- Here, we 
employ such a model known as the object composition Petri net (OCPN) to 
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represent the occurrence of multiple video objects due to its ability to explicitly 
capture all necessary temporal relations. In general, an OCPN refers to a Petri 
net graph, each place represents the playout of a video object while each transi- 
tion represents a synchronization point. However, in order to model the flow of 
MPEG-4 based video objects, more definitions are essential to allow the dynamic 
behaviours such as user interactions and object attributes variation. Therefore, 
We introduce an augmented OCPN model which is capable of supporting in- 
teractive operations while satisfying the complex synchronization requirement. 
With this model, one can precisely describe temporal information of the video 
object, user interaction, as well as scheduling procedure involved in the entire 
real-time video session. 

The OCPN is 9-tuple OCPN = {P, T, A, M, D, TS, PR, PC, PS} where: 

P = {po,Pi, ■ ■ ■ ,Pm} is a finite set of places with m> 0; 

T = {to, ti, . . . , tn} is a finite set of transitions with n > 0 and P DT = <I>; 
A={P X T} U (T X P} is a mapping arcs between places and transitions; 

M : P ^ I represents the tokens distributed in the place where / is the integer; 
D : P ^ represents the augmented duration D of the place where R~^ is a 
non-negative real number; 

TS : P ^ {IntraS, Inters} defines different transition types. IntraS is the 
intra-object synchronization and InterS is the inter-object synchronization; 

PR : P ^ R represents the request of the clients; 

PC : P ^ C defines the model construction operation; 

PS : P ^ S defines the scheduling operation in the encoder. 

The above P, T and A definitions are the same as that of the Petri net. 
Number of tokens to be deposited at a given place p is indicated by M. The 
firing condition of both IntraS and InterS are determined by the token states 
at the input place. 

Generally, a MPEG-4 based video session is much complicated and enforces 
different characteristic at various syntax levels, such as video session (VS), video 
object (VO) and video object plane (VOP) as specified by the standard. It is 
important that such hierarchical levels of synchronization can be depicted by 
the model to enable the handling of large and complex MPEG-4 scenarios. For 
OGPN, such hierarchical modeling capabilities can be achieved through subnet 
replacement: at the highest level abstraction, OGPN can be represented by a set 
of abstract place, and each abstract place can be decomposed into an OGPN sub- 
net, the abstract places in the sub-OGPN indicate finer-grained data units and 
timing constraints; similarly, the sub-OGPN places can in turn be an abstraction 
of the lower OGPN subnet, and such replacement process can be recursively ap- 
plied until to the lowest level where each place can not be decomposed any more. 
In our approach, we define three levels OGPN, namely VS-OGPN, VO-OGPN 
and VOP-OGPN. The abstract place of OGPN at different level is defined as: 
PV S : P ^ VS represents the entire video session; 

PVO : P ^ {VOo,VOi, . . . ,VOn-i} represents a set of video objects; 

PVOP : P — > {VOPq,VOPi, . . . ,VOPm-i} represents video object planes; 
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VS-OCPN is the highest level with an abstract place PV S which indicates 
the entire video session. VO-OCPN is the middle level with a set of places PVO 
representing the video objects, and the transition known as I niter S describes 
the temporal precedence and synchronization between the video objects. The 
lowest level VOP-OCPN is composed of places PVOP which represent frames 
of the video object. Both intra-object synchronization IntraS and inter-object 
synchronization InterS can be depicted by the VOP-OCPN. Fig0shows a de- 
composition process of an OCPN, and Fig0 is the global VOP-OCPN represen- 
tation equivalent to the example of Fig 13 The time instance ti, t 2 and are set 
to 0 second, 3 second and 6 second respectively. 




“I H ‘I — : 

VOP2,0 VOP2,l VOP2,2 ' 

VOP_OCPN 

Fig. 3. Decomposition of an OCPN. 
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VOP2.14 
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VOP3.14 




VOP2.29 



Fig. 4. Global VOP-OCPN example. 



For most pre-orchestrated video sequences, as the timing constraints are 
known a prior, it is possible to determine the structure of a OCPN beforehand. 
For live video data, however, since related knowledge for constructing the OCPN 
cannot be verified a prior, a model has to be generated along with the video ses- 
sion. In addition, either pre-orchestrated or live video data can be ceased and 
new video data can be introduced at any time by the user interactions, and 
the temporal relationships between the video objects may also be manipulated 
by the user. Due to such unpredictable behaviours of the user interaction, the 
OCPN model should be able to support both deterministic as well as imprecise 
events on the fly. 

FigElillustrates the generation strategy of the OCPN (using FigElas an ex- 
ample) which allows user participate actively. Corresponding to the user request 
as we assumed, the OCPN model can be generated at run-time. At the begin- 
ning of time to, we can obtain the attributes such as playout deadlines and data 
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dependency of VOq, VOi and VO 2 initially, and construct the OCPN as place 
PCq indicated. Such model may remains the same if all VOs status are stable. 
Being caused by user’s interaction PRo at time ti, VOq and VOi are halted and 
a new VO 3 is succeeded and synchronized with V 02 - Thus, the model should 
be changed by PCi. The same approach PC 2 is performed at time t 2 and the 
video session is stopped by the request PRi. With such dynamic construction 
process, external interrupts can be quickly responded and scheduling decision 
can be carried out consequently. 




3.2 Dynamic Scheduling of Multiple Objects 

Using the information generated by the model, the video objects need to be 
scheduled to multiple workstations for concurrent encoding. The objective of 
a scheduling algorithm in a parallel processing environment is to minimize the 
overall execution time of a concurrent program by properly allocating the tasks 
to the processors and sequencing their executions P]. A scheduling algorithm 
can be characterized as being either static or dynamic. Static scheduling incurs 
little run-time cost but cannot adapt to the indeterministic behaviour of the 
system. On the other hand, although dynamic scheduling is more flexible as it 
can be adjusted to system changes, it incurs a high run-time cost. In a MPEG- 
4 video session, any static scheduling method may cause load imbalance due 
to the unpredictable behaviour of the video objects with varying computation 
requirement. 

In order to solve such problem, we have to observe object variation and adjust 
the processor distribution of each object dynamically, while this may also intro- 
duce high inter-processor communication cost which may outweigh the benefit 
achieved. To compromise such trade-off in a natural way, we propose a dynamic 
scheduling algorithm, called GOV- Adjusting Scheduling (GAS) algorithm where 
GOV stands for Group of VOP, which periodically detects the workload infor- 
mation of the processors and performs the scheduling. In order to minimize the 
inter-processor communication cost, the period is based on the Group of VOP 
(GOV). GOV is an optional syntax level specified by the standard for random 
access and error recovery purpose. The GOV header usually is followed by the 
I- VOP performing Intra-coding which is independent to the previous VOPs and 
no data exchange needed. Therefore, the re-assignment of the processors will not 
introduce additional inter-processor communication. 
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Some of the additional notations used in the algorithms are presented below: 
V : is scheduling sequence of the video session 

Pk : is the fc-th processor of the system, and total number of processors is K 
Rk- is the scheduler on Pk 
Lx'- is the x-th. GOV intervals 

Gi : M ^ gi where G /, is a mapping from the set of tokens to a set of 

groups Gi containing gi processors each. Basically, such mapping describes the 

processors distribution with the scheduling scheme 

Vk'- is the partitioned data area of the VOP to Pk 

Ti\ is the synchronization interval of the video object VOi. 

GAS Algorithm: 

1. Initialize the GOV interval 

2. Sort VOPs of each existing video object VOi in V using EDF rule 

3. Measure the shape size of the first I-VOP along the Lx as Si 

4. Initialize = {} and calculate the gi for processors distribution 



f 


7^ w Si/n 


if 


Tf Si/Ti 








b 




otherwise 



where z = 0, 1, . . . , A — 2, and 

N-2 

gN-1 = K gi 

i=l 

5. Decide whether task merging should be performed or not 

6. Point to the first VOPij of V 

7. Schedule Rk to the pointing VOPij with Pk G Gi and {Rk = Rk iJVOPij} 

8. Partition the VOP and map the data area Vk to Pk where Vk ^ ^ 

9. Advance the VOPij to the next VOPij+i along the V 

10. Repeat last three steps until the end of the GOV 

11. Goto step 2 and start the next GOV scheduling until the end of the video 
session 

GAS algorithm divides the existing processors into a number of groups and 
each group handles single video object concurrently. Such allocation is performed 
periodically on the basis of the GOV. Within each group, a balanced data par- 
titioning method [2( is employed for further encoding speedup. 

An earliest-deadline-first (EDF) rule is applied in the second step of GAS 
algorithm, it specified that the tasks with earlier deadlines are assigned higher 
priorities and are executed before tasks with lower priorities. In our implemen- 
tation, VOPs with the earlier playout deadlines or synchronization constraints 
are encoded and delivered first. 

The criterion of processor allocation is tied to the shape size and playout 
duration as Step 4 shows, namely, the larger object size, the more processors 
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assigned; the shorter the playout duration, the more processors assigned. While 
this may cause load imbalance between the groups since the distribution of the 
processors may not be proportional to the size of the video objects due to the 
excessive difference between the object size. One feasible solution is to merge 
the smallest object tasks together recursively as Step 5 indicates. 

Such task merging is usually performed whenever the number of tasks is 
greater than the number of physical processors by merging a pair of tasks into a 
single co-task. There are various merging approaches for different purpose. While 
In our approach, such task merging step is to guarantee the load balancing among 
the processors. We define the GOV of each video object as a task, and find a pair 
of tasks which have minimum workload among all the clusters; then the pair of 
tasks are merged as one task and such operation is recursively executed until 
the load balancing can be met, namely, the distribution ratio of the processors 
are nearly equal to the size ratio of the video objects. 

4 Experimental Results 

We have tested the GAS algorithm on several composed sequences to demon- 
strate the performance achieved. All the video objects, such as Akiyo, Newsl and 
Weather as labeled in Fig0 are obtained from the MPEG-4 standard test li- 
brary with QGIF format and represent various characteristics in terms of spatial 
detail and movement. 





(a) <b) 



Fig. 6. Encoder performance 

Our software-based implementation is applied on the MPEG-4 video veri- 
fication model (VM8.0) encoder. The parallel platform is a cluster of 20 Sparc 
Ultra 1 workstations connected by a ForeSystems ATM switch (ASX-1000) which 
provides fast communication among the workstations. For inter-processor com- 
munication and synchronization, we use Message Passing Interface (MPI) |2j, 
which ensures the portability of our MPEG-4 video encoder across various plat- 
forms. Furthermore, various additional software optimization, such as fast mo- 
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tion estimation algorithm, Visual Instruction Set (VIS) and Solaris C compiler 
optimizations, have been made to further speedup the encoder computation. 

FigEIa) shows the encoding frame rate achieved by the GAS algorithms for 
the sequences with two video objects using various number of workstations. We 
can achieve frame rate higher than the real-time performance (30 frames/second) 
on most standard test sequences. FigiKb) is the overall speedup, a near-linear 
speedup relationship demonstrates that the performance of the encoder can scale 
according to the number of workstations used. 

5 Conclusions 

In this paper a software-based parallel implementation of MPEG-4 video en- 
coder using a cluster of workstations has been proposed. The contribution of 
our work includes the use of an OGPN model to capture the spatio-temporal 
relations between multiple objects of MPEG-4 video, and a dynamic scheduling 
algorithm to implement MPEG-4 video encoder for multiple video objects. In 
our future work, we will explore MPEG-4 decoders and interactive methodology 
for supporting multimedia applications. 
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Abstract. Fractal image compression is known to be very demanding 
with respect to CPU-power, and demands are higher again for fractal 
video compression. Methods to speed up the encoding process can be 
divided into two groups: one contains sequential speedup-methods like 
classification, transformation into other search spaces, . . . The other pos- 
sibility is the use of parallel systems. Here we like to show the possibilities 
and experiences with shared memory MIMD machines. 



1 Introduction 

With the ever increasing demands of internet users regarding images and video in 
combination with the limited bandwidths the need for good compression meth- 
ods seems to be clear. Various methods have been proposed, among them DCT- 
based methods like JPEG|27|, MPEG0 and H.261^ and derived standards. 
Another approach is compression by wavelets 1281 . And yet another method is 
fractal compression HR 0 IT^ . 

Fractal Gompression is the attempt the reduce storage space by detecting 
self-similarities within the image and by storing just the references. However the 
task of detecting these similarities is computationally very intensive. Now there 
two ways for speedup (without loosing quality) are possible, the first is the group 
of sequential speedup methods (like classification, transformation into better 
search spaces, . . . ) . The other possibility is the move towards high performance 
computing (like dedicated hardware, clusters of general-purpose processors, . . . ). 
Depending on the algorithms used combinations of both are possible, too. Here 
we will focus on the parallelization without sequential speedup- methods. 

The field of fractal coding and parallel computation is very broad and previ- 
ous work has been done for example for still images using SIMD (a MasPar) in 
IT^ . In Hammer le writes about speedup methods for fractal coding of still 

images using MIMD architectures (a cluster of workstations) and in H3 J ackson 
shows another MIMD approach (on a nGube system), Andonova ^ describes 
fractal coding of video using a MIMD architecture (a transputer network). 

* This work is supported in partial by the Austrian Science Foundation FWF, project 
number P11045-OMA, and by RIST-b- 1- 
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In the next section we will describe fractal compression of still images and 
video in more detail. Afterwards there is a section about different approaches of 
parallelization for a shared memory MIMD system, especially a SGI Power Chal- 
lenge with 20 RIOOOO processors. Then a short discussion of results follows with 
relative speedup results, absolute execution times as well as different schedul- 
ing strategies. Performance results concerning the quality of the compression lie 
outside of the focus of this paper. 

2 Image and Video Coding by Fractal Methods 

2.1 The Basics of Fractal Image Coding 

Fractal compression tries to exploit intra-image redundancies, especially visual 
similarities by using transformations between parts of the image. The transfor- 
mations used are usually affine, and have to be contractive or, at least, eventually 
contractive . The aim of fractal compression is the find a transformation which 
has its fixed point very close to the original image. If you want to go into detail 
read cnnn. 

The transformation T consists of a geometric part (translation, rotation, 
reflection and size reduction) and of an optical part (contrast and brightness 
change). The image x is usually partitioned into non-overlapping square parts 
which are called “range blocks” r^. Another set of squares (which are allowed 
to overlap and which have usually double side length of range blocks) forms 
the “domain blocks” dj. For each of the previous mentioned transformations 
a domain block is chosen, together with the appropriate geometric and visual 
parameters. The result should match a range block as close as possible. Usually 
the rms-metric is used to calculate the distance between the original and the 
coded block, this metric is a method to measure the quality. 



The goal is to find good Ti so that ims{x,Tx) < A where A is some prede- 
fined collage error. Usually for every Ti an error is calculated, if it exceeds the 
threshold the range is divided up into 4 squares in a quadtree fashion, as well 
as the domains in the pool, and the process repeats until the error is below the 
threshold or the maximum depth of quadtree-subsectioning is reached. 

2.2 Fractal Video Coding 

To be able to estimate the complexity, or the amount of calculations involved in 
fractal coding, consider the following example (a worst case calculation) : To find 
the best transformation for each range block the set of all domain blocks has 
to be searched and the transformation parameters have to be calculated using 
least-squares optimization. Consider a still image of size 256 x 256 with range 



T : {dj} {ri} with 



( 1 ) 




( 2 ) 
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blocks of size 8x8 and a full domain pool. Then a total of 475 799 552 least 
squares computations has to be performed — quite a big number for a small 
image, and now imagine that there is no still image, but a video stream with 25 
frames per second . . . 

Video compression using fractals works very similar to still image coding. 
There exist two different approaches: the first one (called “2D approach”) is to 
code each frame of a video sequence on its own or in combination with neighbor- 
ing frames (fractal inter-/intra- frame coding). It is common to all methods that 
the first frame has to be intra-coded like a still image. Afterwards the methods 
differ, another aspect many methods have in common is that they use motion 
estimation, a well-known technique in video coding to reduce the bit-rate. For 
more information about 2D fractal video coding consider PHI [210. 

The other approach ( “3D approach”) is to use three-dimensional range and 
domain blocks and perform the transformations on these cubes. The first two 
dimensions are the same is in the previously explained 2D case, the third dimen- 
sion is the time: parts of some consecutive frames are grouped together to one 
cube - a 3D block CHI. 

In the case where the optimal transformation for a cube is not below a quality 
threshold the cube is partitioned into 8 sub-cubes — this is also called oct-tree 
subsectioning. Other approaches, like Lazar mi, are more adaptive and partition 
the block either in the time-direction into 2 parts or in the spatial dimensions 
into 4 parts and may be implemented in the future. 

A concept similar to motion estimation in the 2D-case has been proposed 
for the 3D-case where the restriction of domain cubes has been relaxed, each 
slice in the temporal direction is allowed to be shifted by a small amount 0. A 
short overview on various approaches to fractal video compression is given in 
m- Mainly the “Claire” -sequence has been used for out experiments. 

3 Different Methods of Parallelization 

Besides attempts to accelerate fractal coding by parallelization using SIMPpilT^] 
systems there has been much research on the field of MIMD systems O ESI EH 

125 ) . 

The research for different methods to parallelize and to use different pa- 
rameters for parallelization were performed on a SGI Power Challenge System 
equipped with 20 Mips RIOOOO processors, the software was written in Power 
C ^ EDI . This is a C derivative which is able to control parallelization at the 
compile/link-phase via #pragma-statements (together with parameters). 

The algorithm which was used for parallelization is a traditional sequential 
fractal video coder which was coded following the ideas in 0 in the 2D case 
and mi in the 3D case. The only difference (or enhancement) is that a loop 
which calculates the least squares approximation for a large number of block 
is executed in parallel by a number of PEs. The parallel loop is either to loop 
covering all ranges or the loop covering all domains for a certain range, this will 
be detailed in the next subsections. 
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Some of the more commonly used statements are listed in the following: 

— #pragma parallel: a parallel region starts 

— #pragma pfor: the following for-loop can be performed in parallel 

— #pragma critical: protects the access to critical statements, to avoid race 
conditions 



3.1 Parallelization via Ranges 

As every block is independent from all other it is possible to parallelize the 
encoding of the ranges. Each PE receives a number of blocks which it has to 
encode. The amount and order of blocks for each PE has to be determined and 
is usually architecture-dependent. 

Pseudo-code: 

do initialization stuff 

do in parallel for each range r: 

find best match for r searching through all possible domains 
if the best match is not sufficient then 

perform quadtree-subsectioning recursively within this thread 
else 

write parauneters to a structure associated with r 
parallel section ends 

collect results from all ranges and write to file 



3.2 Parallelization via Domains 

Another approach to parallelize is the search for a suitable domain block. For 
every given range all PEs receive a subset of the pool of domain blocks, each PE 
determines the best transformation for its subset, then the global optimum has 
be calculated. 

Pseudo-code: 

do initialization stuff 
do in sequence for each range r: 
find best match for r searching in \ 

parallel within all possible domains, that is: 
for each isometry calculate the optimal parameters and the PSNR 
store parauneters which result in the best PSNR up to now 
if the best match is not sufficient then 

perform quadtree-subsectioning recursively \ 

(and search again in parallel all domains) 

else 

write parauneters to a structure associated with r 
collect results from all ranges and write to file 
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3.3 Parallelization in the 2D Case 

Again, several different approaches are possible. One is to assign every frame 
to a new PE, however, latency will be high and it is possible that PEs are idle 
for a large amount of time. The next approach is the parallelization by ranges 
as explained earlier: Each PE calculates the optimal parameters for its ranges 
(motion estimation, fractal transform, . . . ), afterwards all results are collected. 

The third approach is an extension of the domain-parallelization method: 
For a given range some PEs can perform the search for the optimal parameters 
of motion estimation while some other PEs search the domain pool for their 
optimal parameters. Afterwards it will be decided which gives the best overall 
result using some rate-distortion criterion because usually less bits are needed 
to encode the parameters of motion estimation (typically in the range of 10-15 
bits) than to encode the fractal transformation (about 30 bits). 

Another possibility is to perform these two searches in sequence because 
motion estimation (ME) is far less computationally expensive than the fractal 
search, if the result of ME lies below a threshold it can be considered good enough 
so that no (time consuming) fractal search is necessary. This approach was taken 
for the time measurements in the 2D case: motion estimation is performed by 
one PE, if it does not succeed, a parallel section for fractal coding follows. 

3.4 Parallelization in the 3D Case 

In the 3D case the concept of motion estimation does not exist . Therefore inter- 
frame redundancy has to be exploited by fractal encoding, by the range-to- 
domain transformations. The parallelization can be done either via ranges or via 
domains. Another approach which is considered less favorable could be to assign 
a group of frames to every single PE. However latency is even higher than in the 
2D-one-frame-per-PE approach. 

The algorithm under investigation uses a very simple approach, it uses cubes, 
and partitions them in an oct-tree manner if the error threshold is not reached. 
The domain pool is restricted to blocks which lie prior to the range block in the 
time-dimension or at least occur at the same time. 



4 Results 

4.1 Speedup Observations 

The numbers are obtained using the gss-scheduling strategy, for an explanation 
of various scheduling strategies please read the next sections. As can be seen 
if figure 0] parallel computation for the range blocks performs better than for 
the domain blocks. It can also be observed that the 2D versions do not scale 
as good as the 3D versions. This can be explained easily: in the 2D case there 
is a significant amount of computation which lies outside the parallel section 
and which is therefore not affected by the number of PEs. This is the part 
of the motion estimation which uses a minor amount of computational time 
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number of processors 



Fig. 1. Speedup results for coding in 2D/3D and parallelization via 
ranges/domains 



as compared to parallel fractal coding, and if the motion estimation already 
achieves a result below a certain quality threshold then the routine for parallel 
fractal coding is not called at all. 

The parallelization of the domains is worse because the critical section to 
store the optimal transformation parameters is still within a fast loop, although 
it is moved outwards one loop already. 
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Table 1. Absolute times for compression 



Figure [D in combination with Table d shows that the 2D versions perform 
faster than the 3D versions but they do not scale as good as the 3D versions. 
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4.2 Experiments with Different Scheduling Strategies 

Documentation HEOI for the examined system, a SGI Power Challenge, lists 
several scheduling strategies for loops and other parallelizable code built into 
the C compiler/runtime system: 

simple: tells the run time scheduler to partition the iterations evenly among all 
the available threads/PEs 

dynamic: tells the run time scheduler to give each thread chunksize iterations 



interleave: tells the run time scheduler to give each thread chunksize iterations 
of the loop, which are then assign to the threads in an interleaved way. 
gss: (guided self scheduling) tells the run time scheduler to give each PE a varied 
number of iterations of the loop. If I iterations remain and P threads are 



of the loop. chunksize should be smaller than 
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6000 



simple 



5500 



dynamic 



5000 



interleave 



4000 

s 



” 3500 



4500 



2500 



3000 




2000 



0 



50 



100 



% completed 



Fig. 2. Expected total time for different scheduling strategies 



Figure El shows a down-sampled plot of the expected time to complete while 
processing the 3D range blocks in parallel. 14 PEs were used for all four types 
of scheduling strategies. The expected time is a linear extrapolation based on 
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the previously needed time for that part of the work. To the left some initial 
oscillations can be seen, and the value at the right edge represents the actual 
time. The simple scheduling scheme fails miserably, the increase in the expected 
time results from the wrong assumption that all threads which are distributed 
evenly across the available PEs have an equal amount of work to do, they all got 
the same amount of cycles, but in the center of the frames the quadtrees had to 
be subsectioned more often since there was more activity. 

4.3 Different Block Sizes 

For the “dynamic”- and the ’’interleave” -scheduling type it is possible to provide 
the size of the block which each thread receives for computation. The calculations 
for this block have to be done completely by the assigned PE, after finishing it 
a new block is assigned to it. Therefore the size of the block is a parameter for 
load balancing. A block is a certain amount of iterations in the parallel loop. 
Various tests for different scenarios have been examined, in the example in Fig. 0 
it is the case where 3D video blocks are coded, the loop of the range blocks runs 
in parallel and the scheduling algorithm is “interleave” , the number of parallel 
threads is 14. The total amount of iterations in this case in 1188, and it can be 
observed on Fig. 0 that block with sizes of 24 iterations or less achieve the best 
results. It is obvious that the results become worse for block sizes greater than 
the average of 84, but it surprises that for values of 64, 48 and 32 (the latter two 
are not shown in the plot) the optimal balance still is not achieved. 

5 Conclusions and Outlook 

In this article the basic principles of fractal encoding of video have been ex- 
plained, 2D coding and 3D coding. The approaches to parallelize this encoding 
step on shared memory MIMD systems include parallelization via ranges and 
via domains. Various vendor-supplied methods to control parallelization are ex- 
plained and plots of related results are shown. 

Since the previously mentioned calculations were performed without the so- 
called “sequential” speedup methods which are explained in usiaiii] and oth- 
ers, like classification and transformation of the problem into better suited search 
spaces, one of the next steps will be to incorporate these ideas into the parallel 
version. 
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Abstract. Parallel architectures are often used for implementing Video Server 
in Video on Demand systems. In this paper, we propose an architectural model 
well suited for SMP parallel computers able to reduce the communication 
overhead related to video-stream data transfer from storage servers to the video 
clients. Experimental results obtained on a Quadrics CS-3 parallel computers 
are presented and discussed 



1 Introduction 

The possible diffusion of an interactive and multimedia television systems opens new 
interesting economic prospective for producers and end-users. For this reason, many 
telecommunication industries and research groups are employing a lot of their 
resources to study the feasibility of this new video service, nowadays known as Video 
on Demand (VoD). Generally speaking, the Video on Demand has been defined as a 
collection of services like 

• Movies on Demand, where customers can select, play, and control movies with 
full and more VCR capabilities. 

• Interactive News Television, where customers navigate inside a virtual newspaper 
selecting and deepening only the desired news. 

• Distance learning, where customers subscribe to courses being taught at remote 
sites. Students tailor courses to individual preferences and time constraints. 

• Video conferencing, where customers can negotiate with each other, by using 
several type of integrated data like audio, video, text, and graphics. 

One of these services on which more research efforts are lavished is the Movie on 
Demand (MoD). It can be defined as the service of interactive delivery of a video- 
stream chosen from a large set of available programs. This brief definition sins of 
various ambiguous aspects that need to be clarified. For interactive delivery is 
intended the ability to control the stream flow through VCR-type controls (i.e. stop. 
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start, rewind, fast forward, and pause commands); besides, the waiting time between 
the control request and the reaction must be limited to a prefixed range of time. When 
this range is not longer than few seconds are, the MoD is said Pure Movie on Demand 
(P-MoD), otherwise Near Movie on Demand (N-MoD). The waiting time will largely 
determine the take-up of the service. About the available set of programs, to be 
successful a MoD services must give the appearance of an infinite availability of 
programs (the ideal case). However, the MoD system can exploit statistical 
information to offer at last the most popular videos of the moment, while alternatively 
storing techniques may be adopted for less required videos. Finally, a MoD service 
should support different audio and video resolutions in according with the user- 
bandwidth requirements. The fundamental innovation of this new service is that it will 
allow users to select the programs they want to view at the time they want to view 
them. Therefore, MoD is fundamentally different from broadcast video, cable 
television, or even Pay Per View (PPV) television. In fact, in these television systems, 
the only user s choice consists of selecting from a number of pre-programmed 
channels, which are oriented towards the average user within an average time of day 
for watching TV. 

In the following sections, we explain some VoD architectures present in literature and 
after show our solution: the split-proxy approach. We discuss about the hardware 
environment adopted, the software architecture behind this approach and some results 
about a global performance test. Finally, we expose the conclusions and our future 
work. 



2 Parallel Video Server Architecture 

Parallel architectures have been introduced for VoD applications in order to overcome 
problems related to the lack of performance, fault tolerance, and efficient mass 
storage systems. The main work of a VoD server is to pump data streams from a mass 
storage system and to deliver these data to the final clients through a communication 
network. In a parallel video server, the data streams are striped across disks that 
usually belong to the same file system. The data striping can be provided as facility of 
the operating system running on the machine, can be provided by special devices (e.g. 
disk arrays) or can be managed at higher abstraction level by programmers. A 
combination of these three approaches is also possible. 

Clearly, in order that the video client displays the originally video stream, the data 
split across the disks has to be re-ordered and merged for the final destination. This 
work is performed by software or hardware module called proxy, which knows the 
system’s configuration (number and address of data servers, data locations, and 
striping policy). 

There are three main solutions to implement the proxy [1]: 

1 . At the server computer - proxy at server 

2. At an independent computer - independent proxy 

3. At the client computer - proxy at client 
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Note that in this context the term computer refers to the hardware performing the 
proxy function that may not be a computer in the general sense. In the following, we 
describe these three approaches. 



Proxy-at-Server 

In this architecture, one proxy is placed on each storage server. All servers are locally 
connected through an interconnection network (see Fig. 1). Each proxy manages the 
data retrieving from its storage system and requests to the other proxies the data 
placed elsewhere. Finally, the proxy combines the gathered data, and delivers them to 
the connected client. Clearly, in this approach, clients know nothing about system 
configuration and do not play any role in the data-retrieving phase: therefore, a client 
transparency is obtained. 




Fig. 1. Proxy-at-server architecture: the proxies are placed on each storage server. 

Two main drawbacks are related to proxy-at-server solution. First, because the same 
processor is shared by the proxy and retrieve processes, there s an overhead due the 
competition for the same resource. Second, there is a communication overhead 
whenever data do not reside on the local storage; in this case, the required data have 
to be read from other server’s local storage, processed and then transmitted to the 
client. Therefore, the data transmission requires in general a double step to reach the 
destination, and then a double bandwidth is needed. 



Independent-Proxy 

In this case, proxies run on different processors respect to the storage server 
processes. The back-end storage servers and proxies processors are connected through 
an internal interconnection network (see Fig. 2), while the clients are connected to the 
proxies by another external network, usually with different characteristics from the 
internal one. The main advantage of this approach with respect to proxy-at-server is 
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the reduction of the processing overhead. Clearly, this approach requires additional 
hardware (processors and communication links); moreover, the concept of data 
locality is lost, because storage server are anonymous for a proxy (as matter of fact, 
the topology of the internal communication network, whenever is not bus oriented, 
can strongly influence the time spent from retrieve data from a given server). Like the 
proxy-at-server solution, the independent-proxy architecture requires a double 
bandwidth. 




Fig. 2. Independent-proxy architecture: the proxies are placed on different machines respect to 
the storage servers. 



Proxy-at-Client 

In this third architecture, all the proxy functionalities are moved to the client side (see 
Fig. 3). Clients need to be equipped with additional software modules and/or 
hardware in order to combine data coming from storage servers into a single video 
stream suitable for the video-client application. In this case, there is a reduction of 
communication overhead with respects the proxy-at-server and independent-proxy 
architectures, because data are directly transmitted to the client. Another advantage is 
that a proxy failure involves only one client, while in the others approaches it involves 
all the clients connected to that proxy. 

However, this approach presents some disadvantages related to the absence of client 
transparency. First, there is a processing overhead for the client: this implies that the 
client hardware must provide suitable hardware and software to satisfy additional 
requirements due to the implementation of proxy functionalities. Second, while the 
proxy-at-server and independent-proxy architectures essentially require the client to 
be able to decode a video stream compressed in a standard format (e.g. MPEG 2) and 
do not care about what is the client hardware (a PC or a Set Top Box), for the client- 
at-proxy architecture the proxy implementation is strongly related to the particular 
client hardware and, in general, there is no portability among different clients. 
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Fig. 3. Proxy-at-client architecture: the proxies are placed directly on the video clients. 



3 The Split-Proxy Approach 

As described in the previous section, each of three main approaches known in 
literature and used to develop most of video-server prototypes presents some vantages 
and disadvantages. In an efficient video-server system, the use of the proxy should 
hide the video-server implementation and configuration details to the client; at the 
same time, the video stream delivery should not require additional communications 
that can reduce the system efficiency. To reach these two goals, we propose a new 
approach named split-proxy architecture. It is based on the independent-proxy 
architecture where the storage server processes run on a different processors respect 
to the proxy processes. In our explanation well refer to the machines where the 
physical video streams are stored as storage servers, while the machines that interacts 
among clients and storage servers will be named video servers. In the independent- 
proxy architecture, the video stream flow from the storage servers to the video server, 
on which the proxy first merges the information and after sends them to the client. 
The basic idea behind our proposal consists of skipping the first data transfer, by 
directly sending the stream information from the storage servers to the client^] 

To reach this goal, we split the proxy into two modules (we T1 call them px, and px^)' 
the first (px,) running on a video server processor, the latter (px^) running on the 
storage server processor. Clearly, the two modules have different functionalities. The 
pXj module acts as the entry point for the client; that is, it shows to the client the 
available services, interacts for choosing the desired video stream and accepts the 
video-transport requests issued by the client. When a video stream request is 
accepted, the /?x, module activates the px^ modules on all the storage servers that can 



* We assume that each video stream is striped on more storage servers and that a data 
redundancy is provided in the manner that a single stream’s piece is replicated on several 
storage servers depending on the fault-tolerance degree needed. 
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participate to the stream delivering. During the stream transport, when a stream’s 
piece must be delivered, the px, module choose^] the px^ module on which storage 
server the piece is stored, and asks to it to send the piece. 




Fig. 4. Split-proxy architecture: the proxies are split in two modules. One {px^ to interact to the 
client and another one ipx^) to send stream data from the storage server to the client. 



Each px^ module listens for transmission requests coming from the px, module and 
works to send the stream’s pieces required directly to the client. When the piece has 
been sent, the px^ module communicates this event to the px, module and waits for a 
new request. Therefore, the px^ module can be viewed as a bridge that directly 
connects the storage server to the corresponding client. This implies that a client must 
have multiple network connections: one to the px, module to send requests and one to 
each pXj module involved to receive the video stream. This doesn’t necessary mean 
that several distinct physical links must connect the client to the proxy modules, but in 
many circumstances a low-bandwidth connectioi[] can be used to communicate to the 
px, module (like a telephone line), while a large-bandwidth connection can be adopted 
to receive the stream from the px^ modules. 



^ The storage server choice aims to balance the load across the storage servers. 

^ Consider that communications among the client and the video server (where the px, module is 
placed) consist of messages exchanges and requests deliveries coded by less bytes than a 
video stream flow. Moreover, these communications are occasional compared to the 
continues flow for the video transmission. 
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4 Implementation Details 

For the hardware implementation of both video and storage server we have used a 
preliminary version of the CS-3 machine produced by Quadrics Supercomputers 
World (QSW). This parallel computer can be viewed as a cluster of SMP nodes 
connected through a Fast Ethernet networl^ Each SMP node is essentially provided 
of four Ultra2 at 250 MHz SPARC processors equipped with 512 Mbytes of central 
memory, and a storage system formed by twenty disks with a capacity of 4 Gbytes for 
each one, stripped by RAID level 5. About the client hardware, we have used Intel 
Pentium 2 processors equipped with 64 Mbytes and a board for hardware decoding of 
MPEG-2 video streams. Moreover, in order to increase the client number for the 
simulations, a client has also been implemented for Unix platform: it doesn t decode 
the received stream but simply throw away the data consuming the same rate required 
by the real clients. 

About the software development, we have adopted the distributed object approach for 
both video server and client. In particular, a CORBj^ compliant environment has 
been used as middle-ware layer, and the modules have been coded using C-H-. 
Moreover, the overall software architecture for the VoD service and the 
functionalities of each module has been developed according to the DSM- ccg 
standard. This standard essentially defines the core interfaces for the user-to-user 
communications at the ISO-OSI layer 7 (application specific layer). The DSM-CC 
primitives are based on the MPEG delivery system, and works are in progress to make 
the DSM-CC as an integral part of the MPEG-2 standard. The interfaces are described 
by the OMG IDl^ [3] in the perspective of using the CORBA standard as 
development environment to produce interoperable applications in a client/server 
scenario. The most important interfaces defined in the DSM-CC standard are: 

• Service Gateway interface. This interface provides the methods for browsing and 
discovering other services, authentication of end-user, registration of new service 
and new users, resolution of connections between clients and servers, and 
managing, opening and resuming of sessions. 

• Directory interface. This interface provides the methods for the management of a 
name space where objects and data are registered and subsequently retrieved. 

• Stream interface. This interface defines the essential methods for controlling 
continuous media stream playing. The methods extend the typical command 
offered by a VCR. 



This solution is being substituted by a very fast internal switching network. 

^ CORBA stands for Common Object Request Broker Adapter. 

® DSM-CC stands for Digital Store Media-Command & Control 

’ IDL stands for Interface Definition Language. It is a language very similar to the C-l-l- about 
the statement for declaring the structure of classes (here named interface). The interfaces 
defined by the IDL represent the common start point for both client and server development. 
Since the IDL is independent from implementation details, the client and server applications 
can be developed on different platforms and languages preserving the compatibility for the 
interfaces. 
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For the storage server, we used available software modules developed by other people 
within the activities related to the same VoD project [2]. Simply speaking, the streams 
are placed into a stripped file system, and retrieved by a database that exploits a 
whole time-based index of each stream in order to retrieve the needed frames. 

About the network, our VoD system is for the moment basecj^ on multiple Fast 
Ethernet networks that assure a physical bit rate of 100 Mbits per second. In 
particular, we have grouped several clients and one storage server on more isolated 
networks. In this way, we have obtained more clusters of VoD subsystem all 
controlled by the same video server, dividing the data stream traffic to each cluster. 



5 Preliminary Results 

Some tests have been performed in order to evaluate the effectiveness of the split- 
proxy approach. We used three Symmetric Multi Processor (SMP) modules: one for 
clients, one for the video server on which run the px, module and one for the storage 
server on which run the px^ module, all connected through a Fast Ethernet network 
(see figure 4). Different operating conditions have been tested, by changing the 
number of active clients and the bit-rate of the video-streams. Several measurements 
have been taken by some software monitors inserted into all critical points of the 
system. As we expected, the main bottleneck is represented by the network. Due to 
the characteristics of the East Ethernet network[|, in absence of overhead related to 
proxy server communications, we have estimated the number of clients that can be 
simultaneously served equal to 

N,= E,E,N,/S3, ( 1 ) 



where 

Ej is the network interface efficiency, 

Ej^ is an efficiency factor taking into account the protocol overhead, 

Nj, in the bit rate provided by the network, 

Sgg is the stream bit rate. 

By means of speed test, we have estimated that the overhead factor E^E^^ is equal to 
0.8. As we used for the performance measurement a East Ethernet network. Ns is 100 
Mbits/s. If we suppose to deliver all the streams at same bit rate, by applying (1), we 
have that the maximum number of clients that can be simoultaneously served is 
Nc 27 for S3^=3Mbit/s 

Nc=20 for S33=4Mbit/s 



* In the next future, the passage to ATM networks is programmed. 

^ where all the connected SMP modules share the same physical medium. 
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In figures 5, 6 is shown the maximum number of clients for typical video transmission 
rates. Results show that the limit of the number of clients that can be simultaneously 
served with a costant bit rate (25 for 3Mbit/s streams and 17 for 4 Mbit/s streams) are 
very close to the estimated numbers by applying the (1). 




Fig. 5. Bit rate sustained by the network for each client in a split-proxy architecture. The bit 
rate requested is of 3 Mbits/sec. 




Fig. 6. Bit rate sustained by the network for each client in a split-proxy architecture. The bit 
rate requested is of 4 Mbits/sec. 



6 Conclusions 

In this paper, we have proposed the split-proxy architecture for implementing parallel 
video servers. Experimental results show the effectiveness of the approach for SMP 
machines. As explained in the previous sections, both the proxy-at-server and 
independent-proxy solutions require a double bandwidth due to a double step for the 
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video-data transmission: the first from the storage servers to the video server, the 
second from this to the video client. Our solution aims to avoid this last passage using 
a direct connection from the storage server to the client. However, when the video 
data are stripped across more storage servers in order to achieve a load balancing 
across all the storage servers, there is the problem for connection switching. To 
overcome this problem, we are studying a solution based on dynamic connections 
between the proxies on the storage server side (the px^ modules) and the video clients, 
capable to switch on fly the client connection to the server which contain the needed 
data. 
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Abstract. The wavelet transform has proven to be a valuable tool for 
image processing applications, like image compression and noise reduc- 
tion. In this paper we present a scheme to process very large images that 
do not fit in the memory of a single computer, based on the software 
library WAILI (Wavelets with Integer Lifting). Such images are divided 
into blocks that are processed quasi independently, allowing efficient par- 
allel programming. The blocking is almost completely transparent to the 
user. 



1 Introduction 



Wavelet transforms have good decorrelating properties. Wavelets are localized 
in both the spatial domain and the frequency domain, and are based on a 
multi-resolution analysis. They can have vanishing moments, which means that 
a smoothly varying signal can be represented with a small set of basis func- 
tions. The combination of this properties makes wavelets successful for image 
compression. 

In application areas like Geographical Information Systems (GIS), image 
sizes are measured in gigabytes (GB) and even terabytes (TB). For example, an 
aerial color image of Belgium, where each pixel corresponds to one square meter, 
merely consumes 90 GB of storage. It is obvious that such images need to be 
stored and handled in a compressed form. Wavelets can provide for this since 
wavelet-based techniques offer better compression rates than other techniques. 
Moreover, many image processing operations can be done in the wavelet domain. 
Some of them can even be done better in the wavelet domain than in the spatial 
domain. 

We have developed the software library WAILI, which allows the combination 
of image compression and processing in one package. In this paper we describe 
the extension of WAILI to block-based processing, which allows for a parallel 
implementation. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 337-|2^3 1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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2 Wavelets and the Lifting Scheme 

2.1 Predict and Update 

The wavelet transform of a ID signal is a multi-resolution representation of that 
signal where the wavelets are the basis functions which at each resolution level 
give a highly decorrelated representation. At each resolution level, the signal is 
split into a high pass and a low pass part and the low pass part is split again 
etc. These high pass and low pass parts are obtained by applying certain wavelet 
filters. 

The lifting scheme is an efficient implementation of these filtering operations. 
Several introductions to the lifting scheme are available 130. Suppose that the 
low resolution part of a signal at level j -I- 1 consists of a data set Aj+i. This set 
is transformed into two other sets at level j\ the low resolution part Xj and the 
high resolution part 7 j. This is obtained first by just splitting the data set A^+i 
into two separate data subsets Xj and (e.g. the even samples and the odd 
samples). Such a splitting is sometimes referred to as the lazy wavelet transform. 
Then these two sets are recombined in several subsequent pairs of lifting steps 
which decorrelate the two signals. 

A dual lifting step can be seen as a prediction: the data jj are ‘predicted’ 
from the data in the subset Xj. When the signals are still highly correlated, then 
such a prediction will usually be very good, and thus we do not have to keep 
this information in both signals. That is why we can keep Xj and store only the 
part of 7 j that is not predictable (the prediction error). Thus jj is replaced by 
7 j —V{Xj) where V represents the prediction operator. For smooth signals, the 
prediction error is small. This is the real decorrelating step. 

However, the new representation has lost certain basic properties, which one 
usually wants to keep, like for example the mean value of the signal. To restore 
this property, one needs a primal lifting step, whereby the set Xj is updated with 
data computed from the (new) subset jj. Thus Xj is replaced by Xj +U{'Yj) with 
U some updating operator. 

In general, several such lifting steps can be applied in sequence to go from 
level j -I- 1 to level j. To recapitulate, let us consider a simple lifting scheme with 
only one pair of lifting steps. 

Splitting (lazy wavelet transform) Partition the data set Aj+i into two distinct 
data sets Xj and jj. 

Prediction {dual lifting) Predict the data in the set 7 ^ by the data set A^. 

I3 ^ I3 - 

Update {primal lifting) Update the data in the set Xj by the data in set jj. 

^3 ^ ^3 

These steps can be repeated by iteration on the Xj , creating a multi-level trans- 
form or multi-resolution decomposition. 
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The inversion rules are obvious: revert the order of the operations, invert the 
signs in the lifting steps, and replace the splitting step by a merging step. Thus, 
inverting the three step procedure above results in: 



2.2 Integer Transforms 

In practice, discrete signals are represented by integers. Doing the filtering oper- 
ations on these numbers however will transform them in rational or real numbers 
because the filter coefficients need not be integers. To obtain an efficient imple- 
mentation of the discrete wavelet transform, it is of great practical importance 
that the wavelet transform is represented by a set of integers as well, while the 
transform should still be invertible. This is easily achieved within the lifting 
framework. 

We round the intermediates of each lifting step to integers (for example the 
nearest integer) and indicate this operation by square braces. Thus, we actually 
compute rounded values: 



It is not difficult to verify that each step of the lifting scheme with round- 
ing is perfectly invertible and thus the whole signal is perfectly reconstructible, 
whatever the rounding rule we use, on condition of course that the rounding is 
deterministic mp. 

2.3 Example: Cohen-Daubechies-Feauveau 

The popular family of classical biorthogonal wavelets constructed by Cohen, 
Daubechies and Feauveau | 2 | fits in the above scheme. Especially its member 
with two vanishing moments for both the primal and dual wavelet (hence named 
CDF (2,2) wavelet) is widely used. 

Thanks to the lifting scheme, the accompanying wavelet transform can be 
implemented in an efficient way |H|). From the second generation viewpoint, one 
transform step of a discrete signal x = {xk} looks like: 

Splitting Split the signal x (i.e. A^+i) into even samples (i.e. A^) and odd 
samples (i.e. 7 ^): 



Inverse update 
Inverse prediction 
Merge 



^3 ^3 

I3 ^ +^(Ai), 

Aj+i <— Xj U 7j. 



I3 ^ I3 - )] ^ and Xj ^ Xj + p {'jj )] . 



^2i j 



and 




Prediction Predict the odd samples using linear interpolation: 
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Update Update the even samples to preserve the mean value of the samples: 

Si < — Si + —{di-i + di). 

As a result, the signal s = {sfc} is a coarse representation of the original signal 
X, while the signal d = {dk} contains the high frequency information that is lost 
when going from resolution level j + 1 to resolution level j. 

A whole family of lifting schemes can be constructed in this way, of which the 
above example is just the simplest possible case. Since lifting steps use coefficients 
from regions near the coefficients that are updated, one needs special care at the 
boundaries. This is also important for a parallel implementation. 

Note that this transform works on one-dimensional data. For two-dimensional 
data, like images, it can be applied row and columnwise, resulting in a tensor 
product transform at each step. Instead of with 2 subbands (low pass and high 
pass), one will end up with 4 subbands: LL — low pass in both the horizontal 
and vertical directions, LH — low pass in the vertical, high pass in the horizontal 
direction, HL and HH. When iterated on the LL subband, the result is a multi- 
resolution decomposition as shown in Figure Q This ordering of the subbands 
at the different resolution levels is called the “Mallat” ordering |3|. 



LL 


LH 


HL 


HH 



E 















Fig. 1. The two-dimensional wavelet transform: iteration on the LL subband, 
showing the wavelet coefficients in “Mallat” ordering 



3 WAILI: Wavelets with Integer Lifting 

WAILI is a software library — written in C+h providing wavelet transforms 

and wavelet-based operations on two-dimensional images 0. WAILI is available 
in source forrr0 for research purposes. 

WAILI implements various integer wavelet transforms, using lifting technol- 
ogy. It includes some image processing operations, such as: 

— Crop and merge on wavelet transformed images. This allows to cut a rect- 
angular subimage out of a large wavelet transformed image, or to replace a 
rectangular area in a large wavelet transformed image. 

— Noise reduction, using thresholding based on generalized cross validation. 

— Simple compression, using thresholding of subbands. 

WWW: http : //www. cs.kuleuven.ac.be/~wavelets/ 



1 
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4 Very Large Images and Tiling 

We define an image to be very large if it does not fit in the memory of the 
computer system that is processing it. Note that by this definition, whether 
an image is very large or not depends not only on the image but also on the 
computer system. 

4.1 Tiling 

In order to process very large images, they have to be divided in blocks (tiling) . 

Fortunately wavelets are localized in both the spatial and frequency domains. 
For the division in blocks only the spatial domain is important, and this means 
that one needs only a limited subset of the input image to calculate a subset 
of the wavelet coefficients. The same is true for the inverse transform. From 
Figure E| it is clear that only a fraction of the blocks in the right part of the 
figure are needed to reconstruct the rectangle in the left part. 

Since not all blocks have to be present in main memory at the same time, this 
allows for the successful processing of very large images on small uni-processor 
machines with limited memory. Moreover, the processing of the blocks can be 
distributed among multiple machines and/or CPUs. 




(a) (b) 

Fig. 2. Locality in the (a) space and (b) wavelet domain. The dotted lines in (b) 
indicate block boundaries 



Within WAILI, each subband is divided separately in blocks. Blocks are 
square and block sizes must be powers of two (except near the borders of the 
image). Because small blocks cause more administrative overhead, it is recom- 
mended to use the same block size at different resolution levels. 

Since we want to process both complete images and subimages that are part 
of a large image, the upper left corner of a (sub)image is not always located at 
the origin (0,0), but may have arbitrary coordinates (see FigureEl- To facilitate 
the wavelet transforms, the internal boundaries of the blocks must always be 
aligned to the block size. Hence, not only the blocks at the right and bottom 
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borders of the image may be rectangular and smaller than the block size, but 
also at the left and upper borders. 







offsety 
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blocksize 


blocksize 


blocksize 


blocksize 


tight 








blocksize 
















blocksize 














blocksize 














bottom 











Fig. 3. Division of a subband in blocks. The margins (top, bottom, left and 
right) are chosen such that the coordinates of the block boundaries are always 
multiples of the block size 



The whole wavelet decomposition is divided in blocks like shown in fig. El 
Within each channel (color images consist of multiple channels), the tree forms 
a “Mallat” ordering (cfr. Figure EJ- A block within an image is thus uniquely 
defined by 5 indices: channel , resolution level, subhand, column and row. 

To implement wavelet transforms on tiled images, one has to consider the 
following steps: 

Splitting step: To split a block in “even” and “odd” coefficients, in both the 
horizontal and vertical directions, one needs that block only. So this step is trivial 
to parallelize. 

Lifting steps: To calculate the lifting operation on a border coefficient, some 
coefficients from an adjacent block are needed. Thus in a parallel implementa- 
tion there must be communication of border coefficients (exchange of “overlap 
regions”, with a width depending on the wavelet transform). Since in a primal 
lifting step the “even” blocks (i.e. the blocks with the even coefficients) are up- 
dated by the “odd” blocks, and vice versa in a dual lifting step, these updates 
can be done independently in each block, except for the communication just 
mentioned. Hence, this step can be parallelized easily. The parallel efficiency 
grows with increasing block size due to the “perimeter effect” . 



4.2 Block Management 

We extended WAILI to support very large images that are divided in blocks. 
This is nearly completely transparent to the user: all traditional operations can 
be performed, just like on small non-blocked images. 
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RowO 
Row 1 
Row 2 
Row 3 
Row 4 
Row 5 



Fig. 4. Subdivision of an image into channels, levels, subbands and blocks 



The “block manager” is responsible for managing the blocks of which a very 
large image is composed. To access a part of the (transformed) image, the block 
manager is asked for blocks and retrieves them, e.g. from disk or via a network. 
If a block is modified, it has to be updated on the storage device. Blocks are 
passed to the compression module to remove redundancy among the wavelet 
coefficients within each block. The block manager for sequential processing also 
keeps a cache of recently used blocks to speed up processing. An overview of the 
complete system is given in Figure 0 




S] \ 






i] 


^3 


□ 





Fig. 5. Design of the large scale image processing Fig. 6. Zerotree encoding 
system 



To obtain a parallel version, we only need to adapt the block manager and 
introduce communication of the border coefficients during the lifting steps. 
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4.3 Block-Based Denoising of Images 

WAILI uses soft-thresholding to reduce additive, stationary noise. The threshold 
is selected at each transform level and for each subband separately, using gener- 
alized cross validation 0. Since this is an asymptotical method, it only performs 
well for sufficiently large subbands. 

For wavelet transformed images that are divided into blocks, the denoising 
technique is applied independently on each block of each subband. Because only 
the highpass subbands are processed and blocks belonging to lowpass subbands 
are left alone, it does not become visible where the borders between the blocks 
are located. 

Experiments showed that one gets better results, compared to the case where 
complete subbands are denoised, because now the threshold is more adapted to 
the local properties of the image. Thus denoising is not only easily parallelizable, 
it also yields a better image quality. 

5 Image Compression 

Due to their decorrelating properties, wavelets are well suited for the compression 
of images and signals. If a sufficiently smooth image is transformed, most high 
pass coefficients will be zero or very small. Compression algorithms based on 
wavelets often use a variant of “zerotree encoding” [i El Most compression 
methods are targeted at “small” images. In that case the individual subbands are 
too small to get a sufficient compression gain from compressing them separately, 
hence zerotree encoding combines the subbands to exploit the correlation that 
is still present among spatially related coefficients at different resolution levels, 
(see Figure E|). 

For very large images, each zerotree contains coefficients from a multitude of 
blocks. Thus zerotree encoding will cause a block access pattern that is not 
feasible and the application of zerotree encoding is limited. A possible solution 
is to use a two-level encoding strategy: 

1. For the lowest resolution levels, zerotree encoding can still be used because 
the subbands at these levels consist of only one block. 

2. For higher resolution levels, a block-based encoding can be used. At these lev- 
els the subbands contain several blocks. If the block size is sufficiently large, 
each block will contain enough coefficients to be well compressible. Since all 
blocks can be compressed independently, this step is trivially parallelizable. 

6 Results 

We have no parallel implementation of WAILI yet. To get an impression of 
the performance of our wavelet transform code, we transformed an image of 
3584 X 3584 pixels, using a block size of 128 x 128 pixels, for a total of 28 x 28 
blocks. We used the Cohen-Daubechies-Feauveau (2, 2) biorthogonal wavelets. 
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All calculations were done on 16 bit integer data on a single processor machine 
(Intel Pentium II, 350 MHz) with sufficient memory to avoid paging. Note that 
after 2 transform levels, the subband size is no longer divisible by the blocksize 
and one has to take care of rectangular blocks. 

Each level of the CDF (2, 2) wavelet transform of n blocks consists of 5 steps: 

— Lazy wavelet transform in both the horizontal and vertical directions. In 
order to maintain the blocksize, 4 blocks are jointly transformed into 4 new 
blocks, (in total n blocks are transformed) 

— Lifting steps on the columns of the image: a dual lifting step (n/2 blocks) 
and a primal lifting step (n/2 blocks). 

— Lifting steps on the rows of the image: a dual lifting step (n/2 blocks) and 
a primal lifting step (n/2 blocks). 

Timings are shown in Tabled] An additional overhead of about 0.6 seconds 
was caused by the supply of blocks by the block manager. However, in a parallel 
implementation we can assume that the blocks are distributed over all processors, 
so this overhead can be spread over the processors too. 

In a parallel implementation, the lazy wavelet transform requires no com- 
munication if the 4 neighboring blocks are transformed by the same processor. 
If we would use 14 x 14 = 196 CPUs, the lazy wavelet transform for the first 
level could be calculated in 1.33 ms and the calculation time for the 4 lifting 
steps would be 28.5 ms. The lifting steps require communication of the border 
coefficients. For the CDF (2, 2) transform, in each lifting step 2 strips of 128 
coefficients must be exchanged between processors. On current parallel systems 
(e.g. IBM SP2), the communication cost for such short messages is dominated 
by the startup time (0(50 ^s)), which is negligible compared to the calculation 
cost. 

However, the amount of data to be transformed is divided by 4 at each level. 
Hence, at the second level, we can keep the blocksize equal to 128, but then only 
1/4 of the CPUs can be kept busy. Thus the execution time for the second level 
will also be approx. 30 ms. A similar reasoning holds for the other levels, but 
in our example rectangular blocks will appear at level 3, causing an additional 
overhead. 

We can conclude that a parallel implementation can be efficient if the number 
of transform steps is small, and the number of processors is not too large, relative 
to the image size. 

7 Conclusion 

In this paper, we have described a strategy to perform wavelet-based image 
compression and processing on very large images. The images are split in blocks, 
which can be handled nearly independently. 

The (integer) wavelet transform is implemented using the lifting scheme, 
which can be parallelized easily and efficiently, since only communication of 
pixels at the borders of the blocks is required. 
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Transform 


Lazy Transform 


Lifting Steps 


Total 


Cumulative 


Level 


# Calls 


Time 


# Calls 


Time 


Time 


Total Time 


1 


784 


0.26 


1568 


5.59 


5.85 


5.85 


2 


196 


0.02 


392 


1.34 


1.22 


7.07 


3 


49 


0.01 


128 


0.33 


0.34 


7.41 



Table 1. Timings for the wavelet transform of an image of size 3584 x 3584. 
Each call corresponds to the processing of one elementary block. All timings are 
in seconds 



The method is implemented as an extension to the software library WAILI. 
Blocks are accessed and handled under supervision of a block manager. Although 
the software has not been parallelized yet, the limited communication and the 
existing block manager allow an easy and efficient parallelization. 

The division in blocks also has a positive influence on the performance of 
our denoising algorithm. Because denoising works independently on the blocks, 
it adapts better to the local properties of the image. 
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Abstract. In this work we discuss hardware and software aspects of 
parallel 3-D wavelet /subband decomposition on shared memory MIMD 
computers. Experimental results are conducted on a SGI POWERChal- 
lenge GR. 



1 Introduction 

In recent years there has been a tremendous increase in the demand for digital 
imagery. Applications include consumer electronics (Kodak’s Photo-CD, HDTV, 
SHDTV, and Sega’s CD-ROM video game), medical imaging (digital radiogra- 
phy), video-conferencing and scientific visualization. The problem inherent to 
any digital image or digital video system is the large amount of bandwidth re- 
quired for transmission or storage. 

Unfortunately many compression techniques demand execution times that 
are not possible using a single serial microprocessor which leads to the use 
of general purpose high performance computers for such tasks (beside the use 
of DSP chips or application specific VLSI designs). In the context of MPEG-1,2 
and H.261 several papers have been published describing real-time video coding 
on such architectures mm 

Image and video coding methods that use wavelet transforms have been suc- 
cessful in providing high rates of compression while maintaining good image 
quality and have generated much interest in the scientific community as com- 
petitors to DCT based compression schemes in the context of the MPEG-4 and 
JPEG2000 standardization process. 

Most video compression algorithms rely on 2-D based schemes employing mo- 
tion compensation techniques. On the other hand, rate-distortion efficient 3-D 
algorithms exist which are able to capture temporal redundancies in a more nat- 
ural way (see e.g. (EDIISIEIE] for 3-D wavelet/subband coding). Unfortunately 
these 3-D algorithms often show prohibitve computational and memory demands 
(especially for real-time applications). At least, prohibitive for a common mi- 
croprocessor. A shared memory MIMD architecture seems to be an interesting 
choice for such an algorithm. 
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As a first step for an efficient parallel 3-D wavelet video coding algorithm the 
3-D wavelet decomposition has to be carried out (followed by subsequent quan- 
tization and coding of the transform coefficients). In this work we concentrate 
ourselves on the decomposition stage. 

A significant amount of work has been already done on parallel wavelet trans- 
form algorithms for all sorts of high performance computers. We find various 
kinds of suggestions for 1-D and 2-D algorithms on MIMD computers (see e.g. 
nanniTiiTigiiHi for decomposition only and pm for algorithms in connection 
with image compression schemes). On the other hand, the authors are not aware 
of any work (except II 11 1 focusing especially on 3-D wavelet decomposition and 
corresponding 3-D wavelet based video compression schemes. 

In this work we discuss hardware and software aspects of parallel 3-D pyra- 
midal wavelet decomposition on shared memory MIMD computers. 

2 3-D Wavelet Decomposition 

The fast wavelet transform can be efficiently implemented by a pair of appro- 
priately designed Quadrature Mirror Filters (QMF). A 1-D wavelet transform 
of a signal S is performed by convolving S with both QMF’s and downsam- 
pling by 2; since S is finite, one must make some choice about what values to 
pad the extensions with. This operation decomposes the original signal into two 
frequency-bands (called subbands), which are often denoted coarse scale approx- 
imation and detail signal. Then the same procedure is applied recursively to the 
coarse scale approximations several times (see Figure Ha). 




(a) (b) 



Fig. 1. 1-D (a) and 2-D (b) pyramidal wavelet decomposition. 

The classical 2-D transform is performed by two separate 1-D transforms 
along the rows and the columns of the image data S', resulting at each decompo- 
sition step in a low pass image (the coarse scale approximation) and three detail 
images (see Figure ^b). To be more concise, this is achieved by first convolving 
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the rows of the low pass image 5^+1 (or the original image in the first decompo- 
sition level) with the QMF filterpair G and H (which are a high pass and a low 
pass filter, respectively), retaining every other row, then convolving the columns 
of the resulting images with the same filterpair and retaining every other col- 
umn. The same procedure is applied again to the coarse scale approximation Sj 
and to all subsequent approximations. 

By analogy to the 2-D case the 3-D wavelet decomposition is computed by 
applying three separate 1-D transforms along the coordinate axes of the video 
data. The 3-D data is usually organized frame by frame. The single frames have 
again rows and columns as in the 2-D case {x and y direction in Figure 0 often 
denoted as “spatial coordinates”), whereas for video data a third dimension {t 
for “time” in Figure 0 ) is added. As it is the case for 2-D decompositions, it 
does not matter in which order the filtering is performed (e.g. a 2-D filtering 
frame by frame with subsequent temporal filtering, three 1-D filterings along 
y, t, and x axes, e.t.c.). After one decomposition step we result in 8 frequency 
subbands out of which only the approximation data (the gray cube in Figure EJ 
is processed further in the next decomposition step. This means that the data 
on which computations are performed are reduced to | in each decomposition 
step. 




Fig. 2. Classical 3-D wavelet decomposition. 



In our implementation we have chosen to apply the very natural frame by 
frame approach. A pseudo code (using in-place transforms) of such a 3-D wavelet 
transform with max_level decomposition steps applied to a video S[x,y,t] 
looks as follows: 
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Sequential 3-D Wavelet Decomposition 



for level=l . . .max_level { 
for t=l . .t_max { 

for x=l...x_max { 

for y=l...y_max { 
convolve S[x,y,t] with G and H } 
for y=l...y_max { 

for x=l...x_max { 
convolve S[x,y,t] with G and H } 
for x=l...x_max { 

for y=l...y_max { 

for t=l..t_max { 

convolve S[x,y,t] with G and H } 

} 



} 

} } 
} } 



3 3-D Wavelet Decomposition on Shared Memory MIMD 

Computers 

3.1 A Message Passing Algorithm 

When computing the 3-D decomposition in parallel one has to decompose the 
data and distribute it among the processor elements (PE) somehow. In contrast 
to previous work mi we decompose the data along the time-axis into parallel- 
epipeds (see Figure 0). The obvious reason is that the dimension of the data is 
expected to be significantly larger in t (=time) direction as compared to the 
spatial directions. This results in better parallel scalability for large machines 
operating on comparatively small data sets (an important property in real-time 
processing) . Also, the amount of data partition boundaries should be minimized 
HH since at these boundaries one has to deal with the border problems of the 
wavelet transform. 

In the literature two approaches for the boundary problems have been dis- 
cussed and compared [1 til II 4] . During the data swapping method (also known 
as non-redundant data calculation) each processor calculates only its own data 
and exchanges these results with the appropriate neighbour processors in order 
to get the necessary border data for the next decomposition level. Employing 
redundant data calculation each PE computes also necessary redundant border 
data in order to avoid additional communication with neighbour PE to obtain 
this data. Therefore, redundant data calculation requires a larger initial data set 
and subsequently trades off computation for communication. 

In this work we employ the data swapping approach. Figure 0 shows the 
stages of the algorithm. 

(1) The video data is distributed uniformly among the PE. 

(2) The PE exchange the necessary border data (light gray) for the next decom- 
position level with their corresponding neighbours. 

(3) The 3-D decomposition is performed on the local data on each PE. 



Hardware and Software Aspects for 3-D Wavelet Decomposition 351 




Fig. 3. Message passing with data swapping. 



(4) All subbands but the approximation subband (dark gray) are collected (there 
is no more work to do on these data). 

(5) Repeat steps 2-4 until the desired decomposition depth is reached. 

Please note that for the first decomposition level steps 1) and 2) are combined 
by sending overlapping data blocks to the PE. Given p PE and a convolution filter 
of length / this algorithm shows a computational complexity of order q(| ^i'*3/ ) 

and a transfer complexity of order 0{xy{^ + )). 



3.2 A Data Parallel Algorithm 

Data parallel programming on a shared memory architecture is easily achieved 
by transforming a sequential algorithm into a parallel one by simply identifying 
areas which are suitable to be run in parallel i.e. in which no data dependencies 
exist. Subsequently, local and shared variables need to be declared and parallel 
compiler directives are inserted. 

Since the order of execution is not important and there are no data depen- 
dencies among different loop runs (except for the level loop) we may apply the 
following simple parallelization strategy. We distribute the two outer loops t and 
x among the PE. Between those two loops the PE need to by synchronized since 
before the temporal filtering step the spatial filtering has to be completed. Only 
the indices for the three coordinate axes are declared to be local variables, the 
data S [x,y ,t] are of course declared to be shared. 
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Pseudocode of Data-Parallel Algorithm 
for level=l . . .max_level { 

#pragma parallel local (x, y, t) shared (S) 

#pragma pfor iterate (t,t_max,l) 
for t=l . ,t_max { 

for x=l...x_max { 

for y=l...y_max { 

convolve S[x,y,t] with G and H } } 
for y=l...y_max { 

for x=l...x_max { 

convolve S[x,y,t] with G and H } } 
endpar allelf or 
#pragma synchronize 
#pragma pfor iterate (x,x_max,l) 
for x=l...x_max { 

for y=l...y_max { 

for t=. .t_max { 

convolve S[x,y,t] with G and H }■ } 
endpar allelf or 
endpar allelregion 
} 

4 Experimental Results 

We conduct experiments on a SGI POWERChallenge GR (at RIST++, Salzburg 
Univ.) with 20 MIPS RIOOOO processors and 2.5 GB memory. The size of the 
video data is 128 x 128 pixels in the spatial domain, combined to a 3-D data 
block consisting of 2048 frames. The PVM version used as default setting is a 
native PVM developed for the POWERGhallenge Array. We use QMF filters 
with 4 coefficients. 

When performing convolutions on 2-D data using a sensible ordering of the 
computations modern architectures usually produce not too many cache misses 
due to the large cache size of the available microprocessors. The situation changes 
dramatically when changing to 3-D data. In our concrete implementation the 
spatial wavelet transform (the parallelized t loop) is not affected by cache misses 
since the data is organized frame by frame in the memory. The problem arises 
when computing the temporal transform (the parallelized x loop) since the data 
involved in this transform is not close in terms of memory location, in contrary, 
these values are separated by a data block of the size of one frame (this is 
why prefetching techniques do not work properly as well). Moreover, since we 
operate with power-of-two sized data, these in-between datablocks are as well of 
power-of-two size which means that the data values required for the temporal 
transform are loaded into the same cache lines each time when required within 
the transform stage (which is quite a few times) which produces a significant 
amount of cache misses in the transform. 
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In the original version of our algorithm we result of an sequential execution 
time of 187 seconds. This execution time can be improved with a simple trick 
(since it includes many cache misses): instead of having power-of-two sized data 
in between the data for the temporal transform we insert a small amount artificial 
dummy data in between the single frames. With this technique we result in 
an sequential execution time of 82 seconds. Subsequently, all speedup results 
(despite of those in Figure 2J refer to this improved sequential algorithm. 

The cache misses problems do not only affect sequential performance but 
reduce as well parallel efficiency significantly. Figure El shows speedup values 
of the message passing implementation comparing the original algorithm with 
the cache corrected version (note that speedup is computed with respect to 
the corresponding sequential algorithms, to 187 and 82 seconds, respectively). 
Although the sequential execution time of the original algorithm is much higher 
(and we would therefore expect a better efficiency) we observe an almost constant 
speedup for more than 8 PE for the not corrected algorithm. On the other hand, 
the optimized algorithm shows increasing speedup across the entire PE range. 
This on first sight surprising behaviour is caused by the cache misses of the not 
corrected algorithm which lead to a congestion of the bus if the number of PE 
gets too high. 





Fig. 4. Reduced efficiency due to cache Fig. 5. Comparison of message passing 
misses and data parallel algorithms 



FigurelSIshows a comparison of the message passing (PVM) and data parallel 
(PowerC) algorithms. Whereas both algorithms perform almost equally up to 12 
PE, the message passing algorithm performs better for higher PE numbers. It 
should be noted that the message passing implementation uses the host-node 
paradigm, the number of PE gives in the figure describing the number of node 
processes being spawned. The actual number of PE in use is therefore one higher. 
Keeping this is mind we have to compare speedup the speedup at positions PE 
-I- 1 (PowerC) and PE (PVM). With this interpretation of the plot the results 
are different - up to 8 PE actually used the data parallel algorithm exhibits 
better efficiency, whereas for larger PE numbers the message passing algorithm 
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still shows better speedup (e.g. we observe speedup 9 versus speedup 12 for 20 
PE actually in use. 

In order to highlight the importance of an efficient message passing library 
for satisfying results with this algorithm, we have used as well the public domain 
version of PVM available at www.netlib.org (denoted PVM (Standard) in the 
plots) . We observe a dramatic decrease in efficiency across the entire range of PE 
numbers. The public domain version of PVM does not allow to reach speedup 
larger than 2 at all. One fact worth noticing is that for initial data distribution 
it is not possible to send a single message from the host process to each node 
since the PVM buffer can not handle data set of this size. Therefore the data is 
cut into smaller pieces and is sent within a loop. 





Fig. 6. Comparison of two PVM ver- Fig. 7. Performance on a NOW 
sions 



FigureQ again confirms the former statement about the need for very efficient 
communication software and hardware. The identical algorithm applied to 64 x 
64 X 1024 video data on a FDDI interconnected NOW consisting of 8 DEC/AXP 
3000/400 again reaches its speedup maximum at a value of 1.7. 

In order to investigate the performance of the two PVM versions on the 
SGI POWERChallenge in some more detail we measure the effect of sending 
differently sized messages and of a varying number of messages, respectively. 

Figure El clearly shows that for both cases (large messages and a high num- 
ber of messages) the native PVM version dramatically outperforms the public 
domain version. 

Having now sufficient information about the scalability of our algorithms ap- 
plied to a fixed data size, we finally investigate the effect of varying the size 
of the video data in the spatial (just imagine the difference between QCIF and 
SHDTV) as well as in the temporal domain (it might be desirable to use (tempo- 
ral) smaller blocks in order to keep the coding delay to a minimum in a real-time 
application) . 

Figures El and El show that both varying temporal and spatial dimensions do 
not change the relation between parallel and sequential execution times (since 
both curves are nearly parallel). 
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Fig. 9. Temporal scalability 



Fig. 10. Spatial scalability 



5 Conclusion 

In this work we have discussed several aspects of performing 3-D wavelet de- 
composition on a shared memory MIMD architecture. It has been shown that 
special attention has to be paid towards cache misses and the right choice of 
a message passing library. The message passing approach outperforms the data 
parallel implementation for high PE numbers, whereas we observe the contrary 
behaviour for small PE numbers. 
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Abstract. This work describes the design and implementation issues of 
the Fast Wavelet Packet Transform (FWPT) ID and 2D on a parallel 
distributed memory multiprocessors. In particular, we describe two dif- 
ferent approaches in the development of a parallel implementation of the 
FWPT of a matrix A. 

In section 2 we introduce some notations and definitions, in section 3 we 
describe the computational environments, and, in section 4, we discuss 
the parallel implementation of the bidimensional FWPT. In section 4.3 
we finally show a numerical experiment. 



1 Introduction 

Wavelets have generated a tremendous interest in both theoretical and applied 
areas, especially over the past few years. In particular, the Fast Wavelet Trans- 
form (FWT) is being a very powerful computational tool in Image Processing. 
Most applications of wavelets deal with compression, transmission, synthesis 
and reconstruction of signals in one or more dimensions, moreover wavelets have 
been applied in the numerical solution of Partial Differential and Integral Equa- 
tions [4], in the Approximation and Interpolation of data[6]. At the present time 
several routines and mathematical software packages that perform the compu- 
tation of the FWT and the FWPT (ID anf 2D) are available, but there are 
only few parallel implementations, especially for the FWPT (see for example 
[1] and [8]). Most of real applications (for instance Image Processing in astro- 
physics and in medical imaging), requires either a big amount of data or needs 
solutions in a suitable “turnaround” time, so the only way to effectively solve 
them is the use of the advanced architectures resources. In particular, our inter- 
est focuses on Image Restoration problems described by Integral Equations of 
the first kind, which require the solution of ill-conditioned linear systems. In this 
case, a least square solution is computed by using the Preconditioned Conjugate 
Gradient (PCG). Moreover, to compute a reasonable solution, we should use a 
regularization technique to smooth out the noise which perturbs the data: the 
computational kernel of this problem is the bidimensional FWPT. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 357-|2nSI 1999- 
(c) Springer- Verlag Berlin Heidelberg 1999 
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2 Preliminaries 

One of the main features of wavelets is “localization” : wavelets allow to study a 
signal with finite energy, that is a function f{t) belonging to localizing 

both the time interval and the frequency one. This property is particularly clear 
looking at the wavelet functions in the context of a Multiresolution Analysis 
(MRA): projecting f{t) onto a space of a MRA allows to obtain information 
about it, depending on the resolution of the space. The mapping that leads from 
the TO-th level resolution to the (m — l)-th level retaining the information that 
is lost in this process is the FWT and, more generally, the FWPT[2,9]. 

Given two sequences (hk)kez and {gk)kez, the filters of the wavelets, and the 
vector c"* = (c™)„g 2 of the coefficients of the projection of f{t) onto the m-th 
resolution subspace of the MRA, let us define the FWT operator. 

Definition 1. The FWT operator, W, is defined as follows: 



W : 



€ l^(Z) — > (c"‘-\d"‘-^) € P{Z) X P{Z) 
where Z is the set of integers, hiZ) = {{ck)kez Ck G C, |c. 






( 1 ) 

□ 



where h and g are the low-pass and the high-pass filters respectively. 

In matrix form, if L = {hi,j = hj-2i) is the low-pass operator and FI = (ijij = 
gj- 2 i) is the high-pass operator, relations © can be written as: 



^m-l 

^m-l 




c™-i = Lc^ 



The transformation of the vector c™ using the filters hk retains the information 
about the low frequencies, while the filters gk “detect” the high frequencies: so 
the vector contains the details, that is, the information that is lost passing 
from the resolution m to the resolution m — 1 . 

From a computational point of view, it is worth emphasizing that, if I is the 
length of the two sequences hk and gk, then the number of floating-point op- 
erations required for the computation of the FWT of a vector of length N is 

omm- 

Figure El shows that the vector d™ ^ is not transformed after the first step: 
if we use Wavelet Paekets we have a further subdivision of the details and, from 
a computational point of view, more efficient parallel algorithms. 
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Definition 2. The FWPT operator, WP, is defined as follows: 

WP -. c"* G f{z) G f{zy 

where s is the number of transform steps and 

, m-j. _ */ ^ is even 

(Cl )„ ] ^ g/,_ 2 n(cyy-^~'~^)k if I is odd 

\ 2 

with j = 1, s and I = 0,2^ — 1. 

In matrix form, if we define L, Hi '■= H and: 



(2) 

□ 



F,-.= \{h,. z = 0,2*-1 

i=i 

where is the j — th binary digit of i, then relations (0 can be written, for 
j = s, as: 







/Fo \ 


m-s 

Cl 




Fi 






\F2‘-lj 



We define the FWPT of a matrix A as well. 

Definition 3. If 



s-l 

Qs := diag2i 

i^O 

where diag 2 i is the block diagonal matrix with 2* diagonal blocks, then the FWPT 
in s steps of a matrix A is defined as A^ = QgAQfi □ 

In particular, we will consider compressible matrices[2], since they allow to obtain 
sparse representations of the operators. 

Definition 4. A square matrix A = iflij) of dimension 2™ is said to be com- 
pressible if two constants M and C exist such that Oij = 0 if i = j, and: 




Wi,j\ 



M 



(- 1 ) 



M-k . 



k J 






M 



(- 1 ) 



M-k 



^i,j-\-k 



2^C 

~ \i-j\ 

2^C 

- N-jr+i 



otherwise. 



□ 



360 



Stefania Corsaro, Luisa D’Amore, and Almerico Murli 



In figure n an example of compressible matrix is shown. 




0 0 

Fig. 1. A{i,j) = i if i ^ j, A{i,j) = 0 otherwise. 




Fig. 2. representation of the “cascade structure” of the FWT operator 



3 The Computational Environment 

The parallel implementation is based on the Single Program Multiple Data pro- 
gramming model, that is each processor executes the same algorithm on different 
data. 

Let nprocs be the number of processors and Pr,Pc two integers such that 
nprocs < Pr ■ Pc', 'Vfe map the processors onto a logical bidimensional mesh with 
Pr rows and Pc columns and, if 0 < i < nprocs, we denote by Pi the processor 
whose id number is equal to i. More precisely, this map can be defined as follows: 
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Fig. 3. representation of the cascade structure of the FWPT operator 



F : z G {0, 1 , , nprocs - 1} — > {n, Ci) G {0, 1, 



Pr-l}x {0,1, 



Pc-1} 



where rz = nprocs/i and Ci = mod{nprocs,i). 

If Pr = 1 or Pc = 1) we have a ring interconnection among the processors. 

One of the main difficulties about the development of parallel implemen- 
tations concerning applications of FWPT is the choice of an appropriate data 
distribution strategy that ensures that the meaningful elements of the com- 
pressed matrices, mainly located in a square block whose dimension depends on 
the number s of FWPT steps, are distributed over all the processors, in order 
to guarantee a good work load balancing. Here we refer to a theoretical model 
of parallel computer such as the one used in the Scalapack Library [5], the high- 
performance library designed to solve linear problems on distributed memory 
multiprocessors. According to Scalapack conventions, we use a block cyclic dis- 
tribution of the compressed matrix Ag, so that each processor has a “dense” 
block of Ag. The block cyclic data distribution is parameterized by the four 
numbers Pr, Pc, r, c, where P^ x Pc is the process template and r x c is the block 
size. The generical element of global indexes (m,n) of a matrix A is stored in 
the position (z, j) of the block (5, d) in the processor (p, q), where 



( Tfl 

— modPc 
L r J 



n 

LCJ 



modPr 



(z,j) = (mmodr, nmodc) 



(3) 



In the following section we describe the main idea of the parallel implemen- 
tation of the FWPT of a matrix A; two different strategies of parallelization are 
discussed, the former based on a domain decomposition strategy, the latter on 
the parallelization of the sequence of floating-point operations. 





362 



Stefania Corsaro, Luisa D’Amore, and Almerico Murli 



«11 


“12 


“13 


“14 


“15 


“16 


“17 


“18 


“19 


®21 


“22 


“23 


“24 


“25 


“26 


“27 


“28 


“29 


“31 


“32 


“33 


“34 


“35 


“36 


“37 


“38 


“39 


“41 


“42 


“43 


“44 


“45 


“46 


“47 


CO 


“49 


“51 


“52 


“53 


“54 


“55 


“56 


“57 


“58 


“59 


“si 


“62 


“63 


“64 


“65 


“66 


“67 


“68 


“69 


“71 


“72 


“73 


“74 


“75 


“76 


“77 


“78 


“79 


“81 


“82 


“83 


“84 


“85 


“86 


“87 


“88 


“89 


“91 


“92 


“93 


“94 


“95 


“96 


“97 


“98 


“99 



0 12 



“11 “12 


“17 


“18 


“13 


“14 


“19 




“15 “16 


“21 “22 


“27 


“28 


“23 


“24 


“29 




“25 “26 


“51 “52 


“57 


“58 


“53 


“54 


“59 




“55 “56 


“61 “62 


“67 


“68 


“63 


“64 


“69 




“65 “66 


®91 “92 


“97 


“98 


“93 


“94 


“99 




“95 “96 












“31 “32 


“37 


“38 


“33 


“34 


“39 




“35 “36 


“41 “42 


“47 


“48 


“43 


“44 


“49 




“45 “46 


“71 “72 


“77 


“78 


“73 


“74 


“79 




“75 “76 


00 

00 


“87 


“88 


“83 


“84 


“89 




“85 “86 



Fig. 4. On the left, a 9 x 9 matrix partitioned in 2 x 2 blocks; on the rigth, the 
matrix is mapped onto a 2 x 3 process grid 



4 The FWPT Parallel Implementation 

We describe two different strategies of parallelization of step 1 and 2 of the 
algorithm described in figure 0 



4.1 First Strategy 

Let A be a compressible square matrix of dimension N = 2™ and nprocs the 
number of processors. The matrix A is distributed in column-block fashion, that 
is, if MB = {N -\- nprocs — 1) /nprocs and Ip = {N -\- MB — 1)/MB — 1, then the 
processors whose identification number belongs to the set {0,1, ■■■,lp — 1} have 
MB columns; the processor whose identification number is Ip has MB columns 
if num = mod{N, MB) = 0, it has num columns otherwise. 

11 0 < i < Ip, let us denote by A® = A(:, i ■ MB : i ■ MB + {MB — 1)) the block 
formed by the columns i ■ MB, ..., i ■ MB + {MB — 1) or, if z = Ip, 



= A{-.,i- MB -A- MB +{MB -1)) ii num = 0 
A® = A(:, i ■ MB : i ■ MB + {num — 1)) if num ^ 0 

is the block formed by the columns i • MB, ..., i ■ MB + {MB — 1) if num = 0, 
or the one formed by the columns i ■ MB, ..., i ■ MB + {num — 1) if num ^ 0; if 
Pi is the processor whose id number is equal to i, then Pi has the block AL 
This distribution can be derived from Q by setting P^ = nprocs, Pc = l,r = 
c = \ N / nprocs] . 

Let us look at figure El steps 1. and 3. do not require communication among the 
processors, while step 2. does. 
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Each processor exchanges with each other a block of dimension k = /nprocs^, 
so the total amount of data exchanged by each processor over {nprocs — 1) steps 
of communication is 0{k ■ {nprocs — 1)). 



4.2 Second Strategy 

Let ^ be a compressible square matrix of dimension N = 2"* and nprocs = 2‘^ 
the number of processors. The matrix A is distributed in row-block fashion, that 
is, if n = 2™“'^, then Ai = A{n-i : n • (f + 1) — 1, :) is distributed to the processor 
with id number i, 0 < f < nprocs. 

In figure 0 the second strategy is represented: only the first step, that is the 
computation of the FWPT of the columns of A, requires communication among 
the processors, since the columns are distributed and, therefore, each processor 
has a part of the vectors to be transformed. 

If s is the number of FWPT steps, then for each 0 < k < s we compute 2^ 
FWT of sequences of length 2"*“^: since these sequences could be distributed, 
we divide the processors in groups so that each sequence corresponds to a group, 
and only processors belonging to the same group must communicate. 

At each step fc, where 0 < k < min{s — l,d— 1}, each processor exchanges four 
blocks, two of dimension nN and two of dimension {2M — 2)N, over four steps of 
communication, where M is the number of vanishing moments of the wavelets, 
and it is always M « N . 



Procedure FWPT2D(A, M, N, h, s) 

% A: matrix to be transformed 

% M: number of vanishing moments of the wavelets 
% N: dimension of A 
% h: Ingrid Danbechies low-pass filters 
% s: number of transform steps 

begin 

% step 1: FWPT in s steps of the columns of A A = QsA 
for i = 0, N — I do 

call FWPTlD(Ab M, N, h, s) 

endfor 

% step 2: FWPT in s steps of the rows of A A” = AqJ 
for i = 0, N — I do 

call FWPTlD(Ai, M, N, h, s) 

endfor 

end 



Fig. 5. FWPT in s steps of a matrix A 
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Procedure FWPT2D {A, M, N, h, s, ...) 
begin 

step 1: { each processor Pi,0 < i < nprocs computes A*} 

step 2: { global transposition of A} 

step 3: { each processor Pi computes (A®)®} 

end 



Fig. 6. parallel bidimensional FWPT: first strategy 



Procedure FWPT2D {A, M, N, h, s, ...) 
begin 

step 1: {each Pi,0 < i < nprocs computes the FWPT of the columns of Ai} 
step 2: {each Pi computes (A®*)i} 

end 



Fig. 7. parallel bidimensional FWPT : second strategy 



4.3 Numerical Experiments 

In this section we describe only one of some numerical experiments we carried 
out. The experiment has been performed on the IBM SP, with 12 nodes Thin 
Power 2 connected via a switch, available at the Center for Research on Parallel 
Computing and Supercomputers, CNR, Naples. 

The routines have been written in C, and the message passing software used 
is BLACS (Basic Linear Algebra Communication Subprograms) which provides 
ease of use and portability in parallel linear algebra applications. 

The global transpose of the matrix A has been computed using the fOlcrfp 
routine as described in [3]. 

Example 1. Let A be a square matrix of dimension N = 2^^ , s = 2 the number 
of FWPT steps we want to perform and nprocs = 2^ the number of processors. If 
we use the first strategy then about 2^® elements over 3 steps of communication 
are exchanged, while using the second one the total amount of data exchanged 
is about 2^^ elements over 8 steps of communication. □ 

Example 2. Let N = 2^®, s = 2 and nprocs = 2^. If we use the first strategy 
then about 2^® elements over 127 steps of communication are exchanged, while 
using the second one the total amount of data exchanged is about 2®° elements 
over 8 steps of communication. □ 

The amount of data exchanged at each step of communication is smaller if we 
use the first strategy, and the communication does not depend on the number of 
transform steps. On the other side, the number of steps of communication grows 
“linearly” with the number of processors, while it is always < 4- log 2 (nprocs) if 
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we use the second strategy. So, we expect the first algorithm to perform better 
than the second one with a few processors and with a large number of FWPT 
steps. 

In figures 0 and 0 the efficiency Ep = Ti{N)/{p ■ Tp{N)) of the two methods 
discussed are shown. 




Fig. 8. efficiency of the first strategy. The dimension of the matrix is TV = 2048 
and the number of vanishing moments is 7 




Fig. 9. efficiency of the second strategy. The dimension of the matrix is fV = 2048 
and the number of vanishing moments is 7 
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5 Conclusions 

In this work we have described two different strategies of parallelization of the 
bidimensional FWPT, and a comparison between them: further experiments, 
expecially on massively parallel architectures, have to be carried out, since we 
mostly compared the two strategies from a theoretical point of view and our 
statements need to be supported by experience. 

In the next future our purpose is to improve the efficiency of the second strat- 
egy taking more in account some parameters related to the hardware platform, 
such as, for instance, the cache memory size. 

We besides want to use these computational kernels to develop efficient precon- 
ditioners for Image Restoration problems described by Integral Equations of the 
first kind. 
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Abstract. In this work we describe and analyze algorithms for 2-D 
wavelet packet decomposition for mnlticomputers and mnltiprocessors. 
In the case of multicomputers we especially focus on the question of han- 
dling of the border data among the processing elements. For multipro- 
cessors we discuss several optimizations of data parallel algorithms and 
finally we compare the results obtained on a multiprocessor employing 
the message passing and data parallelism paradigm, respectively. 



1 Introduction 

Wavelet packets P! represent a generalization of the method of multiresolution 
decomposition and comprise the entire family of subband coded (tree) decompo- 
sitions. Whereas in the wavelet case the decomposition is applied recursively to 
the coarse scale approximations (leading to the well known (pyramidal) wavelet 
decomposition tree), in the wavelet packet decomposition the recursive proce- 
dure is applied to all the coarse scale approximations and detail signals, which 
leads to a complete wavelet packet tree (i.e. binary tree and quadtree in the ID 
and 2D case, respectively) and more flexibility in frequency resolution. 

Recently, wavelet packet based compression methods have been developed 
P,QI which outperform the most advanced wavelet coders (e.g. SPHIT m sig- 
nificantly for textured images in terms of rate-distortion performance. Therefore, 
wavelet packet decomposition currently attracts much attention and a thorough 
examination of parallelization possibilities seems to be desirable. 

Whereas a significant amount of work has been already done concerning 
parallel algorithms for the fast wavelet transform, only few papers have been 
devoted to parallel wavelet packet decomposition and its specific features and 
demands (e.g. approaches for performing the best basis algorithm and the irreg- 
ular decomposition into such a basis on parallel MIMD 121710 and SIMD Q 
architectures, application of parallel wavelet packet decomposition in numerics 

El)- 
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2 Multicomputer Algorithms (Employing the Message 
Passing Paradigm) 

In this section we discuss parallel algorithms for the two-dimensional periodic 
wavelet packet transform based on the data swapping and the redundant data 
calculation techniques. The proposed algorithms assume that the size of process- 
ing element (PE) memory is sufficient to keep the wavelet packet coefficients of 
all levels. For machines or applications which do not meet this condition a spe- 
cific technique has been derived for parallel decomposition into any given basis 

m 

In this and the following sections we use a notation introduced in ^ . Suppose 
we have a two-dimensional signal S = (sfc,z) with size 0 < k < and 

0 < / < 2^™“^. Further we have 4^^ PEs, on which we want to compute the 
two-dimensional wavelet packet decomposition of signal S. 

2.1 Data Swapping Method 

To provide the necessary border data to each PE the following algorithm uses the 
so-called data swapping method (also known as non-redundant data calculation): 
each PE computes only non-redundant data and exchanges these results with 
the appropriate neighbour PE in order to get the necessary data for the next 
calculation step (i.e. the next decomposition level). This classical approach of 
data distribution has been realized for 1-D and 2-D FWT main]. 

We begin our calculation with the initial subband ; = Sk,i and define 
every other subband recursively by the formula: 



^j + l dj + l 



rij ,mj 



with the indices in the range: 



0 < J < jmax = min{Xmax, Ymax) 

0 < /, < 4 ^' 
0 < d < 4 
0 < n,m < filter Jength 
0 < kj+i < 

0 < Ij+i < 



last calculated level 
index of subband in use 
index of filter in use 
indices of filter coefficient 

coordinate of data-point in x- 
direction 

coordinate of data-point in y- 
direction 



From a one-dimensional wavelet S' (defined by its filter gn) and its smooth- 
ing function (defined by its filter hn) we obtain four two-dimensional fil- 
ters by tensor products: Filter{0)n,m = hn * hm, Filter{l)n,m = hn * gm, 
Filter{2)n,m = gn* hm, and Filter{S)n,m = 9n * 9m- Simplifying, we may say 
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that convolving the coefficients of a subband at level j with 4 different filters 
Filter {Q) . . . Filter (3) we obtain 4 subbands at level j + 1. 

Fign shows the data arrangement for levels j = 0 ... 2: at level j we get 4^ 
subbands, each with by coefficients. 



level 0: 



level 1: 



level 2: 
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Fig. 1. Data arrangement and labeling for a 2D wavelet packet decomposition 



To do the composition in parallel, we will separate each level into 4^^ parts 
of equal size by Each PE always stores the same part of 

the data field so we can identify the PE label by the data it contains at scale jp. 
Fig 121 shows a repartition onto 4 PE {jp =1) from level j = 0 to 2. 



level 0: 



level 1: 











level 2: 




Fig. 2. Repartition of the wavelet packets onto 4 PE 



After cutting up the field as shown above, we will use the decomposition 
formula in two different ways upon whether j is smaller or greater than jp. 

First we consider the case when j < jp: a subband at level j and frequency 
/ is not assigned to a single PE but is shared by the PE p = * y to 

p = /p>p-i * (J _|_ X) _ 1, Therefore in the initialisation step those PE will 

exchange their data in order to have the entire shared subband on each of them. 
Then, in the second step, they will calculate their own part of the packet they 
share at level j + 1 . 
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In the second case (when j > jp) each PE has subbands and holds 

also the four children of each of them. Thus, no communication between PE is 
needed and we will use the sequential algorithm on the subset of subbands each 
PE carries at level j. 

For 0 < j < jp we have a transfer complexity of order 0(2 * jp * (jp + 1) * 
2 Xmax ^ and a decomposition complexity of order 0(jp * * 

where the constant depends on the length of the filters. For jp < 
j < jmax (jmax = min(Xmax,Ymax)) there is no transfer complexity and 
the decomposition complexity is of order 0((jmax — jp) * 2^™’°‘^ * 

Thus, if fV = is the number of data points and NP = is the number of 

PE the overall transfer complexity is 0(2 * [log 4 (A^P)]^ * N/NP) and the overall 
computational complexity is 0(log4(iV) * N/NP). 



2.2 Redundant Data Calculation 

A second strategy of data distribution is the redundant data calculation approach 
|TT1IB|: in the initialisation step we do not only provide a partial block 
2 ^max-jp original signal to a PE but broadcast the whole data set of size 

2 Xmax ^ to all PE (which limits this approach to moderately sized data 

sets). Subsequently, in each calculation step each PE computes also redundant 
data in order to avoid additional communication with neighbour PE to obtain 
this data. 

We proceed from the algorithm in the last section and extend it with some 
minor changes: 

— In the initialization step the signal S = (sk,i) with 0 < A: < and 

0 < ^ < is broadcasted onto each PE. 

— For 0 < j < jp we calculate in each PE a data block of size * 

2 Ymax-j ^ This is the amount of data required in the next step, so no addi- 
tional communication substep is needed anymore. 

— For jp < j < jmax we continue as above. 

This algorithm shows an overall transfer complexity of 0(1) and an overall 
calculation complexity of 



JP 



jmax 



O 2 



Xmax ^ 2^Ymax 



ki=i j=jp+i 




f NP-A + 3log^(N/NP) \ 
V 37VP J 



2.3 Experimental Results 

We carried out our experiments on several distributed memory architectures 
having different relations concerning communication/computation: 
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— Parsytec GCel 1024 (Transputer T805 nodes at 30 MHz) 

— Meiko/Quadrics CS-2HA (SuperSPARC nodes at 50MHz) 

— Parsytec GC/PP-64 (two Motorola PowerPG 601 at 80MHz per node) 

As test image we employ a 1024 x 1024 pixel version of the Lena-image (except 
for a 256 x 256 version on the GGel 1024 due to memory constraints) and perform 
a complete decomposition (i.e. 10 levels) with Daubechies W20 filters using the 
data swapping and the redundant data calculation variant of the wavelet packet 
algorithm. For comparison purposes we additionally execute the fast wavelet 
transform (fwt) using the data swapping technique which has communication 
in every step, but also reduces the size of data computations are performed on 
to a quarter (since only one subband is processed further in the next decom- 
position level). We use native versions of the PVM message passing library on 
every machine except for the POWERGhallenge where the public domain version 
available at www.netlib.org is employed. 

The results shown in FigO give the speedup of the different parallel algo- 
rithms with respect to the corresponding execution times of the sequential ones 
and verify their behaviour predicted by the complexity examinations: 

— all results on multicomputers show a better performance of the data swap- 
ping approach for more than 4 PE. 

— the significance of the superiority of the data swapping approach is archi- 
tecture dependent. Whereas this effect is very clear for the GGel 1024, it 
is less pronounced on the Meiko and hardly noticeable on the GG/PP. The 
reason is that the PE speed of the architectures is very different, i.e. it is 
increasing significantly in the order given before. On the other hand, the 
communication cost stays constant within an order of magnitude for all ma- 
chines. For this reason the redundant data approach becomes competitive 
on architectures with higher PE speed. 

— the fwt implementation shows a worse performance as compared to both 
wavelet packet implementations since the proportion communication/com- 
putation is much worse (in fact it is getting worser with each decomposi- 
tion level). We may say that this approach of parallelizing the fast wavelet 
transform is not very suitable for message passing implementations (a sim- 
ple improvement could be achieved if only few levels would be executed in 
parallel) . 

Figure Eld shows the performance of both algorithms on a POWERGhal- 
lenge GR using PVM. In accordance to the trend found before we notice that 
the redundant data calculation approach now outperforms the data swapping 
algorithm. The PE speed of this architecture (MIPS RIOOOO, I95MHz) is much 
higher as compared to those of the multicomputers discussed. Therefore, it is 
more efficient to perform some extra computations instead of invoking communi- 
cation procedures (although this communication takes place via shared memory) 
which explains the effect. 
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GC/PP, Daubecnies W20, 10 levels 




(c) GC/PP (d) POWERChallenge 

Fig. 3. Comparison of data swapping and redundant data calculation on multi- 
computers and a multiprocessor 



3 Multiprocessor Algorithms (Employing the Data 
Parallel Paradigm) 

3.1 A Straightforward Approach (wpl) 

The nice feature of data parallel programming on a shared memory architecture 
is that a sequential algorithm may be transformed into a parallel one by simply 
identifying areas which are suitable to be run in parallel i.e. in which no data 
dependencies exist. Subsequently, local and shared variables need to be declared 
and parallel compiler directives are inserted. 

We start with a sequential pseudo code of the wavelet packet algorithm, 
which in a very simplified form is as follows: 

loop level=l . . .max_level 

loop subband_nr=l . . . subbands (level) 

loop xy=l. . . xrange (level) *yrange (level) 
coef f icient (subband_nr ,xy)=0 
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loop f ilter_nr=l . . . f ilter_length 

coefficient=coefficient+data*f liter 
end all loops 

We try now to identify loops in which single loop runs can be run concur- 
rently. We have to pay attention to that: 

~ there must not be any data-dependency between two single runs (such as in 
loop level). 

— there must be a sufficient large number of runs, otherwise the parallelization 
overhead would be too large (such as in loop subband_nr). 

— each run should consist of a sufficient large number of statements otherwise 
the same problem as in the previous point arises (loop filter_nr would 
not be a good choice). 

These requirements in mind we choose loop xy for parallelization in algo- 
rithm wpl. The only local variables are xy, filter_nr and filter, all other 
variables are shared among all PE. 

For a parallel implementation of the fast wavelet transform we can use exactly 
the same strategy, i.e. parallelizing loop xy. 



3.2 An Adaptive Parallelization Strategy (wp2) 



We notice in the sequential pseudo code that the parameters subbands , xrange 
and yrange depend on the variable level i.e. in each consecutive level the num- 
ber of parallel loop runs in wpl is reduced by half up to level=max_Level where 
only one parallel run will be done. Therefore we expect to find for wpl a reason- 
able speedup only in the first decomposition levels because in the last levels the 
parallelization overhead will exaggerate. 

To improve this situation we derive a threshold value leveldh from which on 
it is advisable to parallelize the outer loop subband_nr. From the theoretical 
point of view this should be at loop level= level Jth where the number of outer 
loop runs exceeds the number of inner ones i.e. where: 



packets > xrange * yrange 

^level ^ ^jmax— level 



level > 



jmax 

2 



For the threshold value we therefore get levelJh = \ ^ and implementation 

wp2 works as follows: 



— for level < level dh: do loop xy in parallel (as in wpl). 

— for level > leveldh: do loop packetjir in parallel. 
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3.3 Experimental Results 

Practical experiments were conducted on the POWERChallenge GR using again 
the 1024 * 1024 pixel version of the Aena-image. Figure E| clearly shows the 
superiority of the adaptive parallelization approach. Moreover we notice the 
excellent performance of the parallel fast wavelet transform (which is due to less 
access to shared variables). 

In FigElwe investigate the behaviour of the algorithms over the full range of 
computed levels (1 ... 10). 





Fig. 4. Comparison of wpl,wp2 and Fig. 5. Speedup development over the 
fwt with Daubechies W20 full range of computed levels 



We see that the proportion between parallel and sequential loop runs is of 
prime importance for the performance of all implementations: 

— fwt: Parameter xrange*yrange is always larger than subbands=l, therefore 
this algorithm shows a constant good speedup over the whole level-range 
in Figini 

— wpl: If level > 5 the amount of computation inside the parallelized loops 
gets too small and reduces the speedup achieved in the levels 1 ... 5 (see 
Fig0. 

— wp2: level Jh = 5 is the theoretical threshold for changing the paralleliza- 
tion strategy. For 1 < level < 5: xrange*yrange>packets and the inner 
loop is parallelized as in fwt and wpl; for 6 < level < 10 the outer loop is 
parallelized, and the speedup should be kept over the full range of levels. 

We find in this parallel region more accesses to shared variables which implies 
more communication overhead and reduces the expected speedup (Fig0 speedup 
decreases for 4 < level < 10). This is also due to the fact that we have considered 
the number of loop runs as our criterion, but have ignored the changing amount 
of computation inside the loop runs. 

To investigate this effect in more detail we performed further tests with 
different numbers of PF and threshold values. FigOshows results for runs on 16 
and 20 PFs with threshold values levelJth = 1 ... 7: 
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(a) on 16 PEs (b) on 20 PEs 

Fig. 6. wp2 with different parameter sets 



We see that the optimal speedup values are achieved at levelJh = 3 (this 
is also true for smaller PE numbers). Simplifying, we may say that the change 
in parallelization strategy should be placed at the level, where subbands » 
if PE for the first time. 

3.4 Comparison between Message Passing and Data Parallelism on 
a Multiprocessor 

Figure Old shows speedup 16 using 16 PE for the message passing algorithm. 
This value is not entirely fair since due to the host-node programming used 16 
node PE and 1 host PE have been employed. The correct value for comparison 
with data parallel programming is speedup 15 for 16 PE. In Figure0we observe 
a speedup of 8.8 and the optimal threshold choice (Figure |S|a) leads to speedup 
10 . 

Though simple to use and to implement the data parallel approach leads 
to significant lower efficiency as compared to the message passing algorithm. 
Nevertheless, it should be pointed out that the message passing algorithm in the 
form discussed here is restricted to PE numbers which are a power of 4 - for PE 
numbers not satisfying this condition the corresponding algorithm is of lower 
efficiency 0 and might therefore loose its lead. This issue is subject to further 
investigations. 

4 Conclusion 

In this work we have shown that the data swapping approach is the algorithm 
of choice for 2-D wavelet packet decomposition as long as the speed of the PE 
remains moderate. For architectures with high speed PE the redundant data 
calculation approach is superior. Moreover we have demonstrated that on a mul- 
tiprocessor even an especially tuned data parallel algorithm does not reach at 
all the performance of a message passing algorithm. 
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Abstract. We present the design and implementation of a high perfor- 
mance software layered video codec, designed for deployment in band- 
width heterogeneous networks. The codec facilitates layered spatial and 
SNR (signal-to-noise ratio) coding for bit-rate adaption to a wide range 
of receiver capabilities. The codec uses a wavelet subband decomposi- 
tion for spatial layering and a discrete cosine transform combined with 
repeated quantization for SNR layering. 

Through the use of the Visual Instruction Set on SUN’s UltraSPARC 
platform we demonstrate how SIMD parallel image processing enables 
layered real-time software encoding and decoding. The codec partitions 
our 384 X 320 x 24-bit test video stream into 21 layers at a speed of 
39 frames per second and reconstructed at 28 frames per second. The 
Visual Instruction Set accelerated encoder stages are about 3-4 times as 
fast as an optimized C version. We find that this speedup is well worth 
the extra implementation effort. 



1 Introduction 

Smart technology for multicasting live digital video across wide area networks is 
necessary for future applications like video conferencing, distance learning, and 
tele-commuting. The Internet Multicast Backbone (MBone) P is already popu- 
lar and allows people from anywhere on the planet to exchange modest quality 
video and audio signals. However, a fundamental problem with nearly all large 
computer networks is that network capacity (bandwidth) varies extremely from 
one network segment to another. This variation is the source of a serious video 
multicast problem. All users wish to participate in the video conference with 
the highest quality video their connection capacity (varying between 128kbps 
for ISDN dialup connections to 100 Mbits LAN connections) and host compu- 
tational resources allow. High capacity receivers are capable of processing good 
quality video with bit-rates of 4Mbps or more, but this outperforms the low 
capacity receivers by more than an order of magnitude. Even a modest bit rate 
may overflood low capacity receivers. 

Conventional video compression techniques code the video signal to a fixed 
target bit rate, and is then multicasted to all receivers. A low target bit rate 
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is typically chosen to enable as many receivers as possible to participate. How- 
ever, the resulting quality is unacceptable for the high capacity receivers. Al- 
ternatively, the video signal can be encoded repeatedly to a multitude of data 
rates. This is, however, very inefficient: Firstly, it involves extra computational 
overhead from compressing the same frame repeatedly. Secondly, it introduces 
bandwidth redundancy as each high bit-rate video stream contains all the in- 
formation also included in the lower bit-rate ones. This translates to inefficient 
bandwidth utilization from the root of the the multi-cast tree. 

We propose layered coding coupled with multi-casting, where the video stream 
is coded and compressed into several distinct layers of significance as shown in 
Figure 0 In principle, each layer is transmitted on its own multi-cast channel. 
The receivers may subscribe to these channels according to their capabilities and 
preferences. The more layers received, the higher video quality, but also higher 
bandwidth and processing power requirements. The most significant layer con- 
stitutes the base layer and the following layers enhancement layers. 



Frame 




Frame 





Encoding 


MSLs 




LSLs 


(b) 




Fig. 1. Conventional single bit-rate video coding (a) vs. layered coding (b). 



Live video requires that video frames are encoded and decoded in real-time. 
This is even more challenging for layered coding than for conventional coding 
because layer construction and reassembly requires use of additional image fil- 
ter functions and repeated processing of image data, and hence requires more 
CPU-processing. We believe that it is important that this coding is possible 
in real-time on modern general purpose processors without dedicated external 
codec hardware — partly because no current hardware unit has the functionality 
we advertise for, but more importantly, because applications in the near future 
will integrate video as a normal data type and manipulate it in application de- 
pendent manner. This require significant flexibility. Fortunately, most modern 
CPU-architectures have been extended with SIMD instructions to speed up dig- 
ital signal processing. Examples include VIS in Sun’s UltraSPARC, MMX in 
Intel’s Pentium(II), MAX-2 in Hewlett-Packards PA- RISC, MDMX in Silicon 
Graphics’ MIPS, MVI in Digital’s Alpha, and, recently, Altivec in Motorola’s 
PowerPC CPUs. 
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In this paper we show a high performance implementation of a layered codec 
capable of constructing a large set of layers from reasonably sized test-video in 
real-time. We demonstrate how SIMD parallelism and careful considerations of 
superscalar processing can speedup image processing significantly. Our encoder 
implementation exists in both an optimized C-version and in a version almost 
exclusively using SUN microsystem’s Visual Instruction Set (VIS) available on 
the SUN UltraSPARC platform. The decoder only exists in a VIS-accelerated 
version. 

The remainder of the paper is structured as follows. Section 2 presents our 
layered coding scheme and our codec model which incorporates it. Section 3 
presents the implementation of an instance of our codec model along with our 
performance optimization efforts. Section 4 evaluates the coding scheme through 
a series of measurements. Finally, section 5 discusses related work, and section 
6 concludes. 

2 The Codec Model 

Our codec combines two independent layering facilities: spatial layering and 
signal-noise-ratio (SNR) layering. Spatial layering controls the resolution of the 
image — subscription to more spatial layers means higher image resolution. SNR 
layering controls the number of bits used to represent image pixels — the more 
bits the higher pixel precision, and thus a more sharp and detailed image. 

The wavelet filter performs a subband decomposition of the image and decom- 
poses it into one low (L) and one high frequency (H) subband per dimension. The 
effect of subband decomposition on the Lena-image is depicted in Figure 0 The 
LL subband is a subsampled and filtered version of the original image. The three 
subbands, HL, LH, and HH contain the high frequency information necessary to 
reconstruct the horizontal, vertical, and diagonal resolution, respectively. There- 
fore, the HL, LH, and HH layers act as refinement (or enhancement) layers for 
the LL layer. Further, the LL subband can itself be subject to further subband 
decompositions, or can be subjected to the familiar block-based DCT coding 
scheme known from other codecs for further psycho-visual enhanced compres- 
sion. We use a 2D- version of the 4-tap 1-3-3-1 spline wavelet |3 p. 136], because 
it achieves good pixel value approximation and because it is highly summetric 
and consequently can be implemented very efficiently. 

SNR layering divides the incoming coefficients into several levels of signif- 
icance, whereby the lower levels include the most significant information, re- 
sulting in a coarse image representation. This is then progressively refined with 
the number of layers. SNR layering is a flexible and computationally efficient 
way of reducing the video stream bit-rate, and allows fine-grain control of im- 
age quality at different layers. In our codec SNR-layering is achieved through a 
DCT-transform combined with repeated uniform quantization. 

Figure 0 shows our codec model. Encoding is performed by the following 
components: The Wavelet Transformer transforms YUV images into LL, HL, 
LH, and HH layers corresponding to four spatial layers. The enhancement layers 
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Fig. 2. Wavelet transformation of the Lena image into LL, HL, LH, HH layers. 
The LL layer is a downsampled version of the original image and the HL, LH, 
and HH layers contain the information required to restore horizontal, vertical, 
and diagonal resolution, respectively. 



HL, LH, HH are sent directly to the quantizer, while the LL layer is passed on to 
the DCT stage. The DCT transformer performs the Discrete Cosine Transform 
on the LL image from above. The resulting coefficient blocks are passed on to the 
quantization stage. The Quantizer splits incoming coefficients into several layers 
of significance. The base layer contains a coarse version of the coefficients, and 
each layer adds precision to coefficient resolution. The Coder takes the quantized 
coefficients from each separate layer and Huffman compresses them to produce 
a single bit-stream for each layer. 




Fig. 3. Our codec model. In the encoding stages, the wavelet transformer sends 
the LL layer to the DCT stage before all layers go through the quantizer and on 
to transmission. The quantizer reuses coefficient remainders, as depicted by the 
arrow reentering the quantizer. 



The decoding stages essentially perform the inverse operations. The Decoder 
uncompresses the received Huffman codes. The Dequantizer reconstructs coef- 
ficients based on the decoded layers; the dequantizer works both as coefficient 
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reconstructor and as layer merger. Like the encoder, there are two different de- 
quantizers, one for DCT coefficients, which are passed on to the IDCT stage, 
and one for wavelet coefficients which are passed directly on to the wavelet re- 
construction stage. The Inverse DCT Transformer performs IDCT on incoming 
DCT coefficient blocks, which reconstructs the lowest resolution spatial layer, 
LL. The LL layer is used in the Inverse Wavelet Transformer, which performs 
wavelet reconstruction. 

The Sender and Receiver modules, which are outside the actual codec model, 
must support multi-casting for efficient bandwidth utilization. The layers are 
transmitted to different multi-cast groups, so receivers can adjust their reception 
rate by joining and leaving multi-cast groups. Further details on this design can 
be found in 

Our design does not offer temporal layering besides simply dropping frames. 
The most effective temporal compression schemes use motion compensation, but 
this does not in it self add any layering, only a lower bit rate. Our goal is to 
provide high bandwidth versatility. Moreover, it is untrivial to obtain scalability 
from a motion compensated stream, because frames are interdependent. That is, 
both the desired frame and the frames it depends on must be received. We have 
therefore decided to postpone temporal motion compensated layering to future 
work. 

3 Implementation 

The visual instruction set found on SUN’s UltraSPARC CPUs ^Dj is capable of 
processing 8x8 bit, 4x 16 bit, or 2x32 bit partitioned data elements in parallel. In 
addition to the usual SIMD multiplication and addition instructions VIS contains 
various special instructions dedicated to video compression and manipulation of 
2-3 dimensional data. Furthermore, the UltraSPARC CPU has two pipelines and 
is therefore able to execute pairs of VIS instructions in parallel P| . 

The VIS instructions are available to the application programmer through a 
set of macros which can be used from C-programs with a reasonable amount og 
effort, although it must be realized that even with these C-macros, programming 
VIS is essentially at the assembler level. The programmer is, however, alleviated 
from certain aspects of register allocation and instruction scheduling. 

Our implementation is optimized at the architecture level as well as at the 
algorithmic level. The architecture level optimizations fall in three categories: 
1) using the VIS to achieve SIMD parallel computation of 4 data elements per 
instruction, 2) using super scalar processing to execute two (independent) in- 
structions in parallel per clock cycle, and 3) reducing memory access by keeping 
constants and input data in registers, and by using the 64-bit load/store capabil- 
ities. These optimization principles are applied in all stages of the codec. Below 
we exemplify these on the layer decomposition stage. 

The the decomposition filter is applied by multiplying each pixel in a 4 x 4 
input block with the corresponding element in the filter coefficient matrix. The 
16 results are then summed into a single value and divided by 16 to produce 
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an “average”, which is the final output. This is done for each layer type. The 
filter dictates a two-pixel overlap between the current and the next input block, 
which therefore becomes the image data starting two pixels to the right relative 
to the current block. The implementation of the decomposition routine operates 
on 8 X 4 pixel blocks at a time, see Figure 0 producing 4 32-bit outputs; one for 
each of the LL, HL, LH, HH layers. It uses 64-bit loads to load input data, and 
since all data fits in registers, it requires only 4 64-bit loads and 4 32-bit stores 
pr. pixel block. The routine spills overlapping pixels from one 8x4 block to the 
next, so horizontal traversal causes no redundant memory accesses. Vertically 
there is a 2 pixel overlap, dictated by the filter, so each pair of vertical lines is 
read twice. 

By utilizing the VIS fmul8xl6 instruction, which multiplies four 16-bit values 
with four 8 bit values producing four 16 bit results, the four pixels in row 1 in 
block 1 can be multiplied with row 1 of the filter coefficients in parallel. Similarly, 
row 2 in group 1 can be SIMD-multiplied with row 2 of the filter coefficients. 
Moreover, both of these multiplications can execute in parallel: The super scalar 
processing in the UltraSPARC CPU allows execution of two independent VIS 
instructions in parallel per clock cycle. Two instructions are independent if the 
destination of one instruction is different from the source of the next instruction, 
as is indeed the case here. 

The UltraSPARC CPU is incapable of out-of-order execution, so instructions 
must be carefully scheduled, either manually or by the compiler, to fully exploit 
instruction independence. However, we found that the compiler supplied with 
the platform did not do a satisfactory job on this point and we have therefore 
manually organized the VIS-code to pair independent instructions, and thereby 
maximize the benefit from super scalar processing. Thus, SIMD parallelism re- 
duces the number of calculations by three quarters, and super scalar parallelism 
further halves this number. 
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Fig. 4. Utilizing SIMD and super scalar processing. SIMD instructions allow 4 
elements in the same row to be multiplied with the corresponding filter coefficient 
row in parallel. Super scalar processing enables two rows in the same block to 
be computed in parallel. Thus the 8 enclosed pixels are processed in parallel. 
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At the algorithmic level we exploit the fact that the filter coefficients for the 
four filters are highly symmetric. This permits computation of the LH-block after 
the LL-block has been computed through simple sums and differences of data 
already cached in CPU-registers, that is, without the need for multiplication of 
a new set of filter coefficients. Similarly, the HH-block can be derived from the 
HL-block. Therefore, all four types of data blocks are constructed from a single 
scan of each YUV picture components (Y is the luminance component, and U, 
V are chrominance components). 

With these optimizations, the implementation uses only 0.505 memory ac- 
cesses per pixel for creating all 4 wavelet layers, and a maximum of 0.344 memory 
accesses per pixel per reconstructed layer. 

4 Performance Measurements 

The input is a test video stream with 174 frames of 384 x 320 pixels at 24-bit 
colour, digitized at 18 frames per second. The video stream is a typical “talking 
head” sequence, with one person talking and two persons entering and leaving 
the image as background movement. The CPU-usage was measured on a Sun 
Ultra Creator-1 machine with one 167MHz UltraSPARC CPU and 128MB RAM. 
The test video stream is stored in YUV format, so the colour space conversion 
stage is not included in the encoding CPU-usage measurements. Likewise the 
colour space conversion and display times for the decoder are not included as 
they combined take a nearly constant 13ms. 
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Fig. 5. The layer definitions used for testing along with their significance order- 
ing. DCTo-DCTii are layers constructed from the DCT coded LL layer. HLq, 
LHq, and HHq contain the most significant bits from the corresponding wavelet 
enhancement layers. Levels 1 and 2 are refinement layers to these. 

Our codec configuration uses one level of subband decomposition, and has a 
total of 21 layers as seen in Figure 0. Layer 0 is the most significant, down to 
layer 21 as the least significant. The first 12 layers, DCTq - DCTu, are DCT 
coded layers constructed from the wavelet LL layer. The remaining 9 layers, 
HLq - HL 2 , LHq - LH 2 , HHq - HH 2 , are constructed from the corresponding 
wavelet enhancement layers, distributed with 3 SNR layers from each. The 3 most 
significant SNR layers, level 0, consist of the upper 4 bits of each coefficient from 
each of the wavelet layers. Layers from levels 1 and 2 consist of 2 additional bits 
per coefficient per layer. All three levels thus add 4 -|- 2 -|- 2 = 8 bits of precision. 
The most significant layers, i.e. those on level 0, are Huffman coded. The layers 
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on levels 1 and 2 are sent verbatim because their contents are very random and 
Huffman coding would add very little, if any, compression. 

The resulting accumulated bitrates are evenly distributed between 3.5kbits 
with one layer and 777.3kbits with all 21 layers as shown in Figure0 The lowest 
number of layers necessary to produce clearly recognizable persons in the test- 
movie was found to be 3 (DCT 0 -DCT 2 ), corresponding to an average frame size 
of 16.4kbits. This corresponds to a factor 47.4 in difference between lowest capac- 
ity receiver and highest capacity receiver — a significant variation. Sample images 
can be found on the World Wide Web http : //www. cs . auc . dk/~bnielsen/ codec/ 




(a) (b) 



Fig. 6. Bandwidth distribution on layers on the 21-layer codec, (a) Average size 
of the individual layers, (b) Accumulated frame size versus number of added 
layers. 



The CPU-usage measurements show average encoding times (for both the C- 
and VIS- version) , average decoding times (for the VIS- version) , and identifies 
the cost distribution between all codec-stages. The results are summarized in 
Tabled On average, the encoder uses 25.4ms to construct and compress all 21 
layers. This enables the encoder to process 39 frames per second, which is more 
than fast enough for real-time software encoding. Similarly, the total average 
decoding time is 34.81ms or 28fps. An additional 13ms is required for color 
space conversion and display drawing, but this still allows real-time decoding 
and display of the test video stream. Further, in most real-life applications, one 
would rarely reconstruct all 21 layers, meaning even faster decoding times. 

Decoding appears more expensive than encoding, which is unusual. However, 
the reason for this is that the decoder is designed to be very flexible with respect 
to which frames it decodes, and in what order it does so. It permits seperate 
decoding of each layer which require a separate iteration across the image per 
layer. This makes it easier to change the set of layered subscribed to dynamically, 
e.g., to reduce congestion. Also decoding can begin as soon as a layer is received. 
Finally note that two of the stages are not VIS-accellerated. 

The SIMD implementation provides a significant performance improvement. 
For comparison, an otherwise identical, efficient and compiler optimized non- 
VIS accelerated C-implementation of the encoder is capable of encoding only 
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Table 1. Average encoding and decoding time. The Wavelet Transform produces 
all 4 wavelet layers, the DCT transforms the LL layer, and the Quant & Huff 
(DCT/wavelet) stages quantize and code the 9 output wavelet enhancement 
layers, and the 12 DCT SNR layers, respectively. The DeQuant & UnHuff (DCT) 
stage decodes all 12 SNR layers. DeQuant & UnHuff(wavelet) decodes the 9 
wavelet enhancement layers. Wavelet reconstruction upscales the LL image, and 
adds resolution by reconstructing the HL, LH, and HH layers. 



Encoding time (ms) 


Decoding time (ms) 




VIS 


C 




VIS 


Wavelet Transform 


7.89 


28.15 


DeQnt&UnHuff (DCT) * 


4.58 


Quant & Huff (wavelet)* 


7.62 


9.11 


IDCT* 


2.13 


DCT* 


2.51 


8.51 


DeQnt&UnHuff(wavelet)* 


14.94 


Quant & Huff (DCT) 


7.38 


22.01 


Wavelet reconstruction 


13.36 


Total 


25.40 


67.78 




35.01 



^ The C and VIS versions of DCT and IDCT functions are from SUN’s MediaLib graphics library 1^. 
^ Only the C version exists of the (de)quantization and huffman (de)coding stages. 



14.8 fps. A more detailed inspection of the individual stages reveals that VIS 
provides speedups in the range 3-4 for these particular algorithms: The C- version 
of wavelet transformation takes 28.15ms on average as opposed to the 7.89ms 
needed by the VIS-version. This yields a speedup factor of 3.6. The speed of 
quantization and Huffman coding of the DCT coefficients is increased by a fac- 
tor 3. Also, we measure a speedup of similar magnitude, factor 3.4, for SUN’s 
MediaLib jHj implementation of DCT. The overall effect of VIS acceleration is 
that real-time coding becomes possible — with time to spare for network commu- 
nication, display updates and other application processing. 



5 Related Work 

Layered video coding and related network design issues are active and recent 
research areas. Related work on layered video codecs exist, notably E]- The 
codec in 0 resembles our codec in that they use wavelets for subband decom- 
position and DCT coding for the LL wavelet layer. Their design does not like 
ours allow for several levels of subband decomposition. They include temporal 
layering in the codec using conditional block replenishment. The authors stress 
the need for error resilient coding mechanisms for error prone networks such as 
the Internet. Their receiver-driven layered multicast (RLM) scheme, where re- 
ceivers adjust their reception rate by joining and leaving multi-cast groups, was 
developed to work in environments like the MBone |Q using IP multi-casting. Al- 
though suggestions for implementation optimizations are presented in the paper, 
they present very little information about run-time performance. 

MPEG-2 was the first standard to incorporate a form of layering, called seal- 
ability, as part of the standard Pj. But MPEG-2 is intended for higher bit-rate 
video streams, and therefore only allows for three enhancements to the base 
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layer; one from each of scalability category: spatial, SNR, and temporal scala- 
bility. Also, no MPEG-2 implementation exists that includes the scalabilities. A 
combination of MPEG and wavelet based spatial layering for very high band- 
width video is proposed in Cl- The video is repeatedly downsampled until the 
resolution reaches the resolution of the common intermediate format (cif). The 
cif-sized LL"-layer is then further processed by an MPEG based codec. Their 
proposal also offer hierarchical motion compensation of the high frequency sub- 
bands, but not temporal scalability. 

Gompression performance of our codec may be improved by using other meth- 
ods than Huffman compression. One of the most efficient methods is the embed- 
ded zerotree wavelet coding |S| , but it is most effective when using several levels 
of decomposition. 

6 Conclusions 

This paper addresses the problem of efficiently distributing a video stream to a 
number of receivers on bandwidth heterogeneous networks. We propose layered 
coding and multi-cast distribution of the video. We design a proprietary video 
codec incorporating wavelet filtering for spatial layering and repeated quantiza- 
tion for SNR layering. We contribute with a high performance implementation 
using the SIMD capabilities of our platform. Our measurements show that the 
codec is capable of real-time software encoding a test movie at 39fps and decod- 
ing at 28fps. We found that the Visual Instruction Set accelerated stages in the 
codec was 3-4 times as fast as an otherwise identical, efficient G-implementation; 
we therefore find SIMD acceleration to be worth the extra implementation effort. 

As this work was carried out as part of a master’s thesis, our experience 
suggest that the new media instructions can be successfully applied by program- 
mers without years of signal processing experience. Indeed, in several cases, the 
implementation was in fact simplified by using SIMD, although it requires a 
different line of thought. Since SIMD is integrated into virtually all modern 
GPU-architectures, we think that developers should consider using it, given the 
possible speedups. Unfortunately, the SIMD engines are not compatible between 
GPU-architectures. 
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Abstract. This paper presents strategies and tools that have been used 
in work to parallelise a satellite signal processing code. The Magellan mis- 
sion to map the surface of Venus using synthetic aperture radar (SAR) 
is briefly described, the Magellan SAR processor code is outlined, and 
a parallelisation strategy is presented. The code’s large size and limited 
documentation made the use of program analysis tools essential to im- 
plement this strategy. Three tools, FORESYS, IDA and FORGExplorer, 
are compared, and the use of FORGExplorer to perform code analysis is 
described in detail. The techniques presented are of general applicability 
to the parallelisation of codes in other application areas. 



1 Introduction 

VCPC (European Centre for Parallel Computing at Vienna) is collaborating 
with the ICC (Institute for Computer Graphics) in Graz, Austria, and JPL (Jet 
Propulsion Laboratory) in Pasadena, California, USA, to parallelize a program 
which performs image analysis on the data collected by the Magellan spacecraft 
on its mission to Venus. Due to the code’s complexity, and the limited amount 
of documentation available for it, the use of program analysis tools has proved 
to be essential, and this paper reports on tools and techniques that have been 
employed, which are also relevant to parallelisation in other application areas. 

2 The Magellan Mission 

Magellan was carried into Earth orbit in May 1989 by space shuttle Atlantis. 
Released from the shuttle’s cargo bay, it was propelled by a booster engine 
toward Venus, where it arrived in August 1990. Magellan used a sophisticated 
imaging radar to pierce the cloud cover enshrouding the planet Venus and map its 
surface. During its 243-day primary mission, referred to as Cycle 1, the spacecraft 
mapped over 80 percent of the planet with its high-resolution Synthetic Aperture 
Radar (SAR). By the time it completed its third 243-day period mapping the 
planet in September 1992, Magellan had captured detailed maps of 98 percent 
of the planet’s surface. 
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Magellan orbited Venus approximately once every 3.5 hours, passing over the 
poles, and mapped the surface of the planet in thin north-south strips about 25 
km wide and 16000 km long |2], with range and azimuth resolution of 88 and 120 
metres respectively Pj- These strips were nicknamed noodles, and some 4000 of 
them were mapped during the whole mission, 1800 per cycle. The radar system 
operated in burst mode, sending out trains of pulses and listening for echoes in 
between the pulses, and each noodle contained data from around 5000 bursts. 
The radar gathered data while looking perpendicular to the direction of motion 
(Fig. HD, and measured the strength of reflected signals, as well as how long 
each signal took to make the round trip, and changes in the signal frequency. 
This enabled the Magellan SAR processor, running on computers back on earth, 
to calculate range and azimuth coordinates from the raw data, and produce 
high-resolution two-dimensional images of the planet’s surface. 



3 The Magellan SAR Processor 

The Magellan SAR Processor is a program that implements the digital signal 
processing operations needed to convert the raw signal data to image form rep- 
resenting normalised backscatter return from the surface of Venus. The program 
operates on burst data and produces single-look image framelets, which are then 
superimposed to form multi-look image data orbit strips. Each burst is processed 
using an EFT range correlation for range compression, followed by a corner turn 
and azimuth compression using a “deramp-FFT” algorithm Side-lobe control, 
range- walk and phase shift compensation is also done during range compression. 
Azimuth processing includes side- lobe control and interpolation in azimuth spac- 
ings. Finally, geometric, radiometric and multi-look processing are performed to 
produce image framelets in a (oblique) sinusoidal projection. A utility program 




Fig. 1. Magellan SAR geometry 
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called mosaic can be used to assemble the framelets into an image of a noodle 
for viewing. 



4 Parallelisation Strategy 

From the outset it was decided to perform the parallelisation using the message- 
passing style of programming, using the portable MPI message passing interface 
p]. The 128 node QSW CS-2 machine at VCPC is being used as a development 
platform, together with the Argonne National Lab / Mississippi State University 
implementation of MPI for the CS-2. 

It was quickly realised that radar bursts represent a natural unit of paral- 
lelism in the program, since each one can be analysed independently, except for 
the final stage, called ‘look buildup’, which merges results from overlapping ob- 
servations in neighbouring bursts. However, the overlap is strictly local, so only 
a few neighbours will have to communicate relatively small amounts of data with 
each other, after the bulk of the processing for each burst has been done, and so 
an efficient parallelization of the code should be possible 

Although the SAR processor is a fairly large program, the bulk of the source 
code is involved with a preprocessing phase, which takes relatively little time to 
execute compared to the burst processing for a whole noodle. For the sample 
dataset tested on a single CS-2 node at VCPC, the initialisation phase takes 
about 59 seconds, compared with about 2.5 seconds per burst, but there are 
over 4000 bursts in the dataset, so the burst processing time totally dominates. 
Thus, the focus of attention has been directed at the main burst processing loop, 
which is located in the routine that performs the SAR correlator processing, 
process_corr. The main work of the loop is done by calls to the routines shown 
in Fig. El whose parameters are omitted for brevity. 



call corr_pp 
call pp_keyvar 
r_nbytes = cread 
call decode_sar 
call range_comp 
call corner_turn 
call az_comp 
call radio_comp 
call geo_rect 
call multi_look 



Fill processing parameter (pp) common block 

Copy key pp values to correlator common block 

Read raw burst data 

Decompress raw intensity values 

Perform range compression 

Perform a non-symmetric matrix transpose 

Perform the Azimuth compression 

Perform the radiometric compensation 

Perform a geometric rectification 

Generate multi-look image 



Fig. 2. Routines in the main burst processing loop in process_corr 



The final routine multiJLook is the only one that does not operate indepen- 
dently on each burst, and is the one that writes the image to disk. The basic 
strategy is to re-code this loop so that each iteration can be executed as a task on 
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a separate processor. In practice, a pool of processors, each with code to execute 
a single burst, would have burst data distributed to them by a master process. 
The resulting image data could be collected by the same master process, or by 
another process, but for now let’s assume that there is a single master controller. 
In order to be able to re-code the loop like this, it is necessary to understand its 
data dependences. In particular it is necessary to identify: 

1. Variables which are set before the loop, and read inside it, as this implies 
communication of initial values from the master to worker processes. 

2. Variables which are set inside the loop and read after it, which implies com- 
munication of values from the workers back to the master. 

3. I/O, which must be properly sequenced. File handles need special treatment, 
as you can’t write to a handle opened on another processor. 

4. Variables whose values are read within the loop, before later being updated, 
as their values depend on an assignment from the previous iteration, and 
imply communication between worker processes. This represents an anti- 
dependence from the first statement to the second. 

Not only variables which are local to the subroutine containing the loop must 
be considered, but also any variables in common blocks that are used either by 
the routine itself, or any other routines that it calls, directly or indirectly. 

Other work ^ has used a finer-grained approach, parallelising the range 
and azimuth compression code, but for the Magellan SAR processor that would 
give a limited maximum possible speedup, due to the residual sequential code. 
For example, it is estimated that if the rcinge_comp, corner_turn and az_comp 
routines were parallelised with 100% efficiency, a maximum speedup of only 3.0 
could be obtained. 

The source code for the SAR processor consists of approximately 125 thou- 
sand lines of Fortran, divided among approximately 450 subroutines, together 
with approximately 6500 lines of C, and although focusing on the main burst 
processing loop means that only around 5500 lines (plus included common block 
declarations) need to be analysed in depth, this is still a substantial body of 
code, so manual analysis would be extremely laborious, and support from par- 
allelisation tools is highly desirable. 



5 Evaluation of Parallelisation Tools 
5.1 FORESYS 

FORESYS is a commercial tool marketed by SIMULOG. It is a ‘Fortran engi- 
neering system’, and has a range of features that help improve scientific software. 
Initially version 1.4.1 was used, and later version 1.5 when it became available. 
The features of the tool that were evaluated were code browsing, program anal- 
ysis, and program restructuring. 



392 Ian Glendinning 



Code Browsing FORESYS has a graphical user interface which simplifies 
code browsing, for example by being able to open a new window displaying the 
source code for a routine, simply by highlighting its name in another window 
and selecting a menu option. Although conceptually simple, this was found to 
be quite useful in practice. 



Program Analysis The feature of FORESYS that seemed potentially most 
useful for this work was its program analysis component, called PARTITA, which 
was able to graphically display dependences (Fig. 0). However, in practice the 
display became cluttered with information about types of dependence which 
weren’t relevant to the coarse-grained task parallelism that had been selected 
for the Magellan code. There was also no obvious way to identify dependences 
between variable references inside the main loop and those outside it. 




Fig. 3. Program analysis with FORESYS 



Program Restructuring The tool was found to have an impressively robust 
front end, which was able to handle the non-standard Fortran extensions used 
in this large code, almost without complaint. It was also able to transform the 
program into equivalent code in standard Fortran 77 (it can also produce Fortran 
90, but that was not relevant in this case). This rather straightforward sounding 
feature turned out to be its most useful one in the context of this work, as 
neither IDA nor FORGExplorer could have been used without it. Neither of 
them had a front end robust enough to handle the non-standard Fortran code of 
the Magellan SAR processor, which had to be cleaned up first using FORESYS. 
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5.2 IDA 

IDA (Inter-procedural Dependency Analyser), a public domain tool available 
from the University of Southampton and VCPC It provides interprocedural 
information about Fortran programs, such as: 

1. Call graphs: the calling relationships between program units 

2. Traces of variables: where and how a variable is used throughout the program 

3. Common block partitioning and usage: how common blocks are partitioned 
into variables in each program unit, and how those variables are used in that 
unit and its descendents 

4. Procedure references and argument associations: the location and actual 
arguments of every call to a particular procedure 

IDA was designed for speed and simplicity of operation rather than sophis- 
tication. It provides a text command interface, not a graphical one, and it only 
performs code analysis, not code transformation. However, it is simple to use 
and its analysis is fast, and its variable trace feature proved to be a useful start- 
ing point for investigating some of the dependences within the Magellan SAR 
code, which were later investigated more fully using FORGExplorer. IDA actu- 
ally provides much of the functionality offered by FORGExplorer, but the latter 
tool’s more sophisticated user interface made it much easier to use in practice. 

5.3 FORGExplorer 

FORGExplorer is a commercial tool marketed by Applied Parallel Research. 
It has a Motif GUI, and presents a global, interprocedural view of a program. 
It can perform searches and variable traces, and features an interactive, inter- 
procedural Distributed Memory Parallelizer (DMP). Initially version 2.1 of the 
tool was used, and later version 2.2 when it became available. The front end of 
version 2.1 did not accept all of the non-standard Fortran features in the code, 
and so FORESYS was used to produce a cleaned up version of the code which 
FORGExplorer could process. The features of the tool that were evaluated were 
code browsing, the DMP option, and the global analysis views. 



Code Browsing Similar facilities to those of FORESYS are provided for code 
browsing, and they are similarly useful, though there are slightly more options. 
The Gall Subchain display, which represents the call graph as a list of routine 
names, indented according to their call level, was found to be particularly useful. 



Distributed Memory Parallelizer The idea of an automatic parallelizer was 
obviously attractive, and so some time was invested in ‘profiling’ the routines 
that were unknown to the tool, that is the ones for which it does not have source 
code, such as the G routines in the Magellan code. The types of their arguments 
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must be specified, and whether they are read from or written to. Unfortunately, 
having profiled the unknown routines, it was discovered that the program was 
too complex for FORG Explorer to handle, and it looped indefinitely. It may have 
been possible to get further with the DMP using semi-automatic parallelisation 
options, but it was decided to be less ambitious, and to investigate the manual 
inter-procedural analysis features of the basic FORGExplorer tool instead. 



Global Analysis Views Manual analysis of the code using FORGExplorer ’s 
global analysis views proved to be a much more fruitful approach than the DMP 
option, and in particular the variable tracing and common block usage displays 
were found to be extremely helpful for identifying dependences. The variable 
tracing display (Fig. EJ lists all program lines where a variable is referenced, 
following the path that items passed through common or subprogram arguments 
take, and the common block usage display shows a grid of common blocks versus 
subprograms. At the intersecting cells, the usage of the common block by each 
routine is summarised, according to whether variables are set and/or read. 
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Fig. 4. The FORGExplorer Trace window 



6 Program Analysis and Parallelisation 

Having evaluated the tools, FORGExplorer was the clear winner in terms of its 
program analysis features, and so it was applied to the analysis of the Magellan 
SAR code, to implement the parallelisation strategy. 
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6.1 Isolating the Slave Process Code 

The first step was to identify precisely which code from the burst loop (Fig. EJ 
would be run as a slave process, and to localise it in a separate subroutine, giving 
it a clean interface to the rest of the code, exclusively through common blocks. 
It was decided to keep the creadO statement in the master process, together 
with the two routines called before it, as that represented a particularly clean 
break in the loop. The remaining routines in the loop were moved into a new 
subroutine, called process_burst. The new routine inherited all of the common 
block and local data declarations from process_corr, and in addition, all of the 
local variables were declared to be in a new common block, so that values set in 
one routine could be read by the other. 



6.2 Using FORGExplorer’s ‘Reference Node’ 

The next step was to restrict the area of interest to the process_burst routine, 
and routines called by it, by setting FORGExplorer’s ‘Reference Node’ to it. The 
‘Common Blocks’ display shows that the whole program uses 415 routines, 91 
of which reference data in common, spread over a total of 61 common blocks. 
Setting the reference node to process_burst reduced the area of interest to 15 
routines, referencing 14 common blocks. Potentially that means 15 x 14 = 210 
common block references, but FORGExplorer showed that in fact there were 
only 40, and so had succeeded in reducing the size of the problem considerably. 



6.3 A Simplified Parallelisation Strategy 

Although the complexity of the program analysis had now been much reduced, 
the dependencies within the multi_look code were still fairly complex, and in 
order to obtain an initial parallel version of the code as quickly as possible, 
it was decided to first construct a simpler parallel version of the code than 
originally planned, by moving the call to multi_look() out of process_burst, 
into its calling routine process_corr. In this scheme, the maximum amount of 
parallelisation is limited by the sequential code remaining in multiJLook, but 
the analysis is significantly simplified, as just 8 routines need to be considered in 
process_burst, and there are a total of just 14 references to 8 common blocks. 



6.4 Dependence Analysis 

The dependences between the master and slave processes were then analysed, 
so that the communications necessary between them in the parallelised code 
could be determined. This was done using the common block displays for both 
process_burst and process_corr, together with the variable tracing display. 

The ‘Gommon Blocks’ display allows a display of each individual common 
block to be opened, which shows a table of variables in the common block ver- 
sus the routines that access them, and for each variable reference it it indicated 
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whether it is read and/or set. Variables in the common blocks that were ref- 
erenced within process_burst fell into three categories, according to whether 
they contained variables that were: 

1. Read but not set within process_burst 

2. Set within process_burst and read afterwards in process_corr 

3. Set and then read within process_burst, but not used in process_corr 

Those in the first category were the easiest to identify, since it was enough 
that all their references were reads, but for those in the other two categories, 
it was necessary to check the read and write usage of the individual variables 
in the common blocks, since different variables set in a common block may or 
may not be read later. This was done using the variable tracing display, which 
also revealed accesses to common block variables that were passed to routines 
as arguments, although the common block was not declared in the routine, in 
which case the references were not indicated in the common blocks display. The 
variable tracing feature was also used to check for anti-dependences within the 
burst loop (a variable read followed by a set), but none were found. Fig. 0 
summarises the results of the dependence analysis, where the numbers in the 
grid cells correspond to the categories of reading and writing defined above. 
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Fig. 5. Results of dependence analysis - Common blocks vs. routines 



The communication of variables between master and slave processes can now 
easily be deduced. Variables in category 1 must be sent to the slave when it 
starts to execute, those in the category 2 must be sent back to the master when 
the slave has finished its processing, and those in category 3 require no action. 



6.5 Parallelisation 

Although the slave code was isolated from the rest at an early stage in the 
work, the whole program was kept sequential for as long as possible, so that it 
could be compiled and tested after each modification, to make sure that it still 
behaved as before, and so that the global analysis features of FORGExplorer 
could continue to be used on the whole code. Eventually, having performed the 
dependence analysis, the code was split into two executables, one for the slave 
process, containing the code for the process_burst routine, and one for the 
master process containing the rest of the code. Further analysis showed that the 
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large arrays in the common block /BUFFER/ could be split between the master 
and the slave, which reduced the size of both executables considerably, which is 
important as they are close to the limit of available memory on the CS-2. The 
insertion of the MPI communication calls is currently being performed. 

7 Conclusion 

The parallelisation strategy that has been adopted for the Magellan SAR pro- 
cessor is to re-code the burst processing loop so that part of each iteration can 
be executed as a task on a separate processor. Due to the complexity of the 
code, program analysis tools were needed to help implement this strategy. The 
FORESYS, IDA and FORGExplorer tools were evaluated regarding their suit- 
ability for the task, and it was found that the most effective approach was to use 
FORGExplorer’s variable trace and common block usage facilities, in conjunc- 
tion with FORESYS as a preprocessor to clean up the code. The data depen- 
dences for a slightly simplified parallelisation strategy were analysed, and work 
has begun to implement the corresponding parallel program. FORGExplorer is 
a general tool, and the techniques that have been described are also applicable 
to the parallelisation of codes in other application areas. 
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Abstract. This paper presents the parallel image processing package MMIPPS 
(multitemporal and multispectral image processing on parallel systems) 
developed in a project of the partly EC funded Parallel Computing Initiative II. 
Image classification and rectification are computational intensive image 
processing routines, capable to benefit from parallelization. This paper reports 
the development approach and the performance results achieved on standard 
networks of PC’s and workstations. It is shown, that the MMIPPS package 
provides the expected results and speed-ups for the selected image processing 
tasks, leading to shorter completion times and a more efficient service. 



1 Introduction 

Computational intensive image processing tasks are typical for various remote 
sensing applications [1-7]. Commonly processed optical satellite images, eg. of the 
Landsat Thematic- Mapper series, have an average size of 36 Mbytes per spectral 
band and up to 7 bands (or more for multitemporal processing). The CPU processing 
time on such images can depend considerably on the complexity of the service to be 
provided. Moreover, the response and turn-around times of image processing increase 
with the image size. In many cases the productivity and efficiency is limited by 
inadequate computational power available by sequential image processing software 
packages. 

Therefore, the MMIPPS image processing package has been developed to 
demonstrate the benefits of High Performance Computing and Networking (HPCN) 
technologies in the domain of Earth Observation by the means of the development of 
a HPCN image processing software accelerator. Computationally intensive image 
processing tasks are accelerated by the MMIPPS Image processing package, leading 

P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC99, LNCS 1557, pp. 398-407, 1999. 

Springer-Verlag Berlin Heidelberg 1999 
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to reduced service-time, and/or a better service quality within the same time frame. 
The package provides a fully scalable environment, which is interoperable with many 
existing (sequential) image processing packages, thus allowing the optimal 
exploitation of available computational resources and reaching excellent speed-up 
figures. In particular, the MMIPPS Image processing package provides following 
tasks, which can he launched through an user-friendly graphical environment: 

• Unsupervised Clustering, for the generation of a set of clusters that are used in the 
Supervised Image Classification phase. 

• Supervised Image Classification, to classify image pixels. Following decision rules 
are provided: Parallelepiped, Maximum Likelihood, or Minimum Distance. 

• Image Rectification, to perform transformations of satellite data either to fit to 
another image or to a map projection. The selected spatial transforms are: Elmert, 
Polynomial Interpolation on Ground Control Points, and Delaunay triangulation. 
The resampling is done with the Nearest Neighbour, Bilinear Interpolation, or 
Cubic Convolution method. 

The integration of the MMIPPS package into the existing image processing 
environment is guaranteed through the support of most of the import image formats in 
remote sensing applications such as Landsat (BSQ), SPOT (BIT), TIFF, and RAW. 
Moreover, MMIPPS can be launched on both homogeneous and heterogeneous 
networks of Workstations and/or Personal Computers, taking advantage of the 
already available processing environment. Currently the package is available on 
platforms (e.g. PC-, HP-, SUN-, Silicon Graphics workstations, etc.) which are 
equipped with the Posix Operating System as well as on PCs which are equipped with 
Windows95. The MMIPPS package is fully configurable; the number and names of 
the processing elements of the network can easily be specified by the user, and the 
package automatically selects the appropriate partition size of the data to be 
processed. The adopted communication model and related run-time environment (i.e. 
Parallel Virtual Machine) guarantees a high degree of portability. Furthermore, the 
MMIPPS Image processing package is scalable, both in terms of the number of 
processing elements within the network and of problem size. 

In the following the paper presents a short description of the selected image 
processing functionality, an overview over the development approach used (section 
3), and the main results (section 4), closing with the conclusions. 



2 The Image Processing Functionality 

The MMIPPS Image processing package is designed to boost selected 
computationally intensive image processing tasks offering a considerable potential for 
parallelization. Among the standard image processing tasks image rectification and 
image classification have been identified as the most relevant tasks to be considered 
in the MMIPPS package. 
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2.1 Classification Functionality 

Classification routines are used to infer thematic information from multispectral 
and/or multitemporal satellite data. Prominent examples in satellite remote sensing 
are land-use/land-cover classifications. The most widely applied classification 
routines are unsupervised clustering, parallelepiped, minimum distance, and 
maximum likelihood. In general, two major classification approaches can be 
distinguished - firstly the so-called supervised and secondly the unsupervised 
classification. However, the underlying algorithmical structure of these routines is the 
same. 

The class, to which a pixel of a multispectral image is assigned, is determined by 
means of prescribed statistical information. This information is used as parameters of 
a decision function that implements the classification process. The decision function 
can be quite simple and straightforward, as shows the case of parallelepiped 
classification, where the decision function is merely a membership test for intervals or 
more complex as in the case of Maximum Likelihood where a discriminating function 
bases on statistic probability is used. 

Anyway these routines have all the same algorithmical structure: 

for each pixel p in the input image 

do 

determine the class c in [7,.. that 
minimises/maximises/fullfills: D(p,c) 

od 

where D(p,c) is either a Boolean function (Parallelepiped Classifier), a distance 
function (Minimum Distance Classifier) or a discriminating function (Maximum 
Likelihood Classifier). 



2.2 Unsupervised Classification Functionality 

In unsupervised classifications the clusters are automatically computed. The basis of 
the unsupervised classification process is an iterative process that, based on an initial 
guess of class-characteristics, determines the centers of representative classes. During 
each iteration a sub-sample image is classified using the minimum distance 
classification routines which leads to new class statistics. The algorithm scheme can 
be directly derived from the above one including it inside a loop ending when either a 
prefixed number of iterations or a statistic convergence is reached. 



2.3 Rectification Functionality 

Rectification routines are used to resample a satellite image either to another image or 
to a map projection. Basically, the resampling process consists of two operations (i) a 
spatial transformation, which defines the "re-arrangement" of pixels on the image 
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plane, and (ii) a gray level interpolation, which deals with the assignment of gray 
levels to pixels in the spatially transformed image. The spatial transformation 
algorithms implemented by the Rectification module are: 

Elmerts Method, 

Delaunay Triangulation, 

Polynomial Transformation. 

During the spatial transformation one of the following resampling methods is used: 
nearest neighbor, bilinear interpolation, and cubic convolution. 



3 Development Approach 

The requirement analysis has shown that the development of a complete HPCN 
Image Processing Software Accelerator from scratch was more efficient than the re- 
use of the code of the available sequential packages [8,9]. The software package was 
designed to act as an "accelerator" for a subset of the CPU intensive standard services 
related to Unsupervised Clustering, Supervised Image Classification, and Image 
Rectification. Furthermore, it was designed and developed to allow the 
interoperability of the MMIPPS Accelerator with the existing (sequential) image 
processing packages: standard image file formats such as TIFF and Raw and more 
satellite specific but widely used formats such as Landsat TM and Spot can be 
directly processed and produced as output by the MMIPPS accelerator. The input and 
output data are compatible with other image processing software packages and no 
post processing is required because of the introduction of parallelism. The following 
sub- sections provide some details about the technology and parallelization approach 
used and the results, mainly the speed-up factors, obtained. 



3.1 Technology and Parallelization Approach 

In order to guarantee a high degree of portability and to allow the use of cheaper 
platforms (e.g. PC), the MMIPPS Accelerator has been implemented in ANSI C and 
Tcl/Tk [10-12]. The parallel version of the image processing algorithms has been 
implemented using the Parallel Virtual Machine (PVM) as message passing 
programming paradigm. PVM was chosen because of its ease in programming and 
high portability. Furthermore it allows the use of heterogeneous network of PCs and 
workstations [13]. A top-down design methodology was adopted during the design 
phase of the parallel algorithms; in particular, the following aspects were evaluated: 
the identification of the programming functions that could be executed in parallel - 
each of these functions was encapsulated in a separate programming module, 
the definition of distribution of the data among modules, 

for each algorithm class (i.e. unsupervised clustering, supervised classification, and 
rectification) the assessment of the dependency of the theoretical speed-ups on 
parallelization parameters such as the image block size, 
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the computation of the complexity of the algorithms’ parallel version - the 
comparative analysis with the corresponding sequential algorithms imposed the re- 
design of some parallel algorithms, 

the design of the MMIPPS Accelerator using a structured design method. 

The remote sensing algorithms evaluated exhibited (i) a limited amount of control 
parallelism (i.e. the simultaneous execution of different instructions streams) but (ii) a 
high amount of data parallelism (i.e the possibility to assign data elements to various 
processors, each of which performs identical computations on its data) [8]. In fact an 
accurate analysis showed that the image processing operations could be executed 
independently, and therefore in parallel, on each pixel. It followed that the parallelism 
grain could be as fine as necessary: the available resources (i.e. number of processing 
elements, their relative speed, amount of local memory, speed of the network and 
work-load of processors and network) determine the optimum level of parallelism. 




Fig. 1. Diagram of the skeleton architecture of the MMIPPS parallel algorithms. 

Fig. 1 depicts the skeleton architecture of all the parallel algorithms composing the 
MMIPPS accelerator [14]. An Emitter Worker Collector approach was followed 
for managing dynamic work-load balancing and process failures; in particular: 

• the Emitter is responsible for activating the other components, partitioning the 
input data image and sending each input data partition to an idle Worker; 

• each Worker is in charge of processing its input data partition in accordance with 
the specific algorithm implemented (e.g. a type of worker for each image 
processing algorithm) and sending the results (which can be either processed 
image blocks or statistical data, depending on the algorithm ) to the Collector; 
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• the Collector component is responsible for collecting the results of processing 
carried out by each Worker, and producing the result. This means that it rebuilds 
the complete output classified or rectified image starting from the received 
processed blocks, or, in the case of Unsupervised Clustering, it produces global 
statistics from the partial ones. 

The MMIPPS package runs on a network of platforms (e.g. PC-, HP-, SUN-, Silicon 
Graphics workstations, etc.) equipped with Unix operating systems or a network of 
Personal Computer equipped with Windows 95. 



4 Results 

The system validation has shown that the MMIPPS modules work correctly and that 
the quality of the results is high. The qualitative validation was largely based on a 
comparative assessment with results from comparable sequential software packages. 
In order to guarantee a systematic approach each MMIPPS feature was tested and 
validated individually. Furthermore, within each feature (rectification, unsupervised 
clustering, classification) all relevant parameter settings were evaluated separately. 

Performance tests have been carried out under various network environment 
configurations to demonstrate the efficiency of the MMIPPS package. In order to 
base the tests on a reproducible approach, quantitative measures such as Absolute 
Running Time, Efficiency, Speed-up and Overhead have been selected to evaluate the 
computational power of MMIPPS. Such measures are defined as follows: 

the Absolute Running Time T is the global time spent for the execution of a 
function F. 

the Speed-up S is defined as: 

s = T/r (1) 

where T is the running time of the sequential implementation of F and is the 
running time of its parallel implementation. The speed-up shows the speed gain of 
the parallel implementation of a function with respect to the sequential one. 
the Efficiency E is defined as: 

E = S/N (2) 

where N is the number of processors used to execute the parallel version of a 
function F. The efficiency expresses the utilization degree of the processors, 0<E 

1 . 

The Overhead O is defined as: 

0 = T^-T, (3) 

where T^.^= TJN represents the lower bound for the running time that could be 
reached using N processors (ideal speed-up). The overhead expresses the time 
spent executing the operations required to support the parallel implementation of a 
function F, such as communications, processes scheduling etc. 
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Most of the performance tests have been performed in a realistic commercial working 
environment. System loading and network traffic varied significantly, so the tests 
have been performed repeatedly. The average time is as result. 



4.1 Unsupervised Classification 

Performance tests of the unsupervised clustering routine have been performed on a 
network of 9 SUN SLC and SUN ELC machines. The results showed that the speed- 
up obtained is close to the ideal one when equivalent workers are used (Fig. 2). The 
tests also demonstrated that the performance was improved significantly by the 
introduction of a dynamic load balancing model. The efficiency values shown in Fig. 
3 indicate an optimal use of the available resources by the parallel algorithm. 




No. of Workers 

Fig. 2. Unsupervised clustering 
algorithm, measured speed-up on a 
homogeneous network of Sun 4 Solaris 
Workstations Input: 3-band image, 41520 
sub image pixels, 64 classes. 




No. of Workers 



Fig. 3. Unsupervised clustering algorithm 
efficiency. 



4.2 Supervised Classification 

The performance tests of the classification routines have been based on several 
statistics files with a varying number of classes. The tests have been performed using 
the possible parameter constellations for the provided methods. 

Due to differences in the complexity of the algorithms, the computing times vary 
significantly. The minimum distance method takes about two times, the maximum 
likelihood classification even 20 times the computing time of the parallelepiped 
method. Other parameter settings (ranking, distance measure, band weight, etc) have 
only limited influence on the performance of the routines. 
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No. of Workers 

Fig. 4. Supervised classification algorithm: measured speed-up on a homogeneous of a 
network of Silicon Graphics Workstations, Input: 4-band image, 4MB per band, 64 classes. 





Fig. 5. Comparison between the measured (left hand) and the theoretical (right hand) 
efficiency of the parallelization (PPC parallelepiped classification, MLD maximum likelihood 
classification, MDC minimum distance classification). 

The large number of processing steps per pixel leads to good speed-ups for the 
parallelized image classification module. The less sophisticated classification routine 
PPC lacks this complexity, and hence is expected to give good speed-ups only on 
very special parallel computers with fast communication networks. 

A simple performance model [15] has been applied to calculate theoretical 
efficiencies for the parallelization. In this model, which uses the number of processors 
and the communication time only, the efficiency E is given by the equation 



Ts+pTc{p) 



(4) 
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where is the sequential execution time, p the number of processors and the 
communication time for p processors. The parameters required in this equation have 
been derived from [15]. A comparison between the results of this model and the 
experimentally found efficiencies for the classification algorithms is given in Fig. 5., 
the correspondence between the diagrams is good. 



4.3 Rectification 

Due to the relatively low computational component the parallelization effect for 
rectification is less significant than for the other functions. This results in lower 
speed-ups and efficiencies, especially the speed-up is not linear with the number of 
workers but converges to an upper limit. 

With this restriction, the performance tests of the rectification procedures showed 
the expected overall behavior. The influence of the resampling method decreases with 
the order of the rectification algorithm as the computation time consumed for the 
calculation of the positions increases whereas the computation time consumed for the 
interpolation remains constant. 

For further investigations the efficiency model given in equ. (4) has been applied. 
The results indicate that significant speed-ups can only be expected if high-speed 
networking is utilized. 



5 Conclusion 

The MMIPPS package has shown to be a useful extension to existing image 
processing software. The package easily integrates into existing image processing 
environments especially through the support of most of the relevant image formats 
which are applied in satellite remote sensing. Moreover, the MMIPPS package 
provides a fully scalable production environment, boosting the following 
computationally intensive image processing tasks: 

• Unsupervised Clustering, for the generation of a set signatures of clusters that are 
used in the Supervised Image Classification phase. 

• Supervised Image Classification, to classify image pixels by using one of the 
following decision rules: Parallelepiped, Minimum Distance, or Maximum 
Likelihood. 

• Image Rectification, to perform map projections in different cartographic systems. 
The available spatial transforms are Elmert, Polynomial Interpolation on Ground 
Control Points, and Delaunay Triangulation. The resampling is done with the 
Nearest Neighbour, Bilinear Interpolation or Cubic Convolution method. 

Performance tests of the MMIPPS package both in homogeneous and heterogeneous 
environments have shown the expected effects - the speed-up scales with the number 
of workers and the scaling with respect to the amount of data to be processed is nearly 
linear. Especially in the case of heterogeneous and loaded environment, MMIPPS 
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proved to be robust and well capable to compensate for bottlenecks of smaller 
available CPU or network capacities. The performance on homogeneous unloaded 
networks is good and is considerably improved for heterogeneous and loaded 
networks through the introduction of a dynamic load balancing. 
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Abstract. This paper presents an MPI-parallelized version of a match- 
ing algorithm for synthetic aperture radar (SAR) images. First the ne- 
cessity for automated matching and the chosen algorithm are outlined 
briefly, and the algorithmic structure and the applied parallelization 
strategy are then presented and discussed. Performance results on a 
Cray T3D and a PowerChallenge from SGI are given, showing unex- 
pected differences between these architectures. Performance analysis in- 
dicates a bottleneck in data I/O. 



1 Introduction 

Producing an atlas of planet Venus based on data sensed by the Magellan probe is 
challenging due to the amount of data and the algorithms needed. More than 400 
Gbyte of raw data must be processed, partially with specialized SAR algorithms 
that are very compute-intensive. 

NASA created the so-called Magellan Stereo Toolkit (MST) as a collec- 
tion of sequential algorithms which an individual data user could employ to 
process small subsets of the Magellan images. The most frequently used algo- 
rithms are image matching, resampling and gridding, shape-from-shading and 
perspective rendering. Matching and shape-from-shading are candidates for par- 
allelization since they are the most time consuming algorithms. However, shape- 
from-shading already has been parallelized ■ 

Initial results (e.g. Leberl jO]) demonstrated that matching SAR stereo pairs 
is a successful strategy to obtain a Digital Elevation Model (DEM). This is 
especially valuable for regions that cannot be explored otherwise, which holds 
for the whole planet Venus. Hence, matching is the central part for processing 
stereo pairs and thus accurately overlapping basic Magellan data stripes. 

Parallel and therefore faster matching allows more compact production cycles 
and consequently better quality, since a nearly interactive usage of matching will 
allow accompanying quality control and an online re-adjustment of matching 
parameters. 
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2 SAR Matching 

Image matching establishes a set of corresponding points in two overlapping 
images. Various approaches exist, which for radar images are mainly based on 
correlation of pixel arrays, yet must cope with the radiometric differences due to 
illumination differences. Therefore, some algorithms use additional information 
derived from edge filters and local image statistics Pj. 

In figure Ha pair of images is shown which is a typical input to the matching 
algorithm. Additionally, some of the corresponding points (matchpoints) are 
numbered and plotted in both images. 




Fig. 1. A pair of SAR images with some matchpoints found by Xmatch. 



As one can see, the images are very noisy and features have different bright- 
ness, thickness and shape. The speckle noise is common to all SAR images and 
caused by the imaging technique itself. The variation of the features in both ra- 
diometric and geometric extent mainly arises because the two images are taken 
from different look angles. This is necessary for computing a DEM based on 
matchpoints, but also makes matching more difficult. Effects only present in SAR 
images like foreshortening, layover and shadow further complicate the matching 
process. 

The algorithm we parallelized is called Xmatch and was developed by Scott 
Hensley at JPL [S|. It is based on template matching. In order not to be irritated 
by the noise, it first matches at a very coarse grain level and then refines the 
accuracy of the matchpoints by taking more and more detail information, mean- 
ing not performing a low-pass filter before correlating the templates. Although 
the algorithm becomes very robust due to this hierarchical structure, it requires 
a lot of memory and computations. 

In figure O the areas important for matching a single point are illustrated. 
Since Xmatch is based on template matching, such a template or region of interest 



410 Alois Goller 



(ROI) is defined around the point in question. A template with the same size 
is then moved over the second image, any time calculating the cross-correlation 
of these two templates. Since finding a matchpoint requires surrounding points 
(ROI) to be available and in memory, a halo region can be defined, in which no 
matchpoints can be found. 



size of image i.e. overlapping area of right and left image 




Fig. 2. Halo and template required for matching. 



3 Algorithmic Analysis 

Xmatch mainly is written in Fortran 77, but some I/O subroutines and control of 
the Xll display are encoded in C. The sequential version was developed for and 
tested on Sun workstations. Portability between SUN and SGI was no problem, 
but getting the code to run on the Cray T3D was difficult due to different length 
of integers and different calling conventions between C and Fortran. 

The algorithmic structure of Xmatch is shown in figure 0 The easiest way 
parallelization can be applied is by distributing memory blocks across the pro- 
cessors. This coarse grain parallelization matches quite well to the use of MPI 
and the manager/ worker paradigm, as outlined in section 0 

The next loop, the iteration loop, cannot be parallelized since results from 
one iteration are used to calculate more accurate points in the next iteration. 
However, within one iteration, there are 5 double-nested loops which might be 
of interest. 

The best candidate is the “find matches” loop, since 98% of the time is spent 
there. To parallelize at this level, several arrays must be interchanged between 
processors and many global sums are to be calculated. This level of parallelism 
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simple data decomposition 
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all-to-all sum 



data dependencies => sequential 



between all 5 loops, 2 shared 
arrays must be updated 



Fig. 3. Xmatch algorithmic structure. 



is better suited for an implementation using communication directly via shared- 
memory. 

We focus on the possibility for coarse grain parallelization. We expect the 
load-imbalance to be less problematic than the additional overhead in commu- 
nicating all the common arrays. 

4 Computing Platform 

Due to an opportunity in connection with the TRACS program we were able 
to utilize the Cray T3D supercomputer hosted at the Edinburgh Parallel Com- 
puting Center (EPCC). It consists of 512 nodes, each containing a DEC- Alpha 
RISC processor and 64 Mbyte of main memory. Xmatch could only be ported to 
the Cray T3D by solving of a variety of problems, dominated by non-compatible 
data types for REAL and INTEGER, missing BYTE (or INTEGER*!) data 
type on Cray T3D and different interfaces between C and Fortran 77 functions. 

The second architecture is a PowerChallenge from SGI containing 20 pro- 
cessors. Each RIOOOO processor is clocked with 194 MHz and equipped with 
primary data and instruction cache of 32 Kbytes each, and 2 Mbyte secondary 
cache (p:I32k-|-D32k, s:2M). All 20 processors share an 8- way interleaved, global 
main memory of 2.5 Gbyte. 



5 Parallelization 

We decided to keep the C and Fortran mixture and to apply the Message Pass- 
ing Interface (MPI |Zj) standard library for parallelization. In specific, we used 
CHIMP on the Cray T3D and MPICH on the PowerChallenge. For performance 
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and portability reasons, the graphical user interface is no longer supported in 
the parallel version. 

There exist two widely known approaches to parallelize domain-decomposed 
problems 0: The “manager/ worker” and the “data-parallel” paradigm. In the 
manager/ worker model, one process, the manager, controls the other processors, 
the workers. Any time a worker becomes idle, it asks the manager for a new task. 
Dynamic load balancing usually produces good performance results here. In the 
data-parallel model, all nodes are equal, each processing a predefined part. This 
rather static load balancing scheme works well on equally sized tasks. 

We tried to combine these two techniques for several reasons: During the 
initialization phase, input data must be moved to every worker. Instead of letting 
the manager read in the whole files and then communicate selected pieces to the 
workers, the workers themselves read in the necessary pieces directly from disk. 
Thus, we expect to avoid an I/O bottleneck at the manager, as also outlined in 
figure 0 



Task Farm 




Disk I/O 

Fig. 4. I/O communication scheme: Every worker accesses the disk. 



Except at the very beginning and at the end, the manager also computes 
matchpoints as the workers do. This helps to fully utilize all processors, since 
otherwise the manager would be idle during that time. At the beginning, the 
master only reads meta-information, computes controlling directives and dis- 
tributes both to all workers before actually starting to work. Finally, the master 
sorts the matches that have been reported to him during the previous stage and 
writes the output file. 

Furthermore, partitioning the input images into larger pieces causes less over- 
lapping regions (see figure EJ and therefore less overhead due to parallelization. 
We expect a short startup time, minimal internal data communication and high 
utilization of processors. This combination also appeared to be an easy program- 
ming and communications model. 
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6 Results 

There are two widely used figures to illustrate a computer’s performance: Speed- 
up S and efficiency e. Aiming to maximize speed under the constraint of maximal 
utilization, Ghosal 0 defines efficacy 77 as benefit B (~ S{p)) divided by cost C 
(~ l/e{p)), leading to: 




S{P) 



w 

p 



Additionally we use the scaleup, plotting the time one processor needs for a 
fixed piece of work over the number of processors in total. This requires that the 
size of the input images is doubled whenever the number of processors doubles. 
Constant time will be expected for all experiments. 



6.1 Cray T3D 

Performance of the Cray T3D is shown in figure 0 The left plot summarizes the 
speedup (S), efficiency (e) and efficacy ( 77 ) for a pair of images each IK x IK 
pixels large. Because of the coarse grained parallelization, with this data set not 
more than 8 processors can be utilized. However, efficacy already has its peak 
at 4 processors, pointing to other problems than load-balancing. 



Xmatch Performance on T3D 




Number of Processors 



Xmatch Performance on T3D 




Number of Processors 



Fig. 5. Performance on Cray T3D. 



To get an impression of scalability, we kept the amount of work to be per- 
formed at one processor constant and measured the scaleup as illustrated in the 
right plot of figure 0 Each processor has to match 250K pixels in this config- 
uration. This equals to an IK x IK image for 4 processors and to a 4K x 2K 
image for 32 processors. Such an analysis bypasses the load balancing problem 
and inefficiencies caused by the parallelization method, and shows bottlenecks 
of the system. 
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The ideal horizontal line only can be seen for less than 4 processors. We found 
disk I/O bandwidth to be the bottleneck. All files are stored on a single disk and 
this disk is interconnected to the T3D by an ordinary Ethernet 10 Mbit/s line. 
However, within the TRACS program, there were no means to put data onto a 
faster disk. 



6.2 SGI PowerChallenge 

The experiments on the PowerChallenge were more extensive. All data were 
located on a disk of the machine itself and thus connected by a fast SCSI bus. 
In figure 0 several plots are collected. Input image size doubles from line to line. 
As one can see, only the first three images are too small to utilize all processors 
due to the coarse load balancing strategy. 





(A) Speedup. 



(B) Efficiency. 




Number of processors 




(C) Efficacy. 



(D) Scaleup. 



Fig. 6. Performance on SGI PowerChallenge. 



The scaleup plot (D) shows good performance over the whole range of used 
processors. Consequently, no bottlenecks regarding data I/O occur on this ar- 
chitecture. As noticeable on all other plots, too, the time one processor requires 
is about half of the time when invoking two or more processors. 

We found that this is caused by two reasons: First, concurrent access to 
the same file while reading from different positions is in fact a degradation in 
performance. Simple I/O experiences have shown that it is best to do all data 
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I/O via the manager, although it then obviously becomes the bottleneck. We 
hope that MPI-2 will provide a solution therefore. 

Secondly, MPI internal problems occurred because many messages are sent 
to the master during the matching phase, extensively filling or even overloading 
the input buffer of the manager. Additionally, it takes disproportionately long to 
actually receive and process these messages afterwards, and to write the match- 
points to disk. It is a good advice to the manager to take a smaller piece of work, 
and to check for incoming messages more often instead. 

7 Conclusion and Outlook 

This paper shows that Xmatch can be parallelized using MPI combined with a 
very coarse grained data decomposition and simple load balancing resulting in 
reasonable performance figures. It further showed that it is important to place 
the input data very close to the processors. Otherwise, as experienced on the 
Cray T3D, data I/O appears to be the bottleneck. 

The suggested combination of the manager/ worker and the data-parallel 
paradigm did not show the expected advantages. Avoiding the bottleneck when 
reading input data caused problems hidden within MPI and the operating sys- 
tem. Partially, performance became even worse. With respect to massive paral- 
lel systems, utilizing more than some 10 processors while keeping the efficiency 
above 50% will be very difficult for Xmatch. We also argue that porting Xmatch 
to MPPs might not be that useful since execution time already can be reduced 
to acceptable values using fewer processors. 

We plan to advance the communications structure and the data I/O part. 
MPI-2 will be a welcome means therefore. Moreover, it would be also interesting 
to run Xmatch on clusters of workstations, since they are more common than 
supercomputers like the Cray T3D. Implementing a shared-memory version in- 
corporating fine-grained parallelism might also be a future task. 
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Abstract. A distance-Hereditary graph G has a binary tree represen- 
tation called a decomposition tree. Given a decomposition tree, many 
graph-theoretical problems can be efficiently solved on G using the bi- 
nary tree contraction technique. In this paper, we present an algorithm 
to construct a decomposition tree in 0(log^ n) time using 0(n-|-m) pro- 
cessors on a CREW PRAM, where n and m are the number of vertices 
and edges of G, respectively. 



1 Introduction 



A graph is distance-hereditary f'ZI I dj if the distance stays the same between any 
of two vertices in every connected induced subgraph containing both (where 
the distance between two vertices is the length of a shortest path connecting 
them). Distance-hereditary graphs form a subclass of perfect graphs |fl I '2M I ;-ij 
that are graphs G in which the maximum clique size equals the chromatic number 
for every induced subgraph of G El- Two well-known classes of graphs, trees 
and cographs, both belong to distance-hereditary graphs. Properties of distance- 
hereditary graphs are studied by many researchers |2liII4l7l8l9ll()ll2lliIll4lltll5| 
which resulted in sequential or parallel algorithms to solve quite a few interesting 
graph-theoretical problems on this special class of graphs. 

Previous works of designing parallel algorithms on distance-hereditary graphs 
can be found in |8I7I14| . In Hsieh et. al. presented algorithms to find a min- 
imum weighted connected dominating set and a minimum weighted Steiner tree 
of a distance-hereditary graph in 0(log n) time using 0(n -\- m) processors on 
a CRCW PRAM. A minimum connected 7-dominating set and a 7-dominating 
clique of a distance-hereditary graph can be found in O(lognloglogn) time us- 
ing 0((n -b m)/ log log n) processors on a CRCW PRAM pi b| . In Hsieh 
et. al. defined a general problem-solving paradigm for subgraph optimization 
problems. Problems fit into the paradigm include (a) the maximum indepen- 
dent set problem, (b) the maximum clique problem, (c) the vertex connectivity 
problem, (d) the edge connectivity problem, (e) the dominating set problem, 
(f) the independent dominating set problem and (g) the connected dominat- 
ing set problem. They showed that all the above problems can be solved in 
O {max {T{n), log n)) time using 0{max{P{n) , n/ logn)) processors on distance- 
hereditary graphs, where T{n) (respectively, P{n)) is the time (respectively, pro- 
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cessor) required to construct a binary tree representation, called a decomposition 
tree, of a distance-hereditary graph. 

In this paper, we construct a decomposition tree in 0(log^ n) time using 
O(n-l-m) processors on a CREW PRAM. Our result directly imply that Problems 
(a)-(g) belong to the NC class. 

2 Preliminaries 

This paper considers finite, simple and undirected graphs G = {V, E), where V 
and E are the vertex and edge sets of G, respectively. Let n=\V\ and m = \E\. 
For graph-theoretic terminologies and notations, see m 

For a vertex v gV of a, graph G = (V, E), the neighborhood of v is Ng{v) = 
{u G V\ {u, v) G E} and the closed neighborhood ofv is Ng[v] = Ag(' 1 ')U{u}. For 
a subset X of V, the neighborhood of X is Ng{X) = UugJC ^g{v) and the closed 
neighborhood of X is Na[X] = Uuex The subscript G in the notations 
used in this paper can be omitted when no ambiguity arises. Let G[X] denote the 
subgraph of G induced by A C ]/. The degree of a vertex v is deg{v) = |A(z;)|. 
We say that vertex u is a pendant vertex attached to vertex v if deg{u) = 1 and 
V is the vertex adjacent to u. Two vertices u and v are called true (respectively, 
false) twins if N[u] = N[v] (respectively, N{u) = N{v)). Given an ordering 
S = vi,V 2 , ■■■ ,Vn of V, we call S a one-vertex-extension ordering of G if Vj is a 
pendant vertex attached to Ui, z < j, or Vi and Vj are twins in G[{vi,V 2 , . . . , u^}] 
for 1 < j < n. It was shown that a graph is distance-hereditary if and only if it 
has a one-vertex-extension ordering 

Let G = {V, E) be a connected distance-hereditary graph and 5 = {v\,V 2 , ■ ■ ■ , 
Vn) is a one- vertex-extension ordering of G. In Chang et. al. define the one- 
vertex- extension tree £g with respect to 6 as follows. One-vertex-extension tree 
£g is a rooted ordered tree with the root vi and V(£g) = V. From S, £g can 
be generated as follows. For a vertex Vj, j > 1, which is either a pendant vertex 
attached to Vi or Vj and Vi are twins in G[{vi,V 2 , ■ ■ ■ ,o}] some i < j, we 
let Vj be the rightmost child of Vi in the current tree. We use [vi^Vj] to denote 
an edge of £g- If Vj is a pendant vertex attached to Vi in G[{vi,V 2 , ■ ■ ■ ,Vj}], 
[vi^Vj] is labeled P. If Vi and vj are true twins in G[{ui, U 2 , . . . , u^}], [vi^Vj] 
is labeled T. Otherwise, [vi,Vj] is labeled E. A one-vertex-extension tree of a 
distance-hereditary graph can be constructed in 0(n -I- m) time. 

For a node v in £g, the twin set ofv, denoted by S{v), is the set of V(£g) 
which are v and the descendants of v that can be reached from v through only 
T edges or E edges. Suppose Vh^ < Vh^ < ■ ■ ■ < vh^ < Vhj+^ < ■■■ < Vh^ 
are children of Vi, denoted by child{vi), in £g- For an edge [vi,Vhj] in £g, let 
Sr[vi,Vh^] = S{vi) \ {^\^iS{vhj))- Let £G[vi,Vh^] denote the subtrees of £g in- 
duced by Vi, Vhj , Vh,i+i ,...,Vh^, and all descendants of vh^ , Vhj+^ ,,Vh^. For a 
node v in £g, let £g[v] denote the subtree rooted at v. 

We say that two disjoint vertex subsets X and Y of V form a join in graph 
G = iy,E) if every vertex of X is connected to every vertex of Y . 
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Lemma 1. n Suppose Vj is a child of vt in Eg- Then, 

(1) If [vi,Vj] is labeled P or T, then S{vj) and Sr[vi,Vj] form a join in G. 
Moreover, for every vertex v G V{EG[vj\) \ S{vj), C V{EG[vj])- 

(2) If [vi,Vj] is labeled F, then every vertex of V{SG[vj]) is not adjacent to any 
vertex of V (Eoivi, Vj]) \ V {£G[vj\) in G. 

Suppose G = (V,E) with \V\ > 1 is a distance-hereditary graph and Eq 
is its one- vertex-extension tree. In the remainder of this section, we assume 
each vertex of G is represented by its corresponding one- vertex-extension order. 
Note that vertex 1 is the root of Eq and vertex 2 is the first child of 1. The 
vertex set V can be partitioned into four disjoint sets: Vi = V(EG\fT\) \ S{2), 
1^2 = ^(2), 1^3 = {V{Eg[1]) \ V{£g[2])) \ 5,[1, 2] and I /4 = ^r[l, 2]. By Lemmad 
no vertex in Vi is adjacent to any one in V 4 . We can consider G is formed from 
Gi = G\V {£g\T\) \ V{£g^])\ and G 2 = G[V {£g[2])] according to the label of 
[1,2]. If [1, 2] is labeled T or P, then G is formed from G\ and G 2 by connecting 
every vertex of S'(2) to all vertices of iSr-]!, 2] by Lemmadl). If [1, 2] is labeled F, 
then G is the union of G\ and G 2 by Lemmad[2) (where by union of two graphs 
G\ = {Vi,Ei) and G 2 = {V 2 ,E 2 ) we mean the graph G = (Vl U V 2 ,Ei UE 2 ))- 
Note that a graph consisting of a single vertex v is clearly a distance-hereditary 
graph. Chang et. al. call it a primitive distance-hereditary graph with the twin 
set {u} P]. Let Gi and G 2 be distance-hereditary graphs with the twin sets Si 
and S 2 , respectively. 

Lemma 2. or ( 1 ) The union of G\ and G 2 is a distance-hereditary graph with 
the twin set SiUS 2 - (2) The graph obtained from Gi and G 2 by connecting every 
vertex of Si to all vertices of S 2 is a distance-hereditary graph with the twin set 
SiU 82 - (3) The graph obtained from Gi and G 2 by connecting every vertex of 
Si to all vertices of S 2 is a distance-hereditary graph with the twin set Si- 

A distance-hereditary graph G is said to be formed from Gi with the twin 
set Si and G 2 with the twin set S 2 by the false twin (respectively, true twin) 
operation if G is obtained through (1) (respectively, (2)) of Lemma d and by 
the attachment operation if G is obtained through (3) of Lemma d 

From the above discussion, a distance-hereditary graph can be represented 
by a binary tree form, called a decomposition tree, which is defined as follows. 

Definition 1. (1) The tree consisting of a single vertex labeled u is a decompo- 
sition tree of the primitive distance-hereditary graph G = ({u}, 0). 

(2) Let T>i and T >2 be the decomposition trees of the distance-hereditary graphs 
Gi and G 2 , respectively. 

(a) If G is formed from Gi and G 2 by the true twin operation, then a tree T> 
with the root r represented by 0 and with the roots of T>i and T >2 being the 
two children of r is a decomposition tree of G. 

(b) If G is formed from Gi and G 2 by the attachment operation, then a tree 
T> with the root r represented by 0 and with the roots of T>i and T >2 being 
the right and left child of r, respectively, is a decomposition tree of G. 

(c) If G is formed from Gi and G 2 by the false twin operation, then a tree T> 
with the root r represented by © and with the roots of T>i and T >2 being the 
two children of r is a decomposition tree of G. 
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3 Parallel Construction of a Decomposition Tree 

In Section 1,4. 1 1 we construct one- vertex-extension trees for cographs (the sub- 
class of distance-hereditary graphs). In Section IrT^ we show that, by properly 
partitioning G into several cographs H’s, a one- vertex-extension tree of G can be 
generated by merging all the one- vertex-extension trees of H’s. We then present 
a method to transform a one-vertex-extension tree of G into a decomposition 
tree in Section ESI 

3.1 Constructing a One- Vertex-Extension Tree for a Cograph 

A graph is cograph jO] if it is either a vertex, the complement of a cograph, or 
the union of two cographs. The cograph is also called the P 4 -free graph which 
does not contain any induced path of length three jHj • It has been shown that 
the class of cographs is properly contained in distance-hereditary graphs [la. A 
cograph G has a tree representation called cotree, denoted by Tq, with (a) the 
leaves of Tq are the vertices of G; (b) the internal nodes of Tq are labeled 0 or 
1; (c) 0 nodes and 1 nodes alternate along every path starting from the root; (d) 
two vertices x and y of the cograph are adjacent if and only if the least common 
ancestor of x and y in Tq is a 1 node. 

For a node u in a rooted tree T, let par{v) (respectively, child{v)) denote 
the parent (respectively, children) of u in T and let T[v] denote the subtree of T 
rooted at v. Let leaf{T) be the leaves of T. For any two vertices u and v in G, 
let dist{u,v) denote the distance between u and v. 

Lemma 3. Let u and v be two leaves in Tq such that par(u) = par(v). Then, 
u and V are true (respeetively, false) twins if par (u) is a 1 (respeetively 0^ node. 

Given a cotree Tq with the root r, G can be reduced to a single vertex by 
repeatedly merging two vertices which are twins as follows. Arbitrarily find two 
leaves u and v of the current tree which have the same parent. Let par(u) = 
par{v) = w. By Lemma 0 u and v are true (respectively, false) twins if w is a 
1 (respectively, 0) node. Delete u from the current graph and the current tree. 
After the deletion, if v is the only child of w in the current tree, w is also deleted 
from the current tree. Also let par{w) be the new parent of v if w ^ r. We 
repeatedly execute the above procedure until G is reduced to a single vertex. 
Clearly, a one-vertex-extension ordering of G can be obtained by reversing the 
reducing process. The above procedure can be efficiently implemented with the 
following algorithm. 

Algorithm 1 

Input: A cograph G 

Output: A one-vertex-extension tree Eg 

Step 1. Construct a cotree Tq. Let r denote the root of Tq. 

Step 2. Order the leaves of Tq from 1 to |^ea/(TG)| = k. Let order{y) denote 
the order associated with v S leaf{TG). 
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Step 3. For each node u G Tq, compute the label L{u) as follows. If u G 
leaf{Tc), let L{u) = u. Otherwise, u ^ leaf{TG). Find the vertex v G 
leaf{TG[u\) such that order{v) = max{order{w)\ w G leaf(TG[u])}, and let 
L{u) = V. 

Step 4. For each v G V{G), find the set Cy = {x G V{Tg)\ L{x) = r;} and 
level{v) = r)}. 

Step 5. Construct Eg as follows. Let L{r) be the root of £g- For each non- 
root node V G Tg, let par{L{v)) = L{par{v)) if L{v) yf L{par{v)). Label 
(L{v), L{par{v))) G E{£g) as T edge (respectively, F edge) ii par{v) is a 1 
(respectively, 0) node. 

Step 6. For each non-leaf node v G Eg with child{v) = {wi,W 2 , ■ ■ ■ ,tCp}. Or- 
der the children of v with Wi^ < Wi^ < •■■ < Wi^, where level{wi^) < 
level{wi^) < • • • < level{wip). 

Since a cotree can be constructed in 0(log^ n) time using 0(n+m) processors 
on a CREW PRAM, the following complexity can be achieved. 

Theorem 1. Algorithm 1 correctly constructs a one-vertex- extension tree for a 
cograph in 0(log^ n) time using 0{n -\- m) processors on a CREW PRAM. 

3.2 Constructing a One- Vertex-Extension Tree for a Distance 
Hereditary Graph 

Throughout this section, G is used to denote a distance-hereditary graph when- 
ever no ambiguity occurs. Given a vertex u G V , the hanging of a connected 
graph G = {V, E) rooted at u, denoted by is the collection of sets Lq{u), Li{u), 

. . . , Lt{u) (or simply Lq,Li, . . . ,Lt when no ambiguity arises), where 
t = max.j,gy dist{u,v) and Li{u) = {v G V\ dist{u,v) = i} for 0 < i < t. For 
any vertex v G Li and any vertex set S' C 1 < z < t, let N'{v) = N{v)r\ Li_i 
and N'{S) = N{S) C Li_i. Any two vertices x,y G Li {I < i <t—l) are said to 
be tied if x and y have a common neighbor in Li+i. 

Given a graph G = (V, E), a vertex subset S is homogeneous in a graph G = 
(V,E) if every vertex in V\S is adjacent to either all or none of the vertices of S. 
We call a family of subsets arboreal if every two subsets of the family are either 
disjoint or comparable (by set inclusion). For a hanging = {Lq,Li, . . . ,Lt), 
Hammer and Maffray ini defined an equivalence relation =i between vertices 
of Li hy X =i y means x and y are in the same connected component of Li or x 
and y are tied. Let =a be defined on V{G) hy x =a y means x =i y for some i. 

Lemma 4. Let hy be the hanging of G rooted at u and let i?i, ■■■,Rr 

be the equivalence classes with respect to hy. 

1. For any two vertices x and y in some Ri, N'{x) = N'(y). 

2. The graph obtained from G by shrinking each Rj into one vertex is a tree 
rooted at u; 

3. Each Rj induces a eograph; 

4-. The family {N'(Rk)\ N'{Rk) Q Ri}, for 1 < i < r, is an arboreal family of 
homogeneous subsets of G[Ri\. 
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Let R be an equivalence class of G with respect to We call Fr = {S <Z 
i?| there is an equivalence class R' with N'{R') = S} the upper neighborhood 
system in R and call each S € Fa, where S = N'(R'), the upper neighborhood 
of R' . By Lemma 0 Fr is an arboreal family of homogeneous subsets of R. 
We can define a partial order ^ between two different sets Sp and Sq in Fr 
with Sp Sq ^ Sp C Sq. According to the partial order ^ defined on F^, let 
= {<5i| Si % Sk, for all Sk S F^ and k ^ z}, that is, Ur is the set of those 
maximal elements of {~^,Fr). We call Ur the maximal upper neighborhoods in 
R. For a set S which is the upper neighborhood of some equivalence class, we 
can also define F$ and Us similarly. In what follows, the notation R is referred 
as an equivalence class or an upper-neighborhood of some equivalence class if it 
is not specified. 

Lemma 5. Let Ur = {Qi, Q 2 , Qfc} (md let Xi be an arbitrary vertex of Qi, 
1 < i < k. The graph G[{R \ uf^iQi) U {x\,X 2 , • . . , Xk}] is a eograph. 

Proof. By the property that every induced subgraph of a P 4 -free graph is still 
P 4 -free. □ 

Let T be a one-vertex-extension tree of a distance-hereditary graph G. Note 
that G is generated by a one- vertex-extension ordering represented by T. In what 
follows, we say G is generated by T for convenience. 

Lemma 6. Suppose G = (V, E) is a cograph and Qi,Q 2 , ■ ■ ■ , Qk are the homo- 
geneous sets of G such that Qi H Qj = 0, where 1 < i,j < k and i ^ j. Let 
£ be a one-vertex-extension tree of G[{V \ {U^^iQi)) U {x\,X 2 , . . . ,Xk}], where 
Xi € Qi, and let £i be a one-vertex-extension tree of G[Qi], where 1 < i < k. 
Then, the tree obtained by identifying the root of £i with the vertex Xi in £ for 
all 1 < i < k is a one-vertex- extension tree of G. 

Proof. The proof is by induction on k. The base case of k = 0 holds clearly. 
Suppose now that fc > 0. By the proof of Lemma 0, the graph G' = G[{V \ Q\) U 
{xi}] is a cograph with k — 1 homogeneous sets Q 2 , Qs, • ■ • , Qk- By the induction 
hypothesis, a one- vertex-extension tree £' of G' can be obtained with the desired 
method. Since Q\ is a homogeneous set, we have (1) Ng'{x\) = (A^g( 2/) \Qi) for 
all y G Qi and (2) E = E{G') U E{G[Qi]) U {{y, b)\ b G Ng'(xi)}. Note that G" 
(respectively, G[Qi\) is generated by £' (respectively, £{). Let T be the resulting 
tree obtained by identifying the root of £\ with X\ in £' . By the definition of 
the one-vertex-extension tree, the graph generated by T ensures that (1) and (2) 
hold. Moreover, V{T) = V{G). Hence, T is a one- vertex-extension tree of G. □ 



Definition 2. Let R be an equivalence class or an upper-neighborhood of some 
equivalence class. A one-vertex-extension tree £g[r] is said to be canonical if for 
each Q G Fr, there exists a subtree which is a one-vertex-extension tree ofG[Q]. 



Lemma 7. There exists a canonical one-vertex- extension tree ofG[R]. 
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Proof. We first construct a tree as follows. Let Pji U {i?} = P' r. For each 
Q e P'r, let Uq — {Qi,Q2, ■ ■ ■ ,Qk}- We select an arbitrary vertex xi G 
{Qi \ ^b&Aq.B) as the shrunk vertex. Let P[q be the subgraph of G[Q] induced 
by {Q \ U {x\,X2, ■ ■ ■ , Xk\. By Lemma El Hq is a cograph. By execut- 

ing Algorithm 1 , a one- vertex-extension tree of PIr and a one- vertex-extension 
tree of Hq, for each Q G Pr, whose root is the shrunk vertex of Q can be 
constructed. Let £hx^ where X G P' r, be the constructed one-vertex-extension 
tree. For each Y G P' r, we identify the vertices yi,y2, ■■ - ,yq in £hy with the 
root of Shy,, ) ^Hy2 ) ■ • • 5 ^HYg ) respectively, where Uy = {Fi, I2, ■ ■ ■ ,Yq} and yi is 
the shrunk vertex of Yi . 

We next show the resulting tree, denoted by T, is a one-vertex-extension 
tree. The proof is by induction on The base case of P'r = {i?} is clearly 

correct. Now we consider = t. Suppose Ur = {[/i, C/2, ..., C/p} and ui is 

the shrunk vertex of Ui. By the induction hypothesis, the canonical one- vertex- 
extension trees of G[C/i]’s can be constructed correctly. By Lemma 0 ^ 4 ), Ui is a 
homogeneous set of G[R]. Moreover, Uj HUi = ^, where 1 < j, I < p and j ^ I, 
according to the definition of Ur. From the construction, T can be viewed as 
merging Err and the canonical one- vertex-extension trees of G[Ui]’s with the 
method described in Lemma 0 Hence, T is a one- vertex-extension tree of G[i?]. 
The property of canonical can be checked easily. □ 

We now present an algorithm to construct a one-vertex-extension tree of a 
distance-hereditary graph. 

Algorithm 2 

Input: A distance-hereditary graph G. 

Output: A one- vertex-extension tree Sq. 

Step 1. Build a hanging and compute the equivalence classes with respect 
to hu. 

Step 2 . For each equivalence class R, compute Pr = {Qi, Q2, ■ • ■ , Qzj- 
Step 3. Generate a canonical one- vertex-extension tree £g[r] for each equiva- 
lence class R with Pr = {Qi,Q2, ■ ■ ■ , Qi}- 
Step 4 . For each equivalence class R with Pr = {Qi, Q2, ■ ■ • , Qzj, find the 
equivalence classes i?i, i?2, ■ ■ ■ ,Rk such that N'{Ri) C R. Let Zi be the root 
of £G[Ri]- Let Hi be a subtree in £g[r] which is a one- vertex-extension tree 
of G[Qi] and Xi be the root of Hi. 

Case 1 N'{Ri) C R for all 1 < i < A:. Without loss of generality, assume 
= N'{R2) = ■■■ = N'{R,g) = Qi, = N'{Rgg+2) = ■■■ = 

N'{Rg,) = Q2,..., and = W(i?,,_,+2) = ••• = N'(R,,) = 

Qi, where ii = k. Let io = 0. For each 1 < j < ?, we additionally add 
^ig-1+2, • • • , Zig to be ij — ij-i children of Xj in £g[r\ such that (a) 
the children of Xj are ci, C2, . . . , Ct, Zig_g+i, Zi^_g+2, .■.,z^g, Ct+i,Ct+2 , . ■ . , c^,, 
(b) the subtree in £g[r] which is induced by {xj , Zig_g+i, Zi^_g+2, • ■ • , and 
the descendents of Zi^_g+i, Zi^_g+2, ■■■,Zig is Hj. 

Label each [xj, zf\ as P, ij-i + 1 < q < ij. 
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Case 2 There exists an equivalence class Rj such that N'{Rj) = R. With- 
out loss of generality, assume N'{Ri) = iV'(i?2) = ••• = N'{Rig) = R, 
= iV'(i?,„+2) = ••• = = Qi,..., and = 

N'{Ri,_^+2) = ■■■ = N'(Ri^) = Qi, where ii = k. Execute the following 
two operations: (i) Additionally add z\, Z2, ■ ■ ■ , Zi„ to be the first 0 ) 
children of the root 2 of Ec[r]^ and label [z, zi], [z, Z2], ■ • • , [2, Zi,,] as P, 
(ii) For each 1 < j < ^, we additionally add Zij._j+i, Zi^._j+2, . . . , Zj^ to 
be ij — ij-i children of Xj in £o[r] such that (a) the children of Xj are 
ci,C2,...,Ct,Zjj_i+i,Zjj_i+2,...,Zi^.,Ct+i,Ct+2,...,Ci„, (b) the subtree in 
Eg[r] which is induced by {xj, Zi^_^+2, ■ • ■ , } and the descendents 

of Zi^_i+i,Zj^_i+2,---,Zi,- is Hj. 

Label each [xj, z^] as P, ij-i + 1 < q < ij- 

From LemmaEK2), shrinking each equivalence class with respect to the hang- 
ing hu forms a tree, denoted by T/i„. For each equivalence class R, let vr denote 
the node representing R in Th^. We define V'(-R) = {QI G Lot 

'tjj'{R) = Uxgi/'I-R) following, we show the correctness of Algorithm 2. 

Lemma 8. Suppose R is an equivalence class with respect to a given hanging. 
Algorithm 2 correctly constructs a one-vertex- extension tree of (R)] . 

Proof. The proof is by induction on \tf{R)\. The base case of tf{R) = |P} clearly 
holds. Suppose now that |'0(P)| = f > 1. Let Ri, R 2 , . . . , Rk be the equivalence 
classes such that N'{Ri) C R. Let Pr = {Qi,Q 2 , ■ ■ ■ ,Qi}- From Step 3, a 
canonical one-vertex-extension tree £g[r] of G[R\ can be constructed. Note that 
\tjj{Ri)\ < t for all 1 < z < A:. By the induction hypothesis, the one- vertex- 
extension trees G[tp'{Ri)]’s can be correctly constructed. From 

Algorithm 2, the construction of the desired tree, denoted by £g[iP'{r)]^ can be 
viewed as merging £g[r\ and £G[,p'{Ri)]S. Let Ri be the equivalence classes with 
N'{Ri) R, 1 < i < k. By executing Step 4, the graph generated by £g[<i>'(r)] is 
obtained from G[<P'{R)\ (generated by £g[-i>'(r)]) and G[(P' {Ri)]’s (generated by 
^G[<p'(Ki)]’s) by letting Ri and N'{Ri) to form a join. According to the structure 
characterization described in Lemma 0 the graph generated by the tree is surely 
G[f;'{R)]. □ 

Therefore, we have the following result. 

Theorem 2. Algorithm 2 correctly constructs a one-vertex- extension tree of a 
distance-hereditary graph in 0(log^ n) time using 0{n -\- m) processors on a 
CREW PRAM. 

Proof. By Lemma 0 Algorithm 2 constructs correctly a one-vertex-extension 
tree of G[^'(u)] = G, where u is the root of the given hanging. We now analyze 
the complexity of Algorithm 2. Step 1 can be done in 0(log^ n) time using 
0(n -\- m) processors on a CREW PRAM 0. Step 2 can be done in O(logn) 
time using 0{n-\-m) processors on an FREW PRAM M- Based on the method 
described in previous section and the proof of Lemma 0 Step 3 can be done in 
0(log^ n) time using 0(n -I- m) processors on a CREW PRAM. Step 4 can be 
done in 0(1) time using 0{n) processors. Thus the result holds. □ 
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3.3 Transforming a One- Vertex-Extension Tree into a 
Decomposition Tree 

Suppose G = (V,E) with \V\ > 1 is a distance-hereditary graph and Sq is its 
one-vertex-extension tree. In this section, we assume each vertex of G is repre- 
sented by the corresponding one-vertex-extension order. Note that vertex 1 is 
the root of Eg and vertex 2 is the first child of 1. There are two subgraphs Gi 
and G 2 such that G is formed from G\ and G 2 by the true twin or the false twin 
or the attachment operation. We can consider Gi = G\V (i£g[1]) \ V (£g[2])] with 
the twin set S'r[l, 2] and G 2 = G[V (£g[2])] with the twin set 5(2). The above ob- 
servation provides a recursive method to transform a one-vertex-extension tree 
into a decomposition tree: Given a one-vertex-extension tree £ with the root x, 
let y denote the first child of x. If [x, y] is a T edge, create a ® node as the root of 
a decomposition tree 'DG[v{e[x])\ - If [a:, y] is a P edge, create a © node as the root. 
Otherwise, create a © node as the root. Recursively construct 'Dg[v(£[v\)\ (respec- 
tively, 'Dg[v{£[x\)\v{£[v\)\) from transforming E[y] (respectively, the tree obtained 
by deleting E[y] from £). Let the roots of X>G[y(f:[y])] and T>G[v{£lx])\v{£[y])] be 
the left child and right child of the root of 'Dg[v{£[x])\, respectively. Based on the 
above observation, the following algorithm is presented. 

Algorithm 3 

Input: A one-vertex-extension tree Eg- 
Output: A decomposition tree T>g- 

Step 1. For each vertex v in £g, let num(v) be the one-vertex-extension order 
associated with v. For each edge e = [par{v), u] in £g, let num{e) = num{v). 
Step 2. For each edge e in Eg, create an internal node (© or © or ©) for T>g 
depending on the type of e. 

Step 3. For each node Ve, where e = [par{v),v], created in Step 2, execute the 
following operations, (a) If par{v) G V{Eg) contains no child w satisfying 
num{[par{v),w]) > num{e), then create a node representing par{v) to be 
the right child of Ue- Otherwise, find the edge e' such that num{e) < num{e') 
and no other edge y satisfying num{e) < num{y) < num{e'). Let the node 
created for e' be the right child of (b) If v G V (Eg) is a leaf, create a node 
representing v to be the left child of Ue- Otherwise, find the edge e' = (v,z) 
such that num{z) = min{num{x)\ x G child{v)}. Let the node created for 
e' be the left child of v^- 

Theorem 3. Algorithm 3 correctly transforms a one-vertex-extension tree into 
a decomposition tree in 0(1) time using 0{n) processors. 

4 Conclusion 

In this paper, we have represented a distance-hereditary graph with a binary 
tree form in O(log^) time using 0(n + m) processors on a CREW PRAM. The 
bottleneck of our algorithm is the cotree construction. If such a tree can be 
optimally constructed, the parallel complexity of our algorithm can be further 
reduced to O(logn) time using 0(n/logn) processors. 
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Abstract. Multi-resolution methods are widely used in scientific visu- 
alization, image processing, and computer graphics. While many appli- 
cations only require an one-time construction of these data-structures 
which can be done in a pre-process, this pre-process can take a signifi- 
cant amount of time. Gonsidering large datasets, this time consumption 
can range from several minutes up to several hours, especially if this pre- 
process is frequently needed. Furthermore, numerous new applications, 
such as visibility queries, arise which often need a dynamic reconstruc- 
tion of a scene database. 

In this paper, we address several problems of the construction or recon- 
struction of recursive tree hierarchies in parallel. In particular, we focus 
on parallel dynamic memory allocation and the associated synchroniza- 
tion overhead. 

Keywords: Parallel hierarchies, recursive tree structures, octrees, mem- 
ory synchronization, shared memory, thread model. 



1 Introduction 

In computer graphics, hierarchical methods are widely used to reduce the com- 
plexity of common problems. Specifically, multi-resolution methods are used 
to reduce the polygon count of large models to reduce the light interaction 
between different parts of a scene p], and so forth. Among the most popular spa- 
tial multi-resolution representations are recursive tree structures like quadtrees 
and octrees and binary-space-partitioning trees (BSP-trees) |3|. Unfortu- 
nately, the construction or reconstruction of these representations is very costly. 
Therefore, we proposed to perform this process in parallel by decoupling the 
recursive parent/children relationship of the tree elements. However, dynamic 
memory allocation is limiting the scalability of our algorithm by introducing 
additional synchronization overhead. In this paper, we discuss three approaches 
to remove this bottleneck on three different MIMD architectures. 
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Our paper is organized as follows: We first outline the background and the 
related work of our paper. Next, we briefly describe the basic algorithm for 
the parallel and balanced tree (re-)construction and isosurface extraction. In 
Section 2] we discuss three approaches for the reduction of the overhead during 
the dynamic allocation of memory. Finally, we draw a conclusion and give 
perspectives to future work. 



2 Background and Related Work 



Tree-based spatial subdivision schemes are widely used in scientific visualization, 
image processing, and computer graphics. Of special importance are schemes 
like quadtrees - which represent a regular two-dimensional subdivision - and 
BSP-trees - which represent an irregular binary subdivision of arbitrary dimen- 
sions. Although our results are generally valid for all recursive tree structures, 
in this paper we only focus on the three-dimensional counterpart of quadtrees, 
the octrees. 

An octree is a hierarchical spatial data-structure to represent three- 
dimensional volumetric data at different levels of details US]. Starting with 
the superblock - representing the whole dataset - each octant (an octree block) 
is subdivided into eight child blocks. Each of these child blocks has half the size 
of the parent in each dimension (Fig. ^1. This subdivision is performed until 
the lowest level is reached, where each block represents eight volumetric sample 
values (voxels). These bottom level blocks are called cells. 




Due to the subdivision, the size of each octant is a power of two. Unfor- 
tunately, datasets usually do not have a size of this scheme. Therefore, some 
octants are “empty “ - they do not intersect with the dataset, according to the 
alignment of the dataset within the octree. In order to save space, we use a 
minimal octree. The minimal octree approach enumerates only the octants - 
and their children - that are not empty. 
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Octrees are used in several applications to provide a multi-resolution repre- 
sentation. Laur and Hanrahan presented an octree-based scheme for hierarchical 
splatting m- Splats of different size and shape are used, according to the stan- 
dard deviation of the color values of the different octree blocks. Grosso et al. 
presented a parallel implementation of this algorithm pj. In their approach, 
a static parallelization is used, where up to eight threads are processing up to 
eight children blocks of the superblock. Greene et al. use an octree and an image 
pyramid for visibility queries in large polygonal environments 0. Shekkar et al. 
use an octree representation of a volumetric dataset to generate a block-oriented 
polygon reduction scheme of its isosurface m- Levoy presented an approach to 
accelerate ray casting by using octrees El, where coherent (non-contributing) 
data can be skipped rapidly. 

As an example application of our algorithm, an isosurface is extracted from 
a volumetric dataset which represents a surface with the same scalar value (iso- 
value) throughout this dataset. We are using a parallel implementation of the 
approach by Wilhelms and van Geldern [1 tij . By storing the minimum and 
maximum values of the voxels at each block of the octree, the blocks which do 
not contain the isovalue in their minimum/maximum interval, can be skipped 
rapidly. After selecting all these contributing voxels of these blocks, the isosur- 
face is generated. 

The construction of a multi-resolution representation can be very time con- 
suming. This is especially true if we consider large datasets. If this construction 
is needed frequently, the parallelization of this process quickly becomes worth- 
while. Furthermore, several applications require fast reconstructions of octrees 
(or other recursive tree structures). Ghanges of the color table or the transfer 
functions in volume rendering applications require a reconstruction of the used 
hierarchical representations u\n\- In occlusion culling applications, moving 
objects cause a partial reconstruction of the scene representation HSl. 



3 Parallel Construction of Tree Hierarchies 



In general, recursive tree structures are constructed in two stages; a split-down 
of a parent into several children, and a push-up of the results of the children 
back to the parent, i.e. the standard deviation, or - in our case - the minimum 
and maximum voxel values. 

The parallelization of a recursive split-down is a rather simple task. Depend- 
ing on the workload and the available processors, a subtree could be assigned to 
a thread. Usually, the second stage causes difficulties for a balanced paralleliza- 
tion. Due to their recursive relationship, we need to maintain the parent/child 
information. On the other hand, a balanced parallelization requires a decoupling 
of the structure. A simple distributed top-down subdivision, as suggested for 
the first stage, only provides the top-down information; every parent knows its 
children. For a push-up, we also need the bottom-up information - i.e. which 
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block is the parent of the current block. In our approach, we solve this problem 
by combining a central workload splitting job queue and our new asynchronous 
push-up p. 



Update Parent 




Asynchronous 

Push-up 



Fig. 2. General design of recursive tree construction. 



In Figure E] we outline the general design of our algorithm. After initially 
adding the superblock of the octre^ to the empty job queue, the algorithm 
starts to read the first job from the queue. If the size of this job, the block 
size of the octant, exceeds a certain granularity value, this block is splitted into 
its children which are inserted into the queue. Thereafter, a new job is read 
from the queue. If the block size is below the granularity value, the processing 
thread proceeds sequentially with the octant and the associated subtree. This 
differentiation is necessary in order to guarantee a balance between the queue 
and synchronization overhead, and the parallelization benefits. 

After processing the octant, we update its parent. Subsequently, we check 
if this octant was the last child of its parent which had not completed its com- 
putation. If it is the last uncompleted child, the processing thread continues 
processing the parent block and the flow of control has returned to the par- 
ent. Otherwise, the thread simply gets a new job from the queue. We call this 
semantic an asynchronous push-up (apu). 

Figure El outlines the flow of control of the asynchronous push-up. Thread 
to is splitting the parent j into m children blocks, where thread tl is processing 
child j, 0, thread t2 is processing child j,i, and thread tO is processing child 
j,m — 1. After the completion of child j,0 and child j,m — 1, threads tO and 
tl get a new job from the job queue. Thread t2 processes the last uncompleted 
child of parent j. Therefore, after completion of child j,i, thread t2 performs 
the asynchronous push-up and continues with parent j. 

In m, we show that all potential bottlenecks added by our algorithm - the 
mutex protected job queue access and the mutex protected asynchronous push- 



1 



As already mentioned earlier, we focus in this paper on octrees. 
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Fig. 3. Asynchronous Push-Up. 



up - turned out to be of no significance. Furthermore, at no point during the 
computation do the threads stall because of an empty job queue. Until the final 
phase of the octree construction, the queue is always sufficiently filled, even with 
a large number of threads. However, the construction process introduces heavy 
memory allocation which limits the scalability of the algorithm. We will discuss 
this problem in detail in Section El 



Parallel Isosurface Extraction 

Following Wilhelms and van Geldern we store the minimum and maximum 
isovalues of the voxels at all levels-of-detail. Therefore, we can rapidly decide if a 
subtree contains contributing cellfl thus limiting the number of voxels examined 
by the Marching Cubes algorithm m- 

After assigning the contributing cells to the threads using a round-robin 
scheme, the threads are generating the polygons which represent the isosurface 
within the volumetric dataset. Due to page limitation, we refer to m for more 
details on the Marching Cubes algorithm, and to P for more details on the 
measurements of the parallel Marching Cubes implementation. 



4 Reducing Synchronization Overhead of Parallel 
Memory Allocation 



In Q, we discussed the presented algorithm on two different memory ar- 
chitectures; an NUMA-architecture0 (Convex SPP 1600) and on an UMA- 
architectureQ (SCI Challenge). In this paper, we base our discussion on the 
pthread implementation on three different memory architectures; two NUMA 
systems (SCI Onyx2, SCI Origin200), and one UMA system (SCI Challenge). 
All systems show different synchronization behavior, due to their architectural 
differences. 

^ A cell is called contributing if the isosurface passes through the cell. 

^ Non-Uniform-Memory- Access 
^ Uniform-Memory-Access 
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SGI Origin200: The Origin200 is a four processor system which is split into two 
subsystems with each having 512 MB of main memory and two 180 MHz Mips 
RIOOOO CPUs 1^. The memory and two CPUs of one subsystem are connected 
via a hub chip, implementing a four port crossbar. The two subsystems are 
connected via a “CrayLink” interconnect between the respective hub chips. The 
peak performance of the interconnect is 1.44 GB/s. 



SGI Onyx2: The Onyx2 used for our measurements has 10 195 MHz RIOOOO 
CPUs. These CPUs are organized on two processor modules, with a total of five 
node boards 0. The first processor module contains four node boards, while the 
second only contains one node board. Each node board contains up to 512 MB 
main memory and two CPUs. The CPUs, the memory, and the connection to 
other parts of the Onyx2 are interlinked via a hub chip, implementing a four port 
crossbar. Two node boards are connected via a six port crossbar, thus interlink- 
ing both node boards via a router to the interconnection fabric of the processor 
modules. This interconnection fabric interlinks both processor modules using 
a hypercube topology. Similar to the Origin200, the peak performance of the 
interconnect is 1.44 GB/s. 



SGI Challenge: The SGI Challenge is an UMA architecture system. 3 GB 
main memory is connected with 16 195 MHz RIOOOO CPUs via a global bus 
running at 1.2 GB/s |Zj. 



4.1 Memory Allocation Strategies 

Three different methods for the parallel allocation of memory are examined. 
Two of these methods produce very different results on the three different ar- 
chitectures. For the measurements, we used two different volume datasets of 
different origin (Table [Q. Dataset A represents a velocity field generated by a 
computational fluid dynamics (CFD) simulation, where two sides of a fluid filled 
cavity are heated differently. Dataset B is a MRI scan of a human head with 
special focus on the ventricle system of the human brain. On both datasets, 
our algorithms showed the same behavior. Therefore, we only look in detail at 
dataset B and present only the general results of dataset A. 



Standard Memory Allocation This technique uses the memory allocation 
functions of the standard library (stdlib). The thread-safe versions of these 
functions are using a global locking mechanism to guarantee mutual exclusion, 
usually denoted as a “big lock” j2|. 

Closer examination of the memory allocation using malloc/calloc shows that 
this mechanism introduced a significant synchronization overhead (Fig. ap- 
proximately 95% of the time spend for memory allocation is used only for syn- 
chronization. While synchronization is scaling on the SGI Challenge down to 
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Dataset /Size 


Total number of 
cells in octree 


Contributing 

cells 


/f^^triangles 


A: Cavity dataset 
191*191x191 


6,968K 

100% 


2,204K 

6.6% 


4,960K 


B: Ventricle system 
258*258*212 


14,112K 

100% 


1,781K 

12.6% 


1,523K 



Table 1. Datasets 



Dataset A/build octree 



Dataset B/build octree 





Dataset B/memory allocatiort 




(a) 



(b) 



(c) 



Fig. 4. Octree build operation of dataset A (a) and B (b and c) using stan- 
dard memory allocation, (a) and (b) show overall construction time, (c) shows 
memory allocation (allocation times are determined by profiling). 



a the constant overhead, memory allocation on the SGI NUMA-architecture 
machines (Origin200 and Onyx2) deteriorates severely. 

Global Customized Allocation The previous experiment showed that the 
standard thread-save memory allocation functions introduced an expensive 
memory-locking mechanism. However, the mutexes used in the experiments 
suggested that the standard mutex locking mechanism is a faster, and therefore 
cheaper synchronization mechanism. Consequently, we introduced an alterna- 
tive memory allocation method. We pre-allocate a huge chunk of memory before 
entering the parallel region of our code. Later, we assign blocks of this memory 
to the octants using a customized data-structure, similar to an array of octant 
arrays. The actual assigning action is protected by a data-structure local mutex. 
However, only one structure is used for the whole construction process. 

Using this method, we obtained good scaling on the SGI Origin200 architec- 
ture (Fig. El). Memory synchronization in particular scaled down to a fraction 
of the original amount. The SGI Onyx2 architecture showed a different picture. 
While the four GPU Origin200 only needs one additional crossbar hop to the 
GPUs on the other subsystem, access to all other GPUs of the Onyx2 requires up 
to two hops via the interconnection fabric, thus increasing the synchronization 
overhead. On the SGI Ghallenge, increasing memory requests of the threads 
increase the costs of synchronization. In contrast to memory locking using the 
standard library functions, global mutex locking does not scale. This probably 
results from increasing contention of the growing number of threads. 
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Dataset A/build octree 




#threads 



Dataset B/build octree 




#threads 



Dataset B/memory allocatiori 




#threads 



(a) 



(b) 



(c) 



Fig. 5. Octree build operation of dataset A (a) and B (b and c) using global 
customized memory allocation, (a) and (b) show overall construction time, (c) 
shows memory allocation (allocation times are determined by profiling). 



Local Customized Allocation From the previous experiment we learned that 
mutex locking using only one global mutex can increase synchronization costs 
due to high contention. Consequently, we need to reduce this contention by us- 
ing multiple locks. Due to the facts that all systems are shared-memory systems 
and that memory access through the interconnect always scaled nicely despite 
the interconnection technology (bus or crossbar), this approach uses the previ- 
ous pre-allocating data-structure for each thread. Therefore, a specific memory 
locking is not necessary. 



Dataset A/build octree 




#threads 



Dataset B/build octree 
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(b) 



(c) 



Fig. 6. Octree build operation of dataset A (a) and B (b and c)using local 
customized memory allocation, (a) and (b) show overall construction time, (c) 
shows memory allocation (allocation times are determined by profiling). 



Figure 0shows the results of this approach. Memory allocation time (includ- 
ing the synchronization overhead) could be reduced to a fraction of the previous 
amounts on all three systems. Furthermore, memory allocation scales through- 
out all CPUs, resulting in a balanced parallelization of the complete construction 
process. 
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5 Conclusion and Future Work 

In this paper, we presented an algorithm for the parallel construction or recon- 
struction of recursive tree structures. Although this algorithm was discussed 
only for octrees, it is also suited to quadtrees, BSP-trees, or other recursive tree 
structures. 

A main bottleneck of this algorithm is the global memory locking mecha- 
nism. Consequently, we presented three different approaches for solving this 
problem. The final approach using a local customized allocation scheme solved 
the problem on three different architectures and produced a scaling scheme for 
the construction of tree hierarchies. 

However, while using an increasing number of threads, the job queue access 
might introduce a more significant overhead. Therefore, future work will focus 
on a distributed job queue. 

Another focus for future work will be support for fast visibility queries in 
large dynamic polygonal datasets, which require a fast reconstruction of the 
hierarchy. 

While most CFD datasets are based on a curvilinear grid, our current ap- 
plications are only based on rectilinear grids. However, for octrees, only the 
topology needs to be rectilinear, but not the geometry. Therefore, we can apply 
our scheme to curvilinear grids as well, which is another field of future work. 
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Fig. 7. Vortex breakdown of a fluid which is injected in another fluid. 
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Abstract. Graph contraction is applied in many areas of computer sci- 
ence, for instance, as a subprocess in parallel graph partitioning. Parallel 
graph partitioning is usually implemented as a poly-algorithm intended 
to speed up the solving of systems of linear equations. Image analysis 
is another held of application for graph contraction. There regular and 
irregular image hierarchies are built by coarsening images. 

In this paper a general structure of (multilevel) graph contraction is 
given. The graphs of these coarsening processes are given a topological 
structure which allows to use concepts like the neighborhood, the inte- 
rior and the boundary of sets in a well-dehned manner. It is shown in 
this paper that the various coarsenings used in practice are continuous 
and therefore local processes. This fact enables the efficient paralleliza- 
tion of these algorithms. This paper also demonstrates that the efficient 
parallel implementations which already exist for multilevel partitioning 
algorithms can easily be applied to general image hierarchies. 



1 Introduction 

Graph contraction (graph coarsening) is a method used in various fields of scien- 
tific computing to reduce the complexity of a graph structure while preserving 
important information. Graph contraction occurs, for instance, in parallel graph 
partitioning algorithms, which are used for the efficient solution of sparse linear 
systems (Karypis, Kumar 0). In image processing graph contraction is used to 
construct image hierarchies (Kropatsch [ I 'Z\ ) . Instead of geometric operations on 
images (like Euclidean and affine operations or projections) topological opera- 
tions can be used. These operations which maintain the neighborhood structures 
of elements of matrices or irregular graphs (like pixels or objects in digital im- 
ages) preserve their topological structures and therefore enable the development 
of efficient algorithms and storage schemes. 

* This work was supported by the Austrian Science Fund ( Osterreichischer Fonds zur 
Forderung der wissenschaftlichen Forschung) . 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 437-|5^2l 1999- 
© Springer- Verlag Berlin Heidelberg 1999 



438 



Helmut Kofler et al. 



In Section |2| a general coarsening process is formulated. Instead of using the 
entire information of a graph Go = G{V,E), a coarser graph is constructed 
which represents some global structure of the original graph Go ■ The regular con- 
traction of a grid, i.e., the merging of vertices in a locally uniform way, preserves 
a regular graph structure. Contractions of heterogeneous type are irregular con- 
tractions (see Figs.n] and EJ. For a particular application it has to be decided 
how to choose the contraction condition of each coarsening step. 




n 
n 
n 

the contraction 
condition (Sk,Nk^k+i) 






































Gk+l 



Fig. 1. A regular contraction G = Gk,k+i of a regular structure. 



In Section 0the hierarchy of reduced irregular graphs Go, Gi, . . . , G„, which 
is the result of a successive coarsening process, is given a topological neighbor- 
hood structure, i.e., the neighborhood U{v) of each vertex v G V{G) is defined 
explicitly. 

A topological graph structure (G,tc), called tg graph, is constructed in Sec- 
tion This graph structure is compatible with the concept of adjacency and, 
moreover, it is the optimal discrete counterpart to a Hausdorjf space (the Eu- 
clidean topology on the continuum), a fact, which can be demonstrated by using 
a special convergence process (Kofler j0| ) . 




Fig. 2. An irregular contraction Gk,k+i on a regular structure. 



The topological graph structure enables to use concepts like neighborhood, 
interior and boundary of sets, and connectedness in a well-defined setting. In Sec- 
tion ^31 the general contraction process for irregular graphs is given a topological 
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structure. It is shown why the coarsening method which is applied to graph par- 
titioning algorithms and to image hierarchies is a continuous and therefore a 
local process. 

Continuity of graph contraction, which implies that the respective algorithm 
has a locality of reference property, can be strictly formulated only in an underly- 
ing discrete topological structure. Its locality of reference property is the reason 
why the coarsening algorithm can be efficiently parallelized. Furthermore, gen- 
eral basic topological considerations are helpful, for instance, in deciding whether 
it is better to use 4-grid or 8-grid structures. These considerations are sketched 
in a survey about topologies on graph structures in Section fO 

In Section 0 the general result about coarsening, i.e., the preservation of its 
topological structure, is applied to graph partitioning algorithms and to image 
hierarchies. It is shown that existing matrix multilevel partitioning algorithms 
can be slightly modified to make them applicable to image hierarchies. This 
means that dual graph contraction can be implemented using the efficient parallel 
algorithms implemented in Metis jS], Party Wgpp P] and others. 

2 The General Graph Coarsening Process 

A graph coarsening process constitutes a hierarchical structure of irregular 
graphs. Regular contractions of an digital image are named image pyramids (see 
Fig.ni). In addition to a graph contraction also the dual graph and its contraction 
can be discovered, the term for both together is the dual graph contraction. 





Fig. 3. Example: The dual graph of a 3-adjacency graph structure. 



Graph Coarsening. Let Go{Vo,Eq) := G{V,E) be the input graph, for in- 
stance, an n X TO - matrix, an n-grid, a regular graph or an irregular graph. 
A graph contraction process resp. graph coarsening process with — 1 steps is 
defined by the contractions 

Ck,k+i--Gk{Vk,Ek)^Gk+i{Vk+i,Ek+i), k = 0,...,N-l, TV e IN, 

where the decimation parameters {Sk, Nk^k+i) (i-e., the contraction condition) 
give the conditions of the contraction operator Ck,k+i- The set Sk = Vk+i C I 4 
specifies the surviving vertices while the set N^^k+i fk Ek defines the edges which 
are contracted. A specification of the contraction condition is given below. 
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Dual Graph Contraction. The dual graph contraction consists of the contrac- 
tion of a planar input graph and of the dual of the input graph Go(Vo, Eg) (for 
instance, see Fig. 0. The contraction of the dual graph is denoted by Ck,k+i '■ 
Gk — > Gfc+i- The hierarchical structure of irregular graphs Gk{Vk, Ek) and 
Gk{Vk, Ek), k = 0, . . . , N , forms two irregular pyramids. The whole structure is 
called the dual graph contraction iKropatsch ir^ l. 



Composition of Contractions. The contraction Gm,n denotes a composition 
of contractions from level m to level n: 

Gm.n ■ — Gm,m-\-l ^ Gm-\-1^rn-\-2 0***0 Gn—\^n, U 1 ^ *[0, 1, . . . , IV 1} . 

Contraction Condition. The contraction condition {Sk, Nk^k+i) of the con- 
traction Gfc_fc+i is specified. The graph Gk is partitioned into \Sk\ path-connected 
sub-graphs. Each sub-graph, called contraction kernel, has exactly one surviving 
vertex in his structure. The set Nk^k+i definitely adjoins the number of non- 
surviving vertices to each surviving vertex and decides how the vertices 14 — Sk 
are merged with the surviving vertices Sk- An example of a regular contraction 
and an irregular contraction is shown in Figs.^foid^ 

The contraction of vertices automatically builds loops and multiple edges 
(double edges). In image hierarchies these special types of edges are omitted 
if they appear (see Fig.^. In graph partitioning algorithms multiple edges are 
merged into one and counted by weights. 




Fig. 4. A contraction Ck,k+i shown in 2 steps, handling a loop and a double edge. The 
points <S) G Sk are the surviving vertices, the bold marked edges are in Nk,k+i- 



Applications of the contraction process in multilevel graph partitioning pro- 
cesses and general image pyramids are discussed in Section 0 

3 The Topological Structure of Graphs and Coarsening 
Processes 

3.1 A Short Survey of Topologies on Graph Structures 

A topological structure is induced by the following canonical (adjacency) neigh- 
borhood definition. Two vertices v,w £ V{G) are neighbors if {v,w) € E(G). 
Therefore the neighborhood U{v) of a vertex v € V{G) consists of all vertices 
which are adjacent to v. The vertex v is per definitionem element of the set U{v) 
itself, which means that the vertex v can be interpreted as a neighbor of itself. 
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Due to the lack of the intersection property, in this case the topological struc- 
ture produces no topology, except the discrete topology. Every vertex v G V (G) 
forms a ireighborhood U{v) = {u} itself. The discrete topology oir the set V{G) 
is the result. But the discrete topology is irot supportive to describe topological 
entities like comrectediress — irothing is comrected in this case — or convergence — 
every sequence is convergent. The above interpretation of neighborhood is not 
sufficient, for instance, in the case of directed graphs, where the neighborhood 
property is not symmetric. A vertex u is a neighbor of w but w is not a neigh- 
bor of V. Therefore a comprehensive theory helps to find suitable topological 
characterizations to overcome the appearing problems. 

There is no homogeneous topology on an n x m matrix resp. 2^, except the 
discrete topology, which follows from the following result: any local finite T\- 
topology is discrete. But there exist iroir-homogeireous (Tq mmits Ti) topologies 
like cellular models ( Alexandroff, Hopf [2| , Khalimsky, Kopperman, Meyer |H| , 
Kovalevsky HU), the star-topology (Ahroirovitz, Aubert, Fiorio or the n- 
dimensioiral Marcus-Wyse topology {Wyse, Marcus PZj). The topological space 
C^^,tmw) of Marcus-Wyse is not homogeneous, but the property that path- 
connectedness is equivalent to topological connectedness holds in this environ- 
ment. This is not true for 6 or 8-adjacency (Ptak, Kofler, Kropatsch Wyse, 
Marcus HU)- Non-homogeneous topologies of the Marcus-Wyse kind on irregu- 
lar graphs, discussed in Kofler nni, can be based on irregular graph contractions 
as well. 

In this case a topological graph structure is preferred (G, t^) which is near the 
semi-topological approach (Latecki mi which fulfills the homogeneity property 
and the topological connectedness property is equivalent to path-connectedness 
of the underlying adjacency structure. Therefore it is compatible to the concept 
of adjacency and at the same time it is very close to the Hausdorff space, i.e., the 
Euclidean topology on the continuum, which is demonstrated in a convergence 
process in Kofler cni. 

3.2 The Topological Structure T 4 , on 

The basic structure elements of the topological graph structure (G,tc) are the 
neighborhoods U{v) := {w G V] (v,w) G E{G)} U {u} of a vertex v G V{G) 
called star sets. This neighborhood structure of the open sets induced by star 
sets is distributed into classes using an equivalence relation 

The structure is defined on the regular n-grid in the plane with n = 4, i.e., 

with the 4-adjacency condition. Therefore the star set Ui{x) of each point 
X G~2? looks like Fig.E3(i). 

The Topological Structure (Z^, T4). The topological neighborhood structure 
T4 on is defined by an equivalence relation ~4, T4 := 7 ^(Z^)/~ 4 . Two elements 
Oi, O 2 are in the same equivalence class, this means Oi ~4 O 2 , if there exists a 
set Or = G){Ua{x)-, for some x G Z^}, Or C Oi, O 2 , where 0\ — Or and O 2 — Or 
have no neighborhoods Ui{.) inside. The elements of the class O G T 4 and its 
representative Or can be identified and are called open sets. 



442 



Helmut Kofler et al. 



The single elements {a;}, x £ 2^, are called open points. Single open points 
are not neighborhoods of themselves. Therefore, an intersection of any sets which 
result in a set of single open points, i.e., there is no neighborhood structure Ui^.) 
in this intersection, will be identified with the empty set 0. 

The set Ui{x) forms a neighborhood base of each x £ 2^, called the structure 
element. The collection of this neighborhoods Ui{x), x £~2? constitute the base 
of the topological structure. 

With this construction on the open sets the 4-neighborhood adjacency structure 
is placed into the foreground and the structure (2^,T4) looks like a topological 
space: 

(1) The empty set 0 and the whole set are in T4. 

(2) The union of any family of T4 is again in the set T4. 

(3) The finite intersection property holds, regarding the characterization above: 

If U{x),U{y) £ T are two 4-neighborhoods where y is a neighbor of x, i.e., 
y £ U{x), then U{x) n [/(?/) 0. 

Properties. The topological structure (Z^, T 4 ) has a T2 structure^ and the sym- 
metry property holds: if y € Ui{x) then there exists a neighborhood of y such 
that x £ Ui{y). 

The cardinality of the neighborhood base x of £^ny point x £ Z^ is x(a;) = 
1. Therefore the character of the space is x(^^) •= sup{x(a;),a; £ Z^} = 1. 
Compared with that situation the character of the continuum with the topology 
induced by the 1-norm is x(®'^) = 00. 

The topological structure (Z^, T4) with these structure elements Ua{x) fulfills 
the homogeneity property. A couple of single open points are like finite sets in 
measure theory with zero-measure. They exist, but are not important for the 
neighborhood structure of the space. 




Fig. 5. Types of open resp. closed sets in Z^: (i) the structure element of the 
topological structure, the interior is marked in dark, (ii) an open set identical 
to the first set respective the relation ~4, (iii) a typical open set, (iv) a closed 
set with an isolated point, two interior points, (v) the closure of the structure 
element. 



^ The topological characterizations like T2-space, relative topology, base of a topology 
and others are used synonymously in this wider topological content. 
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Closed Sets. A closed set is the complement of an open set. The sets 0, are 
open and closed simultaneously by definition. 

The open sets are formally constructed to give the connection to the classical 
theory, but in the digital case it is better to work with closed sets. With a 
complement argument every closed set looks like an open set. These two types 
of sets can be distinguished by using a measure (see below). Moreover, the whole 
axiomatic formulation of the topological structure can be given by the closed 
sets instead of open in a dualistic manner. 

Interior and Boundary of a Set, Isolated Points, and Erosion Points. 

The interior or kernel of an arbitrary set D C W? (see Fig.El(iii)) is defined as 
interior{D) := {x,U 4 {x) C D} . 

The interior{D) is a subset of the open interior, called interior o{D) which 
describes the largest union of open subsets in D. The closure of the set D is the 
smallest closed set C C with D C C. The boundary or frontier of the set D 
is the closed set boundary(D) := closure(D) — interior [D] . Therefore 
interior{D) C interior o{D) Q D C closure(D) 
for D <Z '2?' . Other equivalent characterizations can be substituted with these 
definitions, for instance, the following lemma characterizes the boundary as well: 
If a; S boundary (D) then in its neighborhood Ui{x) — {x} there exist elements 
xi G interior{D) and X 2 G complement{closure{D)). 

An isolated point x G D has an open neighborhood {U 4 {x) — {x}) D = %. 
The boundary of a set D often enclose erosion points. These points are expressed 
by taking D minus the closure of the interior o of the set D (see Fig.0(iv)). A set 
D is called regular, \i D = closure{interioro{D)). The morphological operators 
of erosion and dilation can be introduced easily by T 4 at this place, opening and 
closing respectively (Eckhardt, Hundt j5], Heijmans0). 
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Fig. 6. (i) A non-connected and (ii) a connected open set, the interior points are 
marked in dark. 



Connected Sets. A closed set H C is connected, if there is no partition of 
D into two disjoint sets Orell,Orel2, such that Orell U Orel2 = D, for Oreli ■ = 
D n interior{Oi), Oi G T 4 (very similar to relatively open sets). In the case a 
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set D is closed path-connectedness is equivalent to topological connectedness, 
which is an immediate result of the investigations of Latecki m- An open set 
is connected, if it’s closed interior is connected. This definition of open sets is 
described in Fig. [HI 



Description of Open Sets by a Measure to Distinguish between Open 
and Closed. Open neighborhoods Ui{x) consist of a nucleus which is the crude 
point itself and the four points, the boundary, forming the neighborhood struc- 
ture. The boundary of an open set can be measured by m{x) = 1/2^, fV S IN 
fix, and the interior by m{x) = 1. The closed set D has measure m(x) = 1 for all 
X £ D. The measure m(x) is zero if x is not element of the set. The measure is 
represented by different grey levels in Fig.0 The intersection of two sets Di, D 2 
is defined in fuzzy set manner: 

Di r\m D 2 ■= {{x,m{x));x G '2?,m{x) = min{m£)j (x), mi) 2 (a;)} } . 

The union of two sets D\ U D 2 is defined by the max-function. If the grid width 
decreases, i.e., TV — > 00 , the measure of the boundary points becomes smaller. If 
the limit of the measure of the boundary points of open sets is zero the situation 
corresponds to the real case (Kofler j0|). 

3.3 The Topological Graph Structure (G,tq) 

By analogy with the topological structure on a 4-grid this structure can easily 
be given to all regular graphs (n-grids) as well as to irregular graphs G using 
an embedding of a general graph into a 4-grid and taking the relative topology 
(Kofler 0). 

A general graph G can be directly equipped with tq, which is called tq graph. 
The star neighborhood sets must be constructed by the adjacency condition of 
the graph G. This basic set of open neighborhoods of each vertex v £ V (G) con- 
stitutes the base of the topological structure tq in the sense of the topological 
characterization of T4. Now the size of the star sets locally differs, but the prop- 
erties are the same as in (2^,T4), i.e., the equivalence relation now depends 
on these locally different star sets. To keep it easy, the construction was given 
in the regular case. 

3.4 The Topological Graph Gontraction Preserves Its Structure 

The graphs Gk{Vk,Ek), k = 0, . . . , N, given by a contraction can be equipped 
with the topological structure tq named as {Gk{Vk, Ek),Tk), fc = 0, . . . , TV. The 
same procedure can be applied to dual graphs Gk{Vk, Ek), fc = 0, . . . , TV. 
Theorem. The contraction Ck,k-\-i, k G {0, . . . , TV — 1}, TV G IN, 

Ck,k-\-i ■ {Gk{Vk,Ek),Tk) — > (Gfc+i(Vfc-i-i, Afe_|_i), Tfc+i) 

(resp. its dual contraction Ck,k-ki) is a surjective mapping. The mapping is also 
a continuous and open function with respect to the topological structure tq. 
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Fig. 7. Examples of Ck,k+i{U) and Ck,k+i ^{U') of basic open sets U, U' . 



Structure of the Proof. Let O G Tk and O' G Tk+i be open sets. Continuous 
means: for any O' G Tk+i there exists a set O G Tk that the inverse image 
{w G Gk\Ck,k+i{v) G O'} = O. Open means: for any O G Tk there exists a 
set O' G Tk+i that Ck,k+i(0) = O'. I.e., the neighborhoods in each scale have 
their parts (resp.the empty set 0 G Tk,Tk+i) in higher or lower scales. Open sets 
are unions of strueture elements resp. the equivalence relation Therefore the 
properties eontinuous and open are demonstrated by the structure elements. 

The idea of the proof is given graphically in Fig.Q using the contraction 
example of Fig. El with the structure elements C/ 4 (.). The set Ck,k+i{Ui) = U[ 
consists of one open single point which is equal to 0 resp. ~ 4 , as well as the set 
U2. The set C/g consists of 3 nodes, which form a complete neighborhood in Tk+i- 
The set U' is a basic neighborhood of the black node and its inverse image leads 
to the set Ck,k+i~^{U') = U which is an open set in Tk- 

Investigating all different cases give the result: regular and irregular contrac- 
tions (in particular image hierarchies) preserve their topological structure. 

Remark. A graph contraction Ck,k+i is not an injective function, therefore 
the mapping cannot be homeomorph either. But the special condition of the 
contraction kernels (Sfe, Nk^k+i) guarantees continuity. If the contraction kernels 
are not path-connected subgraphs of Gfc, which means contractions on different 
locations occur, the contracted structure Gk+i would be topologically different to 
Gfc. A simple counterexample can verify the importance of the special contraction 
condition, which forces the contraction process to be a “local process” . 

4 Parallel Coarsening of Matrices and Irregular Graphs 

In graph partitioning algorithms to solve systems of linear equations, the basic 
graph G(y, E) represents a sparse symmetric matrix by interpreting it as an 
adjacency matrix. A digital image with pixel structure is completed to a graph 
structure, mostly 4- or 8-adjacency. In general, the given graph is represented in 
an adjacency list data structure. In topological terms this means that the graph is 
stored in star-neighborhoods U{v), v GV (Karypis, Kumar ^). (Another often 
used format is the compressed row storage format CRS.) The graph may also be 
provided with weights w{v) and w{{vi,V2)), for each vertex v gV, and for each 
edge (vi,V2) G E (see Fig.|^. 
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9 9 \V\,\E\ 

5 U (vertexl) — {vertex^} 

3 4 ... U{vertex2) — {vertex3, vertexA} 

2 5 ... U{vertex3) — {vertex2, vertex^} 

2 



1 3 6 7 8 
5 9 
5 8 

5 7 8 

6 8 



Fig. 8. A weighted graph Go(F, E) and an often used storage scheme (without 
weights). w{v)/i denotes the weight w of each vertex v ^ V and i gives its 
number. 



4.1 The Contraction Kernels in Parallel Partitioning Algorithms 

The coarsening for irregular graphs in parallel partitioning algorithms generally 
uses a contraction kernel named heavy-edge matching (HEM) (Karypis, Kumar 
13): In a graph contraction step the set S' C F of surviving vertices is gathered 
in random order, with the condition that only pairs of adjacent vertices are 
merged, i.e., random matching (RM). Further, in HEM the vertex of an edge 
with the highest possible weight (if the vertex is not used by another merging) 
in the star neighborhood U{v), v € S, is merged. A contraction step is named 
maximal matching if no pairs are left to contract (see Fig.|^. In the package 
Wgpp (Gupta 0 ) heavy-triangle matching (HTM) three vertices in one star set 
are merged together. Heaviest-edge matching searches the heaviest edges in the 
graph for merging the incident vertices one by one. There exist slightly modified 
versions to improve the contraction types, and one new version — the HLM — is 
proposed below. Often a combination of various methods succeeds. 




Fig. 9. An example of a contraction Go , 2 = Go,i oGi ,2 of the graph Gq in 2 steps 
with maximal RM in the first row. The contraction condition of each random 
matching is explicitly represented in the second row. 
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In general the notion of neighborhood is interpreted as “nearness” . But neigh- 
borhoods can also depend on non-spatial features like grey levels or color, stored 
by weights. The weight-function w : V{G) IR", n G IN, indicates an intensity 
level at any vertex v G V. Neighborhoods can be defined using this intensity 
Uw{v) := ||tc(t;) — r|| < c, r S H"} n U{v), c € IR . 



Heavy- Leveled-Edge- Weight Matching (HLM). Instead of merging 2 or 3 
vertices (HEM, HTM), all vertices of a star set u G U{v), v G V, are taken if the 
weight w{u) is larger than a given threshold I G IN. This means that the topolog- 
ical neighborhood sets of the graph are defined as /7i(v) := {w~^(r);r > l,r G 
IN} n U{v) with level I G IN. The threshold can be adapted in each contraction 
step during the algorithm. 

4.2 Locality of Coarsening in Graph Partitioning Algorithms 

It was shown in Section 14.41 that coarsening in general is a local process. All 
the coarsening methods in graph partitioning algorithms are identical with the 
conditions of a contraction process which is easily seen in Fig. El Two consecu- 
tive contractions with an RM kernel are shown which can be comprehended to 
one process (see Fig. cnj. The weights of the vertices resp. edges count the non- 
surviving vertices resp. multiple edges. In the case of RM and HEM multilevel 
contraction kernels have the characteristics of paths with one surviving vertex. 

For instance, the method of minimum degree (MD) of a fill-in reducing or- 
dering algorithm for symmetric sparse matrices is no such coarsening process, 
but also a local process. It is easy to prove that it is a continuous process 
with respect to the topological structure tg- Introducing a distance d, where 
d{vi,V 2 ) = I if is adjacent to V 2 , vi,V 2 G V{G), it can be seen that vertices 
of the neighborhood U 2 {v) := {w; d{v,w) < 2}, ?; G V, are mapped into the star 
set Ui{v) = {w;d{v,w) < 1} n 17(z;) of G V, i.e., the neighborhoods of vertices 
merge to smaller neighborhoods. 

Using distributed memory parallel computers in parallel processing, the basic 
graph is subdivided to I processors i = The multilevel A:- way partitioning 

algorithm relies extensively on using a coloring of vertices by Luby’s algorithm 
also in the coarsening stage (Karypis, Kumar 0). 

4.3 Parallel Algorithms in Image Hierarchies 

Regular pyramids and irregular image hierarchies are multilevel contractions of 
images. The contraction Cfc,fc+i : Gk — > of an image fulfills the underlying 

contraction condition ( Section EJ which forces the contraction process to preserve 
its topology in the regular and irregular case. Examples of image contractions 
can be found, for instance, in Kropatsch [I2|. 

Image contraction is of the same type as coarsening in parallel partitioning 
algorithms. The contraction kernel of parallel partitioning generally is a heavy- 
edge matching HEM. Within image analysis various contractions can occur. The 
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Fig. 10. The contraction Co _2 of the graph Gq in 1 step. 



contraction, i.e., the segmentation, depends on the given context of an image. 
The type of the image is most important for the choice of the contraction- 
mapping. There is a need to find such types of contractions. 

If contraction kernels can be used optionally in those packages, i.e., the con- 
traction of a star set neighborhood or neighborhoods with arbitrary conditions 
are possible, the existing packages of parallel graph partitioning could be applied 
easily in images processing. This would be a great advantage for managing large 
data sets of images. 

For instance, if a certain type of digital image is given, and the background 
of the image is set to zero, a sparse matrix is the result. In that case the packages 
of graph partition algorithms can be applied efficiently to pattern recognition 
tasks. 



Conclusion 

In this paper a general contraction process of irregular graphs has been defined. 
Using topological techniques it has been demonstrated that this contraction 
process (with its special requirements on the contraction kernels) is a continuous 
and consequently a local process. Locality is an important property which enables 
parallel implementations. 

Coarsening has been used to reduce the complexity of several parallel parti- 
tioning algorithms while preserving the quality of the solutions obtained. These 
multilevel methods are implemented in, for instance, in Metis, Chaco and 
Wgpp. In this paper the most important contraction type, heavy-edge match- 
ing HEM, has been investigated and slightly modified. 

Other applications of coarsening are regular pyramids and irregular image 
hierarchies. It has been shown that image hierarchies preserve their topological 
structure. Further, coarsening in parallel partitioning algorithms and in image 
contraction is of the same type. Therefore existing packages for efficient parallel 
partitioning can easily be applied to image pyramids for image segmentation. 
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Abstract. This paper introduces an infrastructure for parallel mesh 
computations running on distributed-memory computers. The infrastruc- 
ture consists of the mesh partitioning algorithm GARP and the domain- 
specific communication library GRAPHlib. Unlike existing algorithms, 
GARP exploits geometrical properties of the mesh shape in order to 
produce shape-adequate rectilinear partitions. The structure of such par- 
titions is exploited by GRAPHlib using an optimized message ordering 
strategy. We describe the concepts behind GARP and GRAPHlib and 
show that for meshes with particular shapes our infrastructure provides 
better utilization of the parallel computer than solutions using existing 
partitioning algorithms and communication libraries. 



1 Introduction 

Unstructured meshes are used in a large number of scientific codes, for example, 
in computational fluid dynamics and structural analysis codes. Nowadays compu- 
tations with large meshes are increasingly being performed on parallel computers 
because of size considerations and computational requirements. Mesh compu- 
tations have been predominantly performed on distributed-memory computers 
because such systems offer advantages over their shared-memory counterparts 
concerning scalability. 

With distributed-memory computers the user is faced with the non-trivial 
problem of data distribution. Meshes must be partitioned across the local mem- 
ories of the processors in such a way that a good load balancing is achieved and 
interprocessor communication is kept minimal. With virtual-shared-memory ma- 
chines data distribution is also relevant because a good distribution promotes 
data locality and so improves overall performance. 

The quality of a mesh distribution depends on the suitability of a distribu- 
tion algorithm for the given mesh, the problem to be solved, and the parallel 
computer. Thus, data distribution should not be a fully automatic process. Users 
can choose from a variety of algorithms, which show different weaknesses and 
strengths with repect to each of the above factors. 

We observed that today’s data distribution algorithms are too general with 
respect to the mesh shape, that is, they neglect geometrical shape properties 
in order to produce good distributions. In many cases fast algorithms could be 
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employed in order to produce rectilinear partitions, which allow lossless mapping 
to various processor topologies and contention-free communication during local 
exchange operations. Furthermore, the advantages of rectilinear partitions are 
not exploited by today’s communication libraries, for example, for optimization 
of exchange operations. 

This paper introduces an infrastructure for parallel mesh computations on 
distributed-memory computers that use meshes with particular shapes. The fast 
data distribution algorithm GARP exploits symmetry and circle-shaped con- 
tours of the mesh shape in order to produce rectilinear partitions with good 
quality. The communication library GRAPHlib exploits the grid structure of 
rectilinear partitions using optimized message scheduling algorithms that mini- 
mize the number of exchanged messages and exclude network conflicts. We give 
an overview of GARP and GRAPHlib and report on first evaluations using a 
parallel mesh code, which we have run on the nGUBE 2 and the Intel iPSG/860. 



2 Parallel Mesh Computations 

Today there exists a variety of parallel schemes for the solution of problems on 
unstructured meshes, which can be classified into explicit and implicit, just as 
their sequential equivalents 0. In explicit schemes mesh entities are visited in 
loops and entity values are updated with respect to values of adjacent entities. 
Implicit schemes operate on a global matrix formed from the mesh and solve 
a system of linear equations. Since implicit schemes require matrix distribution 
instead of mesh distribution, they are beyond the scope of this paper. Mesh 
distribution is also required for substructuring-based computations, which divide 
a problem into several subproblems and an interface problem. 

The mesh distribution problem is usually divided into two NP-complete sub- 
problems: partitioning and mapping. During partitioning the mesh is divided into 
several parts such that the parts are balanced and the boundaries between adja- 
cent parts show minimal lengths. The result is called a partition, the respective 
graph is called task interaction graph (TIG) 1121 . During mapping the parti- 
tion is mapped to the parallel computer such that adjacent parts are assigned 
to adjacent processors in the interconnection network. Due to NP-completeness 
of partitioning and mapping, heuristic algorithms are employed, which usually 
imply a trade-off between the quality of a distribution and its computing time. 

Partitioning algorithms can be classified into graph-based and coordinate- 
based algorithms. Graph-based algorithms consider the topology of mesh entities. 
Thus, they are generally applicable. Well-known examples are Greedy |3j. Re- 
cursive Graph Bisection eg, and Recursive Spectral Bisection HH. Goordinate- 
based algorithms can be used whenever coordinates of mesh entities are available. 
They are fast and can exploit geometrical properties of the mesh. Popular ex- 
amples are Orthogonal Recursive Bisection and Recursive Inertial Bisection 
(RIB) HDj. Today graph-based algorithms are used predominantly due to their 
generality. On the other hand, generality implies considerably longer run times 
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than with coordinate-based algorithms and causes neglection of the mesh shape, 
which often leads to irregular TIGs. 

Mapping of mesh partitions to parallel computers is relevant if the TIG of 
the partition is irregular. It to the problem of embedding the TIG into the com- 
puter’s processor communication graph, which has been investigated intensively 
in the literature (see |2 for an overview). On the other hand, regular TIGs 
allow lossless embedding into popular topologies, for example, grids or hyper- 
cubes. Practical importance of mapping has been considered differently in the 
literature. Notable impact has been observed on computers with a large cost dif- 
ferential between nearest-neighbour communication and global communication, 
in particular, when many processors are used 1511 51 . 

Besides mesh distribution, efficient implementation of communication is im- 
portant with distributed- memory computers. Parallel mesh codes resolve data 
dependencies between submeshes using local pairwise exchange. In order to min- 
imize communication overhead send and receive operations must be scheduled 
such that network conflicts are avoided. Since senders and receivers are defined 
by the mesh distribution, optimization of scheduling is difficult with irregular 
TIGs. Machine-dependent heuristics have been used for this purpose On 
the other hand, regular TIGs allow ordering of messages such that network con- 
flicts are excluded and the number of required send and receive operations is 
minimized M- 

3 The Data Distribution Algorithm GARP 

Partitions that exhibit regular TIGs are called rectilinear jO). The previous dis- 
cussion makes obvious that such partitions show several advantages over parti- 
tions showing irregular TIGs. Thus, a partitioning algorithm should primarily 
aim at rectilinear partitions, whenever it is appropriate, and then optimize known 
criteria such as load balance and minimum boundary lengths. Glearly, there are 
many cases where a rectilinear partition cannot be the optimal one, for example, 
if the mesh exhibits a highly inconvex shape or strongly varying vertex density. 
However, there are also many cases where the optimal partition of a mesh is a 
rectilinear one that fits the shape of the mesh. Throughout this paper we use 
the term shape- adequate for such partitions. 

We observed that today’s partitioning algorithms generally fail to produce 
shape-adequate partitions for particular meshes. Figure E shows partitions of 
two triangular meshes. The topology of triangles is highly irregular but the 
mesh shapes let rectilinear partitioning appear appropriate. 

Figure Qb shows that the coordinate-based RIB algorithm produces rectilin- 
ear partitions even with a higher number of parts. On the contrary, graph-based 
algorithms cause loss of TIG regularity already with 16 processors. On the other 
hand, while RIB exploits the rectangular shape of the first mesh, it fails to pro- 
duce a rectilinear partition with 32 parts for a circle-shaped mesh, as shown 
in Fig. If partitioning is based on polar coordinates instead of cartesian 
coordinates, the rectilinear partition shown in Fig. Qd can be obtained easily. 
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Partitioning of circular shapes based on polar coordinates was introduced by 
Chrisochoides |2]. We evaluated all four partitions on the nCUBE 2 using a 
parallel Laplace solver. It showed that the shape-adequate partitions perform 
slightly better than their irregular counterparts. 




Fig. 1. Partitions: (a) graph-based, (c) RIB, (b,d) shape-adequate 



Our experiments led to the conclusion that only coordinate-based partitioners 
provide a fast and easy way to producing shape-adequate rectilinear partitions. 
Furthermore, such a partitioner must the able to detect geometric characteristics 
of the mesh shape. Our algorithm GARP (Geometry- Aided Rectilinear Parti- 
tioner) is based on the previous considerations. During practical evaluation of a 
variety of mesh partitions we obtained two promising characteristics: symmetry 
and contour shape. Exploitation of symmetry shows advantages with small part 
numbers. Exploitation of contour shapes promotes shape adequacy especially 
with high part numbers. 

Exploitation of symmetry is motivated by the fact that the bisection of a 
mesh along the axis of affinity yields perfect load balance if there are no mesh 
entities lying on this axis. Furthermore we observed that such a bisection often 
produces the minimum number of cut edges, i. e., the number of edges that 
connect mesh entities belonging to different parts. Symmetry can be exploited 
frequently because many real-world objects used in scientific computing exhibit 
symmetry, for example, car-bodies, airplanes, space shuttles, or ship hulls. 

Exploitation of contour shapes has shown useful in Fig.^ Since also a number 
of 3D meshes benefit from coordinate transformation, for example, cylinder liners 
(see Fig. ^b) and sphere surfaces, we extended Ghrisochoides’ technique in order 
to apply transformation into cylindrical and spherical coordinates as well. 

GARP employs fast heuristics in order to detect the above characteristics 
automatically. In the rest of this section we outline GARP’s heuristic geometry 
tests and its rectilinear partitioning strategy. 



3.1 Geometry Tests 

Before partitioning, coordinates of the mesh entities are subjected to two geom- 
etry tests. The symmetry test checks if the mesh exhibits symmetry along one or 
more coordinate axes. The contour test attempts to classify the shape of the mesh 
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contour. In three dimensions, GARP recognizes object shapes through combi- 
nation of contour shapes that are detected in normal projections. For example, 
it assumes a cylinder if two projections exhibit the same rectangular contour 
and the third projection shows a circular contour. A sphere is assumed if all 
projections are circles. Depending on the detected shape appropriate coordinate 
transformations are applied in order to promote production of shape-adequate 
partitions. 

The symmetry test uses a data structure consisting of D index lists, where 
D is the mesh dimensionality. The list associated with coordinate d stores mesh 
entity indices assuming the entities being sorted by coordinate d. The remaining 
coordinates are used as secondary and tertiary sorting criteria. In order to check 
symmetry along the d-axis, the test selects three arbitrary indices in the lower 
half of the d-th list, which yields three entities vi, V2, and V3. After this, it 
determines the three assumed mirror entities wi, W2, W3 by mirroring the indices 
into the upper half of the list. Finally, the mid-points rrii between each entity 
and its mirror are computed, as shown in Fig. | 2 ti. Symmetry is assumed if the 
three mid-points are collinear. In three dimensions, the test selects four indices 
and checks if the four mid-points are coplanar. 
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Fig. 2. (a) symmetry test, (b) contour test 



The contour test is always applied to a two-dimensional domain. It receives 
two coordinate axes, where it treats the first one as the horizontal direction and 
the second one as the vertical direction. 

The first phase, called boundary tracking, searches for boundary vertices. It 
starts at the top and at the bottom of the domain and proceeds towards the 
middle. The top-left, top-right, bottom-left, and bottom-right entity are chosen 
as starting points, which are labelled P\, P2, P3, and P4, respectively. The search 
directions for each starting point are depicted in FigEt. For example, the search 
starting at P\ proceeds in the left and lower direction. Whenever a new leftmost 
entity P is encountered, the distance between P and the current leftmost entity, 
which is Pi at start, contributes to the perimeter approximation U. 

The second phase, called shape classification, evaluates U and the number of 
search steps Si in order to detect a convex boundary shape. For example, the 
condition required for detecting a circle is C/ « (xq^ — xq,^) • tt A Vi Si > 0. 
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Since both tests work with discretized data, their reliability depends on the 
granularity of the discretizations. Consequently, each test accepts an additional 
parameter e that holds a test-specific tolerance value. 



3.2 Partitioning Strategy 

CARP divides a set of mesh entities into N parts using log 2 N bisections along 
the coordinate axes. Thus, it requires the number of parts to be a power of 
two. By default, the resulting TIG is a grid showing the same dimensionality as 
the mesh. 

For each mesh dimension an appropriate number of bisections must be de- 
termined. A dimension that has been bisected n times exhibits 2" sections with 
probably different widths. The next dimension to be bisected is the dimension 
with the largest section width. The cartesian product of the sections over all 
dimensions yields the partition. 

By default, CARP gives symmetry precedence over section widths, such that 
the first bisections are performed along symmetric dimensions. For reasons stated 
above this approach has often shown profitable with low part numbers. However, 
this behaviour can be disabled as well. 

After each bisection CARP checks the current partition because sole con- 
sideration of section extents may cause poor load balance, for example, with 
inconvex mesh shapes or high bisection numbers. If the partition has empty 
parts or its load balance falls beyond a user-specified value, the last bisection 
is undone and CARP proceeds with another dimension. Furthermore, the last 
bisection becomes locked such that no more bisections are performed along it. 
If all dimensions are locked before the required number of bisections has been 
reached, CARP considers the mesh inappropriate for rectilinear partitioning and 
aborts. 

4 The Communication Library GRAPHlib 

GRAPHlib is a MPI-based library for distributed-memory computers that sup- 
ports development of parallel graph-oriented applications, for example, explicit 
mesh computations. It supports applications where the main loop sweeps over 
the edges of a graph. GRAPHlib hides the details of message passing from the 
programmer using Gather and Scatter abstractions |S|. 

Our main motivation for the development of GRAPHlib was the lack of a 
compact and simple testbed for the evaluation of mesh distribution using op- 
timized and unoptimized message scheduling. In particular, GRAPHlib should 
fully exploit the advantages of rectilinear partitions discussed in sectionQ When- 
ever a parallel application is run with a rectilinear mesh partition, the library 
performs lossless mapping of the regular TIG to the processor topology and ex- 
change operations employ an optimized message ordering strategy. In all other 
cases partitions are directly mapped and messages are exchanged in arbitrary 
order. 
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Message ordering in GRAPHlib is based on a strategy developed by Sa- 
dayappan and Ercal m- The strategy exploits the presence of directions with 
rectilinear partitions, for example, the presence of left, right, lower, and upper 
neighbour processors. Figure 0 shows a submesh consisting of nine four-sided 
elements, where nodes enclosed by frames are shared with neighbour processors. 
The strategy orders messages such that network conflicts are excluded and di- 
rect data exchange with diagonal neighbours is avoided. For example, data to be 
exchanged with the upper right neighbour are first sent to the right neighbour, 
which forwards them to its upper neighbour. 

Sadayappan and Frcal’s strategy has also limitations. First, it does not per- 
form ’’true” data exchange with diagonal neighbours but data accumulation 
using an associative operator. Secondly, it has been tailored to meshes consist- 
ing of four-sided elements and requires generalization in order to be applicable 
with unstructured meshes. Finally, the order of send and receive operations can 
be changed in order to achieve better utilization of the interconnection network. 
GRAPHlib’s strategy overcomes all these limitations. Our optimized message 
ordering is shown in Fig. El on the right. Moreover, we extended the strategy 
for use with three-dimensional partitions, where communication with up to 26 
neighbours is performed using just six communication steps. 




u UR 



1 . Copy data for OL, L, and UL to buffers. Send OL, L, and UL to L 
Copy data for OR, R, and UR to buffers. Send OR, R, and UR to R. 

2. Receive OL, L, and UL from L. Consume L. 

Receive OR, R, and UR from R. Consume R. 

3. Copy data for U to buffer U. Send UL, U, and UR to U. 

Copy data for O to buffer O. Send OL, O, and UR to O. 

4. Receive UL, U, and UR from U. Consume UL, U, and UR. 

Receive OL, O, and OR from O. Consume OL, O, and OR. 



Fig. 3. Optimized message ordering for 2D rectilinear partitions 



5 Experiences 

In our experiments we compared a number of partitions produced by GARP 
with corresponding results produced by RIB, which is the best coordinate-based 
partitioner available at the moment. We did not consider graph-based algorithms 
because we expected RIB to yield the best results for the used meshes. 

We also evaluated the parallel gains of GARP and GRAPHlib using an Euler 
solver kernel, which is based on explicit first-order scheme EJ- For each partition 
we took the total execution time of the solver’s node program after 100 itera- 
tions. Each iteration performs just a few computations and thus is dominated 
by communication. 

The run times were taken on the nGUBE 2 and the iPSG/860. Since both 
computers are known to show a small cost differential between global and local 
communication, we did not expect considerable gains through the use of GARP 
and GRAPHlib. However, notable gains are to be expected on computers where 




Geometry- Aided Rectilinear Partitioning of Unstructured Meshes 457 



global communication is expensive compared to nearest-neighbour communica- 
tion. The numbers given in the sequel refer to the nCUBE 2. On the iPSC/860 
we observed the same trends as with the nCUBE 2. 

Figure ^b shows partitions of a mesh that describes one half of a cylinder 
liner, which can be found in automotive industry simulations. GARP detects 
symmetry along the X and the Z axis, classifies the XY projection as a semian- 
nulus, and performs transformation into cylindrical coordinates. GARP’s parti- 
tions are optimal in terms of submesh surface- volume ratio and fit the mesh shape 
well. The results of GARP and RIB coincide with up to four parts, then RIB’s 
partitions become slightly irregular. Using less than 16 processors GRAPHlib’s 
optimized message ordering does not show effect whereas using 16 processors 
our infrastructure improves parallel run time by 3,5 percent. 




Fig. 4. liner: (a) RIB, (b) GARP. beetle: (c) RIB, (d) GARP 



Figure Etd shows another mesh that comes from the real world. It indicates 
that exploitation of symmetry with small part numbers is advantageous. GARP 
detects symmetry along the X axis. The initial bisection along X causes perfect 
load balance because there are no vertices lying on the axis of affinity. As men- 
tioned in section E2 this requires precedence given to symmetry over section 
widths. Otherwise, the initial bisection along Z produces a suboptimal partition, 
which causes run time loss of 3,7 percent. 

RIB does not exploit symmetry here and thus yields irregular partitions. 
Although they are slightly better optimized with respect to load balance and 
cut edges, GARP’s results exhibit shorter run times with up to four processors 
and achieve a gain of 4,6 percent. With eight processors RIB’s partition is better 
by 1,6 percent, due to the high variance of cut edges among the submeshes of 
GARP’s partition. 

It must be noted that all improvements, on which we have reported so far, 
were obtained for two-dimensional TIGs. In order to evaluate GRAPHlib with 
three-dimensional TIGs we used a volume mesh that describes a cubic solid and 
consists of 4096 vertices. Since finding the optimal partition of such a mesh is 
trivial, we could concentrate on the impact of mapping and message scheduling. 
It showed that with eight processors arbitrary mapping and scheduling is suf- 
ficient whereas with 64 processors GRAPHlib’s optimizations improve parallel 
run time by 10 percent. 
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On the other hand, our experiments also revealed weaknesses of GARP. When 
a mesh shows a highly irregular shape or strongly varying vertex density, recti- 
linear partitions, primarily those with many parts, may suffer from critical load 
imbalance. Hence, some rectilinear partitioners are coupled with a load balanc- 
ing heuristic m- The RIB partitions shown in this paper were also produced by 
an implementation that employs the Kernighan-Lin heuristic Q for boundary 
optimization. We observed that GRAPHlib’s communication optimizations can 
amortize bad partition quality up to a specific number of processors, otherwise 
rib’s partitions perform better. 

Furthermore, rectilinear partitioning is not appropriate for meshes with off- 
set extremities, for example, airplanes with wide wing spans. If more than one 
bisection is carried out along the wings, further bisections along the body may 
lead to partitions with empty parts, which are not accepted by GARP. Hence, 
all bisections except one are carried out along the body. This causes elongated 
submeshes and thus high communication costs, which could not be amortized 
by GRAPHlib in our experiments. 

Finally, we compared the run times of GARP and RIB on an ordinary work- 
station. GARP is notably faster than RIB, in particular, with large meshes. Its 
run time grows very slowly with increasing number of parts because most of the 
time is spent with I/O and the geometry tests. 

6 Related Work 

Rectilinear partitioners make up a small part in the mass of existing partitioning 
algorithms. Development was primarily motivated by the impact of communi- 
cation with some parallel computers. Moreover, rectilinear partitions have been 
regarded due to simplified data organization with grid-shaped meshes. 

Sadayappan and Ercal developed a graph-based approach named 1D/2D 
Strip Partitioning H2|. Their algorithm groups mesh vertices into parts using 
a technique called levelization. Hinz introduced an iterative coordinate-based 
partitioner based on so-called N4 nets j0|. His algorithm divides a continuous 
two-dimensional data space into rectangular regions and distorts the regions 
to general quadrilaterals in order to achieve good load balance. Nicol gave a 
comprehensive treatment of rectilinear partitioning based on workload matrices 
PJ. He developed a fast algorithm for optimal ID partitioning and an iterative 
heuristic for two dimensions. He also proved that optimal rectilinear partitioning 
in three dimensions is NP-complete. 

7 Conclusion 

We introduced an infrastructure for parallel mesh computations that includes the 
mesh partitioning algorithm GARP and the communication library GRAPHlib. 

GARP yields best results for meshes with a largly uniform vertex density 
and without offset extremities. It works well with a small number of parts if the 
mesh exhibits symmetry and as well with a high number of parts if the mesh 



Geometry- Aided Rectilinear Partitioning of Unstructured Meshes 459 



shape can be classified. A drawback of GARP is poor load balancing with meshes 
that show highly varying vertex density. Hence, coupling with a load balancing 
heuristic is highly recommended for practical use. 

First measurements using GARP and GRAPHlib on computers with fast 
communication showed modest improvement against Recursive Inertial Bisec- 
tion and arbitrary message scheduling. We observed that GRAPHlib’s optimized 
scheduling strategy achieves most gain with 3D volume meshes. On the whole, 
our infrastructure demonstrates the importance of shape-adequate partitioning 
for maximum parallel efficiency, in particular, with large meshes. 

In the future we are going to couple GARP with a parallel load balancing 
heuristic and to study the impact of message ordering on parallel computers with 
more restrictive processor topologies, for example, mesh-connected computers. 
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Abstract. Algorithms which access memory regularly are typical for 
scientific computing, image processing and multimedia. Cache conflicts 
are often responsible for performance degradation, but can be avoided 
by an adequate placement of data in memory. The huge search space for 
such compile time placements is systematically reduced until we arrive at 
a class of very simple mappings, well known from data distribution onto 
processors in parallel computing. The choice of parameters is then guided 
by a cost function which reflects the tradeoff between additional instruc- 
tion overhead and reduced miss penalty. We show by experiment that 
when keeping the overhead low, a considerable speedup can be achieved. 



Keywords: cache optimization, memory mapping, data distribution 

1 Introduction 

Algorithms that cause a lot of memory accesses in nested loops are typical for 
the areas of scientific computing and multimedia applications. Lately, the pop- 
ularity of the latter has increased enormously. In great parts, namely in the 
areas of image processing and compression, they can be treated by the method 
presented here. In high performance computing, a trend towards running ap- 
plications on workstation clusters emerges due to lower hardware cost pS]- We 
focus on workstations with instruction level parallel (ILP) architectures. Fully 
associative caches are expensive and thus rarely employed. While vector com- 
puters such as Cray often have no cache at all, first level caches in workstations 
typically implement a set associativity of two (Intel Pentium) or a direct map- 
ping (DEC Alpha). Caches with a such low set associativity suffer from conflict 
misses. When data is accessed regularly, conflicts or even cache thrashing are re- 
sponsible for a severe performance degradation jOj. If high performance is the 
issue, the problem of making good use of the cache mostly remains with the 
programmer, for whom conflicts in particular are difficult to predict. We show 
that this can be accomplished by the compiler for typical benchmarks. 
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Low set associativity allows to represent cache lines by corresponding memory 
areas. First we propose a general representation of memory mappings. We then 
reduce the large search space of general mappings step by step until we arrive at 
a compiler-controlled data distribution technique for SIMD programs 0 which 
we adapt for caches. Preliminary measurements show that a great number of 
conflict misses can thus be avoided. 

In section 12 related approaches to the conflict problem are presented. Basic 
terminology and some prerequisites can be found in section 0 Starting with the 
description of a very general memory mapping, section 2] develops the block- 
cyclic memory mapping step by step; section |2 provides a general cost function 
for selecting the most suitable mapping. Results of preliminary measurements 
are shown in section 0 In the final section, an overview is given on directions of 
further work. 



2 Related Work 

There are two main ways to change the temporal-spatial structure of memory 
accesses: modification of the source code, usually by loop transformations, and 
changes to the memory mapping Tiling in general has a large impact on per- 
formance, particularly through better utilization of cache capacity. The problem 
of conflict misses has also been tackled by tiling 00. The former suggest square 
tiles and provide a cost measure that considers also cross interference. The latter 
suggest a loop transformation for rectangular tiling, handling conflicts between 
different arrays by estimation only. Tiling is however limited to tile-able algo- 
rithms, and it suffers from irregular performance. Changing the distribution of 
data onto memory promises a much smoother performance curve m- Also, some 
access reordering can not be achieved by loop transformations. 

Example 1. Given the following C fragments with the usual row wise mapping, 

f or (i=0; i<n; i++){ for(j=0; j<n; j++){ f or (i=0 ; i<n; i++) { 

for(j=0; j<n; j++)-[ f or (i=0; i<n; i++){ for(j=0; j<n; j++){ 

A[i] [j]=B[j] [i] ;} A[i] [j]=B[j] [i];} A [i] [j] =B [i] [j] ; > 

} } } 

loop interchange e.g. as shown in the middle will improve reuse for B while 

destroying reuse for A. Transposing B as shown on the right allows row wise 
access for both arrays. 

There are still few memory mapping based approaches due to the following 
reason: the tradeoff between reduced miss penalty and increased indexing cost 
has to be taken into account, otherwise run time improvements will be small. 
A basic technique, padding, originates from avoiding bank conflicts on vector 
machines with banked memory |2]. Unused data is inserted into relevant data 
thus changing the temporal-spatial structure. Rivera and Tseng lately provided 
a comprehensive experimental study HU. Both propose to insert padding also 
between different arrays. Panda, Nicolau et.al. HU apply padding after having 
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determined the tile size by the method of |2]. Again, conflicts between different 
arrays are not sufficiently dealt with. Pad sizes are tried out successively, which 
is hardly feasible in the case of several arrays because pad sizes depend on each 
other. Run time is only slightly improved because the additional cost of more 
complex index operation is not considered. We describe a more flexible approach 
aiming at both conflict and run time reduction: block-cyclic mapping allows 
“pads” of different sizes with varying distances. Our approach is also related to 
classical techniques like skewing |^. 

3 Basic Notions 

Whenever a value requested in a calculation is present neither in registers nor 
in the cache, a cache miss occurs. Compulsory misses occur when Ailing up an 
empty cache. Capacity misses happen when the data does not fit fully into the 
cache. Conflict misses are due to the competition of memory locations for the 
same cache line. Full associativity allows free choice of candidates for replace- 
ment (e.g. LRU, FIFO, see jO]), thus no conflicts can occur. In a set associative 
cache, this policy is applied to smaller units, called sets. As the design of fully 
associative caches is complex and expensive, mostly a low set associativity or a 
direct mapping is chosen in practice. By self-interference we denote the fact that 



a) LL7 

for(k=l; k<SIZE; k++){ 

x[k] = u[k]+r*(z[k]+r*y[k]) 
+t* (u [k+6] +r * (u [k+5] 

+r*u [k+4] ) +t* (u [k+3] 

+r* (u [k+2] +r*u [k+1] ) ) ) ; 



b) Matrix Multiply 

for (i=0; i<SIZE; i++){ 
for (j=0; j<SIZE; j++){ 
for (k=0; k<SIZE; k++){ 
c[i] [j]+=a[i] [k]*b[j][k]; 

> 

> 

> 

c) Filter 

for ( k=l ; k<SIZE ; k++ ){ 
for ( j=l ; j<SIZE ; j++ ){ 
b[i] [j]=0.25* 

(a[i-l] [j]+a[i] [j-1] 
+a[i+l] [j]+a[i] [j+1]) ; 

> 

> 



d) FFT 

le=2'‘n; windex=l; wptrind=0; 
for (1=0 ; Kn; 1++) ■( 

le=le/2; 

for(j=0; j<le; j++){ 
wpr=wreal [wptrind] ; 
wpi=wimag [wptrind] ; 
for (i=j ; i<2~n; i+=2*le){ 
tmpr=sigreal [i] ; 
sigreal [i] +=sigreal [i+le] ; 
tmpi=sigimag [i] ; 
sigimag [i] +=sigimag [i+le] ; 
tr=tmpr-sigreal [i+le] ; 
ti=tmpi-sigimag [i+le] ; 
sigreal [i+le] =tr*wpr-ti*wpi ; 
sigimag [i+le] =tr*wpi-ti*wpr ; 

} 

wptr ind+=windex ; 

> 

windex=windex*2 ; 



Fig. 1. Benchmarks: a) matrix multiply b) Livermore loop 7 c) Alter d) FFT 



there are conflicts caused by accesses to the same array. Cross-interference oc- 
curs when the same is the case between different arrays. Conflicts lead to cache 
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thrashing when in turn cache lines are evicted that will shortly be reloaded. 
Temporal reuse of data in the cache occurs when the same data item is accessed 
several times, spatial reuse occurs when accessing data in the same cache line. 

Consider some typical algorithms from scientific computing given in figure 
0 Example 1, matrix multiply (figure 0 a), does not contain any uniform refer- 
ences. Loop index k occurs in the first as well as in the second argument of the 
index tuple, causing array A to be accessed row major while B is accessed col- 
umn major. The Livermore kernel mb) exhibits interesting opportunities for our 
optimization: four arrays are accessed uniformly, values of U are heavily reused. 
A typical application taken from image processing is filtering (m^), where values 
from former iterations will have been evicted before they can be reused. Fast 
Fourier Transform (FFT, figure 0d) suffers from the same problem from the 
(n-l)th iteration on, as is pointed out in ^O!- The additional problem with FFT 
is that problem sizes are always a power of two, which is pathological wrt. cache 
conflicts. The examples contain “near-perfect” loop nests; no branches are al- 
lowed, however operations outside the innermost loop are admissible. The array 
indices are generated by an affine mapping of the loop counter vector. 

It is also typical for scientific programs that data items are small and of con- 
stant size (e.g. float and double). Innermost loops are primarily considered, 
as the greatest effects can be achieved here. Reuse wrt. outer loops is more un- 
likely unless the cache size is large compared to the problem size. It is assumed 
that array sizes are known to the compiler. We concentrate on first-level data 
caches; unless loops are unrolled extensively, it is legitimate to leave the instruc- 
tion cache behaviour out of the focus. In order to isolate the effects of conflict 



Main Memory Main Memory 




interference 

Fig. 2. Conflict-Avoiding Memory Mapping: General Principle 



misses, we assume that transformations for reducing capacity misses have been 
applied (such as transposition or tiling fl]). Memory is virtually subdivided into 
cache lines, see sectionO Technically however, attention must be payed that any 
memory space delivered by routines such as malloc is aligned to element size 
only, whereas we need alignment to cache line boundaries. It is then possible to 
relocate entire cache lines and blocks of cache lines in memory without running 
the risk of destroying spatial locality — which is a phenomenon inside one cache 
line. We can now concentrate exclusively on conflicts. 
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4 Deriving a Memory Mapping 

Naive Memory Mapping Conventionally, compilers map arrays to memory in 
the following way. Let there be m arrays. Consider one n-dimensional array. The 
xi denote the offsets in direction of one of the dimensions, sizck the number of 
data items in dimension k. Remember that C maps arrays row major, Fortran 
column major. Consider a C-style mapping as function fc,A : ^ No of the 

array offsets for one n-dimensional array A: 

fc,A{xi, . . . ,Xn) = Xi * sizC2 * ... * sizCn + X2 * sizC^ * ... * sizCn + ■ . ■ + Xn ■ 

Such mappings pay no heed to the structure of accesses, thus running a high risk 
of self- and cross-interference. Both situations are depicted on the left of figure 
El in iteration i, A suffers from self-interference in Al and A4, A and B interfere 
due to A6 and B4. On the right, a conflict-avoiding mapping is shown. 

General Memory Mapping Let us start over by assuming that an element can 
be placed according to any injective function into memory addresses. One could 
argue that a table can be employed to directly determine the memory mapping. 
This is problematic because in this case, table size depends on the matrix size. 
Also, accesses to a table kept in memory may cause additional cache misses. 
Our goal is to find a method where complexity only depends on the number of 
physical cache lines. 

Position- Dependent Memory Mapping We restrict to functions that depend only 
on the position of an element inside an n-dimensional array. This enables us to 
take loop indexes into consideration. A family of position-dependent memory 
mappings for array A contains all injective functions fpos,A : NJj ^ No where 

fpos,A{xi, ...,Xn)= f{fl{xi),f2{x2), ■ ■ ■ , fn{Xn)) + fo{start) . 

The functions /i, . . . , /„ depend on the offsets in dimension 1 , . . . , n. / deter- 
mines the way in which they are combined, /o calculates a displacement from the 
starting address. The injectivity requirement is very important; otherwise, sev- 
eral data items could be mapped to one memory location, overwriting each other. 
In a table, this is easy to check; for arbitrary functions, it is almost impossible. 
Moreover, the complexity of finding suitable functions among those described by 
the above mapping is unmanageable in practice. Let us now restrict to a subset 
of position-dependent mappings that promises good results in practice. 

Innermost Memory Mapping As in a preliminary step data was reordered in 
order to have elements in direction of Xn accessed consecutively by the inner- 
most loop, it seems obvious to maintain the standard mapping, letting the new 
functions affect the offset only in direction Xn- firmer, A : ^ Nq, where 

firmer, a{xi, ■ ■ . ,x„) = Xi*siz62*- ■ .* sizen~\- X2* sizBs* . . .*sfze„-|-. . .-\-map{xn) ■ 

Innermost mapping is still leaving open a variety of choices for map. It might 
also be difficult to check injectivity. In the following, we propose a set of simple 
mapping functions where injectivity can be determined by a modulo calculation. 
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Block- Cyclic Memory Mapping Let us further restrict the choice of mapping 
functions among those affecting only the last dimension to “block-cyclic” func- 
tions. Such mappings have been used in the field of data distribution onto pro- 
cessors in parallel computation. Eisenbiegler showed that for our class of appli- 
cations, block size and cycle length can be computed at compile time 0. Let 
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Fig. 3. Block-cyclic Mapping 



us now demonstrate how the idea can be transferred to cache-conscious compile 
time memory mapping. For “block-cyclic” mapping functions fbcd.A : NJJ ^ Nq: 

fbcd,A{xi , . . . , Xn) = o;i * siz 62 * ... * sizCn (xn div b) * c -h Xn mod b -h d 

only three parameters can be varied: block size, cycle distance and displace- 
ment. Block size b denotes the number of data items relocated together, usually 
a multiple of the cache line size 1. Cycle distance c is an integer multiple of 6, 
where c = 1 means a consecutive mapping; for c > 1, the gap between the blocks 
increases. The principle is depicted in figure 0 Starting address displacement 
d, shown only for array B, represents the distance of the array’s starting ad- 
dress wrt. a reference address. Injectivity can now be assured by simple modulo 
calculation. For one array, parameters 5, c and d have to be chosen in order 
to preserve the one-to-one mapping. For a pair of offsets in the last dimension 
Xi^Xj : ((xi div b)*c-l-Xi mod b-hd) ^ ((xj div b) *c-l-Xj mod b-hd) . Different 
arrays map to different memory areasQ 

Concerning compile time complexity, the function is fixed, only its parameters 
can be varied. For k cache lines we have at most k^^^x,d}\ _ ^3 ^j^joices for 
one array and alternatives for m arrays with the additional restrictions of 
injectivity and c = a*6,aSN considerably reducing the search space. Note that 
we have achieved our goal that complexity is dependent on the number of cache 
lines instead of on the array size. 

^ When intermixing arrays for reducing cross interference, the additional injectivity 
condition can be guaranteed easily in some cases. If for two arrays A, B block sizes 
are equal, ca = oa * b, cb = as * b, then for ds = dA d' ,d' > b the remaining 
condition is x * (oa — Ob) ^ d' . 
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Example 2. Figure E| depicts part of the search space for a 300 * 300 matrix 
multiplication. For presentation reasons, we vary only parameters cb and cc 
(1, . . . , 5) with m = 3, cJa, ds and dc are multiples of k (256 on a DEC Alpha) 
and ca = t>A = ^B = be = ^ fixed, cc = 1- The minimal number of misses can 
be achieved for cb = ‘2 and cc = 1- 



MM300 




Fig. 4. Search Space: Variation of cb and cc for Matrix Size 300 



In the example, we measured resulting miss rates of the entire program at run 
time. To select a good admissible parameter combination at compile time, a 
compiler would naively have to evaluate all admissible combinations of b,c and 
d for all three arrays, totalling 256^*^ = 2^^. This is still unrealistic at compile 
time, even if injectivity and restrictions to c are checked beforehand. We supply 
a cost function in the following section to guide more efficient search heuristics. 



5 Cost Model 

To ensure that a conflict minimal memory mapping is also optimal wrt. run 
time, only the relevant costs of the proposed mappings in the innermost loop 
bodies b have to be compared against each other: Mapping 1 is preferred over 
mapping 2, if 

^ Ci„d{opi) + missi * Cmiss < 'Y2 Cind{op2) + misS2 * Cmisa ■ 

opiGbi op2^b2 

Both Cind and Cmiss are highly architecture dependent. We use the DEC 
Alpha 21064 as a reference architecture. The costs per index operation Cmd{op) 
can hardly be approximated for modern multiple-issue processors. For simplicity 
we assume single-issue, (static) latencies and one level of data cache. Integer 
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multiply needs 8 cycles while other integer operations take 2 cycles. The Alpha 
architecture offers no integer divide, only its ffoating point equivalent, which is 
extremely expensive (30 cycles single precision). Division by an integer constant 
function can be replaced by a multiplication followed by a right shift. The load 
latency on a cache miss is assumed to be 100 cycles. Cmiss is dependent on the 
memory hierarchy latency which is system dependent and difficult to determine. 
Miss rates miss can be estimated at compile time for the loop nest in question, 
e.g. by the techniques described in or 0. 

Example 3. Indexing into a two dimensional array normally costs 10 cycles. Re- 
visiting example 2, assume an estimated miss rate of 30% for the loop nest0 
Optimal block-cyclic indexing yields only 10% cache misses at cost of 2 * 8 -I- 3 * 
2 -I- 2 * 30 = 82 cycles if naively implemented, 4*8-1-4*2 = 40 using shifts and 
2*84-2*2 = 20 in example 2 because division by 6 = 1 can be optimized away. The 
comparison of the total costs, 20-1-100*0.1 = 30 < 10-1-100*0.3 = 40 < 50 < 92, 
indicates that the new mapping pays off if the miss rate can be significantly re- 
duced and indexing functions are carefully chosen. 

6 Experimental Results 

Our intention is to measure both run times and cache misses for entire programs 
on workstations. The examples in figure Q show just interesting loops of such C 
programs. The DEC Alpha 21064 memory hierarchy is well documented, and 
presents a typical example of a direct mapped cache architecture with separate 
data and instruction caches. The analysis tool ATOM m allows specifying 
analyses on C programs by instrumenting binaries. 

Figure|3shows a comparison of miss rates and run times between our method 
(GE98) without intermixing, |7] (LRW91) and ^ (CoMK95) for selected sizes 
of the matrix example. It turns out that our method is not affected by matrix 
sizes of a power of two which are pathologic cases for some tiling methods. 
Generally, the significant reduction of cache misses exceeds the overhead for 
the more expensive indexing functions. Table Q shows the miss rate and run 
time results for the rest of our set of benchmarks. The Livermore kernel and 
FFT are one dimensional and thus not covered by the tiling approaches. The 
column labeled “none” shows the non cache optimized case, “thrash” means 
cache thrashing, the worst case. Thrashing is a major problem for such one 
dimensional arrays, so miss rates are significantly reduced by our method. Our 
explanations why run time improvements fall short behind reduced miss rates 
are the following: Firstly, cache misses have an effect on run time only if the 
floating point pipeline is not completely filled and suffers a stall; otherwise, the 
actions overlap. Secondly, when arrays are mapped to memory less densely, there 
is also the danger that paging activity is increased. Additional care should be 
taken when selecting parameters b and c. It often suffices to adapt only d to 
obtain good results. 

^ Estimation considers only the loop nest in question while measurements totalize 
misses over the entire program, accounting for lower measured miss rates. 
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Fig. 5. Results for Matrix Multiplication 



7 Conclusions and Future Work 

By exploiting the mapping properties of low-associative caches, a new approach 
to compiler-controlled cache optimization is presented. We give a general de- 
scription of the class of possible memory mappings and then restrict the search 
space in several steps. It has turned out that for run time reduction, it is crucial 
to take conflicts as well as instruction overhead into account. We are currently 



Table 1. Conflict Miss and Run Time Reduction: Benchmarks 



problem 


N 


miss rate % 


run time sec 






none 


GE 


thrash 


none 


GE 


thrash 


LL 7 


10^’ 


1.535 


0.776 


7.03 


0.057 


0.057 


0.066 


filter 


1000 


3.11 


2.61 


3.12 


0.212 


0.189 


0.212 


fit 


1024 


3.61 


3.58 


8.47 


0.065 


0.064 


0.067 



integrating our method into the prototype compiler described in By provid- 
ing a cost-based configuration heuristics, this will help us cope with the problem 
of evaluating runtime reordering vs. compile time replication between different 
loop nests. A coloring-directed method 0 with a more exact conflict prevention 
(at higher instruction overhead) can also be expressed in the general framework. 
The two methods will have to be compared against each other. We expect further 
improvement from the combination with tiling. 

Experimentation will have to cover other processor types, such as multime- 
dia and DSP processors. We are examining a number of image processing and 
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multimedia algorithms, namely parts of MPEG. Our processor model delivers 
a rather coarse approximation. Apart from latencies, interaction with (cache- 
aware) instruction scheduling has to be considered; by this, we hope to further 
narrow the gap between miss rate and run time improvement. 
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Abstract. In this paper we present the design, implementation and 
evaluation of a runtime system based on collective I/O techniques for 
irregular applications. Its main goal is to provide parallel collective I/O, 
by having all processors participate in the I/O simultaneously, and mak- 
ing the mapping of the I/O requests simpler. Using such a technique, 
the input /output of the irregular applications can be greatly simplified 
by always maintaining global files canonically ordered, thus avoiding the 
utilization of multiple files and the associated sorting/merging steps. The 
run-time library has been optimized by applying in-memory compression 
mechanisms to the collective I/O operations. We also present the results 
of several evaluation experiments obtained by running a particle in cell 
application on an Intel Paragon machine. Those results demonstrate that 
significantly high-performance for I/O can be obtained by using our li- 
brary. 



1 Introduction 

Parallel computers are being increasingly used to solve large computationally and 
data-intensive applications, such as large-scale computations in physics, chem- 
istry, and other sciences. Large number of those applications are “irregular” 
applications, where accesses to data are performed through one or more level of 
indirections. Sparse matrix computations, particle codes, and many CFD appli- 
cations exhibit these characteristics 0. Figure ^a) illustrates an example of an 
irregular program in which x and y are data arrays and a(i), b(i), c(j), and d(j) 
which are used to index data arrays are called indirection arrays This problem 
can be abstracted into the one shown in Figure mb), where we assume that, 
on each node, there is an indirection array that describes the location of the 
corresponding data element in a global array. Since indirection arrays are read 
in at runtime, the compilers cannot analyze the data elements used on a given 
loop, making it impossible to determine the I/O requirements at compile-time, 
and generating a huge amount of fine grained I/O operations, most of them in- 
cluding seeking the data element pointed by the indirection array on some file 

* This work was supported in part by NSF Young Investigator Award CCR-9357840 
and NSF CCR-9509143. 
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or database. To circumvent those I/O requirements, ranging from 100s of MBs 
to TBs, two solutions are typically used: serial I/O, with only one processor ex- 
ecuting I/O operation P|, and storing each processor- local data to a local data 
file per processor p|. Both models have inherent problems associated. Serial I/O 
is a bottleneck for the application performance. The local data file method must 
rely on some sequential preprocessing to create the local files corresponding to 
the global mesh, and on some postprocessing to recombine the data files into 
the single data file of the mesh (see figure 0) As the number of processors scales 
and the number of grid points being considered moves to the million-to-billion 
range, sequential re-combination of the MBytes/ GBytes of data into the antici- 
pated terabytes of data simply becomes infeasible. 



doi = lbl,ubl 
x[a[i]]=F(x[a[i]],y[b[i]]) 
enddo 

doj = lb2,ub2 
x[cO]] = G(x[cO]],y[dO]]) 
enddo 



{a) An Example of Irregular Program 
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Fig. 1. View of Data and Indirection Arrays in an Irregular Program 



In this paper we present the design and implementation of a high-performance 
runtime system which can support all of the types of I/O listed above on large- 
scale systems. In particular, the system enables accessing irregular data sets; that 
is, data sets that are accessed via indirections. Our thesis is that the I/O perfor- 
mance of irregular applications can be greatly enhanced by using collective I/O 
methods on a global, canonically ordered, data file. By always maintaining the 
global data in some canonical order, we can avoid the explosive number of differ- 
ent file formats, eliminate sequential pre and postprocessing, enable restarting 
with different number of processors, and share data among different platforms 
and processor configurations. The rest of this paper is organized as follows. In 
section 2, we present the design considerations for parallel I/O library to sup- 
port irregular computations. In section 3, we present the design of our ’’Collective 
I/O” library and its influence in the analysis cycle. Section 4 shows some the 
performance results obtained by executing a particle in cell application on a 
parallel machine. Finally, in section 5 we present a summary and conclusions. 
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Fig. 2. I/O in the Analysis Cycle using Local Files 



2 Design Considerations 

To maintain a compatible data format, the original particle in cell application 
shown in this paper, was parallelized using a file per processor, generated by 
preprocessing a canonically ordered data set (see figure El) To visualize the 
simulation results, those files must be sorted/merged to get a canonically or- 
dered global data set. However, the particle-in-cell application changes the ac- 
cess pattern after executing some iterations of the simulation. As a result, the 
preprocessing step must be executed again to recreate the local files with the 
new required geometry data. Moreover, for restarting, the former solution de- 
pends on the number of processors. Thus, several configuration files must be 
maintained to know the load-balance patterns to be used for runs on various 
number of processors. With the existing solutions jS], fine-grained I/O opera- 
tions and multiple file management create high contention on the I/O system as 
the amount of data generated by an unstructured grid calculation increases to 
GBytes or even TBytes. Our library has three main goals: optimizing the I/O 
bandwidth utilization, reducing the storage space required by the application, 
and avoiding the sorting/merging step of the local files in the analysis cycle. To 
optimize the I/O bandwidth, the design of our library is based on the two-phase 
eollective I/O strategies |S|. The basic idea behind two-phase collective I/O is to 
reorder, at runtime, the access patterns seen by the I/O system such that large 
number of small and disjoint I/O requests are converted into small number and 
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large contiguous requests. To reduce the storage space, in-memory compression 
0 has been incorporated as an option in our collective I/O library. Lately, to 
avoid the sorting/merging step of the local files, the I/O in our library is exe- 
cuted on global files canonically ordered. Those files don’t need reordering, as it 
is done on the collective I/O. Thus, they can be use by any other utility, such a 
visualization tool, without any postprocessing to sort/merge the files. 

3 Collective I/O Operations 

The design of the collective I/O run-time library relies on three basic func- 
tions: schedule construction, reading/writing data from files, and redistribut- 
ing/collecting data into/from appropriated locations of each processor. In a write 
operation, collecting precedes the file writing step. 

3.1 I/O Schedule Construction 

Schedule describes the communication and I/O patterns required for each node 
participating in the I/O operation. When an indirection array is used to refer- 
ence the data array, it must be scanned to consider each element of the array 
individually to determine its place in the global canonical representation as well 
as its destination for communication. 

Several factors affect the schedule construction in particular, and overall I/O 
library design and performance in general. These include the following. 1) Chunk 
Size, which is the amount of buffer space available to the runtime library for the 
I/O operations. 2) Number of processors involved in I/O. The following briefly 
describes the steps involved in computing schedule information. 

— Based on the chunk size, each processor is assigned a data domain for which 
it is responsible for reading or writing. For example, if there are four pro- 
cessors and total 16 elements to be read/written with a buffer space of two 
elements on each processor, the chunk size(total) is 8 elements. Processor 0 
will be responsible for elements 0,1 and 8,9, processor 1 will be responsible 
for elements 2,3 and 10,11, and so on. For a chunk, each processor computes 
its part to read or write data while balancing I/O workload. Next, with each 
index value in its local memory, processor first decides from which chunk the 
appropriate data must be accessed and then determines which processor is 
responsible for reading the data from or writing the data to the chunk. 

— Index values in the local memory are rearranged into the reordered-indirection 
array based on the order of destinations to receive them. Therefore, we can 
communicate consecutive elements between processors (communication coa- 
lescing) . 

The I/O schedule construction algorithm is inherently parallel. Each proces- 
sor sorts its portion of the indirection array without any dependency. A small 
amount of communication is needed to communicate to other processors the 
number of index values to be read or written from/to its access domain. 
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Many irregular application codes, such as particle-in-cell methods, change the 
access pattern after a series of iterations. Note that once it is constructed, the 
schedule information can be used repeatedly during the series of iterations where 
the access pattern does not change, and thereby amortizing its cost. However, 
the schedule information must be recomputed every time the access pattern 
changes. 

3.2 Collective I/O Operations 

A processor involved in the computation is also responsible for reading data from 
files or writing data into files. Let D bytes be the total size of data and P be the 
number of processors, each processor then reads a chunk of D/P bytes of data 
from the file and distributes it among processors based on schedule information. 
In case of writing, each processor collects D/P bytes of data from other pro- 
cessors, compresses it, and then writes it to the file. Integrating compression in 
the run-time library allows to reduce the storage space, and the execution time, 
needed by the application. By performing I/O this way, the workload can be 
evenly balanced across processors. An index has been included into the library 
to store the parameters of each compressed chunk. Every time an application 
creates a data array, an index is associated with the array. When the array is 
written the index is also written to an index file, which is usually very small. 
Every time an application reads an array, the index file is also read and stored 
in memory. 

To present the algorithm for the collective write operation, let C be the 
number of data chunks, Sindx{i,Pj) and Sdata(i,Pj) be the portion of the indi- 
rection and data arrays to be sent to pj in data chunk i, and Rindx(i,Pj) and 
Rdata{i,Pj) be the portion of the indirection and data arrays to be received from 
Pj in data chunk i. Then, send{o, d, data) sends data from processor o to d, 
and recv{d, o, data) receives data from processor o to d. write{fid, data, offset) 
writes data into the position offset of file fid. For describing the compres- 
sion flow of the algorithm, let Soffset/) and Roffset/) be the file offset to be 
sent/received to/from others after compression, and SiocaUndex/) and 
Riocaiindex/) be the size of the local index of data chunk i to be sent/received 
to/from other processors to generate global index file. Also, let asend and 
arecv be the non-blocking versions of the send and recv functions defined be- 
fore, compress-chunk{i) be the compression function used in the library, and 
set_chunk-index{i, chunk -index) be the function storing the index data of chunk 
i into the specified chunk-index. Figure El shows the steps involved in the col- 
lective write operation with compression. In step 3, each processor exchanges 
the indirection and data values in each chunk with other processors by taking 
exclusive-or operation. Each processor writes data to its own data domain in 
each data chunk in step f if compression is not used. Steps 5 - 8 in the same 
Figure show the additional steps when compression is used. In step 5, while re- 
ceiving the offset, each processor compresses its data chunk. After compression, 
the offset is actually received, aligned to the next file system block, and propa- 
gated. Once all the chunk features are known, the chunk index is build, and the 
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chunk data are written to the data file in step 6. All steps described above are 
repeated until the entire chunks assigned to each processor on the schedule phase 
are written to the file. Step 7 and step 8 show how the global index is gathered 
on a single processor (root) and then written to the index file. Non-blocking I/O 
and communication is used in the implementation of the algorithm to optimize 
its cost. Moreover, data is packed in memory before sending it to another pro- 
cessor. Both mechanisms reduces the impact of the personalized communication 
on the scalability of the collective I/O operation, as shown in the performance 
results of section 0| 



stepl if [iojOLCcess4)atternj2hanged) then 

compute Jrr egular jio^ched{I S, OS), where OSisthe 
ordered indirection array 
step2 Vi, Q<i<C— 1{ 
step3 V/, 0</<P— 1{ 

= compute jlestinationjpr ocessor[pj) , 0 < d < P — 1 
send{pj,pd, Sindx{i,Pd)) 
recv{pj,Pd,Rindx (i,Pd)) 
send{pj,pd, Sdata{i,Pd)) 
recv{pj,pd, Rdata{i,Pd)) 

} 

step4 if ^{compressionjused) then write{datajile,i, of f set(i)) 
else{ 

step5 arecv{me,me — l,Roffset (i)) 

a = compress jchunkii) 
wait(me,me— 1, Rof fset(i)) 

offset{i -I- 1) = offset{i) + blockjaligned{length(ci)) 
asend{me, me + 1) Sof f setii + 1) 
setjchunkSndex{i, localindex{me)) 
step6 write{datajile, d, offset{i)) 

} 

} 

stepT if (compressionjused) then { 

send(me, root, Siocaiindex{me)) 
if (me = root), Vj, 0 < / < P — 1 

reCv(me, j , Rlocatindex (/)) 
build(global Index, Riocaiindex(j)) 
stepS if (me = root), write(indexfile,globalJndex) 

} 



Fig. 3. Algorithm for Collective Write Operation with Compression 



Figure0shows the I/O in the analysis cycle when our run-time library is used. 
The local geometry and data files can be eliminated, because our library provides 
collective I/O to global files canonically ordered. Thus, the sorting/merging step 
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is also avoided. Moreover, the schedule utility of our library allows to recompute 
the local geometry information in-memory, balancing the load at the same time. 
This utility, along with the global files, do the application restarting independent 
of the number of compute nodes used. The archival space needed is also reduced 
by using the run-time library in-memory compression facilities. As shown in the 
figure with the modified analysis cycle, if the access patterns changes after a 
series of iterations, a new schedule operation is needed to accomplish load bal- 
ancing and indexes ordering. However, in our model, the output files themselves 
are not affected by the reordering as they are available to all the compute nodes. 
In the currently used cycle, new local files should be distributed. 



3 




Fig. 4. I/O in the Analysis Cycle with Collective I/O 



4 Performance Evaluation 

The test application for our I/O work has been a particle in cell code used to 
study the behavior of a gas by simulating the motion of a large number of parti- 
cles PJ. Each particle has velocity and position components, plus other physical 
variables, that are modified with a specified period of time as the molecules are 
concurrently followed through collisions and boundary interactions. The simu- 
lation lays out a Cartesian grid over the domain, associating each particle with 
a cell of the grid. The application was parallelized by distributing the cells, and 
their particles, across processors. Periodically, cells must be remapped to pro- 
cessors to adjust load balance. The load distribution changes with time because 
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of particles changing cells every time-step, requiring the regeneration of the in- 
direction arrays |2]. Figure 0 shows an irregular loop from the application and 
the movement of particles across cells. 

We carried our experiments on an Intel PARAGON machine located at Cal- 
tech. It has 512 compute nodes and 16 I/O nodes. Each I/O node has a 4 GB 
Seagate disk attached. The filesystem used is Intel PFS striped across the I/O 
nodes with a stripe unit of 64 KB. The parameters used in the experiments were 
chosen as follows: particle number varying from 4 millions to 38 millions, prob- 
lem size varying from 128 MBytes to 1024 MBytes, and number of processors 
varying from 32 to 256. The number of particles per processor is 9x128x128, thus 
having a fixed I/O buffer size per processor of 4 MBytes. The number of time 
steps executed were 1000, with the domain and access pattern repartitioned ev- 
ery 40 time steps, and the output data written every 10 iterations for restarting 
and visualization purposes. The total I/O size on each experiment was equal 
to nuni-processors * AMBytes * 100, thus varying between 12,800 MBytes and 
102,400 MBytes. The collective I/O library with and without the compression 
optimizations was used in the experiments. The IzrwS compression algorithm 
was used, because it showed the best results in former evaluations |^. 



c recompute the physical position of each particle 
c loop over cells 
do 1=1, noyells 
do j= I, no_patts(i) 

c icell is the indirection array of each particle 
lt=iceD(j) 

px(j)=move(px(j),n(j)) 
py(j)=move(py(j),vy(j)) 
cell(j)=compute_cell(px(j),py0) 
enddo 
enddo 

Fig. 5. DSMG Application Gode Fragment and Example 
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Table Q] shows the I/O time and bandwidth for the original application and 
the application using the collective I/O library with and without compression. 
The total I/O time shown includes I/O control operations, like open and close, 
and I/O data related operations, like write and compression. The bandwidth 
was obtained dividing the total I/O size by the total I/O time. The compression 
ratio was 8 : 1 for all the experiments, when the compression optimizations 
were applied. Several conclusions can be extracted from the results shown in 
the table. First, the I/O schedule operation is affected more by the I/O buffer 
size than for the number of processors. The schedule operation is relevant in 
the analysis cycle because it must be executed each time the access pattern is 
changed. Thus, it was important to measure the execution time of this operation 
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to understand its effect on the scalability of the application. As can be seen in 
table Q the execution time of the schedule operation is very small compared 
with the total I/O time. Thus, it can be concluded that the parallel algorithm 
applied in the schedule provides a good execution time, thus not compromising 
the scalability of the application. Second, the I/O time is almost linear to the 
size of the file written. Third, for large problems, using in- memory compression 
is always beneficial. Comparing the original application with our library, it can 
be concluded that the behavior is very similar or slightly better for our solution 
in performance terms when compression is not used. Moreover, the results are 
much better for our library when compression is included. As, our library allows 
to simplify the I/O cycle of the parallel application, it can be concluded that it 
is well worth using it to solve the I/O problem in irregular applications. 



Table 1. Evaluation of DSMC Application with Scaled Load 



Pro- 

cessors 


Original 


Collective I/O 










No Compress 


Compress 




I/O 

time 

(sec) 


Bandwidth 

MBytes/sec 


schedule 
time (sec) 


I/O 

time 

(sec) 


Bandwidth 

MBytes/sec 


I/O 

time 

(sec) 


Bandwidth 

MBytes/sec 


32 


430 


29.76 


6.34 


507.56 


25.21 


445.92 


28.70 


64 


810.9 


31.53 


6.78 


875.63 


29.23 


572.73 


44.69 


128 


1477.6 


34.61 


7.17 


1461.92 


35.02 


831.9 


61.54 


256 


2681.3 


38.20 


6.96 


2376.72 


42.91 


1340.71 


76.37 



Table 0 shows the total I/O time distribution in both of the former exper- 
iments, those executed on 256 and 32 processors, when collective I/O is used. 
As shown in the figure, the control operations are not very expensive. The rea- 
son is that by using a global file, only 100 files are open and closed. However, 
the in-memory compression operation became percentually less expensive as the 
number of processors was increased. That’s the behavior expected, because the 
compression operations are completely parallel, thus being their overhead mostly 
related with the I/O buffer size and not with the number of processors. In ad- 
dition, a 8 : 1 compression ratio reduces the storage space required for the 256 
processors from 100 GBytes to 12.5 GBytes. 

5 Conclusions 

The results obtained from testing the particle in cell application confirmed for- 
mer behavior of our runtime library for large applications, and the scalability of 
the schedule operation, which is fully parallel. Gomparing the original applica- 
tion with our library, it can be concluded that the behavior is very similar or 
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Table 2. Time Distribution for I/O Operations in the Collective I/O Solution 



Processors 


256 


32 1 


Operation 

type 


Total 
time (sec) 


Percent 
I/O time 


Total 
time (sec) 


Percent 
I/O time 


Open 


144.88 


10.81 


25.34 


5.68 


close 


2.89 


0.22 


3.21 


0.73 


irr_write 


1077.69 


80.38 


307.06 


68.93 


compression 


115.25 


8.59 


109.87 


24.66 



slightly better for our solution in performance terms when compression is not 
used. Moreover, the results are much better for our library when compression is 
included. As, our library allows to simplify the I/O cycle of the parallel applica- 
tion, it can be concluded that it is well worth using it to solve the I/O problem 
in irregular applications. 
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Abstract. A fully scalable, cellular multiprocessor architecture is pro- 
posed that is able to dynamically adapt its processing resources to vary- 
ing demands of signal processing applications. This ability is achieved by 
migration of tasks between processor cells at run-time such as to avoid 
cell overload. Several dynamic migration strategies are investigated, and 
simulation results are provided for different load cases. The results indi- 
cate a potential performance gain from dynamic task migration on signal 
processing applications. By employing a rule-based learning system for 
an adaptive combination of migration strategies, the migration benefits 
become independent from the particular application characteristics. 



1 Introduction 

With the tremendous progress in semiconductor technology, an ever-increasing 
amount of transistor functions can be integrated on a single chip fp. The dra- 
matic improvements in transistor density are starting to allow a monolithic 
implementation of processing arrays, translating the large amount of available 
transistor functions into a high parallel processing capability. Both the increas- 
ing dominance of chip-internal wiring on a circuit’s delay characteristics as well 
as the wish for easily scalable processor systems force the use of purely local 
communication structures, resulting in a cellular system. 

As the potential for improved processing capabilities rapidly increases, the 
computational requirements of algorithms likewise continue to grow, consistently 
demanding more and more processing power. This trend is driven particularly 
by the area of signal processing involving large amounts of data to be pro- 
cessed continuously, frequently under real-time constraints. Signal processing 
algorithms exhibit special processing characteristics that have to be utilized for 
efficient execution: First, they involve a high amount of parallelism as large sets 
of data samples are to be processed concurrently in an identical manner. Second, 
periodic computation patterns can be identified as the same subtasks are repeti- 
tively executed on continuously incoming data streams. These properties are well 
demonstrated, for example, by current algorithms in the area of image, video, or 
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multimedia processing j2j. However, while selected subtasks of these algorithms 
used to be good candidates for highly efficient dedicated implementations due 
to their high regularity, compound processing schemes of higher complexity are 
evolving that increasingly comprise more irregular tasks with data-dependent 
computation flow. 

In order to respond to the demands of complex processing schemes, a dy- 
namic adaptation capability of processing resources is desired. In a cellular pro- 
cessor array, dynamic task migration P] can be employed in order to change 
the allocation of individual tasks to processor cells at run-time. In case of a pe- 
riodic workload, information from preceding periods can be used to guide the 
run-time decision on a task transfer. With dynamic task migration, tasks have 
to be re-scheduled at run-time, taking into account all migrations throughout 
the system. Data-driven execution of tasks, as employed in data flow processors 
already provides a self-scheduling execution model that requires only task- 
specific information and therefore is well suited for distributed computing with 
local communication. As another advantage of the data flow execution model, 
task migration within the cellular array is effectively supported as only local 
communication paths need to be updated after transfer. 

In this paper, dynamic task migration strategies in cellular multiprocessor 
arrays are examined aiming to increase the performance on periodic workloads 
with dynamically varying computational requirements. Section 0 introduces the 
architecture of cellular multiprocessor arrays employing data flow processing. In 
Section 0 strategies for dynamic task migration are discussed, and simulation 
results are presented for different workloads. The application of a learning system 
for an adaptive combination of migration strategies is examined in Section 0 
Section 0 concludes the paper. 

2 System Architecture 

The processing elements (PEs) of the monolithic multiprocessor proposed here 
are arranged in a two-dimensional array, as shown in Fig. 0 with each cell con- 
nected to its 8-neighborhood. All PEs are assumed to have identical processing 
capabilities, resulting in a homogeneous architecture. 

For parallel processing, a program has to be decomposed into basic units, 
called tasks. The resulting task graph — consisting of tasks as nodes and inter- 
task dependencies as directed edges — has to be mapped onto the array, distribut- 
ing the tasks among the PEs. The granularity of an individual task may range 
from a single operation (arithmetic, logical, control, I/O) up to a sequence of 
several operations. The smaller the grain size, the larger may be the amount 
of parallelism to be exploited, but so is the communication overhead. Within 
this paper, a single operation has been assumed to require four clock cycles for 
completion. 

A task graph and its possible mapping to the processing array is shown in 
Fig. El In order to enable communicating tasks even to be allocated to PEs that 
are not directly connected, pseudo router tasks (PRTs) have been introduced 
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which maintain communication by passing on operands from tasks to their suc- 
cessors. The PRTs are created during the initial mapping process as well as 
dynamically during task migration. The communication cost in the cellular ar- 
ray model is determined by the number of PRTs located between subsequent 
tasks: Each additional PRT is assumed to add one clock cycle to the commu- 
nication latency. Communication within the local neighborhood, on the other 
hand, incurs no additional delay; this assumption can be justified by the locality 
of interconnects. 

The described concept of program execution directly corresponds to the data 
flow principle (e.g., 0). Data flow processors can be divided into static and 
dynamic approaches. The central matching unit required in the dynamic data 
flow architecture conflicts with the aim of merely local communication, whereas 
the static approach allows a distributed execution model with result destinations 
of each operation known a priori. Therefore, in our approach, a static data flow 
processor model employing the feedback method has been used. Based on 
this architectural model, dynamic task migration strategies are explored in the 
following. 

3 Dynamic Task Migration 

The goal of dynamic task migration is to obtain an allocation of tasks to pro- 
cessor cells such as to minimize overall computation time even under varying 
computational demands. In contrast to dynamic task scheduling or migration 
problems generally considered in the literature (e.g., 00 ), the execution se- 
quence of the tasks to be balanced here is not arbitrary, and their weights may 
differ considerably. Therefore, simple load balancing methods merely consider- 
ing the number of tasks on each processing node are not sufficient here. A more 
demanding scenario also allowing for inter-task communication and execution 
precedence constraints has been considered, e.g., in |B|. 

3.1 Migration Strategies 

Several factors may affect the total execution time of a data-flow program rep- 
resentation on a cellular multiprocessor array: First, if some cells are overloaded 
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Fig. 1. Cellular processor array. 
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Fig. 2. Task graph and its mapping. 
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Fig. 3. a) Load diffusion (LD); b) Router reduction (RR); c) Brother balancing 
(BB). 



compared to others in the array, execution time increases. Second, if operators 
to be executed in direct sequence are placed on distant locations in the array, 
the resulting communication delay may stretch the overall execution schedule. 
And third, if operators that could be executed in parallel are placed on the same 
cell, execution time increases due to enforced serialization (assuming individual 
cells to have no further parallel processing capabilities). 

In the scope of this paper, three basic task migration strategies have been 
devised, each targeting one of the aspects mentioned above. They are denoted 
accordingly as Load Diffusion (LD), Router Reduction (RR), and Brother Bal- 
ancing (BB). It is important to understand that all these strategies are purely 
cell-based and operate in a distributed manner without guidance of a global unit; 
only local information exchange between direct neighbors once a period is per- 
mitted. The cell-based data collected each period consists of the cell invocation 
(number of tasks executed on a cell), cell activity (number of clock cycles a cell 
has been active), and the task weight (cycle count of a task) for each task on the 
cell. 

The LD strategy has the goal to equally balance load throughout the array. 
Each possible transfer of a task to a neighbor cell is characterized according to 
its load balancing effect as expressed by Eq. ^ (with cell activity A, neighbor 
activity A^, and task weight Wt). 



Qld = max{A, An) — max{A — Wt, An + Wt) 



( 1 ) 
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The transfer with the maximum quality measure Qld best possibly balances 
the load. Figure demonstrates the operation of the LD strategy. 

The goal of the RR strategy is to minimize the communication cost among 
tasks by achieving an allocation such as to place strongly linked tasks close 
together. Transfers of tasks to neighbor cells are characterized by the number 
of PRTs being generated or eliminated with the move, as shown in Eq. 01 (with 
task invoke count It, and PRTChange being a function of task T and transfer 
destination cell N that returns the number of router changes when moving T to 
N): 



Qrr = - [PRTChange{T, N) ■ It] (2) 

The transfer with maximum Qrr results in the largest reduction of PRTs. 
The RR strategy is illustrated in Fig. 0|3. 

The BB strategy finally aims to prevent tasks having the same predeces- 
sor/successor in the task graph from being located on the same cell in order to 
enable their parallel execution. Tasks with a common predecessor or successor 
are denoted as brothers in this context. By incorporating information on the task 
graph topology, the brothers of the tasks on a cell are identified via their common 
predecessors/successor, and each task transfer to a neighbor cell is characterized 
by the change in the number of brothers per cell within the local neighborhood, 
as specified by Eq. 0 (with current cell C, neighbor cell N; the task weight Wt 
converts the brother count into a clock cycle count): 



Qbb = [Brother s{C) — Brothers(N)] ■ Wt (3) 

The task transfer with maximum Q rb best possibly distributes task brothers 
within the local neighborhood. Figure 0: shows an example of the BB strategy 
(P = predecessor, B = brother). 

In order to incorporate all three aspects discussed above into the transfer 
decision, the quality measures of all strategies are combined analytically with 
weight factors according to Eq. 0 The transfer with the highest overall quality 
measure Q will finally be committed. The vector [wid,Wrr,Wbb] comprising the 
weight factors is referred to as strategy vector in the following. 



Q = [wid,Wrr,Wbb] 



Qld 

Qrr 

Qbb 



( 4 ) 



3.2 Synthetic Load Models 

The effect of dynamic task migration as introduced above has been examined 
by simulation of program execution on a cellular array. Within this paper, two 
synthetic load cases emulating different algorithmic properties have been selected 
as a test bench: 



Cellular Multiprocessor Arrays with Adaptive Resource Utilization 485 





Fig. 4. Synthetic load structures: a) LI; b) L2. 



Load LI. This load is characterized by high task parallelism with no commu- 
nication among individual tasks. Two groups of tasks have been created, 
having small weight and large weight, respectively. A perfect task migration 
strategy would have to balance the different task weights most uniformly 
throughout the array. Figure depicts the task graph of load LI illustrat- 
ing the two groups of tasks having different weights. 

Load L2. This load exhibits a clustered task graph structure with close com- 
munication among tasks within the same cluster, but few inter-cluster com- 
munication. The corresponding task graph is shown in Fig.^. A perfect task 
migration strategy would be able to separate the different clusters and to 
group tasks belonging to the same cluster close together; this would minimize 
communication paths while avoiding overload on individual cells. 

These loads, although simply structured, represent structural elements to 
be found in many real applications; a good behavior in these cases therefore 
promises good results for a wide range of algorithms. 



3.3 Simulation Results 

In order to evaluate the performance of the dynamic task migration scheme, the 
execution of the loads LI and L2 has been simulated on a 7 x 7-cell array. FigureEl 
shows the simulation results obtained for different strategy vector combinations 
on the loads LI and L2. Each diagram shows the number of clock cycles per 
period during 1000 simulated periods. In both cases, simulation started from a 
random distribution of tasks over the array. 

The three strategy vectors examined here each emphasize one of the basic 
migration strategies: Vector [10,1,1] performs load diffusion in the first place, 
vector [1, 10, 1] emphasizes brother balancing, and vector [1, 1, 10] concentrates 
on router reduction; in all cases, however, the other strategies are also active, 
albeit with a smaller influence. 

As can be seen from the simulation results, the strategy [1, 1, 10] — dominated 
by router reduction — does not lead to satisfactory results for any of the loads. 
While it has a clearly negative effect on load LI, it however appears superior to 
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Fig. 5. Dynamic task migration applied on synthetic loads LI and L2 using 
different strategy vectors. 



other strategies in the first phase of simulation on load L2. This observation can 
be explained by the strong intra-cluster communication present in L2, which is 
the performance-limiting factor in the initial phase after random distribution. 
The lack of extensive communication in LI makes the strategy [1, 1, 10] entirely 
ineffective for this case. 

Strategy [10, 1, 1], in contrast, leads to the best result in the case of load LI. 
This is due to the load balancing effect which is able to arrange the groups of 
tasks having different weights such as to avoid overload. This strategy applied 
to load L2, on the other hand, does not improve performance compared to the 
initial value at random distribution; this is because all tasks in L2 have been 
generated with identical weight. 

With the third strategy, [1, 10, 1], the effect is just opposite: It delivers the 
best results on load L2, while the performance of LI is clearly inferior compared 
to the second strategy, [10, 1, 1]. In the case of LI, the strategy does not take into 
account the weights of individual tasks as it just balances the number of brothers. 
Exactly this effect, on the other hand, favorably influences the performance of 
L2, as particularly the relations between tasks are regarded in a transfer decision. 

One conclusion to be drawn from the results presented here is that the pro- 
posed dynamic task migration scheme is able to enhance the performance of 
periodic workloads with different characteristics, but it is sensitive to the par- 
ticular choice of the strategy vector. Apparently, the strategy vector has to be 
adapted specifically towards the requirements of a target application. In terms of 
an autonomous performance improvement regardless of a specific application, or 
a dynamic change of processing characteristics at run-time, this result is not yet 
satisfactory. Therefore, the employment of a learning system as a means for an 
unattended adjustment of strategy parameters is examined in the next section. 
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Fig. 6. Rule-based learning system. 



4 Learning-Based Task Migration 

The employment of a learning algorithm for adjusting the strategy vector prom- 
ises to achieve performance improvements independent of the workload char- 
acteristics. The application of learning on the problem of task migration has 
already been a subject of research (e.g., UM)- 

In our case of learning strategy vectors, we use a rule-based learning classifier 
system HH for the task of finding a strategy combination adapted to the load 
requirements. The general structure of a learning classifier system is depicted in 
Fig. El It consists of a set of rules, each comprising a condition and an action 
part. The condition part activates a specific rule depending on the state of the 
environment, whereas the action part specifies a certain measure to be taken in 
order to improve the system. The success of the rule applied is indicated by the 
feedback received from the environment. A feedback-based rating of the rules 
determines their likelihood of being selected again in the future. 

In our system, the rules comprise specific combinations of strategies with 
different weights, i.e., different strategy vectors. System feedback is provided by 
changes in period durations, reflecting improvement of the system behavior. In 
case of a positive feedback, the strategy vector being active increases its strength 
and thus its likelihood of being selected again in the future. The different strategy 
vectors contained in the rule set have to be defined either a priori or may evolve 
under the application of genetic operators. 

The results of the learning-based adaptation of strategy vectors in comparison 
to the best static vector for each load — [10,1,1] for LI; [1,10,1] for L2 — are 
shown in Fig. 0 In this simulation, the rule set consisted of 17 different strategy 
vectors. In case of load LI, the results from the learning system are not as 
stable as the best static strategy, but the same lowest level of clock cycles can 
be reached, particularly as the number of simulated periods increases. In the 
beginning, the results are dominated by an exploration phase where inferior 
strategies have to be tested before being discarded for future use. In the further 
course of operation, more favorable strategies evolve as the preferred choice due 
to their increase in strength caused by positive feedback. 
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Fig. 7. Dynamic task migration applied on synthetic loads LI and L2 employing 
the learning system. 



The simulation results of load L2 show a similar behavior. After an initial 
phase of exploration, the number of clock cycles settles in the same range as 
has been achieved with the best static strategy vector. Moreover, in this case, 
the performance of the learning system is able to even exceed the performance 
of the static strategy as the simulation continues. This effect demonstrates the 
ability of the learning system to autonomously detect favorable strategy vectors 
that may be difficult to find out a priori. 

In the simulations presented here, each cell has been provided with the same 
strategy vectors from the learning system. As a consequence, the resulting pe- 
riod duration has been related directly to the chosen strategy vector. On the 
other hand, due to the strictly cellular structure of the array without any global 
control unit, each cell has to contain its own local rule-based learning system 
for dynamic strategy selection. Such an arrangement involves some challenges: 
Due to the different strategies possibly chosen within each cell, the global change 
of the period duration cannot be related unambiguously to a specific strategy 
combination. Therefore, some form of local measurement has to be introduced 
complementing the global feedback figure. This can be achieved by performing 
an estimate on the possible effect of each strategy combination to be applied, 
using this estimate to differentiate the global feedback accordingly. Our current 
research focuses on distributing the learning process in order to comply with the 
locality principle of the cellular processor array. 
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5 Conclusion 

The adaptive resource utilization capability of cellular multiprocessor arrays em- 
ploying dynamic task migration has been investigated with the aim of increasing 
the performance of periodic tasks at run-time. A task migration scheme com- 
posed of three base strategies has been introduced which allows to adjust its 
migration effect via a strategy vector. Simulation results with different strategy 
vectors indicate performance gains due to dynamic task migration, but show 
a dependence on special algorithm characteristics. A learning classifier system 
has been employed for unattended adaptation of strategy vectors independent of 
the particular load. The results indicate that monolithic, cellular multiprocessor 
arrays employing dynamic task migration constitute a promising architectural 
direction for signal processing applications. 
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Abstract. Nondeterminism in parallel programs can lead to different 
results in successive executions even if the same input is supplied. In 
order to allow debugging of such programs, some kind of replay tech- 
nique is required. During an initial record phase a program’s execution 
is monitored and information about occurring events is stored in trace 
files. During subsequent replay steps the traces are used to reproduce an 
equivalent execution. The problem is that a trace describes one particu- 
lar execution and therefore limits the user’s analysis abilities to this case. 
Other execution paths can only be analyzed if corresponding program 
runs can be monitored. This problem is addressed by the nondeterminis- 
tic program evaluator NOPE, which extends traditional replay to auto- 
matically generate other possible execution paths. The idea is to perform 
combinatorial event manipulation of racing messages on an initial trace 
to enforce different event orders during replay. If each permutation is 
tested, different execution paths with previously unknown results and 
hidden errors may be revealed. 



1 Introduction 

Debugging is the activity of the software-lifecycle that is concerned with detec- 
tion of computational bugs and run-time failures. Its level of success determines 
the reliability of the implementation and is therefore critical for the program’s 
quality. Furthermore, the degree of productivity depends on how fast bugs can 
be tracked down and removed. This can be very tedious and difficult, especially 
if parallel programs are concerned. The set of errors in parallel programs consists 
of all errors possible in sequential programs and additionally of errors arising due 
to several concurrently executing and cooperating tasks (e.g. deadlocks HE!). 

A traditional approach to error detection is cyclic debugging. The program 
is executed again and again with the same input, allowing the user to gain more 
information about program states and intermediate results with a debugger. The 
basic idea is as follows HU: determine the results y of the arbitrary function / 
with a given and valid input x. If the input/output pair (x\y) does not represents 
a correct computation of /, the error is located somewhere in function /. For 
that reason, / is split up into subfunctions /i, fn and repeated executions 
of / are used to determine the correct states between these subfunctions by 
analyzing intermediate results. In sequential programs this can be achieved with 
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breakpoints and single-stepping under control of a debugger. Of course, the input 
has to be the same and all interactions with the external environment must be 
reproduced. 

In parallel programs the situation is more difficult, because subfunctions of 
/ are executed concurrently and their interactions are strongly influenced by 
the computer system. At places of communication and synchronization different 
orders of subtasks may occur due to differences in the state of the hardware, 
e.g. variations in processor speeds, scheduling decisions, or cache contents [ 7 |. 
Unfortunately several of these environmental parameters cannot be controlled 
easily and may lead to different results of the same program, even if the same 
input data are supplied. As a consequence of this ” irreproducibility effect” m 
it is not ad hoc possible to apply the debugging cycle to such nondeterministic 
parallel programs without special preparations. 

A possible solution to this problem is provided by record and replay tech- 
niques 0- During the record phase a program’s execution is observed by a mon- 
itor, which stores significant information about occurring events in trace files. 
The data of these traces can be used to perform trace-driven replay of the pro- 
gram under the constraint of providing an equivalent execution m- Examples 
of record and replay techniques are described in 0, na, and m- 

However, there are still two problems with all these solutions. Firstly, the 
recorded program run is not necessarily the same as if recording is turned off. 
This is called the probe effect 0, which means that instrumenting and observing 
a program always introduces some kind of perturbation. This perturbation not 
only influences the time of occurrence of each event, but also the order of events 
in nondeterministic programs El Hence, the user has to be aware that even the 
monitor with the smallest overhead might influence the program to the extent 
of event reordering and variations in program results. 

The second problem is that the observed results represent not necessarily 
the only valid execution of a program 0. For example, in programs computing 
nondeterministic scenarios of reality (e.g. chaos models, crash simulations,...) 
several valid solutions may exist. Additionally different execution paths of the 
program might compute the same results. However, without a suitable steering 
mechanism it may not be possible to And all prospective solutions, even if a large 
number of program runs are initiated. 

This paper presents an approach to support users experiencing such prob- 
lems during analysis of nondeterministic message-passing parallel programs. It 
describes the implementation of the prototype tool NOPE, a AOndeterministic 
Program Evaluator. Firstly, NOPE records one representative execution of a 
program while simultaneously trying to meet the requirements for low monitor 
overhead and small trace size. Secondly, an initial replay step performs an equiv- 
alent execution and generates the complete traces. These traces are necessary 
to evaluate possible execution paths of the program, which are enforced during 
subsequent re-executions of artificially manipulated replay steps. Of course it 
is possible that during replay additional nondeterministic behavior is revealed, 
requiring to perform the evaluation of possible executions iteratively. The re- 
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suits produced with NOPE are all possible computations of the program for the 
provided input. 

The paper is organized as follows. The next section describes the parallel 
computing environment for NOPE, which are general message-passing systems. 
Due to some characteristic restrictions the record and replay method may be 
simplified. As a result it is easily implemented while still providing a reason- 
able overhead, which is presented in section 01 Afterwards the basic idea for 
artificially generating executions of a nondeterministic program that have not 
been previously traced is introduced. Finally, section 0| describes the evaluation 
steps with NOPE on a small example. After a conclusion some ideas for future 
improvements are summarized. 

2 Nondeterminism in Message-Passing Programs 

Parallel computation provides two possibilities for implementing the communi- 
cation and synchronization of concurrently executing processes, shared memory 
and message-passing. Our technique focuses on message-passing because of some 
useful properties. Compared with the shared memory model message transmis- 
sion usually takes place less frequently due to relatively high cost of commu- 
nication 0. Additionally, nondeterministic behavior is inserted into a program 
only through certain statements or function calls. In fact, the potential for non- 
repeatable behavior arises only where processes interact 0. 

In message-passing programs process interaction takes place through func- 
tions for sending and receiving messages. Basic operations are point-to-point 
communication with send and receive, and similar functions are provided by 
most message-passing libraries. For example, a function for blocking receive, 
where the process is blocked until a message arrives, is similar in the standard 
Message-Passing Interface MPI (MPI_Recv ^2|)i in the Parallel Virtual Machine 
PVM (pvmjrecv ^), and in vendor-specific libraries like nCUBE 2 (nread 
As the main characteristics of these functions are the same for each of these sys- 
tems, we can define a universally valid primitive for a blocking receive operation: 

receive (buff er , source, tag,...) 

The identifier buffer defines the address of the incoming message, whereas 
source defines the origin of the message. The parameter tag is used to provide 
some means of classifying the contents of the message. Of course, additional 
parameters necessary for correct operation of message transmission or for use of 
additional functionality are available depending on the message-passing systems. 

With the receive primitive defined as above a message can only be received 
if it matches the source and tag values specified by the receive operation. Ad- 
ditionally, the receiver may specify a wild card for source (e.g. ANY_S0URCE) 
and/or for tag (e.g. ANY_TAG), indicating that any source and/or tag are ac- 
ceptable. However, due to the possible use of the wild card, nondeterministic 
behavior may be introduced at receives. At such wild card receives two or more 
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messages might race and the order of their arrival may alter subsequent compu- 
tations m. 

There are several sources that influence two racing messages. Most important 
is the invokation time of the send operation, which can vary due to different 
amount of work, branches and loops in the code. Some more hidden causes are 
variations in processor speeds, load imbalances, and scheduling decisions, as well 
as conflicts on the communication network. 

Although there are manifold reasons for different message orders to take 
place, there is only one group of statements - the message receive operations - 
where nondeterministic behavior may be observable. Furthermore, if program- 
mers wouldn’t use wild card receives, program behavior would be deterministic. 
Yet, there are some reasons for programmer to introduce nondeterminism, for 
example programmer’s laziness, improving performance, or modelling reality. 

The first reason is a typical source for errors. If calculating the sender’s pro- 
cess number requires too much effort, programmers often tend to use wild card 
receives which introduces unintended message races. The second reason is rather 
important, because paradigms like first-come first-served usually mean signifi- 
cant performance improvements. Another important reason is delivered by real- 
ity itself, which can often be nondeterministic or chaotic and the same behavior 
has to be included in computational models. Other reasons are imaginable but 
each requires a record and replay technique for cyclic debugging. 



3 Record and Replay Technique 

The goal of record and replay techniques is to provide an equivalent execution 
fm during successive program runs. To achieve this goal significant informa- 
tion about occurring program events is stored in traces during the record phase, 
which are used as constraints for the program execution during the replay phases. 
In the case of message-passing programs, we identify two classes of interesting 
events, point-to-point communication events (send, receive) and system call re- 
turn values 

The difference between these events is the reproducibility of their parameter 
values. While the parameters of communication events are easily recomputed 
during replay, return values from system calls may probably differ between pro- 
gram runs. For example, using the output of the random number generator for 
calculations clearly influences the program results. Additionally if random num- 
bers are used as destination addresses of send operations, different arrivals at the 
corresponding receives may be produced. Thus, for system calls the return values 
have to be stored, while for communication events only ordering information is 
required during replay. 

Ordering information of communication events is usually generated with 
some kind of clock counters which number the occurrences of events. For ex- 
ample, HSl uses Lamport clocks jS| to obtain a partial order, while H3 applies 
vector clocks to perform on-the-fly race detection. The drawback is that calculat- 
ing and updating these clock counters introduces additional monitoring overhead 
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and memory requirement. The advantage is that instead of tracing every event, 
only events critical for message races have to be stored. 

In our approach no clock counters are needed and only a subset of all com- 
munication events are traced during the initial record phase. This is achieved by 
sticking to a useful characteristic of the message-passing interfaces mentioned 
above. Each of them guarantees that messages in point-to-point communication 
are non-overtaking (see 1121 . section 3.5, ’’Semantics of point-to-point communi- 
cation”): If a sender sends two messages in succession to the same destination, 
and both match the same receive, then this operation cannot receive the second 
message if the first one is still pending. This guarantees that message-passing 
code is deterministic if the wild card is not used in receives. 

Besides that, nondeterministic programs follow a deterministic order of events 
on each process up to the point where the first wild card receive occurs. At that 
point several possibilities exist due to possible message races. During record 
phase the first message to arrive will be accepted. If the replay phase guarantees 
the same message to be accepted instead of any available message, an equiva- 
lent execution is performed. Therefore during record phase an identifier for the 
incoming message has to be stored. Since overtaking of messages is not possible, 
this identifier is just the return value of parameter sender, which indicates the 
address of the sending process. Thus, a record and replay mechanism based on 
simple point-to-point communication can apply the following simplifications: 

— Send events do not have to be traced, because they will be in the same order 
every time. 

— Receive events must be traced only if the parameter sender is a wild card. 

— It is sufficient to store the id of the sender. The message tag can be neglected. 

— Clock counters are not needed due to implicit message order based on the 
non-overtaking rule. 

These simplifications are the basis for our record and replay technique used 
in NOPE. The operational steps are as follows: 

1 . Instrument only receive events and system calls 0 . 

2. During the initial record phase generate initial traces by storing 

— sender id as accepted by receive events which supply wild cards, and 

— return values of system calls. 

3. After the initial record phase subsequent replay phases can be used to gen- 
erate complete traces. 

The advantages of this method are that monitoring only occurs at places 
where nondeterminism may influence the program (wild card receives, system 
calls). For example, no monitor overhead is generated at send events. Besides 
that the monitor performs only few and simply activities. Firstly, at receives the 
parameter sender has to be checked. If its value is no wild card, nothing happens. 

^ At present we only instrument calls to the random number generator, which should 
be sufficient to show the functionality of the system. 
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Fig. 1. Example event-graphs of a nondeterministic program’s execution 



Otherwise the monitor has to store the sender id of the incoming message. By 
using one trace file per process this means that only one integer value has to be 
saved. Secondly, there is no need to update and store any clock counters, nor to 
attach any counters to the transmitted messages. 

The third step is needed for program analysis. The partial traces of the initial 
record phase are only necessary to perform a correct replay of the program. 
Therefore all additional data required for program analysis has to be generated 
during subsequent replay phases. However, since the initial trace guarantees that 
there is no perturbation in event order, exhaustive analysis can be performed. 

4 Event Manipulation 

After complete traces have been generated during replay, these traces can serve 
as the input for any analysis tool. In our case the tool ATEMPT {A Tool for 
Event ManiPulaTion pj) visualizes the traces as an event graph, as for example 
in figureDl Various possibilities for program analysis are imaginable, limited only 
by the functionality of the used inspection tool. 

Yet, as mentioned before the generated trace describes exactly one execution 
of the program. It is possible that for the same input data other execution 
paths may exist and other results may be obtained. For evaluation of these 
other possibilities, ATEMPT includes a race condition detection mechanism. 
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It searches the traces for all occurrences of wild card receives. At each wild 
card receive in the execution, ATEMPT evaluates all message race candidates. 
In general, these are all messages that did not happen before the wild card 
receive (for a definition of the happened before relation see @), which is also 
described as frontier races in m. A difference exists to their approach due to 
the fact, that overtaking is not possible. This limits our race candidates to the 
first message arriving from each process, which did not happen before. Only 
these first messages are possibly accepted at the wild card receive. Furthermore 
the number of race condition candidates at a particular receive is at most the 
number of processes participating in the program run. 

After all message race candidates have been detected, additional replay steps 
can be initiated in order to uncover previously hidden executions. The idea is 
that at each wild card receive every race candidate has to arrive first during one 
execution. The technique is called event manipulation [Z] and previous attempts 
operated by graphically exchanging the order of events in the event graph dis- 
play. The problem is that with many wild card receives a lot of user interaction 
is necessary in order to test all possible combinations. In fact, the number of di- 
rectly connected (follow-up) executions, that can be derived from one recorded 
trace, is limited by r" where r equals the number of wild card receives and n is 
the maximum number of racing messages. 

Although in NOPE there is no more user interaction necessary to combina- 
torial generate the follow-up executions, there is still a drawback. The resulting 
number of executions may be rather large, requiring huge amounts of computing 
power to automatically test all possibilities P . Yet there is a distinction between 
the races in a program dividing the set of candidates into intended and unin- 
tended races. Intended races may be assumed to be harmless on the outcome 
of the program, which means that these races need not to be investigated. The 
experienced user can contribute this knowledge to the testing cycle by graphi- 
cally removing intended races. Similarly, unintended races that are not wanted 
by the user can be removed from the code immediately. This reduces the num- 
ber of replay steps and therefore the time necessary to analyze the races to all 
cases, where the relation between races and results is unknown. Of course, if the 
intention of a race is unclear, it is better to leave it in the test sequence. 

Based on the set of races that have to be investigated, NOPE changes the 
event order by automatic event manipulation and starts a replay for each per- 
mutation. The replay forces the communication to take place as specified in the 
traces until a point of exchange is detected. From that point on the program’s 
execution is running again without control of the replay mechanism, because 
there is no knowledge about the event order after that point (see [3| for more 
details about event manipulation and associated trace driven replay). 

The artificially generated subsequent replays deliver all possible executions 
that are directly connected to the original program run. However, there remains 
the possibility of requiring additional replay steps that could not be detected in 
the first evaluation step. These problems are introduced with branches and loops 
0 . If the number of loop iterations or the decisions at branches depend on the 
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results of the message races, possibly new communication patterns are achieved. 
This also requires that the evaluation of message race candidates has to be 
repeated for each generated program execution. Additionally some precautions 
to limit the number of executions have to be included, for example by allowing 
a maximum number of loop iterations or restricting the number of indirections 
from the original trace. 

Another problem of NOPE is the amount of data generated. Each replay 
generates a trace necessary for the analysis as well as the usual results of the 
program. To cope with these space requirements some simple compression mech- 
anisms can be applied. The traces of all executions can be converted from com- 
plete traces back to partial traces in the same format as the initial trace by 
removing all additional data. Only the partial traces are needed to permit equiv- 
alent replay and are therefore sufficient for later analysis steps. Of course, if the 
user wants to analyze the program run more carefully, uncompressing partial 
traces is only possible through actual replay. 

Another compression concerns the possible similarity of partial traces and 
output data. For example, executions with the same output only need to store 
the differences in the partial traces instead of storing the same output twice and 
both traces. Furthermore it is possible that portions of the program outputs 
resemble each other strongly and are therefore rather qualified for most existing 
compression algorithms. 



5 Example 

After introducing the basic principles and operation of NOPE, we will now 
demonstrate a case study. The program under consideration performs data cir- 
culation on a hypercube machine as used in various numerical algorithms j2|. 
The task is to circulate data items available on all processes so that these data 
visit each of the processes exactly once. Therefore each task iteratively performs 
three activities: (a) compute operation on data, (b) send data to a specific pro- 
cess, and (c) receive data from a specific process. If the program is correct, the 
resulting communication pattern on 8 processes is equal to the upper left event 
graph in figured 

An important point in the implementation of this function is the selection 
of the communication partners. Since this algorithm matches specifically the 
hypercube architecture, so that each transmission always occurs along one cube- 
dimension, communication takes place only between directly connected neigh- 
bors. This defines the destination address that has to be used at the send op- 
erations. However, while it is clear that sends have to know exactly where to 
transmit the message, this may not be necessary for the receive operations. It 
may seem that the cyclic behavior of the three steps (a), (b), and (c) allows to 
use a wild card receive. In fact, if the cycle time, determined by the amount 
of computation time between communication events, is long enough the correct 
pattern may be retrieved all the time. The possible consequences of this ’’pro- 
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grammer’s laziness” is hidden until cycle time is decreased, for example when 
porting the program onto a faster machine. 

With NOPE it is possible to detect this erroneous behavior. Starting with 
either the correct pattern or any other pattern, NOPE would generate the re- 
maining patterns. All possible results of this algorithm are produced and can 
be analyzed for correctness. The event graphs in figure Q contain examples for 
several nondeterministic executions of the same code. 

The number of executions needed to generate all combinations is limited 
with {p^ — py°^^P\ where {p^ — p) is the number of wild card receives ( {p — 1) 
receives per process) and log(p) is the number of racing messages (=hypercube 
dimension). The memory necessary to store the initial (or compressed) traces can 
be calculated with {p— l)(p^— bytes, if we assume that 1 byte is sufficient 
for storing the sender’s address. Although these numbers are by far not as big 
as they are when considering complete traces, another decrease can be obtained 
due to the symmetry of the algorithm. For users investigating the event graph 
of the initial execution, the communication pattern allows to restrict the replays 
to permutations on one single process. Therefore only the race candidates on 
one process may be defined as unintended races and the number of executions is 
lowered to {p—iy°^^P\ Furthermore, if the user considers symmetric properties of 
the algorithm on the (horizontal) time-axes, only log(p)*°®^^^ executions remain. 

6 Conclusions and Future Work 

This paper introduced the AOndeterministic Program Evaluator NOPE, which 
is a debugging tool for parallel message-passing programs. It allows cyclic de- 
bugging of nondeterministic code by providing an equivalent execution during 
subsequent program runs with its record and replay mechanism. Compared to 
previous approaches it reduces monitor overhead and trace size, and therefore 
the problem of the probe effect. This is achieved by taking advantage of the 
non-overtaking characteristic of messages originating from one process, which 
is guaranteed by many available message-passing libraries. There is no need to 
generate and update clock counters and only one value per wild card receive has 
to be stored in the traces. 

Another feature of NOPE is its additional support for testing other possible 
execution paths. Since nondeterministic programs may produce different results 
in successive program runs, even if the same input data is supplied, more than 
one execution has to be analyzed during testing and debugging. Through auto- 
matic event manipulation and replay, different event orders are forced to take 
place during subsequent replay steps. If each combination of message arrival is 
tested, all possible execution paths of the program are revealed. Nevertheless, as 
demonstrated with the example of sectional generating all combinations requires 
many executions and therefore lots of results and traces. 

Therefore future work in this project is concerned with solutions for reduction 
of test cases. Since races always depend on the characteristics of the program, 
only few cases can be eliminated from the test cycle automatically. For example. 
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the distinction between intended and unintended races can only be made by the 
user, while symmetric patterns can also be detected by tools. However, there are 
still some possibilities which we want to investigate, mainly concerning the prob- 
ability of message arrival. Yet, we believe that our approach already supports 
the users and improve debugging of nondeterministic programs. 
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Abstract. The behaviour of Distributed Shared Memory Systems is 
dictated by the memory consistency model. In order to provide a better 
understanding on the semantics of the memory models, many researchers 
have proposed formalisms to define them. Even with formal definitions, 
it is still difficult to say what kind of execution histories can be produced 
on a particular memory model. In this paper, we propose Visuaf-MCM, 
a visualisation tool that shows what operations orderings could lead to 
user-defined execution histories on different memory models. We also 
present a prototype of Visual-MCM that analyses execution histories for 
two different memory consistency models. 



1 Introduction 

Using the shared memory programming paradigm in parallel architectures is 
quite complex. The main reason for this is the difficulty to make the shared 
memory behave exactly as if it was a uniprocessor memory. This characteristic 
is important since it could make uniprocessor programs automatically portable 
to parallel architectures. Besides, programmers are already used to the unipro- 
cessor shared memory programming model and using a similar model would 
make parallel programming easier. 

In a memory model called Sequential Consistency (SC) was proposed. In 
this model, all parallel processes are able to observe all shared memory accesses 
in the same order. Although SC provides a relatively easy programming model, 
there is a great overhead on coherence operations to guarantee the global order. 

To reduce coherence overhead, researchers have proposed to relax some con- 
sistency conditions, thus creating new shared memory behaviours that are dif- 
ferent from the traditional uniprocessor one. These memory models are called 
relaxed memory models because they only guarantee that some of the shared 
memory accesses are seen by all processors on the same order. 

Memory consistency models, have not been originally formally defined. The 
lack of a unique framework where memory models can be formally defined was 
also observed by other researchers and some work was indeed done in the sense 
of formal memory model definitions. 

However, it is still difficult to say if some undesirable orderings will be pro- 
duced when using a particular memory model, even for formally-defined memory 
consistency models. This led sometimes to unexpected behaviours, and some un- 
desirable execution histories have been produced. 
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In this article, we present Visual-MCM, a visualisation tool that assists DSM 
designers in the task of analysing a memory consistency model. This new tool 
analyses a particular execution history on a memory model and shows if it is 
valid or not. Basically, we build an execution tree and traverse it, respecting the 
constraints imposed by the current memory model. 

The rest of this paper is organised as follows. Section 2 describes the for- 
malism used to define memory models. Section 3 describes the approach used 
to decide the validity of an execution history on a chosen memory model. The 
prototype of Visual- MCM is presented in section 4. Related work in the area of 
DSM visualisation is presented in section 5. Finally, conclusions are presented 
in section 6. 



2 Formalising Memory Consistency Models 

To define memory models formally, we use a history-based system model that 
was already described in P). In table 1, we only review some definitions. 



Table 1. System Model 



System 


A finite Set of Processors 


Processor pi 


Executes operations on M 


Shared Global Memory M 


Contains all memory addresses 


Local Memory rrii 


Caches all memory addresses of M 


Opi{x)v 


Operation executed by pi on address x with value v 


Basic types of operations 


read(r) and write(w) 


Synchronisation operations 


sync(x) ;acquire(x) ;release(x) ;user-defined functions 


Opi{x)v issued 


Processor pi executes the instruction Opi{x)v 


rpi{x)v performed 


The value of x returned to pi cannot be modified 


Wpi{x)v 




Wpi{x)v performed to pj 


Value V is written on position x of rrij 


Wpi{x)v performed 


Wpi(x)v is performed with respect to all processors 


Local Execution History Hpi 


Ordered sequence of memory operations issued by pi 


Execution History H 


UHpi 


Memory Consistency Model 


Order relation on a set of shared memory accesses 



In our definitions, we use the notion of linear sequences. If Q is a history, a 
linear sequence of Q contains all operations in Q exactly once. A linear sequence 
is legal if all read operations r(x)v return the value written by the most recent 
write operation on the same address in the sequence. 

In execution histories, we have some operation orderings that are allowed and 
some orderings that are forbidden . The decision of which orderings are valid is 
made by the memory consistency model. One execution history is valid on a 
memory consistency model if it respects the order relation defined by the model. 
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An order relation that is used in the definition of nearly all memory consistency 
models proposed until now in the literature is program order. 



Program- order. An operation ol is related to an operation o2 by program- 
order (ol dlA o2) if: 

a) both operations are issued by the same processor pi and ol immediately 
precedes o2 in the code of pi or 

b) 3o3 such that ol o3 and o3 o2. 



The program order that we use in our definitions is, thus, a total order on Hpi. 



2.1 Sequential Consistency 

Sequential Consistency (SC) imposes an order relation on all shared memory accesses, 
i.e, it imposes a total order on H. Our formal definition of sequential consistency is 
derived from the definition presented in [Q: 

Sequentially Consistent History. A history H is sequentially consistent 

SC 

if there is a legal linear sequence — > of the set of operations on H such 
that: 

i) Vol, o2 where ol o2 then ol o2. 

In this definition, we define a new order relation ( SC ) where all processors 
must perceive the same execution order of all shared memory accesses (legal 
linear sequence of H) . In this order, all operations performed by a process must 
respect the program order (i). 



PI: 



w(x)l 



P2: 



i-(y)2 



P3: 



w(y)2 r(x)0 r(x)l 



Fig. 1. A Sequentially Consistent Execution History 



The execution history shown in figure^is sequentially consistent since we are 
able to derive at least one legal linear sequence of all memory operations where 
all processors agree. In this history, the program order that must be respected 
is Wp3{y)2 r-p3(a;)0 rp^{x)l. The following execution order is a valid 

execution under SC: Wp3{y)2 rp2{y)2 rp3{x)0 Wpi{x)l rp 3 (a;)l. 

SC 

Note, however, that this is not the only legal sequence — > that can be derived. 
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The sequence Wpz{y)2 rp3(a:)0 Wpi{x)l rp 3 {x)l rp2{y)2. is also 
a valid execution sequence on SC. 



2.2 PRAM Consistency 

PipelinedRAM Consistency (or PRAM) | 7 ] relaxes some conditions imposed by 
SC and requires only that writes issued by the same processor are observed by all 
processors in the order they were issued. In other words, among the operations 
issued by other processors, only write operations must obey the program order. 
Before defining PRAM consistency formally, we must define a new execution 
history: 



History Hpi+^. Let H be a global execution history and pi be a pro- 
cessor. History Hpi+^ is the history of writes with respect to processor 
Pi and it is a sub-history of H that contains all operations issued by 
processor pi and all write operations issued by the other processors. 

PRAM Consistent Execution History. A history H is PRAM consistent 
if there is a legal linear sequence Qf the set of operations on 

Hpi+^ such that: 

i) Vol, o2 where of dlLj. o2 then of q2. 

By this definition, we can see that it is no longer necessary for all processors 
to agree on the order of all shared memory operations. Every processor has its 
own view (iLpi_|_uj) of the shared global memory M and the order — > is defined 
for Hpi+pp. In this view, the program order of Hpi+p, must be respected (i). 



w(x)l 

r(x)l w(x)2 r(x)2 
r(x)2 r(x)l 



Fig. 2. A PRAM Consistent Execution History 



For an execution history to be PRAM consistent, there must be a history 
Hpi+yj for every pi where the program order is respected. Considering the exe- 
cution history presented in figure 0 the following legal L/pi+u, can be derived: 



Hpi-i-w 

Hp2+w 



Wpi{x)l 

Wpi{x)l 

Wp2{x)2 



P RA^ 

P RA^ 

PRAM 



Wp2{x)2 

rp2(x)l 

Tp3{x)2 



PRAM 

PRAM 



Wp2{x)2 

Wpi{x)l 



P RA^ 

PRAM 



rp2{x)2. 

rp3{x)l. 
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As it was possible to derive valid for every pi, this execution history 

is valid on PRAM Consistency. Note, however, that the same history is not a 
valid history on Sequential Consistency since it is impossible to derive a total 
order on H. 

3 Validating Execution Histories 

Computing orderings for execution histories is a problem that has been exten- 
sively studied in 0 and this problem is shown to be co-NP-hard. 

In Visual-MCM, the task of validating a given execution history is decom- 
posed in three main steps. First, an execution tree is constructed for the given 
history. Second, a memory model is chosen and some of its constraints are ex- 
tracted. Third, the extracted constraints are used to traverse the execution tree 
and find out if there are execution paths that are valid on the chosen model. 

3.1 Step 1: Building the Execution Tree 

In order to build a complete execution tree, we must include all possible in- 
terleavings of shared memory operations that appear in an execution history. 
Figure 0 shows an execution history and its associated execution tree. 




Fig. 3. An Execution History and Its Associated Execution Tree 



In figure El there are six possible execution paths. Each path is an ordered 
sequence of nodes, from the root to the leaf. For example, the path exl is the 
execution order: t(;pi(a:)l — > rp 2 {x)l — > Wp 2 {y) 2 . As it can be easily seen, 
there are p! linear execution orders that can be derived, where p is the num- 
ber of memory operations to be considered. Even for a relatively small number 
of operations, we observe an explosion of the number of possible paths. Thus, 
something must be done in order to reduce the size of the execution tree. 

Although all sequences in figure Q are linear, some of them are not well- 
formed 0. Sequences ex3, ex4 and ex6 are not well- formed since they read a 
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value before this value has been written. Removing non well- formed sequences 
from the execution tree will surely reduce its size and that is done with no side- 
effect, as there is no practical interest in allowing values to be read before they 
are written. In figure 0 the execution tree built by our system will not contain 
the dashed paths. 



3.2 Step 2 - Extracting Constraints from the Memory Consistency 
Model 

For every chosen memory consistency model, there are two decisions that must be 
taken. These decisions will be based on the formal definitions. As an illustration, 
we will consider the formal definitions of Sequential Consistency and PRAM 
Consistency presented in section 2.1 and 2.2. 

First, we must identify the set of operations that will be validated. In the case 
of strong memory models, such as Sequential Consistency, all shared memory 
operations must be included. In the case of relaxed memory models, only a 
subset of the memory operations will be verified. In PRAM consistency, i/pi+u, 
is this subset. 

Second, we must define what order must be respected in this set of operations. 
In the particular case of Sequential Consistency and PRAM Consistency, the only 
order to be respected is program order. For the particular history in figure E| 
the program order that must be respected is Tp 2 {x)l Wp 2 {y) 2 . 



3.3 Step 3: Traversing the Execution Tree 

The last step in validating a history consists to examine all possible paths that 
belong to the execution tree and verify if they satisfy the constraints imposed by 
the model. We use a left-to-right in-depth algorithm to traverse the execution 
tree in search of valid execution paths. When a node is visited, there are two 
decisions that can be taken. If the operation in the node is valid on the memory 
consistency model, the in-depth search continues and the next node is examined. 
If the operation is not valid, the current path is abandoned and the next left-to- 
right path is examined. If we arrive at one valid leaf, that means that the whole 
path is valid. 

To illustrate this procedure, the search for valid paths on Sequential Con- 
sistency will be done on the execution tree presented in figure 01 We start our 
traversal by examining node a. The operation Wpi{x)l is valid since there are 
no constraints on legality or program order. The next operation in the path is 
rp 2 {x)l on node b. The legality is respected since the operation rp 2 {x)l reads the 
value written by the most recent write in the sequence. Program order of p 2 is 
also respected: rp 2 {x)l is the first operation in p 2 ^s program code. Thus, node b 
is also valid. The next node is node c. Operation Wp2{y)2 respects program order 
since it comes after rp 2 {x)l. For this reason, it is also a valid node. As we were 
able to arrive at one valid leaf, the whole path Wpi{x)l — > rp 2 (x)l — > Wp 2 {y )2 
is valid on Sequential Consistency. The algorithm continues to examine the tree 
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and chooses node d that contains Wp2{y)2. This is not a valid node on Sequen- 
tial Consistency since this order violates the program order of p 2 - For the same 
reason, the path starting on node f is not valid. As there is at least one valid 
execution path, the execution history is valid on SC. 

Validating an execution history on PRAM Consistency is much more com- 
plex. The main reason for this is that, as it is a relaxed memory model, we must 
be able to derive valid execution paths for every processor. 

4 Prototype Implementation 

We implemented a prototype of Visual-MCM using the Delphi 3.0 programming 
environment. The functionality of the prototype is shown in figure 0 



execution 



tree 



Construction of the execution tree 



MCM Analysis 



SC Analysis 



PRAM Analysis 



Other MCM Analysis 



id execution path 



not valid message 



Fig. 4. Prototype of Visual-MCM 



In our visualisation prototype, there are two main modules: Construction of 
the Execution Tree and Memory Consistency Model Analysis. The first module 
receives an execution history as input. This execution history can be selected by 
the user among predefined execution histories or can be provided by the user 
himself. The basic function of this module is to construct a tree containing the 
possible execution paths that could have generated the chosen execution history. 

Normal execution trees are generated as explained in section 3.1. Neverthe- 
less, in order to further reduce the number of possible paths, the user can choose 
to generate an optimised tree. The optimised execution tree will not contain 
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execution paths that do not respect program order. This kind of execution trees 
cannot be used in memory consistency models that do not impose program or- 
der to be entirely respected. If the user asks our visualisation tool to analyse 
histories on these kind of memory models and an optimised execution tree has 
been generated, our tool forces the user to regenerate a normal execution tree. 



Processors 

PI I rl(y)0wl(x)2wl(y)l 
P2 I r2(z)0w2(z)l 



Local Memories 
X Y Z 




rl(y)0 



r2(z)0 



r 

p r2(z)0 p 



wl(x)2 



w2(z)l 



n 




p r2(z)0 — 






rl(y)0 


n 


w2(z)l 

1 


wl(y)l 

1 


pwl(x)2 1 


w2(z)l 


p wl(x)2p 


w2(z)l 


rl(y)0 


1 

r2(z)0 


w2(z)l 


wl(y)l 


wl(x)2 


wl(y)l 


w2(z) 1 


wl(x)2 


wl(x)2 


w2(z)l 


wl(y)l 


w2(z)l 


wl(y)l 


w2(z)l 


wl(y)l 


wl(y)l 


wl(y)l 



Current Memory Consistency Model: Sequential Consistency 



Valid Sequence: I i'l(y)0 -> wl(x)2 -> i-2(z)0 -> w2(z)l -> wl(y)l 
Fig. 5. Visualizing Execution Orderings on Visual-MCM 



After the tree construction, the user must choose which memory consistency 
model is to be used in the analysis. By now, we have only implemented Sequential 
Consistency and PRAM Consistency. The chosen MCM receives the execution 
history and its associated execution tree and searches the tree for valid paths, 
as explained in section 3.3. 

Our visualisation tool provides both a memory view and an ordering view. 
The memory view shows the values of each memory position x for every memory 
Mi. The ordering view shows the execution path that is being examined as well 
as the valid and invalid execution paths that have already been decided. The 
analysis of an execution history can be done automatically or in a step-by-step 
basis. 

Figure 0 shows how a particular execution history is analysed on Visual- 
MCM. Note that the analysis of possible execution paths depends only on the 
Memory Consistency Model. No particular implementations of memory models 
are considered. 
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5 Related Work 

0 presents a visualisation tool called Storm Watch. This tool is able to anal- 
yse the same application on different memory coherence protocols. StormWatch 
provides trace, source and communication views. The trace view is based on ex- 
ecution histories. Maya is a simulation platform described in [^ . It analyses the 
behaviour of coherence protocols that implement the following memory consis- 
tency models: Sequential Consistency, Causal Consistency, PRAM Consistency 
and Entry Consistency. The same parallel application is executed on several 
memory models and results are shown in terms of execution times. 

Basically, these two systems provide visualisation of the behaviour of parallel 
applications on some specific implementations of memory consistency models. 
While this kind of visualisation is very useful, some of the constraints imposed 
by a particular implementation of a memory consistency model can lead to bad 
performance results. In this case, we are not able to tell if the problem is on the 
implementation or on the memory model itself. Besides, most of the proposed 
visualisation tools emphasize performance and do not analyse possible results of 
a parallel application execution. 

Analysing feasible event orderings has been previously done in the domain 
of parallel and distributed debugging, specially to detect race conditions |3|. 
0 analysed formally the possible event orderings that can be generated by a 
parallel program and demonstrated the NP-hardness of this problem. 

As far as we know, this is the first work that provides a visualisation tool that 
can be used to analyse the effects and the potentialities of memory consistency 
models, in a way that is totally independent from coherence protocols that could 
implement it. We claim that this separation is necessary and the design of a 
consistency mechanism should be done in two steps. First, one or more memory 
consistency models must be chosen. Second, for each chosen memory consistency 
model, a coherence protocol must be specified. Our visualisation tool will be 
helpful on the first step of this process. 

6 Conclusions and Future Work 

In this article, we presented a visualisation tool that analyses execution histo- 
ries and shows graphically what valid execution paths could have led to their 
production. The analisys of execution histories can be done on a variety of mem- 
ory consistency models. We claim that visualising the possible interleavings of 
shared memory accesses is helpful for multiprocessor hardware designers and 
DSM-system designers in the task of choosing the most appropriate memory 
model. This can reduce considerably the number of unexpected results that are 
produced after the DSM- based machine or the DSM-software is released. 

As future work, we intend to incorporate other memory models to Visual- 
MCM. Also, we intend to define a language for specifying memory consistency 
models based on formal definitions. Using this language, the user can define its 
own memory models and interactively visualise the interleavings of memory oper- 
ations that can produced on the newly defined memory consistency model. This 
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facility will be helpful in memory model definition as well as in the comparison 
of distinct memory consistency models. 
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Abstract. This paper presents a new implementation of MPI on a clus- 
ter of Linux-based, dual-processor PCs interconnected by a Myricom high 
speed network. A survey of existing software for this hardware configura- 
tion resulted in the non-availability of a fully functional, correct and com- 
plete MPI library exploiting the full hardware potential. Our library uses 
MPICH for the high level protocol and FM/HPVM for the basic com- 
munications layer. It allows multiple processes and multiple users on the 
same PC, and passes an extensive test suite, including all test programs 
from the MPICH distribution, for both C and Portran. The presented 
benchmarks, both simple communication kernels and full applications, 
show good performance. The result is the first high-performance MPI 
interface which allows regular multi-user service for applications on our 
PC cluster. 



Keywords: Workstation clusters; Myrinet; MPI; FM; HPVM. 



1 Introduction 

Continuous price reductions for commodity PC equipment and increasing pro- 
cessor speeds have made PC clusters an attractive low-price alternative to MPP 
systems for parallel applications. Most of the clusters constructed so far, however, 
including systems of the Beowulf-class P, as represented by the Loki cluster, use 
Fast-Ethernet networks and high-overhead protocols for communication, such as 
TCP or UDP. This results in a large performance gap between the processing 
speed of a single PC and the communication between them. On Loki, for ex- 
ample, the communication latency and bandwidth achieved by MPICH l.I.O |Zj 
with a switched Fast-Ethernet network are 390 ^s and 8.8MB/s, respectively 
m- Even using a CigaBit Ethernet would not lead to much improvement be- 
cause the maximum raw TCP bandwidth under Linux is only 18.405 MB/s, as 
reported in [Sj (latency not given). So, up to now only very coarse-grained par- 
allel applications can use this class of machines efficiently. Recent developments 
in high-speed networking hardware, however, as, for instance, the Scalable Co- 
herent Interface (SCI) 0 or Myrinet pi iS| . allow the extension of this application 
domain towards problems with medium-, or even fine-grained, parallelism. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 510-|2^3 1999. 
(c) Springer- Verlag Berlin Heidelberg 1999 
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The system installed at our laboratory (as described in Sec. 0 was set up 
to provide applications programmers with a local and cost-effective parallel pro- 
gram development platform. Most of the relevant codes are parallelized by using 
the Message-Passing Interface (MPI) mm . A system for our work environment 
must, therefore, fulfill the following requirements: 

1. Reliable, error-free data transmission, 

2. support for more than one user at the same time, 

3. support for multiple processes per dual-processor PC, 

4. a complete and correct implementation of MPI, including the Fortran?? 

binding, and 

5. good communication performance at the MPI level. 

We tested all available MPI implementations for Myrinet, but none of them 
fulfilled all requirements (for details see Sectional). Some of them were optimized 
for performance, but didn’t conform to the MPI standard and didn’t pass our 
test programs. Others did not allow multiple users or check for transmission 
errors. So, we had to develop our own MPI implementation in order to provide 
our applications programmers with the high-performance interface they need for 
their work. 

In this paper we present the two versions of the MPI library we have devel- 
oped during the project (Section^, followed by results for both kernel and full 
application benchmarks (Sectional). Finally, we discuss how conflicting design 
choices, as, for example, optimal ping-pong communication performance versus 
an improved progress for MPI requests, affect the overall application performance 
(Section 0). 

2 Target Platform 

Instead of building the cluster from the ground ourselves, we decided rather to 
base our machine on the previous work by NEC Research Institute (NECI) on the 
Local Area Multiprocessor (LAMP) |5I20| . With its symmetric multiprocessor 
(SMP) architecture, the LAMP was well-suited for our intended experiments 
with clustered shared memory machines, and the Myrinet provided sufficient 
communication speed. 

The cluster installed at our laboratory is one of three LAMPs assembled 
by NECI (the other two are located at NEC Central Research Laboratory in 
Tokyo and at their own lab in Princeton). Our machine is a 16 node SMP 
PC cluster interconnected by the Myrinet network. Dual 8-Port Myrinet-SAN 
switches, each serving 4 PCs, provide a tetrahedral network topology. Each node 
has two Pentium Pro 200MHz CPUs installed on a Tyan S1668 motherboard 
with Intel’s 440FX chipset and 512 KB of L2 cache per each CPU. The PCs 
have 128 MB of EDO RAM each, so that the cluster has a total of 32 CPUs and 
2 GB of RAM. The nodes are equipped with two network cards: an Ethernet 
card and a LANai board for accessing the Myrinet network. The LANai cards 
are basic 32 bit PCI models equipped with only 256 KB of SRAM. The cluster 
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runs under Linux, because this system supports more hardware than any other 
flavor of UNIX available for PCs. Also, having full UNIX support on all nodes 
facilitates both the administration and usage of the parallel machine. Initially 
we were using kernel version 2.0.30 with SMP support, but recently the cluster 
has been upgraded to the Red Hat 5.1 distribution, so the current kernel version 
is 2.0.34 (SMP). All machines are also connected to a shared Ethernet segment 
for the operating system management. 

In July 1998 we have added a uniprocessor Pentium II PC (300 MHz, 64 MB 
RAM) with SCSI disk drives, and use it as a file and compilation server for the 
cluster. It is not part of the Myrinet network, and connects to the other PCs 
only via Ethernet. The server runs under the same Linux kernel as the nodes. 
Moving the management and compile functions from one of the cluster nodes to 
a machine outside of the Myrinet considerably improved the cluster stability. 

3 Related Work 

Due to space limitations we will describe only projects using Myrinet and sup- 
porting Linux. Myricom introduced the Myrinet network in August 1994 m 
It is a switched network with very low latency (the most recent models of the 
switches deliver a cut-through latency of about 300 ns) and the very high band- 
width of 1.28-1-1.28 Gbps on each link. All connections are full duplex. Mean- 
while, in a number of projects clusters with Myrinet interconnection networks 
were built, and the research focused on the development of low level communica- 
tion libraries optimized to deliver as much raw network performance as possible 
to the user. Often, those libraries achieved a communication speed similar to the 
performance of proprietary interconnection networks of MPP systems. 

Below we present five software packages we have evaluated on our cluster. 
Their most significant features are summarized in Tab. E The performance fig- 
ures were obtained by running a ping-pong benchmark on our cluster. 

3.1 Myricom 

Myricom delivers their own “Myrinet API”. The software is reliable, supports 
16 nodes and multiple users as well as multiple processes per node. However, the 
best performance we were able to achieve on our cluster was 80 /rs and 20 MB / s 
for latency and bandwidth, respectively. This is much worse than the raw hard- 
ware performance. There is no MPI implementation available for Myrinet API. 

3.2 BIP 

The Basic Interface for Parallelism (BIP) package Plj from Ecole Normale 
Superieure de Lyon (France) has the best performance: the latency is only about 
4.7 IIS while the bandwith reaches 128MB/s. The main disadvantage is a very 
limited functionality: no support is available for multiple users on cluster nor for 
multiple processes per node. Moreover, only 8 nodes are supported (version 0.9). 
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Table 1. Overview of low-level communication libraries for Myrinet 



project 


nodes no. 


m. users 


m. processes 


latency [/rs] 


bandwidth [MB/s] 


Myricom 3.09 


16 


yes 


yes 


80 


20 


BIP 0.93a 


8 


no 


no 


4.7 


128 


VMCC 


16 


no 


no 


15 


83 


BDM 


16 


no 


no 


22 


30 


HPVM 1.0 


16 


yes 


yes 


8 


70 



The library does not provide any flow control, thus it is the user’s responsibility 
to implement mechanisms for avoiding communication deadlocks. BIP provides 
MPI, but this implementation fails even in simple tests. 

3.3 VMMC 

Virtual Memory Mapped Communication (VMMC) 0 developed at NECI has 
a latency of 15 /ts and a bandwith of 83MB/s. The version we have evaluated 
supports 16 nodes, but does not allow for multiple users per cluster or multiple 
processes per node. We experienced frequent deadlocks on our cluster. Mean- 
while, NECI has developed a new version which reportedly has much improved 
stability and supports multiple users and multiple processes. However, the new 
version requires LANai boards with 1 MB of RAM. MPI is not provided for 
VMMC. 

3.4 BDM 

The Integrated Concurrent & Distributed Computation Research Laboratory 
at Mississippi State University has developed the BullDog Myrinet Control Pro- 
gram (BDM) package [I^. This software is reliable and stable, supports 16 nodes 
and delivers a latency of 22 ^s and a bandwidth of 30MB/s. It comes with an 
MPI implementation which passes most of the MPICH test suite (the network 
stress test sendmany fails), but it does not support multiple users or multiple 
processes per node. 

3.5 HPVM 

High Performance Virtual Machine (HPVM) j3pi I f)j from University of Illinois 
at Urbana-Champaign supports 16 nodes, simultaneous use of the cluster by 
multiple users, and up to 2 processes per node. The HPVM distribution con- 
tains the low-level Fast Messages (EM) library, v.2.1, together with high-level 
programming interfaces (MPI, Shmem Put/get and Global Arrays) which are 
based on EM. The EM library version 2.1 has improved considerably compared 
to earlier versions. It now provides multi-user and multi-process capabilities and 
guarantees reliable and error-free transmission. Also, we measured an increase in 
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communication speed to a latency of 8 and a maximum bandwidth of about 
70MB/S. 

The MPI library that comes with HP VM is based on an old version of MPICH 
(1.0.8) and does not conform fully to the standard (for example some data types 
like MPLStatus are declared differently than required by MPI). Many MPICH 
test suite programs (taken from the MPICH 1.1.0 distribution), and even those 
for the basic point-to-point tests, fail or deadlock. The Fortran 77 binding is 
faulty and results in fatal error messages about using invalid communicators. 

We discovered a serious problem for applications with unbalanced commu- 
nication patterns. The MPI library allocates a certain number of slots for un- 
expected messages, and there is no flow control to throttle the senders when all 
slots are filled. Instead, this situation which is not uncommon in real applica- 
tions, causes the whole application to abort. Note that the limit is set by the fixed 
number of message slots, and not by the memory available on the processor. 

4 Implementation 

Since none of the available MPI implementations fulfilled our requirements, we 
decided to develop a new MPI library, and base it on FM 2.1 from the HPVM 
distribution. As explained above, FM 2.1 fulfills all our requirements for a low- 
level interface, so by using it we saved the substantial effort needed to develop 
a new low-level library. We used the MPICH software from Argonne National 
Laboratory for the high-level part, and connected it with FM by our own device 
driver at the generic channel interface level. Currently we use MPICH 1.1.0, but 
we plan to migrate to version 1.1.1 soon. 

The objective of our work was the development of a device driver, based on 
FM, with as little additional overhead as possible. We developed two versions of 
the driver, in order to verify which design is most suitable for our applications 
and the most promising for further enhancements and optimizations. The two 
versions differ in performance and functionality: 

1. The single-threaded (ST) device driver is optimized for minimum latency 
and implements only the blocking primitives of the channel interface. 

2. The multi-threaded (MT) version implements both blocking and non-block- 
ing primitives, and was developed in order to minimize message delays in 
applications with bad load balancing. 

Both drivers use different protocols for three message length regimes, called 
short, eager and rendezvous, and switch between protocols at the same message 
lengths, i.e., at 512 bytes from short to eager, and at 128 KB from eager to 
rendezvous protocol. Details of these three MPICH standard protocols are de- 
scribed in H. In the short protocol the data is sent with the message header. 
In the eager protocol first a control packet with the message header is sent, fol- 
lowed by the data packet. In the rendezvous protocol the data transfer is deferred 
until requested by the receiver (by posting a matching receive operation). The 
rendezvous protocol is less efficient than the eager one, but saves buffer space. 
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The communication progresses in both versions (as in any program using 
the FM library) only when a receiver explicitly extracts incoming messages from 
the network by calling FM_extract(). FM may also decide to call this function 
implicitly when a send operation is called. A call to FM_extract() passes con- 
trol to user-defined handler functions. The actual extraction of data from the 
network is done in a handler associated with a message, by one or more calls 
to FM_receive(). FM breaks the data into small packets before inserting it into 
the network, so that they may arrive to the recipient interleaved with packets 
from other message streams. As a result, a handler might be forced to switch 
to another message stream during a call to FM_receive(). If the handler tries 
to receive more data than is actually available, control returns to FM_extract(). 
If more data arrives, on the next call to FM_extract() the handler execution 
resumes at the point where it stopped before. This gives handlers a thread-like 
semantics with clearly defined points where preemption is possible, and the user 
program must properly handle the situations in which returning handlers leave 
some data in an inconsistent state. 

Sending a message with FM is a three-step process. First, network resources 
to send the specified number of bytes are allocated by a call to FM_begin_message. 
Then, one or more calls to FM_send_piece() insert the data to the stream which 
has been opened previously, followed by a call to FM_end_message(). That func- 
tion returns only when all message data has been transferred to the receiver’s 
network interface. Thus, if there is enough buffer space at the recipient’s LANai 
board, FM_end_message() will return before the message is extracted by a call 
to FM_extract(). It is only safe to modify data passed to FM_send_piece after 
the corresponding call to FM_end_message() returns. 

Both versions of our device driver use two handlers: one for start-up and shut- 
down synchronization of the application, and another one for data transmission. 
The main difference between both drivers is in the send procedure. Since ST 
inserts the data into the network directly in the main thread, the sender process 
blocks unless there is enough buffer space on the receiver’s LANai board, or 
the receiver extracts the message. MT has been created to avoid this blockage: 
the main thread only appends the data to a request queue, and a dedicated 
communication thread sends the message. MT also allows for overlapping com- 
munication with computations (on multiprocessors), because it is implemented 
with POSIX threads |2I14| which, under Linux, are scheduled at the kernel level 
and thus can run concurrently on separate CPUs. As it turned out, however, the 
overhead caused by having an additional thread, the context switching between 
threads, the use of synchronization primitives (POSIX mutexes and conditional 
variables) and by moving the data between the caches of both processors, more 
than outweighs the benefits. For example, a propagation of a condition between 
threads on our system costs about 100 /iS, including the locking and unlocking 
of the associated mutex. 

Recently we added to both driver versions the possibility of draining the 
network periodically (10ms is the shortest possible period), so that a receiver 
process involved in a long computation phase does not block the sender. However, 
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this did not improve the performance even for a real application with very high 
load imbalance. 

Both driver versions are fully functional and the MPICH library using any of 
them passes all the tests provided with the MPICH distribution. ST passes also 
all the tests for the CLIC library but MT fails on some of them (see Sec. ini) 

5 Results 

In this section we present the results of experiments which we performed to assess 
the maturity of our MPI implementation, as measured by the requirements given 
above. In the following, we look at the results from different viewpoints. 



5.1 Completeness and Correctness 

We tested the MPI library, using both our ST and MT device drivers. Both 
versions passed the whole MPICH test suite. These programs not only check 
the correct semantics of the MPI functions, but also test the behavior of the 
implementation under intense network traffic. Additionally, ST passed a much 
more demanding test suite from the GMD Communications Library (CLIC) for 
block-structured grids These advanced tests resulted in some errors for 

the MT version. 



5.2 Performance Measured with Kernel Benchmarks 

The basic performance indicators, latency and bandwidth, have been measured 
by running the mpptest program from the MPICH distribution in round-trip 
mode (ping-pong), as well as in head-on mode, where the processes exchange 
messages using MPI_Sendrecv) . The results for the ping-pong are shown in Fig. 
n Figure 121 presents the performance measured in the head-on mode. 

The single-threaded version of our device driver shows a very good latency 
which for zero byte messages exceeds the corresponding figure for the HPVM/MPI 
library by only about 2 /rs. With more than 100 /rs, the latency is much higher 
for the multi-threaded version. The reasons for this high latency are the use 
of mutual exclusion and synchronization primitives from the POSIX threads li- 
brary, as well as the necessary data structure manipulations (creation of a send 
request, appending to the queue, retrieving from the queue, and passing the data 
between threads) . If the send thread is scheduled for the same CPU as the main 
one, the context switch accounts for 8 or 9 fis. If the send thread executes on 
another CPU, the data first has to be ffushed from cache to memory, and then 
loaded to the second CPU’s cache. 

Both our versions and HPVM/MPI exhibit similar bandwidth. The maxi- 
mum bandwidth reached by our implementations is higher than that obtained 
with HPVM/MPI. On the other hand, ST performance decreases for very long 
messages using the rendezvous protocol. MT is slow for shorter messages, but 
in the rendezvous protocol is the fastest. The decrease in bandwidth seen for all 
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Fig. 1. Latency and bandwidth obtained with the ping-pong benchmark 



three implementations and very long messages is caused by cache effects, and 
our implementations seem to suffer more from them than HPVM/MPI. This 
suggests that there is still some potential for optimization in our device drivers 
for the rendezvous protocol. 




128 256 384 512 640 768 896 1024 
Size (bytes) 




Fig. 2. Latency and bandwidth measured in the head-on mode 



The sustained performance measured in head-on mode is much higher than 
that obtained with the ping-pong benchmark. This is the benefit of Myrinet’s 
full-duplex communication channels. 



5.3 Performance Achieved with Full Applications 

While basic test programs can be used to measure some basic performance char- 
acteristics of an MPI implementation, they cannot replace the final tests with full 
application codes, which contain more complex communication patterns and less 
synchronization between communication partners. Our implementations have 
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been tested with the LiSS package, which is an environment, written in For- 
tran, for solving partial differential equations on general two-dimensional block- 
structured domains. The high-level communications library CLIC handles the 
inter-process communication for LiSS. Both packages together contain some 
85,000 lines of Fortran code. A detailed description of LiSS can be found in 
m- By choosing the geometric domain appropriately, complicated communica- 
tion patterns and various degrees of load imbalance can be generated. 

The incompressible Navier-Stokes equations were used for our test runs. The 
parallel efficiencies and wall clock times for the ST and MT version of the MPI 
library are shown in Tab. 0 In all those tests, load-balanced problems with 
66240 and 263552 grid points were solved with 9 processes, using the host-nodes 
programming model (a master process and 8 slaves). The tests were repeated 
with two slave processes per node to evaluate the performance loss caused by 
sharing the LANai boards, and the connection to a Myrinet switch, by two 
processes. 

Table 0 reports timings and efficiencies for a problem with 14212 grid points 
and a great load-imbalance. 30 processes were used for this set of tests, so one or 
two application processes were assigned to a single (dual-processor) node. Since 
the HPVM/MPI does not have a usable Fortran binding, only our MPI libraries 
could be used for the LiSS tests. For a comparison with an MPP computer, we 
include the results achieved on NEC’s Cenju-3 [13 for the same test cases. 

The columns in the tables contain the following information: lib gives the 
version of the library, p/n is the number of processes per node, Tc is the total 
communication time, accumulated over all processes, Tt denotes the total run 
time on the slowest process, and E is the parallel efficiency of a program. For the 
exact definition of the last parameter and a survey of the performance achieved 
by LiSS on the most common parallel platforms, see m 



Table 2. Load-balanced problems with 66240 (left table) and 263552 (right 
table) grid points 



lib 


p/n 


Tc [s] 


Tt [s] 


E[%] 


lib 


p/n 


Tc [s] 


Tt [s] 


E[%] 


ST 


1 


35.31 


62.90 


92.98 


ST 


1 


59.24 


222.88 


96.68 


ST 


2 


34.43 


62.97 


96.16 


ST 


2 


60.69 


223.01 


96.60 


MT 


1 


42.70 


63.71 


91.62 


MT 


1 


75.35 


222.98 


95.78 


MT 


2 


145.65 


77.04 


76.37 


MT 


2 


274.73 


250.20 


86.27 


Cenju-3 


1 


399.75 


164.58 


69.64 


Cenju-3 


1 


836.84 


519.23 


79.85 



Our two implementations perform very well for both the small and big, load- 
balanced test cases, with ST always being the better choice. The efficiencies are 
well above 90%, except for MT with two processes per node. This is caused by 
the increase in CPU load by the additional threads. 

For ST we do not observe any significant performance drop by sharing the 
network interface between two processes. Apparently, there is not enough data 
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traffic to saturate either the PCI bus or the network interface. The Cenju-3 
performs worst in this test, because its 50 MHz VR4400 RISC CPUs are sig- 
nificantly slower than the 200 MHz PentiumPros of the PC cluster, and the 
interconnection network of the Cenju-3 is slower than the Myrinet. 



Table 3. Load-unbalanced problem, 14212 grid points 



lib 


Tc [s] 


Tt [s] 


E [%] 


ST 


919.45 


40.89 


22.45 


MT 


979.72 


43.50 


22.33 


Cenju-3 


1690.99 


74.82 


22.06 



The unbalanced test case, because of the signifhcant variation of grid points 
per processor, results in much lower performance than the load-balanced prob- 
lems. The parallel efficiencies for both ST and MT are only slightly above 22%. 
This shows that even in test cases for which the MT device driver was designed, 
it has no advantage over the ST version. 

6 Conclusions 

Both device drivers developed during project have been verified to work cor- 
rectly for the complete MPICH test suite. The latency and the bandwidth mea- 
sured with communication kernel benchmarks are close to those achieved by 
HPVM/MPI. Test with full applications show that the single-threaded version, 
in spite of its reduced functionality at the device driver level, performs better 
than the multi-threaded one. This is because MT creates enough overhead to 
outweigh the advantage of increased functionality. 

The work presented in the paper is an ongoing project. We still need to 
test the libraries’ behavior in communication-bound applications. We are also 
planning to run more standard benchmark suites to learn how our libraries 
compare to implementations of MPI on MPP systems. 

The most important enhancements planned for the nearest future are: im- 
proving the performance by implementing an ADI2 device that will replace the 
current driver for the generic channel device, and developing a multi-device ver- 
sion of the library to use shared memory communications between processes 
running on the same node. We also plan to migrate to the new MPICH 1.1.1 
version, which integrates the MPI-2 ^3 parallel I/O functions (the ROMIO 
library |^L 

The main objective of the project, however, has been reached already: provid- 
ing our researches with an efficient and reliable platform for their development 
of complex MPI applications on our cluster, in a multi-user-environment. 
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Abstract. Diverging demands on computer networks, such as high 
bandwidth, guaranteed quality of service and low latency lead to 
growing heterogeneity. IEEE1394-1995 is a standardized low-cost high- 
performance serial-bus-system with both isochronous and asynchronous 
operation. It might be an interesting candidate for all-round local and 
system area networks, providing a good compromise in fulfilling the 
above demands for low costs. Beside providing some technical back- 
ground we show the possibilities and advantages of building parallel 
clusters on top of IEEE1394-1995. The main advantage is that mini- 
mal speed-up can be guaranteed, as shown on the basis of the parallel 
implementation of discrete Fourier transformation. 

Keywords. IEEE1394-1995, cluster computing, parallel systems, 
isochronous transfers, Linux 



1 Introduction 

Computer networks have to face different, partly contradictory demands. High 
bandwidth seems to be still the measure most people believe in, and most com- 
panies use as selling argument for their networks. However, for multimedia (or, 
more exactly, for continuous data) guaranteed quality of service (QoS) at the 
user-level is more important than raw speed. For parallel applications, user- 
level end-to-end latency is the most important measure. These divergences in 
the demands lead to a growing heterogeneity in local area network technology. 
The only common denominator is the requirement for low prices. Currently, we 
have no standard (or quasi standard) solution that fulfills all requirements for a 
reasonable price. 

We assume that in the coming years a new de facto LAN/ SAN stan- 
dard arises, which is able to provide a good compromise in supporting all the 
above mentioned requirements. We investigate the IEEE1394-1995 standard (the 
“FireWir^J’ ) from this point of view, i.e. its ability to serve as a basis for an 
“all-round” standard network. 

Ethernet is definitely the leading LAN technology, at least regarding the 
number of installations. There are a number of efforts to raise the bandwidth 
of Ethernet. 100 Mbps FastEthernet can be regarded as the new standard LAN 
technology (as being already less expensive than 10 Mbps Ethernet). The Gigabit 

^ FireWire is a trademark of Apple Computer, Inc. 
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Ethernet technology also arises, however, not without contradictions. Latency 
times seem to get much slower lower than bandwidth is getting higher. The 
Virtual Interface Architecture (VIA) 0 addresses the problem of low latency 
and therefore, Ethernet-based systems combined with VIA might have excellent 
performance in the future. Currently, however, there are no appropriate products 
yet available. 

Some efforts have also be done to provide guaranteed QoS in an Ethernet- 
based system. In m a solution is suggested which requires the replacement of 
the Ethernet drivers without any change in the hardware. In [ 1 51 1 2) the solution 
is extended in a way that not even the drivers must be replaced, rather a simple 
Ethernet switch is used (consisting of a PC with a number of Ethernet cards). 
These solutions provide satisfactory but by no means optimal results. Summa- 
rizing we can say that there is a certain probability that Ethernet will remain 
the ultimate LAN technology in the future, but this is by no means sure. 

Other networks, especially Myrinet |2j, provide high bandwidth and good la- 
tency times, but provide no guaranteed QoS. Moreover, although Myrinet can be 
regarded as a cheap solution if it is compared to supercomputers, it is expensive 
if it is compared to Ethernet. One of the most attractive features of Myrinet is 
its flexibility, which might be used to add guaranteed QoS to Myrinet. 

The IEEE1394-1995 standard [Zj addresses first of all the question of multi- 
media support and QoS. It has, however, some features, that qualify it also as a 
good basis for parallel computing. In the following we elaborate these features. 
If IEEE1394-1995 proves as really suitable for parallel computing then it could 
be an interesting, low-price candidate for future LAN technology. 

Previous work covered the design and implementation of a driver for Intel 
and Alpha based computing nodes running the Linux operating system and 
optimized for asynchronous data transfers . We use the Adaptec AHA-8940 
1394-to-PCI host adapter which supports 200 Mbps data transfer rate at present. 

2 The IEEE1394-1995 High Performance Serial Bus 

2.1 Relative Place 

We start the investigation with a placement of IEEE1394-1995 among the most 
important networks used for parallel cluster computing. 

Network comparisons regarding pure technical aspects can be found e.g. in [Q 
and [73^1. Table [D provides a short comparison of essential network technologies. 
The table reflects beside basic technical characteristics such as network struc- 
ture, minimal one way latency, maximal access bandwidth and the existence of 
support for isochronous communication, also aspects of operating system sup- 
port, manufacturer support and price. 

There is obviously no “best” network. Regarding the different operational 
areas each network has its pros and cons. IEEE1394-1995 belongs to the bests in 
price, supports isochronous communication, has high bandwidth and low latency. 
Exactly these are the features that make the further investigation worthwhile. 
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Table 1. Comparison of networks for parallel cluster computing 





Fast- 

Ethernet 


Gigabit- 

Ethernet 


SCI 


ATM 


Myrinet 


IEEE1394- 

1995 




Network structur43 


bus 


bus 


ring 


switched 


switched 


bus 


Min. one way latencjQ 


20 ys 


20 


5 ys 


120 ys 


5 ys 


15 ys 


Max. access bandw. 


100 

Mbps 


1 Gbps 


4 Gbps 


155 Mbps 


1.2 Gbps 


400 Mbps 


Isochronous cap. 














Cable len. per linlQ 


200 m 


200 m 


10 m 


100 m 


10 m 


4.8 m 


Windows-NT supp. 


high 


high 


low 


medium 


high 


medium 


Solaris support 


high 


medium 


high 


medium 


high 


null_ 


Linux support 


high 


low 


low 


medium 


high 


lovQ 


Manufacturers 


a lot 


many 


few 


many 


1 


few 


Costs per linI0 


$500 


$1500 


$1000 


$3000 


$1800 


$500 



“ original network structure, busses can also be switched of course 
regarding only the hardware dependent layers 
estimated value 

when using standard low cost cables 
development in progress El 
^ host adapter inclusive switching hardware 

2.2 Features 

The IEEE1394-1995 is a low-cost, high-performance ergonomic serial bus p. 
It was designed for operation both in the areas of industrial as in consumer 
electronics. Its architecture is compatible with other IEEE busses and standards 
(e.g. P ) and implements a memory read/write communication architecture in 
contrast to conventional I/O-based communication, so distributed systems with 
global memory architectures can be mapped without great translation efforts. 
The shared memory architecture of IEEE1394-1995 is an architecture to provide 
economic interfaces and low latency. The address model is based on IEEE Std 
1212 H (CSR Control and Status Register architecture), thus being compatible 
with SCI (Scalable Coherent Interface). IEEEI394-I995 uses IEEE-1212 “64-bit 
fixed” addressing, where the first 16 bits are used to represent the nodc-ID, 
thus allowing up to 64k nodes. Further the nodc-ID is divided into the 10-bit 
wide husJD and a 6 bit-wide physicaLID. Therefore up to 1023 bussefl each 
having up to 63 node^, can be interconnected. The remaining 48 bits are used 
for addressing the node memory space, the private space or the register spac^ 
One or more nodes of the serial bus can be combined to form logical modules. 
An addressing scheme for determining the module number is not provided. 

^ bus ^ 1023 refers to the local bus 
® node 63 refers to the broadcast-address 

^ The private space is characterized by having OxFFFFE and the IEEE Std 1212 
register space by having OxFFFFE as the leading 20 bits, thus remaining 28 bits for 
the private address resp. the register address. 
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The main feature distinguishing from most other communication technolo- 
gies is the capability of the isochronous transfer of digital data, which is needed 
when working under guaranteed timing or guaranteed bandwidth is required, e.g. 
transfer of multimedia data. Although this feature is also available in the Asyn- 
chronous Transfer Mode (ATM), ATM has the disadvantage over IEEE1394-1995 
of the requirement of additional expensive switches with high latency. 

The serial bus protocols are a set of three stacked layers. The lower two layers 
can be compared to the ISO/OSI layers 1-2. The highest layer is the so called 
transaction layer and provides read, write and lock transactions. It provides a 
path to the isochronous resource manager (IRM), which is in fact part of the 
control and status register (CSR) structure |^. The middle layer (link layer) 
provides a one-way data transfer with confirmation of request and provides its 
service to the transaction layer. In difference to the transaction layer it provides 
an isochronous data transfer service directly to the application using periodic 
cycles with a cycle time tisoc of 125 ^s. A link-layer-transfer is called a subaction. 
The lowest layer (physical layer) translates the logical symbols into electrical 
symbols, arbitrates the bus and defines the mechanical interfaces for the Serial 
Bus. 



2.3 Performance Measurement 

Though the Linux IEEE1394-1995 driver is in a preliminary state, we have done 
some basic performance measurements on asynchronous transactions. The read 
quadlet transaction is used for minimum information transfer to access a single 
quadlet (four bytes) aligned register of the CSR structure. We measured the 
performance of consecutive read quadlet transactions, which in turn consist of 
an acknowledged read request and an acknowledged read response subaction, 
with the packet length of four resp. five quadlets. The equipment consists of 
Intel Pentiums 200 MHz running Linux with the 2.0 kernel. Further we use 
the Adaptec AHA-8940 1394-to-PCI host adapters with the 400 Mbps Adaptec 
AIC-5800 link controller chip and the 200 Mbps IBM 2IS750PFB PHY chip. The 
tests were done with a data transfer rate of 200 Mbps. A 100000 transaction test 
showed an average single transaction latency of 129 p,s. The latency consists of 
the link layer round trip time plus the transaction layer software overhead. For 
packets with little payload the software and communication overhead is rather 
high and we expect notably higher throughput with isochronous transfers and 
asynchronous packets with higher block size. 

3 Transaction Model for Gronp Communication 

As mentioned in section E3 the highest layer of the Serial Bus protocol stack 
is the transaction layer which provides three different reliable unicast transac- 
tion types: the read, write and lock transactions. For unicast messages services 
like flow and error control are provided by the underlying link layer with asyn- 
chronous subactions. 
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The idea of group communication is to let processes communicate with a 
group of other processes simultaneously. Examples of group communication are 
replicated file systems (with coherent caches), replicated program executions 
(SPMD machines), teleconferencing and financial computing systems. Hardware 
support influences the efficiency of group communication. The bus architecture, 
as used at IEEE1394-1995, is an ideal vehicle for one-to-all group communica- 
tion (broadcasting) . Reliable broadcasting, which is related to atomic messages, 
is an extension to broadcasting and is required for most parallel applications. 
IEEE1394-1995 provides broadcast write transactions with an unacknowledged 
request subaction - the standard doesn’t define how to complete the transaction 
to make it reliable. In general it is required to check the needs of the applications 
for realizing the appropriate broadcast method. For example file-streams can be 
broadcasted more efficiently using forward error correction mechanisms. In con- 
trast cache coherency protocols have to use broadcasting with causality and 
total ordering semantics since several processes can transmit “memory-invalid- 
messages” simultaneously. 

Protocols for group communication have been investigated very exhaustively, 
e.g. . In this section we want to demonstrate a realization of the BB-method 

0, a reliable multicast method, on top of the IEEE1394-1995 link/transaction 
layer. The CSR architecture can be used very efficiently. 




unreliable unreliable 

broadcast write broadcast write 

transaction transaction 



reliable 

lock transactions 
function fetch_add 



unreliable 
broadcast write 
transaction 



Fig. 1. Reliable broadcast method for IEEE1394-1995 using the BB method for 
five nodes with r = 2 



The BB method assumes the existence of one processing node with an extra 
service called sequencer S. It is based on unreliable broadcast and reliable uni- 
cast messages. The procedure for a single broadcast is demonstrated in figure 
□ After node A sends a broadcast of the message M (FigOt), S stores M and 
allocates a sequence number s, which is again broadcasted (FigO^). To cope 
with processor failures, r other processors also store the message and have to 
acknowledge s (FigCJ:). After receiving the r acknowledgements, S broadcasts 
an accept s message and the kernels are allowed to pass M to the application 
(Figini). To assure that all processing nodes have received the broadcast mes- 
sages they have to inform the sequencer about their highest received sequence 
number periodically, so the sequencer and the r other processors are allowed 
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to discard messages from their buffers. In case of loss of a message by single 
receivers because of transmission errors or because of buffer overflows within the 
receivers, the lost message can be retransmitted using reliable unicast messages. 
The correct order of the received broadcast messages is checked by the receiver 
itself. 

The read, write and lock transaction architecture of IEEE1394-1995 is well 
suited to efficiently implement the BB method. We suggest the following method: 

Analogous to the bus manager election process a sequencer or reliable broad- 
cast manager (RBM) is determined at startup or bus reset. The RBM imple- 
ments two status registers, which can be read through the CSR address space, 
one for the actual sequence number and one for the sequence number of the old- 
est buffered message. These registers can be used to retransmit lost messages. 
Furthermore each node implements a broadcast message counter (BMC) in the 
RBMs address space, which holds the sequence number of the last successfully 
received broadcast message. The RBM has to analyze these locally stored BMCs 
periodically for being able to discard acknowledged messages. Faulty nodes can 
be also detected by this procedure. 

For message broadcasting we use the standardized unacknowledged broadcast 
transactions. The “fetch_add” lock transaction adds a given value to a memory’s 
value and can be efficiently used to implement the “acfc s” messages. Every lock 
transaction decrements a counter, which was initialized with r. When the counter 
reaches zero, the RBM is allowed to complete the reliable broadcast transaction 
by broadcasting the “accept s” message. 

4 Topologies 

The obvious strategy of connecting all nodes to one serial bus is easy to realize, 
but can have major drawbacks regarding performance. One can separate bus 
segments by usage of bus bridges. Similar to Ethernet bridges, intra-bus traffic 
is not distributed across bridge ports. Usage of bus bridges means we have to 
keep the system free of cycles, thus disallowing to build complex communication 
networks. Therefore we suggest routing on higher layers and connecting nodes 
to more than one independent bus. 

To minimize latency and maximize throughput we have to follow two con- 
flicting targets: 

— keep the number of nodes connected to a single bus as small as possible to 
avoid congestion on the bus 

— keep the number of busses small to avoid having messages traveling over 
many hops which is time-consuming 

We suggest building parallel computers by usage of nodes which are con- 
nected to more than one bus. Routing occurs by a bridge protocol or by yet 
a higher layer. We do not use bus bridges because they don’t allow cycles and 
have no advantages over multi-homed nodes. Having the driver bridging seems 
to be the best solution since we don’t need heavy-weight protocol stacks, we 
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can implement our own bridge protocols and policies and can make use of the 
reliable group communication patterns directly. 

For doing routing decisions, performance of standard drivers may be not 
adequate. In case of the Linux IEEE1394-1995 driver m, a very low-level cut- 
through routing implementation, which bypasses the Serial Bus protocol stack 
is suggested. To achieve real high performance, additional hardware solutions 
(intelligent PCI-1394 adapters) are required. 

The straightforward approach to build an IEEE1394-1995 based “supercom- 
puter” is connecting individual nodes in the form of a grid. In this case vertical 
and horizontal connections are independent busses. Every host in the grid is 
therefore connected to two different busses and is capable of routing (figure ^ . 

Sending a message from node A to node B in a grid of N nodes can be 
accomplished by the network 

— needing one routing decision if B is connected to one of the two busses A is 
directly connected to {2^/N — 2 nodes can be reached this way, without any 
intermediate hop) 

— needing two routing decisions (one intermediate hop) if B is connected to 
any other bus in the network (the rest, or N — 2^/N + 1 nodes are reached 
this way) 

Routing is done, in the simplest case, only by that one such host which is 
connected both to the source and target node. This can be extended to arbitrary 
nodes, demanding a bridge protocol or advanced static policies. 

Due to the efficiency of bus-based grids they may be completely satisfying 
for most networks. You can vary the grid structure by using a different - bigger 
or smaller - number of busses, thus leaving the “one row/column - one bus” 
policy. 

However, as the node number increases we have to face other topologies, e.g. 
by connecting each node to three or more busses. 

5 Parallel Applications Using Isochronons Transfers 

One of the great characteristics of IEEE1394-1995 is the isochronous transfer 
capability of digital data. The original thought was to use this sort of transfer 
for time critical data such as video- and audio streams. The mechanism is to 
reserve guaranteed communication bandwidth and applications may transfer a 
limited size of information during time-slots. The idea was to provide guaranteed 
QoS and to reduce synchronization and buffer management tasks. In this section 
we show with the help of an easy example (parallel discrete Fourier transform 
(pDFT)) how isochronous transfers can be used to achieve a guaranteed speedup 
produced by parallel algorithms. Time critical applications (e.g. control systems) 
have to rely on end-to-end timing guarantees. In contrast to most of todays 
used networks (see table [IJ IEEE1394-1995 is able to provide timely guaranteed 
delivery. In combination with real time task scheduling end-to-end scheduling can 
be realized, thus giving us the possibility to calculate the guaranteed speedup, 
which is indeed the lowest bound of the grade of parallelization. 
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Fig. 2. Grid of 16 nodes; Fig. 3. Signal graph of a frequency decimated 
Node A sending a mes- DFT-algorithm, N = 8 
sage to B 



5.1 DFT Implementation 

The discrete Fourier transform (DFT) is applied in the analysis, the design and 
implementation of time-critical signal processing procedures 0- The goal is to 
calculate the DFT of limited sequences with the length N using the formula 

Af-l 

X[k]= '^x[n]W^^ k = 0,l,...,N-l (1) 

n—0 



and Wn = e~^^. An optimal sequential algorithm, which takes advantage of 
the symmetrical and periodic characteristic of needs 0{N log N) multipli- 
cations. The signal graph of an eight point frequency decimated DFT is shown 
in figure 0 The inputs are fed through a bit reversing operation (butterfly opera- 
tion). The calculated results are spread to adders with a following multiplicator. 

5.2 Parallel DFT Implementation with Isochronous Channels 

A parallelization can be realized by vertical distribution, so every processing 
element (PE) has to calculate N/^PE complex sums and multiplications. For 
transmitting N/^PP values at every isochronous cycle the PE has to reserve 
sizeof(uaZue) * N/^PP channel capacity. For calculating the end-to-end pro- 
cessing time we assume a constant processing time tp, which is guaranteed 
by the operating systems real time scheduler. The overall system’s behavior 
is demonstrated in figure 0 for processing times smaller and larger than the 
isochronous cycle time tisoc- As the result of delayed predecessors we observe 
that the maximum single idle time for synchronization is 2 * tisoc = 250/rs. 
Although the average aggregate time will be much lower, a guarantee for the 
maximum aggregate time can be provided by ntp + 2(n — l)tisoc, where n is the 
number of processing steps. However, in the general case, when N > #PE, only 
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Timeslots for PEO 
Timeslots for PEI 



Timeslots for PE2 
Timeslots for PE3 



Fig. 4. Parallel implementation of the DPT using isochronous channels and 
#PE = 4 a) tp < 

^isoci b) tp > 

^isoc 



log 2 #PE communication steps are needed, the maximum aggregate time will 
be tp log 2 N + 2tisoc(log2 #PE). The guaranteed speedup of the parallelization is 
shown in figure |5| and can be expressed by 



guaranteed-speedupisoP d ft 



#PElog2jV 

log2iV + 2^^1og2 #PE 



(2) 



6 Conclusion and Further Work 

We have shown that the IEEE1394-1995 standard (and its followers) might play 
an important role in the LAN/SAN technology of the next decade. It not only 
supports the delivery of continuous data with guaranteed quality of service, but 
it also has the potential of serving as a high-performance, low-latency network, 
supporting cluster-based parallel computing. Even more, due to the combination 
of the above features, parallel clusters based on IEEE1394-1995 have the unique 
feature of guaranteed speedup. 

We presented some basic figures about the performance of IEEE1394-1995. 
A next step should be to measure the performance with well-known benchmarks 
and with some typical applications. 

It might be an interesting research to build an IEEE1394-1995 switch. Such 
a switch could be built quite simply with the help of a workstation with a 
greater number of IEEE1394-1995 adapter cards. With the help of such switches 
arbitrarily complex networks could be built cost effectively and efficiently. 
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Fig. 5. Influence of the 
communication effort in 
the guaranteed speedup 
of the parallel DFT using 
isochronous channels. Us- 
ing more PEs for paral- 
lelization means relative 
higher influence of the 
communication overhead. 

1 10 
#PE 



I \J\J 



10 t 



::tisoc/fp=0.0::: 

;tisoc/tp=0.5 

1isoc/tp=1.0 

tisoc/tp=1.S 



References 

1. Bal H.E., Hofman R., and Verstoep K., A Comparison of Three High Speed Net- 
works for Parallel Cluster Computing, Workshop on Communication and Architec- 
tural Support for Network-based Parallel Computing (CANPC’97), pp. 184-197, 
San Antonio, Texas, February 1997 

2. Boden N.J., Cohen D., Felderman, R.E., Kulawik A.E., Seitz C.L., Seizovic C.L., Su 
W., Myrinet: A Cigabit-per-second Local Area Network, IEEE Micro, 15(1): 29-36, 
February, 1995 

3. Chang J., Maxemchuk N.F., Reliable Broadcast Protocols, ACM Transactions on 
Computer Systems, Vol.2, No. 3, August 1984 

4. Compaq, Intel, Microsoft, Virtual Interface Arehitecture Specification Version 1.0, 
http:www/viarch.org, Dec 16, 1997 

5. Frank A.J., Wittie L.D., Bernstein A.J., Multicast Communication on Network 
Computers, IEEE Software, May 1985 

6. IEEE Computer Society, IEEE Std 1212, Control and Status Registers (CSR) Ar- 
ehiteeture for mierocomputer buses, New York, 1994 

7. IEEE Computer Society, IEEE Std 1394-1995, IEEE Standard for a High Perfor- 
mance Serial Bus, New York, August 1996 

8. Kaashoek M.F., Tanenbaum A.S., Efficient reliable group communication for dis- 
tributed systems, Rapport IR-295, Faculteit Wiskunde en Informatica, Vrije Univer- 
siteit, July 1992 

9. Oppenheim A.V., Schafer R.W., Diserete-Time Signal Processing, Prentice Hall, 
1989 

10. Pirker E., Holzl G., The Design, Implementation and Operational Areas of the 
Linux IEEE-1394 Driver, Institute of Information Technology, University Klagen- 
furt. Technical Reports, No 2-98, June 1998 

11. Pirker E., The Linux IEEE1394-1995 Subsystem, 
http : //www. edu.uni-klu. ac . at/~epirker/ ieeel394/ 

12. Varadarajan S., Chiueh T., EtheReal: A Host- Transparent Real-Time Fast Ethernet 
Switch, State University NY at Stony Brook, TR-45, January 1998 

13. Varma A., Raghavendra C.S., Interconnection Networks for Multiprocessors and 
Multicomputers: Theory and Praetice, lEEE-press, 1993 





532 



Laszlo Boszormenyi, Gunther Holzl, and Emanuel Pirker 



14. Venkatramani C., Chiueh T., The Design, Implementation and Evaluation of a 
software-based real-time Ethernet protoeol, ACM SIGCOM 95, 1995 

15. Venkatramani C., Chiueh T., Design and Implementation of a Real-Time Switeh for 
Segmented E, in International Conference on Parallel Processing (ICPP), August, 
1998 




Simulating Load Balancing on Heterogeneous 
Workstation Clusters* 



Helmut Hlavacs^ and Christoph W. Ueberhuber^ 

^ Institute for Applied Computer Science and Information Systems, 
University of Vienna 
hlavacsSani .univie . ac . at 

^ Institute for Applied and Numerical Mathematics, Technical University of Vienna 
christof Ourcums . tuwien. ac . at 



Abstract. A new system for simulating dynamic load balancing on het- 
erogeneous workstation clusters is presented. Competing workload can 
be modeled in various ways, from simple to sophisticated. Instead of 
running real parallel workload, the program designer builds an applica- 
tion model, which is then run on the simulation system. The simulator 
provides standard UNIX load averages and can easily be adapted and 
extended for special purposes. 



1 Introduction 

Heterogeneous workstation clusters are getting increasingly attractive for run- 
ning parallel software. When running parallel programs on interactively used 
workstations, program designers have to take care not only of balancing the 
computational load of their program, but also of reacting to changes of the work- 
stations’ workload caused by other user programs. This redistribution of work 
at runtime requires dynamic load balancing and has been studied extensively in 
literature (Krommer, Ueberhuber |E], Shivaratri et al. jlHI, Hac, Jin ^|, Bur- 
dorf, Marti 0 ) . In principle, there are various ways of comparing different load 
balancing strategies with each other. All, though, have to model the occurring 
workload in one way or the other. 

Theoretical approaches include scalability analysis (Kumar, Gramar and 
Vempaty ini) and queuing analysis (Wang, Morris P2|)- In both techniques, 
workload is modeled by Poisson arrival processes in most cases. 

Simulation of load balancing techniques may be performed directly by run- 
ning benchmark programs on existing workstations (Arpaci, Dusseau, Vahdat 0) 
or by using special simulation systems. Simulation systems might either use 
traces of real user sessions (Zhou m) or may be based on Poisson processes as 
well (Kunz ^Ij). 

There are, however, various ways in modeling workstation workload. Among 
them are, for instance, Poisson processes (Allen Q) with constant arrival and de- 
parture rates (Kunz |14|1. Poisson processes with variable arrival rates during the 

* This work was supported by the Austrian Science Fund ( Osterreichischer Ponds zur 
Forderung der wissenschaftlichen Forschung). 
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day (Calzarossa, Serazzi 0 0), Markovian type models (Haring Calzarossa, 
Serazzi 0) and probabilistic context free grammars (Rhagavan, Joseph ini)- 

In this paper, a simulator based on MISS-PVM (Kvasnicka, Ueberhuber [Ej 
m) is presented, which is designed to simulate different load balancing strategies 
for parallel programs run on interactively used, heterogeneous workstation clus- 
ters. Using this new simulation tool, the workload of workstations can be mod- 
eled in various ways, including Poisson processes, user session trace files and user 
behavior graphs (UBGs). The application of the new simulator is demonstrated 
by modeling the parallelization of the ion implantation module (Bohmayr, Bu- 
renkov, Lorenz, Ryssel, Selberherr 0) which is part of the technology CAD 
system VISTA (Strasser, Pichler, Selberherr |2]|, Crasser et al. 0). 

2 The Workstation User Simulator 

The Workstation User Simulator (WUS) is an add-on to the Machine Indepen- 
dent Simulation System for P VMS (MISS-PVM) . As with real parallel program 
runs, the simulated processes are started and use PVM3 (Sunderam et al. fTT] 'l 
for communication. MISS-PVM, implemented as an independent layer between 
the user program and PVM, provides a uirtual time depending on the process 
CPU usage, the speed of the interconnection network and the size of message 
packets sent from one process to the other. In principle, the simulated user pro- 
cesses can be started on any single or multi-processor computer. 

When sending messages to other processes, MISS-PVM increases the virtual 
time according to the recently consumed CPU time, information that is provided 
by all standard UNIX systems. This timing information is then hooked onto the 
message sent. The receiver uses this time information to increase its own virtual 
time. The structure of the whole simulation system can be seen in Fig. 0 




Fig. 1. Structure of the simulation system. 



When using WUS, the real parallel application has to be replaced by an appli- 
cation model program, creating random CPU requests. These random requests. 
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of course, must follow the observed statistical distribution of the real applica- 
tion. The synthetically generated CPU requests (for instance, one request may 
refer to T CPU seconds) are then passed to WUS, which puts the request into 
its run queue and additionally produces competing processes due to the chosen 
workload model. After the application model has consumed its requested CPU 
time, it again takes over control and is free to communicate with other programs 
via MISS-PVM or to perform the chosen load balancing strategy. The currently 
implemented queuing discipline is processor sharing, i.e., all processes receive 
the same amount of CPU time. 

Additionally, load averages similar to the standard UNIX load averages are 
available, as load balancing algorithms often rely on the exponentially smoothed 
CPU queue length. Exponential smoothing in essence means trying to estimate 
the level Q of a stationary process, for which observations . . . , Xt-i,Xt, Xt+i at 
times . . . ,t — l,t,t + 1 are available (Schlittgen, Streitberg CHI): 

Qt+i = oiQt -l- (1 — a)Xt+i- 

Qt is the estimate for Q at time t. The smoothing constant a defines the weight 
for the past observations used for the current estimate. If the smoothing is to 
be done over the last N seconds, then a = N/{N + 1). Currently, load averages 
over the last 5, 30, 60, 300 seconds (5 minutes), and 900 seconds (15 minutes) 
are available in the simulation tool. 



3 Using WUS 

WUS consists of a set of C-I--I- classes, designed to mimic a normal UNIX com- 
puter (Fig. E)- The most important class is called Computer. It generates and 
stores all other classes and interacts with the application model. The class User 
and its derivatives produces competing workload on this virtual machine. Work- 
load is produced by using trace files of real user sessions, Poisson arrival processes 
with fixed and variable arrival and departure rates, and user behavior graphs. 




Fig. 2. Structure of the Workstation User Simulator (WUS). 
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Designers of parallel programs wishing to use WUS to test load balancing 
strategies first have to sample statistical data of the CPU requests of their real 
parallel application. Using this sampling data, a statistical application model 
then has to be created. An application model program frame may look like the 
following example: 

do communication or initialization 
pComputer = new Computer ( Workload model ) ; 

while ( Loop ) { 

runtime = GetRandomRuntime () ; 
pComputer->RunProcess( runtime ); 
loadavg = pComputer->LoadAverage (n) ; 
do communication or load balancing 

} 

collect results 

Initialization is done by creating an instance of the class Computer. The type 
of workload model is passed to the Computer class, which in turn creates the 
necessary User classes. Processor requests are passed to Computer by calling the 
member function RunProcess () . Load averages then can be retrieved by calling 
LoadAverage 0 and can be used to perform load balancing. Communication to 
other processes is carried out by normal PVM3 calls (which are replaced by 
MISS-PVM calls). 

4 Simulating the VISTA Ion Implantation 

VISTA (Strasser, Pichler, Selberherr pil] . Crasser et al. |B|), developed at the 
Institute for Microelectronics at the Technical University of Vienna, is a frame- 
work for the design and simulation of process steps involved in semiconductor 
production. VISTA includes an ion implantation program (Bohmayr et al. P|), 
which is based on a Monte Carlo simulator computing the endpoints of ions 
shot into a substrate. The resulting ion density is needed later on to predict the 
electrical behavior of the investigated semiconductor. 

Monte Carlo ion implantation requires large amounts of computation time 
and thus has been parallelized to run on the institute’s workstation cluster. The 
workstations of this cluster are not dedicated to ion implantation jobs but are 
also used by interactive users, as well as by other parallelized programs, like 
large compilation jobs. Currently, no dynamic load balancing is implemented, 
causing the implantation program to run out of balance quite frequently. Fig. 0 
shows the implantation process. 

For the parallel version of the Monte Carlo ion implantation, currently un- 
der development at the Institute for Microelectronics, the whole semiconductor 
region is split into n parts (see Fig.Ej). If ions leave their segment they are sent 
to the owner of the neighboring segment. One important fact limits the paral- 
lelization of the ion implantation. In the crystalline case, the penetrating ions 
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Fig. 3. Vista ion implantation. 



change the properties of the substrate. After the implantation of at most 500 
ions, the workers must synchronize. 

In order to reflect the heterogeneity of the VISTA workstation cluster, each 
available workstation has been tested using the Whetstone floating-point bench- 
mark. Additionally, a user process has logged the CPU and memory demands of 
all processes run on the whole workstation cluster for two months, resulting in 
over 500 trace flies. 

The CPU demands per ion have been modeled by statistical distributions. 
For the overall ion time, a 3-stage gamma distribution function G has been 
fitted by using the non-linear minimization capabilities of the statistical package 
R (Ihaka [TTjL The task was to And the set of parameters minimizing 

Xj 

i. e., the squared sum of differences between the observed cumulative distribution 
function Sn and the model distribution function G. Differences are taken at the 
jump points Xj of the distribution function Sn- 

Additionally, if ions are sent to a neighbor, the CPU time spent in their seg- 
ment has been modeled for over 50 different segment sizes. This is important, as 
parts of segments will be shifted to neighbors in case of load balancing activities. 
Each of these distributions consist of a 2-stage hyperexponential distribution with 
distribution function 

F{t) = a{l - + (1 - a)(l - 

Here, fitting has been done by using a mixture of the method of moments 
(Allen PJ) and non-linear minimization. By computing the first two statistical 
moments 



E[X] = aXi -I- (1 — a )\2 = a 
E[X‘^] = 2aXf + 2(1 - a)X^ = b 
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the distribution means Ai and A 2 can be related to a by 



Ai 



a — (1 — a)Ai 
a. 




2a? — ab 



Thus, only a G [0,1] has to be fitted to the data. Each distribution has been eval- 
uated by the Kolmogorov-Smirnov goodness-of-fit test. Most have been accepted 
with high probability, rejections at least show significance at a one percent level. 
Parameters for segments not being considered have been linearly interpolated. 



5 Simulation Results 

Simulation was carried out by starting ten processes, each using a trace file 
of a real workstation day. From the workstation cluster, two of the fastest ma- 
chines (320 MWhetstones/second) and eight of the slowest machines (75 MWhet- 
stones/second) were chosen. The data size describing the segment structure was 
set to 50 MB (anything between a few MBs and 1 GB would have been possible). 
The simulation start time was set to 4 pm, thus increasing the simulation time 
accordingly. At 4 pm the master process sends load requests to all processes, 
then chooses k workstations with the best performance/load ratio. 

Fig. El shows the simulation results. Load balancing is carried out at each 
synchronization point. The master receives load information of its workers and 
starts the load balancing mechanism, in case the load imbalance exceeds some 
threshold. Load balancing is carried out by shifting the segment limits and send- 
ing the according segment data to other workers. The lower limit denotes the 
case, where no competing processes are started, thus assigning the full compu- 
tational power to the ion implantation calculations, i.e., the application model 
under consideration. 



6 Future Work 

The workstation trace files indicate large fluctuations of workload during the day. 
Especially the faster machines are more likely to get overloaded. Load balancing 
algorithms to be yet developed must be able to predict the future workload, at 
least to some degree, to avoid unnecessary work shifts. 

Also, the simulator itself will be extended to accept not only application 
models but real application programs as well. Additional features like other 
queuing disciplines including the UNIX nice level will be provided. 

7 Conclusion 

In this paper a simulator designed especially for the development of load balanc- 
ing algorithms on interactively used heterogeneous workstation clusters has been 
introduced. In this simulator various ways of describing workstation workload 
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Number of workers 

Fig. 4. Effect of load balancing (LB). 



can be used, reaching from simple fixed arrival/departure rates up to sophisti- 
cated user behavior graphs. The newly developed simulation system will be an 
important tool for evaluating load balancing algorithms in various applications, 
amongst them the Monte Carlo ion implantation module of VISTA. 
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Abstract. In the field of distributed discrete event simulation we intro- 
duced the split queue time warp algorithm, which is a generalization of 
the well known time warp algorithm. The main feature is allowing lazy 
message reception and so the rollback frequency may be reduced. This 
paper describes a method for global virtual time approximation during 
a simulation run respecting the specific structure of such a system. This 
will keep the interference with the underlying simulation at a very low 
degree. 



1 Introduction 

The time warp algorithm for a distributed discrete event simulation system be- 
longs to the so called “optimistic” mechanisms (see HD], 0 and |2j for an intro- 
duction). A system under study is viewed as loosely coupled physical processes, 
PPs, which are simulated by logical processes, LPs. The interaction between the 
LPs consists solely of sending and receiving timestamped messages. No central 
clock and no event list exists like in traditional concepts. 

Optimistic behaviour means that a LP performs its next step on the base of 
messages received so far. Possible further input, which should have been consid- 
ered earlier, is producing causal errors. These are corrected by a special mecha- 
nism, which rolls back to former states and cancels unjustified interim output. It 
is clear that such rollbacks, and especially cascades of them, reduce the benefit 
of doing work in parallel. 

All messages sent to a LP are inserted into a single input queue which is 
maintained in ascending timestamp order. But many real-world processes are 
“active” in the sense of choosing what kind of information is relevant for their 
next step, depending on the current state, and what can be delayed. Therefore 
we proposed to give a LP several input queues each of which corresponds to a 
message type and is read only when necessary ( 0 > 0 )- The two benefits are: 
First a LP has not to store temporarily information that is currently unwanted. 
Second, the reading of only needed messages does not expand the past of a LP 
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in an superfluous way and consequently the risk of rollbacks is decreased. We 
call this new algorithm split queue time warp or SQTW. 

LPs are the main building blocks of a SQTW system. But having the focus 
on an implementation for workstations connected via a network, some additional 
structural refinements are necessary. In general there are much more LPs than 
available processing nodes (e.g. processors), so several or even many LPs have 
to be allocated to one processing node. We call such a group of LPs a submodel, 
SM . It is controlled by a submodel manager, which is responsible for LP initial- 
ization, LP scheduling and gathering results at the end of a simulation. Figure E 
shows the basic structure of such a system. 



submodel 1 submodel n 




Fig. 1. Structure with LPs grouped to submodels 



Because of not having a central clock a distributed simulation system needs 
a method of determining the simulation time. This can be done by snapshot 
algorithms (see |2| and 0), which are used for computing monotonic functions 
of the global state. This paper contains a description of an algorithm to compute 
a lower bound on the simulation time, to which a distributed simulation system 
has advanced (the so-called Global Virtual Time or GVT), taking into account 
the special submodel structure. A main characteristic of a GVT value is that 
a rollback to a state with LVT smaller than GVT is not possible for any LP. 
Therefore GVT values can be used to show the progress of the entire simulation 
(e.g. displaying intermediate results) and doing fossil collection (freeing memory 
by deallocation of space used to store states) . 

The presented algorithm does not depend on SQTW features and thus it is 
applicable to time warp systems with a similar structure (i.e. LPs grouped to 
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submodels). Section |21 describes the general algorithm for GVT approximation. 
Then, in sections 0 and 0, the tasks of the main program and the submodels 
are shown together with their collaboration. In section 0 a summing-up and an 
outlook for future work is done. 



2 General Algorithm 

A distributed discrete event simulation system is composed of a set of LPs 
which communicate solely via timestamped messages. The simulation time to 
which LPi has advanced at real time t is called the Local Virtual Time, LVTi(t). 
For all i the function LVTi(t) is not monotonic increasing due to the possibility 
of rollbacks. If the minimum of all LVTi{t) at real time t is LVTrainif) and the 
minimal timestamp of all messages which are in transit at t is tsmin{t) then 
GVT{t) is defined as 

GVT{t) = min {LVTrmu{t) , tSmin it))- 

Following Mattern jO] a general algorithm for GVT approximation is based 
on so-called “cuts”, which divide for each LPi the process line into two parts - 
the past and the future. A cut is triggered by cut events which have no direct 
influence on the underlying simulation (i.e. the central simulation algorithm is 
not touched by them). In a time diagram a cut can be shown as a zigzag line, 
the cut line (see figure 0). A cut is consistent if no message is sent in the future 
of some LPi and is received in the past of some LPj {i = j allowed) . 



past ttut C future 




messages 



Fig. 2. Time diagram with a cut line specific to the submodel structure 



Due to this properties a consistent cut C together with Me, the set of all 
messages crossing the cut line, defines a global state of the system and therefore 
can be used for GVT approximation. 

A general algorithm for determining a consistent cut uses a status information 
(here the colors white and red) piggybacked onto messages (see |0|): 



544 



Helge Hagenauer 



1. Initially every LP is white and turns red while taking a local snap- 
shot; 

2. Every message sent by a white LP is colored white, every message 
sent by a red LP is colored red; 

3. Every LP takes a local snapshot before a red message is possibly 
received; 

Considering the structure in figure Q the main program is the initiator of 
a cut algorithm and the submodel managers handle the current color and are 
responsible for bookkeeping GVT specific data. So for all LPs belonging to one 
submodel {LP G SM) cut C occurs at the same real time. In figure Elthis is 
indicated by a vertical cut line within a submodel. 



cut C cut C’ 




Fig. 3. Principle of GVT approximation 



Obviously the determination of Me, the set of all messages crossing the cut 
line of G, is essential. After an idea of Mattern P] a GVT approximation can be 
computed by using two cuts G and C (see figure 0 ), where G' is later than G 
(formally C C C'). Cut G' should be “delayed” until all messages which cross 
cut C have reached their destination LP (i.e. Me = 0 ) and then the minimal 
timestamp of all messages sent after cut C is an approximation for the messages 
crossing cut G' . So on the other hand, G and G' should be close together to get a 
good approximation. Taking into account the central part of submodel managers 
for computing a GVT value the algorithm is characterized by: 

— Initially all submodels are colored white (and thus all the LPs too); 

— Every submodel counts the white messages sent and received by its 
LPs; 

— The first consistent cut G changes the color to red; 

— After cut G every submodel remembers the minimum timestamp of 
all red messages sent by its LPs; 

— Cut C is consistent with respect to white messages and therefore the 
number of white messages crossing C can be determined; 
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— If no (white) messages cross cut C then the minimum over all LVTi(C) 
{LVT at cut C) is a valid GVT approximation; 

— Otherwise a second cut C is initiated and the minimum over all 
LVTiiC') and over all timestamps of sent red messages is deter- 
mined; 

— If all white messages have been received before C it is a valid GVT 
approximation, otherwise the result is ignored and a new attempt 
for G' is started. 



3 Main Program as GVT-Manager 

The above described algorithm needs an initiator and a control instance which 
states if cut G' fulfills the desired criteria or not. This can be a dedicated LP 
or some other special element. We propose to assign this duty to the main 
program which serves primarily as the interface to the experimentator and as a 
controlling instance for starting and closing down the simulation system. So the 
main program acts also as a “GVT-manager” . 

After telling all submodels to initiate a new GVT approximation (cut C) the 
GyT-manager has to collect the relevant data from them. For each submodel 
those are the difference of sent and received white messages and the minimal 
timestamp of sent red messages. If the overall difference of white messages is not 
0, then a further collection of data is necessary (cut G'). After having reached 
a valid GVT approximation the new GVT value is given to all submodels. The 
algorithm for the GVT manager is summarized in figure^, where LVTsm is the 
actual LVT of a submodel and mdw the submodel difference of white messages 
(i.e. the difference of white messages sent and received by all LPi G SM). 



to all submodels: start new GVT approximation (corresponds to cut C); 

LOOP 

collect from each SM: LVTsm and mdw', 

md — ^ mdu, (overall white message difference); 

VSM 

IF md = 0 THEN 
exit LOOP; 

ELSE 

to all submodels: start GVT approximation (corresponds to cut G'); 

END IF; 

END LOOP; 

GVT := overall minimum of all LVTsm', 
to all submodels: report new GVT-value; 



Fig. 4. Algorithm for the GFT-manager 
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It can be seen that the CyT-manager is responsible for the start of a new 
calculation and the number of iterations to reach a valid GVT approximation. 
It need not handle colors, which is left to the submodels. 

4 Submodels 

As mentioned above, a GVT approximation does not change the central simula- 
tion algorithm. But it is clear, that some slow down for the additional computa- 
tions and communications occurs. To minimize this effect we use our submodel 
structure (i.e. nearly all work for GVT approximation is done by the submodel 
managers and the main program). 

By doing a step (receiving and sending messages, internal actions, state sav- 
ing) each LP gets from its submodel manager the current color. Afterwards it 
reports back the white and red message differences and the minimal timestamp 
of messages sent with the current color. There is no need for additional attributes 
to the LP. 

The submodel manager maintains a color attribute which is changed when a 
corresponding request from the GVT -manager exists (i.e. a new GVT approxi- 
mation is started). Furthermore counters for white and red message differences 
over a submodel and the value of the minimal timestamp of sent red messages by 
all LPs of a submodel is updated after each LP step. On request the submodel 
LVT is computed by finding the minimal LVT value among all LPs handled by 
this submodel. So we have for each submodel 

— counters for white and red message differences, md^ and mdr (updated after 
each LP step); 

— the minimal timestamp of messages of the current color sent by all LPs of 
this submodel, tsw and tsr (updated after each LP step); 

— the submodel LVT, LVTsm (determined on request). 

On request all this data is given to the GVT-manager, which requires only 
a short interruption of the simulation. 

The central algorithm for the submodel manager is summarized in figure 0 
This mechanism needs no direct LP - LP communication for GVT approx- 
imation and therefore no auxiliary means like control messages are necessary. 
Only the data exchange between GI^T-manager (the main program) and sub- 
model managers requires some additional communication that is not touching 
LPs. 

For repeatedly execution of a new GVT approximation the two colors can be 
used alternately with appropriate meaning. After a new GVT value is computed 
all the submodel wide message differences of the previous color (i.g. mdw for the 
second computation) have to be reset to 0 before the next cut. 

5 Conclusion 

The described algorithm for GVT approximation uses the special structure of our 
SQTW system whereas the main task of a submodel manager is LP scheduling. 
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IF start GVT approximation is requested THEN 

IF new GVT approximation (corresponds to cut C) THEN 
change color from white to red; 

iSr — OO ^ 

END IF; 

(for cuts G and C') 

determine LVTsm as the minimal LVT over all LPi £ SM; 

LVTsm = min(LVTsM, tSr); 

report LVTsm and mdu, to GVT manager; 

END IF; 

IF new GVT value available THEN 
keep new GVT value; 

END IF; 



Fig. 5. Algorithm for submodel manager 



So submodel managers are obviously designated for handling GVT specific data. 
After each LP step the relevant data is updated on the submodel layer. Therefore 
no control messages sent to LPs are needed and thus no direct interruption of 
the underlying simulation occurs. The cut events are handled by the submodel 
managers and on request they report the necessary data to the main program, 
which serves as the GVT manager. The main program has to decide when a 
GVT approximation is valid and how often it is necessary. 

Based on this method we will add a fossil collection to our system. That 
will enable us to carry out “real” simulations and to compare the results with 
standard time warp, which can be seen as a special case of SQTW. 
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Abstract. For lighting simulations in architecture there is the need for 
correct illumination calculation of virtual scenes. The Radiance Synthetic 
Imaging System delivers an excellent solution to that problem. Unfortu- 
nately, simulating complex scenes leads to long computation times even 
for one frame. This paper proposes a parallelization strategy which is 
suited for scenes with medium to high complexity to decrease calcula- 
tion time. For a set of scenes the obtained speedup indicates the good 
performance of the chosen load balancing method. The use of MPI deliv- 
ers a platform independent solution for clusters of workstations (CoWs) 
as well as for shared-memory multiprocessors (SMPs). 



1 Introduction 

Both ray-tracing and radiosity represent a solution for one of the two main 
global lighting effects, specular and diffuse interreflection. To extend one of the 
two models to get a complete solution for arbitrary global lighting suffers from 
long lasting calculations even for scenes with medium complexity. 

The Radiance software package offers an accurate solution for that problem 
which will be described in more detail in section 0 A project about comparison 
of indoor lighting simulation with real photographs shows that for scenes with 
high complexity and detailed surface and light source description simulation can 
take hours or even days [3- Parallelization seems to be an appropriate method 
for faster rendering but keeping the level of quality. 

Especially in Radiance there exists a gap between rapid prototyping which 
is possible with the rview program, and the production of him sequences which 
is best done using queuing systems. Our parallel version of Radiance allows fast 
generation of images from realistic scenes without any loss of quality within a 
few minutes. 

Since massive parallel systems still are rare and expensive, we primarily focus 
on parallelizing Radiance for architectures commonly used at universities and 
in industry, which are CoWs and SMPs. Platform independence and portability 
are major advantages of Radiance from the systems point of view. These points 
are met basing our code on the Message Passing Interface (MPI). 
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2 Structure of Radiance 

As any rendering system Radiance tries to offer a solution for the so-called 
rendering equation CD for global lighting of a computer generated scene. The 
basic intention was to support a complete accurate solution. One main difference 
between Radiance and most other rendering systems is that it can accurately 
calculate the luminance of the scene which is done by physical definition of light 
sources and surface properties. For practical issues the founder of the Radiance 
Synthetic Imaging System implemented a lot of CAD-file translators for easy 
import of different geometry data. This forms a versatile framework for anyone 
who has to do physically correct lighting simulations |^. Technically, Radiance 
uses a light-backwards ray-tracing algorithm with a special extension to global 
diffuse interrefiections. Global specular lighting is the main contribution of this 
algorithm and is well situated in computer graphics fp. The difficulty lies in 
extending this algorithm to global diffuse illumination which is briefly explained 
in the next section. 

2.1 Calculating Ambient Light 

Normally a set of rays distributed over the hemisphere is used for calculating 
diffuse interrefiections which is called distributed ray-tracing. One can imagine 
that in the case of valuable scene complexity calculating multiple reflections of 
sets of rays is very time consuming. Radiance solves this problem by estimating 
the gradient in global diffuse illumination for each pixel, then it decides whether 
the current diffuse illumination can be interpolated from points in the neighbor- 
hood or must be calculated from scratch 0. Exactly calculated points are cached 
in an octree for fast neighborhood search. Performance is further increased since 
diffuse interrefiections are only calculated at points necessary for a particular 
view in contrast to other radiosity algorithms. However, all these optimizations 
appear to be not enough to render a complex scene with adequate lighting con- 
ditions in reasonable time on a single workstation. Parallelization seems to be 
appropriate for further reduction of execution time. 

2.2 Existing Parallelization: rpiece 

Since version 2.3, there is an extra program for parallel execution of Radiance, 
called rpiece. To keep installation as simple as possible, rpiece only bases on 
standard UNIX commands like the pipe command. All data are exchanged via 
files, requiring that NFS runs on all computation nodes. While the presence of 
NFS usually is no problem, some file lock managers are not designed for fast and 
frequent change of the writing process. Additionally, remote processes are not 
initiated automatically but must be invoked by the user. 

In his release notes, Ward 0 claimed a speedup of 8.2 on 10 workstations. We 
can confirm this result only on suitable scenes, and where sequential computation 
lasts more than one day. However, rpiece performs badly if execution does 
not last at least several 10 minutes in parallel. Table C] shows the time rpiece 
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needs on a CoW for smaller scenes. Obviously, there is an enormous overhead in 
partitioning and splitting the scene as well as in communicating these pieces via 
NFS. Consequently, rpiece helps rendering very large scenes in shorter time, 
but does not produce quick results one might be willing to await. 



file 


rpict (1 proc.) 


rpiece (1 proc.) 


rpiece (3 proc.) 


rpiece (10 proc.) 


A 


1:49.66 


19:02.09 


14:22.93 


14:48.25 


B 


5:26.79 


17:38.85 


12:49.82 


14:23.04 


C 


17:03.23 


29:11.56 


14:15.85 


15:12.59 



Table 1. Performance (time) of rpiece on a cluster of workstations (CoW). 



3 Parallelization Strategies 

Because of the nature of ray-tracing these algorithms can be easily parallelized 
by dividing the image space into equal blocks. But since no one can predict 
the scene complexity per block which depends on the model itself and the cur- 
rent viewpoint, we now discuss strategies which are general and deliver a good 
speedup for almost all cases. 

3.1 The Standard Interface: MPI 

Using standards is beneficial in many aspects, since they ensure portability and 
platform-independence is also given. Moreover, standards are well documented 
and software is well maintained. PVM was a de-facto standard prior to the 
definition of MPI. Consequently, we use MPI (Message Passing Interface) since 
now it is the standard for communication on parallel architectures and has widely 
been accepted. 

MPI only defines the interface (API), thus it is subject to the implementation 
how to handle a specific architecture. Many implementations of MPI exist, the 
most popular free versions are MPICH from Argonne National Lab. m and 
LAM, which was developed at the Ohio Supercomputer Center and is currently 
housed with the Laboratory for Scientific Computing at the University of Notre 
Dame, Indiana |2j. There are also several commercial implementations, as from 
SGI especially adapted and optimized to run on their PowerChallenge and Origin 
shared- memory machines. We use MPICH for both the CoW and the SMP, and 
additionally SGI’s own version. MPICH proved to be easy to install, to support 
many different architectures and communication devices, and to run stable on 
all tested platforms. 

Another possibility would have been to use shared memory communication 
directly. However, this is only applicable to SMPs. There does not exist any 
standard for virtual shared memory that is similarly accepted and widespread 



552 



Roland Koholka, Heinz Mayer, and Alois Goller 



as MPI. Since Radiance is a software package designed to run on nearly any 
platform, not using a common means for communication would be a drawback. 
Thus, we refrained from using shared memory calls, although it might have been 
beneficial for more efficient distribution of the calculated ambient light values, 
and for holding the scene description. The upcoming extension to MPI as defined 
in the MPI-2 standard seems to solve these insufficiencies. We look forward to a 
stable and publicly available implementation of MPI-2. 

3.2 Data Decomposition 

There are two strategies to implement parallel ray-tracing. One way is to divide 
the scene into parts, introducing virtual walls |B|. Due to difficulties in load- 
balancing and the need for very high-bandwidth communication channels virtual 
walls seem to be not appropriate for the architectures we want to run Radiance. 

The second strategy is to divide the frame, implementing the manager/ worker 
paradigm P|. The manager coordinates the execution of all workers and deter- 
mines how to split the frame. The workers perform the actual rendering and 
send the results to the manager, who combines the pieces and writes the output 
frame to disk. Since a global shared memory cannot be assumed on any archi- 
tecture, every worker must hold its own version of the scene. This requires much 
memory and also slows down initialization since every single worker has to read 
the octree file from disk. 

3.3 Concurrency Control 

Since Radiance calculates a picture line by line, the frame is divided into blocks 
consisting of successive lines. The manager only has to transmit the start and 
the end line of the block. Most of the time the manager waits for data. To avoid 
busy-waiting the manager is suspended for one second each time the test for 
finished blocks ends negative, as illustrated in figure H This way the manager 
needs less than one percent of CPU-time, and therefore it is possible to run the 
manager and one worker on the same processor. Suspending the manager for 
one second causes a nondeterministic behavior that results in slight variations 
of execution time. 

One feature of Radiance is that it can handle diffuse interreflection. These 
values must be distributed to every worker to avoid needlessly calculations. 
Broadcasting every new calculated value would cause too much communication 
(0(n^)), n being the number of workers. To reduce communication traffic, only 
blocks of 50 values are delivered. This communication must to be non-blocking, 
because these blocks are only received by a worker when he enters the subroutine 
for calculating diffuse interreflection. 

3.4 Load Balancing 

The time it takes to calculate a pixel differs for every casted ray, depending on 
the complexity of the intersections that occur. Therefore load-balancing prob- 
lems arise when distributing large parts. Radiance uses an advanced ray-tracing 
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Fig. 1. Dynamic load balancing strategy. 



algorithm that uses information of neighboring rays to improve speed. Thus, rays 
are not independent anymore, and scattering the frame in small parts would solve 
the load-balancing problem, but also decreases the profit from the advanced al- 
gorithm. 

A compromise that meets these two controversial requirements is to combine 
dynamic partitioning and dynamic load-balancing as stated in |3| . At the begin- 
ning of the calculation relatively large parts (see figure P) of the frame are sent 
to the workers to take advantage of the fast algorithm. The distributed portions 
of the frame become smaller with the progress of the calculation. Near the end 
the tasks are that small so that they can be executed fast enough to get a good 
load-balance. 



4 Computing Platforms 

We evaluated performance on computers accessible at our department and at 
partner institutes. At first, we concentrated on evaluating two different but com- 
mon architectures. 

The first architecture is a cluster of workstations (CoW). It was built at our 
institute by connecting 11 02 workstations (see tabled from SGI via a 10 Mbit 
Ethernet network. All workstations are equally powerful except machines sg50 
and sg51, which are about 10% faster. They are only used for experiments with 
10 and 11 computing nodes. 

The second platform is a PowerChallenge from SGI containing 20 processors. 
Each RIOOOO processor is clocked with 194 MHz and equipped with primary 
data and instruction cache of 32 Kbytes each, and 2 Mbyte secondary cache 
(p:I32k-|-D32k, s:2M). All 20 processors share an 8-way interleaved, global main 
memory of 2.5 GByte. 
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Name 


CPU-clock 

[MHz] 


RAM 

[Mbyte] 


Processor 


Cache 

primary, secondary 


sg41 


150 


128 


RIOOOO 


p:I32k+D32k, s:lM 


sg42 . . . sg49 


180 


128 


R5000 


p:I32k-tD32k, s:512k 


sg50, sg51 


200 


128 


R5000 


p:I32k-kD32k, s:lM 



Table 2. Workstations used for the cluster experiments at ICG. 



5 Test Environment 

We selected a set of scenes with completely different requirements for the render- 
ing algorithm and its parallelization: One very simple unrealistic scene (spheres) 
with a bad scene complexity distribution over the image space, an indoor (hall) 
and an outdoor lighting simulation (townhouse) . These 3 scenes come along with 
the Radiance distribution. The most important test scene is the detailed model 
of an office at our department with a physical description of light sources (bu- 
reau) . All scenes and the corresponding parameter settings are listed in table El 
and the corresponding pictures are shown in figure O 



name 


octree size 


image size 


options 


comment 


hallo 


2212157 


-X 2000 -y 1352 


-ab 0 


large hall (indoor simulation) 


spheresO 


251 


-X 1280 -y 960 


-ab 0 


3 spheres, pure ray-tracing 


spheres2 


251 


-X 1280 -y 960 


-ab 2 


3 spheres, ambient lighting 


bureauO 


5221329 


-X 512 -y 512 


-ab 0 


bureau room at ICG 


bureaul 


5221329 


-X 512 -y 512 


-ab 1 


-I- ambient lighting 


bureau2 


5221329 


-X 512 -y 512 


-ab 2 


-I- increased ambient lighting 


townhouseO 


3327443 


-X 2000 -y 1352 


-ab 0 


townhouse (outdoor simulation) 


townhouse 1 


3327443 


-X 2000 -y 1352 


-ab 1 


-I- ambient lighting 



Table 3. Used scenes for evaluation of the MPI-parallel version of Radiance. 



This test set covers a wide spectrum in size of the octree, complexity of 
the scene, time required for rendering and visual impression. All scenes were 
computed with and without diffuse interreflection. Tabled summarizes the times 
measured for the sequential version. 

Due to the manager/ worker paradigm, x processes result in a; — 1 workers. 
Consequently, whenever we mention n processors (nodes), we start n-l-1 processes 
where one of them is the manager. Since the manager is idle nearly all the time, 
we do not count it for the speedup on the SMP. This is acceptable since we know 
from tests on the CoW, where the manager and one worker is running on the 
same workstation, that the result is falsified less than 1%. 

On very small scenes no big advantages will be seen. However, an (almost) 
linear speedup should be noticed for larger scenes if no diffuse interreflections 
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C: ICG room. D: Townhouse. 

Fig. 2. The 4 scenes used for evaluation. 



name 


time on sg48 


time on SMP 


hallo 


1:19:13.48 


33:50.34 


spheresO 


40.89 


19.27 


spheres2 


8:27:00 


3:10.11 


bureauO 


2:32:55.84 


1:14:42.73 


bureaul 


3:56:03.65 


1:54:23.19 


bureau2 


5:13:30.72 


2:29:16.35 


townhouseO 


5:17.98 


2:40.64 


townhousel 


9:21.82 


3:55.07 



Table 4. Execution times of the sequential Radiance for the test scenes. 
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are to be calculated (-ab 0). Due to heavy all-to-all communication to distribute 
newly calculated ambient lighting values, performance will decrease on such runs 
(-ab 2). This effect will mainly influence the performance on the CoW, since 
network bandwidth is very limited. It should show nearly no effects on the SMP. 

6 Results 

The times for sequential execution T(l) are already shown in table 0. For good 
comparison of the platforms and to visualize the performance, we use the speedup 
S{n) := and the efficiency e{n) := being n the number of processors. 





A: Speedup. 



B: Efficiency. 



Fig. 3. Performance on the cluster of workstations (CoW). 



Although one node of the cluster is only half as fast as one SMP-processor, all 
larger scenes show a good parallel performance. Utilizing 11 processors, time for 
rendering the bureau scene without ambient lighting decreases from 2:32:55.84 
to 15:14.35 giving a speedup of 10. Even more processors could be utilized since 
the efficiency always exceeds 85%, as shown in figure 0 

The four smaller scenes illustrate that speedup cannot be increased if the 
time for parallel execution falls below about one minute. This is mainly caused 
by the remote shells MPICH has to open in combination with the (slow) 10- 
Mbit Ethernet network. However, MPICH proved to run stable during all test. 
Furthermore, the chosen load-balancing strategy appears to be well suited even 
for the CoW, since no communication bottlenecks occurred during the all-to-all 
communication when calculating diffuse interreflection. 

When comparing figures 01 and 0 one can see no big difference. The four 
smaller scenes are rendered a little bit more efficiently on the SMP, but above 13 
workers, effects of the all-to-all communication decrease performance. Changing 
the communication pattern to log n-broadcast instead of sequentially communi- 
cating to every other node would reduce this effect. Improving this communica- 
tion pattern will be a near future goal. 

Most surprisingly, execution time could not be moved well below two minutes, 
even if there would have been enough processors. As we experienced, sequential 
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A: Speedup. B: Efficiency. 



Fig. 4. Performance on the PowerChallenge using MPICH. 



overhead starting the parallel tasks and minor load imbalances prohibit scaling 
execution time down to seconds even on a shared-memory machine. As on the 
cluster, MPICH also worked well on this architecture. 




# Workers 




# Workers 



A: Speedup. 



B: Efficiency. 



Fig. 5. Performance on the PowerChallenge using native MPI. 



Initially we expected the native MPI version of SGI to be much faster than 
MPICH. However, as figure El illustrates, only a few scenes could be rendered 
using an arbitrary number of processors. The number of open communication 
channels seems to be the problem. Moreover, we could find no advantage regard- 
ing performance when using native MPI. 

7 Conclusion and Future Work 

Our main goal was to find a parallelized version of the Radiance Synthetic Imag- 
ing System for scenes with medium to high complexity to close the gap between 
the rview and rpict programs. Another prerequisite was the platform indepen- 
dence of the overall system. In section Elwe show that our implementation works 
well for most of the selected scenes running on an SMP and also on a CoW. 
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The near to linear speedup indicates a good load balancing for these cases. MPI 
helps us to remain platform independent but this was only tested for SGI CoWs 
and SMPs. Testing on other platforms will be a topic for future work as well 
as improving data I/O during the initialization phase. Broadcasting the octree 
over the network will probably eliminate the NFS bottleneck during the scene 
reading phase of all workers. Another important point for further investigations 
is to evaluate the time consumption for diffuse interreflection calculation com- 
pared to traffic. We look forward that these investigations will lead to a more 
sophisticated load balancing. 
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Abstract. One of the differences between relational and object-oriented 
databases (OODB) is attributes in OODB can be of a collection type (e.g. 
sets, lists, arrays, bags) as well as a simple type (e.g. integer, string). 
Consequently, explicit join queries in OODB may be based on collection 
attributes. One form of collection join queries in OODB is sub-collection 
join queries, where the joins are based on collection attributes and the 
queries check for whether one collection is a sub-collection of the other. 
The sub-collection predicate can be in a form of subset, sublist, proper 
subset, or proper sublist. We propose two algorithms for parallel process- 
ing of sub-collection join queries. The first one is based on sort-merge- 
nested-loop, whereas the second is based on sort-hash. 



1 Introduction 

In Object-Oriented Databases (OODB), although path expression between classes 
may exist, it is sometimes necessary to perform an explicit join between two or 
more classes due to the absence of pointer connections or the need for value 
matching between objects. Furthermore, since objects are not in a normal form, 
an attribute of a class may have a collection as a domain. ODMG (Object Data 
Management Group) has formulated four kinds of collection types, namely set 
(unordered, no duplicate), list/array (ordered, allow duplicate), and bag (un- 
ordered, allow duplicate) Q. Gonsequently, object-oriented join queries may also 
be based on attributes of any collection type. Such join queries are called col- 
lection join queries P). Our previous work reported in Taniar and Rahayu [Z1 
classify three different types of collection join queries, namely: collection- equi 
join, collection-intersect join, and sub -collection join. In this paper, we would 
like to focus on sub-collection join queries. We are particularly interested in 
formulating parallel algorithms for processing such queries. The algorithms are 
non-trivial to parallel object-oriented database systems, since most conventional 
join algorithms (e.g. hybrid hash join, sort-merge join) deal with single- valued 
attributes and hence most of the time they are not capable to handle collection 
join queries. 

An interest in parallel OODB among database community has been grow- 
ing rapidly, following the popularity of multiprocessor servers and the maturity 
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of OODB. The emerging between parallel technology and OODB has shown 
promising results I2i,p, uni. However, most research done in this area concen- 
trated on path expression queries with pointer chasing. Explicit join processing 
exploiting collection attributes has not been given much attention. 

The work presented in this paper is actually part of a larger project on par- 
allelization of collection join queries. Parallelization of sub-collection join is the 
third and final stage of the project. The first two stages dealt with paralleliza- 
tion of collection-equi and collection-intersect join. We have reported some of 
the results obtained from the first two stages at IDEAS’98 (parallelization of 
collection-equi join [^) and EuroPar’98 (parallelization of collection-intersect 
join 0). 

The main difference between parallelization of sub-collection join and paral- 
lelization of collection-equi join is shown not only in the data partitioning step, 
in which parallelization of sub-collection join employs a non-disjoint partition- 
ing whereas parallelization of collection-equi join adopts a disjoint partitioning, 
but also in the local join step due to the nature of the two different join pred- 
icates. The local join in the parallelization of sub-collection join is also much 
more complex than that in the parallelization of collection-intersect join. How- 
ever, parallelization of sub-collection join has less option in the data partitioning 
method to be used, as it relies only on the divide and broadcast partitioning and 
its variant, whereas parallelization of collection-intersect join, as well as using the 
same data partitioning in parallelization of sub-collection join, it may also adopt 
an alternative data partitioning based on a simple replication. As a summary, 
there are some degrees of differences among the three parallelization models for 
collection join queries. 

To provide enough background for the proposed algorithms, we first define 
sub-collection join queries. Sub- collection Join Queries contain a join predicate 
where one collection attribute of the join predicate is compared against another 
collection attribute and the predicate checks for a subset, sublist, proper subset, 
or proper sublist. The difference between proper and non-proper is that the 
proper predicates require both join operands to be properly sub-collection. That 
means that if both operands are the same, they do not satisfy the predicate, and 
hence return a false. The difference between subset and sublist originated from 
the basic differences between sets and lists p. In other words, subset predicates 
are applied to sets/bags, whereas sublists are applied to lists/arrays. 

As a running example, consider the data shown in Figure P Suppose class A 
and class B are Journal and Proceedings, respectively. Both classes contain a few 
objects shown by their OIDs (e.g., objects a to I are Journal objects and objects p 
to w are Proceedings objects). The join attributes are editor-in-chief of Journal 
and program- chair of Proceedings; and are of type collection of Person. The 
OID of each person in these attributes are shown in the brackets. For example 
a(250,75) denotes a Journal object with OID a and the editors of this journal 
are Persons with OIDs 250 and 75. 

A subset predicate can be written by applying an intersection between the 
two sets and comparing the intersection result with the smaller set. It is normally 
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Class A 
(Journal) 



Class B 
(Proceedings) 



a(250, 75) 
b(210, 123) 
c(125, 181) 
d(4, 237) 
e(289, 290) 
f(150, 50, 250) 
8(270) 

h(190, 189, 170) 
i(80, 70) 



t 



p(123, 210) 
q(237) 
r(50, 40) 
s(125, 180) 

1(50, 60) 
ii(3, 1, 2) 
v(100, 102, 270) 
w(80, 70) 




r 




Proceeding: 



;s OIDs 



Journal 



il OIDs 



program-chair OIDs 



editor-in-chief OIDs 



Fig. 1. Sample data 



in a form of (attrl intersect attr2) = attrl. Attributes attrl and attr2 
are of type set. If one or both of them are of type bag, they must be converted 
to sets. Suppose the attribute editor-in-chief of class Journal and the attribute 
program- chair of class Proceedings are of type sets of Person. An example of 
a sub-collection join is to retrieve pairs of Journal and Proceedings, where the 
program-chairs of a conference are a subset of the editors-in-chief of a journal. 
The query expressed in OQL (Object Query Language) P can be written as 
follows: 

Select A, B 

From A in Journal, B in Proceedings 

Where (A . editor-in-chief intersect B . programi-chair) 



If the join predicate is a proper subset, the where clause of the above query 
must be ANDed with A . editor-in-chief != B . progr ami- chair. This is nec- 
essary to enforce that both operands are not identical. 

The sublist predicate checks whether the first list is a sublist of the second. 
Two identical lists are regarded as one list being a sublist of the other. If the 
predicate is a proper sublist instead, identical lists are not allowed. The difference 
between sublist and subset predicate is determined by the type of the operand. 

The rest of this paper is organized as follows. Section Odescribes a data parti- 
tioning method for parallel sub-collection join query processing, namely ’’Divide 
and Partial Broadcast”. Section 0 presents a proposed parallel join algorithm 
for sub-collection join queries based on sort-merge and nested- loop techniques. 
This algorithm is called ’’Parallel Sort-Merge Nested-Loop” algorithm. Section 
0 introduces another algorithm called ’’Parallel Sort-Hash” algorithm, which is 



= B .program-chair 
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based on a combination of sort and hash techniques. Finally, section El draws 
the conclusions and explains the future work. 



2 Data Partitioning Using ’’Divide and Partial 
Broadcast” 



Parallel join algorithms normally are decomposed into two steps: data partition- 
ing and local join. Data partitioning creates parallelism, as it divides the data to 
multiple processors, so that the join can then be performed locally in each pro- 
cessor without interfering others. For sub-collection join queries, it is not possible 
to have non-overlap partitions, due to the nature of collections which may be 
overlapped. Hence, some data needs to be replicated. We propose a partitioning 
strategy for parallel sub-collection join query processing, which is based on the 
Divide and Broadcast technique H, called ’’Divide and Partial Broadcast”. 

The Divide and Partial Broadcast algorithm, shown in Figure |2|, proceeds in 
two steps. The first step is a divide step, and the second step is a partial broadcast 
step. We divide class B and partially broadcast class A. The divide step is 
explained as follows. Divide class B into n number of partitions. Each partition 
of class B is placed in a separate processor (e.g. partition B1 to processor 1, 
partition B2 to processor 2, etc). Partitions are created based on the largest 
element of each collection. For example, object p(123, 210); the first object in 
class B, is partitioned based on element 210, as element 210 is the largest element 
in the collection. Then, object p is placed on a certain partition, depending on 
the partition range. For example, if the first partition is ranging from the largest 
element 0 to 99, the second partition is ranging from 100 to 199, and the third 
partition is ranging from 200 to 299, then object p is placed in partition H3, and 
subsequently in processor 3. This is repeated for all objects of class B. 



Procedure DividePartialBroadcast 
Begin 

Step 1 (divide) : 

1. Divide class B based on the largest element in each collection. 

2. For each partition of B (i = 1, 2, . . . , n) 

Place partition Bi to processor i 
End For 

Step 2 (partial broadcast) : 

3. Divide class A based on the smallest element in each collection. 

4. For each partition of A (i = 1, 2, . . . , n) 

Broadcast partition Ai to processor i to n 
End For 
End Procedure 



Fig. 2. Divide and Partial Broadcast Algorithm 
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The partial broadcast step can be described as follows. First, partition class 
A based on the smallest element of each collection. Clearly, this partitioning 
method is exactly the opposite of that in the divide step. Then for each par- 
tition Ai where i=l to n, broadcast partition Ai to processors i to n. This 
broadcasting technique is said to be partial, since the broadcasting goes down as 
the partition number goes up. For example, partition AI is basically replicated 
to all processors, partition A2 is broadcast to processor 2 to n only, and so on. 
In regard to the load of each processor, the load of the last processor may be 
the heaviest, as it receives a full copy of class A and a portion of class B. The 
load goes down as class A is divided into smaller size (e.g., processor 1). Load 
balanced can be achieved by applying the same algorithm to each partition but 
with a reverse role of A and B] that is, divide A and partial broadcast B. It is 
beyond the scope of this paper to evaluate the Divide and Partial Broadcast 
partitioning method. This has been reserved for future work. Some preliminary 
results have been reported in [H]. 



3 Parallel SORT-MERGE-NESTED-LOOP Join 

Algorithm for Sub-collection Join Query Processing 



After data partitioning is completed, each processor has its own data. The join 
operation can then be done independently. The local join is made of a simple sort- 
merge and a nested-loop structure. A sort operator is applied to each collection, 
and then a nested-loop construct is used in join-merging the collections. There 
are two important things to mention regarding the sorting: one is that sorting 
is applied to the issubset predicate only, and two is that to avoid a repeated 
sorting especially in the inner loop of the nested loop, sorting of the second class 
is taken out from the nested loop. The algorithm uses a nested-loop structure, 
because of not only its simplicity but also the need for all-round comparisons 
among all objects. 

In the merging phase, the issubcollection function is invoked, in comparing 
each pair of collections from the two classes. In the case of a subset predicate, 
after converting the sets to lists, the issubcollection function is executed. The 
result of this function call becomes the final result of the subset predicate. If the 
predicate is a sublist, the issubcollection function is directly invoked, without 
the necessity to convert the collections into lists, since the operands are already 
lists. 

The is -Subcollection function receives two parameters: the two collections to 
compare. The function first finds a match of the first element of the smallest list 
in the bigger list. If a match is found, subsequent element comparisons of both 
lists are carried out. Whenever the subsequent element comparison fails, the 
process has to start finding another match for the first element of the smallest 
list again (in case of duplicate items exist). Figure 0shows the complete parallel 
sort-merge-nested-loop join algorithm for sub-collection join queries. 
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Parallel-Sort-Merge-Nested-Loop-Subcollection: 

Begin 

// step 1 (Data Partitioning): 

Call DividePartialBroadcast 

// step 2 (Local Join in each processor) 

// a) sort class B (is_subset predicate only) 

For each object of class B 
Sort collection b of class B 
End For 

// b) nested loop and sort class A 

For each collection a of class A 
For each collection b of class B 

If the predicate is subset or proper subset Then 
Convert a and b to list type 
End If 

// c) merging 

If is_subcollection(a,b) Then 

Concatenate the two objects into the query result 
End If 
End For 
End For 

End Program 

Function is_subcollection (LI, L2: list) : Boolean 
Begin 

Set i to 0 

For j=0 to len(L2) 

If Ll[i] = L2[j] 

Set Flag to TRUE 

If i = len(Ll)-l Then Break // end of LI 
Else i++ End If // find the next match 

Else 

Set Flag to FALSE // reset the flag 
Reset i to 0 
End If 
End For 

If Flag = TRUE and i = len(Ll)-l Then 
Return TRUE 

(for the is_proper predicate: If len(Ll) != len(L2) Return TRUE 

Else Return FALSE End If) 

Else 

Return FALSE 
End If 

End Function 



Fig. 3. Parallel Sort-Merge-Nested-Loop Sub-collection Join Algorithm 
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Using the sample data in Figure H the result of a subset join is (g,v),{i,w), 
and (b,p). The last two pairs will not be included in the results, if the join 
predicate is a proper subset, since the two collections in each pair are equal. 



4 Parallel SORT-HASH Join Algorithm for Sub-collection 
Join Queries 

Parallel Sort-Hash Sub-collection join algorithm consists of two main steps: data 
partitioning and local join. In the data partitioning step, the divide and partial 
broadcast algorithm is employed. The local join is based on a combination of sort 
and hash methods. In the local join step, if the collection attributes, on where 
the join is based, are sets or bags, they are sorted first. The next step would 
be hash and probe. The following sections describe the hashing and probing 
mechanisms. 



4.1 Hashing 

In this section we introduce a parallel join algorithm based on a combination 
of sort and hash methods for sub-collection join queries. In the hashing part, 
hash tables are used. Hash tables for collection joins are different from those for 
relational hash join queries. For sub-collection join queries, multiple hash tables 
are used. 

Each hash table contains all elements of the same position of all collections. 
For example, entries in hash table 1 contain all first elements in the collections. 
The number of hash tables is determined by the largest collection among objects 
of the class to be hashed. If the collection is a list/array, the position of the 
element is as the original element composition in each collection. If the collection 
is a set/bag, the smallest element within each collection will be hashed into the 
first hash table, the second smallest element is hashed to the second hash table, 
and so on. Set/bag hashing will be enhanced if the set/bag is preprocessed by 
means of sorting, so that the hashing process will not have to search for the 
order of the elements within the set/bag. Figure 0 shows an example where 
three objects are hashed into multiple hash tables. Case 1 is where the objects 
are arrays, and case 2 is where the objects are sets. 

In the case of collision, it will be resolved as per normal collision handling. 
However, it must be noted that the same element value and position in another 
collection (especially set) may not necessary result in a collision. For example, a 
new collection /i(150,50,25) is to be hashed. If collection /i is a set, the elements 
150,50, and 25 will be hashed to the hash tables 3, 2, and 1, respectively. There 
will be no collision occurs between ft,(150,50,25) and collection /(150,50,250). 
Collision will occur however if collection h is a list. The element 150(/i) will be 
hashed to hash table 1 and will collide with 150(/). Subsequently, the element 
150(/i) will go to the next available entry in hash table 1, as the result of the 
collision. 
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Case 1: ARRAYS 



Case 2: SETS 



Sort 



a(2S0, 75) a(250, 75) , ii(75, 250) 

h(210, 123) b(2l0, 123) -■* b(123, 210) 

t\150, 50. 250) f(150, 50. 250) f(50, 150, 250 



Hash Table 1 Hash Table 2 Hash Table 3 Hash Table 1 Hash Table 2 Hash Table 3 





Fig. 4. Multiple Hash Tables 



4.2 Probing 

In the hashing part, the super collection is hashed. Once the multiple hash tables 
are built, the probing process begins. In the probing part, each sub collection is 
probed one by one. If the join predicate is an is-proper predicate, it has to make 
sure that the two matched collections are not equal. This can be implemented in 
two separate checking using an XOR operator. It checks either the first matched 
element is not from the first hash table, or the collection of the first class has not 
been reached. If either condition (not both) is satisfied, the matched collections 
are put into the query result. 

If the join predicate is a normal subset /sublist (i.e. non-proper), apart from 
the probing process, no other checking is necessary. Figure 0 gives the pseudo- 
code for the complete parallel sort-hash sub-collection join algorithm. 

The central part of the join processing is basically the probing process. The 
main probing function for sub-collection join queries is called function some. 
It recursively checks for a match for the first element in the collection. Once a 
match is found, another function called function universal is called. This function 
checks recursively whether a collection exists in the multiple hash table and the 
elements belong to the same collection. Figure 0 shows the pseudocode for the 
two functions for the sort-hash version of parallel sub-collection join algorithm. 

5 Conclusions and Future Work 

The need for join algorithms especially designed for sub-collection join queries 
is clear, as the conventional parallel join algorithms were not designed for col- 
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lection types. In this paper, we present two algorithms especially design for 
sub-collection join queries, namely Parallel Sort-Merge-Nested-Loop and Paral- 
lel Sort-Hash algorithms. Data partitioning method, which creates parallelism, 
is based on Divide and Partial Broadcast. Once the data partitioning method 
is applied, local join is carried out by either a sort-merge operator (in the case 
of parallel sort-merge-nested-loop) or a hash function (in the case of parallel 
sort-hash). 



Par allel-Sort-Hash- Subcollect ion- Join: 

Begin 

// step 1 (data partitioning): 

Call DivideAndPartialBroadcast partitioning 

// step 2 (local joining): In each processor 

// a. preprocessing (sorting) (set/bags only) 

For each collection of class A and class B 
Sort each collection 
End For 

// b . hash 

For each object of class B 

Hash the object into multiple hash table 
End For 

// c . probe 

For each object of class A 
Case is_proper predicate: 

If some(l,l) Then // element 1, hash table 1 

If first match is not from the first hash table XDR 
not end of collection of the first class Then 
Put the matching pairs into the result 
End If 
End If 

Case is_non_proper predicate: 

If some(l,l) Then 

Put the matching pair into the result 
End If 
End Case 
End For 

End Program 



Fig. 5. Parallel Sort-Hash Sub-collection Join Algorithm 
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1) Function some (element i, hash table j) Return Boolean 
Begin 

Hash and Probe element i to hash table j 

If matched Then // match the element and the object 

Increment i and j 

If end of collection is reached Then 

// check for end of collection of the probing class 
Return TRUE 
End If 

If hash table j exists Then // check for the hash table 
result = universal (i, j) 

Else 

Return FALSE 
End If 
Else 

increment j 
result = some (i, j) 

// continue searching to the next hash table (recursive) . 
End If 

Return result 
End Function 

2) Function universal (element i, hash table j) Return Boolean 
Begin 

Hash and Probe element i to hash table j 

If matched Then // match the element cuid the object 

Increment i and j 

If end of collection is reached Then 

// check for end of collection of the probing class 
Return TRUE 
End If 

If hash table j exists Then // check for the hash table 
result = universal (i, j) 

Else 

Return FALSE 
End If 
Else 

Return FALSE 
End If 

Return result 
End Function 



Fig. 6. Probing Functions 
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Our future plan includes investigating the possibility to use a hash-hash 
method, instead of a sort-hash method like in the Parallel Sort-Hash algorithm. 
Due to the limited space, we have not yet included the performance evaluation 
of the proposed algorithms in this paper. This is also reserved for a future paper. 
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Abstract. Currently, clusters of Personal Computers (PCs) with shar- 
ing Fast Ethernet may offer a significant price/performance ratio in par- 
allel processing. This paper presents a study of the promising possibili- 
ties of parallelism in this environment, using both a classical numerical 
method to solve a differential equation and an innovative algorithm to 
solve the statistical problem of density estimation. In addition, and to 
compare, some comparisons with an IBM SP2 are carried out. 



1 Motivations 

The evolution of CPU technology has brought high-end Personal Computers 
(PCs) to performance levels in the range of workstations at a very competitive 
cost. So, PCs are already a very cost effective alternative to workstations as 
processing nodes in NOW platforms m- The major limitation of PC clusters 
is the high communication overhead when exchanging messages between nodes. 
Unlike a multiprocessor that has a custom low latency/high bandwidth network, 
nodes in a PC cluster are loosely connected by a LAN with a lower bandwidth. 

Our work is situated in the context of an ambitious research project, called 
ELDORADO, whose aim is to show how using a high-performance comunication 
channel as the underlying network, clusters of powerful PCs can even overtake 
traditional parallel machines in a wide range of applications. We show the per- 
formance of two real problems implemented with MPI: a numerical algorithm 
(the parallel Jacobi method for solving differential equations) and a new parallel 
algorithm used for non-parametric density estimation from uncertain samples. 
Both algorithms have been successfully executed in a cluster of PCs with Fast 
Ethernet, and the results we have achieved are very good. A comparison with 
an IBM SP2 parallel computer has been performed for the first algorithm. 

2 Preliminary Results, Conclusions, and Future Work 

Jacobi relaxation method is an algorithm for solving a differential equation called 
Laplace’s equation. We have used it in the iterative algorithm that calculates 
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the temperature of each particle in a body. The EDR algorithm Q , on the other 
side, is an extension of the Parzen method. It is used for nonparametric density 
estimation when working with uncertain input samples. We have developed and 
measured MPI parallel versions of these algorithms. Our tests have been carried 
out on a cluster of Intel Pentium 200 MHz processor (32 MB RAM) intercon- 
nected by a Fast Ethernet 3Com 905-network. The operating system was Linux 
2.0.32 and the MPI implemetation MPICH v. 1. 0.13. Programs were compiled 
with the best optimization options. Figure 1 shows some illustrative results. 




Fig. 1. Execution times in seconds for several sizes of the problem in the EDR 
algorithm, and speed-up comparison with IBM SP2 for the Jacobi method 



As a conclusion, we can say that parallel computing on clusters of work- 
stations and PCs has very high potential, since it takes advantage of existing 
hardware and software. Performance tests of the implementations show that 
they are superior to much existing parallel programming environments for some 
application problems. 

Our research group is currently working in practical applications in different 
fields, such as real-time computer vision, and computationally expensive statis- 
tical and machine learning problems. 

This work has been partially supported by the Spanish CICYT under grant 
TIC97-0897-C04-02. 
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Abstract. We present a software-based parallel MPEG-2 video encoder 
implemented on a cluster of workstations connected via an ATM switch 
and also via Ethernet. We exploit parallelism on a Group of Picture 
(GOP) basis such that each GOP of the video is encoded by a particular 
processor. We propose a scheme for efficient I/O and data distribution. 



1 Introduction 

Video compression can be hardware-based or software-based m- However, 
a software solution is more flexible, and thus allows algorithmic improvements. 
Nonetheless, very high computation requirements of video applications can of- 
ten overwhelm a single-processor sequential computer 0. Therefore, it is nat- 
ural to exploit the enormous computing power offered by parallel computing 
systems. With their high performance-cost ratio and efficient communication 
hardware/software, clusters of workstations are the most suitable candidates for 
computation-intensive applications like video compression. 

In this work, we explore the use of general-purpose workstations enabling 
other jobs to run while compressing video data. The environment is off-line, 
but the aim is to achieve maximum possible encoding rate beyond the real-time 
speed. We compare the performance of the encoder when the interconnection is 
via Ethernet with that when it is via an ATM switch. We propose a scheme for 
efficient I/O and data distribution. This scheme provides fast data retrieval as 
well as efficient scheduling and matching of I/O and compression rates such that 
the entire system operates in a highly balanced fashion without any bottlenecks. 

2 The Parallel Encoder 

In order to achieve maximum possible encoding rate, we keep all of the proces- 
sors busy in reading the data, performing the encoding, and writing the coded 
bitstream by scheduling the disks, I/O processors, and computing processors. In 
other words, the processor waiting times are minimized. 

In distributing data, an I/O processor reads m batches of uncompressed video 
frames and sends one batch to each compute processor in the group. While the 
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m compute processors are encoding, the I/O processor reads the next m batches 
and waits. As soon as a compute processor finishes the encoding of a batch it 
sends a request to the I/O processor, which sends the next batch to the requester. 
After serving all the requests, the I/O processor reads the next m batches and 
waits for the requests. The compute processors save the compressed data into a 
buffer, and write it to the disk when the buffer is full. 



3 Experimental Results 

We use a video test sequence named football of CCIR-601 format (720 x 480) 
and SIF format (360 x 240) as input to our parallel encoder. For message-passing 
among the workstations in the cluster, which consists of 20 Sun Ultra-1 work- 
stations, we use Message Passing Interface (MPI) environment. 



Table 1. The frame encoding rate for the football sequence. 



No. of Processors 


Group Size 


Frame/sec. 
using ATM switch 


Frame/sec. 
using Ethernet 


1 SIF 


GCIR-601 


1 SIF 


CGIR-601 






B = 1 


|gUJ 


|gUJ 


B = 1 


4 


3 


5.32 


5.41 


1.05 


5.19 


5.28 


0.90 


8 


7 


12.55 


12.78 


2.13 


6.92 


7.31 


1.31 


12 


11 


19.38 


20.15 


4.20 


6.98 


7.64 


1.84 


16 


15 


23.81 


24.15 


4.85 


7.17 


7.72 


2.42 


20 


19 


24.20 


25.66 


5.11 


7.33 


7.57 


2.77 



There is only one I/O processor which reads the uncompressed data from 
only one disk and sends to 3, 7, 11, 15 and 19 compute processors respectively. 
For SIF, a batch size (B) of 6 frames results in less overall waiting time and 
therefore yields better results than a smaller batch size. However, for CCIR-601, 
due to limitation of memory, only a batch of one frame is used. The cluster of 
workstations performs significantly better while connected via the ATM switch 
due to its higher bandwidth (155 Mb/s) compared to the Ethernet (10 Mb/s). 



4 Conclusion 

We have discussed a scheme for combined scheduling of I/O, disks and proces- 
sors. We have achieved an encoding rate of 25.66 and 5.11 frames/sec. for SIF 
and CCIR-601 respectively, using only 20 workstations. However, for optimal 
performance, a careful balance is necessary in determining the batch and group 
sizes (depending on the I/O processor’s memory), for which work is currently 
underway. This work was partially supported by HKTHT grant 92/93.001. 
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Abstract. In this paper we analyze block and partitioned Neville elim- 
ination, necessary steps in order to adapt Neville elimination to many 
high performance computer architectures. 



1 Block Neville Elimination 

Scalar Neville elimination is an elimination method which creates zeros in a col- 
umn of a matrix by adding to each row an appropriate multiple of the previous 
one. This procedure, alternative to Gaussian elimination, has proved to be use- 
ful when dealing with some special classes of matrices such as totally positive 
matrices. In P one can find references and proofs of the results of this paper. 

Let k,l,n £ N, k < n and let Qk,n denote the set of strictly increasing se- 
quences of k natural numbers less than or equal to n. Let A = (Ay )i<ij<p be an 
nx n matrix. Ay a, qx q matrix (n = pq) for each i,j and let a = (oi, . . . , au) G 
Qk,n: — (/?ij • ■ ■ j G Qi.n- Then A[o|/?] . — (Aaj,/ 3 j)i< 2 </c,i<j</ and A[o] . — 

A [a I a]. For simplicity, 0 and / will denote a zero and an identity matrix, respec- 
tively. 

Block Neville elimination consists of p — 1 successive major steps, resulting 
in a sequence of matrices A^*) = (A-*^)i<iy<p (1 < t < p) where is a block 
upper triangular matrix. The matrix A^*) (1 < t < p) has zero blocks below its 
main diagonal in the first t — 1 columns. 

The next result provides a sufficient condition to guarantee that we can 
perform block Neville elimination to an n x n matrix A = (Ay)i<iy<p. 

Theorem 1. Let A = (Ay)i<iy<p he an n x n matrix, Aij a qx q submatrix of 
A for 1 < i,j < p. If all submatrices of the form A[k, k + 1, . . . , k + 1 — 1\1, . . . , 1] 
are nonsingular for all I G {1, 2, . . . ,p} and k G {1, 2, . . . ,p — I + 1} then we can 
perform block Neville elimination on A without row exchanges. 

2 Partitioned Neville Elimination 

In this section we analyze how to perform Neville elimination (by columns) when 
we have partitioned the data. We shall assume that we have a nonsingular matrix 
A such that (scalar)Neville elimination can be performed without row exchanges. 
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For an n X n matrix A and a given block size q, write A = {Aij)i<aj<p 
{pq = n). We want to obtain a partitioned LC/-factorization of A. 

It is a scalar elimination and for p = n the process can be matricially de- 
scribed as • • • L^A = U. We shall present how to perform partitioned 

Neville elimination, where the matrices {k = 1,2, ...n — 1) 

are block bidiagonal matrices containing the multipliers of Neville elimination. 

For each k = 1, 2, . . . , n — 1, is a qx q matrix {pq = n). The matrices 
i = 1, 2, . . . ,p, are bidiagonal lower triangular matrices with unit diagonal . 
When (m — l)g -I- 1 < fc < mq, with m = 1, 2, . . . and fc = 1, 2, . . . , n — 1, one 
has that = I, and = 0, for i = 2, . . . , m. 

Let us now see how to calculate the elements of and from those 

of {L^A^^'> = with = {A\j~^^'^)i<ij<p . We shall focus our 

study on the block matrices L^[m, m -I- 1, . . . ,p] and [m, m+ 1, . . . ,p]. 

At step i + 1 (0<i<p — m) and for j = m, m -I- 1, . • . , p, we have 



('rfc y \ I (fk „ Ak) \ _ ^(fc-l-i) 



( 1 ) 



Let us first calculate the only nonzero element of m+i-i for 1 < f < 
p — m. Using m for j = m we can derive Lm-i-i m+i-i- ^ similar way, we can 

calculate the elements below the main diagonal of {i G {1,2, . . . ,p — 

to}). In the case i = 0, let us recall that L^.m-i = 0- 

When we have obtained all the elements of the matrices m+i-i 

^m+i,m+i (* S {Oj Ij • ■ • — we can derive from (Pi the elements of 

The advantage of the algorithms just described is that they introduce matrix 
operations, which is of great interest in high performance computation. More- 
over, the data partition is also very useful in parallel computation, since inde- 
pendent tasks can be done simultaneously in different processors. For instance, 
if we want to calculate with j = m,m+l, ■■■ ,p, in a MIMD multiproces- 

sor system, and taking into account that each processor contains the elements of 

(k) (k) 

some -, we can send the last row of ■ and the adequate multipliers 

to corresponding processor, so that each of them gets , simultaneously 

producing the computations (with the corresponding reduction of time). 

Furthermore, an algorithm’s efficiency also depends on the time devoted to 
communications. By Neville elimination’s nature, communications are performed 
between neighbour processors, what reduces communications time. 

Finally, data partitioning also allows us a more efficient use of the given 
computer memory, which is designed taking into account the inverse relationship 
between size and access speed. 
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1. Introduction 

Interactive multimedia technology has seen a great deal of recent attention since it 
will allow its users with the flexibility of selecting and receiving specific information; 
many telecommunication industries and research groups are thus employing a lot of 
their resources to study the feasibility of new video services, nowadays known as 
Video on Demand (VoD). Among these services, T-VoD (True-VOD) services for 
movie on demand require the use of a bi-directional signal so that the user should be 
able to play a film with full (virtual) VCR capabilities. 

In a typical T-VOD system there should be some content archives connected via an 
high-speed network to many local (regional) distribution sites; this data distribution 
increases availability and reliability, and is easier to manage since each local system 
is responsible for its own billing and accounting. Concerning with the DataBase 
Management Systems (DBMSs), the research is oriented on Object-Oriented DBMS 
(OODBMS). In this paper we briefly discuss the organization of video-data on the 
regional server by describing the work performed to implement an application to 
manage digital movies; our application is based on the ObjectStore OODBMS. 



2. The Movie DataBase 

Our database schema consists of a core entity, the Film, logically stored in a set of 
Archives, which provide more modularity and flexibility for the stream; each archive 
is then segmented into a set of logical units, the Scene. To each scene are associated, 
at store time, two integer values that measure its violence and sex content; at play 
time, if an user-defined threshold is exceeded, such a critical scene is discarded. 

Each scene is then divided into a set of Sequences, in accordance with the physical 
structure of the MPEG-encoded video-stream, each sequence being a set of GOPs. 
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Last, each GOP is an ordered set of Frames, each of which can be an I frame, a B 
frame as well as a P frame. Some classes supporting additional information contents 
of the movie database are also provided: there is the possible Genre of the film that an 
User can play, the Session an user starts to play a film, information about the Artist 
interpreting a character in the film or directing the selected film. Moreover, for a film 
we can store one or more Reviews. 

In order to "navigate" the database, we are implementing the CORBA View 
Interface. Through this object, developed by following the DSM-CC specifications, 
the user can exploit its methods to query the database by means of SQL-like 
statements, so obtaining a relational view of the object-oriented database. 

Using our data model, "to play" a film simply means to play each element of an 
array of archives and so forth until each frame is actually played. Trivially, the fast 
forward method simply means pi ay a film by skipping B frames while rewind 
means pi ay a film in reverse order by skipping B and P frames (reverse order of 
course means that arrays have to be traversed from last position to the first one). 
Moreover, since each GOP, according to the MPEG standard, contains its own start 
time, we can easily define start and end time of each sequence, the start and end time 
of each scene and so on. This allows fast and easy implementation of methods, 
referring to the time parameter, like the SeekToSecond method, allowing to seek a 
frame related to a given second. 

As concerning the actual implementation there are two possibilities. First we can 
have a. full-database approach in which each frame has an attribute (an array of char) 
that contains the data to be played. Another possibility (half-database) assumes that 
each frame has three type of information, one representing the position of the actual 
frame in a standard file, one its size, and the last one the frame type (I, P, or B). 

To test our prototypes we also implemented a no-database approach, in which, 
to each MPEG data stream, are associated two files, one representing all the data 
coded into the MPEG protocol, the other one being a set of records (one for each 
frame) storing the offset of each frame. 

The tests have been performed on a SUN UltraE work-station, using a stripped 
file-system; (4 controllers and 8Kbyte of strip-size). As a preliminary test-case we 
used 16 minutes of a film (Never Say Never Again) coded as an Elementary Video 
Stream (without audio) at 4.5 Mb/secs, so deriving a stream size of about 0.5 Gbyte. 
By assuming that just a consumer process reads data (i.e. no visualization is 
performed) we obtained 30 MB/secs for the no-database approach, 26 MB/secs for 
the half-database approach and 3.5 MB/secs for the full-database approach. 

The obtained results show that the half-database approach allows to obtain a 
performance that is reasonably high compared with the no-database approach (the 
fastest one), while offers many of the advantages of a typical DBMS (data integrity, 
transaction processing, data access control, concurrency control and so on). The 
full-database approach, on the other hand, offers the DBMS advantages also on the 
stream data. Roughly speaking, the half-database approach sustains, with the tested 
stream and system, about 45 clients. 

The key problem we are currently dealing with is the generalization of the 
half-database approach to stream composed both of audio and video. 




Parallel Tree Algorithms for N-body Simulations 



Vincenzo Antonuccio-Delogu^, Ugo Becciani^, Mario Gambera^, and 

Antonio Pagliaro^ 

^ Astrophysical Observatory of Catania, Citta Universitaria, 

Viale A. Doria 6, 1-95125 Catania, ITALY 
vanSsunct . ct . astro . it , ubeOsunct . ct . astro . it 
^ Istituto di Astronomia, Universita di Catania, Citta Universitaria, 
Viale A. Doria 6, 1-95125 Catania, ITALY 
mgaOsunct . ct . astro . it 

® SRON - Sorbonnelaan 2, 3584 CA Utrecht, THE NETHERLANDS 
A . Pagliaro@sron.nl 



Abstract. We describe a new parallel implementation of the octal- 
hierarchical tree N-body algorithm on SHared Memory systems (SHM) 
we have recently developed. Pursuing an effort to optimize as much as 
possible the code on a generic SHM we have modified the original al- 
gorithm introduced by Barnes and Hut, introducing a new scheme of 
“grouping” of particle interactions. We present speedup and efficiency 
results. . . . 



The Physical Problem. 

Systems of particles interacting through long-range interactions occur often in 
physics. Probably the best known example of such an interaction is the grav- 
itational one, and indeed the simulation of astrophysical systems like globular 
clusters, galaxies and clusters of galaxies still represents a challenging task for 
numerical analysis and computational science. The main reason for this lies pre- 
cisely in the truly long-range character of the gravitational interaction, which 
makes impossible to neglect the effect of relatively “far” particles when com- 
pared to “nearby” ones. This is a generic feature of forces decaying as « 
with n < 0. 

There exist two type of algorithms to deal with this problem, namely mesh- 
and tree-based algorithms. The octal hierarchical tree algorithm introduced by 
Barnes and Hut ( 0 , hereafter BH) does not make use of any FFT for the calcu- 
lation of the force, and it is the one we started from. We refer the reader to more 
specialized papers for a more detailed description of this algorithm ( 0 , 0 , 0 ) 

Parallel Work- and Shared-Memory Treecodes. 

During the past four years we have developed and studied different parallel ver- 
sions of the BH algorithm, starting with a message-passing version based on the 
locally essential tree version by Salmon (jS|) (Antonuccio-Delogu et ah, Q). Here 
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we show results for our most recent direct data- and work-shared approaches, 
where there is a single, physically distributed tree mapped over all the available 
processors (Becciani et ah, i, U)- In the Table below we show the efficiency, 
measured as: e = l/(tstep * Npe), where tgtep is the execution time (in seconds) 
of the gravitational acceleration calculation and Npe is the number of proces- 
sors used. All the runs were performed on a Cray T3E-128 at Cineca, Bologna, 
ITALY. In the case of ideal scaling one should expect that the efficiency should 
be constant with Npe- Apart for the value for the run with 2 million partciles 
and 128 processors, where due to the small number of particles the communi- 
cation overhead dominates, all the values are constant within 10“^ of the av- 
erage, demonstrating the correct scalability of the grouping algorithm applied 
to treecodes. More details and results will be made available in a forthcoming 
paper (| 2 |). 



Table 1. Efficiency for different sizes of the running job N\,odies- We run sim- 
ulations for 2 million and 16 million particles, starting with clustered, realistic 
initial conditions. 



NpB 


62 m/ 


6l6m/ 


16 


1.69e-4 


- 


32 


1.72e-4 


1.83e-5 


64 


1.68e-4 


1.79e-5 


128 


1.13e-4 


1.78e-5 
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Distributed memory machines consisting of multiple autonomous proces- 
sors connected by a network are becoming commonplace. Unlike specialized 
machines like systolic arrays^ such systems of autonomous processors provide 
virtual parallelism through standard message passing libraries t PUAf )CBD~*~94j . 
MPI |(;LS94p . Their very high level of flexibility, scalability and performance 
has allowed many parallel algorithms to be designed. 

Most of those algorithms arise from scientific computing and their paral- 
lelism is based on data and nested loops parallelism. Such parallel algorithms are 
generally suited for problems dealing with regular computations and data struc- 
tures. The evaluation of their correctness and performance is generally achieved 
through the simulation of moderate scale problems. So, we definitely need a 
methodology to design parallel algorithms systematically because not only is a 
methodology a tool which helps with design, but it also avoids the difficult prob- 
lem of solving correctness and performance issues, since only the method need 
to be proven. 

Our methodology aims at reusing the systolic model principles for the dis- 
play of potential parallelism inside nested loops, and justifying the aggregation 
of iteration of loops so as to reduce communication overhead while exploiting 
coarse-grained parallelism. Each aggregate is a block of fine-grained computa- 
tions located in different hyperplanes of a given space. It also defines an atomic 
unit of computation i.e no synchronization or communication is necessary during 
the execution of the fine-grained computations inside a block. Thus all neces- 
sary data must be available before such atomic executions. This imposes the 
constraint that splitting the set of fine-grained computations does not result in 
deadlocks. 

The present methodology is based on systolic algorithmic ideas as described 
by Miranker ^Ji W 84j . Moldovan fMn\Rii\ . Moreno jfflSH] and Quinton )f^mii'6\ . It 
proceeds in six steps. 

First, we use uniform recurrence equations to describe the sequential algo- 
rithm and model it into a directed graph, namely G. In this graph, D is the set of 
vertices and E the set of arcs. Each point u £ D represents a fine-grained com- 
putation. A pair (n, v) in E means that the fine-grained computation at point 
V requires data from u. Note that in the graph G, vertices are locally connected 
according to the uniform recurrence equations model. 



P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 581-E22I 1999- 
(c) Springer- Verlag Berlin Heidelberg 1999 



582 



Pierre Bassomo, Ibrahima Sakho, and Annie Corbel 



Second, we design an optimal scheduling of the directed graph. To do this, one 
needs an optimal time function. A time function is optimal if its maximum value 
is equal to the number of vertices of the longest path in G. Hereafter, we shall 
be mainly interested in optimal time algorithms. The sequence of computations 
located on a path of G must obviously be done in a sequential manner. Therefore, 
the minimal time required to achieve the parallel computation, say Tgys, is equal 
to the number of vertices of the longest path in G. 

Third, we study the set of fine-grained computations executed at the same 
time t, say D{t), and derive the complexity in terms of processors. Up to this 
point, we simply apply systolic arrays design methodology. 

Fourth, we describe and justify the block aggregation strategy. Given Pgys 
and Tsys, as previously defined, our aim is to “split” G into different blocks of 
nodes. Each of them will corespond to a single node in a new graph, say G . 
Let u and v be two nodes in G and A{u, v) be the set of arcs linking the two 
blocks of nodes in G corresponding to u and v. If A(u, v) ^ 0 then a pair (u, v) 
defines an arc in G . The graph G is built in order to be computed in a time 
bounded above by the execution time required to compute G with P processors. 
We observe that the optimal time to compute G with P processors is bounded 
above by Tgyg-^. So the bloc aggregation strategy deals with: -“splitting” G 
into a “similaP one, say G , -choosing a block size that allows to compute G 
when using P processors with a time bounded above by Tgys^-^- Note that, 
if the unit time is chosen as being the maximum of the execution time of the 
block, then the time to compute G is estimated using the second step of our 
methodology. 

Fifth, we propose a logic of allocating computations and data to available 
processors. According to uniform recurrence, a final result, say Y, is obtained af- 
ter successive modifications of an input piece of data, say F(mo). Let (Y(uk))k>o 
be the sequence of these successive modifications. Note that Uk is a point of G 
and Y{uk) is a value produced by the node Uk and required by Uk+i for its 
computations. We note that, for many numerical algorithms, piece of data Y is 
reused to store the terms Y (uk) during one or more iterations. Besides, in several 
cases we also notice that Vfc > ko terms Y{uk) may be localized along the same 
line. Then the idea of allocation strategy is: -to consider the intersection of D 
with a set of parallel hyperplanes containing such lines, -to allocate such lines 
to available processors under the constraint of the optimal time function. 

Finally, we describe and analyze coarse-grained algorithms. Since each vertex 
of G is associated with the modification of locally reused data, one associates 
to such data a data structure, say a block, which contains the set of data Y, the 
dates at which they are reused and the processors required for the data exchange 
at these dates. Let P{u) be the program associated to the vertex u. The basic 
principle followed by the program of a given processor is: for each locally reused 
data, P{u) is executed according to its successive modifications, and as soon as 
possible. 
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Abstract. Dynamic scheduling on a heterogeneous system was imple- 
mented to minimize the application program execution time. Our method 
decomposes the program workload into computationally homogeneous 
subtasks, which may be of different size, depending on the current load 
of each machine in the heterogeneous computer system. 



1 Introduction 

Research in the field of heterogeneous computing began in the mid 1980s; since 
then it has grown tremendously |5]- From the scientific community to the federal 
government, heterogeneous computing has become an important area of research 
and interest. In general, the goal of heterogeneous computing is to assign each 
subtask to one of the machines in the system so that the total execution time 
(computation time and inter-machine communication time) of the application 
program is minimized. Mapping can be specified statically or determined at 
runtime by load balancing algorithms 

2 Task Scheduling and Load Balancing 

The problem of load partitioning and scheduling in a multiple-processor system 
has been an area of active and sustained research over the past two decades |2|. 
The most critical aspect of a task-scheduling algorithm is the strategy used to 
allocate problems to slaves. 

The arbitrarily divisible load model can be used in applications where the 
load consists of a large number of small elements with identical processing re- 
quirements. Examples can be found in applications for image and signal process- 
ing, and also in iterative algorithms. 

We have modeled the computing capacity of each computer with a single 
parameter: its response time needed for the execution of a task. The new task 
size is a function of two previous of response times and task sizes values: 

s{t + 2 ) = f{s{t+l), T{t + 1 ), s{t), T{t)), t = 0, 1, 2, ... (1) 
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This single parameter includes several aspects of heterogeneity of each computer 
during the given operating conditions. 

We have implemented the algorithm for dynamic scheduling on a hetero- 
geneous computer system using the master/slave scheme 0. The master task 
performs the dynamic scheduling algorithm so that it also distributes the tasks 
into the process unit on the heterogeneous computer system. The function O 
is used by the master task to calculate the new task size. 

3 Results 

We have tested our dynamic scheduling strategy on two classes of optimization 
problems. We used LAM/MPI |Q. 

The first one was the problem of continuous speech recognition, where we 
implemented an algorithm for bigram word clustering jS| In the second case we 
chose the traveling salesman problem pj to test the presented dynamic schedul- 
ing on a heterogeneous system. 

Utilizations (the ratio between the work time and the total execution time) 
of slaves were about 0.9. Our method has found better final solutions of both 
problems. 

4 Conclusion 

A method for dynamic scheduling on a heterogeneous computer system is pre- 
sented in this paper. Our method is simple, but the results obtained are compa- 
rable to other approaches described in the literature. In our future research we 
intend to extend the power of the method, and to apply it to a wider range of 
practical problems. 
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Abstract. This short paper presents preliminary results of an inves- 
tigation to improve PVM communication on workstation clusters over 
ATM. The experiments show that a better exploitation of ATM band- 
width could be gained by tuning parameters like PVM packet fragment 
size and TCP socket buffer size. 



1 Introduction 

PVM ^ is the de facto standard for parallel computing on workstation clusters 
interconnected by a LAN. Since communication between processors is a critical 
point for such systems, the use of high-speed switched networks, such as ATM 
P], are expected to significantly increase communication performances |3|. 

PVM is based on the BSD Socket programming interface, and uses TCP 
and UDP as transport protocols. Some works have been done in implementing 
PVM directly on top of ATM Adaptation Layers protocols jS|, but the maximum 
achieved throughput is still far below the full potential of high-speed networks. 

We claim that it is possible to achieve improved PVM communication perfor- 
mances on ATM networks by tuning some PVM parameters, like PVM message 
fragment size and TCP socket buffer size., respectively at the PVM interface and 
implementation level. With this approach we do not need to re-implement PVM 
directly on ATM protocols (avoiding TCP/IP layers). 

2 Preliminary Results &: Considerations 

The hardware setup was composed of two SUN SPARCstations 20 (with Solaris 
2.5), an Ethernet adapter connected to a 10 Mbit/s Fore Systems ES3810 Ether- 
switch, and a 155 Mbit/s Fore Systems SBA-200E ATM adapter connected to a 
Fore Systems LE155 ATM switch (switching capability of 2.5 Gbit/s). 

We measured latency as half of round-trip time (RTT), i.e. the time needed 
by a packet to go from source to destination host and return back. Throughput 
is the number of bytes sent divided by half of RTT. Measurements were based 
on a “ping-pong” test performed by two programs, exchanging one message of 
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PVM Packet Size 



PVM Packet Size 



(a) (b) 

Fig. 1. (a) RTTs and (b) throughputs on ATM varying packet fragment and 
size. 



given size. We run the test program by changing both PVM packet size and 
fragmentation with four TCP socket buffer sizes: 16, 32, 64 and 128 Kbytes. 

Preliminary experiments showed that Ethernet latency and throughput are 
not affected by these parameters. This is not true for ATM: TCP socket buffer 
size significantly affects measurements for packet size larger than 4 Kbytes and 
the maximum throughput increases by 20% changing the size from 16 to 64 
Kbytes and then it saturates. PVM packet fragmentation affects both ATM 
latency and throughput (see figures [D(a) and[D^b)): larger are packet fragments, 
longer is the range of packet sizes in which latency is kept low. Also throughput 
increases with fragment size and saturates for fragments larger than 256 Kbytes. 

These results show that communication performances could be improved by 
means of PVM parameter tuning without the need of re-implementing PVM 
directly on top of the ATM protocols. Some works in this directions |lldj show 
that the achieved throughput is still far below the full potential of ATM. 
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We study the problem of scheduling divisible loads in a multiprocessor system 
with hypercube interconnection topology and linear communication delays. A di- 
visible load consists of large number of fine grain data elements, each requiring 
the same type of processing P . In the absence of precedence constraints such a 
load may be partitioned among processors in the system in every suitable way 
so that each part may be processed separately of and simultaneously with all 
other parts of the load. Initially, the whole load resides in the local memory of 
a selected node, called originator. The goal is to partition the load into frac- 
tions and communicate them to other processors in such way so that the entire 
load is transmitted and processed in the shortest possible time. Earlier solutions 
for this optimization problem were obtained under the assumption that each 
processor in the system can use all its communication links at the same time 
PEE|. While this is not a problem in small hypercubes, it can present some 
difficulties in very large machines (e.g. machines with thousands of processors). 
We present a scheduling algorithm that restricts each processor to use only one 
communication link at a time. We model the process of data dissemination and 
computation with a set of recursive equations. By solving it we obtain a closed- 
form expression for the schedule length as a function of the load size and key 
parameters of the system such as hypercube dimension, processing speed of one 
node and communication bandwidth of one link. 

Our algorithm, called Nearest Layer First, is based upon the Johnson 
and Ho spanning binomial tree algorithm SBT(d) for one-to-all single item scat- 
tering in d-dimensional hypercube Hd ISj- In step I of algorithm SBT(d) the 
originator sends items to a neighbor over dimension 1 link. Subsequently, 
in step i,2 < i < d, each processor which already received data sends 2'^“* items 
to a neighbor over dimension i link. We define a layer to be a set of processors 
which receive data in the same step of scattering. 

Note that in one-to-all single item scatter problem each processor in a hyper- 
cube must receive a dedieated data item of unit size as fast as possible. In our 
problem data is nameless, i.e. a particular data item can by processed by any 
processor in the system. For simplicity of the presentation we assume that results 
of load processing are not returned back to the originator. Let a^, 0 < z < d, be 
the fraction of the load assigned for computing to a processor of layer i and Vi be 
the part of the load communicated to a processor of layer i from its predecessor. 
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Algorithm NEAREST Layer FiRST(d) 

step 1: originator starts to process fraction oq of load and 
sends fraction vi of load over 1-st link; 

step i = 2,3, . . . ,d: each processor which received data in step 
i — 1 starts to process fraction Oi_i of load; each processor 
which received data in or before step i — I sends fraction Vi 
of load over i-th link; 

step (i+1: each processor which received data in step d (say, 
fraction ad of load) starts to process it. 

It can be observed that in the optimal schedule without returning of results 
all processors must finish computation at the same moment of time. Due to 
communication delays equal partition of the load among processors does not 
satisfy this rule. Instead, the share of the load to be processed by each processor 
in layer i can be determined from a recursive relation of processing times in layer 
i and layer z + 1 with respect to the common finish time constraint. Namely, for 
each z, 0<z<d— 1, computation in layer z must take as long as the time of 
communication to layer z+1 plus the time of computation in layer z+1. Moreover, 
part Vi communicated to a processor in layer i must accommodate data for all 
its descendants and be equal to Vi = Ui + az+i + 2az+2 + . . . + In this 

way we obtain a set of d non-homogeneous recursive equations for d+1 variables 
Ui’s. The last {d + l)-th equation constrains the size of load shares assigned to 
particular processors so that they add up to the load volume. 

The model may have no feasible solution for some values of d. This situation 
happens if the load volume is small and communication speed of the network is 
low. Then, the front layers finish their work assignments before data can arrive 
to the most distant layers. In that case a smaller hypercube should be consid- 
ered. The maximum size of the usable hypercube can be found from analysis 
of the closed-form solutions of the model. Further analysis with respect to the 
attained schedule length demonstrates that processing a load of fixed volume 
in a medium sized hypercube can be often almost as effective as in a big one. 
Another conclusion is that speed of interconnection is more important for good 
time performance than speed of individual processors. 
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Abstract. In this paper a new approach is presented in order to over- 
lap all communication intensive steps appearing in the four-step FFT 
algorithm — initial data distribution, matrix transpose, and final data 
collection — with computation. The presented method is based on a Kro- 
necker product factorization of the four-step FFT algorithm. 



One of the primary objectives in the programming of parallel algorithms is to re- 
duce the effects of the overhead introduced when a given problem is parallelized. 
A key contributor to overhead is communication time. One way to reduce the 
communication overhead is to hide communication by overlapping it with com- 
putation. 

Let N = nirz 2 with ni = mip, ri 2 = rri 2 P, and N > p^, where p denotes the 
number of processors. Let the data vector x € be arranged into a matrix 
Xnixn 2 G column major order. The nodes are arranged as a logical 

p X 1 mesh and the matrix Xmxn 2 is distributed as (CYCLIC, *), where G 
C™iX” 2 ^ j := 0 : p _ 1, is assigned to processor Pj^o- With this distributed data 
structure each processor Pj^ has to compute (see Karner, Ueberhuber |3|): 



(1) 


^j,o 


= Xj^o{FpOlm2V 


(2) 


^3,0 


= A,.o(L"gT 


(3) 


^3,0 


= a,-o(t;2)t 


(4) 


^loc ■ 


= {Im2 ® L'^lP)xioc 


(5) 


^loc ■ 


— (Am2 ^ ^m-i ^ 7p)x/oc 


(6) 


Communication for x := {Imim 2 


(7) 


^3,0 


= F^(j : ni - 1 : p,0 : 712 - 


(8) 


^loc ■ 


— (7m2 ^ Alni ^ fp)^loc 


(9) 


^loc ■ 


= {Lzir^)xioc 


(10) 


^3,0 


= A,.o(L"2)T 


(11) 


^3,0 


= ^..o(T-()T 


(12) 


^3,0 


= Xj,o{FpC)Imy 



where xioc G _ vec(Aj^o)- 

(Background information about 4-step FFT algorithms can be found in Bai- 
ley m, Van Loan and Karner, Ueberhuber 0). 
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The overlapping is divided into three phases: 

Phase I: Overlapping of steps 1, 2, and 3 with the initial distribution of the 
matrices • • • , -^p-i,o- 

Phase II: Overlapping of steps 5, 7, and 8 with communication step 6. 

Phase III: Overlapping of steps 10, 11, and 12 with the final collection of the 
data. 

Phase I. It is assumed that processor Pq.o contains Xmxn 2 C 
to distribute ^i,o> • • • > -^p-i,o row-by-row to the remaining p— 1 node processors. 
This is done by a nonblocking scatter operation. In each processor Pjp, j := 1 : 
p — I, the locally performed computational steps (1) - (3) on row — 1, :) 

are overlapped with a nonblocking receive of row :). 

Phase II. The computation of x := )x involves a complete exchange 

operation (all-to-all personalized communication). In this paper the pairwise 
direct exchange algorithm is assumed. On each processor Xj^ G jg 

partitioned as Xj^g = (^o I I • • • I ^p-i), where Aj G j := 0 : p — 1. 

Each processor j := 0 : p — 1, has to exchange block Aj^i with processor 
Pj<Si,o, i ■= 0 ■ p— 1 (© denotes the bitwise XOR operation). The direct exchange 
algorithm needs p communication steps. During the communication steps the 
multi-row FFTs, step (5), on the block to be sent in the following communication 
step, block and the scaling operation and multi-column FFTs, steps 

(7) and (8), on the block received in the previous communication step, block 
7lj0(i_i), are overlapped with the communication of the block sent in the current 
communication step, block Ajf^i. 

Phase III. Each processor Pjp, j := 1 : p — 1, has to send Xj^ row- by-row 
to processor Pq.o- The locally performed computational steps (10) - (12) on row 
Xjfi{i, :) are overlapped with a nonblocking send of row Xj^lj — 1, :). 
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Abstract. Method of enhancing the processing speed of automatic recognition 
and retrieval of human faces was investigated. Here, we proposed a parallel 
program based on mesh method and a parallel processing system that is similar 
to an SIMD architecture. The simulation result yielded 61.9 times faster speed 
than the serial processing. 



1 Algorithm for Facial Image Retrieval 

Many studies have been done on building systems for the automatic recognition and 
retrieval of human faces[l]. However, many difficulties still exist. One of them is the 
lower speed of processing. In this paper, we propose a parallel processor system with 
MAMS(Multi-Access Memory System)[2] and an adaptable algorithm to this system. 
Images were allowed to have some limitations. Those remained in gray level without 
a background, those looking forward without glasses, and the part of facial 
components was not to be covered by the hair. In the first step, hair on the face 
scanned was eliminated and the region containing eyes was detected using the 
histogram of the gray intensity of an image after sobel edge operation. Based on the 
length between eyes, the region containing eyes, nose, and mouth was extracted. In 
order to extract the feature region with binary image, the former region was equalized 
and binarized using a combined technique of P_tile global binarization with local 
window based method. The feature region yielded the first feature pairing the length 
and the width. We then normalized the feature region to compare the same facial 
images with different sizes. The normalized region yielded 3 feature matrices as 
features and this was became the fourth feature. Each element of matrix, which is the 
second feature, was calculated for each 3x3 mesh of the normalized region. The third 
feature was calculated using 6x6 mesh. 



2 Parallel Processing System 

The design of parallel processor architecture is important for improving processing 
speed. We designed the parallel processing system, as depicted in Fig. l-(a). The 
system was made up of a host computer, 144 processing elements, and MAMS[2]. 
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(a) block diagram (b) waveform 

Fig. 1 Block diagram of parallel processing system and waveform generated by simulation 

It was programmed in Verilog HDL, simulated by CADENCE Verilog-XL(a hard- 
ware simulation package), and synthesized to ALTERA EPGA devices. 



3 Experimental Results and Conclusions 

One hundred image scans were randomly acquired from an alumni album. Eor the 
test, 53 out of 100 images were randomly selected and their sizes were to four-ninth. 
The results were shown in Table 1 and the waveform of the system simulated is 
shown in Fig l-(b). 



Table 1. The results of facial retrieval 



The first order 


The second order 


Failure 


Total 


No. of images 47 


5 


1 


53 


retrieval rate(%) 88.6 


9.6 


1.8 


100 



On the result of simulation, we compared serial processing with parallel one as 
following : 

Tss = Tsr + (Tssl + Tss2 + Tss3 + Tss4 ) x 53 = T+ 85899750 ns 
Tps= T + Tpsl + Tps2 + Tps3 + Tps4 x 5 + Tpci x 2 = T + 1385720 ns. 

The proposed parallel processing is 61.9 times faster than the serial processing. 
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1 Introduction 

Parallelization of Java programs is a complex task due to inheritance, dynamic 
method dispatching and aliases. Our research |2| aims to perform static analy- 
sis of Java programs in order to identify implicit parallelism. In this paper, we 
discuss first the inter-procedural analysis technique we are studying and imple- 
menting to characterize data-dependency. And then we enhance this framework 
with type-based alias analysis. 



2 Inter-procedural Analysis 



Some of the fundamental characteristics of Object Oriented Programming (OOP), 
such as information hiding, lead us to stress the role of inter-procedural analysis 
for Java programs because access to objects relies heavily on method dispatch- 
ing. Through the example below we demonstrate how implicit parallelism can be 
identified in source programs. Let us focus on instructions SI and S2 of method 
p in class Y (using a notation borrowed from C-|— 1-: 
Y ; ; p ( ) ) . The member field myX of class Y is a refer- 
ence object comprising two primitive member fields: c 
and i. In SI and S2, the actions performed by methods 
m and n on the receiver myX can alter the state of its con- 
stituent fields. Method X: :m() performs an assignment 
that uses as input the value of member field c. Hence 
we can conclude that: 1.) no alteration is produced on 
the state of the receiver by X: :m(); 2.) the execution 
of X: :m() requires member field c as input informa- 
+c ; } tion. We model this situation by associating two sets to 
method X: :m(), a set IN(X: :m() )={this . c} contain- 
ing objects externally visible to the method and used 
as input to the task performed by the method. 

And similarly, 0UT(X: :m())=0 is the set of objects which are modified. The fol- 
lowing sets are produced for X : :n(int) : IN(X: : n(int) )={e}, 0UT(X: : n(int) ) = 
{this . i}. Because it is not possible for the two member fields of myX (c and i) 
to be alias of one another, we conclude that SI and S2 in Y: :p do not interfere 
with each other even if they are invoked on the same object. Therefore SI and 
S2 can be issued simultaneously in a multi-threaded manner. 



class Y { 
private X myX; 
void p() { 

SI :myX.m() ; 
S2:myX.n(3) ;}} 
class X { 
private char c ; 
private int i ; 
void m() { 

S3: String s="X 
void n(int e) { 
S4:i=e; » 
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3 Type-Based Pointer Analysis 

In more general contexts than the example above, alias problems arise We can 
formalize our type-based approach for aliases as follows. Let Class and Object 
respectively be the sets containing all program classes, and all program objects. 
Let Type be a function that returns the class type of an object. Let Comp be a 
function from Class to It maps every class to the set of reference types 

encountered by recursively traversing the data structure of the input class. If 
els € Class, and S is the set of nodes of the sub-tree rooted in els in the program 
taxonomy, then we designate Comp* (els) = UieS consider two 

objects in Object, obji and obj 2 , we assume that an alias may take place iff the 
following condition holds: Comp*{Type{obji))C\Romp*{Type{obj 2 ))^ 0 

4 Analyzer Structure 

Current implementation produces dependency information based on the algo- 
rithms expressed above, conveniently addressing inheritance and method (con- 
structor) overloading. The structure of the analyzer can be outlined as follows: 
1.) First Pass: the input program is parsed and information about call sides is 
collected. 2.) Second Pass: it gathers additional information that becomes avail- 
able only after parsing the whole input program. The following activities are 
carried out: call graph construction; topological sorting of methods (construc- 
tors) based on call graph analysis (the concept of Transfer set is introduced as 
a generalization to OOP of the Extension in |3|); evaluation of IN and OUT 
sets for every call site and method (constructor) by type-based alias analysis. 

5 Couclusious 

Preliminary evaluation has been carried out. On simple benchmarks like Linpack 
and Primes, we identified parallelism associated to immutable objects or stateless 
methods. Current research activity is improving the alias analysis algorithms by 
refining the type information associated with every program object. 
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Abstract. Computation of local axial moments from images in a run- 
ning mode (per pixel) is computationally very extensive procedure, espe- 
cially, when the local moments must be computed for many orientation 
angles and for a large window size at the same time. This paper con- 
siders efficient computation of local axial moments by using the concept 
of primitive kernel functions. It allows to reduce the computation time 
from O(L^) to 0(1) per pixel, where LxL is the window size. 



The computation of many image local properties can be done by using a 
linear filtering, where the kernel of the filter defines a local property, e.g. the 
computation of local moments of different orders can be reduced to the linear 
filtering combined with other operations. In order to define some interesting 
cases of the filtering kernel function, the ID linear filtering is considered. If the 
kernel is separable, then the generalization to 2D case is straightforward. 

Definition 1. The discrete linear filtering of a function g(i) with the kernel 
function h(i) of the length L (window size) is computed by the equation: 

L-l 

f{i) = ^h{k)-g{i-k), ( 1 ) 

fc =0 

where the function h{i) is sampled at equal spacing from the continuous kernel 
function h{x), and h{x) is a bounded function, i.e. |h(a;)| < oo. 

Definition 2. A differentiable function with all bounded derivatives, the p- 
th derivative of which h^P\x) is equal to a constant, h^'P\x) = const, or to a 
constant multiplied by this same function, h^P\x) = const ■ h{x), is called a 
primitive kernel function of p-th order. 

The first example of such a function is the function x^ . Another example of 
the primitive kernel functions of second order are the trigonometric functions 
cos(x) and sin(x). 

Theorem 1. The computational complexity of the linear filtering algorithm 
by using the primitive kernel function of order p does not depend on the kernel 
size L (usually, p « L) and has the order of computation no more than 0{p^) 
per point. 

The proof is based on the Taylor series expansion in a current point i and 
the definition of primitive kernel function, which provides recursive expressions 
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for partial results. These recursive equations are reduced to the so-called basic 
primitive recursion in 0{p^) steps. The basic primitive recursion, in turn, allows 
fast recursive averaging in a sliding window of L points in 0(1) operations per 
point. 

Definition 3. The function of local axial moments Ma(i,j) relatively to the 
axis a is the linear filter of order L x L, where L = 2r + 1 and r is odd, 

L-l L-l 

Ma{i,j) = X! X! - k,j - 1), (2) 

k—0 l—O 

where ha{k,l) is the kernel function for the axial moment which depends on 
a chosen distance function d{i) to the axis with the slope a and each value of 
ha{k,l) denotes the distance of related point (k.l) to the axis. 

The computation of local axial moments per pixel according to Eq. (2) re- 
quires operations of multiplication and — 1 additions, i.e. its computational 
complexity is 0{LF‘). However, it can be substantially reduced by using the re- 
sults of application of the recursion principle and assuming a specific distance 
function. 

Theorem 2. The computational complexity of the local axial moment function 
Ma{i,j) of size L x L points relatively to four main orientations (where a = 
0, 1, 2, 3) can be reduced to 0{p^) operations per pixel for the four main axes of 
symmetry if the distance function d{i) is a primitive kernel function of order p, 
where p << L. 

Fast computation of the function of local axial moments for an arbitrary axis 
of symmetry is based on the so-called rotational recursion principle using the 
already calculated per point values of the main four axial moments. 

Theorem 3. The computational complexity of the function Ma(i,j) of local 
axial moments for an arbitrary axis of symmetry with angle a has the order 
0(1) per pixel if the number of pixels included between the current axis and the 
horizontal (or vertical) symmetry axis has the order 0(1) not including L pixels 
lying on the horizontal (or vertical) axis, where L x L is the window size. 

The fast recursive computation of axial moments is independent of the kernel 
size L in Eq.(2) and yields significant saving of the run time, however it is not 
sufficient for many applications due to the large image size and large number of 
orientation angles. Two ways of parallel implementation have been investigated 
which are readily realisable in the framework of a SIMD/MIMD architecture 
of parallel computer systems: angle parallelism (different angles of orientation) 
and segment parallelism (different image segments) . The angle parallelism should 
be used at small number of available processors, namely four processors is the 
minimal suitable number of processors. The segment parallelism is suitable at 
large number of available processors and large image size as well. Parallel systolic 
implementation is also applicable for the main orientations similar to the known 
systolic structure of central moment computation in a running mode. Its time 
complexity is 0(1) per point and space complexity equals O(p^), where p is the 
order of primitive kernel function used as the distance function in Eq. (2). 
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Abstract. We determine the speed up of a recently developed parallel 
algorithm of solving of systems of linear ODEs on large parallel MIMD 
computers. The used numerical method for solving systems of linear 
ODEs is the Runge-Kutta method. An optimal number of subintervals 
(or processors) and an optimal number of equidistant points for an in- 
dividual processor are assessed if a total interval is subdivided into N 
equal parts. It can be proven that the speed up is proportional to . 



1 Introduction 

Recently Podlubny Q suggested a parallel algorithm for solving linear ODE 
and their systems with non-constant coefficients; the method is based on the 
solutions of the so-called local problems. A modification of Podlubny’s method 
for linear systems of ODEs with constant coefficients was given by Torok |2|. 
One of the most important characteristic of each parallel algorithm - the speed 
up ~ was not investigated properly yet. This paper shows some results for the 
speed up of Podlubny’s algorithm. 

2 The Studied Method 

Let us briefly remind the parallel algorithm for solving systems for the non- 
homogeneous linear ODEs which has been described in detail in P . We consider 
the following Cauchy problem: 

Y'{x) = C{x)Y{x) + F{x) (1) 

T(a) = h) (2) 

where C{x) is a given matrix which elements are Cij{x), i,j = 1, 2, . . . , m; F{x) 
and Yq are given vectors with elements fi{x),yi, respectively and Y{x) is a 
wanted vector which elements are yi{x), i = 1,2, ...,to. E(x), F{x), C{x) are 
continuous in the closed interval [a, h\. Let us divide [a, b] in nq subintervals: 

a = Xo < Xi < X2 < ■ ■ ■ < Xnq-l < Xnq = b 

P. Zinterhof, M. Vajtersic, A. Uhl (Eds.): ACPC’99, LNCS 1557, pp. 598-|^^!3 1999. 
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and look for the solution of the problem (l)-(2) for the interval [a,b] in the 
following form: 

Y{x) = Ui{x)A^ + Vi{x),x G = [Xq(^^_i),Xq^], (j = 1, 7l) (3) 

where Uik{x) (the columns of Ui{x)) and Vi{x) are the solutions of the following 
problems: 

Uif.{x) = C{x)Uik{x),x G li, Urk{x) = 6k, {k = l,m) (4) 

Uj (x) = C(x)Vi(x) + F(x),x G Ii,V^(xi-i) = 0 (5) 

Uik(x) and Vi(x) are equal to the zero vector outside their subinterval li. We 
call Uik(x) and Vi{x) the ’’local solutions”. In (4) we denoted by efc a vector 
which all components are zeros but fc— th one is equal to 1. The constant vector 
Ai must be determined by satisfying the initial condition (2) and the condition 
of continuity of Y (x) in [a, b] . The last condition reduces to satisfy continuity of 
Y{x) for X = Xi, (i = 1, n). 



3 Speed Up Estimation 



Let us denote 

m mm 

A{m) = [1 + 12m + 4(2m^ + E’-'+EE’-'iii/P™’) (6) 

i—1 i—1 j—1 



B{m) = [1 + 13m + 18m^ + 8m^ + 4 ^ + 4(m + 1) (7) 

i—1 i—1 j—1 

where and Xij are the numbers of arithmetical operations needed for a single 
value of the functions fi{x) and Cij{x), respectively. It can be proven 

Theorem 1. If the interval [a,b] is divided into N = nq equal parts then for 
parallel performance of the problem (l)-(2) by RK method an optimal number of 
intervals li = [x(^i_i^g, xtq], i = l,n (or processors) is equal to n* = and 

an optimal number of RK steps within each interval is equal to q* = (N/B)^^^ . 
For large N the speed up function value in the optimal point (m,n*,q*) is ap- 
proximately equal to 



F{m,n*,q*) 



2(B(m))i/2 



where A{m), B{m) are given by relations 
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1 Introduction 

Dense Cholesky factorization arises in area such as linear programming, bound- 
ary element methods and radios! ty computations. In this paper we focus on 
designing efficient parallel algorithms for Cholesky factorization. 

In order to take portability into account, we utilize LogP [1] in our perfor- 
mance analysis. LogP is a general parallel model utilizing point-to-point com- 
munication. The model captures important characteristics of parallel machines 
without taking into account specifics such as the interconnection network in or- 
der to deal with portability issues. The four parameters of LogP are: (L): latency; 
(o): overhead; (g): gap; and (P): number of processor/memory pairs. For ease 
of discussion, we assume that L = g and o = 0. 



2 Assumptions and Results 

Given a dense symmetric positive definite matrix A of size n by n, there are 
3! ways of executing Cholesky factorization algorithm by rearranging the order 
of the triple outer for loops. However, because of the inherent serial depen- 
dency of each Cholesky factor on the component of rows less than i and of 
columns less than j, [3] suggested that row processing incurs too many commu- 
nications to be considered for parallelization. We concentrate on two algorithms 
using column processing which [2,3] had termed column-Cholesky (fan-in) and 
submatrix-Cholesky (fan-out) These algorithms use CMOD and CDIV primi- 
tives to modify the column and to do the column division respectively. 



Parallel Column-Cholesky ” fan-in” A processor, when processing data for 
each column j of a matrix of size n by n, computes aggregates to send to the 
owner of column j . Aggregates for column j are the sum of multiplications within 
CMOD operations. If the processor was allotted column j then it waits to receive 
the aggregates for column j from the other processors and also one from its own. 
For each aggregate array the processor receives, it is subtracted from column j. 
Finally, CDIV operations are done to obtain the Ly for column j. 
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Parallel Submatrix-Cholesky ” fan-out” When processing data for each 
column j of a dense matrix, if the processor is allocated the column j, it performs 
CDIV to get the L[j] array and then sends it to all other processors. It also uses 
the result from CDIV (i.e. L\j]) to perform CMOD on those columns it owns 
which are greater than j. On the other hand, if it does not own column j, it 
then waits to receive the L[j] from the processor which owns column j and then 
perform CMOD on those columns that the processor owns which are greater 
than column j. 

Parallel Issues When designing and analyzing a parallel algorithm three im- 
portant items must be taken into account: (i) local computation tasks, (ii) data 
layout, and (iii) the communication schedule. 

Local Couiputatiou For both fan-in and fan-out, an inherent parallel compu- 
tation lower bound is 17(^). For brevity, we have omitted an in-depth analysis 
which provided us with a precise computation lower bound. 



Data Layout We define column_wrapped data layout as: Column j is assigned 
to processor Pi if j = kP + i where 0 < k < p — 1. We assume our data layout 
is column-wrapped and that there exists an integer w where n = wP. 

Couiuiuuicatiou For studying the communication lower bound, we computed 
the minimum number of messages sent and received respectively for both fan- 
in and fan-out. From our detailed analysis of the problem, we saw that the 
number of messages sent for both fan-in and fan-out is f7(^). Furthermore, 
we have devised a communication scheme which overlaps communication and 
computation. However, for brevity, this discussion has been omitted. 

Lower Bouud Clearly, the lower bound for both parallel Cholesky factoriza- 
tion is the maximum of the lower bounds between communication and local 
computation giving us + ^g). 

Parallel Running Time We were able to design an algorithm with parallel 
running time of 0(^ -|- g^). For brevity, we have omitted the analysis of the 
precise running time as well as a discussion of our algorithm design. 

3 Conclusion 

Some existing research have found that using aggregates in fan-in has resulted 
in a better performance than fan-out. However, in our study we have found 
that the difference is insignificant due to the communication scheme. We plan 
to study how performance may be improved by exploring issues such as other 
data distribution methods such panel and block distributions. 
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